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Abstract: A message exchange framework based on information elements as a transport method
for key management protocol (KMP) datagrams and guidelines for the use of some existing KMPs
with IEEE Std 802.15.4™ is defined in this standard. A new KMP is not created in this standard. In
support of KMP transmission and reception, a generic multiplexed data service layer that can be
used to transmit large packets from the upper KMP to another peer and that provides for protocol
discrimination is also provided in this standard. The multiplexed data service provides a
fragmentation and multiplexing layer for those packets so they can be delivered over smaller MAC
layer frames and multiplexed on the recipient end to the right processing service. The multiplexing
provides for EtherType protocol discrimination.

Keywords: EtherType, fragmentation, |IE, IEEE 802.15.9™, information element, key management
protocol, KMP, multiplexed data service, security
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Important Notices and Disclaimers Concerning IEEE Standards
Documents

IEEE Standards documents are made available for use subject to important notices and legal disclaimers.
These notices and disclaimers, or a reference to this page (https://standards.ieee.org/ipr/disclaimers.html),
appear in all standards and may be found under the heading “Important Notices and Disclaimers Concerning
IEEE Standards Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE SA) Standards Board. IEEE develops its standards
through an accredited consensus development process, which brings together volunteers representing varied
viewpoints and interests to achieve the final product. IEEE Standards are documents developed by
volunteers with scientific, academic, and industry-based expertise in technical working groups. Volunteers
are not necessarily members of IEEE or IEEE SA, and participate without compensation from IEEE. While
IEEE administers the process and establishes rules to promote fairness in the consensus development
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the
soundness of any judgments contained in its standards.

IEEE makes no warranties or representations concerning its standards, and expressly disclaims all
warranties, express or implied, concerning this standard, including but not limited to the warranties of
merchantability, fitness for a particular purpose and non-infringement. In addition, IEEE does not warrant or
represent that the use of the material contained in its standards is free from patent infringement. IEEE
Standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE Standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and
issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity, nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate,
seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: THE
NEED TO PROCURE SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event that
an [EEE standard is translated, only the English version published by IEEE is the approved IEEE standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, nor be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that the presenter’s views should be considered the personal views of that individual rather
than the formal position of IEEE, IEEE SA, the Standards Committee, or the Working Group.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE or IEEE SA. However, IEEE does not provide interpretations,
consulting information, or advice pertaining to IEEE Standards documents.

Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important that any responses to comments and questions also receive the concurrence of a balance of interests.
For this reason, IEEE and the members of its Societies and Standards Coordinating Committees are not able to
provide an instant response to comments, or questions except in those cases where the matter has previously
been addressed. For the same reason, IEEE does not respond to interpretation requests. Any person who would
like to participate in evaluating comments or in revisions to an IEEE standard is welcome to join the relevant
IEEE working group. You can indicate interest in a working group using the Interests tab in the Manage Profile
& Interests area of the IEEE SA myProject system. An IEEE Account is needed to access the application.

Comments on standards should be submitted using the Contact Us form.
Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with the
provisions of any IEEE Standards document does not constitute compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Data privacy

Users of IEEE Standards documents should evaluate the standards for considerations of data privacy and
data ownership in the context of assessing and using the standards in compliance with applicable laws and
regulations.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.

Photocopies

Subject to payment of the appropriate licensing fees, IEEE will grant users a limited, non-exclusive license
to photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400; https://
www.copyright.com/. Permission to photocopy portions of any individual standard for educational
classroom use can also be obtained through the Copyright Clearance Center.
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Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years
old and has not undergone a revision process, it is reasonable to conclude that its contents, although still of
some value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that
they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit IEEE Xplore or contact IEEE. For more
information about the IEEE SA or IEEE’s standards development process, visit the IEEE SA Website.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE SA Website. Search for standard number
and year of approval to access the web page of the published standard. Errata links are located under the
Additional Resources Details section. Errata are also available in IEEE Xplore. Users are encouraged to
periodically check for errata.

Patents

IEEE Standards are developed in compliance with the IEEE SA Patent Policy.

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE
SA Website at https://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may indicate
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation or
under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely their
own responsibility. Further information may be obtained from the IEEE Standards Association.

IMPORTANT NOTICE

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure
against interference with or from other devices or networks. IEEE Standards development activities consider
research and information presented to the standards development group in developing any safety
recommendations. Other information about safety practices, changes in technology or technology
implementation, or impact by peripheral systems also may be pertinent to safety considerations during
implementation of the standard. Implementers and users of IEEE Standards documents are responsible for
determining and complying with all appropriate safety, security, environmental, health, and interference
protection practices and all applicable laws and regulations.
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Introduction

This introduction is not part of IEEE Std 802.15.9™-2021, IEEE Standard for Transport of Key Management
Protocol (KMP) Datagrams.

Key management has been recognized as critical component for network security, but IEEE Std 802.15.4™
does not provide any methods for key management and leaves it out of scope. So this standard was created
to provide a methodology to enable key management by providing a transport for key management protocols
(KMPs) outside the application layers.

The first revision of the 802.15.9-2016 was a Recommended Practice, and this revision of the 802.15.9 will
change it to an IEEE Standard.

The scope of the 2016 version of IEEE Std 802.15.9 was as follows:

This Recommended Practice defines a message exchange framework based on Information Elements as a
transport method for key management protocol (KMP) datagrams and guidelines for the use of some
existing KMPs with IEEE Std 802.15.4. This Recommended Practice does not create a new KMP.

The current scope of IEEE Std 802.15.9-2021 is as follows:

This standard defines security key management extensions to address session key generation (both 128-bit
and 256-bit key lengths), the creation and/or transport of broadcast/multicast keys, and security algorithm
agility. This standard maintains backwards compatibility with IEEE Std 802.15.9-2016.
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IEEE StandardReeemmended Practice for Transport Key Management
Protocol (KMP) Datagrams

1.0verview

1.1 General

This document defines a_standard recommended—practice for the transport of key management
protocols (KMP) for WPANS.

1.2 Scope

This standard defines security key management extensions to address session key generation (both

128-bit and 256-bit key lengths), the creation and/or transport of broadcast/multicast keys, and

security algorithm agility. This standard maintains backwards compatibility with IEEE Std 802.15.9-

2016.
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1.3 Purpose

This standard recommended-practice describes support for transporting KMP datagrams to support
the security functionality present in IEEE Std 802.15.4™.1 Significant in support of KMP transport is
the definition of a general purpose multiplexed (MPX) data service supporting fragmentation, re-

assembly, and protocol dispatch for payloads unable to fit in a single media access control (MAC)

frame.

1.4 Deprecated features

This standard deprecates the use of PANA KMP defined in the Clause D.

1.5 Word usage

The word shall indicates mandatory requirements strictly to be followed in order to conform to the

standard and from which no deviation is permitted (shall equals is required to).23

The word should indicates that among several possibilities one is recommended as particularly

suitable, without mentioning or excluding others; or that a certain course of action is preferred but

not necessarily required (should equals is recommended that).

The word may is used to indicate a course of action permissible within the limits of the standard

(may equals is permitted to).

1Information on references can be found in Clause 2.

2The use of the word must is deprecated and cannot be used when stating mandatory requirements, must is used only to describe

unavoidable situations.,3

3The use of will is deprecated and cannot be used when stating mandatory requirements, will is only used in statements of fact.
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The word can is used for statements of possibility and capability, whether material, physical, or

causal (canequals is able to).

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e.,
they must be understood and used, so each referenced document is cited in text and its relationship
to this document is explained). For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments or corrigenda)

applies.

IEEE Std 802.15.4™, JEEE Standard for Low-Rate Wireless Networks. 422

3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards

Dictionary Online should be consulted for terms not defined in this clause.®*

extended address: The address as specified in 7.1 of IEEE Std 802.15.4-2020.

key management protocol (KMP): A collection of data transactions that provide the mechanism to
manage cryptographic keys. This includes dealing with the generation, exchange, storage, use, and

replacement of keys.

LJEEE publications are available from the Institute of Electrical and Electronics Engineers (http://standards.ieee.org/.)
%The IEEE standards referred to in Clause 2 are trademarks belonging to the Institute of Electrical and Electronics Engineers, Inc.

SIEEE Standards Dictionary Online is available at: http://dictionary.ieee.org. An IEEE Account is required for access to the

dictionary, and one can be created at no charge on the dictionary sign-in page..
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3.2 Acronyms and abbreviations

4WH

ACL

AAA

AP

AS

BEX

CAK

DEX

EAP

EAPOL

GKH

HI

HIP

HIT

Icv

IE

IETF

IKEv2

4-Way Handshake

access control list

authentication, authorization and accounting

access point

authentication server

base exchange

connectivity association key

diet exchange

extensible authentication protocol

EAP over LAN

Gate Key Handshake

host identity

host identity protocol

host identity tag

integrity check value

information element

Internet Engineering Task Force

Internet Key Exchange version 2
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P

IPsec

KDF

KMP

MAC

MSDU

MKA

MPX

MPDU

MSK

N2N

PAN

PANA

PHY

PIB

PIX blic kevint \ 500

PRF

Internet protocol

IP Security

key derivation function

key management protocol

media access control

MAC Service Data Unit

MACsec key agreement

multiplexed

MAC protocol data unit

master session key

node to node

personal area network

protocol for carrying authentication for network access

physical layer

personal area network information base

pseudo-random function

PSDUL PLY cad .

SA

SPI

security association

security parameter index
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ubp user datagram protocol

WPAN wireless personal area network

4, Introduction

4.1 Overview

IEEE Std 802.15.4 supports datagram security, but does not specify how keys are managed. A IEEE

variety of proprietary, non-interoperable,—semetimes—poorly—seeured approaches for key

management_have been implemented. This standard defines KMP approaches which meet the -

Adding KMP-suppertis- critical needs of an effective te-a-proper security framework.

This standard recommendedpractice specifies the transportation of KMP datagrams within IEEE
Std 802.15.4 these-standards. It also provides guidelines for KMPs such as the Internet Engineering
Task Force’s (IETF) host identity protocol (HIP) (Moskowitz [B19 B18]), Internet Key Exchange
version 2 (IKEv2) (Kaufman, et al. [B16 B14]), Protocol for carrying Authentication for Network
Access (PANA) (Forsberg, et al. [B6 B5]), Dragonfly, and (AnnexE-asused+in-IEEE Std 802. 1X s

™ [B12]7}),-and

IEEE Std 802. 15.4y™ [B14] provides a mechanism for using other encryption algorithms in the IEEE

Std  802.15.4 than AES-CCM-128. Depending on the KMP to be used this standard can be used to

negotiate the algorithm PXTM{B9}>,

This standard recommended—practice also provides a generic MPX data service layer that can be
used to transmit large packets from the upper- layer process to another peer. The MPX data service
provides a fragmentation and multiplexing layer for those packets so they can be delivered over

smaller MAC layer frames and multiplexed on the recipient end to the right processing service.

The numbers in brackets correspond to those of the bibliography in Annex G.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 01:56:10 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 802.15.9-2021


http://www.avadocuments.com/doc/ieee-802-15-9-2021
http://www.avadocuments.com/doc/ieee-802-15-9-2021

4.2 System view

The KMP protocol is intended to operate over a variety of wireless physical layers (PHYs). Within

the family of PHYs available in the IEEE Std 802.15.4 reference-standards, some PHYs provide low

data rates and limited PHY packet sizes. Even when the PHY layer supports ;—undersome
envirenmental-conditions-the-transmission-of large frames, there are benefits for fragmenting the

packets ov
smaller frames be-suecessful. In some KMPs supported by this document the message size exceeds
even the largest PHY packet size supported by any PHY defined in IEEE Std 802.15.4. thereference

standards: For these reasons, fragmentation and reassembly of the KMP messages is essential. An

interoperable fragmentation/reassembly mechanism is described in this document.

The key transport mechanism described in this document sits between the MAC services and higher

layers and is shown in Figure 1.

KMP service
Other services Confiauration
using MPX < —
Information KMP Next higher layer
elements :
« KMP}SAP
ey
requestsiI
MPX-SAP MPX-SAP MLME-SAP  MCPS-SAP
A A A A

v v

MPX data service MCPS-SAP

MAC Y * y

MAC services management MAC data
services services

PHY services

(New)
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Figure 1—System overview
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MPX data service provides the way to fragment and multiplex packets sent by the layers above it
and send them out using the MAC data service. The interface between the MPX data service and the
layers above it includes the MultiplexID and the payload to be sent or the payload received. The
KMP Service will use MPX-DATA primitives to send and receive packets, and the next BATA
higher layer will talk to the KMP services through the KMP primitives-MEME-SAP-isnet-used.

The actual KMP is inside the KMP services, and the configuration of the KMP is provided by the
next BATA higher layer using a mechanism that is outside the scope of this document. The keys

generated and the algorithms negotiated by the KMP are sent to the next BATA higher layer, which

will then install them to the MAC sublayer. The exact format of the keys and configuration depends

on the KMP used, and is outside the scope of this document.

4.3 Network view

The KMP transport services are limited by the fragmentation/reassembly multiplexing service
defined in this standard recemmended—practice. The fragmentation defined in this document is
intended for operation between two direct peer devices. This means that if applied to a multi-hop

network topology, it is intended that fragmentation and reassembly be performed hop by hop.

The KMPs themselves are all capable of working over a multi-hop transport. If an implementation
can ensure all KMP payloads fit in a single MAC protocol data unit (MPDU), the

fragmentation/reassembly mechanism is not engaged. Further, the KMPs are normally used on lossy

environments, and they have to work even when frames are internallyhandle lost-messages, thus

the lack of a multi-hop acknowledgment is not a limitation. Therefore if there is also a MAC
forwarding mechanism, the KMP transport services will work in a multi-hop environment. It is up
to the implementation to make sure that these constraints are met before using in a multi-hop

environment.

The KMPs used by this standard may kKMP-serviees-provided-here-ean provide both link and group

key management support.
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4.4 Security associations

The security information between two devices is maintained in a security association (SA). The role
of a KMP is to set up and maintain an & SA between two or more devices. SAs may be unicast or

group SAs.

Many types of SAs are possible as described in the security-related MAC personal area network
(PAN) information base (PIB) attributes in 9.5 of IEEE Std 802.15.4-2020. An implementer of this
standard recommended-practice will select from the options allowed to request the KMP higher
layer to establish the desired SA and provide the necessary keys to the MAC PIB attribute._Short
summary of the types of SAs in IEEE Std 802.15.4 can be found from Annex F.

4.5 Process flow

SAs can be established in-a-beaconingPAN-when a device joins the PAN, or any time #-a—nen-
beacening PAN Fust prior to the first secured data transmission. There are different methods that
can trigger the SA establishment. One is that the PIB macSecurityEnabledis set to TRUE e in either

device.

In a beaconing PAN, either device configured to require security may start the KMP. A coordinator
may require SA establishment prior to association or the next step after association. A joining device
may attempt SA establishment prior or after association if it is configured to only communicate over

a secured link.

In a non-beaconing PAN, if the sender of the initial data transmission is configured to require
security it first establishes the SA by starting the KMP. If the recipient receiver is configured to
require security and receives a non-secured data transmission, it drops shal—drep the data

transmission and starts start the KMP to establish the SA.

4.6 State machine

There are separate inbound and outbound processing state machines: (see Clause 9).
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4.7 Address formats

To be able to send or receive a packet securely, IEEE Std 802.15.4 requires that the originator and the
recipient of the frame know the extended address (see IEEE Std 802.15.4) of the other end. This

means that before any link keys between peers can be established, they need to know the extended
address of the originator, as the SA will be associated with that. The KMPs can use that 64-bit

extended address to identify the peer and use it them to authenticate the other end.
4.8 KMP payload size

As the MPX data layer allows a KMP payload to be fragmented into a maximum of up—te 256

fragments, this means that even if the PHY is using 127 octet PHY service data units PSBUs (96

octets effective fragment size), this standard recemmended-practice can use KMP payloads up to 24

576 octets. The Total Upper Layer Frame Size field of the MPX IE is two octets, thus regardless of the

maximum size of the underlaying PHY the maximum KMP pavload size is 65 535 octets.

4.9 Format conventions
This document follows the formatting conventions as defined in Clause 4 of IEEE Std 802.15.4-2020.

5. MPX data service

5.1 Description

The MPX data service provides a mechanism to carry multiple payloads of between—multiple
different higher layer services between two nedes—econnected—by—a—MAC entities link, and

multiplexing and fragmenting those payloads so they can be transmitted using MAC frames. The

single MACframe—The MPX data service delivers an a MPX data payload from a higher protocol

layer by fragmenting it into a number of MAC frames at the originator and sending them
sequentially to the recipient. At the recipient, the MPX data payload is reassembled from the
sequence of MAC frames and delivered to the higher protocol layer. The MPX data payload carried

within MPX IEs can be sent within either Data or Multipurpose frames.
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As MPX data service payloads may exceed the size of an MPDU, a fragmentation method using the
MAC acknowledgment provides the needed fragmentation support. The use of the MAC
acknowledgment allows the originator to be assured the receiving device has all the frames to

reassemble the MPX data service payload. Retransmission of unacknowledged frames is handled by

within the MAC., and-isnet-apparent-to-theuserof The MPX data service_shall limit each MPX IE
Content field to at maximum of macMpxMaxFragmentSize octets—Fhereeceiving-side-must-anticipate

If the originator fails to send the data frame (for example because of the NO ACK

FRANSACTION-_EXPIRED error status), the MPX data service ghall will fail the transaction and
return an error to the next higher layer. As quite often there is no possibility to signal a state of failed

transfer via the MAC, the recipient receiver state machine uses a timeout defined by enreceiving the

macMpxReassemblyTimeout rnext-expected-frame-in-the-chain to determine when the originator has
failed the transfer. In the MPX data service there is Fhere-isa signaling mechanism allowing either

end to request that the transfer be aborted. Recipient may might request transfer to be aborted if it
does not have enough resources to finish the transaction #, and recipient may #-#aight indicate the

maximum size of transaction recipient i can process in the abort message-

If a fragment is received out of order, the inbound fragmentation processing of the receiving device

may be declared as failed and the transaction terminated. It The mechanismdeseribedin—this

aceeptable-behavier—Further—it is possible for the MAC layer to have acknowledged receipt of a

fragment that is later dropped by a higher layer function (due to overload or lack of resources).

Thus, the acknowledgment should only be taken to indicate that the fragment was received by made

itte the recipient, not that the recipient passed the fragment to the reassembly service and onto the

service using the MPX IEs.

The following primitives, summarized in Table 1, are used by an entity at a higher layer to fragment
and transfer an a MPX payload to a remote device where it is reassembled and passed presented to
the next higher layer peer-entity.
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Table 1—Summary of MPX primitives

Name Request Indication Response Confirm
MPX-DATA 322 524 — 523
MPX-PURGE 532 — — 333

New
r— —

Name quest Indication W{]ﬁ]'lﬂ
D 5 S 5.0
MPXDATA [s521 o= | 522

{Peleted)
5.2 MPX data primitives

5.2.1 MPX data primitive use

Figure2 shows a successful transfer of a payload, which must be split into three fragments for
transmission by the MAC on the originator and is received and reassembled at the recipient.
receiver—The Figure2 shows the next higher layer on the originator initiating the transfer by issuing
the MPX-DATA.request primitive. At the recipient reeeiver, on successful reassembly of the
fragments into the full payload, the recipient receiver next higher layer is signaled that a new
payload has arrived using the MPX-DATA.indication. To complete the transfer, the originator next
higher layer which started the transfer is signaled that the transfer completed successfully using the

MPX-DATA.confirm with a status code of SUCCESS.
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Mext Higher Layer MPX Originator MAC Recipient MAC MPX Next Higher Layer

—_ MPX-DATA.request
T ——— . |__MCPS-DATA request
T —_ Datz
TT———a | _MCPS-DATA indication
—_—
ACK
McPs—nA'r.n.cin_’.T__ "
-—
— MCPS-DATA request
D Data
I MCP5-DATA. indicati
| .______:_c:_mn
ack >
MCPS-DATA canfirm -—
‘ ———
—_MCPS-DATA.request
T Data
| MCPS-DATA.indication
AcK T —
) —_— ) A —
MCPS-DATA confirm | g MPX-DATA.ingication
MPX-DATA canfirm B
| -
-—

Figure 2—Message sequence for successful transfer of three fragments

Figure 3 shows an unsuccessful transfer of a fragmented payload. The figure shows the next higher
layer on the originator initiating the transfer by issuing the MPX-DATA request primitive. The
transfer of the first fragment completes successfully as denoted by the ACK and MCPS-
DATA.confirm. The second fragment is lost during transmission. The originator MAC (as shown in
Figure 3) will try retransmitting the frame until it reaches the maximum number of retransmissions,
at which point it will return failure; the MCPS-DATA.confirm returns a status of NO ACK
FRANSACHON-EXPIRED and the MPX-DATA.confirm carries the status to the originator next
higher layer. After returning the NO ACK FRANSACHON_EXPIRED status to the upper layer, the
MPX data service layer can also optionally send an MPX IE with an abort code to inform the other
end that it has aborted the transaction. As the other peer was not responding to the Acks, it is most
likely because it is not in radio range, so it is quite likely that this abort message will not reach the
other end either, so it is often shewld-be sent without asking for Ack, and without retransmissions. If

the other end receives the abort, it can immediately clear out its state._If the recipient does not

receive the abort it shall drop the transaction after timeout specified by the

macMpxReassemblyTimeout PIB attribute.
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Figure 4 shows a case where the recipient cannot process the request and thus it aborts it by sending
a separate a-Data frame having an MPX IE with an abort code. The MPX IE may mightalso include
the maximum transfer size which is then given to the originator’s next higher layer along with the

TRANSACTION_ABORTED status code. When receiving the MPX IE with Transfer type of aborted

the Originator MAC can find matching transaction by matching the Source and Destination

addresses and the Transaction ID.

In Figure 5 the recipient is configured not to accept any of the MPX IE transactions, thus it can
immediately answer with the MPX IE inside the Enh-Ack it is sending back to the originator for the

first fragment.

Mext Higher Layer MEX Originator MAC Recipient MAC MEPX MNext Higher Layer
___lﬂP)l—Dd\Td\.request
T ——— . | MCPS-DATA request
e ——
T Data
TTT——— | _MCPS-DATA indication
_———._.___h_
ACK
MCPS-DATA confirm _‘____——f—_’
e
-
—_MCP5-DATA. request At some point
— Data the MPX layer
_——_—__—_—P( will timeout the
unfinished MPX
Retry Data frame transaction and
transmission up to clear state.
aMaxFrameRefries
times
— e
i
MCPS-DATA.confirm
MPY-DATA confirm | g "
-
_MCP5-DATA request
{optional) - | Data IE with abort code]
e ————
(opticnal)

Figure 3—Failed fragment transfer
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Next Higher Layer

Neut Higher Layer MPX Originator MAC Recipient MAC MPX
— MPH-DATA request
——— » _ECPS-D&.TIA.'eq.l:st
T —ae —__ Dats
T T——— MCP5-DATA indication
D
ALK
MCP5-DATA. fi ————
confirm__ | g MCPS-DATA request
" ——
Data -
(MBX IE with 3bort coded
MCP5-DATA indication
MPX-DATA.confirm -
TRANSACTION_
ABORTED
e

Figure 4— Aborted fragment transfer

Next Higher Layer

Next Higher Layer MPX Originator MAC Recipient MAC MPX
- MPY-DATA request
o |__MCPS-DATA request
T I Data
T ——— g | Otherend doesnot want
to accept any MEPX
transfers and will return
abort IE for all of them in
Enh-Ack.
It can also indicate The
ACK max transfer size it is
[MPX IE with abort code) | willing te acceptin the
——— MPX IE.
"
MPH-DATA confirm MCPS-DATA confirm
TRANSACTION_ -
ABORTED -
e———"""

Figure 5— Aborted fragment transfer in Enh-Ack

5.2.2 MPX-DATA.request

The MPX-DATA .request primitive requests the transfer of an a MPX payload to another device.

The semantics of this primitive are as follows:

MPX-DATA request

SrcAddrMode,
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DstAddrMode,
DstPanlId,

DstAddr,
MultiplexId,
MpxData, Mp>BPata;
MpxHandle,
SecurityLevel,
KeyldMode,
KeySource,
KeyIndex,

SendMultipurpose

The primitive parameters are described in Table 2.
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Table 2—MPX-DATA.request parameters

Name

Tvpe

Valid range

Description

SrcAddrMode

Emumeration

NONE. SHORT.,
EXTENDED

The source addressing mode for this MPX data.

DstAddrMode

Emumeration

NONE, SHORT.,
EXTENDED

The destination addressing mode for this MPX
data.

DstPanld

Integer

Ox0000—0xfHT

The PAN identifier of the entity to which the
MPX data 1s being transferred.

DstAddr

As specified by the DstAd-
drMode parameter

The address of the receiving (desfination)
device.

MultiplexId

Integer

Ox0000—0x T

The higher-layer protoceol using the MPX data
service. See 7.3.4.

MpxData

Set of octets

The set of octets forming the MPX data pay-
load.

MpxHandle

Integer

O 00— fT

An identifier which can be used to refer to the
particular primitive transaction; used to match
a confirm primitive with the corresponding
request.

SecurityLevel

Integer

07

The combination of Message Integrity Check
and Encryption to be applied to the pavload of
the MPX data service. For encoding see

Table 9-6 in IEEE Std 802.15.4-2020.

KeyldMode

Integer

As defined in Table 9-7 of
IEEE Std 802.15.4-2020

The mode used to identify the key purportedly
used by the originator of the recerved frame.
This parameter is ignored if the SecurityLevel
parameter is set to 0x00.

KeySource

Set of octets

As mdicated by the Keyld-
Mode parameter

The originator of the key purportedly used by
the originator of the recerved frame. The Key-
Source field, when present, indicates the origi-
nator of a group key. The KeySource parameter
shall be formatted as described in the Section
©.4.42 of the IEEE 5td 802.154-2020. This
parameter is ignored if the KevldMode param-
eter 15 1gnored or set to 0x00 or set to Ox01.

KeyIndex

Integer

Ox01-0xff

The Key Index field allows unique identifica-
tion of different keys with the same originator.
It 1s the responsibility of each key originator to
make sure that the actively used keys that it is-
sues have distinct key indices and that the key
indices are all different from Ox00. This param-
eter 15 1gnored if KeyldMode 1s ignored or set
to (x00.

SendMultipur-
pose

Boolean

TRUE. FALSE

If TRUE, use the Multipurpose frame type. If
FAL SE. use Data frame fype. See 8.3.2
MCPS-DATA request of IEEE Std 802.15.4-
2020.
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V4

Name Type Valid range Description /

Sr:\%iod& Enumeration NONE., SHORT. The source addressing mode for ﬂlis?(data_

EXTENDED
Dsb’nddﬂxk Enumeration NONE, SHORT. The destination addressing m%r this MPX

EXTENDED data.

DstPanld ) teger O 0000 nc £ The PAN identifier of tity to which the
MPX data 1s being

DstAddr — As specified by the DstAd- | The address of the pfeeiving (destination)
drMode parameter. device.

MultiplexId Integer Ox0000—-0xfHT The higher-lyfrer protocol using the MPX data
service. Sg€ 723,

A
MpxData Set of octets \ The s¢f of octets formung the MPX data pay-

loag/

MpxHandle Integer O X wdentifier which can be used to refer to the
particular primitive transaction; used to match
a confirm primitive with the corresponding
request.

SecurityLevel Integer 07 The combination of Message Integrity Check
and Encryption to be applied to the payload of
the MPX data service. For encoding see

Table 9-6 in IEEE Std 802.15 4.

KeyldMode Integer As de m Table 9-7 of\ The mode used to identify the key purportedly

IEEE Ad 802.15.4. ed by the originator of the received frame.

% parameter 15 mvalid if the SecuntyLevel
ter is set to 0x00.

KeySource Set of octets /. As indicated by the Keyld- | The ongihator of the key purportedly used by
Mode parameter. the originatdy of the received frame The Key-
Source field, present, indicates the origi-
nator of a group Rey. If the Key Identifier Mode
field indicates a 4-ogtet Kev Source field, then
the Key Source field all be the macPanld of
the originator of the growp key right concate-
nated with the macShortAdNgess of the origina-
tor of the group key. If the KeWldentifier Mode
field mdicates an 8 octet Key Sobgee field, then
the Kev Source field shall be set to\he macEx-
tendedAddress of the originator of the group
key. This parameter 15 invahd if the 1d-
Mode parameter is invalid or set to 0x00 o

to 0x01.
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Tebte AL DT sogurent poapoonens Lo b e d

Na Type Valid range De*;tripnM
KeyIndex l@\ Ox01-0nff The Key Indes allows unique identifica-
tion ofde t keys with the same originator.
1s the responsibility of each key originator to

make sure that the actively used keys that it is-
sues have distinct key indices and that the key
[“tses are all different from 0x00.

SendMultipur- B}lﬂaﬂ/ TEUE. FALSE If TRUE. use the

pose

Peleted)
5.2.3 MPX-DATA.confirm

The MPX-DATA.confirm primitive reports the results of a request to transfer data to another device.
The semantics of the MPX-DATA.confirm are as follows:
MPX-DATA.confirm (
MpxHandle,
MaxTransferSize,

Status

The primitive parameters are described in Table 3. If there is no capacity to store the transaction, the
Status shall w4l be set to TRANSACTION_OVERFLOW. In case the other end aborts the transaction
then the status shall s be set to TRANSACTION_ABORTED and the MaxTransferSize is set to the

value returned from the other end.
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Table 3—MPX-DATA.confirm parameters

Name Type Valid range Description
MpxHandle Integer Ox 000 AT An identifier that can be used to refer toa
particular prinutive transaction; used to match
a confirm primitive with the corresponding
request.
MaxTransfer- Integer 0x0000—0xfTE In case of an aborted transaction this parameter
Size can be refurned from the other end to indicate
the maximum size of transaction it can handle.
In case an other end did not give a maximum
size, this 1s set fo zero.
Status Emumeration | SUCCESS. TRANSAC- | The status of the last MPX data transmission.
TION_ABORTED. Also see
822 of IEEE 5td 802.15.4-
2020 for list of generic emrors
New
m\% Valid range W
MpxHandle Integer Oxd m that can be used to refer to a
particular primitive transaction; vsed to match
a imitive with the corresponding
/ request.
Name Type Valid range Description /
L—Iax'['raﬂh\ Integer 0x0000—0x T In case of an aborted transacti s parameter
Size can be returned from the end to indicate
the maximum size ction it can handle
In case an o d did not give a maximum
size, thisy
Status Enumeration }éatus of the last MPX data transmission.

FRAME_TOO_LONG, UN-
AVAILABLE KEY, UN-
SUPPORTED_SECURITY.
INVALID_PARAMETER.
TRANSACTION_ABORT-
ED
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5.2.4 MPX-DATA.indication

The MPX-DATA . indication primitive delivers an a MPX payload from another device.

The semantics of this primitive are as follows:

MPX-DATA.indication

SrcAddrMode,

SrcPanld,

SrcAddr,

DstAddrMode,

DstPanld,

DstAddr,

MultiplexId,

MpxData,

SecurityLevel,

KeyldMode,

KeySource,

KeyIndex
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