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Abstract: Radio technology independent methods for coexistence among dissimilar television 
band devices (TVBDs) and dissimilar or independently operated networks of TVBDs are specified 
in this standard. 
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Important Notices and Disclaimers Concerning IEEE Standards Documents 

IEEE documents are made available for use subject to important notices and legal disclaimers. These 
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the 
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards 
Documents.” 

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents 

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are 
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a 
consensus development process, approved by the American National Standards Institute (“ANSI”), which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. 
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE. 
While IEEE administers the process and establishes rules to promote fairness in the consensus development 
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the 
soundness of any judgments contained in its standards. 

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other 
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness 
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness 
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. 
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.” 

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related 
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved 
and issued is subject to change brought about through developments in the state of the art and comments 
received from users of the standard.  

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his 
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as 
appropriate, seek the advice of a competent professional in determining the appropriateness of a given 
IEEE standard. 

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE. 

Translations  

The IEEE consensus development process involves the review of documents in English only. In the event 
that an IEEE standard is translated, only the English version published by IEEE should be considered the 
approved IEEE standard. 
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Laws and regulations  

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
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in compliance with applicable laws, and these documents may not be construed as doing so. 

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. 
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These 
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and the promotion of engineering practices and methods. By making these documents available for use and 
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the 
documents. 

Photocopies  

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to 
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non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance 
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to photocopy portions of any individual standard for educational classroom use can also be obtained 
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Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.  

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten 
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although 
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has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the 
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indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without 
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responsible for identifying Essential Patent Claims for which a license may be required, for conducting 
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or 
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing 
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determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely 
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Introduction 

This introduction is not part of IEEE Std 802.19.1™-2014, IEEE Standard for Information technology—
Telecommunications and information exchange between systems—Local and metropolitan area networks—Specific 
requirements—Part 19: TV White Space Coexistence Methods. 

This standard specifies radio technology independent methods for coexistence among dissimilar TV band 
devices (TVBDs) and dissimilar or independently operated networks of TVBDs. This standard addresses 
coexistence for IEEE 802® networks and devices and will also be useful for non IEEE 802 networks and 
TVBDs. 
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IEEE Standard for  
Information technology—
Telecommunications and information 
exchange between systems— 
Local and metropolitan area networks—
Specific requirements— 
 
Part 19: TV White Space Coexistence 
Methods 
 

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, health, or 
environmental protection, or ensure against interference with or from other devices or networks. 
Implementers of IEEE Standards documents are responsible for determining and complying with all 
appropriate safety, security, environmental, health, and interference protection practices and all 
applicable laws and regulations. 

This IEEE document is made available for use subject to important notices and legal disclaimers.  
These notices and disclaimers appear in all publications containing this document and may  
be found under the heading “Important Notice” or “Important Notices and Disclaimers  
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at 
http://standards.ieee.org/IPR/disclaimers.html. 

1. Overview 

1.1 Scope 

The standard specifies radio technology independent methods for coexistence among dissimilar television 
band devices (TVBDs) and dissimilar or independently operated networks of TVBDs. 

1.2 Purpose 

The purpose of the standard is to enable the family of IEEE 802® wireless standards to most effectively use 
television white space (TVWB) by providing standard coexistence methods among dissimilar or 
independently operated TVBD networks and dissimilar TVBDs. This standard addresses coexistence for 
IEEE 802 networks and devices and will also be useful for non IEEE 802 networks and TVBDs. 
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2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments or corrigenda) applies. 

ISO/IEC 8824-1:2008, Information technology—Abstract Syntax Notation One (ASN.1): Specification of 
basic notation.1 

ISO/IEC 8824-2:2008, Information technology—Abstract Syntax Notation One (ASN.1): Information 
object specification. 

ISO/IEC 8824-3:2008, Information technology—Abstract Syntax Notation One (ASN.1): Constraint 
specification. 

ISO/IEC 8824-4:2008, Information technology—Abstract Syntax Notation One (ASN.1): Parameterization 
of ASN.1 specifications. 

3. Definitions, acronyms, and abbreviations 

3.1 Definitions 

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 
Dictionary Online should be consulted for terms not defined in this clause. 2 

autonomous decision making: A decision-making topology where the coexistence manager (CM) makes 
its decisions independently from another CM. 

basic procedures: Basic procedures comprised of authentication, subscription, and registration procedures. 

centralized decision making: A decision-making topology where one coexistence manager (CM) relegates 
its decisions to another CM. 

coexistence:  The ability of two or more spectrum-dependent devices or networks to operate without 
harmful interference. 

coexistence algorithms: Procedures executed inside the coexistence system in order to provide the 
coexistence services. 

coexistence discovery: Procedure executed inside the coexistence system in order to find out a coexistence 
set for a coexistence enabler (CE) and its white space object (WSO).  

coexistence discovery and information server (CDIS): An entity that is responsible for determining for 
coexistence managers (CMs) those white space objects (WSOs) that may affect performance of the WSOs 
that the CMs serve. 

                                                 
1 ISO/IEC publications are available from the ISO Central Secretariat (http://www.iso.org/). ISO publications are also available in the 
United States from the American National Standards Institute (http://www.ansi.org/). 
2IEEE Standards Dictionary Online subscription is available at: 
http://www.ieee.org/portal/innovate/products/standard/standards_dictionary.html. 
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coexistence enabler (CE): An entity that represents a white space object (WSO) in the coexistence system 
and serves one WSO at a time. 

coexistence manager (CM): An entity that is responsible for making coexistence decisions related to 
reconfiguration of white space objects (WSOs) to solve coexistence problems among them. 

coexistence services: Services provided by the coexistence system to dissimilar or independently operated 
white space objects (WSOs) as well as services provided by the entities of the coexistence system to other 
entities of the coexistence system. 

coexistence set: A set of white space objects (WSOs) associated to a WSO containing those WSOs that 
may affect performance of the WSO.  

coexistence set element: One white space object (WSO) of a coexistence set.  

distributed decision making: A decision-making topology where one coexistence manager (CM) makes 
its decisions in coordination with another CM. 

interference: The effect of unwanted energy due to one or a combination of emissions, radiations, or 
inductions upon reception in a radio-communication system, manifested by any performance degradation, 
misinterpretation, or loss of information that could be extracted in the absence of such unwanted energy. 

neighbor coexistence managers: At least two coexistence managers that serve white space objects 
(WSOs) that may affect performance of each other.  

profile: A statement of the procedures, messages, and parameters that are mandatory and that are optional 
for the implementation of an IEEE 802.19.1 compliant coexistence system entity. 

registered location secure server (RLSS): An entity that accesses and manages a database that organizes 
storage of information by geographic location and securely holds the location and some operating 
parameters of one or more basic service sets (adapted from IEEE Std 802.11af™). 

white space object (WSO): An entity that represents a television white space (TVWS) device or network 
of TVWS devices. The entity is connected to a coexistence enabler (CE) to consume coexistence services.  

3.2 Acronyms and abbreviations 

CDIS  coexistence discovery and information server 

CE  coexistence enabler 

CM  coexistence manager 

FER  frame error rate/frame error ratio 

IP Internet protocol 

IPNF interference-plus-noise floor 

RLSS registered location secure server 

SAP  service access point 

SINR signal-to-interference-plus-noise ratio 

SSH Secure Shell 

TCP Transmission Control Protocol 
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TLS transport layer security 

TVBD  television band device 

TVWS  television white spaces 

WSO  white space object 

4. System description 

4.1 System architecture 

The coexistence system defined in this standard has three logical entities and five logical interfaces, as 
shown in Figure 1. Each logical entity is defined by its functional roles and interfaces with other logical 
entities. System architecture is used to describe functional components of the coexistence system. The 
architectural descriptions are not intended to represent any specific physical implementation of the 
coexistence system. 

TVWS Database Coexistence
Manager 1

Coexistence
Manager 2

Interface B3

Coexistence
Discovery and

Information Server

Coexistence
Enabler

WSO

Interface B2

Interface B1

Interface A

Interface C

IEEE 802.19.1 Scope

 

Figure 1 —System architecture 

The coexistence discovery and information server (CDIS) provides coexistence discovery service to the 
coexistence managers (CM). Within this service the CDIS informs the CMs about potential neighbors of 
the white space objects (WSOs) served by these CMs. Also, the CDIS supports the discovery of CMs by 
other CMs in order to open interfaces between them. In order to provide the coexistence discovery service, 
the CDIS obtains all necessary information and performs coexistence discovery. 
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The CM provides either information or management service to the WSOs it serves. Communication 
between the CM and the WSOs is performed via their coexistence enablers (CEs). Within the information 
service the CM provides the WSO information about its potential neighbors including their operating 
frequencies, potential interference levels, etc. Within the management service the CM provides the WSO 
reconfiguration requests that create such configuration of this WSO that its operation is improved 
according to some criteria. In order to provide these information and management coexistence services, the 
CM obtains all necessary information and makes coexistence decisions. 

The CE is an interface element that represents one or several WSOs of the same type in the coexistence 
system. 

Interface B1 between a CE and a CM, interface B2 between a CM and a CDIS, and interface B3 between 
two CMs are specified in this standard. 

Interface A between a CE and its WSO is defined in a generic format. 

Interface C between a CM and a TVWS database is not defined in this standard and is implementation 
dependent. One of the implementation examples of the interface C is Protocol to Access WS database 
(PAWS) specification.3 

4.2 Reference model 

The coexistence system reference model has two service access points (SAPs): the coexistence transport 
SAP (COEX_TR_SAP) and the coexistence media SAP (COEX_MEDIA_SAP). 

The COEX_TR_SAP provides means for a CE, a CM, and a CDIS to communicate with each other and 
with external entities by using transport services provided by underlying layers.  

Example reference model of a CE and a CM describing example of using COEX_TR_SAP for interface B1 
is shown in Figure 2. Information required for coexistence and reconfiguration commands that are 
exchanged between a CE and a CM over the interface B1 are forwarded to transport layer [Transmission 
Control Protocol (TCP)] for transmission. This is done using the COEX_TR_SAP of the CE and the CM. 

Link layer

IP

TCP

Coexistence 
Enabler

COEX_TR_SAP

Link layer

IP

TCP

Coexistence 
Manager

COEX_TR_SAP

 

Figure 2 —Example of using the COEX_TR_SAP for interface B1 
                                                 
3 See http://tools.ietf.org/wg/paws/. 
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The COEX_MEDIA_SAP defines the interface A between a CE and a WSO. 

An example reference model of a CE describing an example implementation of the interface A inside a 
base station is shown in Figure 3.  

Typically, the radio interface is implemented in such a way that it provides a management interface for the 
WSO management entity. In Figure 3, such interface is represented by the PHY_ME_SAP, 
MAC_ME_SAP, and CS_ME_SAP, corresponding to the physical layer, the Media Access Control (MAC) 
sublayer, and the convergence sublayer. These SAPs can be used to obtain information from the radio 
interface and to request reconfiguration of the radio interface. Correspondingly, the CE can use these SAPs 
to implement interface A using the COEX_MEDIA_SAP. Communication between the radio interface 
management SAPs PHY_ME_SAP, MAC_ME_SAP, and CS_ME_SAP and the COEX_MEDIA_SAP is 
done via the WSO management entity. The WSO management entity provides the coexistence primitive 
mapping (CXPM) service. The CXPM converts COEX_MEDIA_SAP primitives into WSO-specific 
management/control primitives. A one-to-one mapping is highly desirable to fully support this standard, but 
feasibility of such an implementation depends on the standard the WSO complies with and the WSO 
implementation. The CXPM implementation is out of scope of this standard. 

Base station 
management 

entity

PHY layer

MAC sublayer

Convergence 
sublayer

Higher layers

PHY layer 
management 

entity

MAC sublayer 
management 

entity

Convergence 
sublayer 

management 
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Coexistence 
Enabler

CS_SAP

MAC_SAP

PHY_SAP

CS_ME_SAP

MAC_ME_SAP

PHY_ME_SAP

COEX_MEDIA_SAP

CXPM

 

Figure 3 —Example reference model for the interface A 

Different logical entities of the coexistence system have different reference models. Figure 4 shows the CE 
reference model. Figure 5 shows the reference model for the CM and CDIS. 

Coexistence Enabler

COEX_TR_SAP

COEX_MEDIA_SAP

 

Figure 4 —CE reference model 
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Coexistence Manager or
Coexistence Discovery and 

Information Server

COEX_TR_SAP

 

Figure 5 —CM and CDIS reference model 

4.3 System profiles and interoperability 

The coexistence system defined in this standard has three logical entities: CDIS, CM, and CE. This 
standard defines several profiles determining operation of these entities. 

The profiles are defined as follows. The standard defines a common set of the data types, primitives, 
messages, and procedures. Each of the profiles uses only a specific part of the defined data types, 
primitives, messages, and procedures as defined in Clause 6. 

However, profiles are designed in such way that the required level of interoperability is verified among 
entities operating according to different profiles. The defined profiles follow the following principles: 

� Any CDIS shall be able to provide coexistence discovery service to any type of CM. 

� Any CM shall be able to exchange information with any other type of CM. 

� Any CM shall support at least one of the profiles specified in this specification. 

� Any CM shall support both management service and information service. 

� Any CE shall support at least one of the profiles specified in this specification. 

� Any CE shall support at least management service or information service and may support both. 

4.4 Coexistence services 

4.4.1 Introduction 

Coexistence services are services provided by the coexistence system to WSOs as well as services provided 
by the CDIS to the CMs. Correspondingly, the categories of the coexistence services are services provided 
to WSOs and services provided to CMs. 

The coexistence services are illustrated in Figure 6. 
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Figure 6 —Summary of coexistence services 

4.4.2 Services for WSOs 

The coexistence system provides coexistence services to a WSO via interface A. To obtain services from 
the coexistence system, a WSO needs to subscribe to the coexistence services and register to the 
coexistence system. 

After the registration, the WSO may get information services and/or management services. 

A WSO may be subscribed to only one service at a time. 

Within the information service, the WSO gets a coexistence report from the coexistence system. Such 
coexistence report provides enough information to the WSO to make autonomous coexistence decisions on 
its operating parameters. 

Within the management service, the WSO gets reconfiguration requests generated by the coexistence 
system. The WSO needs to provide information to the coexistence system while using this service. Also, 
the WSO needs to perform measurements according to requests from the coexistence system. Both the 
information and measurement reports are used by the coexistence system to make coexistence decisions. 

4.4.3 Services for CM 

A CDIS provides coexistence services to CMs via interface B2. A CM gets coexistence discovery service 
from a CDIS after it has subscribed to the CDIS coexistence discovery service and has registered to the 
CDIS. 

The coexistence discovery service provides coexistence set information to the CM for WSOs served by this 
CM. Two types of coexistence discovery service are provided by the CDIS to the CM. With one type of 
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service, the CM gets coexistence set information only for those WSOs that are served by other CMs. This is 
called inter-CM coexistence discovery. In this case, the CM performs intra-CM coexistence discovery by 
itself. With the other type of coexistence discovery service, the CM gets coexistence set information 
regardless of which CM serves the WSOs in the coexistence set. In this case the CDIS performs both inter-
CM coexistence discovery and intra-CM coexistence discovery. 

4.5 Coexistence algorithms 

4.5.1 Introduction 

Coexistence algorithms are procedures executed inside the coexistence system in order to provide the 
coexistence services. The two classes of coexistence algorithms are coexistence discovery algorithms and 
coexistence decision algorithms. 

Coexistence discovery algorithms are used by CDIS and CM to discover WSOs that may affect each other 
performance. 

Coexistence decision algorithms are used by a CM to make coexistence decisions related to WSO 
reconfiguration. 

This standard describes several algorithms for each class. Implementation is not intended to be limited to a 
particular algorithm. 

4.5.2 Coexistence discovery algorithms 

4.5.2.1 Algorithm based on statistical analysis of the expected interference 

This coexistence discovery algorithm considers pairs of WSOs and determines whether they will provide 
harmful interference to each other when using the same or overlapping operating frequencies. 

First, the cumulative distribution function of the potential interference from WSO B to WSO A is estimated 
by the coexistence system. The minimum interference level experienced by 90% of devices of the WSO A 
is then taken as the potential interference value from WSO B to WSO A. The potential interference value 
from WSO A to WSO B is determined in the same way. 

Then, the potential interference value from WSO B to WSO A is compared to a threshold. If the 
interference value is greater than the threshold, then WSO B is the potential interferer to WSO A and is 
included into the coexistence set of WSO A. A similar rule is applied for inclusion of the WSO A into the 
coexistence set of WSO B. 

Updated coexistence set of a WSO is then announced to the CM serving this WSO. 

4.5.2.2 Algorithm based on coverage and interference analysis 

This coexistence discovery algorithm considers pairs of WSOs and determines whether they will provide 
harmful interference to each other when using the same or overlapping operating frequencies. 

First, the normalized distance between WSO A and WSO B is calculated based on geographical distance 
and estimated coverage areas. 
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Then the normalized distance is compared to the specific thresholds. The thresholds depend on the radio 
interface type of WSOs A and B. If they use different technologies, then the threshold for potential 
interference from WSO A to WSO B could be different than from WSO B to WSO A. If the normalized 
distance between WSOs A and B is less than the potential interference threshold from WSO B to WSO A, 
then WSO B is included in the coexistence set of the WSO A. This is similar for the coexistence set of 
WSO B. 

Updated coexistence set of a WSO is then announced to the CM serving this WSO. 

4.5.3 Coexistence decision algorithms 

4.5.3.1 Algorithm based on operating channel selection 

The channel classification and channel set transition algorithm uses TV channel classification and channel 
set transition to maintain channel availability information by the CM. All TV channels are classified in the 
following sets: 

� Disallowed channels 

� Allowed channels 

� Available channels 

� Protected channels 

� Restricted channels 

� Unclassified channels 

� Operating channels 

� Coexistent channels 

The disallowed set is a set of channels disallowed for any WSOs by regulation or by the request of 
incumbents. It is provided by TVWS database and will be updated if necessary. For example, in the U.S., 
the TV channels 3, 4, and 37 are disallowed by regulation. Also a TV channel registered in the TVWS 
database by a licensed wireless microphone is disallowed for any WSOs. 

The allowed set is a set of channels allowed for WSOs. It is provided by TVWS database and is updated as 
necessary. All WSOs first obtain a list of the allowed channels before their operating over TV channels. 

The available set is a set of free channels available for WSOs. 

The restricted set is a set of channels restricted to use with limitations due to regulation. It is be used by 
WSOs under limited conditions predefined by regulation. For example, in the U.S. a portable/personal TV 
band device (TVBD) can use “the first adjacent channel of the incumbent activating channel” with limited 
transmit power [less than 40 mW equivalent isotropically radiated power (EIRP)] by FCC regulation. 

The protected set is a set of channels to be protected due to incumbent activity. It cannot be used by any 
WSOs. 

The unclassified set is a set of channels has not been classified as one of disallowed set, available set, or 
protected set. 
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The operating set is a set of operating channels being used by each WSO. If each WSO has a different 
operating channel, then spectrum etiquette, i.e., frequency division multiplexing (FDM) among WSOs is 
achievable. 

The coexistent set is a set of channels being shared by two or more WSOs as an operating channel. WSOs 
might need a coexistence mechanism to resolve co-channel interference among them. 

Figure 7 shows a Venn diagram of TV channels. 

Unclassified 
channels(s)

Protected 
channel(s)

Coexistent channel(s)Disallowed 
channel(s)

Operating channel(s)

TV channels

Available 
channel(s)

Restricted 
channel(s)

Allowed 
channel(s)

 

Figure 7 —Venn diagram of TV channels 

The operating channel selection algorithm allocates a proper operating channel to WSOs. The following 
three channel allocation methods for operating channel selection are considered: 

� Individual TV channel allocation  

� Shared TV channel allocation by WSOs of the same type 

� Shared TV channel allocation by WSOs of the dissimilar type 

In the individual TV channel allocation, TV channels are dynamically assigned to each WSO that uses 
different TV channels. So it is possible that non-overlapped TV channels are allocated to WSOs. This 
guarantees co-channel-interference-free TV channel use, and so the coexistence problem can be eliminated 
through a proper TV channel allocation. 

In shared TV channel allocation, two or more WSOs share the one or more TV channels. If a TV channel is 
shared by WSOs of the same type, self-coexistence mechanisms are applied to mitigate co-channel 
interference. If a TV channel is shared by WSOs of the dissimilar type, inter-system coexistence 
mechanisms are applied to mitigate co-channel interference. 

4.5.3.2 Algorithm based on negotiation among CMs 

The negotiation among neighbor CMs algorithm enables the coexistence system to share the frequency 
bands effectively in a case where two or more WSOs may affect each other’s performance and they are 
served by different CMs. Then the WSOs are registered to the different CMs and interfere with each other 
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when operating in the same operating channel due to their geo-location, transmission range, interference 
range, and etc. The key processing components, which are conducted in CM, are determining the operating 
channel list, round-robin mode parameters, and competition mode parameters. 

When all neighbor CMs allow independent use of the channels, the coexistence set elements served by 
different CMs use independent operating channels, which is referred to as an etiquette mode. On the other 
hand, when some neighbor CMs disallow the independent use, the coexistence set elements served by 
different CMs share operating channels. Based on this technique, time slots are assigned sequentially to all 
coexistence set elements served by different CMs, which is referred to as round-robin mode, or assigned to 
particular coexistence set elements served by different CMs through competition among those coexistence 
set elements, which is referred to as competition mode. 

4.5.3.3 Resource allocation with fairness constraint 

This algorithm shall be applied to coexistence set elements that are subscribed to the management service 
and registered to different CMs. In this case fair resource allocation between coexistence set elements is 
important. This algorithm addresses fairness by employing Jain’s fairness index and Max-min algorithm. 

4.5.3.4 Master CM selection 

Master/Slave CM selection algorithm is focused on providing a method to reorganize CMs autonomously.  

Other benefits from selecting master CM and making slave CMs are as follows:  

� load balancing among CMs  

� to reduce communication overhead among CMs 

4.5.3.5 Channel priority allocation 

This mechanism is intended for a target WSO subscribed in information service that has no interference-
free channels such as an available or restricted channel and has operating channels occupied by its 
coexistence set elements. In this case, performance of the target WSO is degraded by interference of the 
coexistence set elements. Thus, the operating channel priority information is useful to select appropriate 
operating channels for the target WSO employing operating channels occupied by its coexistence set 
elements. 

This operating channel priority allocation shall be initiated by a CE that is subscribed to the information 
service, and the CM shall provide prioritized channel information to the corresponding CE. The channel 
priority allocation shall consist of two stages, i.e., coarse channel priority and fine channel priority. The 
coarse channel priority shall use selection criterion of license type, network technology, total occupancy, 
and the number of coexistence set elements. The fine channel priority shall use selection criteria of 
interference level. The specific explanation of two-stage channel priority allocation is given in following 
subclauses. 

4.5.3.6 Algorithm based on neighbor report and radio environment information 

In the coexistence report and radio environment information algorithm the CM first selects one WSO. Next 
the CM selects the WSO with the maximum unsatisfied demand for resources. Finally, the CM tries to 
allocate necessary spectrum resources to the selected WSO. 
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The algorithm considers at most coexistence elements of the coexistence set of the selected WSO to keep 
the complexity low. The algorithm takes into account operational frequency bands, interference margins, 
total interference level from coexistence elements, transmit powers, and support for scheduling. 

The key principle of the algorithm is to enable acceptable performance for all WSOs while minimizing the 
number of required reconfigurations. Following this principle, the CM checks the possibility to reconfigure 
the selected WSO only. If this is impossible, the CM tries solutions that require reconfiguration of 
coexistence elements. 

Priority is given to the solutions that do not reduce the capacity of currently operating WSOs. Also, power 
control is left to the last stages of the algorithm because providing the largest range for devices is desirable. 

The result of the algorithm is the operating frequencies, transmission power limits, channel sharing, and 
sharing schedule to the selected WSO and to other affected WSOs. 

4.5.3.7 Algorithm based on per-coordinate optimization 

This algorithm allows a CM to decide operating parameters of the WSOs served by this CM and subscribed 
to the management service. Also, it allows negotiating with the neighbor CM on possible reconfiguration of 
the neighbor WSOs. 

The algorithm uses several iterations to select the WSO operating parameters. Also, within each iteration, 
all WSO operating parameters are optimized on per WSO basis. 

Two target functions are used as examples: total throughput and total interference target functions. 

4.5.3.8 Algorithm based on load balancing 

The processing load balancing algorithm uses the distributed processing power of the CMs effectively and 
maximizes the number of the registered WSOs in accordance with the conditions of the coexistence system 
operation. The key component is to adapt different channel selection policies, which are centralized 
coordination by the master CM, cooperative coordination between CM and WSO itself and 
autonomous/distributed coordination by different CMs, to the conditions of the coexistence system 
operation.  

In the centralized coordination method, the master CM makes final decisions on channel selections for its 
WSOs and for all WSOs of its slave CMs. With the cooperative coordination method the CM has capability 
to ask WSOs to make final decisions required for coexistence. In the autonomous/distributed coordination 
method the CM individually makes final decisions on channel selections for its WSOs. 

4.5.3.9 Algorithm based on output power control 

The output power level control algorithm addresses the aggregated interference problem in the target 
protection service contour due to the multiple simultaneous transmission of coexistence set elements. The 
calculation basis may be applicable in conducting an information service on a potential aggregated 
interference power level, or a management service on power control of WSOs. 

4.5.3.10 Algorithm based on co-channel sharing via WSO network geometry classification 

The co-channel sharing via WSO network geometry classification algorithm optimizes the efficiency of the 
frequency utilization as much as possible in managing TVWS operation, in a case where the system cannot 
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assign different channel among WSOs in a coexistence set. The key processing parts, which are conducted 
in CDIS or CM, are as follows: 

� Coexistence discovery process based on network geometry classification  

� Network coexistence protocol check process  

� Interference power level check process  

� Backhaul connection check process 

4.5.4 Other algorithms related to coexistence 

4.5.4.1 Algorithm based on balanced sharing 

This algorithm is based on balanced sharing for coexistence decisions in a CM that builds upon a basic 
concept according to which the CM serves both the CEs subscribed to it and the CEs in the coexistence sets 
the CM has for its own CEs. The CM shall make coexistence decisions on those CEs that are subscribed to 
the management service. Those CEs that are subscribed to the information service or other coexistence 
decision algorithms are taken into account in the coexistence decisions, but for them coexistence decisions 
are not made. 

This coexistence decision algorithm has been designed to be effective in the situations with scarcity of 
spectrum. As a part of the algorithm the CM estimates whether the resource allocation outcome to the CE 
and to the elements of its coexistence set meets the balanced sharing criterion. This algorithm is based on 
the Coexistence Value (CV) parameter and considers balanced sharing in the coexistence decisions on the 
CE and its coexistence set elements (CSEs). The design is intended to avoid a WSO to take resources of 
another WSO even if it is not eligible to those resources. Similarly the algorithm is designed to avoid a 
WSO to keep too many resources when other WSOs are lacking resources. This algorithm also generates 
slowness to resource changes in the environment. 

4.5.4.2 Temporarily released resource 

A CE that is subscribed to the management service may release in temporary manner a portion of the 
resources that are allocated to it and to the WSO that it represents. This is done by using the following three 
mechanisms: 

� Mechanism for temporary resource release 

� Mechanism to use temporarily released resources 

� Mechanism for reclaiming the temporarily released resources 

5. Procedures and protocols 

5.1 General 

This clause defines typical procedures and protocols among coexistence system entities (CE, CM, and 
CDIS) and with external entities (TVWS database and WSO). Data types are defined in Annex A, 
primitives between a CE and a WSO are defined in Annex B, messages between coexistence system 
entities are defined in Annex C. The coexistence system entities shall use TCP/IP in all the exposed 
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interfaces B1, B2, and B3 to communicate with peer entities. The entities shall support both the Secure 
Shell (SSH) protocol and the Transport Layer Security (TLS) protocol in all the exposed interfaces.  

5.2 Procedures 

5.2.1 Coexistence service subscription procedures 

5.2.1.1 WSO subscription procedure 

A CE shall perform the WSO subscription procedure when it has received a request to start operation. The 
WSO/RLSS shall subscribe to either information service or management service. An illustrative example of 
this procedure is shown in Figure 8. The SubscriptionRequest and SubscriptionResponse messages are 
defined in Annex C. 

CE CM

SubscriptionRequest

SubscriptionResponse

WSO/RLSS

CxMediaSubscriptionRequest

CxMediaSubscriptionResponse

CxMediaSubscriptionConfirm

 

Figure 8 —WSO subscription procedure 

After the CE has received a request to start operation, it shall obtain WSO/RLSS subscription information. 
After the WSO/RLSS subscription information has been obtained, the CE shall generate a 
SubscriptionRequest message and shall send this SubscriptionRequest message to the CM that serves this 
CE. CE operation related to generating and sending a SubscriptionRequest message is specified in 6.4. 

After the CM has received the SubscriptionRequest message from the CE, the CM shall perform 
WSO/RLSS subscription, shall generate a SubscriptionResponse message, and shall send this 
SubscriptionResponse message to the CE. CM operation related to WSO/RLSS subscription, generating 
and sending a SubscriptionResponse message is specified in 6.3. 

After the CE has received the SubscriptionResponse message from the CM, the CE shall process the 
SubscriptionResponse message. CE operation related to processing the SubscriptionResponse message is 
specified in 6.4. 

5.2.1.2 WSO subscription update procedure 

A CE shall perform the WSO subscription update procedure when it has received new WSO/RLSS 
subscription information indicating that the WSO/RLSS wants to change the type of coexistence service 
provided by the coexistence system. An illustrative example of this procedure is shown in Figure 9. The 
SubscriptionRequest and SubscriptionResponse messages are defined in Annex C. 
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CE CM

SubscriptionRequest

SubscriptionResponse

WSO/RLSS

CxMediaSubscriptionIndication

CxMediaSubscriptionConfirm

 

Figure 9 —WSO subscription update procedure 

After a CE has received new WSO/RLSS subscription information, the CE shall generate a 
SubscriptionRequest message and shall send this SubscriptionRequest message to the CM that serves this 
CE. CE operations related to generating and sending a SubscriptionRequest message are specified in 6.4. 

After the CM has received the SubscriptionRequest message from the CE, the CM shall perform 
WSO/RLSS subscription, shall generate a SubscriptionResponse message, and shall send this 
SubscriptionResponse message to the CE. CM operations related to WSO/RLSS subscription, generating 
and sending a SubscriptionResponse message are specified in 6.3. 

After the CE has received the SubscriptionResponse message from the CM, the CE shall process the 
SubscriptionResponse message. CE operations related to processing a SubscriptionResponse message are 
specified in 6.4. 

5.2.1.3 CM subscription procedure 

A CM shall perform this procedure in order to subscribe to discovery service provided by the CDIS. The 
CM shall subscribe to either inter-CM coexistence discovery or full coexistence discovery. An illustrative 
example of this procedure is shown in Figure 10. SubscriptionRequest and SubscriptionResponse 
messages are defined in Annex C. 

CM CDIS

SubscriptionResponse

SubscriptionRequest

 

Figure 10 —CM subscription procedure 
After generating the CM subscription information, the CM shall send the SubscriptionRequest message to 
the CDIS. CM operation related to generating and sending the SubscriptionRequest message is specified in 
6.3. 

After the CDIS receives the SubscriptionRequest message from the CM, the CDIS shall perform CM 
subscription and shall generate the SubscriptionResponse message. CDIS operation related to CM 
subscription and generating the SubscriptionResponse message is specified in 6.2. 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 02:26:30 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.19.1-2014

http://www.avadocuments.com/doc/ieee-802-19-1-2014
http://www.avadocuments.com/doc/ieee-802-19-1-2014


IEEE Std 802.19.1-2014 
IEEE Standard for Information technology—Telecommunications and information exchange between systems— 
Local and metropolitan area networks—Specific requirements—Part 19: TV White Space Coexistence Methods 

 
Copyright © 2014 IEEE. All rights reserved. 

17 

After the CDIS generates the SubscriptionResponse message, the CDIS shall send the 
SubscriptionResponse message to the CM. CDIS operation related to generating and sending 
SubscriptionResponse message is specified in 6.2. 

After the CM has received the SubscriptionResponse message from the CDIS, the CM shall process the 
SubscriptionResponse message. CM operation related to processing the SubscriptionResponse message is 
specified in 6.3. 

5.2.1.4 CM subscription update procedure 

A CM shall perform this procedure when CM needs to change the type of discovery service provided by 
the CDIS. An illustrative example of this procedure is shown in Figure 11. SubscriptionRequest and 
SubscriptionResponse messages are defined in Annex C. 

CM CDIS

SubscriptionResponse

SubscriptionRequest

 

Figure 11 — CM subscription update procedure 

After generating the new CM subscription information, the CM shall send the SubscriptionRequest 
message to the CDIS. CM operation related to generating and sending the SubscriptionRequest message is 
specified in 6.3. 

After the CDIS receives the SubscriptionRequest message from the CM, the CDIS shall perform CM 
subscription and shall generate the SubscriptionResponse message. CDIS operation related to CM 
subscription update and generating SubscriptionResponse message is specified in 6.2. 

After the CDIS generates the SubscriptionResponse message, the CDIS shall send the 
SubscriptionResponse message to the CM. CDIS operation related to generating and sending 
SubscriptionResponse message is specified in 6.2. 

After the CM has received the SubscriptionResponse message from the CDIS, the CM shall process the 
SubscriptionResponse message. CM operation related to processing the SubscriptionResponse message is 
specified in 6.3. 

5.2.1.5 WSO subscription change procedure 

A CM shall perform this procedure when CM wants to ask a WSO to change the type of coexistence 
service provided by the CM. An illustrative example of this procedure is shown in Figure 12. 
SubscriptionChangeRequest and SubscriptionChangeResponse messages are defined in Annex C. 
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CM CE

SubscriptionChangeResponse

SubscriptionChangeRequest
CxMediaChangeSubscriptionRequest

WSO

CxMediaChangeSubscriptionResponse

 

Figure 12 —WSO subscription change procedure 
CM operation related to generating and sending the SubscriptionChangeRequest message is specified in 
6.3. 

After the CE receives the SubscriptionChangeRequest message from the CM, the CE shall generate 
CxMediaChangeSubscriptionRequest primitive and shall send it to the WSO. CE operation related to 
generating and sending the CxMediaChangeSubscriptionRequest primitive is specified in 6.4. 

After the WSO receives the CxMediaChangeSubscriptionRequest primitive from the CE, the WSO shall 
determine either acceptance or rejection of the request to change its subscription to the coexistence service 
by the CM, shall generate the CxMediaChangeSubscriptionResponse primitive, and shall send it to the 
CE.  

After the CE receive the CxMediaChangeSubscriptionResponse primitive from the WSO, the CE shall 
generate the SubscriptionChangeResponse message and shall send it to the CM. CE operation related to 
generating and sending the SubscriptionChangeResponse message is specified in 6.4. 

5.2.2 Providing registration information procedures 

5.2.2.1 WSO registration procedure 

A CE shall perform the WSO registration procedure when it has successfully finished the WSO/RLSS 
subscription procedure. An illustrative example of this procedure is shown in Figure 13. The 
CERegistrationRequest, RegistrationResponse, and CMRegistrationResponse messages are defined in 
Annex C. 

CE CM

CERegistrationRequest

RegistrationResponse

WSO/RLSS

CxMediaRegistrationResponse

CxMediaRegistrationRequest

CDIS

CMRegistrationRequest

RegistrationResponse

CxMediaRegistrationConfirm

 

Figure 13 —WSO registration procedure 
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After a CE has successfully finished a WSO subscription procedure, it shall obtain WSO registration 
information. After the WSO registration information has been obtained, the CE shall generate a 
CERegistrationRequest message and shall send this CERegistrationRequest message to the CM that 
serves this CE. CE operations related to generating and sending a CERegistrationRequest message are 
specified in 6.4. 

After the CM has received the CERegistrationRequest message from the CE, the CM shall perform WSO 
registration, shall generate a RegistrationResponse message, and shall send this RegistrationResponse 
message to the CE. CM operations related to WSO registration, generating and sending a 
RegistrationResponse message are specified in 6.3. 

After the CE has received the RegistrationResponse message from the CM, the CE shall process the 
RegistrationResponse message. CE operations related to processing a RegistrationResponse message are 
specified in 6.4. 

After the CM has sent the RegistrationResponse message to the CE, the CM shall generate a 
CMRegistrationRequest message and shall send this CMRegistrationRequest message to the CDIS that 
serves this CM. CM operations related to generating and sending a CMRegistrationRequest message are 
specified in 6.3. 

After the CDIS has received the CMRegistrationRequest message from the CM, the CDIS shall perform 
CM registration, shall generate a RegistrationResponse message, and shall send this RegistrationResponse 
message to the CM. CDIS operations related to CM registration, generating and sending a 
RegistrationResponse message are specified in 6.2. 

After the CM has received the RegistrationResponse message from the CDIS, the CM shall process the 
RegistrationResponse message. CM operations related to processing a RegistrationResponse message are 
specified in 6.3. 

5.2.2.2 WSO registration update procedure 

A CE shall perform the WSO registration update procedure when it has received new WSO registration 
information. An illustrative example of this procedure is shown in Figure 14. The CERegistrationRequest, 
RegistrationResponse, and CMRegistrationResponse messages are defined in Annex C. 

CE CM

CERegistrationRequest

RegistrationResponse

WSO/RLSS

CxMediaRegistrationIndication

CDIS

CMRegistrationRequest

RegistrationResponse

CxMediaRegistrationConfirm

 
Figure 14 — WSO registration update procedure 

After a CE has received new WSO registration information, the CE shall generate a 
CERegistrationRequest message and shall send this CERegistrationRequest message to the CM that 
serves this CE. CE operations related to generating and sending a CERegistrationRequest message are 
specified in 6.4. 
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After the CM has received the CERegistrationRequest message from the CE, the CM shall perform WSO 
registration, shall generate a RegistrationResponse message, and shall send this RegistrationResponse 
message to the CE. CM operations related to WSO registration, generating and sending a 
RegistrationResponse message are specified in 6.3. 

After the CE has received the RegistrationResponse message from the CM, the CE shall process the 
RegistrationResponse message. CE operations related to processing the RegistrationResponse message are 
specified in 6.4. 

After the CM has sent the RegistrationResponse message to the CE, the CM shall generate a 
CMRegistrationRequest message and shall send this CMRegistrationRequest message to the CDIS that 
serves this CM. CM operations related to generating and sending a CMRegistrationRequest message are 
specified in 6.3. 

After the CDIS has received the CMRegistrationRequest message from the CM, the CDIS shall perform 
CM registration, shall generate a RegistrationResponse message, and shall send this RegistrationResponse 
message to the CM. CDIS operations related to CM registration, generating and sending a 
RegistrationResponse message are specified in 6.2. 

After the CM has received the RegistrationResponse message from the CDIS, the CM shall process the 
RegistrationResponse message. CM operations related to processing a RegistrationResponse message are 
specified in 6.3. 

5.2.2.3 WSO deregistration procedure 

A CM shall perform this procedure when the CM needs to deregister WSO from the CM. An illustrative 
example of this procedure is shown in Figure 15. WsoDeregistrationRequest, WsoDeregistrationResponse, 
CMRegistraionRequest, and RegistrationResponse messages are defined in Annex C. 

WSO CE CM

WsoDeregistrationRequest

WsoDeregistrationResponse

CDIS

CMRegistrationRequest

RegistrationResponse

CxMediaPerformDeregistrationRequest

CxMediaPerformDeregistrationResponse

 

Figure 15 —WSO deregistration procedure 

CM operations related to generating and sending the WsoDeregistrationRequest message are specified in 
6.3. 

After the CE receives the WsoDeregistrationRequest message from the CM, the CE shall process the 
WsoDeregistrationRequest message. CE operations related to processing the WsoDeregistrationRequest 
message are specified in 6.4. 

After the CE receives deregistration response from the WSO, the CE shall generate and send a 
WsoDeregistrationResponse message to the CM. CE operations related to generating and sending the 
DeregistrationResponse message are specified in 6.4. After the CM receives the 
WsoDeregistrationResponse message from the CE, the CM shall generate and send the 
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CMRegistrationRequest message to the CDIS. CM operation related to generating and sending 
CMRegistrationRequest message is specified in 6.3. 

After the CDIS receives the CMRegistrationRequest message from the CM, the CDIS shall generate and 
send the RegistrationResponse message to the CM. CDIS operation related to generating and sending 
RegistrationResponse message is specified in 6.2. 

5.2.3 Obtaining coexistence set information procedures 

5.2.3.1 Obtaining coexistence set information 

A CM shall perform this procedure when the CM needs to obtain coexistence set information from the 
CDIS. Based on the CM’s subscription to the CDIS, CM shall get the information for inter-CM coexistence 
set elements only or for all coexistence set elements including both intra-CM and inter-CM ones. An 
illustrative example of this procedure is shown in Figure 16. CoexistenceSetInformationRequest and 
CoexistenceSetInformationResponse messages are defined in Annex C. 

CM CDIS

CoexistenceSetInformationRequest

CoexistenceSetInformationResponse

 

Figure 16 —Obtaining coexistence set information 

CM operation related to generating and sending the CoexistenceSetInformationRequest message is 
specified in 6.3. 

After a CDIS receives the CoexistenceSetInformationRequest message from the CM, the CDIS shall 
obtain coexistence set information and shall send the CoexistenceSetInformationResponse message to the 
CM. CDIS operation related to generating and sending CoexistenceSetInformationResponse message is 
specified in 6.2. 

After the CM has received the CoexistenceSetInformationResponse message from the CDIS, the CM shall 
process the CoexistenceSetInformationResponse message. CM operation related to processing the 
CoexistenceSetInformationResponse message is specified in 6.3. 

5.2.3.2 Providing coexistence set information 

A CDIS shall perform the providing coexistence set information procedure when coexistence set 
information has been changed for one or several WSOs served by one or several CMs. The CDIS shall 
provide coexistence set information based on the type of the discovery service to which a particular CM is 
subscribed. An illustrative example of this procedure is shown in Figure 17. The 
CoexistenceSetInformationAnnouncement message is defined in Annex C. 
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CM CDIS

CoexistenceSetInformationAnnouncement

 
Figure 17 —Providing coexistence set information 

After coexistence set information has been changed for one or several WSOs served by one or several 
CMs, the CDIS shall generate one or several CoexistenceSetInformationAnnoucement messages. The 
number of the generated CoexistenceSetInformationAnnoucement messages is equal to the number of the 
CMs serving WSOs that coexistence set information has been changed. After the 
CoexistenceSetInformationAnnoucement messages has been generated, the CDIS shall send these 
CoexistenceSetInformationAnnoucement messages to the CMs serving WSOs whose coexistence set 
information has been changed. CDIS operations related to generating and sending a 
CoexistenceSetInformationAnnoucement message are specified in 6.2. 

After a CM has received the CoexistenceSetInformationAnnoucement message from the CDIS, the CM 
shall process the CoexistenceSetInformationAnnoucement message. CM operations related to processing 
a CoexistenceSetInformationAnnoucement message are specified in 6.3. 

5.2.3.3 Obtaining coexistence set element information 

A CM shall perform this procedure to obtain coexistence set information from another CM. An illustrative 
example of this procedure is shown in Figure 18. CoexistenceSetElementInformationRequest and 
CoexistenceSetElementInformationResponse messages are defined in Annex C. 

CM 1 CM 2

CoexistenceSetElementInformationResponse

CoexistenceSetElementInformationRequest

 
Figure 18 —Obtaining coexistence set element information 

In order to start the procedure, CM 1 shall generate a CoexistenceSetElementInformationRequest message 
and send this message to CM 2. CM operations related to generating and sending a 
CoexistenceSetElementInformationRequest message are specified in 6.3. 

After CM 2 has received a CoexistenceSetElementInformationRequest message from CM 1, CM 2 shall 
obtain coexistence set element information, and shall generate a 
CoexistenceSetElementInformationResponse message to send this 
CoexistenceSetElementInformationResponse message to CM 1. CM operations related to obtaining 
coexistence set element information and generating and sending a 
CoexistenceSetElementInformationResponse message are specified in 6.3. 

After CM 1 has received a CoexistenceSetElementInformationResponse message from CM 2, CM 1 shall 
process the CoexistenceSetElementInformationResponse message. CM operations related to processing a 
CoexistenceSetElementInformationResponse message are specified in 6.3. 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 02:26:30 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.19.1-2014

http://www.avadocuments.com/doc/ieee-802-19-1-2014
http://www.avadocuments.com/doc/ieee-802-19-1-2014


IEEE Std 802.19.1-2014 
IEEE Standard for Information technology—Telecommunications and information exchange between systems— 
Local and metropolitan area networks—Specific requirements—Part 19: TV White Space Coexistence Methods 

 
Copyright © 2014 IEEE. All rights reserved. 

23 

5.2.3.4 Providing coexistence set element information procedure 

A CM shall perform the sharing coexistence set information procedure when coexistence set information 
has been changed for one or several WSOs that the CM serves and that have in their coexistence set WSOs 
served by one or several other CMs. An illustrative example of this procedure is shown in Figure 19. The 
CoexistenceSetElementInformationAnnouncement and CoexistenceSetElementInformationConfirm 
messages are defined in Annex C. 

CM 1 CM 2

CoexistenceSetElementInformationConfirm

CoexistenceSetElementInformationAnnouncement

 
Figure 19 —Sharing coexistence set information procedure 

After coexistence set information has changed for one or several WSOs that CM 1 serves and that have in 
their coexistence set WSOs served by one or several CM 2s, the CM shall generate one or several 
CoexistenceSetElementInformationAnnouncement messages. The number of the generated 
CoexistenceSetElementInformationAnnouncement messages is equal to the number of CM 2s serving 
WSOs that are in the coexistence set of the WSOs whose coexistence set information has changed. After 
the CoexistenceSetElementInformationAnnouncement messages has been generated, CM 1 shall send 
these CoexistenceSetElementInformationAnnouncement messages to CM 2s serving WSOs that are in the 
coexistence set of the WSOs whose coexistence set information has changed. CM operations related to 
generating and sending a CoexistenceSetElementInformationAnnouncement message are specified in 6.3. 

After CM 2 has received the CoexistenceSetElementInformationAnnouncement message, CM 2 shall 
process the CoexistenceSetElementInformationAnnouncement message, shall generate a 
CoexistenceSetElementInformationConfirm message, and shall send this 
CoexistenceSetElementInformationConfirm message to CM 1 from which it received the 
CoexistenceSetElementInformationAnnouncement message. CM operations related to processing a 
CoexistenceSetElementInformationAnnouncement message, generating and sending a 
CoexistenceSetElementInformationConfirm message are specified in 6.3. 

5.2.3.5 Obtaining coexistence report 

A CE shall perform this procedure when the WSO needs to obtain coexistence report information from the 
CM. An illustrative example of this procedure is shown in Figure 20. CoexistenceReportRequest and 
CoexistenceReportResponse messages are defined in Annex C. 
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CE CM

CoexistenceReportResponse

CoexistenceReportRequest
CxMediaCoexistenceReportRequest

WSO

CxMediaCoexistenceReportResponse

 

Figure 20 —Obtaining coexistence report 

After the CE receives a primitive request for a coexistence report from the WSO, the CE shall send the 
CoexistenceReportRequest message to the CM. CE operations related to generating and sending 
CoexistenceReportRequest message are specified in 6.4. 

After the CM receives the CoexistenceReportRequest message from the CE, the CM shall obtain 
coexistence report information and shall send CoexistenceReportResponse message to the CE. CM 
operations related to generating and sending CoexistenceReportResponse message are specified in 6.3. 

After the CE receives the CoexistenceReportResponse message from the CM, the CE shall send the 
received coexistence report to the WSO. CE operations related to receiving the 
CoexistenceReportResponse message and sending the coexistence report to the WSO are specified in 6.4. 

5.2.3.6 Providing coexistence report 

A CM shall perform the providing coexistence report procedure when coexistence report information has 
been changed for one or several WSOs subscribed to the information service and served by this CM. An 
illustrative example of this procedure is shown in Figure 21. The CoexistenceReportAnnouncement 
message is defined in Annex C. 

CE CM

CoexistenceReportResponse

WSO

CxMediaCoexistenceReportResponse

 

Figure 21 —Providing coexistence report 

After coexistence report information has been changed for one or several WSOs subscribed by information 
service and served by a CM, the CM shall generate one or several CoexistenceReportAnnoucement 
messages. The number of the generated CoexistenceReportAnnoucement messages is equal to the number 
of the WSOs whose coexistence report information has been changed. After the 
CoexistenceReportAnnoucement messages has been generated, the CM shall send these 
CoexistenceReportAnnoucement messages to the WSOs whose coexistence report information has been 
changed. CM operations related to generating and sending a CoexistenceReportAnnoucement message are 
specified in 6.3. 
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After a CE has received the CoexistenceReportAnnoucement message from the CM, the CE shall process 
the CoexistenceReportAnnoucement message. CE operations related to processing a 
CoexistenceReportAnnoucement message are specified in 6.4. 

5.2.4 Obtaining available channel list procedures 

5.2.4.1 Obtaining available channel list from WSO procedure 

A CM shall perform the obtaining available channel list from the WSO procedure when the CM wants to 
obtain available the channel list from a WSO. An illustrative example of this procedure is shown in  
Figure 22. AvailableChannelsRequest and AvailableChannelsResponse messages are defined in Annex C. 

CE CM

AvailableChannelsResponse

AvailableChannelsRequest
CxMediaAvailableChnanelListRequest

CxMediaAvailableChnanelListResponse

WSO

 

Figure 22 —Obtaining available channel list from WSO procedure 

When the CM wants to obtain the available channel list from the WSO, the CM shall generate and send the 
AvailableChannelsRequest message to the CE. CM operations related to generating and sending the 
AvailableChannelsRequest message are specified in 6.3. 

After the CE has received the AvailableChannelsRequest message from the CM, the CE shall process the 
AvailableChannelsRequest message. CE operations related to processing the AvailableChannelsRequest 
message are specified in 6.4. 

After the CE has received available channel list from a WSO, the CE shall generate and send the 
AvailableChannelsResponse message to the CM. CE operations related to generating and sending the 
AvailableChannelsResponse message are specified in 6.4. 

After the CM has received the AvailableChannelsResponse message from the CE, the CM shall process 
the AvailableChannelsResponse message. CM operations related to processing the 
AvailableChannelsResponse message are specified in 6.3. 

5.2.5 Obtaining channel classification information procedures 

5.2.5.1 Obtaining channel classification information by CM procedure 

A CM shall perform this procedure when it needs to obtain channel classification information from another 
CM. Channel classification information shall include classified channel lists based on channel status: 
available, restricted, protected, unclassified, operating, and coexistent. The definition of each channel is 
specified in 4.5.3.1. An illustrative example of this procedure is shown in Figure 23. 
CMChannelClassificationRequest and CMChannelClassificationResponse messages are defined in 
Annex C. 
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CM 1 CM 2

CMChannelClassificationResponse

CMChannelClassificationRequest

 
Figure 23 —Obtaining channel classification information by CM procedure 

After CM 1 sends the CMChannelClassificationRequest message to CM 2, CM 2 shall obtain channel 
classification information based on its registered WSOs and shall send the 
CMChannelClassificationResponse message to CM 1. CM operations related to generating and sending 
CMChannelClassificationRequest and CMChannelClassificationResponse messages are specified in 6.3. 

After CM 1 has received the CMChannelClassificationResponse message from CM 2, CM 1 shall process 
the CMChannelClassificationResponse message. CM operations related to processing the 
CMChannelClassificationResponse message are specified in 6.3. 

5.2.5.2 Obtaining channel classification information by CE procedure 

A CE shall perform this procedure when the WSO needs to obtain channel classification information from 
a CM via a CE. An illustrative example of this procedure is shown in Figure 24. 
ChannelClassificationRequest and ChannelClassificationResponse messages are defined in Annex C. 

CE CM

ChannelClassificationResponse

ChannelClassificationRequest
CxMediaChannelClassificationRequest

WSO

CxMediaChannelClassificationResponse

 

Figure 24 —Obtaining channel classification information by CE procedure 

After the CE receives primitive request for channel classification from the WSO, the CE shall send the 
ChannelClassificationRequest message to the CM. CE operations related to generating and sending 
ChannelClassificationRequest message are specified in 6.4. 

After the CM receives the ChannelClassificationRequest message from the CE, the CM shall obtain 
channel classification information and shall send the ChannelClassificationResponse message to the CE. 
CM operations related to generating and sending ChannelClassificationResponse message are specified in 
6.3. 

After the CE receives the ChannelClassificationResponse message from the CM, the CE shall send the 
channel classification information to the WSO. CE operations related to processing the 
ChannelClassificationResponse message are specified in 6.4. 
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5.2.5.3 Announcing channel classification information update to CM procedure 

A CM shall perform this procedure when channel classification information has been changed for the CM. 
An illustrative example of this procedure is shown in Figure 25. The CM shall send the updated channel 
classification information to all neighbor CMs. The ChannelClassificationAnnouncement message is 
defined in Annex C. 

CM 2

ChannelClassificationAnnouncement

CM 1

 
Figure 25 —Announcing channel classification information update to CM procedure 

After channel classification information has been changed for CM 1, CM 1 shall generate a 
ChannelClassificationAnnouncement message and shall send this ChannelClassificationAnnouncement 
message to all neighbor CM 2s. CM operations related to generating and sending a 
ChannelClassificationAnnouncement message are specified in 6.3. 

After CM 2 has received the ChannelClassificationAnnouncement message from CM 1, CM 2 shall 
process the ChannelClassificationAnnouncement message. CM operations related to processing a 
ChannelClassificationAnnouncement message are specified in 6.3. 

5.2.5.4 Announcing channel classification information update to CE procedure 

A CM shall perform this procedure when channel classification information has been changed for the 
WSO. The CM shall send updated channel classification information to the WSO via the CE. An 
illustrative example of this procedure is shown in Figure 26. The ChannelClassificationAnnouncement 
message is defined in Annex C. 

CM

ChannelClassificationAnnouncement

CE

CxMediaChannelClassificationAnnouncement

WSO

 

Figure 26 —Announcing channel classification information update to CE procedure 

After channel classification information has been changed for the WSO, the CM shall generate the 
ChannelClassificationAnnouncement message and shall send the ChannelClassificationAnnouncement 
message to the CE. CM operations related to generating and sending 
ChannelClassificationAnnouncement message are specified in 6.3. 

After the CE has received the ChannelClassificationAnnouncement message from the CM, the CE shall 
send the updated channel classification information it to the WSO. CE operations related to processing the 
ChannelClassificationAnnouncement message are specified in 6.4. 
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5.2.6 Obtaining information procedures 

5.2.6.1 Obtaining information from WSO procedure 

A CM shall perform the obtaining information from WSO procedure when a CM wants to obtain 
information from a WSO. An illustrative example of this procedure is shown in Figure 27. 
InfoAcquiringRequest and InfoAcquiringResponse messages are defined in Annex C. 

CE CM

InfoAcquiringResponse

InfoAcquiringRequest
CxMediaInfoAcquiringRequest

CxMediaInfoAcquiringResponse

WSO

 

Figure 27 —Obtaining information from WSO procedure 

When the CM wants to obtain information from a WSO, the CM shall generate and send the 
InfoAcquiringRequest message to the CE. CM operations related to generating and sending the 
InfoAcquiringRequest message are specified in 6.3. 

After the CE has received the InfoAcquiringRequest message from the CM, the CE shall process the 
InfoAcquiringRequest message. CE operations related to processing the InfoAcquiringRequest message 
are specified in 6.4. 

After the CE has received required information from the WSO, the CE shall generate and send the 
InfoAcquiringResponse message to the CM. CE operations related to generating and sending the 
InfoAcquiringResponse message are specified in 6.3. 

After the CM has received the InfoAcquiringResponse message from the CE, the CM shall process the 
InfoAcquiringResponse message. CM operations related to processing the InfoAcquiringResponse 
message are specified in 6.3. 

5.2.6.2 Obtaining information from another CM procedure 

A CM shall perform the obtaining information from another CM procedure when the CM wants to obtain 
information from another CM. An illustrative example of this procedure is shown in Figure 28. 
InfoAcquiringRequest and InfoAcquiringResponse messages are defined in Annex C. 
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CM 2

InfoAcquiringResponse

CM 1

InfoAcquiringRequest

 
Figure 28 —Obtaining information from another CM procedure 

When CM 1 wants to obtain information from CM 2, CM 1 shall generate an InfoAcquiringRequest 
message and shall send this InfoAcquiringRequest message to CM 2. CM operations related to generating 
and sending an InfoAcquiringRequest message are specified in 6.3. 

After CM 2 has received InfoAcquiringRequest message from CM 1, CM 2 shall generate an 
InfoAcquiringResponse message and shall send the InfoAcquiringResponse message to CM 1. CM 
operations related to generating and sending a InfoAcquiringResponse message are specified in 6.3. 

After CM 1 has received the InfoAcquiringResponse message from CM 2, CM 1 shall process the 
InfoAcquiringResponse message. CM operations related to processing the InfoAcquiringResponse 
message are specified in 6.3. 

5.2.7 Requesting and obtaining measurements procedures 

5.2.7.1 Requesting measurements procedure 

A CM shall perform the requesting measurements procedure to request a WSO who is represented by a CE 
that the CM serves to perform measurements and to request the CE to provide subsequently measurement 
reports. The CM requests the WSO to perform measurements and the CE to provide measurement reports 
either once per the request or on scheduled basis. When the request is to provide a one-time measurement 
report, the reporting procedure is as specified in 5.2.7.2. When the request is to provide scheduled 
measurement reports, the reporting procedure is as specified in 5.2.7.3. An illustrative example of this 
procedure is shown in Figure 29. MeasurementRequest and MeasurementConfirm messages are defined 
in Annex C. 

CM

MeasurementConfirm

CE

MeasurementRequest

CxMediaGetMeasurementRequest

WSO

 

Figure 29 —Requesting measurement procedure 

In order for a CM to request measurements from a WSO and to obtain related measurement reports from a 
CE that represents the WSO and that the CM serves, the CM shall generate a MeasurementRequest 
message and send this MeasurementRequest message to the CE. CM operations related to generating and 
sending a MeasurementRequest message are specified in 6.3. 
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After the CE has received a MeasurementRequest message from the CM, the CE shall process the 
message, generate a MeasurementConfirm message, and send this message to the CM. CE operations 
related to processing a MeasurementRequest message and generating and sending a MeasurementConfirm 
message are specified in 6.4. 

After the CM has received a MeasurementConfirm message from the CE, the CM shall process the 
message. CM operations related to processing a MeasurementConfirm message are specified in 6.3. 

5.2.7.2 Providing one-time measurement procedure 

A CE shall perform the providing one-time measurement report procedure when the CM has requested a 
one-time measurement report from the CE. An illustrative example of this procedure is shown in Figure 30. 
MeasurementResponse and MeasurementConfirm messages are defined in Annex C. 

CM

MeasurementConfirm

CE

MeasurementResponse
CxMediaGetMeasurementResponse

WSO

 
Figure 30 —Providing one-time measurement procedure 

In order for a CE to provide a one-time measurement report to the CM that has earlier requested this 
measurement report, the CE shall generate a MeasurementResponse message and send this 
MeasurementResponse message to the CM. CE operations related to generating and sending a 
MeasurementResponse message are specified in 6.4. 

After the CM has received a MeasurementResponse message from the CE, the CM shall process the 
message, generate a MeasurementConfirm message to acknowledge reception of the 
MeasurementResponse message, and send this MeasurementConfirm message to the CE. CM operations 
related to processing a MeasurementResponse message, generating and sending a MeasurementConfirm 
message are specified in 6.3. 

After the CE has received a MeasurementConfirm message from the CM, the CE shall process the 
message. CE operations related to processing a MeasurementConfirm message are specified in 6.4. 

5.2.7.3 Providing scheduled measurements procedure 

A CE shall perform the providing scheduled measurement reports procedure when the CM has requested 
scheduled measurement reports from the CE. An illustrative example of this procedure is shown in  
Figure 31. MeasurementResponse and MeasurementConfirm messages are defined in Annex C. 
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CM

MeasurementConfirm

CE

MeasurementResponse
CxMediaGetMeasurementResponse

WSO

MeasurementConfirm

MeasurementResponse
CxMediaGetMeasurementResponse

 

Figure 31 —Providing scheduled measurement procedure 

In order for a CE to provide one of the scheduled measurement reports to the CM that has earlier requested 
scheduled measurement reports, the CE shall generate a MeasurementResponse message and send this 
MeasurementResponse message to the CM. The CE shall continue generating and sending 
MeasurementResponse messages to the CM as long as the request for scheduled measurement reports is 
valid. CE operations related to generating and sending a MeasurementResponse message are specified in 
6.4. 

After the CM has received a MeasurementResponse message from the CE, the CM shall process the 
message, generate a MeasurementConfirm message to acknowledge reception of the 
MeasurementResponse message, and send this MeasurementConfirm message to the CE. CM operations 
related to processing a MeasurementResponse message, generating and sending a MeasurementConfirm 
message are specified in 6.3. 

After the CE has received a MeasurementConfirm message from the CM, the CE shall process the 
message. CE operations related to processing a MeasurementConfirm message are specified in 6.4. 

5.2.8 Negotiation between CMs procedure 

A CM shall perform the negotiation procedure when it has made a coexistence decision of coexistence set 
elements. This set shall include the following procedures as shown in Figure 32 and Figure 33: 

� Negotiation between CMs without announcement 

� Negotiation between CMs with announcement 

NegotiationRequest and NegotiationAnnouncement messages are defined in Annex C. 

5.2.8.1 Negotiation between CMs without announcement 

This procedure, illustrated in Figure 32, shall be used to negotiate between CMs based on request only 
message. After making coexistence decision, CM 1 shall generate a NegotiationRequest message and shall 
send this NegotiationRequest message to CM 2, which includes negotiation status and negotiation 
information, as defined in 6.3. 
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CM 2

NegotiationRequest

CM 1

NegotiationRequest

NegotiationRequest

NegotiationRequest

 
Figure 32 —Negotiations between CMs without announcement 

After receiving the NegotiationRequest message from CM 1, CM 2 shall perform coexistence decision 
making, shall generate a NegotiationRequest message, and shall send the NegotiationRequest message to 
CM 1. When negotiation status in the NegotiationRequest message received from CM 2 is successful, CM 
1 shall finish a negotiation. If not, CM 1 shall perform decision making again and shall send the 
NegotiationRequest message to CM 2. 

NegotiationRequest message shall be exchanged between CMs 1 and 2 until negotiation status is 
successful. The total number or time for request message exchanges between CMs 1 and 2 shall be limited 
in order to save negotiation time. CM operations related to generating and sending a NegotiationRequest 
message are specified in 6.3. 
 
After CM 1 has received the NegotiationRequest message with negotiation status of success from CM 2, 
CM 1 shall process the NegotiationRequest message. CM operations related to processing the 
NegotiationRequest message are specified in 6.3. 

5.2.8.2 Negotiation between CMs with announcement 

This procedure, illustrated in Figure 33, shall be used to negotiate between CMs based on request and 
announcement messages. After making coexistence decision, each CM shall send and receive the 
NegotiationRequest message, which includes negotiation status and negotiation information, as defined in 
6.3. 
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CM 2

NegotiationRequest

CM 1

NegotiationRequest

NegotiationRequest

NegotiationRequest

NegotiationAnnouncement

 
Figure 33 —Negotiation between CMs with announcement 

When negotiation status in the NegotiationRequest message received from CM 2 is successful, CM 1 shall 
send a NegotiationAnnouncement message to notify the list of winner CM ID and the list of slot time 
position, as defined in 6.3. If not, CM 1 shall perform coexistence decision making again and shall send the 
NegotiationRequest message to CM 2. 

NegotiationRequest message shall be exchanged between CMs 1 and 2 until negotiation status is 
successful. The total number or time for request message exchanges between CMs 1 and 2 shall be limited 
in order to save negotiation time. CM operations related to generating and sending NegotiationRequest and 
NegotiationAnnouncement messages are specified in 6.3. 

After CM 2 has received NegotiationAnnouncement message from CM 1, CM 2 shall process the 
NegotiationAnnouncement message. CM operations related to processing the NegotiationAnnouncement 
message are specified in 6.3. 

5.2.9 Master CM selection procedures 

5.2.9.1 Master/slave CM selection procedure 

A CM shall perform this procedure when the CM needs to select a master CM and a slave CM for 
centralized decision making. An illustrative example of this procedure is shown in Figure 34. 
MasterCMRequest and MasterCMResponse messages are defined in Annex C. 

CM 1 CM 2

MasterCMRequest

MasterCMResponse

 

Figure 34 —Master/slave CM selection procedure 
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CM operations related to generating and sending a MasterCMRequest message are specified in 6.3. 

After CM 2 receives the MasterCMRequest message from CM 1, CM 2 shall generate and send a 
MasterCMResponse message to the CM 1. CM operations related to generating and sending the 
MasterCMResponse message are specified in 6.3. 

5.2.9.2 Master/slave CM configuration procedure 

A CM shall perform this procedure when the CM needs to configure a master CM and a slave CM for 
centralized decision making. An illustrative example of this procedure is shown in Figure 35. 
MasterSlaveCMConfigurationRequest and MasterSlaveCMConfigurationResponse messages are defined 
in Annex C. 

Master CM Slave CM

MasterSlaveCMConfigurationRequest

MasterSlaveCMConfigurationResponse

 

Figure 35 —Master/slave CM configuration procedure 

CM operations related to generating and sending the MasterSlaveCMConfigurationRequest message are 
specified in 6.3. 

After another CM receives the MasterSlaveCMConfigurationRequest message from the CM, another CM 
shall generate and send the MasterSlaveCMConfigurationResponse message to the CE. CM operations 
related to generating and sending the Perform MasterSlaveCMConfigurationResponse message are 
specified in 6.3. 

5.2.10 Reconfiguration procedures 

5.2.10.1 WSO reconfiguration procedure 

A CM shall perform the WSO reconfiguration procedure when it has generated a new coexistence decision 
that requires reconfiguration of one or several WSOs subscribed to management service and served by this 
CM. An illustrative example of this procedure is shown in Figure 36. The ReconfigurationRequest and 
ReconfigurationResponse messages are defined in Annex C. 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 02:26:30 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE 802.19.1-2014

http://www.avadocuments.com/doc/ieee-802-19-1-2014
http://www.avadocuments.com/doc/ieee-802-19-1-2014


IEEE Std 802.19.1-2014 
IEEE Standard for Information technology—Telecommunications and information exchange between systems— 
Local and metropolitan area networks—Specific requirements—Part 19: TV White Space Coexistence Methods 

 
Copyright © 2014 IEEE. All rights reserved. 

35 

CE CMWSO/RLSS

ReconfigurationRequest

CxMediaReconfigurationResponse

CxMediaReconfigurationRequest

ReconfigurationResponse

 
Figure 36 —WSO reconfiguration procedure 

After a CM has generated a new coexistence decision that requires reconfiguration of one or several WSOs 
subscribed to management service and served by this CM, the CM shall generate one or several 
ReconfigurationRequest messages. The number of the ReconfigurationRequest messages is equal to the 
number of the WSOs that require reconfiguration. If several WSOs are managed by the same RLSS, only 
one ReconfigurationRequest message is sent to RLSS. After the CM has generated the 
ReconfigurationRequest messages, the CM shall send these ReconfigurationRequest messages to the CE 
serving WSOs that require reconfiguration. CM operations related to generating and sending a 
ReconfigurationRequest message are specified in 6.3. 

After a CE has received the ReconfigurationRequest message from the CM, the CE shall perform 
requested reconfiguration of the WSO it serves, shall generate a ReconfigurationResponse message, and 
shall send this ReconfigurationResponse message to the CM. CE operations related to performing WSO 
reconfiguration, generating and sending a ReconfigurationResponse message are specified in 6.4. 

After the CM has received the ReconfigurationResponse message from the CE, the CM shall process the 
ReconfigurationResponse message. CM operations related to processing a ReconfigurationResponse 
message are specified in 6.3. 

5.2.10.2 Sending reconfiguration request from CM to another CM 

A CM shall perform the sending reconfiguration request from CM to another CM procedure when CM 1 
has made a coexistence decision that requires reconfiguration of a WSO registered to CM 2. An illustrative 
example of this procedure is shown in Figure 37. CMReconfigurationRequest and 
CMReconfigurationResponse messages are defined in Annex C. 

CM 2

CMReconfigurationRequest

CM 1

CMReconfigurationResponse

 
Figure 37 —Sending reconfiguration request from CM to another CM 

After making a coexistence decision of a WSO registered to CM 2, CM 1 shall generate a 
CMReconfigurationRequest message and shall send this CMReconfigurationRequest message to CM 2. 
CM operations related to generating and sending a CMReconfigurationRequest message are specified in 
6.3. 
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After CM 2 has received a CMReconfigurationRequest message from CM 1, CM 2 shall perform WSO 
reconfiguration using the reconfiguration information in the CMReconfigurationRequest message, 
generate a CMReconfigurationResponse message, and shall send this CMReconfigurationResponse 
message to CM 1. CM operations related to generating and sending a CMReconfigurationResponse 
message are specified in 6.3. 

After CM 1 has received a CMReconfigurationResponse message from CM 2 to which it sent the 
CMReconfigurationRequest message, CM 1 shall process the CMReconfigurationResponse message. CM 
operations related to processing a CMReconfigurationResponse message are specified in 6.3. 

5.2.11 Event procedures 

5.2.11.1 Sending event indication from CE to CM 

A CE shall perform the sending event indication from CE to CM procedure in order to inform the CM 
about issues related to the WSO. With an event indication, a CE notifies the CM about issues like degraded 
quality-of-service (QoS) and instances of surpassing signal-to-interference-plus-noise-ratio (SINR) 
threshold. An illustrative example of this procedure is shown in Figure 38. EventIndication and 
EventConfirm messages are defined in Annex C. 

CM

EventIndication

CE

EventConfirm

CxMediaEventIndication

WSO

 

Figure 38 —Sending event indication from CE to CM 

Once a CE needs to inform the CM that serves it about an issue related to the WSO interfaced to the CE, 
the CE shall generate an EventIndication message and shall send this EventIndication message to the CM. 
CE operations related to generating and sending an EventIndication message are specified in 6.4. 

After the CM has received an EventIndication message from the CE, the CM shall process the 
EventIndication message, generate an EventConfirm message, and send this EventConfirm message to the 
CE as an acknowledgement. CM operations related to processing an EventIndication message, generating 
and sending an EventConfirm message are specified in 6.3. 

After the CE has received the EventConfirm message from the CM, the CE shall process the 
EventConfirm message. CE operations related to processing an EventConfirm message are specified in 
6.4. 

5.2.11.2 Sending event indication from CM to another CM 

A CM shall perform the sending event indication from CM to another CM procedure in order to inform the 
other CM about coexistence system related issue. An illustrative example of this procedure is shown in 
Figure 39. EventIndication and EventConfirm messages are defined in Annex C. 
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CM 2

EventIndication

CM 1

EventConfirm

 
Figure 39 —Sending event indication from CM to another CM 

When CM 1 wants to send an event indication to CM 2, CM 1 shall generate an EventIndication message 
and shall send this EventIndication message to CM 2. CM operations related to generating and sending an 
EventIndication message are specified in 6.3. 

After CM 2 has received an EventIndication message from CM 1, CM 2 shall generate an EventConfirm 
message and send this EventConfirm message to CM 1 as an acknowledgement. CM operations related to 
generating and sending an EventConfirm message are specified in 6.3. 

After CM 1 has received the EventConfirm message from CM 2, CM 1 shall process the EventConfirm 
message. CM operations related to processing an EventConfirm message are specified in 6.3. 

5.2.12 Coexistence set element reconfiguration procedure 

A CM shall perform the coexistence set element reconfiguration procedure when it has generated a new 
coexistence decision that requires reconfiguration of one or several WSOs subscribed to management 
service and served by another CM. An illustrative example of this procedure is shown in Figure 40. 
CoexistenceSetElementReconfigurationRequest and CoexistenceSetElementReconfigurationResponse 
messages are defined in Annex C. 

CM 2

CoexistenceSetElementReconfigurationRequest

CM 1

CoexistenceSetElementReconfigurationResponse

 
Figure 40 —Coexistence set element reconfiguration procedure 

After CM 1 has generated the new coexistence decision that requires reconfiguration of one or several 
WSOs subscribed to management service and served by CM 2, CM 1 shall generate one or several 
CoexistenceSetElementReconfigurationRequest messages. The number of the 
CoexistenceSetElementReconfigurationRequest messages is equal to the number of the WSOs that require 
reconfiguration. After CM 1 has generated the CoexistenceSetElementReconfigurationRequest messages, 
CM 1 shall send these CoexistenceSetElementReconfigurationRequest messages to CM 2s serving WSOs 
that require reconfiguration. CM operations related to generating and sending a 
CoexistenceSetElementReconfigurationRequest message are specified in 6.3. 

After CM 2 has received the CoexistenceSetElementReconfigurationRequest message from CM 1, CM 2 
shall process this CoexistenceSetElementReconfigurationRequest message, shall generate a 
CoexistenceSetElementReconfigurationResponse message, and shall send this 
CoexistenceSetElementReconfigurationResponse message to CM 1 that has sent the 
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CoexistenceSetElementReconfigurationRequest message. CM operations related to processing a 
CoexistenceSetElementReconfigurationRequest message, generating and sending a 
CoexistenceSetElementReconfigurationResponse message are specified in 6.3. 

5.2.13 Stop operation procedures 

5.2.13.1 CE stop operation procedure 

A CE shall perform the CE stop operation procedure when it has received a request to stop operation. An 
illustrative example of this procedure is shown in Figure 41. StopOperationAnnouncement and 
StopOperationConfirm messages are defined in Annex C. 

CM CDISCE

StopOperationAnnouncement

CMRegistrationRequest

RegistrationResponse

StopOperationConfirm

WSO/RLSS

CxMediaStopOperationIndication

CxMediaStopOperationConfirm

 

Figure 41 —CE stop operation procedure 

After a CE has received a request to stop operation, the CE shall indicate this to the WSO/RLSS it serves, 
shall generate StopOperationAnnouncement message, and shall send this StopOperationAnnouncement 
message to the CM that serves this CE. CE operations related to generating and sending a 
StopOperationAnnouncement message are specified in 6.4. 

After the CM has received the StopOperationAnnouncement message from the CE, the CM shall process 
this message, shall generate a StopOperationConfirm message, and shall send this StopOperationConfirm 
message to the CE. CM operations related to processing the StopOperationAnnouncement message, 
generating and sending StopOperationConfirm message are specified in 6.3. 

After the CE has received the StopOperationConfirm message from the CM, the CE shall process this 
message. CE operations related to processing the StopOperationConfirm message are specified in 6.4. 

After the CM has sent the StopOperationConfirm message to the CE, the CM shall generate a 
CMRegistrationRequest message and shall send this CMRegistrationRequest message to the CDIS that 
serves this CM. CM operations related to generating and sending CMRegistrationRequest message are 
specified in 6.3. 

After the CDIS has received the CMRegistrationRequest message to the CM, the CDIS shall generate a 
CMRegistrationResponse message and shall send this CMRegistrationResponse message to the CM. 
CDIS operations related to generating and sending a CMRegistrationResponse message are specified in 
6.2. 

After the CM has received the CMRegistrationResponse message from the CDIS, the CM shall process 
this message. CM operations related to processing the CMRegistrationResponse message are specified in 
6.3. 
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