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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Cerofmittee

the IEEE Standards Board. Members of the committees serve voluntarily and without compenkaticare not
necessarily members of the Institute. The standards developed within IEEE represent a consensus af the broa
expertise on the subject within the Institute as well as those activities outside ohEHEE&Me expressed an interest

in participating in the development of the standard.

Use of an IEEE Standard is wholly voluntary. The existence of an IEEE Standard does not intipdrétere no other
ways to produce, test, measure, purchase, market, or provide other goods and services related to the $E@te of the
Standard. Furthermore, the viewpoint expressed at the time a standard is approved dnis $sgject to change
brought about through developments in the state of the art and comments received from usstarafatte Every
IEEE Standard is subjected to review at least every five years for revision or reaffirrivdlhen a document is more
than five years old and has not been reaffirmed, it is reasonable to conclude that iitss calttough still of some
value, do not wholly reflect the present state of the art. Users are cautioned to checitmedbat they have the
latest edition of any IEEE Standard.

Comments for revision of IEEE Standards are welcome from any interested party, regafdiesmbership
affiliation with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text,
together with appropriate supporting comments.

Interpretations: Occasionally questions may arise regarding the meaning of portions afistasdey relate to
specific applications. When the need for interpretations is brought to the attention of IEEE, the Indtititéatei
action to prepare appropriate responses. Since IEEE Standards representsusafsall concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of intatéstedson,
IEEE and the members of its societies and Standards Coordinating Committees are not akldet@mpriostant
response to interpretation requests except in those cases where the matter has previduestly foeoeal
consideration.

Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE Standards Board
445 Hoes Lane

P.O. Box 1331

Piscataway, NJ 08855-1331
USA

Note: Attention is called to the possibility that implementation of this standard may rageioé subject matte
covered by patent rights. By publication of this standard, no position is taken with respect to éreexsf
validity of any patent rights in connection therewith. The IEEE shall not be respdisillentifying all patentd
for which a license may be required by an IEEE standard or for conducting inquiries into the legal validity or
scope of those patents that are brought to its attention.

=

Authorization to photocopy portions of any individual standard for internal or personal use is granted by thee Institut
of Electrical and Electronics Engineers, Inc., provided that the appropriatepi@e t® Copyright Clearance Center.
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Introduction

(This introduction is not part of IEEE Std 91-1984, IEEE Standard Graphic Symbols for Logic Furostifri&EE Std 91a-1991,
Supplement to IEEE Std 91-1984.)

Two standards are included in this document: IEEE Std 91-1984, |IEEE Standard Graphic Symbolscfor Logi
Functions, and IEEE Std 91a-1991, Supplement to IEEE Std 91-1984. In this edition (published in 1996), the two
standards have been merged to make it more convenient for the user.

The following sections of the original IEEE Std 91-1984 were extensively revised and replaced by IEEE Std 91a
1991:

Pictorial Table of Contents
Table of Contents

Section6: Symbols for Highly Complex Functions

AppendixA: Recommended Symbol Proportions

AppendixD: Integrated Circuits Used as Examples, Commercial Part Numbers vs. Symbol Numbers
Index

Numerous other revisions to IEEE Std 91-1984 in Sections 1 through 5 were made. The new Table of Contents and the
new Index indicate specifically where revisions were made. Further, change bkesl imathe outside margins
indicate the locations of significant changes. Each standard has a unique foreword, included below.

IEEE Std 91-1984 foreword

This standard defines an internatiolaiguage by which it is possible to determine the functional behavior of a logic
circuit as described on a logic or circuit diagram with minimal reference to supportinméotation. Like natural
languages, thkanguage set forth in this standard has been designed to allow a single concept to be expressed in one
of several different ways, according to the demands of a particular situation. Consedhisnstgndard does not
attempt, nor intend to establish singterect symbols for particular devices. A symbol appropriate for one application

of a device may not be appropriate for another.

The contributors to this standard represent a broad range of institutions, technologies, arthtdticunmeeds. They
include industrial, governmental, and educational organizations, producers and comdgudaeices and equipment,
users and non-users of computer-aided design and drafting, and a considerable range ofpaefgtaimes. That a
consensus of such diverse interests could be achieved in producing this standard is indicative of nottitibfyothe u
the approach, but more importantly, of the increasing need among designers and maditdigies systems for a
common and more nearly complete symbolic language.

This revision is the result of a continuing activity to arrive at a useful notation to permit free interchange of
information on the design of binary-operated controls and systems. It is the latest step inna fhr@igoagan in 1956

within the IEEE to develop a comprehensive single standard, consistent with ongoing develaptaeehtmlogy and

logic symbology, from several ad hoc, industry, military, and international standards. In 1960, angaodupoan

logic diagram graphic symbols was formed within the American National Standards Institute in order to develop a
draft American Standard. In 1961, this committee became a permanent subcomv3ftdel, of the Graphic
Symbols Committee, Y32, under the cosecretariat of ASME and IEEE. Its work resulted in thetipolditEEEE

Std 91-1962 (ANSI Y32.14-1962 ), adopted in 1965 by the US Navy. The subcommittee was reorganized in 1969 to
prepare a new draft standard that would have broader acceptance and be in accord with the deveitipim éms
International Electrotechnical Commission (IEC). ANSI/IEEE Std 91-1973 (Y32.14-1973) subsequently received
approval from ANSI, and the US Department of Defense, and was substantially compatibleGvRadEL17-15,
Recommended Graphical Symbols: Binary Logic Elements. Since 1977 the prepanmniteemiEEE SCC 11.9, has
worked closely with IEC Technical Committee 3 to prepare major new revisions of this standard antd E&CQ ,Pu

Part 12 (the successor to Pub 117, Part 15). The aim was for a US standard that would be mutually compatble with th
IEC standard, broadly acceptable, and that would provide notation or guidelines by which any SSI through VLSI
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device might be usefully and accurately represented. Fourteen drafts of this document were prepared in parallel with
drafts of the new IEC document by an ad hoc working group of SCC 11.9 before the preparers and itesfiewed
that these goals had been met.

Symbology, such as language and technology, will continue to evolve, and IEEE SCC l1do@tmille to work with
IEC TC3 to update logic symbol standards as future needs dictate. Suggestions for improvemenanfi#ni ate
welcomed. They should be addressed to:

Secretary

IEEE Standards Board

The Institute of Electrical and Electronics Engineers, Inc.
345 East 47th Street

New York, NY 10017-2394 USA

When this standard was approved, the IEEE Standards Coordinating Committee on Graphic Symbols and
Designations, Subcommittee SC 11.9 on Logic Symbols, had the following membership:

Thomas R. Smith,Chair*

Charles J. Andrasco Verle W. Harris V. Tom Rhyne*
Richard R. Barta Gordon A. Knapp* John P. Russell* **
M. Paul Chinitz* Joseph Kochanski* Henry H. Seaman
Edwin D. Edwardst George E. Lemieuxt Thomas R. Smith*
Philip H. Enslow, Jr. Fred A. Mann*} Robert Tobias
Charles A. Fricket Rollin P. Mayer James L. Vargo*
Arthur C. Gannett Mark Mrozowski* Frank B. Wahl, Jr.*
James J. George Conrad R. Muller* R. J. Yuhas
Tommy J. Gibbons John B. Peatman*

Edward J. Harrington* Richard W. Pinger*

US Air Force Logistics Command LOLME (Robert C. Gardner)
US Army Armament Research and Development Command DRDAR-TST-S (M. E. Taylor)

*Member of ad hoc working group

tTResigned

**Secretary, September 1979 to April 1980; prepared all drafts thrb0g81
fHead of delegation to IEC TC3/SC3A/WG2 on Logic Symbols

The IEEE Standards Coordinating Committee on Graphic Symbols and Designations SCC 11 had tmg followi

membership:
C. A. Fricket, Chair
C.R. Muller, Secretary

Robert B. Angus, Jr. John B. Peatman Roger M. Stern

John M. Carroll J. William Siefert Leter H. Warren

Gordon A. Knapp Thomas R. Smith Steven A. Wasserman
tResigned
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G.Y.R. Allen

J. J. Archambault
James H. Beall
John T. Boettger
Edward Chelotti
Edward J. Cohen
Len S. Corey

Irvin N. Howell, Jr., Chair
Irving Kolodny , Vice Chair
Sava |. Sherr, Secretary

Jay Forster

Kurt Greene

Loering M. Johnson
Joseph L. Koepfinger
John E. May

Donald T. Michael*
J. P. Riganati

At the time the standard was approved on September 17, 1981, the IEEE Standards @&ahel folowing
membership:

Frank L. Rosa
Robert W. Seelbach

Jay A. Stewart

Virginius N. Vaughan, Jr.
Art Wall

Robert E. Weiler

*Member emeritus

IEEE Std 91a-1991 foreword

IEEE Std 91-1991 provides a way to describe a single logic function with a symbol. The syrabi@sult from using

IEEE Std 91-1984 have sometimes been called “the new logic symbols,” despite the fact tbah stié find
distinctive-shape AND and OR gates, J and K inputs to flip-flops, and most other time-honored features of logic
symbols. However, prior to IEEE Std 91-1984, there were no standardized symbombmiagy methods, for
example, for memories, demultiplexers, arithmetic elements, multifunction registers;calleetor outputs, digital
switches, or devices with multiple clocks or address ports. What was truly new was thégahess were integrated

into a comprehensive system for constructing logic symbols to meet not only current, but future neeglsh&vhe
“old” system relied on an inventory of symbols, the “new” system relies on an inventory of symbehtsleand
techniques. The inherent ability of the “language” to describe new devices can be seawlatitlely few additions

that have been required in this supplement.

Because IEEE Std 91-1984 is not based on English-language mnemonics, symbols based on it maigatentess

to the uninitiated reader who has already memorized a component catalog. However, iethien®@as the language,

and especially if he or she does not intimately know the device, the system can comemfanioabre than any
nonstandard mnemonic-based system, with a smaller set of things to be rememberethatiimdogs more than
suggest to the knowledgeable user what various inputs and outputs do. Instead, it provides a rather detailed
description.

The use of this system requires training, as does any other system of notation. Thediffeteren this system and
those that preceded it is that, once trained, the user has available more informatiorpexckssam more sources,
and with less need for supporting documentation. Once the user has learned the rules, he or shedtheieaot
only for existing devices, but for new ones as well. That IEEE Std 91-1984 is virtually identical ratitbreal
standards of dozens of other countries is more than a small bonus.

Future editions of IEEE Std 91 and IEC 617-12 are expected to continue to evolve to address detgelophes
technology of logic devices. Suggestions for the improvement of this standard are welcomed.

The supplement to IEEE Std 91-1984, IEEE Std 91a-1991 was the result of nearly ten gegosnaf work by an ad

hoc Working Group of IEEE SCC 11.9 and IEC TC3 (International Electrotechnical Commission c@échni
Committee 3) to harmonize IEEE Std 91 and its international counterpart, IEC 617-12. The supplementiiEngs IE
Std 91-1984 into conformance with IEC 617-12 (1991) and, once more, includes some additional symbols and
techniques published in advance of their publication by IEC.

In addition to corrections and clarifications to IEEE Std 91-1984, the supplement included new nataiadr
simplification of arrays (2.3.1.2), inputs with special amplification (3.3-9.5), in-line negation indicat®d)(4.
definitions of codes used in coders (5.4.1, 5.4.2), display elements (5.15), bus indica@ysa@dIrepresentation of
data paths on internal diagrams (6.2.2).
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An American National Standard
IEEE Standard Graphic Symbols for
Logic Functions

1. Introduction

1.1 Purpose

This standard (the combined documents of ANSI/IEEE 91-1984 and its supplement, ANSI/IEEE -389B1a
establishes symbols for representing logic functions or devices. These symbadsusaablto understand the logic
characteristics of these functions or devices without requiring specific knowledge of their internal deicacte
ANSI/IEEE Std 91a-1991 supplements ANSI/IEEE 91-1984 by providing additional internationally approved graphic
symbols for logic functions or devices as well as corrections to the 1984 document.

1.2 Scope

This standard contains graphic symbols for representing logic functions or physical devices ehpabrlying out
logic functions. Descriptions of logic functions, the graphic representation of these functions, apteexdrtheir
applications are given. The symbols are represented in the context of electricalt@msljdut most may also be
applied to nonelectrical systems (for example, pneumatic, hydraulic, or mechanical).

1.3 Organization

This document includes material from both ANSI/IEEE Std 91-1984 and its supplement document, BE SiitE
91a-1991.

1.3.1 Supplementary material from ANSI/IEEE Std  91a-1991
All material from the supplement standard, ANSI/IEEE Std 91a-1991, has been included in this do¢hisent.

supplement either replaces or adds to the original text in ANSI/IEEE 91-1984. Change bars in thenadrghe
location where the supplementary material has been implemented.
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| 1.3.2 Revised or deleted symbols

Symbols from superseded editions of this standard that have been revised or deleted are shown in Appendix B.

1.4 Applicable documents

1.4.1 Industry standards

The latest editions of the following industry documents may also be of interest:
American National Standards®

ANSI Y1.1-1972, Abbreviations for Use on Drawings and in Text.

ANSI Y10.20-1975 with Supplement Y10.20a-1975, Mathematical Signs and Symbols for Use in Fyjisiced
and Technology.

ANSI/IEEE Std 315-1975 (Y32.2-1975), Graphic Symbols for Electrical and Electronics Diagramadifigcl
Reference Designation Class Designation Letters).

ANSI/IEEE Std 200-1975 (Y32.16-1975), Reference Designations for Electrical and Electronics Rarts an
Equipments.

1.4.2 Military standards 2
The latest edition of the following military document may also be of interest:

MIL-STD-12, Military Standard Abbreviations for Use on Drawings, Specifications, Standards, and in dkchnic
Documents.

1.4.3 International standards 3

The following International Electrotechnical Commission (IEC) Publications may be afshter

617 Part 12, Recommended Graphical Symbols, Binary Logic Elements. (All of the symbols in 617 Part 12 are
included in this national standard, ANSI/IEEE Std 91-1984.)

113 Part 7, Diagrams, Charts and Tables; Application of Logic Symbols and the Preparatigit @iagrams.

All symbols and rules not shown, either explicitly or implicitly, in IEC Publications 113 or 617 atntkeof
publication of this standard are identified by the mark “s” (which is not a part of the syfbol).

1.5 Definitions

1.5.1 logic stateOne of two possible abstract states that may be taken on by a logic (binary) variable.

1.5.1.1 O-stateThe logic state represented by the binary number 0 and usually standing for an inactiwelogifals
condition.

LANSI publications are available from the Sales Department of AmericaondbStandards Institute, 11 West 42nd Street, Newk oY 10036.
2MmIL publications are available from Customer Service, Defense Printingc8e®00 Robbins Avenue, Philadelphia, PA 19111-5094

3IEC Standards are available in the US from American NationatiStds Institute, 11 West 42nd Street, New York, NY 10036.

4Except as individually noted, these rules and symbols are, in the opinion oéplagipg committee, likely to be publishediiture editions of IEC
Publications 113 or 617.
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1.5.1.2 1-stateThe logic state represented by the binary number 1 and usually standing for an active or true logic
condition.

1.5.1.3 external logic stateA logic state assumed to exist outside a symbol outline
1) Onaninput line prior to any external qualifying symbol at that input, or
2) On an output line beyond any external qualifying symbol at that output.

1.5.1.4 internal logic stateA logic state assumed to exist inside a symbol outline at an input or an output.

Hlustration of the concept

INTERNAL
LOGIC — b—ro
LEVELS \

EXTERNAL LOGIC EXTERNAL LOGIC
STATES OR STATE OR
LOGIC LEVELS LOGIC LEVEL

1.5.2 logic levelAny level within one of two nonoverlapping ranges of values of a physical quantity used to represent
the logic states.

NOTE — A logic variable may be equated to any physical quantity for which two distinct ranges of valoesleéined. In tis
standard, these distinct ranges of values are referred to atel@gand are denoted H and L.

H is used to denote the logic level with the more positive algebraic value, and L is used to denote thvelagth le
the less positive algebraic value.

In the case of systems in which logic state are equated with other physical properties (for asitipke pr negative
pulses, presence or absence of a pulse), H and L may be used to represent these propaytiesreplaced by more
suitable designations.

1.5.2.1 high (H) levelA level within the more positive (less negative) of the two ranges of the logic levels chosen to
represent the logic states.

1.5.2.2 low (L) level:A level within the more negative (less positive) of the two ranges of logic levels chosen to
represent the logic states.

1.5.3 Logic conventions and polarity indication:

1.5.3.1 positive logic conventionThe representation of the external 1-state and the external O-state Highh{H)
and low (L) levels, respectively.

1.5.3.2 negative logic conventiorithe representation of the external 1-state and the external @gtéie low (L)
and high (H) levels, respectively.

1.5.3.3 direct polarity indication: The indication of the relationship between the internal logic atadethe external
logic level at each input and output of every logic element directly by means oé#enpe or absence of the polarity
symbol ™ ). (See Symbols 3.1-4 through 3.1-8.)

1.5.4 logic function: A definition of the relationships that hold among a set of input and output logic variables.

1.5.4.1 combinational logic function::A logic function in which there exists one and only one resulting combination
of states of the outputs for each possible combination of input states.

NOTE — The terms combinative and combinatorial have also been used to mean ¢onabinat

1.5.4.2 sequential logic functionA logic function in which there exists at least one combination of input states for
which there is more than one possible resulting combination of states at the outputs.

NOTE — The outputs are functions of variables in addition to the present $tidesnputs, such as time, previous intéstates

of the element, etc. Docu ments
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1.5.4.3 bistable logic function (flip-flop):A sequential logic function that has two and only two stable internal output
states.

1.5.5 elementAs used within this standard, a representation of all or part of a logic function within a single outline,
which may, in turn, be subdivided into smaller elements representing subfunctions of the ovetalh.func
Alternatively, the function so represented.

1.5.6 qualifying symbol: A symbol added to the basic outline of an element to designate the physical or logic
characteristics of an input or output of the element or the overad ébgiracteristics of the element.

1.5.7 dependency notation/A means of obtaining simplified symbols for complex elements by denoting the
relationships between inputs, outputs, or inputs and outputs, without actually showing all the selentent
interconnections involved. (See Section 4.)

1.5.8 distributed function (dot logic, wired logic):A logic function (either AND or OR) implemented by connecting
together outputs of the appropriate type (see Symbols 3.3-3 through 3.3-7); these outpetsnards of the logic
function thus formed; the joined connection is the output.

1.6 Orientation of qualifying symbols

All lettering inside a symbol, including alphanumeric qualifying symbols, should be orientedIgartikeinput and
output lines.

The following symbols shall be oriented as described within this standard with respect to the inpuits, aod edge
of the elements in which they appear.

23.2-1 Common control block

2.3.3-1 Common output element

3.3-1 Negation, polarity, and dynamic input symbols
through

3.1-11

3.2-1 Internal connection symbols

through

3.2-6

3.3-25 Bit-grouping symbols

3.3-26

3.3-37 Line-grouping symbols

3.3-38

> Amplifier symbol (Symbol 3.3-9 and 5.2)

All other qualifying symbols shall be oriented as shown with respect to the text inside the element.
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2. Symbol construction

2.1 Composition of a symbol
2.1.1 General composition

A symbol comprises an outline or combination of outlines together with one or more qualifying symbols. Application
of the symbols requires, in addition, the representation of input and output lines.

Symbols often make use of internal labels. It is essential to maintain clarity between Iateglsathat apply to signal
lines and internal labels that serve as general qualifying symbols.

Labels shall be clearly separated, both horizontally and vertically, from each other and from olttds syparts of
the outline with which they are not meant to be associated. Signal-line lagkkBlso be placed such that they are not
likely to be interpreted as general qualifying symbols.

The preferred location for the general qualifying symbol is in the top of the element to whichésapefitered
horizontally. An alternative position is centered vertically and horizontally. Applicatioreséthositioning rules for
the general qualifying symbols should take into account the positions of embedded elements asladiated with

signal lines that alter the horizontal area available for placement gétteral qualifying symbol.

Labels associated with signal lines shall be centered vertically next to itheseHorizontally, there shall be a space
between the signal-line label and the outline of the symbol or symbols attadhedotatline. This horizontal space
shall be large enough to allow a distinct separation, yet small enough to unambiguousateatisedabel with the
given input or output.

See Appendix A for recommended proportions of symbols and IEEE Std 991 for more detailed recomnsemalatio
sizes and spacing.

Because of limitations in the publishing systems used, symbols in this docdioneot always follow the preceding
recommendations.

Documents
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Illustration of the concept

Outline
Preferred Position For
\ r The General Qualifying Symbol
% %

% %
* *

* *x %

Input Lines b 3 % Output Lines

% *

* *

Alternative Position For
The General Qualifying Symbol

NOTE 1—The single * denotes possible positions for qualifying
symbols relating to inputs and outputs.

NOTE 2—1If, and only if, the function of an element is completely
determined by the qualifying symbols associated with its inputs or
outputs or both, no general qualifying symbol is needed.

General additional information may be included in a symbol outline as permitted by an applicable standard for
preparation of diagrams (for example, IEC Publication 111-3 clause 3.4).

For supplementary information relating to the function of a complex logic element, see Section 6.

In some figures, lowercase letters that are not part of the symbols have been shown outside thesbtdlidentify
the inputs and outputs as referenced in the description.

2.1.2 Nonstandardized information
Information not standardized in this standard relating to a specific input (output) may be shown in square brackets
inside the outline adjacent to the relevant input (output) and should follow (precede) any qualifying symbols applying

to the input (output), as shown in Symbol 5.13-17.

Other nonstandardized information may also be shown in square brackets inside libe@yttine, for example,
Symbols 5.2-3 and 5.4-2.

2.1.3 Logic states of outputs

All outputs of a single, unsubdivided element always have identical internal logic steeaided by the function of
the element except when indicated otherwise by an associated qualifyingl syrtdbel inside the outline.

The subdivision of an element and the qualifying symbols referred to here include those expbueitlyasd also
those only implied according to the simplification rules of 2.3.1.1.

2.2 Outlines

The length-width ratio of rectangular outlines is arbitrary.
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For permitted distinctive-shape symbol outlines see Section 5. The proportions of the syoulibtemain constant
in accordance with Appendix A.

For combination of outlines see 2.3.

No Symbol Description

2.2-1 Element outline (square shown, see 2.2)

2.3 Use and combination of outlines
2.3.1 Embedded and abutted elements

To reduce the space required for the representation of a graspaifiated elements, the outlines of the elements may
be embedded or abutted provided the following rules are observed.

1) Embedded or abutted symbols may use nonrectangular outlines composed of vertical and horizdotal lines
make efficient use of space (for example, Symbol 5.12-6).
Usage of distinctive-shape symbols in combination to form complex dgm(for example, used as
embedded symbols) is discouraged.

2) There is no logic connection between elements when the line common to their asifimiee direction of
signal flow.

NOTE — This rule does not necessarily apply in those arrays in which there existmwoeadirections of signal flow,
for example, in symbols with a common control block or a common output element.

=

lllustration of the concept

| 3) There is at least one logic connection between elements if the line common toothmuttimes is
perpendicular to the direction of signal flow. If no indications are shown on eitleeosthe common line,
it is assumed that there exists only one logic connection. Because common controhtdauosiselements,
no logic connections to or from a common control block exist except those to the attached ahayeatitat
are explicitly shown.
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| t

i I | I

| f | |

! I | |
A L 4 nE

lllustration of the concept

4) Each connection can be shown by the presence of qualifying symbols at one or both sides of the common line.
| If confusion is likely about the number of logic connections, use can be made of the internal connection
symbol (Symbol 3.2-1).

HE
| E 3 |
| |
| * |

H oxx T T

—_ i * |

or — ! |

| * |

T T R e
| * |
| |

; T* i *; Qualifying symbol

e *_.—* S

lllustration of the concept
For an example of combining the preceding concepts, see Symb@.5.1-1
2311
To represent an array of elements having the same qualifying symbols, it may be sufficient tioeestygmbols that

are inside the outlines in only the first of the outlines, provided no confusion is likelyaBymidlentical elements
that are subdivided may each be represented by an unsubdivided outline.

Mlustration of the concept

* *
A group of elements with identical general qualifying
* symbols
*
*
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* Q

* b

*b

* Q

c
xb **[

|11

] -

—x 0 *xb|—

x Q

* Q

* b

* b

* b

*x Q

*x b

% 0

*x b

LT

* 0

* b

]

* O

*x b

—{%Q

—dxb * C

—1%x 0
—%xb * C

* Q
* b * C

% C

—%xb

—{xa *xb

—i%xQ *xDb

—{xa *Db

IEEE Std 91-1984

Two successive groups of elements

Two interlaced groups of four elements
each

A group of elements with identical input
and output qualifying symbols

A group of elements with identical input
and output qualifying symbols and
common control block (Symbol 2.3.2-1)

If there are affecting inputs or outputs in the sense of dependency notation (Section 4) withmeht¢sedéthe array,
it is assumed that the identifying numbers of those inputs or outputs and of inputs or outputs affected tlezrieby di

each element of the array.
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—1 N2
—

C1
1D

c3
3D

ca
4D

lllustration of the concept

*b¥a
*C

L]

*xb*xa
* C

bhhed

N n

58 58 ol o

If, in a simplified array of identical elements, the represematf the functions of a terminal requires two or more
lines connected together outside the outline, it is sufficient to show these lines with only thenfiestteand represent
them by a single line with each simplified element. Symbols outside the outlimaan to all the lines connected
together shall be shown with this single line. Symbols outside the outline not common ® laiethconnected
together may be omitted, or the more suitable set may be shown.

*xbxa
* C

xbxa
*C

*xb*a
*C

xbxa
*C

*xbxa
*C

*b*xa
*C

*h* A
*C

*h*d
*C
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*bx*a ____-\
E*C - T
o or _>. = —L_O:g*c T
et e —
3 — et —

—G —
T =T T w1
pia o< = i wWT
<> <> Ten ealT
T 2T

lllustration of the concept

2.3.2 Common control block

The common control block may be used in conjunction with an array of related elements as a patetradmiléor
inputs or outputs associated with more than one element of the array, or with no element of thechrraguguand
outputs shall be labeled if appropriate.

When an input shown at a common control block is an affecting input in the sense of dependency notation, it is
connected as an input only to those elements of the array in which its identifying number appears. When an inp
shown at a common control block is not an affecting input in the sense of dependency notation, it iscamimaount

to or affecting all elements of the array.

The common control block may be placed at either end of an array of related elements.

No Symbol Description
2.3.2-1 Common control block outline
| |
| I
| I
r———"=2 or ‘tr———-
] |
] I
| |
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c s
a— b
s R
b — — -
¢ —| | c
d_ - |
d ——-

lllustration of the concept

2.3.2.1 Weighted arrays

If the elements in an array have an intrinsic weighted relationship (for example, as in an upidioten) and it is not
otherwise indicated, the element next to the common control block is assumed to be the elenthatsmithllest
weight.

2.3.3 Common output element

A common output depending on all elements of the array can be shown as the output of a common output element. In
the case where any array element has more than one output, the common output elemenisethptlg if those

outputs always have identical internal logic states. There is one internaictionnfrom each of the elements to the
common output element and these shall not be shown. In addition, the common output elerhereroéyer inputs

and they shall be explicitly shown. The function of the common output elemenbsliatlicated.

Each input of a common output element that is an output of the array has the same agfierstdte as that output.

A common output element shall be shown either

1) Inside a common control block, or
2) At either end of the array, but opposite the common control block if there is one.

No Symbol Description

2.3.3-1 Common output element outline

NOTE — When embedded in a common control block,
the double line shall be placed at the edge of
the element away from the array to which the
control block is connected. Otherwise, the
double line shall be placed at the edge nearest
the array.
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- b
Db
- c
¢ __
O—d — 1
a—7, & |—e O—d
& e
a

lllustration of the concept

NOTE — The common output element, like any element, must have at least one qualifying syimtioate its function. The
“&" (Symbol 5.1-3) is the qualifying symbol for AND.

Array with common control block and common output element:

-

2.3.3.1 Array of common output elements

If it is appropriate to show an array of common output elements, the double line need be shown only once if no
confusion is likely. In this case, there is one internal connection from each of the elefithrtarray to each of the
common output elements. There is no connection between common output elenesstexplicitly shown.

Array with two common output elements:

Documents
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* Q *x Q

* b | *xb |

lllustration of the concept

3. Qualifying symbols associated with inputs, outputs, and other connections

3.1 Negation, polarity, and dynamic input symbols

In this section qualifying symbols are shown that indicate the relationship between internal logicdseteemal
logic state or level.

If none of the qualifying symbols of this section is shown at an input or output, itime@dghat the internal logic 1-
state corresponds with

1) The external logic 1-state in a diagram using the positive logic ctiomesr the negative logic convention,
or
2) The logic H-level in a diagram using direct polarity indication

3.1.1

The qualifying symbols for negation and polarity shall not be used on the same diagram totestselogic states
to external logic states or levels. However, the polarity symbol may be used on the ggema eiéth an internal
negation symbol as defined in Symbols 3.2-2 or 3.2-4. For example, see Symbol 5.4-7.

No Symbol Description

3.1-1 Negated input
—— The external O-state produces the internal 1-state.
NOTE — The connecting line may be drawn through
the negation symbol.
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No Symbol Description

3.1-2 Negated output
- The internal 1-state produces the external O-state.
See NOTE to Symbol 3.1-1.

3.1-3 Negated input/output port, shown on the left-hand side.
| - See 3.4-5.
3.1-4 Active-low input

- The L-level on the input produces the internal 1-state
NOTE — This qualifying symbol is designated the
polarity symbol and shall point in the
direction of signal flow.

3.1-5 Active-low input in the case of signal flow from right to
== left
See NOTE to Symbol 3.1-4.

3.1-6 Active-low output
-— The internal 1-state produces the L-level on the output.
See NOTE to Symbol 3.1-4.

3.1-7 Active-low output in the case of signal flow from right to
- left
See NOTE to Symbol 3.1-4.

3.1-8 Active-low input/output port, shown on the left-hand
- side.
| See 3.4-5.

3.1-9 Dynamic input

- The transition from the external O-state to the external 1-
state produces a transitory internal 1-state. At all other
times the internal logic state is 0.
On diagrams using direct polarity indication, the
transition from the L-level to the H-level on the input
produces a transitory internal 1-state. At all other times
the internal logic state is 0.
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No

Symbol

Description

3.1-10

3.1-11

3.2 Internal connections

Dynamic input with negation

The transition from the external 1-state to the external O-
state on the input produces a transitory internal 1-state.
At all other times the internal logic state is 0.

Dynamic input with polarity symbol

The transition from the H-level to the L-level on the input
produces a transitory internal 1-state. At all other times
the internal logic state is 0.

An internal connection is a connection within an element.

In this section, qualifying symbols are shown that indicate the relationship between ildgimatates at internal

connections.

The symbols in this section may be used to show the logic relationships between elghw@soutlines are

combined.

No

Symbol

Description

3.2-1

3.2-2

3.2-3

3.2-4

16

Internal connection

The internal 1-state (0-state) of the output of the element

on the left produces the 1-state (0-state) at the input of the

element on the right.

NOTE — The internal connection symbol may be
omitted if no confusion is likely. (See also
2.3)

Internal connection with negation

The internal 1-state (0-state) of the output of the element
on the left produces the O-state (1-state) at the input of the
element on the right.

Internal connection with dynamic character

The transition from the internal O-state to the internal 1-
state of the output of the element on the left produces a
transitory 1-state at the input of the element on the right.
At all other times the logic state at the input of the
element on the right is 0.

Internal connection with negation and dynamic character
Transition from the internal 1-state to the internal O-state
of the output of the element on the left produces a
transitory 1-state at the input of the element on the right.
At all other times the logic state at the input of the
element on the right is 0.
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No Symbol

Description

3.2-5

3.2-6

Internal input (virtual input)

This input always stands at its internal 1-state unless it is

affected by a dependency relationship that has an

overriding effect. (See Symbols 5.9-13 and 5.13-3.)

NOTES:

- 1 — Internal inputs and outputs have internal logic states
only.

2 — The qualifying symbols of 3.1 shall not be applied to
internal inputs and outputs, except for the dynamic
input symbol.

3 — This symbol should not be confused with Symbol
3.2-1, which is used for abutted elements.

Internal output (virtual output)

The effect of this output must be indicated by
dependency notation.

See NOTES to Symbol 3.2-5.

3.3 Symbols inside the outline

3.3.1

If two or more inputs have the same qualifying symbol for their functions, they are assumed to stand in an OR
relationship, except in the cases of bithreshold and extension inputs (Symbols 3.2-2 and 3.3-10) where thepelations
should be appropriately indicated.

3.3.2

The descriptions of Symbols 3.3-14 through 3.3-22 may give the reader the impression that these are alwigys dyna
inputs. This is not the case, as it must be remembered that the internatdtgi@s determined by the external logic
state or level, may be modified by the state of other inputs (for example, Cm inputs, 4.3.7). If siucihanpua
dynamic character, Symbol 3.1-9 should be added (for example, Symbol 5.13-13).

No Symbol Description
3.3-1 Postponed output
-— The change of the internal state of this output is postponed until the input signal that initiates the
change returns to its initial external logic state or logic level. The intergial $tate of any
| input(s) affecting or affected by tlheitiating input must not change while thigitiating input

Copyright © 1996 IEEE All Rights Reserved

stands at its internal 1-state or the resulting output state will not be specified by biu. $f/tine

input signal that initiates the change appears at an internal connection, the chaaigeiof st

postponed until the output at the internal connection returns to it logic state.

NOTES:

1 — If the postponed output symbol is shown without a prefix, it should be assumed that the
output is postponed with respect to each Cn® 1€ , -, or T input (for the Cm input see
4.3.7); in all other cases the identifying numbers (or if necessary thedfel) of all inputs
with respect to which the output is postponed must be shown as a prefix to this symbol (for
example, Symbol 5.13-17).

2 — The postponed output symbol should be a right angle with legs of equal length to avoid
confusion with other symbols, for example, the number 7.

3 — For the application of this symbol and additional explanation, see 5.9.
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The following illustrations assume there are no other inputs with overriding effects.

When using the positive or the negative logic convention, the transition at the output takes pladbenihput
changes:

1) From its external 1-state to its external O-state, or
-
gy

2) From its external O-state to its external 1—;tat—e— -
< __F
+

On a diagram using direct polarity indication, the transition at the output takes place when thbangas:
+__ 7+
+ -
=
>

1) From its H-level to its L-level, or

2) From its L-level to its H-level

18 Copyright © 1995 IELE All Q@%ﬂments

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 09:26:49 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE 91/91a-1984


http://www.avadocuments.com/doc/ieee-91-91a-1984
http://www.avadocuments.com/doc/ieee-91-91a-1984

(INCLUDING IEEE Std 91A-1991 SUPPLEMENT)

IEEE Std 91-1984

No Symbol

Description

3.3-2

EXTERNAL SIGNAL (POSITIVE-LOGIC
CONVENTION, NO NEGATION SYMBOL)

3.3-3

Copyright © 1996 IEEE All Rights Reserved

Input with hysteresis

Bithreshold input

The input takes on its internal 1-state when the external signal
level reaches a threshold value, V1. It maintains this state until
the external signal level has returned through V1 and reaches
another threshold value, VO. If this symbol (without the
negation symbol or polarity symbol) appears on a diagram that
uses either direct polarity indication or the positive-logic
convention, V1 is more positive than VO. If it appears on a
diagram that uses the negative-logic convention, V1 is more
negative than VO. If the negation symbol or polarity symbol is
present, then the relationship between V1 and VO is reversed.

INTERNAL
0-STATE

INTERNAL
O0-STATE

NOTES:

1 — When used with a dynamic input symbol (Symbols 3.1-9
through 3.1-11), the hysteresis symbol shall be shown
following the dynamic input symbol even though its
effect occurs first. For use with the special amplification
symbol (Symbol 3.3-9), the line-grouping symbol
(Symbol 3.3-37), or dependency notation, see 4.4.3.

2 — Most practical devices exhibit this characteristic to some
extent. This symbol is only used when an identification
of the characteristic is important to the application of the
device.

For use as a general qualifying symbol, see 5.3.

INTERNAL
1-STATE

Open-circuit output (for example, open-emitter, open-

collector, open-source, or open-drain output)

One of the two possible internal logic states of this type of

output corresponds to an external high-impedance condition.

In order to produce the proper logic level in this condition, an

externally connected component, often a resistor, is required.

This type of output is usually capable of forming part of a

distributed function.

NOTES:

1 — This symbol shall be drawn adjacent to but not touching
the output line, except when using the bit-grouping
symbol (Symbol 3.3-26) in the manner defined in 4.4.4,
which permits an alternative position.

2 — Although this symbol is shown inside the outline, it refers
to external states and levels only. The meaning of this
symbol is not altered by the presence of a negation or
polarity symbol (Symbol 3.1-2, 3.I-6, or 3.1-7).

3 — To indicate which logic level is the one with the low
impedance, use of Symbol 3.3-4 or 3.3-5 is
recommended.

4 — If all outputs in a device family (e.g., 10 K ECL) are of the
same open-circuit type, and if no confusion is likely, this
symbol may be omitted from all outputs in the family.
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No

Symbol

Description

3.3-4

3.3-5

3.3-6

3.3-7

3.3-8

3.3-9

20

Open-circuit output (H-type) (for example, PNP open-
collector, NPN open-emitter, P-channel open-drain, or N-
channel open-source)

When not in its external high-impedance state, this type of
output produces a relatively low-impedance H-level. When
used a part of a distributed function, a positive-logic OR
function or a negative-logic AND function is performed. See
also Symbols 5.1-15 and 5.1-16.

See NOTES 1, 2, and 4 to Symbol 3.3-3.

Open-circuit output (L-type) (for example, NPN open-
collector, PNP open-emitter, N-channel open-drain, or P-
channel open-source)

When not in its external high-impedance state, this type of
output produces a relatively low-impedance L-level. When
used as part of a distributed function, a positive-l@gitD
function or a negative-logic OR function is performed. See
also Symbols 5.1-15 and 5.1-16.

See NOTES 1, 2, and 4 to Symbol 3.3-3.

Passive-pulldown output

This type of output (like the H-type open-circuit output,
Symbol 3.3-4) can be used as part of a distributed function to
perform a positive-logic OR function or a negative-logic AND
function but it produces both the H-level and the L-level
without the need for an additional external component. See
also Symbols 5.1-15 and 5.1-16.

See NOTES 1 and 2 to Symbol 3.3-3.

Passive-pullup output

This type of output (like the L-type open-circuit output,
Symbol 3.3-5) can be used as part of a distributed function to
perform a positive-logic AND function or a negative-logic OR
function but it produces both the H-level and the L-level
without the need for an additional external component. See
also Symbols 5.1-15 and 5.1-16.

See NOTES 1 and 2 to Symbol 3.3-3.

3-state output

This output can take on a third external state, which is a high-
impedance state, having no logic significance. For example,
see Symbol 5.2-4.

See NOTES 1 and 2 to Symbol 3.3-3.

Output with special amplification (drive capability)

The symbol> emphasizes the function of amplification. It

shall point in the direction of signal flow. The absence of this

symbol does not necessarily indicate the absence of special

amplification. 5.2 describes its use as a general qualifying

symbol for an element.

See NOTE 1 to Symbol 3.3-3.

NOTE — If this symbol is used with Symbols 3.3-3 through
3.3-8, those symbols are placed between the
amplification symbol and the edge of the element.
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No Symbol

Description

3.3-9.5

3.3-10

3.3-11

3.3-12

Copyright © 1996 IEEE All Rights Reserved

Input with special amplification (sensitivity)

The symbol> emphasizes the function of amplification. It

shall point in the direction of signal flow. The absence of this

symbol does not necessarily indicate the absence of special

amplification. 5.2 describes its use as a general qualifying

symbol for an element.

Its use at an input, rather than as a general qualifying symbol,

shows that the input is unusually sensitive rather than that the

output has increased drive capability.

NOTE — For use with the hysteresis symbol (Symbol 3.3-2),
the line-grouping symbol (Symbol 3.3-37), or
dependency notation, see 4.4.3.

Extension input

An input of an element to which an extender output may be

connected (see Symbol 3.3-11).

NOTE — The description that characterizes the relationship
between the external logic states of binary variables
and their corresponding physical quantities is
normally not valid for extension inputs and
extender outputs.

Extender output

An output of an element that may be connected to the
extension input of another combinational element in order to
extend the number of inputs to that element. See NOTE to
Symbol 3.3-10.

Enable input

When this input stands at its internal 1-state, all outputs stand
at their normally defined internal logic states and have their
normally defined effect on elements or distributed functions
that may be connected to the outputs, provided no other inputs
or outputs have an overriding and contradicting effect.

When this input stands at its internal O-state, all open-circuit
outputs stand at their external high-impedance states, all
passive-pulldown outputs stand at their high-impedance L-
levels, all passive-pullup outputs stand at their high-impedance
H-levels, all 3-state outputs stand at their normally defined
internal logic states and at their external high-impedance
states, and all other outputs stand at their internal O-states.

In a composite symbol this input affects all outputs that are not
shown as internal connections or internal outputs (making use
of one of the Symbols 3.2-1 through 3.2-6). See also 4.3.9.
The “composite symbol” excludes outputs that are not
otherwise shown to be influenced by the unsubdivided portion
of the symbol containing the EN Input.
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No Symbol Description
a— EN * — x| * —f j—EN * |
— — D _ S _
—_— *
— M
_Ix
| —c 7 ‘
L h —
e-IN EN — —nN
——d
— *
1
a affects b e affects f, j affects 1 and m
but not ¢ and d. g.,and h but not n. If k is
but not i. ~ also an EN input,
| it will also affect
' m as well as n
but not 1.
3.3-13 D input

- The internal logic state of the D input is stored by the element.
NOTE — This symbol is used only in conjunction with

D dependency notation.
For example, see Symbol 5.9-2.

3.3-14 J input of a JK bistable element

- - When this input takes on its internal 1-state, a 1 is stored by the
element. When the input stands at its internal O-state, it has no

— J effect on the element. Each occurrence of the combination

J=K=1 causes a single change of the internal state of the output

to its complement.

See 3.3.2.

3.3-15 K input of a JK bistable element

-— - When this input takes on its internal 1-state, a O is stored by the
element. When the input stands at its internal O-state, it has no

—1 K effect on the element. Each occurrence of the combination

J=K=1 causes a single change of the internal state of the output

to its complement.

See 3.3.2.

3.3-16 R input
- When this input takes on its internal 1-state, a O is stored by the
element. When the input stands at its internal O-state, it has no
R effect on the element. The effect of the combination R=S=1 is
not specified by the symbol; this effect may be indicated by
means of set/reset dependency (see 4.3.8), if necessary.
See 3.3.2.

3.3-17 S input
- When this input takes on its internal 1-state, a 1 is stored by the
element. When the input stands at its internal O-state, it has no
S effect on the element. The effect of the combination R=S=1 is
not specified by the symbol; this effect may be indicated by
means of set/reset dependency (see 4.3.8), if necessary.
See 3.3.2.
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3.3-18

3.3-19

3.3-20

<+«— Mm

3.3-21

3.3-22

3.3-23

3.3-24

T input of a bistable element

Each time this input takes on its internal 1-state, a single
change of the internal state of the output to its complement
takes place. When the input stands at its internal O-state, it has
no effect on the element.

See 3.3.2.

Shifting input of a register

Each time an input with a right-pointing arrow takes on its

internal 1-state, the information contained in the element will

be shifted once m positions from left to right or from top to

bottom. When the input stands at its internal O-state, it has no

effect on the element.

See 3.3.2.

NOTES:

1 — m must be replaced by the relevant value. If m = 1, the 1
may be omitted if no confusion is likely.

2 — All directions above are relative to the orientation of the
text within the symbol.

Shifting input of a register

Each time an input with a left-pointing arrow takes on its
internal 1-state, the information contained in the element will
be shifted once m positions from right to left or from bottom to
top. When the input stands at its internal O-state, it has no effect
on the element.

See 3.3.2, also NOTE 1 to Symbol 3.3-19.

Count-up input

Each time this input takes on its internal 1-state, the content of
the element is increased once by m. When the input stands at
its internal O-state, it has no effect on the element.

See 3.3.2, also NOTE 1 to Symbol 3.3-19.

Count-down input

Each time this input takes on its internal 1-state, the content of
the element is decreased once by m. When the input stands at
its internal O-state, it has no effect on the element.

See 3.3.2, also NOTE 1 to Symbol 3.3-19.

Query input (interrogate) of an associative memory

When this input takes on its internal 1-state, an interrogation of
the content of the element takes place. When the input stands at
its internal O-state, it has no effect on the element.

Compare output (match) of an associative memory.
The internal 1-state at this output indicates a match.
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No Symbol

Description

3.3-25

3.3-26

m1
m2

mK

|
' .
2 mK

===
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Bit-grouping symbol for inputs (qualifying symbol for multibit
input), general symbol
Inputs grouped by this symbol produce a value that is the sum
of the individual weights of the inputs standing at their internal
1-states. The individual inputs shall be shown in ascending or
descending order by weight.
This value can be regarded as:

1)A value on which a mathematical function is performed,

or
2)Defining an identifying number in the sense of
dependency notation according to 4.4.2, or

3)A value to become the content of the element.
The labels m1...mk shall be replaced by the decimal
equivalents of the actual weights. If all the weights are powers
of 2, m1...mk may be replaced by the exponents of the powers
of 2 if no confusion is likely. Labels between m1 and mk may
be omitted to the extent that no confusion is likely.
The “*” must be replaced by an indication of the operand on
which the mathematical function is performed (for example, P
or Q), by an indication in the sense of dependency notation
(see 4.4.2), by CT, or by an appropriate label in the case of a
“gray box” (Section 6). In the case of CT the value is produced
by the inputs is the value that is loaded into the element.
For example, see Symbol 5.7-5.

Bit-grouping symbol for outputs (qualifying symbol for
multibit output), general symbol
Outputs grouped by this symbol represent a value that is the
sum of the individual weights of the outputs standing at their
internal 1-states. The individual outputs shall be shown in
ascending or descending order by weight.
This value can be regarded as:

1)The result of the performance of a mathematical

function, or

2)The value of the content of the element.
The labels m1...mk shall be replaced by the decimal
equivalents of the actual weights. If all the weights are powers
of 2, m1...mk may be replaced by the exponents of the powers
of 2 if no confusion is likely. Labels between m1 and mk may
be omitted to the extent that no confusion is likely.
The “*" must be replaced by an indication of the result of the
performance of the mathematical function, by CT, or by an
appropriate label in the case of a “gray box” (Section 6). In the
case of CT the value represented by the outputs is the actual
value of the content of the element.
For example, see Symbol 5.13-18.
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Illustrations of the concept for Symbols 3.3-25 and 3.3-26

—0 —1 —1 1
- s — L 1 2
— * = — * s — 4 }xk
— — — 8
—14 —116 —116
0 — y
2 — 4 —
66— 64—
— 4 . —16
_— * - ————_ *
—17 —1{128
No Symbol Description
3.3-27 Operand input of an arithmetic element (P input shown)
- This input represents one bit of an operand on which one
or more mathematical functions are performed.
Pm NOTES:
1 — m shall be replaced by the decimal equivalent of the
- weight of the bit. If the weights of all P inputs of the
element are powers of 2 and if no confusion is
likely, at each P input m may be replaced by the
exponent of the power of 2.

2 — If an operand consists of two or more bits
represented by adjacent input lines, the bit-
grouping symbol (Symbol 3.3-25) may be used.

3 — Preferred letters for operands are P and Q. When
these letters are not suitable or if more than two
operands are involved, other characters may be
used providing no confusion is likely.

3.3-28 Greater-than input of a magnitude comparator
-— NOTES:
1 — This symbol is intended for use when representing
> cascaded comparators. For example, see Symbol
5.7-11.

- 2 — Symbols 3.3-28, 3.3-29, and 3.3-30 may be
combined to qualify other inputs of magnitude
comparators such & The symbo¥ shall be used
instead of the combinatiors .

3 — Care should be taken that this symbol is not drawn
touching the outline to avoid confusion with the
dynamic input indicator (Symbol 3.1-9).
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No Symbol

Description

3.3-29

3.3-30

3.3-31

3.3-32

3.3-33

3.3-34

26

Less-than input of a magnitude comparator
See NOTES 1 and 2 to Symbol 3.3-28.

Equal input of a magnitude comparator
See NOTES 1 and 2 to Symbol 3.3-28.

Greater-than output of a magnitude comparator

NOTES:

1 — Each “*” must be replaced by the designation of an
operand (for example, P or Q).

2 — Symbols 3.3-31, 3.3-32, and 3.3-33 may be
combined to qualify outputs such &** The
symbol ** shall be used instead of the
combination *S*,

3 — If this symbol appears in one element of a series of
cascaded comparators, the output marked with this
symbol is affected not only by the operands, but
also by inputs marked with the Symbol 3.3-28, 3.3-
29, or 3.3-30.

Less-than output of a magnitude comparator
See NOTES to Symbol 3.3-31.

Equal-output of a magnitude comparator

See NOTES to Symbol 3.3-31.

NOTE — If this symbol is not combined with Symbol
3.3-31 or Symbol 3.3-32, the designations of
the operands may be omitted if no confusion
is likely.

Symbols for commonly used logic signals (shown at an

input)

NOTES:

1 — Table Clause lists and describes symbols available
for designating commonly used logic signals.

2 — Each “**” symbol must be replaced by an
appropriate alphabetic signal designator.

3 — A numerical suffix may be added to this alphabetic
designator, if appropriate, to indicate the weight or
position of the signal within a group of related
signals.
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Table 3.1—Commonly used logical signal designations

Designation Input/Output Description
BI Input only If at its internal 1-state, indicates that a subtraction operation performed by a lower-
(Borrow input) order arithmetic element produces an arithmetic borrow.
BO Output only If at its internal 1-state, indicates that a subtraction operation performed by an
(Borrow output) arithmetic element produces an arithmetic borrow (see Bl signal above).

Output If at its internal 1-state, indicates that an arithmetic element penfpsulbtraction is

in the “Borrow-Generate” state, that is, that the subtrahend applied to the element is
larger than the minuend, causing a borrow from that element independent of the state
of the Bl input to that element.

BG
(Borrow generate) Input If atits internal 1-state, indicates to a borrow-acceleration element that/ineecic
element that produces the BG signal is in the “Borrow-Generate” state (see BG output
above). The borrow-acceleration element uses its BG, BP, and Bl input signals to
determine, with reduced propagation delays, the states of the arithmetic borrow
signals for a group of arithmetic elements performing binary subtraction.
Output If at its internal 1-state, indicates that an arithmetic element penfpsulbtraction is
in the “Borrow-Propagate” state, that is, that the subtrahend and the minuend applied
BP to the element are equal in value, so that the BO output will standné¢itgal 1-state
(Borrow if and only if the Bl input is at its internal 1-state.
propagate)
Input If atits internal 1-state, indicates to a borrow-acceleration element that/ineecic
element that produces the BP signal is in the “Borrow-Propagate” state.
Cl Input only If at its internal 1-state, indicates that an addition operation performed byra lowe
(Carry input) order arithmetic element produces an arithmetic carry.
CcO Output only If at its internal 1-state, indicates that an addition Gpenaerformed by an
(Carry output) arithmetic element produces an arithmetic carry (see ClI signal above).
Output If at its internal 1-state, indicates that an arithmetic elemeiotrpengy addition is in
the “Carry-Generate” state, that is, that the sum of its addends is sufficiently large to
cause a carry from the element independent of the state of the Cl input to that element.
CG

Input If at its internal 1-state, indicates to a carry-acceleration element whether @ not th
arithmetic element that produces the CG signal is in the “Carry-Generate(sstate
CG output above). The carry-acceleration element uses its CG, CP, and CI input
signals to determine with reduced propagation delays, the states of the arithmetic
carry signals for a group of arithmetic elements performing addition.

(Carry generate)

Output If at its internal 1-state, indicates that an arithmetic elemeiotrpengy addition is in
the “Carry-Propagate” state, that is, that the sum of its addends is one less than the
CcP value at which the element produces an output carry. As a result, the CO output will

(Carry propagate) stand at its internal 1-state if and only if its Cl input is at its internal 1-state.

Input If at its internal 1-state, indicates to a carry-acceleration element that timeesic
element that produces the CP signal is in the “Carry-Propagate” state.
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No

Description

3.3-35

3.3-36

3.3-37

3.3-38

3.3-39

3.3-40

“1"

l|11l

Content input

m shall be replaced by an appropriate indication of the
value of the content of the element (for example, a
counter) that results whenever this input takes on its
internal 1-state.

For example, see Symbol 5.13-18.

Content output

“** shall be replaced by an appropriate indication of
those values of the content of the element (for example, a
counter) for which the output stands at its internal 1-state.
For example, see Symbol 5.13-14.

Line-grouping symbol for inputs

This symbol indicates that two or more terminals are

needed to implement a single logic input.

For example, see Symbol 5.1-22.

NOTES:

1 — The description that characterizes the relationship
between the external logic states of binary variables
and their corresponding physical quantities may not
be valid for lines grouped by symbol.

2 — For use with the hysteresis symbol (Symbol 3.3-2),
the special amplification symbol (Symbol 3.3-9.5),
or dependency notation, see 4.4.3.

Line-grouping symbol for outputs

This symbol indicates that two or more terminals are
needed to implement a single logic output.

See NOTE to Symbol 3.3-37.

For example, see Symbol 5.1-23.

Fixed-mode input

This representation may be used to identify an input that
always must be in the internal 1-state for the element to
perform the function indicated by the complete symbol.
A fixed-mode input must neither be affected by
dependency notation nor have other functions.

See Symbols 5.13-9 and 5.13-10.

Fixed-state output

This representation may be used to identify an output that
always stands at its internal 1-state. A fixed-state output
must neither be affected by dependency notation nor
have other functions.

For example, see Symbol 5.4-10.

3.4 Subsidiary (formerly nonlogic) connections and signal-flow indicators

In principle, the direction of signal flow within a symbol is from left to right. If the directiosigrial flow on any
input or output line is not obvious, that line should be marked with an arrowhead (Symbol 3.4-4) pointing in the
direction of signal flow. Such an arrowhead shall not touch the outline or any qualifying symbol.
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No Symbol Description

3.4-1 Subsidiary connection
This symbol may be used to designate an input supplying
power to the device or a connection, the knowledge of
whose level is not important to understand the function of
the element and the circuit (such as a connection to an
external supplementary resistor or capacitor).
- NOTES:
1 — This symbol may be shown on any side of the
outline (including the top and bottom).

2 — Additional information associated with subsidiary
connections may be shown without brackets inside
the outline. See Symbol 5.12-7.

3 — In a symbol representing an array of elements, any
| subsidiary connection shown at either end of the
array is considered to be common to all elements of
the array. See Symbol 5.12-8.

3.4-2 Analog input
_— NOTE — This symbol shall be used only when it is
n necessary to distinguish analog signals. See

NOTE 2 to Symbol 3.4-1.

3.4-3 Analog output
- See NOTE 2 to Symbol 3.4-1 and NOTE to Symbol 3.4-

n 2.

3.4-4 Right-to-left signal flow, shown on the left-hand side
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No Symbol

Description

3.4-5

or

30

Bidirectional signal flow, shown on the left-hand side

- For an example of use, see Symbol 5.2-8.

NOTES:

1 — On a connecting line with bidirectional signal flow,
any symbol for logic polarity should point to the
right or down, e.g.,

and

2 — In some cases, use of the symbol for logic polarity
makes the use of the symbol for bidirectional signal
flow unnecessary, e.g.,

_‘j and

3 — Bidirectional signal flow shall not be shown on a
single input-output line:

O if the negation or polarity indications are
different for the input and output
functions (except as permitted by
2.3.1.2),0r

0 if the labels associated with the input and
output functions are different and
confusion is likely regarding which
portion of the labels applies to the input
and which to the output.

T

lllustrations of the concept

In this case, bidirectional signal flow may not be shown
on a single line because confusion would result.

1
it
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4. Dependency notation

4.1 General explanation

Dependency notation is a means of denoting the relationships between inputs, outputs, andmputisuss, without
actually showing all the elements and interconnections involved.

Apart from its use in complex elements, dependency notation should not be used to replacebtis for
combinational elements.

The information provided by dependency notation supplements that provided by the qualifying symbols for an
element’s function.

In the convention for dependency notation, use will be made of the terms “affecting” and “affecthd.tase where
it is not evident which inputs must be considered as being the affecting ofeittecdbnes (for example, if they stand
in an AND relationship), the choice may be made in any convenient way.

Because of the existence of feedback in some complex elements, outputs sometimesffemte@arnnputs and other

outputs. For the sake of simplicity, the text of the following sections often refers to “affecting inputsbutniy,
should be understood that the recommended notation applies to affecting outputs also.

4.2 Summary of types of dependencies
Eleven types of dependencies are defined.

AND, OR, and Negate dependencies are used to denote Boolean relationships between inputs anich amtputs
combination.

Interconnection dependency is used to indicate connections inside the symbol.
Transmission dependency is used to indicate controlled transmission patesrbeffected ports.

Control dependency is used to identify a timing input or a clock input of a sequential element anzhte imdich
inputs are controlled by it.

Set and reset dependencies are used to specify the internadthtgie of an RS bistable element when the R and S
inputs both stand at their internal 1-states.

Enable dependency is used to identify an enable input and to indicate which inputs and outputs are cont(fdlied by it
example, which outputs take on their high-impedance state).

Mode dependency is used to identify an input that selects the mode of operationeshant end to indicate the
inputs and outputs depending on that mode.

Address dependency is used to identify the address inputs of a memory.

Table Clause lists the various dependencies and summarizes their effects. Mibee definitions appear in the
following sections, together with illustrations of the concept. In this Table the wordrfagtiplies:

1) That affected inputs will have their normally defined effect on the function of the eleandnt,
2) That affected outputs will take on the internal logic states determined by the function ofrteetele
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Table 4.1—Summary of dependency notation

Effect on internal logic state of, or action of, the affected input or output:

Type of dependency Letter Affecting input at its 1-state Affecting input at its O-state
ADDRESS A Permits action (address selected) Prevents actioregadubt selected)
CONTROL C Permits action Prevents action
ENABLE EN Permits action 1)Prevents action of affected inputs
2)Imposes external high-impedance
state on open-circuit and 3-
state outputs (internal state of
3-state output is unaffected)
3)Imposes high-impedance L-level
on passive-pulldown outputs
and high-impedance H-level
on passive-pullup outputs
4)Imposes 0-state on other outputs
AND G Does not alter state (permits action) Imposes 0-state
MODE M Permits action (mode selected) Prevents action (mode not selected)
NEGATE N Complements state Does not alter state (no effect)
RESET R Affected output reacts as it would to  No effect
S=0, R=1
SET S Affected output reacts as it would to  No effect
S=1, R=0
OR \% Imposes 1-state Does not alter state (permits action)
TRANSMISSION X Transmission path established No transmission path established
INTER- VA Imposes 1-state Imposes O-state
CONNECTION

*These letters appear at the affecting input (or output) and are followed by a memiesented in the general cases in 8eetiby the letter
“m.” Each input or output affected by that input (or output) is labeled wittsirae number.

4.2.1 Comparison of C, EN, and M effects on inputs

Cm, ENm, and Mm inputs all have the same effect on affected inputs. However, their dnégptieations are

different:

1) Cm should be used to identify an input that produces action, for example, the edge-triggered a&lock
bistable circuit or the level-operated data enable of a transparemt

2) ENm should be used to identify an input that produces a single preparatory effect

3) Mm should be used to identify one or more inputs that singly or together produce alternative preparatory

effects

4.3 Application of dependency notation
4.3.1 General techniques and conventions

Dependency notation usually defines relationships between internal logic stateseHamthe case of open-circuit
outputs, passive-pullup and passive-pulldown outputs, and 3-state outputs (3.3-3 through 3.3-8), enable dependency

(see 4.3.9) defines relationships between the internal logic states of affecting inputs and thestatesrod affected
outputs.
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Application of dependency notation is accomplished by:

1) Labelling the input affecting other inputs or outputs with the letter symbol denoting the relationship involved
followed by an appropriately chosen identifying number, and
2) Labelling each input or output affected by the affecting input with that same number.

If it is the complement of the internal logic state of the affecting input or output that does thegffettr is placed
over the identifying number at the affected input or output (see Symbol 5.9-12). For a technique déiveidse of the
bar, see the note with symbol 5.1-5.

® If only an in-line notation can be used, the symbol - shall be used instead of the negation bar, and it steahprece
identifying number. The tilde (~) may be substituted on computer systems thattdovadhe logic negation symbol
as part of their character set.

If the affected input or output requires a label to denote its function, this label shall be prefixed byttheanigle
number of the affecting input.

If an input or output is affected by more than one affecting input, the identifying numbers of eaehafiétting
inputs shall appear in the label of the affected one separated by commas. The left-to-right reading order of these
identifying numbers is the same as the sequence of the affecting relationshipso(det &land 4.4.4).

Two affecting inputs labelled with different letters shall not have the same identifying numberomeledshe letters
is A (see 4.3.11).

If two affecting inputs have the same letter and the same identifying number, they stand inedatiOfship to each
other.

If the labels denoting the functions of affected inputs or outputs must be numbers (for example, outputspthecode
identifying numbers to be associated with both affecting inputs and affected inputs or outputs sdrafidesl by
another character selected to avoid ambiguity (for example, Greek lastér Symbol 5.4-6).

An affecting input affects only the corresponding affected inputs and outputs of the symbol.

4.3.2 AND dependency (G dependency)

The symbol denoting AND dependency is the letter G.

Each input or output affected by a Gm input or Gm output stands in an AND relationship with this Gm input or Gm
output.
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No Symbol Description
4.3.2-1 Gm input
Gm
4.3.2-2 Gm output
- When a Gm input or Gm output stands at its internal 1-
state, all inputs and outputs affected by this Gm input or
Gm output stand at their normally defined internal logic

states.

When a Gm input or Gm output stands at its internal O-
state, all inputs and outputs affected by this Gm input or
Gm output stand at their internal O-states.

NOTE — m must be replaced by the identifying

number.

a4 — & b
°[_,& 1b—b
a—4 & b

lllustrations of the concept
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4.3.3 OR dependency (V dependency)
The symbol denoting OR dependency is the letter V.

Each input or output affected by a Vm input or Vm output stands in an OR relationship with this Vm input or Vm
output.
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No Symbol Description

4.3.3-1 Vm input
Vm

4.3.3-2 Vm output

—_— When a Vm input or Vm output stands at its internal 1-

state, all inputs and outputs affected by this Vm input or
vm Vm output stand at their internal 1-states.

When a Vm input or Vm output stands at its internal O-

state, all inputs and outputs affected by this Vm input or

Vm output stand at their normally defined internal logic

states.

See the NOTE to Symbols 4.3.2-1 and 4.3.2-2.

—_———— - — — b
— b —I >1
a Vi 1}b—c¢ = J
—— L ¢
— o — a
e L a
Vil—a
] =  ____ Y] .
1—0b

lllustrations of the concept

4.3.4 Negate dependency (N dependency)
The symbol denoting negate dependency is the letter N.

Each input or output affected by an Nm input or Nm output stands in an Exclusive-OR relationship with this Nm input
or Nm output.
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No Symbol Description

4.34-1 Nm input
Nm

4.3.4-2 Nm output

- When an Nm input or Nm output stands at its internal 1-
state, the internal logic state of each input and each
Nm output affected by this Nm input or Nm output is the
complement of the normally defined internal logic state
_— . of that input or output.
When an Nm input or Nm output stands at its internal O-
state, all inputs and outputs affected by this Nm input or
Nm output stand at their normally defined internal logic
states.
See the NOTE to Symbols 4.3.2-1 and 4.3.2-2.

_—  ——— )
e 1=

a—N1 1}—c = ___J L ¢

——— (o]

Ifa=0,thenc=0b
Ifa=1,thenc=b

lllustrations of the concept
4.3.5 Interconnection dependency (z dependency)
The symbol denoting interconnection dependency is the letter Z.

Interconnection dependency is used to indicate the existence of internal logic conrestiieeen inputs, outputs,
internal inputs, and internal outputs, in any combination (see Symbol 5.1-29).

The internal logic state of an input or an output affected by a Zm input or Zm output is identical to theélog&rna
state of its affecting Zm input or Zm output, unless modified by additional dependency notation.
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