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Supplement to 
IEEE Standard Test Procedure for 

AC High-Voltage Circuit Breakers Rated on a 
Symmetrical Current Basis 

Replace Section 4.12 on page 36 of IEEE C37.09-1979 with the following: 

4.12 Required Load-Current Switching Capability and Life. All types of circuit break- 
ers shall interrupt load currents up to rated continuous current with a normal-frequency 
recovery voltage up to rated maximum voltage. 

Circuit breakers designed to meet this standard are expected to be capable of performing the 
number of load-switching operations shown in Column 3 of Table 8 of ANSI C37.06-1987' in a 
circuit having a power factor from 1 .O to either 0.8 lagging or 0.8 leading. They are also expect- 
ed to close circuits having making currents at 600% of rated continuous current for the number 
of times shown in Column 4 of Table 8 of ANSI C37.06-1987. A demonstration of the two fore- 
going capabilities is not required because if a circuit breaker has successfully met the service 
capability requirements for short-circuit conditions in accordance with ANSI C37.09-1979, 
4.6.3, i t  is normally assured that the circuit breaker will meet these load-switching capabili- 
ties. In all cases, the service capability tests demonstrate adequate interrupter life in switching 
load currents for the number of operations and types specified. 

4.12.1 Load-Current Switching Tests. Tests may be made to demonstrate the capability 
of the circuit breaker to switch load currents such as may be encountered in normal service. 
Load-current switching ability of a circuit breaker is demonstrated by the following series of 
tests performed under the specified conditions. 

(1) Opening tests shall be made at 100% of rated continuous current and any current 
below rated continuous current at which the circuit breaker exhibits a maximum arc- 
ing time if that current is not demonstrated by other tests. In those cases where the 
maximum arcing time occurs above rated continuous current, as demonstrated by 
short-circuit tests, tests at 20 to 30% of rated continuous current shall be performed. 

(2) If three-phase tests are made, they shall be made with the normal-frequency recovery 
voltage at least equal to the rated maximum voltage of the circuit breaker, and they 
shall be made with the neutral of the switched circuit or the supply ungrounded. They 
shall also be made with the switched circuit and supply grounded. If single-phase tests 
are made, they shall be made with the normal-frequency recovery voltage at least 
equal to 87% of the rated maximum voltage of the circuit breaker. 

lThis revision supersedes the 1979 edition listed in IEEE C37.09-1979. 
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