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Abstract: Metal-clad (MC) medium-voltage switchgear that contains drawout electrically operated 
circuit breakers is covered. MC switchgear is compartmentalized to isolate components such as 
instrumentation, main bus, and both incoming and outgoing connections with grounded metal 
barriers. Rated maximum voltage levels for metal-clad switchgear range from 4.76 kV to 38 kV 
with main bus continuous current ratings of 1200 A, 2000 A, 3000 A, and 4000 A. MC switchgear 
also contains associated control, instruments, metering, relaying, protective, and regulating 
devices, as necessary. Service conditions, ratings, temperature limitations and classification of 
insulating materials, insulation (dielectric) withstand voltage requirements, test procedures, and 
applications are discussed. 
 
Keywords: control, cumulative loading, current transformers, drawout, IEEE C37.20.2™, indoor, 
instrumentation, load current-carrying, metal-clad (MC) switchgear, metal-enclosed (ME) power 
switchgear, outdoor, protection, switchgear assemblies, transformer accuracy, voltage 
transformers 
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Important Notices and Disclaimers Concerning IEEE Standards Documents 

IEEE documents are made available for use subject to important notices and legal disclaimers. These 
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the 
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards 
Documents.” 

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents 

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are 
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a 
consensus development process, approved by the American National Standards Institute (“ANSI”), which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. 
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE. 
While IEEE administers the process and establishes rules to promote fairness in the consensus development 
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the 
soundness of any judgments contained in its standards. 

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other 
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness 
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness 
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. 
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.” 
Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related 
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved 
and issued is subject to change brought about through developments in the state of the art and comments 
received from users of the standard.  

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his 
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as 
appropriate, seek the advice of a competent professional in determining the appropriateness of a given 
IEEE standard. 

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE. 

Translations  

The IEEE consensus development process involves the review of documents in English only. In the event 
that an IEEE standard is translated, only the English version published by IEEE should be considered the 
approved IEEE standard. 
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Official statements  

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board 
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its 
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, 
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall 
make it clear that his or her views should be considered the personal views of that individual rather than the 
formal position of IEEE.  

Comments on standards 

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of 
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and 
Standards Coordinating Committees are not able to provide an instant response to comments or questions 
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not 
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE 
standard is welcome to join the relevant IEEE working group. 

Comments on standards should be submitted to the following address: 

 Secretary, IEEE-SA Standards Board  
 445 Hoes Lane  
 Piscataway, NJ 08854 USA 

Laws and regulations  

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements.  Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not 
in compliance with applicable laws, and these documents may not be construed as doing so. 

Copyrights 

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. 
They are made available by IEEE and are adopted for a wide variety of both public and private uses.  These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, 
and the promotion of engineering practices and methods. By making these documents available for use and 
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the 
documents. 

Photocopies  

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to 
photocopy portions of any individual standard for company or organizational internal use or individual, 
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance 
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission 
to photocopy portions of any individual standard for educational classroom use can also be obtained 
through the Copyright Clearance Center. 
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Updating of IEEE Standards documents  

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.  

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten 
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although 
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to 
determine that they have the latest edition of any IEEE standard. 

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at 
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more 
information about the IEEE SA or IEEE’s standards development process, visit the IEEE-SA Website at 
http://standards.ieee.org. 

Errata  

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: 
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata 
periodically. 

Patents 

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to 
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant 
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the 
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may 
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without 
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of 
any unfair discrimination to applicants desiring to obtain such licenses. 

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting 
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or 
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing 
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that 
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely 
their own responsibility. Further information may be obtained from the IEEE Standards Association. 
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Introduction 

This introduction is not part of IEEE Std C37.20.2™-2015, IEEE Standard for Metal-Clad Switchgear. 

This standard has been revised to reflect needed technical changes that have been suggested since the last 
revision to IEEE C37.20.2TM was published in 1999. The significant changes include: 

 Addition of 4000 A as a preferred continuous current rating 

 Addition of new definitions for types of insulation as used in metal-clad (MC) switchgear 

 Addition of special considerations/requirements when generator circuit breakers are used in MC 
switchgear  

 Clarification/expansion of the tests for insulation materials 

 Updating of the seismic qualification test references 

 Update to finish and construction requirements 

 Addition of Annex C for Partial Discharge testing and Annex D for Voltage Dividers 

 Conversion of “Notes” to normative text (where appropriate) 

This standard includes only the requirements for metal-clad switchgear. These requirements were 
previously a part of IEEE Std C37.20TM-1969, IEEE Standard for Switchgear Assemblies Including Metal-
Enclosed Bus (1974 consolidated edition). 1  Other types of equipment previously included in IEEE Std 
C37.20-1969 are incorporated in separate publications. 

For many years, IEEE Std C37.20-1969 covered all switchgear assemblies, including metal-enclosed bus. 
Standards committees of the IEEE Switchgear Assemblies Subcommittee and the NEMA Power 
Switchgear Assemblies Technical Committee recommended that the document be further developed and, 
where appropriate, that the various sections be identified with their own standards. This approach also 
coordinates with the Conformance Test Procedure Standards. 

The IEEE Switchgear Assemblies Subcommittee was responsible for this revision. 

This publication is one of a series covering Switchgear Assemblies. Members of the series are as follows: 

 IEEE Std C37.20.1TM, IEEE Standard for Metal-Enclosed Low-Voltage Power Circuit Breaker 
Switchgear.2,3 

 IEEE Std C37.20.2TM, IEEE Standard for Metal-Clad Switchgear. 

 IEEE Std C37.20.3TM, IEEE Standard for Metal-Enclosed Interrupter Switchgear. 

 IEEE Std C37.20.6TM, IEEE Standard for 4.76 kV to 38 kV Rated Ground and Test Devices Used 
in Enclosures. 

                                                 
1 Information on references can be found in Clause 2. 
2 The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc. 
3 IEEE publications are available from The Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, 
USA (http://standards.ieee.org/).  
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 IEEE Std C37.20.7TM, Guide for Testing Metal-Enclosed Switchgear for Internal Arcing Faults. 

 IEEE PC37.20.9TM, IEEE Standard for Gas-Insulated Switchgear rated up to 52kV.4 

 IEEE Std C37.21TM, IEEE Standard for Control Switchboards. 

 IEEE Std C37.23TM, IEEE Standard for Metal-Enclosed Bus. 

 IEEE C37.24TM, IEEE Guide for Evaluating the Effect of Solar Radiation on Outdoor Metal-Enclosed 
Switchgear. 

Figure A depicts types of switchgear assemblies and related standards documents: 

 

 

Figure A—Types of switchgear assemblies 
 

 

                                                 
4 Numbers preceded by P are IEEE authorized standards projects that were not approved by the IEEE-SA Standards Board at the time 
this publication went to press. For information about obtaining drafts, contact the IEEE. Note that PC37.20.9 is in process. 
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IEEE Standard for Metal-Clad 
Switchgear 

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, security, health, 
or environmental protection, or ensure against interference with or from other devices or networks. 
Implementers of IEEE Standards documents are responsible for determining and complying with all 
appropriate safety, security, environmental, health, and interference protection practices and all 
applicable laws and regulations. 

This IEEE document is made available for use subject to important notices and legal disclaimers.  
These notices and disclaimers appear in all publications containing this document and may  
be found under the heading “Important Notice” or “Important Notices and Disclaimers  
Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at 
http://standards.ieee.org/IPR/disclaimers.html. 

1. Overview 

1.1 Scope 

This standard covers metal-clad switchgear containing, but not limited to, such devices as power circuit 
breakers, other interrupting devices, switches, control, instrumentation and metering, and protective and 
regulating equipment. It includes, but is not specifically limited to, equipment for the control and protection 
of apparatus used for power generation, conversion, and transmission and distribution. 

This standard is concerned with enclosed, rather than open, indoor and outdoor switchgear assemblies rated 
above 1000 V ac. Included is equipment that is part of primary and secondary unit substations. Gas 
insulated substation equipment is not included. 

In this standard, metal-clad switchgear will be called MC switchgear. 

1.2 Purpose 

This standard provides information essential to designing and testing of metal-clad switchgear. Included 
herein are preferred ratings, required design test procedures, and acceptance criteria. A detailed description 
of construction requirements; including required functional performance features, structural materials, 
insulation, and interlocking is provided. Additionally, information on equipment application with respect to 
operating conditions, dielectric capabilities, and detailed application information regarding continuous 
current capabilities under differing ambient temperature conditions and application involving short-term 
overloading is included. 
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2. Normative references 

The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of 
the referenced document (including any amendments or corrigenda) applies. 

Accredited Standards Committee C2, National Electrical Safety Code ® (NESC ®).1, 2 

ANSI C37.54, American National Standard for Indoor AC High-Voltage Circuit Breakers Applied as 
Removable Elements in Metal-Enclosed Switchgear ―Conformance Test Procedures.3 

ANSI C37.55, American National Standard for Switchgear--Medium-Voltage Metal-Clad Assemblies—
Conformance Test Procedures. 

ANSI Z535.4, American National Standard for Product Safety Signs and Labels. 

ANSI/UL 94, Tests for Flammability of Plastic Materials for Parts in Devices and Appliances.4 

ANSI/UL 486A-486B, Wire Connectors. 

ANSI/UL 510, Polyvinyl Chloride, Polyethylene, and Rubber Insulating Tape. 

ANSI/UL 1332, Organic Coatings for Steel Enclosures for Outdoor Use Electrical Equipment. 

ASTM A90/A90M, Standard Test Method for Weight [Mass] of Coating on Iron and Steel Articles with 
Zinc or Zinc-Alloy Coatings.5 

ASTM A653/A653M, Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron 
Alloy-Coated (Galvannealed) by the Hot-Dip Process See all versions. 

ASTM B117, Standard Practice for Operating Salt Spray (Fog) Apparatus. 

ASTM D229, Standard Test Methods for Rigid Sheet and Plate Materials Used for Electrical Insulation.  

ASTM D714, Standard Test Method for Evaluating Degree of Blistering of Paints. 

ASTM D1535, Standard Practice for Specifying Color by the Munsell System. 

ASTM D1654, Standard Test Method for Evaluation of Painted or Coated Specimens Subjected to 
Corrosive Environments. 

                                                 
1The NESC is available from the Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA 
(http://standards.ieee.org/).  
2 National Electrical Safety Code and NESC are both registered trademarks and service marks of The Institute of Electrical and 
Electronics Engineers, Inc. 
3ANSI publications are available from the Sales Department, American National Standards Institute, 25 West 43rd Street, 4th Floor, 
New York, NY 10036, USA (http://www.ansi.org). 
4UL standards are available from Global Engineering Documents, 15 Inverness Way East, Englewood, Colorado 80112, USA 
(http://www.global.ihs.com/). 
5ASTM publications are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, PO Box C700, West 
Conshohocken, PA 19428-2959, USA (http://www.astm.org/). 
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ASTM D2303, Standard Test Methods for Liquid-Contaminant, Inclined-Plane Tracking and Erosion of 
Insulating Materials. 

ASTM G21, Standard Practice for Determining Resistance of Synthetic Polymeric Materials to Fungi. 

IEEE Std 4TM, IEEE Standard Techniques for High-Voltage Testing.6, 7 

IEEE Std C37.04TM, IEEE Standard Rating Structure for AC High-Voltage Circuit Breakers. 

IEEE Std C37.06TM, IEEE Standard for AC High-Voltage Circuit Breakers Rated on a Symmetrical Current 
Basis—Preferred Ratings and Related Required Capabilities for Voltages Above 1000 V. 

IEEE Std C37.06.1TM, American National Standard Guide for High-Voltage Circuit Breakers Rated on a 
Symmetrical Current Basis Designated “Definite Purpose for Fast Transient Recovery Voltage Rise 
Times.”  

IEEE Std C37.09TM, IEEE Standard Test Procedure for AC High-Voltage Circuit Breakers Rated on a 
Symmetrical Current Basis. 

IEEE Std C37.010TM, IEEE Application Guide for AC High-Voltage Circuit Breakers Rated on a 
Symmetrical Current Basis. 

IEEE Std C37.013TM, IEEE Standard for AC High-Voltage Generator Circuit Breakers Rated on a 
Symmetrical Current Basis.8 

IEEE Std C37.2TM, IEEE Standard Electrical Power System Device Function Numbers and Contact 
Designations. 

IEEE Std C37.11TM, IEEE Standard Requirements for Electrical Control for AC High-Voltage (>1000 V) 
Circuit Breakers. 

IEEE Std C37.20.4TM, IEEE Standard for Indoor AC Switches (1 kV to 38 kV) for Use in Metal-Enclosed 
Switchgear.9 

IEEE Std C37.20.6TM, IEEE Standard for 4.76 kV to 38 kV Rated Ground and Test Devices Used in 
Enclosures. 

IEEE Std C37.24TM, IEEE Guide for Evaluating the Effect of Solar Radiation on Outdoor Metal-Enclosed 
Switchgear. 

IEEE Std. C37.40TM, IEEE Standard Service Conditions and Definitions for High-Voltage Fuses, 
Distribution Enclosed Single-Pole Air Switches, Fuse Disconnecting Switches, and Accessories. 

                                                 
6 The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc. 
7 IEEE publications are available from The Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, 
USA (http://standards.ieee.org/). 
8 As this standard goes to press, IEEE Std C37.013 is under revision, and when approved, will be replaced by ISO/IEC/IEEE 62271-
37-013.  Upon approval of ISO/IEC/IEEE 62271-37-013, all references in this document to IEEE Std C37.013 shall be interpreted as 
referring to ISO/IEC/IEEE 62271-37-013. 
9 IEEE C37.20.4 has been revised to incorporate preferred ratings previously contained in ANSI C37.22, American National Standard 
Preferred Ratings and Related Required Capabilities for Indoor AC Medium-Voltage Switches Used in Metal-Enclosed Switchgear.  
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IEEE Std. C37.41TM, IEEE Standard Design Tests for High-Voltage (>1000 V) Fuses, Fuse and 
Disconnecting Cutouts, Distribution Enclosed Single-Pole Air Switches, Fuse Disconnecting Switches, and 
Fuse Links and Accessories Used with These Devices. 

IEEE Std C37.100TM, IEEE Standard Definitions for Power Switchgear. 

IEEE Std C37.100.1TM, Standard of Common Requirements for High-Voltage Power Switchgear Rated 
Above 1000 V. 

IEEE Std C57.13TM, IEEE Standard Requirements for Instrument Transformers. 

NEMA CC l, Electrical Power Connectors for Substations.10 

NEMA LI l, Industrial Laminated Thermosetting Products. 

NEMA WC 70, Power Cables Rated 2000 V or Less for Distribution of Electrical Energy (ICEA S-95-
658). 

NEMA 260, Safety Labels for Pad-mounted Switchgear and Transformers Sited in Public Areas. 

NFPA 70, National Electrical Code® (NEC ®).11 

3. Definitions 

For the purposes of this document, the following terms and definitions apply. The IEEE Standards 
Dictionary Online should be consulted for terms not defined in this clause.12 

The definitions of terms contained in this standard, or in other standards referred to in this standard, are not 
intended to embrace all legitimate meanings of the terms. They are applicable only to the subject matter 
treated in this standard. If a term is not defined in this standard, the definition in IEEE Std C37.100 applies. 
An asterisk (*) after a definition indicates that the definition in this standard is not contained in IEEE Std 
C37.100, while a dagger (†) indicates that the definition differs from that in IEEE Std C37.100.  

auxiliary compartment: That portion of the switchgear assembly that encloses auxiliary equipment, such 
as voltage transformers, control power transformers, or other miscellaneous devices.* 

circuit breaker compartment: That portion of the switchgear assembly that contains one circuit breaker 
or other removable primary interrupting device and the associated primary conductors.* 

conformance tests: Those tests made to demonstrate compliance with the applicable standards. The test 
specimen is normally subjected to all planned production tests prior to initiation of the conformance test 
program. 

NOTE—The conformance tests may, or may not, be similar to certain design tests. Demonstration of margin 
(capabilities) beyond the standards is not required.13 

                                                 
10NEMA publications are available from Global Engineering Documents, 15 Inverness Way East, Englewood, CO 80112, USA. 
(http://global.ihs.com 
11NFPA publications are available from Publications Sales, National Fire Protection Association, 1 Batterymarch Park, P.O. Box 
9101, Quincy, MA 02269-9101, USA (http://www.nfpa.org/). 
12IEEE Standards Dictionary Online subscription is available at: 
http://www.ieee.org/portal/innovate/products/standard/standards_dictionary.html. 
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design tests: Tests made by the manufacturer to determine the adequacy of the design of a particular type, 
style, or model of equipment or its component parts to meet its assigned ratings and to operate satisfactorily 
under normal service conditions or under special conditions, if specified, and that may be used to 
demonstrate compliance with applicable standards of the industry. Design tests are made on representative 
apparatus or prototypes to verify the validity of design analyses and calculation methods and to substantiate 
the ratings assigned to all other apparatus of basically the same design. These tests are not intended to be 
made on every design variation or to be used as part of normal production. The applicable portion of these 
design tests also may be used to evaluate modifications of a previous design and to determine that 
performance has not been adversely affected. Test data from previous similar designs also may be used for 
current designs, where appropriate. Once made, the tests need not be repeated unless the design is changed 
so as to modify performance.  

NOTE—Design tests are sometimes called type tests. † 

dummy breaker: An accessory used in metal-clad switchgear that is similar to  a removable element, 
intended for insertion into a compartment suitable for a circuit breaker (or other primary interrupting 
device), but different from such a device in that the dummy element does not have any switching 
capability. The dummy circuit breaker has solid conductors (normally bus bars) connected between line and 
load side primary disconnecting devices. When installed in a circuit breaker compartment of a metal-clad 
switchgear section, the dummy circuit breaker connects the line and load side primary disconnecting 
devices of the circuit breaker compartment.  Syn: dummy element. 

field tests: Test made after the assembly has been installed at its place of utilization. 

insulation, barrier: Insulation material used primarily to separate one item or area from another item or 
area within the equipment. Examples are as follows: a) interphase barriers between poles of an interrupter 
switch; b) bus barriers separating the bus compartment of one vertical section of switchgear from another; 
and c) barriers used to shield grounded metal from electrical or thermal effects of circuit interruption within 
the equipment. Barrier insulation may be subdivided into two general types: Type 1 barriers that are not in 
contact with, and are not penetrated by, energized parts; and Type 2 barriers that are in contact with, or are 
penetrated by, energized parts.* 

insulation, bus: Insulating material used to cover primary voltage conductors except where that conductor 
is a cable or wire. Bus joint insulation is excluded from this category and is treated separately. The primary 
functions of bus insulation are to impede arc movement and to allow closer spacing of conductors than 
would be possible with bare conductors. Bus insulation may also serve a secondary function as an element 
of the bus support insulation system.*  

insulation, bus joint: Insulating material used to cover joints or connections in the primary voltage 
conductors. Otherwise, it is similar to bus insulation.* 

insulation, bus support: Insulation used primarily to physically support a conductor and prevent or limit 
its movement under specified operating conditions. Bus support insulation includes both conductor-to-
conductor and conductor-to-structure supports.* 

insulation, bus tap: Insulating material used to cover low current taps to the main primary voltage 
conductors. These taps include voltage and control power transformer primary leads, connections to surge 
arresters and surge capacitors, and other similar connections. Bus taps may be in the form of a wire, rod, or 
bar insulated in a manner similar to bus insulation for this service or in the form of an insulated wire or 
cable.* 

insulation, ceramic: Insulation made of a vitrified ceramic material, such as porcelain or glass.*  

                                                                                                                                                 
13Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement 
this standard. 
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insulation, nonceramic: Insulation made of a material other than vitrified ceramic. This category includes 
all organic insulating materials.*  

mechanism-operated contact (MOC): A circuit breaker (or other removable primary interrupting device) 
mechanism-operated auxiliary switch that is mounted in the stationary housing and is operated by linkage 
that cooperates with the circuit breaker (or other removable primary interrupting device) mechanism.* Syn: 
mechanism-operated cell switch. 

metal-clad (MC) switchgear: Metal-enclosed power switchgear characterized by the following necessary 
features: 

a) The main switching and interrupting device is of the removable (drawout) type arranged with a 
mechanism for moving it physically between connected and disconnected positions and 
equipped with self-aligning and self-coupling primary disconnecting devices and 
disconnectable control wiring connections. 

b) Major parts of the primary circuit, that is, the circuit switching or interrupting devices, buses, 
voltage transformers, and control power transformers, are completely enclosed by grounded metal 
barriers that have no intentional openings between compartments except for small openings for 
wires, wire bundles, mechanical linkages, or items of similar nature. Specifically included is a 
metal barrier in front of, or a part of, the circuit interrupting device so that, when in the connected 
position, no primary circuit components are exposed by the opening of a door. 

c) All live parts are enclosed within grounded metal compartments. 

d) Automatic shutters that cover primary circuit elements when the removable element is in the discon-
nected, test, or removed position. 

e) Primary bus conductors and connections are covered with insulating material throughout. 

f) Mechanical interlocks are provided for proper operating sequence under normal operating 
conditions. 

g) Instruments, meters, relays, secondary control devices, and their wiring are isolated by grounded 
metal barriers from all primary circuit elements with the exception of short lengths of wire such as at 
instrument transformer terminals. 

h) The door through which the circuit-interrupting device is inserted into the housing may serve as 
an instrument or relay panel and also may provide access to a secondary or control compartment 
within the housing. 

NOTE 1— Auxiliary vertical sections may be required for mounting devices or for use as a bus transition. 

NOTE 2— The term metal-clad (as applied to switchgear assemblies) is correctly used only in connection with 
switchgear conforming fully to the definition for metal-clad switchgear given in Clause 3. Metal-clad switchgear is 
metal-enclosed, but not all metal-enclosed switchgear can be correctly designated as metal-clad. 

metal-enclosed (ME) power switchgear: A switchgear assembly completely enclosed on all sides and the 
top with sheet metal (except for ventilating openings and inspection windows, viewing panes, or similar 
items) containing primary power circuit switching or interrupting devices, or both, with buses and 
connections. The assembly may include control and auxiliary devices. Access to the interior of the 
enclosure is provided by doors or removable covers or both.† 

NOTE—Metal-clad switchgear, metal-enclosed interrupter switchgear, and low-voltage power circuit-breaker 
switchgear are specific types of metal-enclosed power switchgear. 
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primary disconnecting devices bushing: Penetration insulators that support the stationary side of primary 
disconnecting devices. The primary function is to insulate a primary conductor as it passes through a 
grounded barrier and to support the conductor so that it can properly engage the circuit breaker or 
removable element.† 

production tests: Tests made for quality control by the manufacturer on every device or representative 
samples, or on required parts or materials to verify during production that the product meets the design 
specifications and applicable standards previously demonstrated during design tests.† 

NOTE 1—  Certain quality assurance tests on identified critical parts of repetitive high-production devices may be 
tested on a planned statistical sampling basis. 

NOTE 2—  Production tests are sometimes called routine tests. 

removable element: The portion that normally carries the circuit-switching and circuit-interrupting devices 
and the removable part of the primary and secondary disconnecting devices. 

tin-surfaced or equivalent: Metallic materials having satisfactory long-term performance that operate 
within the temperature rise limits established for tin-surfaced electrical contact parts and conduction 
mechanical joints.* 

truck-operated contact (TOC): A circuit breaker (or other removable primary interrupting device) truck-
operated auxiliary switch that is mounted in the compartment of a removable circuit breaker (or other 
removable primary interrupting device)  and is operated by the circuit breaker (or other removable primary 
interrupting device) frame.* Syn: truck-operated cell switch. 

withdrawable part: A part of a metal-enclosed switchgear that can be moved to positions in which a 
safe distance or segregation between the primary circuit contacts is established, while the part remains 
mechanically attached to the enclosure. (IEC 62271-200 [B2] modified).*14 

withdrawn position: A position in which the removable element has been moved out of the 
compartment.  

 NOTE―This may also be referred to as the removed position. 

4. Service conditions 

Standards for the design and performance are based on usual service conditions as described below. The 
selection of equipment for a particular application can be based on the construction and ratings as defined 
in this standard provided that the following usual service conditions exist: 

a) The temperature of the cooling air (ambient air temperature) surrounding the enclosure of the MC 
switchgear is within the limits of -30 °C and 40 °C. 

b) The altitude of the installation does not exceed 1000 m (3300 ft). 

c) The effect of solar radiation is not significant. (The principles stated in IEEE Std C37.24 may be 
used for guidance.) 

d) Unusual service conditions, such as those outlined in 8.1, do not prevail. 

                                                 
14The numbers in brackets correspond to those in the bibliography (Annex A). 
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The user should review 8.1 for unusual service conditions and other considerations when preparing 
specifications for MC switchgear because those unusual conditions impact the equipment design. 

5. Ratings 

5.1 General 

The ratings of a switchgear assembly are designations of operating limits under specified conditions of 
ambient temperature, temperature rise, etc. Where the switchgear assembly includes a combination of 
primary and secondary circuits, each may be given ratings. MC switchgear shall have the following ratings: 

a) Rated maximum voltage 

b) Rated power frequency 

c) Rated insulation levels 

d) Rated continuous current 

e) Rated momentary withstand current 

f) Rated short-time withstand current 

 
The designated ratings values in this standard are preferred but are not considered to be restrictive. 

In addition to these ratings, a switchgear assembly may have interrupting or switching capabilities, which 
are determined by the rating of the particular interrupting and switching devices that are integral parts of 
the switchgear assembly. Refer to specific standards for the ratings of these devices. 

5.2 Voltage and insulation levels 

5.2.1 Rated maximum voltage 

The rated maximum voltage of MC switchgear is the highest line-to-line rms voltage for which the 
equipment is designed and is the upper limit for operation (see 8.2). 

MC switchgear may utilize voltage-sensitive components such as voltage transformers and surge arresters 
with a rated maximum voltage less than the rated maximum voltage of the MC switchgear. The upper limit 
for operation may be determined by the rating of these components. 

5.2.2 Rated insulation levels 

The rated insulation levels of MC switchgear shall consist of the following: 

a) Power-frequency withstand voltage 

b) Lightning impulse withstand voltage (BIL) 

Authorized licensed use limited to: Tsinghua University. Downloaded on February 27,2026 at 11:45:14 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE C37.20.2-2015

http://www.avadocuments.com/doc/ieee-c37-20-2-2015
http://www.avadocuments.com/doc/ieee-c37-20-2-2015


IEEE Std C37.20.2-2015 
IEEE Standard for Metal-Clad Switchgear 

 
Copyright © 2015 IEEE. All rights reserved. 

9 

5.2.3 Voltages and insulation levels 

The rated maximum voltages and corresponding rated insulation levels for MC switchgear are listed in 
Table 1. 

Table 1 —Preferred voltage and insulation levels for MC switchgear 

Rated maximum voltage 
 

(kV rms) 

Insulation levels 
Power frequency withstand 

 (kV rms) 
Lightning impulse withstand (BIL) 

 (kV peak) 
4.76 19 60 
8.25 36 95 
15.0 36 95 
27.0 60 125 
38.0 80 150 

NOTE—For field dielectric test values, see 6.5. 

For equipment incorporating generator circuit breakers in accordance with IEEE Std C37.013TM, the 
circuit breaker power frequency withstand voltage value of 38 kV applies to the circuit breaker, but 
when installed in metal-clad switchgear to this standard, the overall assembly has a preferred ratings 
for power frequency withstand voltage of 36 kV and for lightning impulse withstand (BIL) voltage of 
95 kV, as shown in Table 1. 

MC switchgear may utilize components such as voltage transformers, control power transformers, or 
other components with rated insulation levels (power frequency withstand or lightning impulse 
withstand, or both) that are less than the levels shown in Table 1.  In such cases, the operating limits of 
the assembly are those of the lowest rated component in the assembly. 

5.3 Rated power frequency 

The rated power frequency of a device or an assembly is the frequency of the circuit for which it is 
designed. All ratings in this standard are based on a rated power frequency of 60 Hz. 

5.4 Rated current 

5.4.1 Rated continuous current 

The rated continuous current of MC switchgear is the maximum current in rms amperes at the rated power 
frequency which can be carried continuously by the primary circuit components, including buses and 
connections, without causing temperatures or temperature rises in excess of specified limits for: 

a) Any primary or secondary circuit component 
b) Any insulating medium or structural or enclosing member 

The specified temperature limits and temperature rise limits applicable to switchgear assemblies are given 
in 5.5.1 through 5.5.6. 

5.4.2 Continuous current ratings 

The preferred continuous current ratings of the main bus in MC switchgear are 1200 A, 2000 A, 3000 A, 
and 4000 A. The continuous current rating of the individual circuit breaker compartment shall be equal to  
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the ratings of the switching and interrupting devices used, except as may be modified by lower continuous 
current ratings of switching or interrupting devices, current transformers, power fuses, etc. 

5.4.3 Rated momentary withstand current 

The rated momentary withstand current of MC switchgear is the maximum peak current that it shall be 
required to withstand. The current shall be the peak value, including the dc component, at the major peak of 
the maximum cycle as determined from the envelope of the current wave of the maximum offset phase 
during a test period of at least 10 cycles. The symmetrical current shall be the rated short-time current and 
the peak current value shall be 2.6 times its rated short-time current at the major peak of the maximum 
cycle (this is also referred to as the peak withstand current). 

For assemblies including only generator circuit breakers (and no other switching devices) complying with 
IEEE Std C37.013, the peak current value shall be 2.74 times the rated short-time current. If the assembly 
includes other switching devices not complying with IEEE Std C37.013, the peak value for the complete 
assembly shall be 2.6 times the rated short-time current. 

5.4.4 Momentary withstand current rating 

The momentary withstand current rating of the individual circuit breaker compartments of MC switchgear 
shall be equal to one of the following: 

a) The circuit breaker rated closing and latching current capability 

b) Switch rated fault closing current 

c) Momentary withstand current ratings or peak withstand current ratings of the switching devices 
used 

Refer to IEEE Std C37.06, and/or IEEE C37.20.4, or IEEE Std C37.013. 

5.4.5 Rated short-time withstand current 

The rated short-time withstand current of the MC switchgear assembly is the average rms symmetrical 
current that the bus and connections shall carry for 2 s. This is based on the maximum permissible tripping 
delay (Y) for circuit breakers in accordance with IEEE Std. C37.04. 

Refer to IEEE Std C37.04 and IEEE Std C37.06. 

5.5 Temperature limitations 

5.5.1 Limiting temperature 

The limiting temperature for MC switchgear is the maximum temperature permitted for: 

a) Any component, such as insulation, buses, instrument transformers, and switching and interrupting 
devices 

b) Air in cable termination compartments 
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c) Any noncurrent-carrying structural parts 

d) Air surrounding devices 

5.5.2 Temperature limits for insulating materials 

The temperature to which insulating materials are subject shall not exceed the values listed in Table 2 for 
the various classes of insulating materials. 

Table 2 —Temperature limits for insulating materials as used in switchgear assemblies 

Class of insulating 
material 

Limit of hottest-spot 
temperature rise (°C) 

Limit of hottest-spot 
temperature (°C) 

Class 90 50 90 
Class 105 65 105 
Class 120 80 120 
Class 130 90 130 
Class 155 115 155 
Class 180 140 180 
Class 220 180 220 

For additional information on temperature limits, see IEEE Std 1™ [B4] . 

5.5.3 Temperature limits and temperature rise limits for buses and connections 

The temperature limit and temperature rise of buses and connections shall not exceed the values listed in 
Table 3. 

Table 3 —Temperature limits and temperature rise limits for buses 
and connections as used in switchgear assemblies 

Type of bus or connectionb,c,d Limit of hottest-spot 
temperature rise (°C) 

Limit of hottest-spot 
total temperature (°C) 

Buses and connections with unplated copper-to-copper 
connecting joints 

30 70 

Buses and connections silver-surfaced or equivalent connecting 
joints 

65 105 

Buses and connections tin-surfaced or equivalent connecting 
joints 

65 105 

Connection to insulated cables unplated copper-to-coppera 30 70 
Connection to insulated cables silver-surfaced or equivalenta 45 85 
Connections to insulated cables tin-surfaced or equivalenta 45 85 
a Based on 90 °C insulated cable. Refer to 5.5.5. 
b All aluminum buses shall have silver-surfaced or equivalent, or tin-surfaced or equivalent connecting joints.  
c Welded bus connections are not considered connecting joints. 
d When buses or connections have differing materials or coatings, the allowable temperature rise end temperature values shall be those 
of the conductor or coating having the lowest value permitted in the table. 

5.5.4 Temperature limitations for air surrounding devices within an enclosed assembly 

The temperature of the air surrounding all devices within an enclosed assembly, considered in conjunction 
with their rating and loading as used, shall not cause these devices to operate outside their rated 
temperature range when the enclosure of the assembly is surrounded by air within an ambient temperature 
range of -30 °C through 40 °C. 
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5.5.5 Temperature limitations for air surrounding insulated power cables 

The temperature of the air surrounding insulated cables within any compartment of an enclosed assembly 
shall not exceed 65 °C when the assembly is: 

a) Equipped with devices having maximum current rating for which the assembly is designed. 

b) Carrying rated continuous current at rated voltage and rated power frequency. 

c) In an ambient air temperature of 40 °C. 

This temperature limitation is based on the use of 90 °C insulated power cables. Use of lower temperature 
rated cables requires special consideration. 

5.5.6 Temperature limitations for external parts subject to contact by personnel 

a) External parts handled by the operator in the normal course of his or her duties shall have no higher 
total temperature than 50 °C. 

b) External surfaces accessible to an operator in the normal course of his or her duties shall have no 
higher total temperature than 70 °C. 

c) External surfaces not accessible to an operator in the normal course of his or her duties shall have 
no higher total temperature than 110 °C. 

5.6 Current transformer ratings 

5.6.1 Current transformer mechanical rating 

The mechanical ratings of current transformers shall be such that they can successfully withstand the 
momentary current for which the associated circuit interrupting devices are applied. When the primary 
circuit is protected by current-limiting fuses, the current transformers shall successfully withstand the 
maximum let-through current (see IEEE Std C37.40 TM) of the fuses. Unless specifically limited to a shorter 
time by the associated protective equipment, the duration of the momentary current shall be considered as 
being 10 cycles. 

5.6.2 Current transformer thermal ratings 

The thermal ratings of current transformers shall be such that they can successfully withstand the short-
circuit current for which the associated circuit interrupting devices are applied. When the primary circuit is 
protected by fuses, the current transformers shall successfully withstand the maximum I2t let-through 
(clearing I2t) of the fuses (see IEEE Std C37.41TM). Unless specifically limited to a shorter time by the 
associated protective equipment, the duration of the short-circuit current shall be considered as 1 s. 

5.6.3 Current transformer ambient temperature 

Current transformers for use in switchgear assemblies shall be rated on the basis of at least 55 °C ambient 
temperature in accordance with IEEE Std C57.13. 
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5.7 Current transformer accuracies 

For installation in MC switchgear, the typical current transformer accuracies for metering and relaying are 
listed in Table 4. Accuracies tabulated hereafter are the minimum that shall be supplied. The manufacturer 
should be consulted if higher accuracies are required by the purchaser. It should be recognized that 
wound-type current transformers with higher accuracies may not meet the requirements of 5.6. 

When multi-ratio current transformers are supplied, the metering and relaying accuracies listed in Table 4 
apply only to the full winding in accordance with IEEE Std C57.13. 

Table 4 —Standard accuracy ratingsa for current transformers in MC switchgear 
Ratio Metering Accuracy at Standard Burden Relaying accuracy c 

B0.1 B0.2 B0.5 B0.9 b B1.8 b 
50:5 1.2 2.4d — — — C or T10 
75:5 1.2 2.4d — — — C or T10 

100:5 1.2 2.4d — — — C or T10 
150:5 0.6 1.2 2.4d — — C or T20 
200:5 0.6 1.2 2.4d — — C or T20 
300:5 0.6 1.2 2.4d 2.4d — C or T20 
400:5 0.3 0.6 1.2 1.2 2.4d C or T50 
600:5 0.3 0.3 0.3 1.2 2.4d C or T50 
800:5 0.3 0.3 0.3 0.6 1.2 C or T50 
1200:5 0.3 0.3 0.3 0.3 0.3 C100 
1500:5 0.3 0.3 0.3 0.3 0.3 C100 
2000:5 0.3 0.3 0.3 0.3 0.3 C100 
3000:5 0.3 0.3 0.3 0.3 0.3 C100 
4000:5 0.3 0.3 0.3 0.3 0.3 C100 
5000:5 0.3 0.3 0.3 0.3 0.3 C100 

aSee IEEE Std C57.13. 
bThese were formerly standard burdens of  B.1 and B.2, respectively, which now are classified as relaying burdens in IEEE Std 
C57.13. 
cThese accuracies may not be sufficient for proper relaying performance under all conditions. To enable proper relaying performance, 
the user should make an analysis of CT performance considering the relaying requirements for the specific short-circuit currents and 
secondary circuit impedances (see 8.7.1). 
dThis metering accuracy is not in IEEE Std  C57.13. 

5.8 Voltage transformers 

Voltage transformers used for metering and relay applications shall meet the requirements of IEEE Std 
C57.13. 

5.9 Other devices 

Rogowski coils or other types of current sensing devices, upon agreement between the manufacturer and 
user, may be utilized with compatible relays in place of conventional current transformers.  Various 
standards for Rogowski coils and other types of current sensors performance exist or may be under 
development.  Until new or developing standards are implemented, such devices should be specified by the 
user, and use of these devices is subject to agreement between user and manufacturer. If the switchgear 
design does not provide means for utilizing conventional current transformers, the requirement specified in 
6.2for current transformers included in the test arrangement is not applicable and the test arrangement shall 
include the maximum number of physically largest Rogowski coils or other type of current sensors suitable 
for the equipment. If the switchgear design provides means for utilizing conventional current transformers, 
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the test arrangement specified in 6.2 is applicable in addition to the inclusion of the maximum number of 
physically largest Rogowski coils or other type of current sensors suitable for the equipment. 

6. Tests 

6.1 General 

This subclause establishes physical and electrical conditions for tests and methods of determining 
temperatures and test values. All circuit breakers, apparatus, and devices in the power circuit shall be 
mounted in their normal locations during tests. When the design allows for a circuit breaker (or other 
removable primary interrupting device) to be located in an upper or lower position, unless the position is 
specified by this document, tests shall be conducted with the circuit breaker in the position offering the 
more severe conditions. No statement in this subclause is to be construed as modifying the test 
requirements for devices included in switchgear assemblies. 

Tests are classified as design tests, production tests, conformance tests, and field tests. These tests are 
defined in Clause 3. 

Except for the main switching or interrupting device, other devices such as voltage transformers and surge 
arresters that are mounted in the switchgear assemblies, shall be disconnected at the device terminals 
during dielectric tests. Such devices are individually tested in accordance with the standards that apply to 
them. 

6.2 Design tests 

Design tests, as applicable, shall be made in accordance with 6.2.1 through 6.2.9. All design tests shall be 
made on representative arrangements of MC switchgear, as described below, to demonstrate the capability 
of the MC switchgear design to meet its assigned ratings and to operate under normal service conditions as 
outlined in Clause 4. 

Each test arrangement construction shall contain a vertical circuit breaker section and an auxiliary section. 
There shall be a main bus in each section, and the test arrangement shall include a main bus splice. The 
main bus shall be typical and of the same current rating as the circuit breaker. 

Each test arrangement shall include the maximum available number of current transformers per phase of 
standard accuracy class or greater, in accordance with Table 4, and shall be installed in the circuit breaker 
vertical section’s standard locations. Current transformers shall have the secondary windings short-
circuited and grounded for all tests and be rated as follows: 

Circuit breaker rating (A) Current transformer ratio 
1200 1500:5 
2000 3000:5 
3000 4000:5 
4000 5000:5 

6.2.1 Dielectric tests 

Power frequency withstand tests (see 6.2.1.1) and lightning impulse withstand tests (see 6.2.1.2) shall be 
performed on switchgear assemblies, as described in 6.2, to demonstrate the ability of the insulation system 
to withstand rated voltages in accordance with Table 1. In addition, dielectric tests shall be made on the 
bus-bar insulation, as specified in 6.2.1.3. 
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The tests on the insulation system shall be made under the temperature and humidity conditions normally 
prevailing at the test site with appropriate correction factors for relative air density and humidity applied as 
outlined in IEEE Std 4 TM (method 2). Humidity correction factors shall be based on curves for rod gaps as 
stated in IEEE Std 4 (method 2). The equipment shall be clean and in good condition. 

Test voltages shall be applied between the primary circuits and ground in the following manner: 

a) For equipment with stationary mounted devices and for equipment with drawout devices with the 
removable elements in the connected position: 

1) With the switching device contacts closed; between each phase of the switchgear 
assembly individually with the frame and all other phases grounded. 

2) With the switching device contacts open; between each terminal (incoming and outgoing) 
of the switchgear assembly with the frame and other terminals grounded. 

b) For equipment with drawout devices with the removable elements in the test position and the 
main switching devices in the closed position, apply the test voltage to primary circuits: 

1) Simultaneously to all the incoming terminals of the switchgear assembly with the frame and 
outgoing terminals grounded. Repeat tests by applying test voltage to the outgoing 
terminals with the frame and incoming terminals grounded. 

2) Simultaneously between all incoming and outgoing terminals of the switchgear assembly. The 
test shall be made with a value of voltage 10% higher than that specified in Table 1. This test 
may be omitted if the equipment has grounded metal shutters (see 7.8). 

NOTE 1— Tests described in 6.2.1  b) are performed to prove the dielectric withstand capability of the open gap. For 
the test across the open gap at 10% higher voltage, an intermediate point of the voltage source may, if practicable, be 
connected to ground and to the frame of the assembly so that the voltage between any live part and the frame does not 
exceed that specified in Table 1. If this is not practical, the frame may be insulated from ground. 

NOTE 2— Successful completion of these tests does not necessarily provide assurance that with the circuit breaker in 
the test position, it will always flashover to ground instead of across the open gap between line and load terminals. 
Switchgear insulation does not provide surge protection for the open gap. Where surge protection of the open gap is 
required, suitable protective devices should be applied. 

For power frequency withstand tests (6.2.1.1) and lightning impulse withstand tests (6.2.1.2), voltage 
transformer assemblies and control power transformer assemblies shall be tested. This may require multiple 
test arrangements and samples as follows: 

c) A test arrangement with an auxiliary section containing a voltage transformer assembly with a 
disconnecting means, primary fuses, and three voltage transformers connected wye-wye. 

d) A test arrangement with an auxiliary section containing a control power transformer disconnecting 
primary fuse assembly. Its primary stationary contacts also shall be connected to the main bus; 
however, connections from the load side contacts to a control power transformer are not required. 
The connection to the transformer shall be disconnected at the transformer terminals and 
adequately insulated for the dielectric tests. 

Two fuses shall be installed for a standard line-line connection. 

e) A combination of both test arrangements in one auxiliary section. 
 

Exceptions to this arrangement or additional specifications are indicated in the individual test descriptions. 
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