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Abstract: Metal-enclosed (ME) bus assemblies for indoor and outdoor use are covered in this stan-
dard. The types of assemblies covered are nonsegregated-phase bus, segregated-phase bus, and
isolated-phase bus. Rated maximum voltages of ac ME bus assemblies range from 0.635 kV
through 38 kV with continuous current ratings of 600 A through 26 000 A for self-cooled ratings and
up to 40 000 A and above for force-cooled ratings. Rated maximum voltage levels of dc bus assem-
blies range from 300 V through 3200 V with continuous current ratings of 600 A through 12 000 A.
Service conditions, ratings, temperature limitations and classification of insulating materials, insu-
lation (dielectric) withstand voltage requirements, test procedures, and application are discussed.
A guide for calculating losses in isolated-phase bus is included.
Keywords: isolated-phase bus, metal-enclosed bus, nonsegregated-phase bus, segregated-
phase bus
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 documents are developed within the IEEE Societies and the Standards Coordinating Committees of the

IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus develop-

ment process, approved by the American National Standards Institute, which brings together volunteers representing varied

viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the Institute and serve

without compensation. While the IEEE administers the process and establishes rules to promote fairness in the consensus

development process, the IEEE does not independently evaluate, test, or verify the accuracy of any of the information con-

tained in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other dam-

age, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly resulting

from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly disclaims

any express or implied warranty, including any implied warranty of merchantability or fitness for a specific purpose, or that

the use of the material contained herein is free from patent infringement. IEEE Standards documents are supplied “

 

AS IS

 

.”

The existence of an IEEE Standard does not imply that there are no other ways to  produce, test, measure,  purchase, market,

or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint expressed at the

time a standard is approved and issued is subject to change brought about through developments in the state of the art and

comments received from users of the standard. Every IEEE Standard is subjected to review at least every five years for revi-

sion or reaffirmation. When a document is more than five years old  and has not been reaffirmed, it is reasonable to conclude

that its contents, although still of some value, do not wholly reflect the present state of the art. Users are cautioned to check

to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other services

for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other person or

entity to another. Any person utilizing this, and any other IEEE Standards document, should rely upon the advice of a com-

petent professional in determining the exercise of reasonable care in any given circumstances.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to specific

applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate action to pre-

pare appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is important to ensure that

any interpretation has also received the concurrence of a balance of interests. For this reason, IEEE and the members of its

societies and Standards Coordinating Committees are not able to provide an instant response to interpretation requests

except in those cases where the matter has previously received formal consideration.  At lectures, symposia, seminars, or

educational courses, an individual presenting information on IEEE standards shall make it clear that his or her views should

be considered the personal views of that individual rather than the formal position, explanation, or interpretation of the

IEEE.

Comments for revision of IEEE Standards are welcome from any interested party,  regardless of membership affiliation with

IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with appropriate

supporting comments. Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board

445 Hoes Lane

P.O. Box 1331

Piscataway, NJ 08855-1331

USA

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Institute of

Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center. To

arrange for payment of licensing fee, please contact Copyright Clearance Center,  Customer Service,  222 Rosewood Drive,

Danvers, MA 01923 USA; +1 978 750 8400.  Permission to photocopy portions of any individual standard for educational

classroom use can also be obtained through the Copyright Clearance Center.

Note: Attention is called to the possibility that implementation of this standard may require use of subject mat-

ter covered by patent rights. By publication of this standard, no position is taken with respect to the existence or

validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying patents

for which a license may be required by an IEEE standard or for conducting inquiries into the legal validity or

scope of those patents that are brought to its attention.
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Introduction

(This introduction is not a part of IEEE Std C37.23-2003, IEEE Standard for Metal-Enclosed Bus.)

This standard has been revised to reflect needed technical changes that have been suggested since the last

revision to IEEE Std C37.23 -2003 was published in 1987. The major revision is the removal of reference to

metal-enclosed bus with flexible conductors. Other significant changes are as follows:

— A move toward uniformity with related standards by adopting the wording contained therein

— Expansion of the application guide for ME bus

— Inclusion of switches or links for station-service transformers

— Expansion and clarification of the tables in keeping with updates made in other standards

It is also noted that the altitude correction factors listed in Table 6 of this standard are under review by an

IEEE Switchgear Committee Working Group. The values included in this document are for reference until

the Working Group releases the new values, after which time the new values may be incorporated into this

standard.

This standard includes only the requirements for ME bus. These requirements were previously a part of

IEEE Std C37.20™-1969, IEEE Standard for Switchgear Assemblies Including Metal-Enclosed Bus (1974,

consolidated edition). Other types of equipment previously included in IEEE Std C37.20-1969 are incorpo-

rated in separate publications.

IEEE Std C37.20-1969 had for many years covered all switchgear assemblies, including metal-enclosed bus.

Standards committees of the IEEE Switchgear Assemblies Subcommittee and the NEMA Power Switchgear

Assemblies Technical Committee recommended that the standard be further developed and, where appropri-

ate, that the various sections be identified with their own standards. This approach also coordinates with the

conformance test procedure standards.

The IEEE Switchgear Assemblies Subcommittee was responsible for this revision.

This publication is one of a series covering switchgear assemblies as follows:

IEEE Std C37.20.1™-2002 IEEE Standard for Metal-Enclosed Low-Voltage Power Circuit Breaker 

Switchgear [B14]a 

IEEE Std C37.20.2™-1999 IEEE Standard for Metal-Clad Switchgear 

IEEE Std C37.20.3™-2001 IEEE Standard for Metal-Enclosed Interrupter Switchgear [B15]

IEEE Std C37.20.4™-2001 IEEE Standard for Indoor AC Switches (1 kV–38 kV) for Use in Metal 

Enclosed Switchgear [B16]

IEEE Std C37.21™-1985 IEEE Standard for Control Switchboards

IEEE Std C37.23-2003 IEEE Standard for Metal-Enclosed Bus

IEEE Std C37.24™-1986 IEEE Guide for Evaluating the Effect of Solar Radiation on Outdoor 

Metal-Enclosed Switchgear (Reaff 1998)

aThe numbers in brackets correspond to those in the bibliography in Annex B.
iv Copyright © 2004 IEEE. All rights reserved.
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Notice to Users

Errata

Errata, if any, for this and all other standards can be accessed at the following URL: http://standards.ieee.org/

reading/ieee/updates/errata/index.html.  Users are encouraged to check this URL for errata periodically.

Interpretations

Current interpretations can be accessed at the following URL: http://standards.ieee.org/reading/ieee/interp/ 

index.html.

Participants

At the time this standard was completed, the IEEE Switchgear Assemblies Subcommittee Working Group

had the following membership:

R. K. Iyer, Co-Chair
Edward A. Peters, Co-Chair
Michael Wactor, Secretary

The Switchgear Assemblies Subcommittee of the IEEE Switchgear Committee that reviewed and approved

this standard had the following membership:

Ted A. Burse, Chair

Ted A. Burse

Louis Doucet

Doug J. Edwards

S. S. (Dave) Gohil

Frank W. Mayle

Anne F. Morgan

George R. Nourse

T. W. Olsen

Ibrahim Shteyh

James E. Smith

Chand Z. Tailor

S. C. Atkinson

Charles. J. Ball

E. R. Byron

J. J. Dravis

L. W. Gaussa

R. K. Iyer

R. P. Jackson

Jerry M. Jerabek

Ward E. Laubach

David J. Lemmerman

W. McCowen

W. C. McKay

Paul Notarian

George R. Nourse

T. W. Olsen

G. O. Perkins

Edward A. Peters

R. J. Puckett
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IEEE Standard for Metal-Enclosed Bus

1. Scope

This standard covers assemblies of metal-enclosed (ME) conductors along with associated interconnections,

enclosures, and supporting structures. When switches and disconnecting links are included, they shall con-

form to this standard.

This standard is concerned with performance characteristics of enclosed, rather than open, indoor and out-

door conductor assemblies with rated maximum operating voltages through 38 kV. While this standard does

cover 600 V bus assemblies, it does not pertain to UL 857-2001 type busways and associated fittings, nor

does it pertain to ME bus assemblies utilizing cables as the primary conductors.

2. References

When the following publications are superseded by a revision approved by the issuing authority, the revision

shall apply. 

ANSI C29.1-1988 (Reaff 2002), American National Standard Test Methods for Electrical Power Insulators.1

ASTM D229-2001, Standard Test Methods for Rigid Sheet and Plate Materials Used for Electrical

Insulation.2

ASTM D1535-2001, Standard Practice for Specifying Color by the Munsell System.

ASTM G21-1996 (Reaff 2002), Standard Practice for Determining Resistance of Synthetic Polymeric Mate-

rials to Fungi.

IEEE Std 1™-2000, IEEE Recommended Practice—Principles for Temperature Limits in the Rating of

Electrical Equipment and for the Evaluation of Electrical Insulation.3,4

1ANSI publications are available from the Sales Department, American National Standards Institute, 25 West 43rd Street, 4th Floor, 

New York, NY 10036, USA (http://www.ansi.org/).
2ASTM publications are available from the American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, 

PA 19428-2959, USA (http://www.astm.org/). 
3The IEEE standards or products referred to in Clause 2 are trademarks owned by the Institute of Electrical and Electronics Engineers, 

Incorporated.
4IEEE publications are available from the Institute of Electrical and Electronics Engineers, Inc., 445 Hoes Lane, P.O. 1331, Piscat-

away, NJ 08855-1331, USA (http://standards.ieee.org/).
Copyright © 2004 IEEE. All rights reserved. 1
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IEEE Std 4™-1995, IEEE Standard Techniques for High-Voltage Testing.

IEEE Std 4a™-2001, Amendment to IEEE Standard Techniques for High-Voltage Testing.

IEEE Std 344™-1987 (Reaff 1993), IEEE Recommended Practice for Seismic Qualification of Class 1E

Equipment for Nuclear Power Generating Stations.

IEEE Std C37.20.2™ -1999, IEEE Standard for Metal-Clad Switchgear.

IEEE Std C37.24™-1986 (Reaff 1998), IEEE Guide for Evaluating the Effect of Solar Radiation on Outdoor

Metal-Enclosed Switchgear.

IEEE Std C37.81™-1989 (Reaff 1994), IEEE Guide for Seismic Qualification of Class 1E Metal-Enclosed

Power Switchgear Assemblies.

IEEE Std C37.100™-1992 (Reaff 2001), IEEE Standard Definitions for Power Switchgear.

NEMA WC 70-1999/ICEA S-95-658-1999, Non-shielded Power Cable Rated 2000 V or Less for the Distri-

bution of Electrical Energy.5,6

NFPA 70-2002, National Electrical Code® (NEC®).7

UL 857-2001, Busways.8

3. Definitions

The definitions of terms contained in this standard, or in other standards referred to in this standard, are not

intended to embrace all legitimate meanings of the terms. They are applicable only to the subject treated in

this standard.

If a term is not defined in this standard, the definition in IEEE Std C37.100-1992 applies. An asterisk (*) fol-

lowing a definition indicates that the definition in this standard is not contained in IEEE Std C37.100-1992;

while a (+) indicates the definition differs from that in IEEE Std C37.100-1992.

3.1 ambient air temperature: The temperature of the surrounding air that comes in contact with

equipment.

NOTE—Ambient air temperature, as applied to ME bus assemblies, is the average temperature of the surrounding air

that comes in contact with the enclosure.

3.2 design tests: Those tests made to determine the adequacy of a particular type, style, or model of ME bus

or its component parts to meet its assigned ratings and to operate satisfactorily under normal service condi-

tions or under special conditions, if specified.

5NEMA publications are available from Global Engineering Documents, 15 Inverness Way East, Englewood, CO 80112, USA 

(http://global.ihs.com/).
6ICEA publications are available from ICEA, P.O. Box 20048, Minneapolis, MN 55420, USA (http://www.icea.org/).
7NFPA publications are available from Publications Sales, National Fire Protection Association, 1 Batterymarch Park, P.O. Box 

9101, Qunicy, MA 02269-9101, USA (http://www.nfpa.org).
8UL standards are available from Global Engineering Documents, 15 Inverness Way East, Englewood, CO 80112, USA

(http://global.ihs.com/).
2 Copyright © 2004 IEEE. All rights reserved.
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NOTE—Design tests are made only on representative apparatus to substantiate the ratings assigned to all other appara-

tus of basically the same design. These tests are not intended to be used as a part of normal production. The applicable

portion of these design tests may also be used to evaluate modifications of a previous design and to assure that perfor-

mance has not been adversely affected. Test data from previous similar designs may be used for current designs, where

appropriate.

3.3 enclosure: A surrounding case or housing used to protect the contained conductor and prevent personnel

from accidentally contacting live parts

3.3.1 drip-proof enclosure: An enclosure, usually for indoor application, so constructed or protected that

falling drops of liquid or solid particles that strike the enclosure at any angle not greater than 15 degrees

from the vertical shall not interfere with the successful operation of ME bus.*

3.3.2 nonventilated enclosure: An enclosure so constructed as to provide no intentional circulation of

external air through the enclosure.

3.3.3 ventilated enclosure: An enclosure provided with means to permit circulation of sufficient air to

remove an excess of heat, fumes, or vapors.

NOTE—For outdoor applications, ventilating openings or louvers are usually filtered, screened, or restricted to limit the

entrance of dust, dirt, rain, or other foreign objects.

3.4 field tests: Tests made after the assembly has been installed at its place of utilization.

3.5 metal-enclosed (ME) (as applied to ME bus): Surrounded by a metal case or housing, with provisions

for grounding.*

3.6 ME bus: An assembly of conductors with associated connection joints and insulating supports within a

grounded metal enclosure. The conductors shall be rigid bus bar, but may include flexible connectors.

3.7 production tests (ME bus): Test made for quality control by the manufacturer on every device or repre-

sentative samples, or on parts or materials required to verify during production that the product meets the

design specifications and applicable standards.

NOTE—Production tests are sometimes called routine tests.

3.8 support components: These add additional strength and rigidity or both to the bus enclosure and are

basic subassemblies of the enclosure.

3.9 termination (terminal chamber): A metal enclosure that contains all necessary mechanical and electri-

cal items to complete the connections to other equipment.

3.10 types of ME bus assemblies: In general, three basic types of construction are used:  nonsegregated-

phase, segregated-phase, and isolated-phase.

a) Nonsegregated-phase bus. One in which all phase conductors are in a common metal enclosure

without barriers between the phases.

When associated with metal-clad switchgear, the phase conductors of a non-insulated bus assembly

entering the switchgear assembly and connecting to the switchgear bus shall be covered with insu-

lating material equivalent to the switchgear insulation system.

b) Segregated-phase bus. One in which all phase conductors are in a common metal enclosure but are

segregated by metal barriers between phases.

c) Isolated-phase bus. One in which each phase conductor is enclosed by an individual metal housing

separated from the adjacent conductor housing by an air space.

The bus may be self-cooled or may be force-cooled by means of circulating a gas or liquid.
Copyright © 2004 IEEE. All rights reserved. 3
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NOTE—See Figure 1.

4. Service conditions

American National Standards for the design and performance of ME bus assemblies are based on usual ser-

vice conditions as described in the following list. The selection of equipment for a particular application can

be based on the construction and ratings as defined in this standard, provided that these usual service condi-

tions exist.

a) Ambient air temperature is within the limits of –30 °C and +40 °C.

b) The altitude of the installation does not exceed the value for which the voltage and current correc-

tion factors (shown in Table 12) are equal to 1.00.

c) The effect of solar radiation is not significant and can be neglected (the principles stated in IEEE Std

C37.24-1986 may be used for guidance).

d) Unusual service conditions, such as outlined in Clause 9, do not prevail. The user should review

Clause 9 for unusual service conditions and other considerations when preparing specifications for

ME bus because these unusual conditions impact the equipment design.

5. Ratings

5.1 General

The ratings of ME bus are designations of operating limits under specified conditions of ambient tempera-

ture, temperature rise, etc.

ME bus shall have the following ratings:   

a) Rated maximum voltage

b) Rated power frequency

c) Rated insulation levels

d) Rated continuous current

e) Rated short-time withstand current

f) Rated momentary withstand current

For force-cooled bus, both the force-cooled and the self-cooled continuous-current rating for the same tem-

perature rise shall be given.

The designated ratings in this standard are preferred but are not considered to be restrictive.

Figure 1—Types of bus assemblies
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5.2 Voltage and insulation levels

5.2.1 Rated maximum voltage

The rated maximum voltage of ME bus is the highest rms voltage (for ac ME bus) or dc voltage (for dc bus)

for which the equipment is designed, and is the upper limit for operation.

5.2.2 Rated insulation levels

The rated insulation levels of ME bus shall consist of the following two items:

a) Power frequency withstand voltage

b) Lightning impulse withstand voltage

5.2.3 Voltages and insulation levels

The preferred rated maximum voltages and corresponding insulation levels for ME bus are listed in Table 1,

Table 2, and Table 3. (For dc ratings, refer to Table 4.)

Table 1—Isolated-phase bus—preferred voltage ratings and insulation level

Rated maximum 
voltage 

(kV rms)

Insulation level

Power frequency withstand
(kV rms) DC withsand 

dryb

(kV) 

bThe presence of “dc withstand dry” does not imply any requirement for a dc withstand test on either ac or dc

equipment. This column is given as a reference only for those using dc tests and represents values believed

to be appropriate and approximately equivalent to the corresponding ac power frequency withstand test val-

ues specified for each class of bus.

Because of the variable voltage distribution encountered when making dc withstand tests and variances in

leakage currents associated with various insulation systems, the manufacturer should be contacted for rec-

ommendations before applying dc withstand tests to this equipment.

Lightning 
impulse 

withstand
(kV peak)Dry (1 min) Dewa (10 s)

aDew tests are not required when condensation control is utilized as required for the specified application con-

ditions, or when insulators used have been previously qualified in accordance with ANSI C29.1-1988 dew

tests. When required, dew withstand voltage tests shall be made in accordance with ANSI C29.1-1988.

15.5 50 50 — 110

27.0 60 60 — 125

38.0 80 70 — 150

NOTE—For field test values see 6.4.2.
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Table 2—Nonsegregated-phase bus—preferred voltage ratings and insulation level

Rated maximum 
voltage

(kV rms)

Insulation level

Power frequency withstand
(kV rms) DC withstand 

dryb

(kV) 

Lightning 
impulse 

withstand
(kV peak)Dry (1 min) Dewa (10 s)

0.635 2.2 — 3.1 —

4.760 19 15 27 60

8.250 36 24 50 95

15.000 36 24 50 95

15.500 50 30 — 110

27.000 60 40 — 125

38.000 80 70 — 150

NOTE—For field test values see 6.4.2.

aDew tests are not required when condensation control is utilized as required for the specified application con-

ditions, or when insulators used have been previously qualified in accordance with ANSI C29.1-1988 dew

tests. When required, dew withstand voltage tests shall be made in accordance with ANSI C29.1-1988.
bThe presence of “dc withstand dry” does not imply any requirement for a dc withstand test on either ac or dc

equipment. This column is given as a reference only for those using dc tests and represents values believed

to be appropriate and approximately equivalent to the corresponding ac power frequency withstand test val-

ues specified for each class of bus.

Because of the variable voltage distribution encountered when making dc withstand tests and variances in

leakage currents associated with various insulation systems, the manufacturer should be contacted for rec-

ommendations before applying dc withstand tests to this equipment.

Table 3—Segregated-phase bus—preferred voltage ratings and insulation level

Rated maximum 
voltage

(kV rms)

Insulation level

Power frequency withstand
(kV rms) DC withstand 

dryb

(kV) 

Lightning 
impulse 

withstand
(kV peak)Dry (1 min) Dewa (10 s)

15.5 50 30 — 110

27.0 60 40 — 125

38.0 80 70 — 150

NOTE—For field test values see 6.4.2.

aDew tests are not required when condensation control is utilized as required for the specified application con-

ditions, or when insulators used have been previously qualified in accordance with ANSI C29.1-1988 dew

tests. When required, dew withstand voltage tests shall be made in accordance with ANSI C29.1-1988.
bThe presence of “dc withstand dry” does not imply any requirement for a dc withstand test on either ac or dc

equipment. This column is given as a reference only for those using dc tests and represents values believed to

be appropriate and approximately equivalent to the corresponding ac power frequency withstand test values

specified for each class of bus.

Because of the variable voltage distribution encountered when making dc withstand tests and variances in

leakage currents associated with various insulation systems, the manufacturer should be contacted for recom-

mendations before applying dc withstand tests to this equipment.
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5.3 Rated power frequency

The rated power frequency of ME bus is the frequency of the circuit for which it is designed. All ac ratings

in this standard are based on a rated power frequency of 60 Hz.

5.4 Rated current

5.4.1 Rated continuous current

The rated continuous current of ME bus is the maximum current in rms amperes (for ac ME bus) at rated

power frequency or dc amperes (for dc bus), which can be carried continuously by the primary circuit com-

ponents, including buses and connections, without causing temperatures in excess of specified limits for the

following:

a) Any primary or secondary circuit component

b) Any insulating medium, or structural or enclosing member

The specified temperature limits applicable to ME bus are given in Table 5 and Table 6. The continuous

self-cooled current ratings of ME bus are listed in Table 7 and Table 8.

Table 4—DC bus duct—preferred voltage ratings and insulation level

Rated maximum voltage
(V)

Insulation level

DC withstand drya

(kV)
Power frequency withstand

(kV rms) 

300 / 325 3.1 2.4

800 5.9 4.2

1200 6.8 4.8

1600 7.6 5.4

3200 12.4 8.8

NOTE—For field test values see 6.4.2.

aThe presence of “dc withstand dry” does not imply any requirement for a dc withstand test on either ac or dc

equipment. This column is given as a reference only for those using dc tests and represents values believed

to be appropriate and approximately equivalent to the corresponding ac power frequency withstand test val-

ues specified for each class of bus.

Because of the variable voltage distribution encountered when making dc withstand tests and variances in

leakage currents associated with various insulation systems, the manufacturer should be contacted for rec-

ommendations before applying dc withstand tests to this equipment.
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Table 5—Temperature limits for ME bus

Part of ME bus
Limit of hottest-spot

temperature rise
(°C)

Limit of hottest-spot
total temperature

(°C)

Bus conductor

a) Unplated bus joints 30 70

b) Tin- or silver-surfaced (or equivalent) 

bolted joints

65

(unless limited by insulation)

105

c) Welded joints 65 105

Enclosures and support structurea

a) For bus conductor rated 65 °C rise 40 80

b) For bus conductor rated 30 °C rise 20 60

Insulation As limited by material classification

(see Table 6)

—

Terminations Same as conductor and enclosure of bus

except when modified by connected

equipment bushing. In such cases,

maximum temperature rise is to be

specified by bus purchaser.

—

Connections to insulated cables

a) Unplated bolted joints 30 70

b) Tin- or silver-surfaced (or equivalent 

bolted joints

45 85

aWhere enclosure and support structure are inaccessible to an operator in the normal course of his duties, 70 °C rise

and 110 °C total temperature are permissible.

Table 6—Temperature limits for insulating materialsa

Class of
insulating material

Limit of hottest-spot
temperature rise

(˚C)

 Limit of hottest-spot
total temperature

(°C)

Class 90 50 90

Class 105 65 105

Class 130 90 130

Class 155 115 155

Class 180 140 180

Class 220 180 220

NOTE—For additional information on temperature limits, see IEEE Std 1-2000.

aThese temperature limits for insulating materials may not apply to insulation in

circuit breakers or other devices. For temperature limits on devices, refer to the

appropriate standards for the devices.
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Table 7—Isolated-phase bus—preferred continuous 
self-cooled current ratings (rms amperes)

Current ratings
(based on temperature rise shown in Table 5)

1200 7 000 16 000

2000 8 000 18 000

3000 9 000 20 000

4000 10 000 22 000

5000 12 000 24 000

6000 14 000 —

Table 8—Segregated-phase and nonsegregated-phase bus—
preferred continuous self-cooled current ratings (rms amperes)

Rated maximum voltage (kV)

0.635 ac
and all dc 4.76

8.25
and 15 15.5 27 38

600 — — — — —

1 200 1200 1200 1200 1200 1200

1 600 — — — — —

2 000 2000 2000 2000 2000 2000

2 500 — — 2500 2500 2500

3 000 3000 3000 3000 3000 3000

3 200 — — 3500 — —

4 000 4000 4000 4000 — —

— — — 4500 — —

5 000 5000 5000 5000 — —

— — — 5500 — —

6 000 6000 6000 6000 — —

8 000 — — — — —

10 000 — — — — —

12 000 — — — — —
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