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HIGH-VOLTAGE SWITCHGEAR AND CONTROLGEAR –  

 
Part 111: Automatic circuit reclosers and fault interrupters  

for alternating current systems up to 38 kV 
 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation.  

IEEE Standards documents are developed within IEEE Societies and Standards Coordinating Committees of the 
IEEE Standards Association (IEEE-SA) Standards Board. IEEE develops its standards through a consensus 
development process, which brings together volunteers representing varied viewpoints and interests to achieve 
the final product. Volunteers are not necessarily members of IEEE and serve without compensation. While IEEE 
administers the process and establishes rules to promote fairness in the consensus development process, IEEE 
does not independently evaluate, test, or verify the accuracy of any of the information contained in its 
standards. Use of IEEE Standards documents is wholly voluntary. IEEE documents are made available for use 
subject to important notices and legal disclaimers (see http://standards.ieee.org/IPR/disclaimers.html for more 
information). 

IEC collaborates closely with IEEE in accordance with conditions determined by agreement between the two 
organizations.  

2) The formal decisions of IEC on technical matters express, as nearly as possible, an international consensus of 
opinion on the relevant subjects since each technical committee has representation from all interested IEC 
National Committees. The formal decisions of IEEE on technical matters, once consensus within IEEE Societies 
and Standards Coordinating Committees has been reached, is determined by a balanced ballot of materially 
interested parties who indicate interest in reviewing the proposed standard. Final approval of the IEEE 
standards document is given by the IEEE Standards Association (IEEE-SA) Standards Board. 

3) IEC/IEEE Publications have the form of recommendations for international use and are accepted by IEC 
National Committees/IEEE Societies in that sense. While all reasonable efforts are made to ensure that the 
technical content of IEC/IEEE Publications is accurate, IEC or IEEE cannot be held responsible for the way in 
which they are used or for any misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
(including IEC/IEEE Publications) transparently to the maximum extent possible in their national and regional 
publications. Any divergence between any IEC/IEEE Publication and the corresponding national or regional 
publication shall be clearly indicated in the latter. 

5) IEC and IEEE do not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC and IEEE are not responsible 
for any services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or IEEE or their directors, employees, servants or agents including individual 
experts and members of technical committees and IEC National Committees, or volunteers of IEEE Societies 
and the Standards Coordinating Committees of the IEEE Standards Association (IEEE-SA) Standards Board, 
for any personal injury, property damage or other damage of any nature whatsoever, whether direct or indirect, 
or for costs (including legal fees) and expenses arising out of the publication, use of, or reliance upon, this 
IEC/IEEE Publication or any other IEC or IEEE Publications.  

8) Attention is drawn to the normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that implementation of this IEC/IEEE Publication may require use of 
material covered by patent rights. By publication of this standard, no position is taken with respect to the 
existence or validity of any patent rights in connection therewith. IEC or IEEE shall not be held responsible for 
identifying Essential Patent Claims for which a license may be required, for conducting inquiries into the legal 
validity or scope of Patent Claims or determining whether any licensing terms or conditions provided in 
connection with submission of a Letter of Assurance, if any, or in any licensing agreements are reasonable or 
non-discriminatory. Users of this standard are expressly advised that determination of the validity of any patent 
rights, and the risk of infringement of such rights, is entirely their own responsibility. 
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International Standard IEC 62271-111/IEEE Std C37.60 has been jointly revised by 
Switchgear Committee of the IEEE Power and Energy Society1, in cooperation with 
subcommittee 17A: High-voltage switchgear and controlgear, of IEC technical committee 17: 
Switchgear and controlgear, under the IEC/IEEE Dual Logo Agreement. 

This second edition cancels and replaces the first edition, published in 2005, and constitutes 
a technical revision. The main changes with respect to the previous edition are as follows: 

a) addition of exclusion of devices with dependent manual operation to 1.1; 
b) harmonization of the amplitude factor kaf used for calculating the TRV for cable connected 

systems consistent with recent harmonization of the circuit-breaker standards between 
IEEE and IEC; 

c) deletion of requirements for radio influence voltage (RIV) tests; 
d) addition of specifications and ratings to cover the cutout recloser and its special 

requirements. 

The text of this standard is based on the following IEC documents: 

FDIS Report on voting 

17A/1010/FDIS 17A/1020/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 62271 series can be found, under the general title High-voltage 
switchgear and controlgear, on the IEC website. 

This standard is to be read in conjunction with IEC 62271-1:2007, to which it refers and which 
is applicable unless otherwise specified in this standard. In order to simplify the indication of 
corresponding requirements, the same numbering of clauses and subclauses is used as in 
IEC 62271-1. Amendments to these clauses and subclauses are given under the same 
references whilst additional subclauses are numbered from 101. 

  

————————— 
A list of IEEE participants can be found at the following URL:   
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IEEE Standard for Overhead, Pad‐Mounted, Dry Vault, and Submersible 

HIGH‐VOLTAGE SWITCHGEAR AND CONTROLGEAR – 

 

Part 111: Automatic circuit reclosers and fault interrupters for 

alternating current systems up to 38 kV 

 

1 Overview 

 

1.1  Scope 

 

This standardpart of IEC 62271 applies to all overhead, pad mounted, dry vault, and submersible 

single‐  or multi‐pole  alternating  current  automatic  circuit  reclosers  and  fault  interrupters  for 

rated maximum voltages above 1000 V and up to 38 kV. 

 

Devices that require a dependent manual operation are not covered by this standard. 

 

In  order  to  simplify  this  standard where  possible,  the  term  recloser/FI  (reclosers/FIs)  has  been 

substituted for automatic circuit recloser or fault interrupter or both. 

 

NOTE—When reclosers are applied in a substation, special considerations may apply, see 6.5.1.5.3. 

 

 

1.2 Normative references 

 

The following documents, in whole or in part, are normatively referenced in this document and are 

indispensable for its application. For dated references, only the edition cited applies. For undated 

references,  the  latest  edition  of  the  referenced  document  (including  any  amendments) 

applies. 
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NOTE  1  In  this dual  logo  standard, normative  references  are made  to  both  an  IEEE  and  IEC 

standards.  In each case,  the specifications  in  two  referenced standards have been  judged by  the 

Maintenance  Team  to  be  technically  equal  even  though  the  exact wording may  be  different. 

Differences in the wording are considered to be editorial only.2 

 

IEC  60050‐151:2001,  International  Electrotechnical  Vocabulary  ‐  Part  151‐.Electrical  and  magnetic 

devices 

 

Note  2  IEC  publications  are  available  from  the  Sales  Department  of  the  International 

Electrotechnical  Commission,  Case  Postale  131,  3,  rue  de  Varembe,  CH‐1211,  Geneve  20, 

Switzerland/Suisse  (http://www.iec.ch/).  IEC publications are also available  in  the United States 

from  the  Sales Department, American National  Standards  Institute,  11 West  42nd  Street,  13th 

Floor, New York, NY 10036, USA (http://www.ansi.org) 

 

IEC 60050‐441:1984, International Electrotechnical Vocabulary ‐ Chapter 441: Switchgear, controlgear and 

fuses 

 

IEC 60071‐2:1996, Insulation co‐ordination ‐ Part 2: Application guide 

 

IEC 60255‐22‐1:2007, Measuring relays and protection equipment ‐ Part 22‐1‐.Electrical disturbance tests 

‐ 1 MHz burst immunity tests 

 

IEC 60255‐22‐4:2008, Measuring relays and protection equipment ‐ Part 22‐4:Electrical disturbance tests 

‐ Electrical fast transients/burst immunity test 

 

I EC 60270, High‐voltage test techniques ‐ Partial discharge measurements 

 

 

2 Notes  in  text,  tables, and  figures of a standard are given  for  information only and do not contain requirements needed to 

implement the standard. 
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IEC 60815 (all parts), Selection and dimensioning of high‐voltage insulators intended for use in polluted 

conditions 

 

IEC 62271‐1:2007, High‐voltage switchgear and controlgear ‐ Part 1: Common specifications 

 

IEC  62271‐100:2008,  High‐voltage  switchgear  and  controlgear  ‐  Part  100:  Alternating‐current  circuit‐

breakers 

 

IEEE Std 1™‐2000, IEEE Recommended Practice ‐ General Principles for Temperature Limits in the Rating 

of Electrical Equipment and for the Evaluation of Electrical Insulation 

 

NOTE  IEEE publications are available  from  the  Institute of Electrical and Electronics Engineers, 

445 Hoes Lane, P.O. Box 1331, Piscataway, NJ 08855‐133108854, USA (http://standards.ieee.org/) 

 

IEEE Std 4™, IEEE Standard Techniques for High‐Voltage Testing 

 

IEEE Std 693™, IEEE Recommended Practice for Seismic Design of Substations 

 

IEEE  Std C37.90.1™‐2002,  IEEE Standard Surge Withstand Capability  (SWC) Tests  for Relays  and 

Relay Systems Associated with Electric Power Apparatus 

 

IEEE Std C37.100™‐1992, IEEE Standard Definitions for Power Switchgear 

 

IEEE Std C57.12.28™, IEEE Standard for Pad‐Mounted Equipment ‐ Enclosure Integrity 

 

IEEE  Std  C37.100.1™‐2007,  IEEE  Standard  of  Common  Requirements  for  High  Voltage  Power 

Switchgear Rated above 1 000 V 

 

IEEE  Std C37.301™,  IEEE  Standard  for High‐Voltage  Switchgear  (Above  1000 V) Test Techniques  ‐ 

Partial Discharge Measurements 
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This  standard  shall be used  in  conjunction with  the  following publications. When  the  following 

publications are superseded by an approved revision, the revision shall apply. 

 

ANSI C37.06‐2000, American National Standard for AC High‐Voltage Circuit Breakers Rated on  

a Symmetrical Current Basis—Preferred Ratings and Related Required Capabilities.1 

 

ANSI C37.06.1‐2000, American National Standard Guide  for AC High‐Voltage Circuit Breakers 

Rated on a Symmetrical Current Basis—Designated  ʺDefinite Purpose  for Fast Transient Recovery 

Voltage Rise Times.ʺ 

 

ANSI  publications  are  available  from  the  Sales  Department,  American  National  Standards 

Institute, 11 West 42nd Street, 13th Floor, New York, NY 10036, USA (http://www.ansi.org). 

 

ANSI C37. 85‐2002, American National Standard for Switchgear — Alternating‐Current High‐Voltage 

Power Vacuum Interrupters — Safety Requirements for X‐Radiation Limits. 

 

ANSI C57.  12.  28‐1999, American National  Standard  for Pad‐mounted Equipment — Enclosure 

Integrity. 

 

ANSI  C63.2‐1996,  American  National  Standard  for  Electromagnetic  Noise  and  Field  Strength 

Instrumentation, 10 kHz to 40 GHz — Specifications. 

 

ASME  BPVC‐1998,  Boilers  and  Pressure Vessels Code—  Section VIII:  Rules  for Construction  of 

Pressure Vessels — Division I.2 

 

 

1 ANSI publications are available  from  the Sales Department, American National Standards  Institute, 11 West 42nd Street, 13th 

Floor, New York, NY 10036, USA (http://www.ansi.org). 

 

2 ASME publications are available from the American Society of Mechanical Engineers, 3 Park Avenue, New York, NY 10016‐ 5990, 

USA (http://www.asme.org). 
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IEC  60060‐1‐1989‐11,  High‐  Voltage  Test  Techniques—  Part  1:  General  Definitions  and  Test 

Requirements.3 

 

IEC 60270‐2000‐12, High‐ Voltage Test Techniques — Partial Discharge Measurements. 

 

IEC  60502‐1‐1998‐11,  Power Cables with  Extruded  Insulation  and  Their Accessories  for  Rated 

Voltages from 1 kV (Um = 1,2 kV) Up to 30 kV (Um = 36 kV)— Part 1: Cables for Rated Voltages of 1 

kV (Um = 1,2 kV) and 3 kV (Um = 3,6 kV). 

 

IEC  60502‐2‐1998‐11,  Power Cables with  Extruded  Insulation  and  Their Accessories  for  Rated 

Voltages from 1 kV (Um = 1 ,2 kV) Up to 30 kV (Um = 36 kV)— Part 2: Cables for Rated Voltages from 6 

kV (Um = 7,2 kV) Up to 30 kV (Um = 36 kV). 

 

IEC 60694‐2002‐01, Common Specifications for High‐Voltage Switchgear and Controlgear Standards. 

 

IEC  62271‐100‐2003‐05,  High‐Voltage  Switchgear  and  Controlgear—  Part  100:  High‐Voltage 

Alternating‐Current Circuit‐Breakers. 

 

IEEE Std 4™‐ 1995, IEEE Standard Techniques for High Voltage Testing.4ʹ5 

 

IEEE Std 4a™‐2001, Amendment to IEEE Standard Techniques for High‐Voltage Testing. 

 

IEEE  Std  386™‐  1995,  IEEE  Standard  for  Separable  Insulated  Connector  Systems  for  Power 

Distribution Systems Above 600V. 

 

IEEE Std 1247™‐1998, IEEE Standard for Interrupter Switches for Alternating Current Rated Above 

1000 Volts. 

 

4 The  IEEE standards or products referred  to  in Clause 2 are  trademarks owned by  the  Institute of Electrical and Electronics 

Engineers, Inc. 
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IEEE Std 1291™‐1993, IEEE Guide for Partial Discharge Measurement in Power Switchgear. IEEE 

Std C37.04‐1999, IEEE Standard Rating Structure for AC High‐Voltage Circuit Breakers. 

 

IEEE Std C37.09‐1999, IEEE Standard Test Procedure for AC High‐Voltage Circuit Breakers Rated 

on a Symmetrical Current Basis.  

 

IEEE Std C37.41TM‐2000, IEEE Standard Design Tests for High‐Voltage Fuses, Distribution 

Enclosed Single‐Pole Air Switches, Fuse Disconnecting Switches, and Accessories. 

 

IEEE Std C37.90.1TM‐2002, IEEE Standard for Surge Withstand Capability (SWC) Tests for Relays 

and Relay Systems Associated with Electric Power Apparatus. 

 

IEEE Std C37.100TM‐1992 (Reaff 2001), IEEE Standard Definitions for Power Switchgear.  

 

NEMA 107‐1987 (Reaff 1993), Methods of Measurement of Radio Influence Voltage (RIV) of High‐ 

Voltage Apparatus.6 

 

 

3. Definitions 

 

The definitions of  terms  contained  in  this  standard,  and  to  the  related  standards  for  recloser/FIs, 

shall be in accordance with IEEE Std C37.100‐1992. These definitions are not intended to embrace all 

possible meanings of the terms. They are applicable only to the subject treated in this standard. 

 

unit operation (of a recloser): An interrupting operation followed by a closing operation. The final 

interruption is also considered one unit operation. 

 

NOTE—See Figure 1. 

 

6NEMA  publications  are  available  from Global Engineering Documents,  15  Inverness Way East, Englewood, CO  80112‐

5704, USA (http://global.ihs.com/). 
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Figure 1—Unit operation 

 

2 Normal and special service conditions 

 

Clause 2 of IEC 62271‐1:2007 is replaced by the following. 
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2.101 General 

 

Unless  otherwise  specified,  high‐voltage  switchgear  and  controlgear,  including  the  operating 

devices and the auxiliary equipment which form an integral part of them, are intended to be used 

in accordance with their rated characteristics and the normal service conditions listed in 2.102. 

 

If  the  actual  service  conditions  differ  from  these  normal  service  conditions,  high‐voltage 

switchgear and controlgear and associated operating devices and auxiliary equipment shall be 

designed  to  comply  with  any  special  service  conditions  required  by  the  user,  or  appropriate 

arrangements shall be made (refer to 2.103). 

 

NOTE  1  Appropriate  action  should  also  be  taken  to  ensure  proper  operation  under  such 

conditions of other components, such as relays. 

 

NOTE 2 Detailed information concerning classification of environmental conditions is given in 

IEC 60721‐3‐3 (indoor) and IEC 60721‐3‐4 (outdoor). 

 

 

2.102 Normal service conditions 

 

2.102.1  Indoor switchgear and controlgear 

 

The normal service conditions for indoor switchgear and control gear are: 

 

a)   the ambient air temperature does not exceed 40 °C. The minimum ambient air temperature is ‐30 

°C for class ʺminus 30 indoorʺ; 

 

b)   the influence of solar radiation may be neglected; 
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c)   the altitude does not exceed 1 000 m above  sea  level  (switchgear  ratings are based on  sea 

level); 

 

d)  the  ambient  air  is not  significantly polluted  and would be  classified  as having pollution 

level I ʺlightʺ according to IEEE Std C37.100.1‐2007, Table C.1 or IEC 60071‐2:1996,Table 1; 

 

e)   the conditions of humidity are as follows: 

 

1)   the  average  value  of  the  relative  humidity, measured  over  a  period  of  24  h,  does  not 

exceed 95 %; 

 

2)   the  average  value  of  the  relative  humidity,  over  a  period  of  one month,  does  not 

exceed 90 %. 

 

For these conditions, condensation may occasionally occur; 

 

NOTE 1 Condensation  can be  expected where  sudden  temperature  changes occur  in periods of 

high humidity. 

 

NOTE  2 To with  stand  the  effects  of high humidity  and  condensation,  such  as breakdown of 

insulation  or  corrosion  of metallic  parts,  switchgear  designed  and  tested  for  such  conditions 

should be used. 

 

NOTE 3 Condensation may be prevented by special design of the building or housing, by suitable 

ventilation  and  heating  of  the  station  or  by  the  use  of  dehumidifying  equipment.  Other 

options  include heaters with  thermostats/humidistat  inside  the switchgear. Condensation may 

also  be  due  to  ground  level  rainwater  or  for  underground  applications,  from  incoming  cable 

raceways connected to switchgear. 
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f)  vibration  due  to  causes  external  to  the  switchgear  and  control  gear,  or  earth  tremors  are 

insignificant relative to the normal operating duties of the equipment and do not exceed the 

low  performance  level  defined  in  IEEE  Std  693. The manufacturer will  assume  that,  in  the 

absence of specific requirements from the user, there are none. 

 

NOTE 4 The interpretation of the term ʺinsignificantʺ is the responsibility of the user or specifier 

of  the  equipment. Either  the user  is not  concerned with  seismic  events,  or his  or her  analysis 

shows that the risk is ʺinsignificant.ʺ 

 

 

2.102.2  Outdoor switchgear and controlgear 

 

4.1 Usual service conditions 

 

The normal service conditions for outdoor switchgear and controlgear are: 

 

a)  the ambient air temperature does not exceed 40 °C. The minimum ambient air temperature is ‐30 

°C for class ʺminus 30 outdoorʺ; 

 

Rapid temperature changes should be taken into account; 

 

b)  solar  radiation as much as 1 044 W/m2  (a clear day at noon) may be expected. See  IEEE Std 

C37.24 [1]3 for details on evaluating the effects of solar radiation; 

 

NOTE 1 Under certain conditions of solar radiation, appropriate measures, e.g., roofing, forced 

ventilation, etc., may be necessary, or derating may be used  in order not to exceed the specified 

allowable temperature rises. The specific latitude of location should be considered. 

 

 

3 Numbers in square brackets refer to the bibliography. 
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c)  the altitude does not exceed 1 000 m above sea level (switchgear ratings are based on sea level); 

 

d)   the ambient air may be polluted by dust, smoke, corrosive gas vapors, or salt. The pollution does not exceed 

the pollution level II—medium according to IEEE Std C37.100.1‐2007, Table C.1 or IEC 60071‐2:1996, Table 1; 

 

e)   the ice coating shall be considered in the range from 1 mm up to, but not exceeding,20 mm; 

 

NOTE 2 Typical ice classes are 1 mm for class 1,10 mm for class 10, and 20 mm for class 20. 

 

f)   the wind speed does not exceed 34 m/s (122 km/h) (76 mi/h); 

 

g)   the presence of condensation and/or precipitation should be taken into account; 

 

NOTE 3 Characteristics of precipitation are defined in IEC 60721‐2‐2 [2] and IEEE Std 4. 

 

h)   vibration  due  to  causes  external  to  the  switchgear  or  earth  tremors  are  insignificant 

relative  to  the  normal  operating  duties  of  the  equipment  and  do  not  exceed  the  low 

performance level defined in IEEE Std 693. The manufacturer will assume that, in absence 

of specific requirements from the user, there are none; 

 

NOTE 4 The interpretation of the term ʺinsignificantʺ is the responsibility of the user or specifier 

of  the  equipment. Either  the user  is not  concerned with  seismic  events,  or his  or her  analysis 

shows that the risk is ʺinsignificant.ʺ 

 

Reclosers/FIs conforming to this standard shall be suitable for operation at their standard ratings 

provided that: 

 

a)   The temperature of the air (ambient temperature) is not above 40oC or below ‐30oC. 

 

b)   The altitude does not exceed 1000 m. 
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i)   for  submersible  units,  the  water  head  does  not  exceed  3  m  above  the  base  of  the 

enclosure during occasional submersion. Exposure to chemical or electrochemical reactions 

may be  encountered  in  a  sub‐grade  environment. The  sub‐grade  environment may  contain 

chemicals that contribute to mild corrosive reactions. 

 

 

2.103 Unusual Special service conditions 

 

2.103.1 General 

 

When high‐voltage switchgear and controlgear is used under conditions different from the normal 

service  condition  given  in  2.102,  the  userʹs  requirements  should  refer  to  standardized  steps  as 

follows. 

 

Unusual service conditions shall  include, but are not  limited  to, service conditions  that exceed 

those defined in 4.1 or extremes in: 

 

a)   Actual service duty cycle 

 

b)   System conditions 

 

c)   Site conditions 

 

d)   Shock and/or vibration 

 

e)   Damaging fumes or vapors 

 

f)   Excessive or abrasive dust 

 

g)   Explosive mixtures of dust or gases 
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h)   Salt air or extreme humidity 

 

Unusual special service conditions shall be brought to the attention of those responsible for the 

manufacture of the equipment to define or prevent loss of performance or service life, if any, from 

specified  values. Applicable  standards  such  as  those  for  altitude  correction  shall  be  used when 

available. 

 

 

2.103.2  Altitude 

 

The basis of rating for switchgear is standard reference atmosphere, commonly known as sea level 

conditions. Historically, switchgear has been successfully applied at altitudes up  to 1 000 m 

without the use of an altitude correction factor. 

 

For  installations  at  an  altitude  higher  than  1  000 m,  the  required  insulation withstand  level  of 

external  insulation  at  the  service  location  shall  be  determined  by  multiplying  the  rated 

insulation levels at sea level by the altitude correction factor Ka in accordance with Figure K.1. 

 

In  this  standard,  the  rated  symmetrical  interrupting  current  (rated  short‐circuit  breaking 

current), related required capabilities and interrupting times need not be corrected for altitude. 

 

NOTE This  standard  recognizes  the  revised  IEEE  treatment of altitude  correction  factors  for 

applications above  1 000 m as  specified  in Figure 1 of  IEEE Std C37.100.1‐2007. This  figure  is 

reproduced  in  Annex  K  for  reference  and  is  not  the  same  Figure  1  in  IEC  62271‐1:2007. 

Additional  information  about  the  differences  between  the  IEEE  and  IEC  treatment  of  altitude 

correction factors is also given in Annex K. 
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2.103.3  Pollution 

 

For  installation  in polluted  ambient  air, pollution  level  III  (heavy)  or  IV  (very  heavy)  of 

IEC 60815 should be specified for outdoor installation. 

 

For indoor installation, reference can be made to IEC/TS 62271‐304. 

 

 

2.103.4  Temperature and humidity 

 

For  installation  in  a  location where  the  ambient  temperature  can  be  outside  the  normal  (usual) 

service  condition  range  stated  in  2.102.1  and  2.102.2,  the  preferred  ranges  of  minimum  and 

maximum temperature to be specified should be selected from one of the following: 

 

a)   ‐40 °C and +40 °C for cold climates (class ʺminus 40 outdoorʺ or class ʺminus 40 indoorʺ); 

 

b)   ‐50 °C and +40 °C for very cold climates (class ʺminus 50 outdoorʺ); 

 

c)   ‐15 °C and+50 °C for hot climates; 

 

d)   ‐5 °C and +55 °C for very hot climates. 

 

In  certain  regions  with  frequent  occurrence  of  warm  humid  winds,  sudden  changes  of 

temperature may occur resulting in condensation even indoors. 

 

In tropical indoor conditions, the average value of relative humidity measured during a period of 

24 h can be 98 %. 
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2.103.5  Vibrations, shock, or tilting 

 

Standard  switchgear  and  controlgear  is  designed  for  mounting  on  substantially  level 

structures,  free  from  excessive  vibration,  shock,  or  tilting.  Where  any  of  these  abnormal 

conditions exists, requirements for the particular application should be specified by the user. 

 

For installations where earthquakes are likely to occur, the severity level according to a relevant 

standard  or  specification  (e.g.  IEC  62271‐300  or  IEC  62271‐207  and  IEC  62271‐210)  should  be 

specified by the user. 

 

 

2.103.6  Wind speed 

 

In some regions, for example in North America, a value for the wind speed is 40 m/s. 

 

 

2.103.7  Other special (unusual) service conditions 4 

 

When  special  environmental  conditions  prevail  at  the  location  where  switchgear  and 

controlgear  is  to be put  in service,  they should be specified by  the user by  reference  to  IEC 

60721 series. Refer also to Annex M. 

 

 

4.2.1 Abnormal ambient temperatures 

 

Reclosers/FIs  may  be  applied  at  higher  or  lower  ambient  temperatures  than  specified,  but 

performance may be affected and special consideration shall be given to these applications. 

 

 

4   Topics  that  are  not  covered  in  the  common  requirements  standards  are  assigned  a  second  level  clause  number 

beginning  with  number  101,  e.g.  4.101  of  this  standard  covers  Rated  minimum  tripping  current  (for  series‐trip 

reclosers/FIs). Since this topic is not considered “common” to other relevant equipment switchgear standards, it is not 

included in the common requirements standard; the topic is unique to this standard. 
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4.2.2 Altitudes above 1000m 

 

Reclosers/FIs may be applied at altitudes higher than 1000m; however, the rated lightning impulse 

With  stand  voltage,  rated  maximum  voltage  and  rated  continuous  current  shall  be  multiplied 

individually by  the correction factor (see following note)  to obtain values at which  the application 

may  be  made.  The  rated  symmetrical  interrupting  current,  related  required  capabilities,  and 

interrupting times are not affected by altitude. 

 

NOTE—Altitude  correction  factors  are  being  studied  by  the  Switchgear  Committee  and will  be 

adopted by  issuance of a supplement or revision  to  this standard when  they are approved.  In  the 

meantime, users should consult  the manufacturer  for appropriate derating when  the equipment  is 

applied above 1000 m. Refer also to Annex E. 

 

 

3 Terms and definitions 

 

For  the purposes of  this document,  the  terms  and definitions given  in  IEC  60050‐441  IEC 

60050‐151, IEC 62271‐1, IEEE Std C37.100‐1992, as well as the following apply. 

 

Additional terms and definitions are classified so as to be aligned with the classification used in 

IEC 60050‐441. 
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3.1 General terms 

 

3.1.101 

accessible 

 

admitting close approach because not guarded by locked doors, elevation, or other effective means 

 

 

3.1.102 

automatic circuit recloser 

 

self‐controlled  device  for  making,  carrying,  and  automatically  interrupting  and  reclosing  an 

alternating‐current circuit, with a predetermined sequence of opening and reclosing followed by 

resetting, hold‐closed, or  lockout operation. It  includes an assembly of control elements required 

to detect over currents and control the recloser operation 

 

Note  1  to  entry:  Refer  to Annex  F  for  background  information  of  an  automatic  circuit 

recloser. 

 

 

3.1.103 

cutout mounted recloser 

 

single‐phase  automatic  circuit  recloser  consisting  of  an  interrupter  which  mounts  in  a  fuse 

support or base as defined in IEEE Std C37.40 [3] and IEC 60282‐2 [4] 
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3.1.104  

dry vault  

 

ventilated, enclosed area not subject to flooding 

 

[SOURCE: IEEE Std C37.100‐1992] 

 

 

3.1.105 

fault interrupter 

 

self‐controlled  mechanical  switching  device  capable  of  making,  carrying,  and  automatically 

interrupting  an  alternating  current.  It  includes  an  assembly  of  control  elements  to detect  over 

currents and control the fault interrupter 

 

Note 1 to entry: Refer to Annex G for background information of a fault interrupter.  

 

[SOURCE: IEEE Std C37.100‐1992] 

 

 

3.1.106 

pad‐mounted equipment 

pad mounted equipment 

 

enclosed equipment, the exterior enclosure of which is at earth potential, positioned on a surface‐

mounted pad 
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Note 1  to entry: This definition  is  similar  to  that given  in NESC  (US) National Electrical 

Safety Code) C2‐20125 [5]. 

 

Note  2  to  entry:  The  term  ʺpad‐mounted  enclosureʺ  is  also  defined  in  3.9  of  IEEE  Std 

C57.12.28‐2005 as follows: ʺAn enclosure containing electrical apparatus, typically located 

outdoors  at  ground  level where  the  general  public  has  direct  contact with  the  exterior 

surfaces  of  the  equipment.  The  general  construction  of  this  equipment  is  such  that 

authorized  personnel  may  obtain  direct  access  to  the  apparatus  inside  the  equipment 

compartment(s).ʺ 

 

 

3.1.107 

restrike (of an a.c. mechanical switching device) 

 

resumption of current between the contacts of a mechanical switching device during a breaking 

operation with an interval of zero current of a quarter cycle of power frequency or longer 

 

[SOURCE: IEC 60050‐441:1984, 441‐17‐46] 

 

 

3.1.108 

re‐ignition 

 

resumption  of  current  between  the  contacts  of  a  mechanical  switching  device  during  a 

breaking  operation  with  an  interval  of  zero  current  of  less  than  a  quarter  cycle  of  power 

frequency 

 

[SOURCE: IEC 60050‐441:1984, 441‐17‐45] 

 

5 National  Electrical  Safety Code  and NESC  are  both  registered  trademarks  and  service marks  of  the  Institute  of 

Electrical and Electronics Engineers, Inc 
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3.1.109  

series‐trip recloser 

 

recloser  in which main‐circuit  current  above  a  specified  value,  flowing  through  a  solenoid  or 

operating coil, provides the energy necessary to open the main contacts 

 

Note 1 to entry: The IEEE definition for a series‐trip recloser is similar to the IEC definition for a 

self‐tripping circuit breaker. Reference: IEC 62271‐100:2008, 3.4.118. 

 

 

3.1.110 

shunt‐trip recloser 

 

recloser  in  which  the  tripping  mechanism,  by  releasing  the  holding  means,  permits  the  main 

contacts  to  open,  with  both  the  tripping  mechanism  and  the  contact  opening  mechanism 

deriving operating energy from other than the main circuit 

 

 

3.1.111 

submersible 

 

constructed  as  to  be  successfully  operable  when  submerged  in  water  under  specified 

conditions of pressure and time 

 

Note 1 to entry: The IEEE definition for submersible is similar to the IEC 60050‐151:2001, 151‐16‐

42. 
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3.1.112 

unit operation (of a recloser) 

 

interrupting operation followed by a closing operation within a specified reclosing interval. The 

final interruption, after which lockout occurs, is also considered one unit operation 

 

Note 1 to entry: See Figure 1. See also Annex L for a comparison of terms between IEEE and IEC. 

 

 

(New) 

 

Figure 1 ‐ Unit operation 
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3.2  Assemblies of switchgear and controlgear 

 

No particular definitions. 

 

 

3.3  Parts of assemblies 

 

No particular definitions. 

 

 

3.4  Switching devices 

 

No particular definitions. 

 

 

3.5  Parts of switchgear and controlgear 

 

No particular definitions. 

 

 

3.6  Operation 

 

3.6.101 non‐reclose 

 

operational setting  that blocks  the automatic reclose  function of a recloser causing  it  to be on a 

one‐trip‐to‐lockout sequence 

 

Note 1 to entry: The non‐reclose setting causes the recloser to emulate the functionality of a fuse. 
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Note 2 to entry: The non‐reclose setting is not the same as the Hot Line Tag function included in 

some reclosers. 

 

 

3.7 Characteristic quantities 

 

3.7.101  

cable‐charging current 

 

current supplied to an unloaded shielded or belted cable 

 

Note 1 to entry: Current is expressed in A r.m.s. 

 

 

3.7.102 critical current 

 

value of breaking current, less than rated short‐circuit breaking current, at which the arcing time 

is a maximum and is significantly longer than at the rated short‐circuit breaking current 

 

Note 1 to entry: It will be assumed that this is the case if the minimum arcing times in any of the 

test‐duties T20  or T50  is  one half‐cycle  or more  longer  than  the minimum  arcing  times  in  the 

adjacent test‐duties. 
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3.7.103 

non‐sustained disruptive discharge 

NSDD 

 

disruptive discharge associated with current interruption that does not result in the resumption of 

power frequency current or, in the case of capacitive current interruption, does not result in current 

in the main load circuit 

 

 

3.7.104 

partial discharge extinction voltage 

Uo 

 

applied voltage at which repetitive partial discharges cease  to occur  in the test object when the 

voltage applied to the object is gradually decreased from a higher value at which partial discharge 

pulse quantities are observed 

 

Note 1 to entry: In practice, the extinction voltage Ue is the highest applied voltage at which the 

magnitude of a chosen partial discharge pulse quantity becomes equal to, or less than, a specified 

low value. 
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3.7.105 

partial discharge inception voltage  

Ui 

 

applied voltage at which repetitive partial discharges are first observed in the test object when the 

voltage  applied  to  the  object  is  gradually  increased  from  a  lower  value  at  which  no  partial 

discharges are observed 

 

Note 1 to entry: In practice, the inception voltage Ut is the lowest applied voltage at which the 

magnitude  of  a  partial  discharge  pulse  quantity  becomes  equal  to  or  exceeds  a  specified  low 

value. 

 

 

3.7.106 

prospective transient recovery voltage (of a circuit) 

 

transient recovery voltage following the breaking of the prospective symmetrical current by an 

ideal switching device 

 

Note  1  to  entry:  The  definition  assumes  that  the  switching  device  or  the  fuse,  for which  the 

prospective  transient  recovery voltage  is  sought,  is  replaced by  an  ideal  switching device,  i.e. 

having  instantaneous  transition  from  zero  to  infinite  impedance  at  the  very  instant  of  zero 

current, i.e. at the ʺnaturalʺ zero. For circuits where the current can follow several different paths, 

e.g. a polyphase circuit,  the definition further assumes  that  the breaking of  the current by the 

ideal switching device takes place only in the pole considered. 

 

[SOURCE: IEC 60050‐441:1984, 441‐17‐29] 
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3.7.107 

reclosing interval (of an automatic circuit recloser) 

 

open‐circuit time between an automatic opening and the succeeding automatic reclosure 

 

Note 1 to entry: The IEEE definition for reclosing interval is similar to the IEC definition ʹdead 

timeʹ. Reference IEC 62271‐100:2008, 3.7.140. See Annex L. 

 

 

3.8 Index of definitions 

 

A ‐ C  

 

accessible  3.1.101 

 

automatic circuit recloser  3.1.102 

 

cable‐charging current  3.7.101 

 

critical current  3.7.102 

 

cutout mounted recloser  3.1.103 

 

D ‐ M 

 

dry vault  3.1.104 

 

fault interrupter  3.1.105 
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N ‐ Q 

 

non‐reclose  3.6.101 

 

non‐sustained disruptive discharge, NSDD  3.7.103 

 

pad‐mounted (or ʺpad mountedʺ) equipment  3.1.106 

 

partial discharge extinction voltage, Ue  3 7 104 

 

partial discharge inception voltage, Ui  3 7 105 

 

prospective transient recovery voltage  3.7.106 

 

R 

 

reclosing interval (of an automatic circuit recloser)  3.7.107 

 

restrike  3.7.107 

 

re‐ignition  3.1.108 

 

S‐ Z  

 

series‐trip recloser  3.1.109 

 

shunt‐trip recloser  3.1.110 

 

submersible  3.1.111 

 

unit operation (of a recloser)  3.1.112 
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4 Ratings 

 

The  ratings  of  the  automatic  circuit  recloser,  the  cutout  mounted  recloser  and  the  fault 

interrupter shall be as specified in Table 1. 

 

Table 1 ‐ Ratings for automatic circuit recloser, cutout  

mounted reclosers and fault interrupters 

 

Item  Rating description 
Reference

subclause

Automatic

circuit 

recloser 

Cutout 

mounted 

recloser 

Fault 

Interrupter

1  Rated maximum voltage (V) or (Ur)  4.1  X  X  X 

2  Rated insulation level (Ud), (Up)  4.2  X  X b,c  X 

3  Rated frequency (fr)  4.3  X  X  X 

4  Rated continuous (normal) current (Ir)  4.4  X  X  X 

5  Rated short‐time withstand current (Ik)  4.5  X  X  X 

6  Rated peak withstand current (Ip)  4.6  X  X  X 

7  Rated duration of short circuit (tk)  4.7  X  X  X 

8 

Rated supply voltage of closing and 

opening devices and of auxiliary 

circuits (Ua) 

4.8  X  --  X 

9 
Rated minimum tripping current 

(seriestrip reclosers only) 
4.101  X  X  X 

10  Rated symmetrical interrupting current 4.102  X  X  X 

11 
Rated symmetrical (fault) making 

current 
4.104  X  X  X 

12  Rated operating sequence  4.105  X  X  X 

13 
Rated line‐charging and cable‐charging

current switching 
4.106 a  X  Xd  X 
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Item  Rating description 
Reference

subclause

Automatic

circuit 

recloser 

Cutout 

mounted 

recloser 

Fault 

Interrupter

14  Rated load (normal) current switching  a  X  Xd  X 

15  Rated ice breaking capability  6.110  e  e  e 

a   Line‐charging, cable charging and load current switching are related required capabilities. 

 

b   Rated insulation levels for a cutout mounted recloser are derived in part from the fuse support or base in which it is installed. 

The fuse support or base shall be considered a part of the cutout mounted recloser for the purpose of design testing. 

 

c   Open position tests for cutout mounted reclosers are given for the device in the “dropped‐out” position unless an operating 

sequence allows the device to rest with an open interrupter gap and a closed isolation gap in which case, both the isolation 

gap alone and the interrupter gap alone shall be tested for the open position test cases. 

 

d   Switching capability for a cutout mounted recloser may require the use of an auxiliary open and closing device. The auxiliary 

open and closing device shall be considered a part of the cutout mounted recloser for the purpose of design testing. Consult 

manufacturer for operating details. 

 

e   Ice rating of 1 mm is assumed unless a higher rating is declared by the manufacturer. See 6.110. 

 

 

4.1 Rated voltage (Ur) 

 

The rated voltage (rated maximum voltage) indicates the upper limit of the highest voltage of 

the system for which reclosers/FIs are intended to operate. 

 

NOTE For purposes of this standard, the term “rated voltage” (Ur) in IEC is equivalent to the term 

“rated maximum voltage” (V) in IEEE.  

 

The preferred values of rated voltage of reclosers/FIs are those shown in Columns (2) and (3) 

of Table 2 and Table 3. 
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4.2 Rated insulation level 

 

Subclause  4.2  of  IEEE  Std  C37.100.1‐2007  or  IEC  62271‐1:2007  is  applicable, with  the  following 

modifications: 

 

Table 1a and Table 1b of IEEE Std C37.100.1‐2007 and IEC 62271‐1:2007 are replaced by Table 2 and 

Table 3 of this standard. 

 

 

5.1 Rating information 

 

The ratings shall include the following: 

 

a)   Rated maximum voltage 

 

b)   Rated power‐frequency 

 

c)   Rated continuous current 

 

d)   Rated minimum tripping current (series‐trip reclosers only) 

 

e)   Rated symmetrical interrupting current 

 

f)    Rated symmetrical making current 

 

g)   Rated lightning impulse withstand voltage 

 

h)   Rated control voltage 
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NOTE—Switching tests as specified in 6.3 are related required capabilities. 

 

 

5.2 Rated maximum voltage 

 

The preferred values of rated maximum voltage of reclosers/FIs are those shown in Column 2 of 

Table 1a) and Table 1b). 

 

Table 2 – Preferred voltage ratings and related test requirements 

for reclosers (except those covered in Table 1b) (Note 1) applied on overhead 

line distribution circuits a 

 

 

 

 

 

 

 

 

 

 

 

 

 

(New) 
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(Deleted) 

 

a   The test values shown in Table 2 are for design tests; refer to Clause 8 101.1 for field‐testing. 

 

b   Performance characteristics specified as test requirements in this standard. 

 

c   Duration of wet test: 60 s for IEC ratings (column (3)) and 10 s for IEEE ratings in column (2); other differences besides time are involved. Refer to 

IEEE Std 4. 

 

NOTE 1 IEEE values are generally used in most North American countries. IEC values are commonly found outside North America. 

 

NOTE 2 Future designs should standardize the wet test procedure by adopting the IEC test protocol. This test protocol uses the same test voltage and 

duration as is used for the dry tests in column (5). Refer to IEEE Std 4. 

 

WARNING 

 

When performing tests involving open contacts in vacuum, adequate precautions such as shielding or distance should be used to protect test personnel 

against the possible occurrences of higher X‐radiation due, for example, to incorrect contact spacing, or to the application of voltages in excess of those 

specified. For example, maintaining a distance of 2–3 m between the recloser/FI and all test personnel is a typical basic precaution to reduce the risk of 

excess X‐radiation exposure. Further discussion of shielding, adequate distances and personnel exposure limits are found in ANSI Std C37.85‐2002. 

 

2—Lines 11–14 refer to distribution systems commonly found outside of North America; the test withstand levels were taken from IEC 60694‐2002‐01, 

Table 1a). 

 

3—These are performance characteristics specified as test requirements in this standard. 
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4—For oil interrupting reclosers, 150 kV; for all others, 125 kV. 

 

Table 3 – Preferred voltage ratings and related test requirements for pad‐

mounted, dry vault and submersible reclosers, and nonreclosing fault 

interrupters, all with vacuum or SF6 interrupters (Note 1) reclosers/FIs applied 

on cable connected distribution circuits a 

 

 

 

 

 

 

 

 

 

 

 

(New) 
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