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Foreword 
(This Foreword is not a part of the American Standard Electrical Indicating Instruments, C39.1-1955.) 

The development of this American Standard has resulted from the work of the Sectional Com­
mittee on Electrical Measuring Instruments, C39. In developing the 1949 revision of the first American 
Standard on Electrical Indicating Instruments, C39.1-1938, approved by the American Standards Asso­
ciation in July, 1938, the committee gave due consideration to the former American War Standard for 
Electrical Indicating Instruments, C39.2-1944, and incorporated those parts which were applicable to 
instruments for use in peacetime industrial applications. 

This specification is intended to assure that instruments conforming to it will be satisfactory for 
general industrial use. It does not necessarily, however, cover all features or special performance require­
ments of instruments to which some purchasers may wish to give attention. 

In the preparation of this standard full recognition was given to the likelihood of improvement 
through changes in the art, and as change takes place, revisions of this standard will be necessary. The 
third edition (1951) added the detailed requirements for portable instruments to the second edition which 
covered panel and switchboard instruments only. Additional definitions and requirements for portable 
instruments were included, as well as miscellaneous minor changes which were found necessary. In this, 
the fourth revision, the standard was brought up to date and additions were made covering soldering 
terminals and insulation tests. 

Suggestions for improvement gained in the use of this standard will always be welcome. They should 
be sent to the American Standards Association, Incorporated, 70 East 45th Street, New York 17, N. Y. 

The organizations which participated in this work, and the names of their representatives, as listed 
at the time this standard was submitted to the Sectional Committee for approval, are as follows: 

H. C. KOENIG, Chairman 

S. DAVID HOFFMAN, Secretary 
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American Institute of Electrical Engineers RUDOLF FELDT 
H. C. KOENIG 
M. B. STOUT 

American Society for Testing Materials GORDON THOMPSON 
ASA Telephone Group VACANT 
Armed Services Electro Standards Agency (Liaison) E. E. SCOTT 
Association of American Railroads, Engineering Division, Electrical Section . . . . L. F. WILLIAMS 
Department of the Army, Signal Corps (Liaison) T. M. CHILD 
Department of the Navy, Bureau of Ships CODE 350 
Electric Light and Power Group W. G. WALKER 

G. F. WALTER 
H. E. KENT (Alt) 

General Service Administration CLAUDE E. WARE 
Institute of Radio Engineers F. J. GAFFNEY 

WILSON AULL (Alt) 
National Bureau of Standards, U. S. Department of Commerce F. B. SILSBEE 
National Electrical Manufacturers Association E. E. FENSTERMAKEK 

I. F. KINNARD 
F. X. LAMB 
A. J. PETZINGER 

Radio-Electronics-Television Manufacturers Association JOHN H. MILLER 
P. K. MCELROY (Alt) 

Scientific Apparatus Makers of America W. RICHISON SCHOFIELD 

Subcommi t t ee 1 of C39 which is direct ly respons ib le for the deve lopment of this s t anda rd has 
the fol lowing pe r sonne l : 

JOHN H. MILLER, Chairman 
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American Standard 

Electrical Indicating Instruments 

Panel, Switchboard, and Portable Instruments 

1. Scope 
1.1 This standard applies to the following kinds of 
electrical indicating instruments for direct and alter­
nating current, including instruments with prefixes 
such as micro, kilo, etc: 

(a) Ammeters 
(fc) Voltmeters. 
(c) Wattmeters 
(c?) Varmeters (reactive-volt-ampere meters) 
(e) Frequency meters 
(/) Power-factor meters 
(g) Indicating instruments functioning on the 

above principles, but indicating derived quantities 

1.2 This standard may apply, with suitable excep­
tions, to instruments constructed for special require­
ments. For example, ultrasensitive d-c microammeters. 
high-resistance voltmeters, thermomilliammeters, thei -
movoltmeters of the vacuum-couple type, and instru­
ments with special and unusual ranges. 

1.3 This standard does not apply to the following 
kinds of instruments: 

(a) Indicating instruments provided with arrange­
ments for curve drawing, contact making, etc 

(b) Small instruments of types and sizes where the 
indications are only approximate. For example, small 
polarized-vane ammeters used on automobiles, battery-
charging outfits, etc 

2. Classification 
2.1 Electrical indicating instruments shall be broadly 
classified as indicated in 2.1.1 and 2.1.2. 

2.1 .1 Use 
(a) Panel (generally of 2-percent accuracy, 

magnetically shielded or unshielded, and not exceed­
ing 4.5 inches in size) 

(b) Switchboard (generally of 1-percent accu­
racy magnetically shielded, 4 inches or larger in size) 

(c) Portable, including laboratory standard 

2 .1 .2 Principle of Operation 
(a) Electrodynamometer 
(b) Permanent-magnet moving coil 
(c) Moving iron 
(d) Induction 
(e) Electrostatic 

3. Definitions 
3 .1 The definitions given herein apply to electrical in­
dicating instruments covered by this American Stand­
ard. For additional definitions see American Standard 
Definitions of Electrical Terms, C42-1941, or the latest 
revision thereof approved by the American Standards 
Association, Incorporated. 

3 .2 Indicating Instrument. An indicating instru­
ment is an instrument in which only the present value 
of the quantity measured is visually indicated. 

3 .2 .1 Self-contained Instrument. A self-con­
tained instrument is an instrument which has all the 
necessary equipment built into the case or made a 
corporate part thereof. 

3 .2 .2 Magnetically Shielded - Type Instru­
ment. For purposes of this standard, a magnetically 
shielded-type instrument is one in which the effect of 
external magnetic fields is limited to a stated value on 
the tabulated detailed requirement plates. The protec­
tion against this influence may be obtained either 
through the use of a physical magnetic shield or due 
to its inherent construction. 

3 .3 Mechanism. The mechanism is the arrangement 
of parts for producing and controlling the motion of 
the indicating means. It includes all the essential parts 
necessary to produce these results, but does not include 
the base, cover, dial, or any parts, such as series re­
sistors or shunts, whose function is to adapt the instru­
ment to the quantity to be measured. 

3 .4 Moving Element. The moving element of an 
instrument comprises those parts which move as a 
direct result of a variation in the electrical quantity 
which the instrument is measuring. The weight of the 
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moving element includes one-half the weight of the 
springs. 

NOTE : The use of the term "movement" is deprecated. 
3.5 Voltage Circuit. The voltage circuit is that com­
bination of conductors and windings of the instrument 
to which is applied the voltage of the circuit in which 
a given electrical quantity is to be measured, or a defi­
nite fraction of that voltage, or a voltage or current 
dependent upon it. 
3.6 Current Circuit. The current circuit is that com­
bination of conductors and windings of the instrument 
which carries the current of the circuit in which a given 
electrical quantity is to be measured, or a definite frac­
tion of that current, or a current dependent upon it. 

3.7 Instrument Shunt, An instrument shunt is a 
particular type of resistor designed to be connected in 
parallel with a circuit of an instrument to extend its 
current range. The shunt may be internal or external 
to the instrument. 

3 .8 Shunt Leads. Shunt leads are leads which con­
nect a circuit of an instrument to an external shunt. 
The resistance of these leads is taken into account in 
the adjustment of the instrument. (See 4.16.) 

3.9 Series Resistor. A series resistor is a resistor 
which forms an essential part of the voltage circuit of 
an instrument and generally is used to adapt the instru­
ment to operate on some designated voltage or volt­
ages. The series resistor may be internal or external to 
the instrument. 

3 . 1 0 Instrument Multiplier. An instrument multi­
plier is a particular type of series resistor which is used 
to extend the voltage range beyond some particular 
value for which the instrument is already complete. 

3 .11 Thermal Converter (Thermocoup le Con­
verter, T h e r m o e l e m e n t ) . A thermal converter is a 
device which consists of one or more thermojunctions 
in thermal contact with an electric heater, or integral 
therewith, so that the emf developed at its output termi­
nals by thermoelectric action gives a measure of the 
input current in its heater. 
3 .12 Influence. The influence of a specified variable 
or condition on an instrument is the change in the indi­
cation of the instrument caused solely by a departure 
of the specified variable from its reference value, all 
other variables being held constant. 

3 .12 .1 External-Temperature Influence. The 
external-temperature influence is the percentage 
change (of full-scale value) in the indication of an 
instrument which is caused solely by a difference in 
ambient temperature from the reference temperature. 

3 .12 .2 Sustained - Operation Influence. The 
sustained-operation influence is the change in indica-

AMERICAN STANDARD 

tion, including zero shift, caused solely by energizing 
the instrument over extended periods of time, as com­
pared to the indication obtained at the end of the first 
15 minutes of the application of energy. It is to be ex­
pressed as a percentage of full-scale value. 

NOTE: For the purposes of this standard, the influence is 
determined at the specified frequency of calibration and with 
stated conditions of deflection as indicated on the detailed 
requirements sheets. 

3 . 1 2 . 3 External-Field Influence. The external-
field influence is the percentage change of (full-scale 
value) in indication caused solely by a specified exter­
nal field. Such a field is produced by a standard meth­
od* with a current of the same kind and frequency as 
that which actuates the mechanism. This influence is 
determined with the most unfavorable phase and posi­
tion of the field in relation to the instrument. 

3 . 1 2 . 4 Position Influence. The position influ­
ence is the change in the indication of an instrument 
which is caused solely by a position departure from 
the normal operating position. 

NOTE: When the angle of test cited in the detailed re­
quirements sheets is less than 6 degrees, the result may bv 
obtained by tilting the instrument 5 times the specified valur, 
and dividing the change found by 5. 

3 .12 .5 Voltage Influence. The voltage influence 
in instruments having voltage circuits other than indi­
cating voltmeters is the percentage change (of full-scale 
value) in the indication of an instrument which is 
caused solely by a voltage departure from a specified 
reference voltage. 

3 .12 .6 Frequency Influence. The frequency in­
fluence, in instruments other than frequency meters, is 
the percentage change (of full-scale value) in the indi­
cation of an instrument which is caused solely by a 
frequency departure from a specified reference fre­
quency. 

3 .12 .7 Power-Factor Influence (as Appli­
cable). The power-factor influence in wattmeters, var-
meters, etc, is the percentage change in the indication 
of an instrument which is caused solely by a power-
factor departure from a specified reference power 
factor maintaining constant watts at rated voltage. 

3 . 1 2 . 8 Inter element Influence. The interele-
ment influence in polyphase wattmeters is the percent­
age change in the indication of an instrument which is 
caused solely by the action of the stray field of one 
element upon the other element. This influence is deter­
mined at the specified frequency of calibration with 
rated current and rated voltage in phase on both ele-

* The coil used in the standard method shall be approxi­
mately 40 inches in diameter, not over 5 inches long, and carry­
ing sufficient current to produce the required field. The current 
to produce a field to an accuracy of ± 1 percent in air shall be 
calculated without the instrument in terms of the specific 
dimensions and turns of the coil. In this coil, 400-ampere turns 
will produce a field of approximately 5 oersteds. The instru­
ment under test shall be placed in the center of the coil. 
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tnents or such lesser value of equal currents in both 
elements as gives end-scale deflection. Both current and 
voltage in one element shall then be reversed, and, for 
rating purposes, one-half the difference in the readings 
in percent is the interelement influence. 

3 .12 .9 Magnetic - Platform Influence, The 
magnetic-platform influence is the change in indication 
caused solely by the presence of a magnetic platform 
on which the instrument is placed. 

NOTE: For the purposes of this standard, the influence is 
determined as the percentage change in indication when the 
instrument is placed in its normal operating position on a 
demagnetized steel plate, extending at least 6 inches beyond 
the instrument on all sides, and at least 0.25 inch thick as com­
pared with its indication when isolated from extraneous mag­
netic material. 
3 .13 Scale Length. The scale length of an indicat­
ing instrument is the length of the path described by 
the indicating means or the tip of the pointer in mov­
ing from one end of the scale to the other. In the case 
of knife-edge pointers and others extending beyond the 
scale division marks, the pointer shall be considered 
as ending at the outer end of the shortest scale division 
marks. In multiscale instruments the longest scale shall 
be used to determine the scale length. 

3 . 1 4 Full-Scale Value. The full-scale value is equal 
to the largest value of the actuating electrical quantity 
which can be indicated on the scale or, in the case of 
instruments having their zero between the ends of the 
scale, the full-scale value is the arithmetic sum of the 
values of the actuating electrical quantity correspond­
ing to the two ends of the scale. 

NOTE: Certain instruments, such as power-factor meters, 
are necessarily excepted from this definition. 

3 .15 End-Scale Value. The end-scale value of an 
instrument is the value of the actuating electrical quan­
tity which corresponds to end-scale indication. When 
zero is not at the end or at the electrical center of the 
scale, the higher value is taken. 

NOTE: Certain instruments such as power-factor meters, 
ohmmeters, etc, are necessarily excepted from this definition. 
3 .16 Period. The period, sometimes called the "pe­
riodic time," is the time between two consecutive 
transits of the pointer or indicating means in the same 
direction through the rest position. 

3 .17 Damping. Damping of an instrument is the 
term applied to its performance to denote the manner 
in which the pointer settles to its steady indication 
after a change in the value of the measured quantity. 
Two general classes of damped motion are distin­
guished as follows: 

(a) Periodic, in which the pointer oscillates about 
the final position before coming to rest, and 

(b) Aperiodic, in which the pointer comes to rest 
without overshooting the rest position. 

The point of change between periodic and aperiodic 
damping is called critical damping. 

NOTE: An instrument is considered to be critically damped 
when overshoot is present but does not exceed an amount equal 
to one-half the rated accuracy of the instrument when deter­
mined as described in Note 1 of 3.19. 
3 . 1 8 Overshoot. Overshoot is the ratio of the over-
travel of the indicator beyond a new steady deflection 
to the change in steady deflection when a new constant 
value of the measured quantity is suddenly applied. 
The overtravel and deflection are determined in angu­
lar measure and the overshoot is usually expressed as 
a percentage. 

NOTE 1: Since, in some instruments, the ratio depends on 
the magnitude of the deflection, a value corresponding to an 
initial deflection from zero to end scale is used in determining 
the overshoot for rating purposes. 

NOTE 2: Overshoot and damping factor have a reciprocal 
relationship. The percentage overshoot may be obtained by 
dividing 100 by the damping factor. 

3 . 1 9 Damping Factor. The damping factor is the 
ratio of the deviations of the pointer in two consecu­
tive swings from the position of equilibrium, the 
greater deviation being divided by the lesser. The de­
viations are expressed in angular measure. 

NOTE 1: Since, in some instruments, the damping factor 
depends upon the magnitude of the deflection, it is measured as 
the ratio in angular degrees of the steady deflection to the 
difference between angular maximum momentary deflection 
and angular steady deflection produced by a sudden application 
of a constant electric power. The damping factor specified on 
the tabulated detailed requirement sheets shall be determined 
with sufficient constant electric power applied to carry the 
pointer to full-scale deflection on the first swing. The damping 
shall be due to the instrument and its normal accessories only. 

NOTE 2: In determining the damping factor of a power-factor 
meter, or a frequency meter, the voltage and current as stated 
on the applicable detailed requirement sheet shall be applied 
with such phase relation as to give center-scale deflection. The 
pointer shall then be moved mechanically to end scale and sud­
denly released. 

3 . 2 0 Response T ime . The response time is the time 
required after an abrupt change has occurred in the 
measured quantity to a new constant value until the 
pointer, or indicating means, has first come to appar­
ent rest in its new position. 

NOTE 1: Since, in some instruments, the response time de­
pends on the magnitude of the deflection, a value corresponding 
to an initial deflection from zero to end scale is used in deter­
mining the response time for rating purposes. 

NOTE 2: The pointer is at apparent rest when it remains 
within a range on either side of its final position equal to one-
half the accuracy rating, when determined as specified in 
Note 1. 

NOTE 3: In determining the response time of a power-factor 
meter, or a frequency meter, the same method shall be employed 
as described in Note 2 of 3.19, Damping Factor. 

3 . 2 1 Accuracy Rating. The accuracy rating desig­
nates the accuracy classification of the instrument. It 
is given as the limit, usually expressed as a percentage 
of full-scale value, which errors will not exceed when 
the instrument is used under reference conditions. 

NOTE 1: The accuracy rating is intended to represent the 
tolerance applicable to an instrument in an "as received condi-
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tion." Additional tolerances for the various influences are per­
mitted when applicable. 

NOTE 2: Generally the accuracy of electrical indicating 
instruments is stated in terms of the electrical quantities to 
which the instrument responds. In instruments with the zero at 
a point other than one end of the scale, the arithmetic sum of 
the end-scale readings to the right and to the left of the zero 
point shall be used as the full-scale value. 
Exceptions: 

(a) The accuracy of frequency meters shall be expressed 
on the basis of percentage of actual scale range. Thus, an instru­
ment having a scale range of 55 to 65 cps would have its error 
expressed as a percentage of 10 cps: 

(b) The accuracy of a power-factor meter shall be ex­
pressed as a pure number, preferably a decimal fraction; 

(c) The accuracy of instruments which indicate derived 
quantities should be expressed as a percentage of scale length. 

NOTE 3: In the case of instruments having nonlinear scales, 
the stated accuracy only applies in those portions of the scale 
where the divisions are equal to or greater than two-thirds the 
width they would be if the scale were evenly divided. In other 
portions of the scale, the allowable limit of error will be a dis­
tance equal to two-thirds the total scale length multiplied by 
the rated accuracy, expressed as a decimal (i.e., .01, .1). 

3 .22 Safe Working Voltage to Ground, The safe 
working voltage to ground is the highest safe voltage 
in terms of maximum peak value which should exist 
between any terminal of the instrument proper on the 
panel, or other mounting surface, and ground. 

3 .23 Current Loss. Current loss applies to voltage 
circuits, and in a voltage-measuring instrument is the 
value of the current when the applied voltage corre­
sponds to nominal end-scale indication. In other instru­
ments, the current loss is the current in the voltage 
circuit at rated voltage. 

3 . 2 4 Voltage Loss. Voltage loss applies to current 
circuits, and in a current-measuring instrument is the 
value of the voltage between the terminals when the 
applied current corresponds to nominal end-scale de­
flection. In other instruments the voltage loss is the 
value of the voltage between the terminals at rated 
current. 

NOTE: By convention when an external shunt is used, the 
voltage loss is taken at the potential terminals of the shunt. 
The over-all voltage drop resulting may be somewhat higher 
due to additional drop in shunt lugs and connections. 

3 .25 Apparent Power Loss (Volt-Ampere L o s s ) . 
The apparent power loss of the circuit of an instrument 
is for voltage-measuring instruments, the product of 
nominal end-scale voltage and the resulting current, 
and for current-measuring instruments, the product of 
the nominal end-scale current, and the resulting volt­
age. For other than current- or voltage-measuring in­
struments, for example in wattmeters, the apparent 
power loss is expressed at a stated value of current or 
of voltage. 

3 .26 Power Loss (Watt L o s s ) . The power loss in 
the circuit of a current- or voltage-measuring instru­
ment is the active power at its terminals for nominal 

A M E R I C A N S T A N D A R D 

end-scale indication. For other current- or voltage-
measuring instruments, for example, wattmeters, the 
power loss of any circuit is expressed at a stated value 
of current or voltage. 

3 .27 Rated Voltage. The rated voltage of an instru­
ment, such as a wattmeter, power-factor meter, or a 
frequency meter, is the normal continuous operating 
voltage and is the normal value of applied voltage used 
for test purposes. 

3 . 2 8 Maximum Voltage. The maximum voltage of 
an instrument, such as a wattmeter, power-factor 
meter, or frequency meter, is a stated voltage, which, if 
applied continuously at maximum stated operating 
temperature and with any other circuits in the instru­
ment energized at rated values, will not cause electrical 
breakdown or any observable physical degradation. 

3 . 2 9 Rated Current. The rated current of an instru­
ment, such as a wattmeter or power-factor meter, is 
the normal value of current used for design purposes. 

3 . 3 0 Maximum Current. The maximum current of 
an instrument, such as a wattmeter or power-factor 
meter, is a stated current which, if applied continu­
ously at maximum stated operating temperature and 
with any other circuits in the instrument energized at 
rated values, will not cause electrical breakdown or 
any observable physical degradation. 

4. General Requirements 
4 .1 Screw Threads. All threaded parts normally 
employed in the application or normal use shall comply 
with American Standard Unified and American Screw 
Threads for Screws, Bolts, Nuts, and Other Threaded 
Parts, Bl.1-1949, American Standard Screw Thread 
Gages and Gaging, Bl.2-1951, American Standard 
Square and Hexagon Bolts and Nuts, B18.2-1955, and 
American Standard Slotted and Recessed Head Screws, 
Machine, Cap, Wood, Tapping and Slotted Headless 
Types, B18.6-1947, or the latest revisions thereof ap­
proved by the American Standards Association, Incor­
porated. Where practicable, all other screw threads 
shall also comply with these standards. 

4 .2 Molding. Molded parts shall have a neat work­
manlike surface with all surfaces smooth and free from 
flash projections or roughness. 

4 .3 Degree of Enclosure. Instruments shall be de­
signed and constructed with close-fitting joints in the 
enclosure to minimize the entrance of dust and mois­
ture that impairs their successful operation over an ex­
tended period of time or when they are subjected to 
any of the test conditions specified herein. 
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4.4 Dials. The instrument dials shall be made of such 
material and so constructed as to insure freedom from 
warping, fading, discoloring, or deterioration when 
operated for an extended period of time, or when sub­
jected to any of the test conditions specified herein. All 
dials shall be firmly secured to the mounting and so 
constructed as to facilitate removal from the instru­
ment and replacement in the original position. Black 
markings on a white background shall be considered 
standard. 

4.4.1 Unit Designation of Quantity Meas­
ured. The unit designation of the quantity measured 
is determined by the end-scale value. The units prefer­
ably used over the various ranges are as shown in 
Table 1. 

4.4.2 Preferred Full-Scale Ranges for Zero 
Left Self-Contained Instruments. The preferred 
full-scale ranges for zero left self-contained instruments 
covered by this specification shall be as shown in Table 
2, or an integral power of 10 or its reciprocal times 
these values. The ranges indicated by the f, however, 
are used but not preferred. 

4.4.3 Scale Divisions. The value of each scale 
division shall, wherever practicable, be either 1, 2, or 
5 of the units measured, or an integral power of 10 or 
its reciprocal times these values. In the case of multiple-
range instruments, or of instruments for other than 
specialized uses, exceptions to this requirement may be 

TABLE 2 

Preferred Full-Scale Ranges 

TABLE 1* 

Unit Designations 

Quantity Measured Range 

Millivolts 
Volte 
Kilovolts 
Microamperes 
Milliamperes 
Amperes 
Kiloamperes 
Microwatts 
Milliwatts 
Watts 
Kilowatts 
Megawatts 
Vars 
Kilovars 
Megavars 
Cycles per second 
Kilocycles per second 
Megacycles per second 

1-999 
1-999 
Above 999 volts 
1-999 
1-999 
1-999 
Above 999 amperes 
1-999 
1-999 
1-999 
1-999 
Above 999 kilowatts 
1-999 
1-999 
Above 999 kilovars 
1-999 
1-999 
Above 999 kilocycles 

Full-
Scale 
Value 

1 
1.2 
1.5 
2 

2.5 
3 
4 
5 
6 

7.5 
8 

D-C 
Volt­

meters 
* 

— 
* 
* 

— 
* 

* 
— 
t 
* 

D-C 
Am­

meters 
* 

— 
t 
* 

t 
* 

— 
— 
t 

A-C 
Volt­

meters 

t 
* 

# 

___ 
t 
t 
* 

A-C 
Am­

meters 
* 

— 
t 
* 

— 
t 
* 

— 
— 
t 

Watt­
meters 

* 
t * 
* 
t * 
t 
f 

— 
* 

* Although the units used over the various ranges are pre­
ferably those given in this table, ranges of 1000, 1500, 2000, etc, 
are deemed satisfactory and may be used. 

NOTE: Pieferred full-scale ranges are indicated by *. Full-
scale ranges used, but not preferred, are indicated by f. 

necessary, but shall be avoided where reasonably pos­
sible. 

4.4.4 Numbering of Scales. The figures shall be 
as large and as legible as practicable, considering all 
ranges, and they shall be of such shape as to minimize 
the risk of different figures being confused with one 
another. They shall also be so spaced as to render indi­
vidual numbers clearly distinguishable from adjacent 
numbers. 

4.4.5 Dial Marking. Instruments shall be dis­
tinctly marked, with the applicable details specified be­
low. These markings shall not, however, be so conspic­
uous as to distract attention from the scale markings 
specified in 4.4.3 and 4.4.4. 

4.4.5.1 The following information shall be leg­
ibly marked on the dial or on the front of the instru­
ment case: 

(a) Manufacturer's name, trade-mark, or sym­
bol 

(b) Manufacturer's type, or model number, or 
both 

(c) Designation of the quantity measured 
(volts, kilovolts, amperes, milliamperes, watts, etc) 

(d) The words "direct current," "alternating 
current," "radio frequency," etc, or their abbrevia­
tions* 

(e) The electrical quantity for producing end-
scale deflection when this differs from the end-scale 
value. For example: FS = 50 millivolts 

(/) Serial number, on portable instruments of 
rated accuracy class 0.1, 0.25, and 0.5 only 

(g) Data pertaining to the use of external acces­
sories (shunts, resistors, thermoelements, etc) on 
portable instruments only 
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4 .4 .5 .2 The following information shall be leg­
ibly marked on the dial or elsewhere on the instrument 
case, preferably visible from the front: 

(a) The rated current, voltage (or the ranges 
of these quantities), or such of them as apply unless the 
same as end-scale value 

(b) The maximum current and voltage in the 
case of wattmeters, power-factor meters, etc 

(c) The frequency for which the instrument is 
calibrated or the frequency span over which errors, 
due to frequency only, are less than one-half the rated 
accuracy. If for 60-cps service, it need not be stated 

(d) Shunt lead resistance where the lead resist­
ance affects instrument accuracy and is not the value 
specified on the detailed requirement sheets 

4 .4 .5 .3 Instruments designed for use with ex­
ternal accessories (shunts, resistors, reactors, thermo­
elements, etc), upon which the scale marking is depend­
ent, shall be marked to indicate the necessity for such 
devices. If the instrument rating differs from the end-
scale marking, and the instrument is of a type which 
can be tested independently, the rating, not including 

the accessories, shall also be marked on the dial. 

For example: 

Use with external shunt 
FS = 50mv 
Use with external resistor 
FS = lma 

Alternating-current instruments designed for use 
with current and potential transformers shall have the 
following additional markings as required: 

Ratio of the appropriate current transformer, 
expressed as: 1000:5 or 1000/5 or 200:1 or 200/1 . 

Ratio of the appropriate potential (voltage) 
transformer, expressed as: 3300:110 or 3300/110 or 
30:1 or 30 /1 . 

In the case of instruments such as frequency 
meters and power-factor meters, however, where the 
transformer ratio is not essential to proper calibration 
of the instrument, it is sufficient to mark only the volt­
age, or current, or both values which are to be applied 
at the instrument terminals, or to its external devices, 
if any are used. 

TABLE 3 

Data to Be Included in Certificates of Portable Instruments 

Data 

1. Manufacturer's name 
2. Type or model 
3. Serial number 
4. Kind of instrument* or units measured 
5. Reference temperature 
6. Accuracy class 
7. Ranges 
8. Resistance 
9. Resistance of leadsf 

10. Ambient-temperature influence or correction 
11. Frequency influence or correction 
12. Direction of earth's fieldf 
13. Maximum rating 
14. Certification date and place 
15. Principle of operation 
16. Shielding 
17. Data regarding use on direct current 
18. Range-changing information f 
19. Multiplying constantsf 
20. Inductance 
21. Sustained-operation influence 
22. Scale correction 
23. Power-factor influence 

Type of Instrument 

0.1 Class 
D-C 

V A 

X X 
X X 
X X 
X X 
X X 
X X 
X X 
X X 
X — 
X X 

X X 

X X 
X X 
X X 

X X 
X X 

X X 
X X 

A-C 
V A xxxxxxxx |xx I Ixxxxxxxxx1 

xxxxxxxxxxx |
 Ixxxxxxxxx I 

w 

X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 

X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 

0.25 Class 
D-C 

V A 

X X 
X X 
X X 
X X 
X x ! 
X X 
X X 
X X 
X — 
X X 

X X 
X X 

X X 
X X 

X X 

AC 
V A xxxxxxxx |xx I I Ixxxxxxx 1 1 

xxxxxxxxxxx | | ixxxxxxx 1 1 

w 

X 
X 
X 
X 
X 
X 
X 
X 
X 
X 
X 

X 

X 
X 
X 
X 
X 
X 
X 

X 

* Voltmeter, ammeter, wattmeter, etc. 
tThese items shall apply as pertinent. 
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4 .5 Supplemental Data of Portable Instruments 
4 .5 .1 Rated Accuracy Class of 0.1. A certificate 

signed by an individual authorized by the manufac­
turer shall be provided with all portable instruments 
in the rated accuracy class of 0.1. Certificates shall 
carry the data indicated by X pertaining to the items 
enumerated in Table 3, the intent being to give addi­
tional data for obtaining optimum results. 

4 .5 .2 Rated Accuracy Class of 0.25. The infor­
mation enumerated in the tabulation in Table 3 for 
rated accuracy class 0.25 shall be legibly marked on 
the instruments or on a certificate furnished with the 
instrument. 

4 . 5 . 3 Negligible Influences. Any influence, such 
as that of ambient temperature, external field, etc, may 
be stated as negligible if less than one-quarter of the 
rated accuracy. 
4 .6 Scale Visibility. The instrument shall be so de­
signed that the entire scale can be easily read at any 
angle up to 45 degrees below the horizontal centerline 
on the vertical centerline, and 20 degrees to either side 
of the vertical centerline on the horizontal centerline. 
Under these conditions general illumination shall come 
from above and in front, and at an angle of 45 degrees 
from the same axis, and there shall be no objectionable 
shadows on the graduated scale. 
4 .7 Windows. Instruments shall be provided with 
windows free from discolorations, scratches, objec­
tionable electrostatic effect, or other detrimental de­
fects which interfere with the satisfactory use of the 
instrument. The windows shall be secured by a me­
chanical means in addition to any sealing compound 
which may be used. 
4.8 Pointers. Instruments shall have pointers suit­
ably formed to permit accurate readings at the usual 
viewing distance and permit approximate scale read­
ings up to the distance of legibility of scale markings. 
The pointer shall be sufficiently rugged for its intended 
purpose and shall not become damaged or distorted 
when subjected to any of the tests of this specification. 

In instruments used on alternating current, the 
pointer shall be of rigid construction so that there will 
be no vibration of the pointer over the rated frequency 
range which interferes with its normal operation or 
use when any value of voltage or current up to maxi­
mum is applied. 
4 .9 Means of Adjustment to Accuracy . All instru­
ments shall have a practicable shop means for adjust­
ment to accuracy. 

NOTE: In permanent-magnet instruments, remagnetizing of 
the magnet and magnetically treating to accuracy shall be con­
sidered as meeting this requirement. 
4 . 1 0 Zero Adjuster. Instruments having spring con­
trol shall have a zero adjuster accessible from the front 

of the case. It shall provide for a range of adjustment 
above and below the zero point of not less than 3 per­
cent of the scale length and preferably shall be capable 
of rotating through 360 degrees without damage to any 
part of the instrument, and without becoming inopera­
tive. The zero adjuster shall have sufficient friction to 
prevent it from shaking loose and changing adjustment 
when subjected to tests specified herein. 

4.11 Balancing. The moving element shall be bal­
anced by a means which will provide an easily acces­
sible method for rebalancing. The use of solder, or an 
adhesive such as shellac, to hold the balance weights, 
or to function as a part of the balance weight, shall not 
be acceptable. 
4 . 1 2 Terminals 

4 . 1 2 . 1 Mounting of Terminals. Terminal studs 
or binding post bodies shall be firmly anchored to the 
instruments in such a manner as to prevent turning or 
movement sufficient to cause damage to internal con­
struction. 

4 . 1 2 . 2 Hardware for Terminals. The necessary 
nuts, or screws, and washers shall be supplied where 
threaded terminals are furnished. 

4 . 1 2 . 3 Soldering Terminals. If furnished as an 
alternate to threaded terminals, soldering terminals 
shall be of such design as to allow for the external ap­
plication of a soldering iron without any hazard of 
damage to the internal construction. 

4 . 1 2 . 4 Marking of Terminals. All instruments 
which require terminal identification shall be legibly 
and permanently marked or provided with suitable 
instructions to identify the proper connections. 

On switchboard and panel instruments having 
direct-current actuated mechanisms and where the 
polarity is important, the left-hand terminal, looking 
at the rear of the instrument in the normal mounting 
position, shall be the positive terminal. There shall be 
a marking "Plus" or " + " on or near this terminal. 

On all panel or switchboard self-contained radio-
frequency instruments the left-hand terminal, looking 
at the rear of the instrument in its normal mounting 
position, shall be the low-potential terminal and shall 
be marked " G " for ground on or near this terminal. 

On portable instruments, terminals shall be 
marked to suitably identify polarity where important, 
range on multiple-range instruments, and circuit, 
where there is more than one circuit. 

4 . 1 3 Bonding . All permanent-magnet moving-coil 
instruments shall have the magnetic system and dial 
electrically connected to one terminal. Insulated cases 
having metallic bezel rings shall have this ring con­
nected to the same terminal by means of a brush con­
tact so that the mechanism may be readily withdrawn. 
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(For self-contained radio-frequency instruments this 
shall be the left-hand terminal looking at the rear of the 
instrument in the normal mounting position.) In 
radio-frequency instruments actuated by an external 
thermoelement, the magnetic system, dial and bezel 
ring as above may be electrically connected to a third 
terminal for connection in turn to the low-potential 
heater terminal of the thermoelement. 

4 . 1 4 Magnetic Panels . Instrument panels are us­
ually considered to be nonmagnetic. When magnetic 
panels are specified, suitable allowance shall be made 
in the calibration of instruments affected by such 
panels. When magnetic-panel calibration is required. 
unless otherwise specified, instruments will be cali­
brated for the steel panel thickness specified in the 
applicable detailed requirement sheet. Instruments cal­
ibrated for use on these panels will have little additional 
error when used on magnetic panels of other commonly 
used thicknesses. 

4 . 1 5 Hardware for Mounting. The necessary 
mounting bolts (screws), nuts, and lock washers shall 
be supplied with each switchboard or panel instrument. 
4 . 1 6 Shunt Leads. Where shunt leads are required 
for panel and switchboard instruments they shall be 
ordered; if lengths other than 5 feet are required the 
length shall be specified. 

4.17 Corrosion Resistance. All parts of instru­
ments shall be sufficiently corrosion-resistant so that 
no impairment of operation due to corrosion will result 
during normal service life or when the instruments are 
subjected to any of the tests described herein. 

NOTE: An adequate degree of polish on hardened steel 
pivots is considered as satisfactory protection from corrosion 
on these parts. 
4 . 1 8 Finishes. Protective coatings or finishes shall 
not melt, crack, chip, or scale during normal service 
life or when instruments are subjected to any of the 
tests described herein. 
4 . 1 9 Interior Cleanliness. The interior of instru* 
ments shall be free from metal filings, excessive grease 
or oil, foreign material, dust, or loose particles which 
might interfere with the normal operation of the in­
strument. 

5. Test Requirements 
5.1 Temperature 

5 .1 .1 Reference Temperature. Unless other­
wise specified, the reference temperature is taken to 
be + 2 5 C ( + 7 7 F ) . 

5.1.2 Operating Temperatures. Instruments 
shall be capable of indicating freely when operated 
continuously at any temperature from — 20 C (— 4 F) 
t o + 5 0 C ( + 1 2 2 F ) . 

5.1.3 Extreme Temperatures. Instruments 

AMERICAN STANDARD 

shall be capable of withstanding a temperature of 
+ 65 C ( + 149 F) for a period of 16 hours, and while 
at this temperature shall be capable of indicating 
freely. When instruments are subjected to such a tem­
perature, the change in indication throughout the scale 
from the reference temperature of + 2 5 C ( + 7 7 F ) 
shall not exceed five times the allowance for external 
temperature influence specified on the applicable de­
tailed requirement sheet. Following subjection of in­
struments to + 65 C ( + 1 4 9 F) for 16 hours they shall 
be returned to + 2 5 C ( + 7 7 F ) where they shall be 
maintained for 8 hours; and then the calibration shall 
be checked throughout the scale. The change in indica­
tion, due to the effect of heat at + 6 5 C ( + 1 4 9 F ) , 
shall not exceed an amount equivalent to the rated 
accuracy. 

5.2 Effect of Overload 
5 .2 .1 Momentary Overload, Current Circuits 

(not Applicable to Rectifier or R'F Instru­
ments). A-c and d-c instruments having current cir­
cuits shall be capable of withstanding the series of 
momentary overloads given below. 

An overload current of the value given below shall 
be applied ten times for a duration of one-half second, 
each with a one-minute interval between successive 
applications. If the instruments are provided with a 
voltage circuit, normal voltage shall be applied to the 
instruments for the whole period. After one hour the 
pointer shall be reset to zero and the calibration 
checked over the length of the scale. There shall be 
no damage incurred as a result of this test other than 
a change in indication which shall not exceed an 
amount equal to the rated accuracy at any point on 
the scale. 

Current Value, 
Times 

End-Scale Value 
Panel, switchboard, and 2-percent class 

portable instruments 10 
1-percent class portable instruments 5 
Ms-percent, %-percent class portable 

instruments 2 
% 0 -percent class portable instruments 1.2 

This overload requirement also applies to exter­
nally shunted instruments and their shunts except that 
for shunts having ranges over 100 amperes this test 
may be waived on the shunts due to the difficulty of 
handling high currents. 

In addition, the current circuits of a-c switch­
board (and portable) instruments rated from 1 to 10 
amperes shall be capable of withstanding 40 times (20 
times for portable instruments except for low power-
factor wattmeters) rated current rms applied for two 
seconds without open-circuiting. Instruments are not, 
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however, required to be in operating condition after 
this test. 

5.2.2 Sustained Overload, All Circuits. All cir­
cuits of instruments shall be capable of withstanding 
an applied load of 20 percent greater than rated capac­
ity for a period of eight hours. Where a maximum rat­
ing is given, this value shall be applied rather than 
20 percent greater than rated capacity. 

Immediately upon disconnecting the instrument 
at the conclusion of the eight-hour period, the tempo­
rary zero shift shall not exceed an amount equal to 1 
percent of scale length. 

Sixteen hours after disconnecting the instrument, 
and after resetting zero, the permanent error in indica­
tion shall not exceed an amount equal to one-half the 
rated accuracy. 

Except for the above permissible errors, no per­
manent damage shall occur as a result of this test. 

5.2.3 Short-Time Overload, Radio-Frequen­
cy, and Rectifier-Type Instruments. Radio-fre­
quency and rectifier-type instruments shall be capable 
of withstanding a load corresponding to 50 percent 
greater than end-scale value applied for a period of two 
minutes. The change in indication 20 minutes after 
disconnecting the instrument and after resetting zero 
shall not exceed 1 percent of the scale length at any 
part of the scale. No other permanent damage shall 
occur as a result of this test. 

5.3 Effect of Shock (Applicable to Panel Instru­
ments Only). Instruments shall be capable of with­
standing the following series of shocks without perma­
nent errors in indication in excess of an amount equal 
to the rated accuracy, and no screws, bearings, pivots, 
or other parts of the instruments shall become loosened 
or damaged so as to adversely affect the operation of 
the instruments. 

This test shall be conducted on a shock-testing mech­
anism complying with the American Standard Specifi­
cations for Shock-Testing Mechanism for Electrical 
Indicating Instruments, C39.3-1948 (R1955), or the 
latest revision thereof approved by the American Stan­
dards Association, Incorporated. Panel instruments 
shall be mounted in their normal vertical mounting po­
sition and subjected to ten shocks with an acceleration 
value of 50 g each in a direction perpendicular to the 
axis of the moving system at a rate of buildup and de­
cay as defined by the shock-testing device specified. The 
instruments shall then be rotated 90 degrees counter­
clockwise in the plane of mounting and subjected to ten 
shocks of the same magnitude and direction as previ­
ously. The instruments shall then be mounted in a hori­
zontal plane, face upward, and subjected to ten shocks 
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of the same magnitude as at first but in a vertical 
direction parallel to the axis of the moving system. 

5.4 Effect of Vibration (Applicable to Panel and 
Switchboard Instruments Only). Instruments shall 
be capable of withstanding the following vibration test 
without permanent errors in indication in excess of an 
amount equal to the rated accuracy, and no screws, 
bearings, pivots, or other parts of the instruments shall 
become loosened or damaged so as to adversely affect 
the operation of the instruments. The difference be­
tween ascending and descending (untapped) readings 
also shall not exceed an amount equal to twice the 
rated accuracy. 

Instruments shall be mounted in a normal operating 
position on a vibrating platform and subjected to vi­
bration of such a nature that a point on the instrument 
case will describe, in a plane inclined 45 degrees to the 
face of the instrument, a circle with a diameter, when 
vibrating at 2500 cycles per minute, of not less than 
0.018 inch or more than 0.020 inch. They shall then 
be vibrated increasing the frequency from 500 to 2500 
cycles per minute and returning to 500 cycles per min­
ute at a rate of change of frequency of 200±25 cycles 
per minute. The complete run shall take 20±2 minutes. 
Three runs shall be made with the pointer electrically 
maintained at 20, 50, and 80 percent of full-scale de­
flection from the left end of the dial. 

5.5 Effect of Humidity (Applicable to Panel and 
Switchboard Instruments Only). Instruments shall 
be capable of withstanding the humidity test given 
below. 

Instruments with covers in place and others with 
covers removed shall be mounted in their normal oper­
ating position in a humidity chamber. The chamber 
shall be maintained for six hours at a temperature of 
approximately +65 C ( + 149F) and a relative hu­
midity of approximately 95 percent with the instru­
ments energized at two-thirds full-scale deflection. At 
the end of this time the heating means shall be shut off, 
the instruments de-energized and allowed to cool for 18 
hours in this chamber and atmosphere. During this time 
the humidity rises as the temperature decreases. Pre­
cautions shall be taken to prevent dripping on the in­
struments. At the end of this time the instruments shall 
be removed from the chamber and maintained at ap­
proximately +25 C ( + 77F) for 24 hours. At the 
completion of this period the instrument shall indicate 
freely, and any permanent change in indication due to 
the effect of this test shall not exceed 3 percent of scale 
length. 

5.6 Dielectric Test. Instruments shall be capable of 
withstanding, without damage or flashover, a test volt-
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age of the rms value specified on the applicable de­
tailed requirement sheet, applied as follows. 

Alternating voltage of nominal 60-cps frequency 
and approximating a true sine wave shall be applied 
continuously for a period of 60 seconds. The measure­
ment of the test voltage shall be made by the voltmeter 
method whereby the instrument derives its voltage 
from the voltage of the high-potential circuit, either 
directly or by means of a voltmeter coil placed in the 
testing transformer or through an auxiliary ratio trans­
former. 

To avoid voltage surges the applied voltage shall 
be raised to its full value gradually, and upon comple­
tion of the 60-second test period shall then gradually 
be reduced. 

When applying a dielectric test to nonmetallic 
zero correctors, a high-potential test electrode of suit­
able shape and size to provide a normal fit shall be 
inserted into the zero corrector slot. 

Panel instruments shall be tested while mounted on 
a 0.09-inch-thick metal panel by the mounting screws 
furnished with the instrument. Switchboard instru­
ments shall be tested in a similar manner on a 0.125-
inch-thick panel. When making application to an in­
strument face, as well as to all exposed surfaces of a 
portable instrument, a test probe of 0.250-inch diam­
eter and having a 0.125-inch radius tip shall be used. 

5.7 Insulat ion Tes t . The insulation (impedance) 
shall be measured in terms of the leakage current be­
tween all the electric circuits connected together and 
the case, and between each circuit and the remaining 
circuit or circuits (where more than one exists). This 
test shall be made after the instrument shall have been 
held for 24 hours in an atmosphere having a tempera­
ture of + 3 0 C (+86 F) and a relative humidity of 85 
percent, and after the dielectric test. The measurement 
shall be made at 800 volts, 60 cycles per second or at 
120 volts, 60 cycles per second, whichever is convenient;. 

General Notes to be Applied as Referenced 

NOTE 1: Computation of Loss. For the purpose of computing the loss of alternating-current instru­
ments having current circuits at some selected value other than that for which it is rated, the actual loss at 
the rated current is multiplied by the square of the ratio of the selected current to the rated current: 
Reference 3.23. 

Example: If a current transformer with a ratio of 500:5 amperes is used with an instrument having 
a scale of 0-300 amperes, and, therefore, a 3-ampere field coil, the allowable loss at end scale is as stated 
on the detailed requirement sheet. The allowable loss of the instrument referred to a 5-ampere basis is 
as follows. 

Allowable loss in va — (allowable loss end-scale va) (-f-r 
NOTE 2 : Because of the dominance of 60 cycles per second as the common frequency standard in 

the United States, alternating-current (power-frequency) instruments are always supplied for that 
frequency unless otherwise specified. Reference 3.12.6. 

NOTE 3 : In specifying the range of multiple-range instruments, it is preferable to list the ranges in 
descending order, as 750/300/150. 

NOTE 4 : General Test Procedure. At the start of any test, to determine compliance with detailed 
requirements, the instrument shall be placed as specified, i.e., on a vertical panel for panel and switch­
board instruments, or horizontal in the case of portable instruments and level within the limits given. 
The instrument shall be adjusted to zero, as pertinent. The ambient temperature shall be recorded, 
and, in general, the instrument shall have been allowed to remain at that ambient temperature for a 
sufficient time to eliminate large temperature gradients, several hours usually being sufficient. 
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