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Abstract: The requirements in this standard are applied to 50 Hz and 60 Hz, two-pole and four-
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speeds for the turbine and the generator. The generators covered by this standard are to have 
rated outputs of 10 MVA and above. 
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Important Notices and Disclaimers Concerning IEEE Standards Documents 

IEEE documents are made available for use subject to important notices and legal disclaimers. These 
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the 
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards 
Documents.” 

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents 

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are 
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a 
consensus development process, approved by the American National Standards Institute (“ANSI”), which 
brings together volunteers representing varied viewpoints and interests to achieve the final product. 
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE. 
While IEEE administers the process and establishes rules to promote fairness in the consensus development 
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the 
soundness of any judgments contained in its standards. 

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other 
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness 
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness 
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. 
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.” 

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related 
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved 
and issued is subject to change brought about through developments in the state of the art and comments 
received from users of the standard.  

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his 
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as 
appropriate, seek the advice of a competent professional in determining the appropriateness of a given 
IEEE standard. 

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE. 

Translations  

The IEEE consensus development process involves the review of documents in English only. In the event 
that an IEEE standard is translated, only the English version published by IEEE should be considered the 
approved IEEE standard. 
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Official Statements  

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board 
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its 
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, 
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall 
make it clear that his or her views should be considered the personal views of that individual rather than the 
formal position of IEEE.  

Comments on Standards 

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of 
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and 
Standards Coordinating Committees are not able to provide an instant response to comments or questions 
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not 
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE 
standard is welcome to join the relevant IEEE working group. 

Comments on standards should be submitted to the following address: 

 Secretary, IEEE-SA Standards Board  
 445 Hoes Lane  
 Piscataway, NJ 08854 USA 
 

Laws & Regulations  

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not 
in compliance with applicable laws, and these documents may not be construed as doing so. 

Copyright  

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws. 
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, 
and the promotion of engineering practices and methods. By making these documents available for use and 
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the 
documents. 

Photocopies  

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to 
photocopy portions of any individual standard for company or organizational internal use or individual, 
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance 
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission 
to photocopy portions of any individual standard for educational classroom use can also be obtained 
through the Copyright Clearance Center. 
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Updating of IEEE Standards Documents  

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.  

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten 
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although 
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to 
determine that they have the latest edition of any IEEE standard. 

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA website at 
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more 
information about the IEEE SA or IEEE’s standards development process, visit the IEEE-SA website at 
http://standards.ieee.org. 

Errata  

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA website at the following URL: 
http://standards.ieee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata 
periodically. 

Patents 

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to 
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant 
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the 
IEEE-SA Website at http://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may 
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without 
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of 
any unfair discrimination to applicants desiring to obtain such licenses. 

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting 
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or 
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing 
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that 
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely 
their own responsibility. Further information may be obtained from the IEEE Standards Association. 
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Introduction 

This introduction is not part of IEEE Std C50.13™-2014, IEEE Standard for Cylindrical-Rotor 50 Hz and 60 Hz 
Synchronous Generators Rated 10 MVA and Above. 

This introduction provides some background on the rationale used to develop this standard. This 
information is meant to aid in the understanding and usage of this standard. 

From the early 1990s until the date of issue of this standard, three different working groups of the Electrical 
Machinery Committee (EMC) of the IEEE Power Engineering Society have carefully pursued the 
modernization of the ANSI C50 standards for large steam and combustion turbine-generators. Throughout 
the mid-1990s the first working group (IEEE PES EMC Task Force on Standards Harmonization) 
compared American National Standards Institute (ANSI) standards for several different types of electrical 
machines with corresponding International Electrotechnical Commission (IEC) standards. In the late 1990s 
members of the EMC Task Force published several summaries of their work (Bartheld [B1]; Gott [B5]; 
Kaminski [B16]; Nippes [B20]; Woods [B21]).a 

In association with that general initiative by the Electric Machinery Committee (EMC) to compare different 
standards for electric machines, the EMC commissioned a second working group in 1998 to focus on 
clarifying and modernizing the ANSI C50 series of standards for synchronous generators. That working 
group included the following ANSI C50.1X standards in their scope: 

a) ANSI C50.10-1990, American National Standard for Rotating Electrical Machinery—Synchronous 
Machines.b 

b) ANSI C50.12-1982 (Reaff 1989), American National Standard Requirements for Salient-Pole 
Synchronous Generators and Generator/Motors for Hydraulic Turbine Applications. 

c) ANSI C50.13-1989, American National Standard for Rotating Electrical Machinery—Cylindrical-
Rotor Synchronous Generators. 

d) ANSI C50.14-1977, American National Standard Requirements for Combustion Gas Turbine 
Driven Cylindrical Rotor Synchronous Generators. 

e) ANSI C50.15-1989, American National Standard for Rotating Electrical Machinery—Hydrogen-
Cooled, Combustion-Gas-Turbine-Driven, Cylindrical-Rotor Synchronous Generators—
Requirements. 

That second EMC working group periodically reported their progress (Gott [B6], [B7]; McCown [B18]). 
As was communicated in these papers, where it was possible for this group to agree to the appropriateness 
of requirements recorded in the IEC 60034 standards [B8], [B9], those requirements were incorporated into 
the revised IEEE C50.1X series of standards. 

As the most workable approach to clarify and modernize the IEEE standards for cylindrical-rotor 
synchronous generators this working group chose to consolidate the previously separate ANSI C50.10, 
ANSI C50.13, ANSI C50.14, and ANSI C50.15 standards into one consolidated IEEE Std C50.13 standard. 
This modernized IEEE Std C50.13 was written to consolidate the previously separate ANSI C50.13, ANSI 
C50.14, and ANSI C50.15 standards in their entire scope and to incorporate applicable parts of ANSI 
C50.10. Similarly, the working group chose to modify ANSI C50.12 to become a consolidated standard for 
large salient-pole generators and generator/motors for hydraulic turbine applications. All applicable parts of 
ANSI C50.10 were incorporated into the modernized IEEE Std C50.12™. Also, wherever possible, the 
modernized IEEE Std C50.12 and IEEE Std C50.13 were harmonized with each other. 

a The numbers in brackets correspond to those of the bibliography in Annex A. 
b ANSI publications are available from the Sales Department, American National Standards Institute, 25 West 43rd Street, 4th Floor, 
New York, NY 10036, USA (http://www.ansi.org/). 
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The logic to consolidate ANSI C50.13, ANSI C50.14, and ANSI C50.15 into one standard was primarily 
that ANSI C50.14 and ANSI C50.15 contained a significant amount of content that had been duplicated 
from ANSI C50.13 solely to cover different applications of the same basic configuration of generators 
covered by ANSI C50.13. Additionally, because some newer applications to which no C50 standards 
directly pertained had occurred since the creation of the separate ANSI C50.14 and ANSI C50.15, the 
working group had to choose between creating additional highly duplicated standards, or finding a way to 
consolidate them. The decision to drop the general standard, ANSI C50.10, and to incorporate appropriate 
parts of its content into IEEE Std C50.12 and IEEE Std C50.13 was made after an initial attempt to retain 
and update ANSI C50.10. During that effort it was recognized that the content directly applicable to 
IEEE Std C50.12 and IEEE Std C50.13, respectively, was not that great. It was also recognized that most 
ultimate users of the generator standards would significantly benefit from having a single standard for each 
of these two major types of machines. This approach would provide a better focus and alignment of the 
standards to purchasers and manufacturers knowledgeable in each product affected by the standard. That 
better focus and alignment would minimize the risk of conflict or ambiguity between the general and type-
specific standards, reduce the risk of missed requirements or ineffectively communicated requirements, and 
also ease future maintenance of the standards. 

A significant improvement to the 2005 issue of IEEE Std C50.13 was the addition of Annex B. The 
specification of a large generator covered by IEEE Std C50.13 is a complex task. Unfortunately, it is not as 
simple as specifying a single point power rating and also specifying IEEE Std C50.13. Annex B was 
included to assist purchasers of generators covered by IEEE Std C50.13 to provide the necessary 
requirements and data to the generator manufacturer that will ensure that a generator designed to meet the 
specified requirements will meet the long-term needs of the purchaser without over specifying and adding 
unnecessary cost. The core guidelines in Annex B are contained in Table B.1 through Table B.4. These 
tables may be used as a checklist to show which party in the process typically originates each requirement. 
These tables also provide some explanation as to the basis of many requirements that must be provided by 
the purchaser and their potential impacts on the generator design. 

In 2007, two years after the 2005 issue of the extensively modernized IEEE Std C50.13, the Electric 
Machinery Committee convened a third working group to continue refining this standard to clarify its text 
and, where appropriate, to adjust its content to accommodate recent revisions to the IEC 60034 standards. 
This working group has periodically reported their progress (Chen et al. [B2], [B3]; Mayor et al. [B17]). 
One major milestone was the successful reaffirmation of IEEE Std C50.13 in 2010. A second major 
milestone is the 2014 release of the present version of this standard. 

Members of the IEEE working group that have issued the present revision of IEEE Std C50.13 plan to 
continue to refine this standard, with progressively closer association with IEC working groups that are 
maintaining the IEC 60034 standards. Additionally, this IEEE working group plans to explore possible 
ways to harmonize requirements specified by IEEE and IEC standards for synchronous generators with 
conflicting requirements being independently specified by grid codes now being written by transmission 
system operators around the world. 
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IEEE Standard for Cylindrical-Rotor 50 Hz and 60 Hz Synchronous 

Generators Rated 10 MVA and Above 

 

 

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, security, 

health, or environmental protection, or ensure against interference with or from other devices or 

networks. Implementers of IEEE Standards documents are responsible for determining and 

complying with all appropriate safety, security, environmental, health, and interference protection 

practices and all applicable laws and regulations. 

 

This IEEE document is made available for use subject to important notices and legal 

disclaimers. These notices and disclaimers appear in all publications containing this document and 

may be found under the heading “Important Notice” or “Important Notices and Disclaimers 

Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at 

http://standards.ieee.org/IPR/disclaimers.html. 

 

 

1.  Overview 

 

1.1  Scope 

 

The requirements in this standard apply to all 50 Hz and 60 Hz, two-pole and four-pole, 

cylindrical-rotor synchronous generators driven by steam turbines and/or by combustion gas 

turbines. The drive may be direct or through a gearbox or other device that permits different speeds 

for the turbine and the generator. 
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The generators covered by this standard are to have rated outputs of 10 MVA and above. 

Cylindrical-rotor, two-pole and four-pole generators below this rating are generally covered by 

NEMA MG 1-2003 [B19].1 

 

 

1.2  Purpose 

 

The purpose of this standard is to establish a base set of accepted requirements for 50 Hz and 60 Hz 

cylindrical-rotor electrical generators above 10 MVA driven by steam turbines or combustion 

turbines that can be used in the specification of a new generator. It is also intended that the 

standard provides guidance for determining other requirements that may stem from coordination 

with the specific application including the prime mover characteristics, site conditions, and system 

interconnection. 

 

 

2.  Normative references 

 

The following referenced documents are indispensable for the application of this document. (i.e., 

they must be understood and used, so each referenced document is cited in text and its relationship 

to this document is explained). For dated references, only the edition cited applies. For undated 

references, the latest edition of the referenced document (including any amendments or corrigenda) 

applies. 

 

 

1The numbers in brackets correspond to those of the bibliography in Annex A. 
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IEEE Std 1™, IEEE Recommended Practice—General Principles for Temperature Limits in the 

Rating of Electrical Equipment and for the Evaluation of Electrical Insulation. 2, 3 

 

IEEE Std 4™, IEEE Standard Techniques for High-Voltage Testing. 

 

IEEE Std 43™, IEEE Recommended Practice for Testing Insulation Resistance of Rotating Machinery.  

 

IEEE Std 62.2™, IEEE Guide for Diagnostic Field Testing of Electric Power Apparatus—

Electrical Machinery. 

 

IEEE Std 67™, IEEE Guide for Operation and Maintenance of Turbine Generators. 

 

IEEE Std 95™, IEEE Recommended Practice for Insulation Testing of AC Electric Machinery (2300 V 

and above) with High Direct Voltage. 

 

IEEE Std 115™, IEEE Guide: for Test Procedures for Synchronous Machines, Part I—Acceptance 

and Performance Testing, Part II—Test Procedures and Parameter Determination for Dynamic 

Analysis. 

 

IEEE Std 275™, IEEE Recommended Practice for Thermal Evaluation of Insulation Systems for 

Alternating-Current Electric Machinery Employing Form-Wound Preinsulated Stator Coils for 

Machines Rated 6900 V and below. 

 

IEEE Std 421.1™, IEEE Standard Definitions for Excitation Systems for Synchronous Machines. 

 

 

2IEEE publications are available from The Institute of Electrical and Electronics Engineers, 445 Hoes Lane, P.O. Box 1331, 

Piscataway, NJ 08855-1331, USA (http://standards.ieee.org/). 

 

3The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, 

Inc. 
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IEEE Std 433™, IEEE Recommended Practice for Insulation Testing of Large AC Rotating 

Machinery with High Voltage at Very Low Frequency. 

 

IEEE Std 434™, IEEE Guide for Functional Evaluation of Insulation Systems for Large High-

Voltage Machines.AC Electric Machines Rated 2300 V and Above. 

 

IEEE Std 522™, IEEE Guide for Testing Turn-to-Turn Insulation on Form-Wound Stator Coils 

for Alternating-Current Rotating Electrical Machines. 

 

IEEE Std 1665™, IEEE Guide for the Rewind of Synchronous Generators, 50 Hz and 60 Hz, 

Rated 1 MVA and Above. 

 

IEEE Std 1776™, IEEE Recommended Practice for Thermal Evaluation of Unsealed or Sealed 

Insulation Systems for AC Electric Machinery Employing Form-Wound Pre-Insulated Stator 

Coils for Machines Rated 15 000 V and Below. 

 

IEEE Std C37.102™, IEEE Guide for AC Generator Protection. 

 

ISO 3746, Acoustics—Determination of Sound Power Levels of Noise Sources Using Sound 

Pressure— Survey Method Using an Enveloping Measurement Surface over a Reflecting Plane.4 

 

ISO 7919-2, Mechanical Vibration of Non-Reciprocating Machines—Measurements on Rotating 

Shafts and Evaluation Criteria—Part 2: Large Land-Based Steam Turbine Generator Sets. 

 

ISO 7919-3, Mechanical Vibration of Non-Reciprocating Machines——Evaluation of Machine 

Vibration by Measurements on Rotating Shafts and Evaluation Criteria—Part 4: Gas Turbine Sets3: 

Coupled Industrial Machines. 

 

4ISO publications are available from the ISO Central Secretariat, Case Postale 56, 1 rue de Varembé, CH-1211, Genève 20, 

Switzerland/Suisse (http://www.iso.ch/). ISO publications are also available in the United States from the Sales Department, 

American National Standards Institute, 25 West 43rd Street, 4th Floor, New York, NY 10036, USA (http://www.ansi.org/). 
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3.  Definitions 

 

For the purposes of this standard document, the following terms and definitions apply. The 

Authoritative of IEEE Standards Dictionary Online should be consulted for terms not defined in this 

clause. 5 

 

 

Turbine type 

 

Different types of steam turbines and combustion gas turbines that are used to drive two-pole and 

four-pole cylindrical-rotor synchronous generators are recorded in the following definitions. For 

descriptions of operational requirements imposed on these generators by these turbines, refer to 

4.1.1. 

 

 

Generator capability 

 

ambient-following machine: A generator expected to operate where turbine output capability is 

affected by ambient temperatures, usually with lower output at higher temperatures, and whose 

capability must be coordinated with turbine output capability for various ambient conditions. 

 

base capability: The output capability, specified by the manufacturer, that will keep the 

temperatures of its various windings within limits allowed for their insulation class. 

 

 

 

 

 

5IEEE Standards Dictionary Online subscription is available at:  

http://www.ieee.org/portal/innovate/products/standard/standards_dictionary.html.  
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Operational duty 

 

base load unit: A generator whose expected operational duty will be to operate at relatively 

constant loads for much of the time with some load follow, and with complete start/stop cycles 

limited to 3000 over the life of the unit. 

 

cold coolant temperature: The term “cold coolant temperature” (gas or liquid) refers to the 

primary coolant temperature as it exits the heat exchanger, or enters the generator in the case of an 

open-ventilated unit. Component temperature rises are referenced to the cold coolant temperature. 

 

combined cycle combustion and steam turbines: A combined cycle combustion and steam turbine 

arrangement utilizes the waste heat from the combustion turbine to make steam to drive a steam 

turbine. This heat is vented into the atmosphere in a simple cycle combustion turbine, and so the 

combined cycle arrangement is inherently more efficient than the simple cycle arrangement. 

 

NOTE—Described in the following definitions of multi- and single-shaft combined cycle turbines 

are two basic arrangements of combined cycle combustion and steam turbine plants. In both 

arrangements, since the combustion turbine output is dependent on the ambient temperature, all the 

generators must be capable of matching the turbine output over the designated ambient-

temperature range.5 6 

 

 

 

 

 

6 Notes in text, tables, and figures of a standard are given for information only, and do not contain requirements needed to 

implement the standard. 
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Cooling classification 

 

directly cooled windings: A directly cooled stator or rotor winding is one in which the primary 

coolant (air, hydrogen, or liquid) flows in direct contact with the conductors so that the heat 

generated within the principal portion of the winding reaches the primary coolant without flowing 

through the major ground insulation. 

 

indirectly cooled windings: An indirectly cooled stator or rotor winding is one in which the heat 

generated within the principal portion of the winding must flow through the major ground 

insulation before reaching the primary coolant (air or hydrogen). 

 

multi-shaft combined cycle turbines: In a multi-shaft arrangement, the waste heat from one or 

more separate combustion turbines is taken to a heat-recovery steam generator, where steam is 

generated and fed into a separate steam turbine. In this arrangement, there is a separate generator 

for each combustion turbine and each steam turbine. 

 

peak capability: The output capability, when specified by the manufacturer, that some generators 

may safely have to operate above the base capability, but with increased aging of the insulation  

than would occur at base capability. 

 

peaking unit: A generator whose expected operational duty will include being started up during 

peak system loads and shut down during off-peak system loads with over 3000 start/stop cycles 

and less than10 000 complete start/stop cycles over the life of the unit. 

 

 

Coolant types 

 

primary coolant: A medium, liquid or gas, that, being at a lower temperature than a part of a 

machine and in contact with it, removes heat from that part. 
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General 

 

 rated voltage, Vn: Rated voltage is line-to-line rms voltage as stated on the nameplate. 

 

secondary coolant: A medium, liquid or gas, that, being at a lower temperature than the primary 

coolant, removes heat given up by the primary coolant by means of a heat exchanger or through the 

external surface of the machine. 

 

simple cycle combustion gas turbine: A simple cycle combustion turbine burns either liquid or 

gaseous fossil fuels at very high temperatures, converting the thermal energy into rotational energy 

in the power turbine. A compressor, mounted on the same shaft as the power turbine, provides 

high-pressure inlet air to the combustion process. The output of such a combustion turbine 

depends on a number of factors, and it varies with ambient temperature. The generator has to be 

capable of matching the combustion turbine output over the designated range of ambient 

temperatures. 

 

simple cycle steam turbine: A steam turbine of this type works in a closed cycle loop with steam 

provided by a fossil-fuel-fired boiler or by a nuclear steam supply system. Steam turbines of this 

type usually carry one power rating corresponding to prescribed steam conditions. Generators for 

these turbines are generally designated for base capability. 

 

single-shaft combined cycle turbines: In a single-shaft combined cycle arrangement, the steam 

generated from the heat-recovery steam generator is fed into a steam turbine that is on the same 

shaft as the gas turbine. In this arrangement, the generator is rated for the combined output of the 

combustion turbine and the steam turbine. 
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4.  Operational requirements 
 

4.1  Service conditions and steady-state duty 
 

4.1.1  Matching the generator to the turbine power output 
 

Because of the wide range of possible cycles, especially when combustion turbines are used, it is 

important to examine the match between the generator output and the turbine output very 

carefully, to ensure that the generator is capable of accepting the maximum output that the turbines 

are capable of producing. Generators are typically rated at a single point in the output range, 

defined by the cold gasprimary coolant temperature in the machine (see 5.1). Particular care must 

be taken if the generator primary coolant is supplied from heat exchangers, as is commonly the case 

if a water source is used as a secondary coolant. 

 

 

4.1.1.1  Simple cycle steam turbines 

 

The power output of a steam turbine operating in a simple cycle configuration is relatively 

independent of the ambient conditions of temperature (humidity, etc.). The generator for this type of 

steam turbine is given a base rating that is usually dependent on the output of the steam turbine 

with the steam valves wide open and with the boiler at overpressure. It is usually sufficient to 

ensure that the generator capability (at rated power factor and maximum expected secondary 

coolant temperature) is sufficient at this operating condition. 
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4.1.1.2  Simple cycle combustion turbines 
 

Combustion gas turbines for simple cycle power plants usually carry two power ratings, base 

capability and peak capability, thatwhich correspond to different combustion temperatures. 

Generators for these turbines are generally designed for both base capability and peak capability. 

 

Power output from a combustion turbine that operates without any form of power augmentation is 

a strong function of the inlet air-mass flow rate, and thus is a strong function of the inlet air 

temperature and atmospheric pressure. If the inlet air is the ambient air at the site, then the 

combustion turbine output is strongly dependent on the ambient air temperature, falling off as the 

ambient temperature rises. The generator must match the turbine output over the designated 

ambient-temperature range. 

 

Power augmentation of a combustion turbine is achieved by modifying the inlet air conditions to 

increase the inlet air-mass flow rate by increasing the density of the inlet airflow. One way is to 

reduce the inlet air temperature with chillers or evaporative coolers. Another way to increase inlet 

airflow density is to inject steam or water into the inlet air stream. These techniques increase the 

combustion turbine power output. The percentage increase is greater in the warmer end of the 

ambient-temperature range where the output power would otherwise fall off with increasing 

ambient temperature. The increased output power may be sufficiently close to the mechanical limit 

of the turbine that the output power may vary only slightly over the ambient-temperature range. 

Because the generator still must match the turbine output over the entire ambient-temperature 

range, the generator may have to be larger in order to match the higher turbine outputs on hot days. 

 

 

4.1.1.3  Combined cycle combustion and steam turbines 
 

In combined cycle arrangements, exhaust gas from one or more combustion gas turbines is ducted 

into a heat-recovery steam generator (HRSG) to heat steam for a steam turbine. A single 

combustion turbine produces sufficient exhaust heat to power a steam turbine of approximately 

half the output power of the combustion turbine. 
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In multi-shaft combined cycle arrangements, the combustion turbine-generator sets and the steam 

turbine- generators are on separate shafts. In a multi-shaft arrangement where there is one 

combustion turbine and one steam turbine, the generator rating of the steam turbine-generator is 

approximately half that of the generator rating of the gas turbine-generator. In a multi-shaft 

arrangement where two combustion turbines operate in combination with one steam turbine, the 

rating of the steam turbine-generator can be equal to the rating of the gas turbine-generator, and the 

steam turbine-generator can be identical to the combustion turbine-generators. In multi-shaft 

arrangements with more than two combustion turbines for each steam turbine, the rating of the 

steam turbine output-generator is approximately equal to half the outputrating of onethe 

combustion turbine-generator times the number of combustion turbines involved. 

 

In single-shaft combined cycle arrangements, both a combustion turbine and a steam turbine drive 

one generator. Generator output in a single-shaft arrangement is the combined output of the 

combustion turbine and the steam turbine. This output is about 50% greater than the output of the 

combustion turbine alone. 

 

Because the outputs of the turbines vary with ambient conditions, as for simple cycle combustion 

turbines, the generators must match the turbine outputs over the designated ambient-temperature 

range. All power augmentation techniques described in 4.1.1.2 are possible. These augmentation 

techniques affect the output power from all involved turbines and thus affect capability 

requirements for the generators. 

 

In combined cycle operation, it is also possible to augment the steam turbine output by 

raising the temperature of the gas entering the HRSG. Burning fuel in the HRSG inlet gas stream 

does this. The increase in steam turbine output obtained in this manner can be quite significant, and 

must be accounted for when determining the steam turbine-generator rating in a multi-shaft 

arrangement, or the combined generator rating in a single-shaft arrangement. 
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4.1.2  Coolant temperatures 

 

Refer to Clause 3 for definitions of primary and secondary coolants. 

 

An open ventilated (OV) air-cooled generator draws cooling air from the surrounding ambient, 

usually through a system of filters. This air is circulated over the active parts of the generator to 

remove heat, and is then exhausted back into the surrounding ambient, usually through exhaust 

silencers. For OV air-cooled generators, the primary cold coolant temperature is the temperature 

of the air entering the machine. This will normally be the ambient air temperature. The range of 

this temperature shall be specified by the purchaser. It will normally be from –20 °C to +50 °C. 

 

An enclosed generator continuously recirculates the primary coolant through the active parts of 

the machine. For a hydrogen-cooled generator the primary coolant is hydrogen. For a totally 

enclosed water-to- air-cooled (TEWAC) generator, the primary coolant is the air enclosed within the 

generator. The heat is removed from the primary coolant by passing the primary coolant through a 

heat exchanger, where the heat is transferred to a secondary coolant, usually water. The secondary 

coolant may be drawn from and discharged into an ambient source such as a lake or river, or may 

itself be in a closed loop with a further heat exchanger to discharge the heat to the ambient. The 

range of the primary coolant temperature shall be determined by the manufacturer, to obtain 

optimum design of machine and coolers, based on the range of secondary coolant temperature 

(ambient air or water) specified by the purchaser. The typical range of secondary coolant 

temperature is from –20 °C to +50 °C if the coolant is air. If the secondary coolant is water, a 

temperature range of 5 °C to +35 °C is typical. 

 

 

4.1.3  Ambient air temperature 

 

The generator shall be designed to operate with surrounding ambient temperatures in the range 

from –20 °C to +50 °C. Note that capability may vary with ambient temperature (see Clause 5 and 

Clause 7). 
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4.1.4  Altitude 
 

The altitude should be specified by the purchaser. The usual range of altitudes is from 0 m to 1000 m. 

 

The power output of a combustion turbine decreases with increasing altitudes. The decrease in 

capability of an air-cooled generator is normally less than the decrease in turbine rating with 

increased altitudes. The capability of a hydrogen-cooled generator will not decrease with increasing 

altitudes if the secondary coolant temperature and the absolute hydrogen pressure are maintained 

constant regardless of altitude. 

 

 

4.1.5  Starting 
 

4.1.5.1  Number of starts 
 

The unit shall be designed for a minimum number of starts over the operating life of the 

machine., consistent with the operational duty defined in Clause 3. The minimum number of starts 

from zero speed or turning gear speed to operating speed up to rated load shall be as follows: 

 

― 3 000 starts for base load units 

 

― 10 000 starts for peaking units or other frequently cycled units 

 

 

4.1.5.2  Use of generator as a starting motor 
 

The generator can be used as the starting motor for driving a combustion turbine using a variable 

frequency static starting system. To assureensure that the generator windings do not overheat 

during starting, give consideration to the static power electronics characteristics, the drive-train 

losses, the inertia characteristics, the starting speed versus time, and restart interval requirements. 
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4.1.6  Application of load 

 

The rate of increase of generator loading should be limited only by the ability of the turbine to 

increase load. 

 

 

4.1.7  Variation from rated voltage and frequency 

 

Generators shall be thermally capable of continuous operation within the confines of their reactive 

capability curves over the ranges of ±5% in voltage and ±2% in frequency, as defined by the shaded 

area of Figure 1, but not necessarily in accordance with the standards of performance established 

for operation at rated voltage and rated frequency. The same variation in voltage and frequency 

applies to reduced gas pressure operation of hydrogen-cooled generators and also to base and peak 

capability curves for ambient- following generators. 
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NOTE—Reprinted with permission from the International Electrotechnical Commission. Copyright 

© 2005 IEC, Geneva, Switzerland. www.iec.ch. 

 

Figure 1 —Operation over ranges of voltage and frequency 
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Reasons for the limits summarized in Figure 1 are described in the following list: 

 

a) As the operating point moves away from rated values of voltage and frequency, the 

temperature rise or total temperatures of components may progressively increase. 

Continuous operation near certain parts of the boundary of the shaded area in Figure 1 at 

outputs near the limits of the generator’s reactive capability curve may cause insulation to 

age thermally at approximately two times to six times its normal rate. 

 

b) Generators will also be capable of operation within the confines of their reactive 

capability curves within the ranges of ±5% in voltage and +3%/–5% in frequency as 

defined by the outer boundary of Figure 1 with further reduction of insulation life. 

However, operation at “peak” capability on ambient-following machines is restricted to 

the shaded area of Figure 1. 

 

c) To minimize the reduction of the generator’s lifetime because of the effects of 

temperature and temperature differentials, operation outside the shaded area should be 

limited in extent, duration, and frequency of occurrence. The output should be reduced 

or other corrective measures taken as soon as practicable. 

 

d) The boundaries of Figure 1 result in the magnetic circuits of the generator to be 

overfluxed or underfluxed by no more than 5%. The sloped boundaries in Figure 1 

correspond to constant volts per hertz. 

 

e) TheUnder some of the operating conditions shown in Figure 1 the machine may be 

unstable or margins of stability may be reduced. Excitation margins may also be reduced 

under some of the operating conditions shown in Figure 1. 
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f) As the operating frequency moves away from the rated frequency, effects outside the 

generator may become important and need to be considered. As examples, the turbine 

manufacturer will specify ranges of frequency and corresponding periods during which 

the turbine can operate, and the ability of the auxiliary equipment to operate over a range 

of voltage and frequency should be considered. 

 

g)  Operation over a still wider range of voltage and frequency, if required, should be 

subject to agreement between the purchaser and the manufacturer. 

 

h) Operation at voltages below –5% may be acceptable for the generator provided that 

there is a similar reduction in the MVA operating range. In such cases, consideration 

should be given to limitations of other equipment connected electrically to the generator. 

 

 

4.1.8  Rotor surface heating 

 

4.1.8.1  Continuous phase current unbalance capability (I2) 

 

A generator shall be capable of withstanding, without injury, the effects of a continuous phase 

current unbalance corresponding to a negative-sequence current of the values in Table 1, 

provided that the maximum current does not exceed 105% of rated current in any phase. In Table 

1, negative-sequence current I2 is expressed in percent of rated stator current. Ambient-following 

machines operating above nameplate rating shall have permissible I2 levels corresponding to the 

40 °C primary coolant nameplate rating. 
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Table 1 —Continuous negative-sequence current capability 
 

Type of generator rotor cooling Permissible I2 (%) 

Indirectly cooled 10 

Directly cooled — 

to 350 MVA 8 

351 MVA to 1250 MVA 8–(MVA–350)/300 

1251 MVA to 1600 MVA 5 

Above 1600 MVA By agreement 

 
 

These values also express the negative-sequence current capability when the generator kilovolt-

ampere capability is reduced either as a result of higher-than-rated cold gas temperature, or as a 

result of operation at lower-than-rated hydrogen pressure, as a percentage of the stator current 

corresponding to the reduced capability. 

 

 

4.1.8.2  Harmonic current capability 

 

If there are significant levels of harmonics of the fundamental frequency present in the generator 

phase current, there are several areas of concern, including harmonic content in the air-gap torque, 

additional heating of the stator winding, and induced harmonic effects on the rotor surface. 

 

The presence of harmonic currents in the stator phase current results in induced currents on 

the rotor surface and in components such as wedges, retaining rings, and amortisseurs. The 

temperature rise resulting from these currents reduces the capability of the rotor to carry the 

induced negative-sequence currents that result from a fundamental frequency stator phase current 

unbalance. 

 

The extent of this impact can be determined using Equation (1) to calculate the net effect of a 

given harmonic content and negative-sequence content in the stator current caused by system load. 
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