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Abstract: Provided in this recommended practice are calculation methods for conservatively 
evaluating the feasibility for an existing installed dry-type or liquid immersed transformer, to supply 
nonsinusoidal load currents as a portion of the total load. Also provided is necessary application 
information to assist in properly specifying a new transformer expected to carry a load, a portion 
of which is composed of nonsinusoidal load currents. A number of examples illustrating these 
methods and calculations are presented. Reference annexes provide a comparison of the 
document calculations to calculations found in other industry standards. Suggested temperature 
rise calculation methods are detailed for reference purposes.

Keywords: current harmonics, harmonic loss factor, IEEE C57.110™, k-factor, nonsinusoidal load 
currents
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notices 
and disclaimers, or a reference to this page, appear in all standards and may be found under the heading 
“Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on 
request from IEEE or viewed at http://​standards​.ieee​.org/​IPR/​disclaimers​.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, 
are developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a consensus 
development process, approved by the American National Standards Institute (“ANSI”), which brings 
together volunteers representing varied viewpoints and interests to achieve the final product. IEEE Standards 
are documents developed through scientific, academic, and industry-based technical working groups. 
Volunteers in IEEE working groups are not necessarily members of the Institute and participate without 
compensation from IEEE. While IEEE administers the process and establishes rules to promote fairness in the 
consensus development process, IEEE does not independently evaluate, test, or verify the accuracy of any of 
the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure 
against interference with or from other devices or networks. Implementers and users of IEEE Standards 
documents are responsible for determining and complying with all appropriate safety, security, environmental, 
health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other document 
relating to the standard, including, but not limited to, the warranties of: merchantability; fitness for a particular 
purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In 
addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. IEEE standards 
documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to 
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and 
issued is subject to change brought about through developments in the state of the art and comments received 
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or 
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate, 
seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event that 
an IEEE standard is translated, only the English version published by IEEE should be considered the approved 
IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations 
Manual shall not be considered or inferred to be the official position of IEEE or any of its committees and shall 
not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or 
educational courses, an individual presenting information on IEEE standards shall make it clear that his or her 
views should be considered the personal views of that individual rather than the formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless 
of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and Standards 
Coordinating Committees are not able to provide an instant response to comments or questions except in 
those cases where the matter has previously been addressed. For the same reason, IEEE does not respond to 
interpretation requests. Any person who would like to participate in revisions to an IEEE standard is welcome 
to join the relevant IEEE working group.

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854  USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in 
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They 
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include 
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the 
promotion of engineering practices and methods. By making these documents available for use and adoption 
by public authorities and private users, IEEE does not waive any rights in copyright to the documents.

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 18:25:15 UTC from IEEE Xplore.  Restrictions apply. 

Full document details: IEEE C57.110-2018

http://www.avadocuments.com/doc/ieee-c57-110-2018
http://www.avadocuments.com/doc/ieee-c57-110-2018


5
Copyright © 2018 IEEE. All rights reserved.

Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy 
portions of any individual standard for company or organizational internal use or individual, non-commercial 
use only. To arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer 
Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions 
of any individual standard for educational classroom use can also be obtained through the Copyright Clearance 
Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. A current IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old 
and has not undergone a revision process, it is reasonable to conclude that its contents, although still of some 
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have 
the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit IEEE Xplore at http://​ieeexplore​.ieee​.org/​ or 
contact IEEE at the address listed previously. For more information about the IEEE-SA or IEEE’s standards 
development process, visit the IEEE-SA Website at http://​standards​.ieee​.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: http://​
standards​.ieee​.org/​findstds/​errata/​index​.html. Users are encouraged to check this URL for errata periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the 
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has 
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE-
SA Website at http://​standards​.ieee​.org/​about/​sasb/​patcom/​patents​.html. Letters of Assurance may indicate 
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation 
or under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair 
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting inquiries 
into the legal validity or scope of Patents Claims, or determining whether any licensing terms or conditions 
provided in connection with submission of a Letter of Assurance, if any, or in any licensing agreements are 
reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the 
validity of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. 
Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std C57.110-2018, IEEE Recommended Practice for Establishing Liquid Immersed 
and Dry-Type Power and Distribution Transformer Capability when Supplying Nonsinusoidal Load Currents.

One side effect of the trend toward energy efficiency is the increase in harmonic current flowing in the power 
system. The widespread use of solid state electronics in industrial and residential loads on small and medium 
power dry-type and liquid immersed transformers has resulted in a dramatic increase in the harmonic content 
of the load current of these transformers. It has become common for the harmonic factor of the current to 
exceed 0.05 per-unit, which is the limit specified for “usual service conditions” in IEEE Std C57.12.00™ 
and IEEE Std C57.12.01™. The higher harmonic content in the load current of these transformers causes 
higher eddy current loss in the windings and the structural parts linked by the transformer leakage flux and, 
consequently, higher operating temperatures. In addition, harmonic load currents reduce the efficiency of 
the transformer. Users of this document should also recognize that liquid immersed transformers may have 
different load limitations than dry-type transformers and that the harmonic loading practices should treat the 
two types of transformers differently when necessary.

This recommended practice provides guidance for the conservative loading of transformers carrying 
nonsinusoidal load currents so that overheating is avoided. The intent of this document is to provide simple 
methods of calculating these effects on either a new transformer or an existing transformer. More specifically, 
it is expected that this recommended practice would be used for the following situations:

a)	 A new transformer required to carry some nonsinusoidal load currents, but will not be entirely devoted 
to a rectifier load.

b)	 An existing transformer not originally specified for supplying nonsinusoidal load currents, but is now 
required to supply a load, a portion of which is nonsinusoidal.

Two methods are described in this recommended practice. The first method is intended to illustrate calculations 
by those with access to detailed information on loss density distribution within each of the transformer 
windings. The second method is less accurate and is intended for use by those with access to transformer 
certified test report data only. It is anticipated that the first method will emphasize the information necessary 
to specify a new transformer and show how this information is used by transformer design engineers, whereas 
the second method will be employed primarily by users. This recommended practice provides methods for 
conservatively evaluating the feasibility of applying nonsinusoidal load currents to existing transformers and 
clarifies the requirements for specifying new transformers to supply nonsinusoidal loads.

New transformers that are intended to supply loads with high harmonic content must be specified with a 
harmonic current spectrum. The designer cannot assume nor can the user expect the designer to use standard 
or typical current distribution tables. If the harmonic content of the load is unknown, then both the user and the 
transformer designer are at risk and reasonable steps should be taken to help ensure a conservative design for 
the application. Guidelines on how this information is used to develop proper transformer sizing is provided in 
this document, but appropriate calculations specific to the type of transformer design are the responsibility of 
the designer. Approximate calculation techniques that provide conservative results are provided for the typical 
user who has much less information than the transformer designer.

In the latest revision of this recommended practice, the document was updated to current IEEE styles, and 
general revisions were made. In addition, substantial additions were made to the references and three new 
annexes were added. Annex C provides information on skin effect in addition to eddy and other losses that 
were previously discussed. Annex F aids the user in understanding the impact of the highest eddy losses as 
compared to the average values, and Annex G provides sample loss data for eddy current and other stray losses 
across a range of distribution transformers.
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1.  Overview

1.1  Scope

This recommended practice applies only to two winding transformers covered by IEEE  Std  C57.12.00, 
IEEE Std C57.12.01, and NEMA ST20.1 It does not apply to rectifier transformers.2

1.2  Purpose

The purpose of this document is to establish uniform methods for determining the capability of transformers 
when supplying nonsinusoidal load currents of known characteristics.

2.  Normative references
The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments or corrigenda) applies.

IEEE Std C57.12.00™, IEEE Standard General Requirements for Liquid-Immersed Distribution, Power, and 
Regulating Transformers.3,4

IEEE Std C57.12.01™, IEEE Standard General Requirements for Dry-Type Distribution and Power 
Transformers Including Those with Solid Cast and/or Resin-Encapsulated Windings.

1Information on references can be found in Clause 2.
2Rectifier transformers are addressed by IEEE Std C57.18.10™, IEEE Standard Practices and Requirements for Semiconductor Power 
Rectifier Transformers.
3IEEE publications are available from The Institute of Electrical and Electronics Engineers, 445 Hoes Lane, Piscataway, NJ 08854, USA 
(http://​standards/​ieee​.org/​).
4The IEEE standards or products referred to in this clause are trademarks of The Institute of Electrical and Electronics Engineers, Inc.
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IEEE Std C57.12.90™, IEEE Standard Test Code for Liquid-Immersed Distribution, Power, and Regulating 
Transformers.

IEEE Std C57.12.91™, IEEE Standard Test Code for Dry-Type Distribution and Power Transformers.

IEEE Std C57.91™, IEEE Guide for Loading Mineral-Oil-Immersed Transformers.

IEEE Std C57.96™, IEEE Guide for Loading Dry-Type Distribution and Power Transformers.

IEEE Std C57.154™, IEEE Standard for the Design, Testing, and Application of Liquid-Immersed 
Distribution, Power, and Regulating Transformers Using High-Temperature Insulation Systems and Operating 
at Elevated Temperatures.

NEMA ST20, Dry-Type Transformers for General Applications.5

3. Definitions
For the purposes of this document, the following terms and definitions apply. The IEEE Standards Dictionary 
Online should be consulted for terms not defined in this clause.6

harmonic loss factor: The ratio of the total winding eddy current losses due to the harmonics, to the winding 
eddy current losses at the power frequency, when no harmonic currents exist.

4. General considerations

4.1  Transformer losses

IEEE Std C57.12.90 and IEEE Std C57.12.91 categorize transformer losses as no-load loss (excitation loss), 
load loss (impedance loss), and total loss (the sum of no-load loss and load loss). Load loss is subdivided into 
I2R loss and stray loss. Stray loss is determined by subtracting the I2R loss (calculated from the measured 
resistance) from the measured load loss (impedance loss).

Stray loss can be defined as the loss due to stray electromagnetic flux in the windings, core, core clamps, 
magnetic shields, enclosure or tank walls, and so on. Thus, the stray loss is subdivided into winding stray 
loss and stray loss in components other than the windings (POSL). The winding stray loss includes winding 
conductor strand eddy-current loss and loss due to circulating currents between strands or parallel winding 
circuits. All of this loss may be considered to constitute winding eddy-current loss (PEC). The total load loss 
can then be stated as follows in Equation (1):

P P P PLL EC OSL= + + (1)

where

PLL   is the load loss (watts)
P    is the I2R loss portion of the load loss (watts) 
PEC   is the winding eddy-current loss (watts)

POSL  is the other stray loss (watts)

5NEMA publications are available from Global Engineering Documents, 15 Inverness Way East, Englewood, CO 80112, USA (http://​
global​.ihs​.com/​).
6IEEE Standards Dictionary Online is available at: http://​dictionary​.ieee​.org.
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4.1.1  Harmonic current effect on I2R loss

If the rms value of the load current is increased due to harmonic components, the I2R loss will be increased 
accordingly.

4.1.2  Harmonic current effect on winding eddy-current loss

Winding eddy-current loss (PEC) in the frequency range under consideration (power frequency and associated 
harmonics) tends to be proportional to the square of the load current and approximately proportional to the 
square of frequency (see Crepaz [B8], Blume et al. [B6], Dwight [B11], as well as Bishop and Gilker [B5]).7 It 
is this characteristic that can cause excessive winding loss and hence abnormal winding temperature rise and 
hottest spot temperatures in transformers supplying nonsinusoidal load currents.

4.1.3  Harmonic current effect on other stray loss

It is recognized that other stray loss (POSL) in the core, clamps, and structural parts will also increase at a rate 
proportional to the square of the load current. However, these losses will not increase at a rate proportional 
to the square of the frequency, as in the winding eddy losses. Studies by manufacturers and other researchers 
have shown that the eddy-current losses in bus bars, connections, and structural parts increase by a harmonic 
exponent factor of 0.8 or less. Therefore, as a conservative estimate, an exponent of 0.8 will be used throughout 
this document.8 The effects of these losses will also vary depending on the type of transformer. For example, 
the temperature rise in these non-winding parts will generally not be very critical for dry-type transformers. 
However, these losses must be properly accounted for in liquid immersed transformers, since they contribute 
to additional heating of the insulating liquid and the hottest spots in the structural parts.

4.1.4  DC components of load current

Harmonic load currents are frequently accompanied by a dc component in the load current. A small dc 
component of load current will increase the transformer core loss slightly, but it will increase the magnetizing 
current and audible sound level more substantially. Relatively small dc components (up to the rms magnitude 
of the transformer excitation current at rated voltage) are expected to have no effect on the load carrying 
capability of a transformer determined by this recommended practice. Higher dc load current components may 
adversely affect transformer capability; possibly causing core saturation, core heating and unusual leakage 
flux patterns accompanied by unusual stray loss effects and should be avoided or otherwise accounted for.

4.1.5  Effect on top-liquid rise

For liquid immersed transformers, the top-liquid rise (θTO) will increase as the total load losses increase due 
to harmonic loading. Unlike dry-type transformers, the other stray loss (POSL) must be considered, since these 
losses also affect the top-liquid rise.

4.2  Transformer capability equivalent

The transformer capability established by following the procedures in this recommended practice is based on 
the following premises:

a) The transformer, except for the load harmonic current spectrum, is presumed to be operated in
accordance with Usual Service Conditions in IEEE Std C57.12.00 or IEEE Std C57.12.01..

7The numbers in brackets correspond to those of the bibliography in Annex A.
8See paragraph 2 of Annex B for additional information on this topic.
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b) The transformer is presumed to be capable of supplying a load current of any harmonic content
provided that the total load loss, the load loss in each winding, and the loss density in the region of the
highest eddy-current loss do not exceed the levels for full load, rated frequency, and sine wave design
conditions. It is also presumed that the limiting condition is the loss density in the region of highest
winding eddy-current loss; hence, this is the basis used for establishing capability equivalency.9

4.3  Basic data

In order to perform the calculations in this recommended practice, the characteristics of the nonsinusoidal 
load current must be defined either in terms of the magnitude of the fundamental frequency component or the 
magnitude of the total rms current. Each harmonic frequency component must also be defined from power 
system measurements. In addition, information on the magnitude of winding eddy-current loss density must 
be available.

4.4  Transformer per-unit losses

Since the greatest concern about a transformer operating under harmonic load conditions will be for 
overheating of the windings, it is convenient to consider loss density in the windings on a per-unit basis (base 
current is rated current and base loss density is the I2R loss density at rated current). Thus, Equation (1) applied 
to rated load conditions can be rewritten on a per-unit basis as follows in Equation (2):

P P PLL R EC R OSL R− − −= + +( ) ( ) ( )pu pu pu1 (2)

where

PLL−R pu( )  is the per-unit load loss under rated conditions

PEC −R pu( )  is the per-unit winding eddy-current loss under rated conditions

POSL R− ( )pu 	 is the per-unit other stray loss under rated conditions

Given the eddy-current loss under rated conditions for a transformer winding or portion of a winding, PEC R−( )
, the eddy-current loss due to any defined nonsinusoidal load current can be expressed as follows in 
Equation (3):

P P
I
I

hEC EC R
h

Rh

h h

= −
=

= 







∑

1

2

2
max

(3)

where

PEC            is the winding eddy-current loss (watts)

PEC −R pu( )  is the winding eddy-current loss under rated conditions (watts)
h 	 is the harmonic order
hmax is the highest significant harmonic number

Ih is the rms current at harmonic h (amperes)

IR               is the rms fundamental current under rated frequency and rated load conditions (amperes)

9The simple methods of calculation of transformer capability equivalent given in this document neglect the skin effect, which becomes 
more pronounced at frequencies in the upper portion of the frequency range under consideration. See Annex C for a more rigorous 
analysis that includes the skin effect and compares the results of the two calculation methods.
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The I2R loss at rated load is one per-unit (by definition). For nonsinusoidal load currents, the equation for the 
rms current in per-unit form (base current is rated current), will be as follows in Equation (4):

I Ih
h

h h

( )
max

pu pu= ( )
=

=

∑ 2

1

(4)

where

I pu( ) is the per-unit rms load current
h             is the harmonic order
hmax 	 is the highest significant harmonic number

Ih pu( ) is the per-unit rms current at harmonic h

Equation (3) can also be written in per-unit form (base current is the rated current and base loss density is the 
I2R loss density at rated current) as follows in Equation (5):

P P I hEC EC R h
h

h h

pu pu pu( ) ( ) ( )= −
=

=

∑ 2

1

2
max

(5)

where

PEC pu( ) 	 is the per-unit winding eddy-current loss

PEC R− ( )pu is the per-unit winding eddy-current loss under rated conditions
h             is the harmonic order
hmax 	 is the highest significant harmonic number

Ih pu( ) 	 is the per-unit rms current at harmonic h

4.5  Transformer losses at measured currents

Equation (2) through Equation (5) assume that the measured winding currents are taken at the rated currents 
of the transformer. Since this is seldom encountered in the field, a new term is needed to describe the winding 
eddy losses at the measured current and the power frequency PEC-O. Three assumptions in addition to the basic 
premises of the Transformer Capability Equivalent are necessary to clarify the use of this term:

a) The eddy losses are approximately proportional to the square of the frequency. This assumption will
cause any subsequent equations to be accurate for small conductors and low harmonics, providing a
conservative calculation, for a combination of larger conductors and higher harmonics.

b) The eddy losses are a function of the current in the conductors. Any equation for loss can then be
expressed in terms of the rms load current I.

c) Superposition of eddy losses will apply, which will permit the direct addition of eddy losses due to the 
various harmonics.

Equation (3) and Equation (5) may now be written more generally as in Equation (6):

P P I
I

hEC EC O
h

h

h h

= 



−

=

=

∑
1

2
2

max

(6)
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where

PEC         is the winding eddy-current loss (watts)
PEC O- is the winding eddy-current loss at the measured current and the power frequency (watts)
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I is the rms load current (amperes)

By removing the rms current, I from the summation, we now have Equation (7):

P P
I h

IEC EC O

h
h

h h

= ×−
=

=

∑ 2 2

1
2

max

(7)

where

PEC         is the winding eddy-current loss (watts)
PEC O- is the winding eddy-current loss at the measured current and the power frequency (watts)
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I is the rms load current (amperes)

The rms value of the nonsinusoidal load current is then given by Equation (8):

I Ih
h

h h

=
=

=

∑ 2

1

max

(8)

where

I is the rms load current (amperes)
h is the harmonic order
hmax is the highest significant harmonic number
Ih 	 is the rms current at harmonic h (amperes)

The rms current, I may be expressed in terms of the component frequencies as follows in Equation (9):

P P
I h

I
EC EC O

h
h

h h

h
h

h h= ×−
=

=

=

=

∑

∑

2 2

1

2

1

max

max
(9)

where

PEC         is the winding eddy-current loss (watts)
PEC O- is the winding eddy-current loss at the measured current and the power frequency (watts)
h             is the harmonic order
hmax is the highest significant harmonic number
Ih             is the rms current at harmonic h (amperes)
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4.6  Harmonic loss factor10 for winding eddy currents

It is convenient to define a single number that may be used to determine the capabilities of a transformer in 
supplying power to a load. FHL is a proportionality factor applied to the winding eddy losses, which represents 
the effective rms heating as a result of the harmonic load current. FHL is the ratio of the total winding eddy 
current losses due to the harmonics, PEC, to the winding eddy current losses at the power frequency, when no 
harmonic currents exist (PEC–O). This definition in equation form is as follows in Equation (10):

F
P
P

I h

I
HL

EC

EC O

h
h

h h

h
h

h h= =
−

=

=

=

=

∑

∑

2 2

1

2

1

max

max
(10)

where

FHL            is the harmonic loss factor for winding eddy currents 
PEC         is the winding eddy-current loss (watts)
PEC O- is the winding eddy-current loss at the measured current and the power frequency (watts)
h             is the harmonic order
hmax is the highest significant harmonic number
Ih              is the rms current at harmonic h (amperes)

Equation (10) permits FHL to be calculated in terms of the actual rms values of the harmonic currents. 
Harmonic analyzers permit calculations to be made in terms of the harmonics normalized to the total rms 
current or to the first or fundamental harmonic. Equation (10) may be adapted to these situations by dividing 
the numerator and denominator by either I, the rms load current, or by I1, the rms fundamental load current. 
These terms may now be applied to Equation (10) term by term, resulting in Equation (11) and Equation (12):
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(11)

where

FHL 	is the harmonic loss factor for winding eddy currents
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I is the rms load current (amperes)
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(12)

10The harmonic loss factor is similar but not identical to the K-factor referenced in other standards. For a comparison of the harmonic loss 
factor with the K-factor definition referenced in UL standards, see Annex D.
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where

FHL 	is the harmonic loss factor for winding eddy currents
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I1 	 is the rms fundamental load current (amperes)

Note that the quantity Ih / I1 may be directly read on a meter, bypassing the computation procedure.

In either case, FHL remains the same value, since it is a function of the harmonic current spectrum and is 
independent of the relative magnitude. Two examples may be used to clarify these definitions. In both 
examples, a nonsinusoidal load current of 1804 A rms will be used as the rated current. The load may be 
described by the harmonic distribution in Table 1, normalized to the rms load current of 1804 A.

Table 1—Example of a harmonic distribution normalized to the rms load current

h Ih

I
I
h

1 1764 0.97783
5 309 0.17129
7 195 0.10809
11 79.4 0.04401
13 50.5 0.02799
17 27.1 0.01502
19 17.7 0.00981

The calculation is tabulated in Table 2.

Table 2—Tabulated calculation of Table 1 harmonic distribution

h
I
I
h I

I
h








2

h2 I
I

hh








2
2

1 0.97783 0.95615 1 0.95615
5 0.17129 0.029339 25 0.73347
7 0.10809 0.011684 49 0.57252
11 0.04401 0.0019372 121 0.23440
13 0.02799 0.00078363 169 0.13243
17 0.01502 0.00022567 289 0.065217
19 0.00981 0.000096266 361 0.034752
Σ 1.000 2.729

The summation of the third column (Ih / I)2 is equal to 1.00 and represents the rated rms load on a per-unit basis. 
The harmonic loss factor for this harmonic distribution, using Equation (11) is as follows:
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where

FHL 	is the harmonic loss factor for winding eddy currents
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I is the rms load current (amperes)

This same loading example may also be described in terms of the harmonic currents normalized to the 
harmonic current of the rms fundamental frequency, as shown in Table 3.

Table 3—Example of a harmonic distribution normalized to the rms fundamental load 
current

h Ih
I
I
h

1

1 1764 1.0000
5 309 0.17517
7 195 0.11054
11 79.4 0.045011
13 50.5 0.028628
17 27.1 0.015363
19 17.7 0.010034

Note that the values of the harmonic current Ih are the same in both examples, but the normalized values 
are different since these values are normalized to the harmonic current of the fundamental frequency. The 
calculation is tabulated in Table 4.

Table 4—Tabulated calculation of Table 3 harmonic distribution

h
I
I
h

1

I
I
h

1

2







 h2 I

I
hh

1

2
2











1 1.0000 1.0000 1 1.0000
5 0.17517 0.030685 25 0.76711
7 0.11054 0.012219 49 0.59874
11 0.04501 0.0020260 121 0.24514
13 0.028628 0.00081956 169 0.13851
17 0.015363 0.00023602 289 0.068210
19 0.010034 0.00010068 361 0.036346
Σ 1.046 2.854
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The summation of the third column (Ih / I1)2 is equal to 1.05 and represents the rated rms fundamental load on a 
per-unit basis. The harmonic loss factor for this harmonic distribution using Equation (12) is as follows:
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where

FHL 	is the harmonic loss factor for winding eddy currents
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I1 	 is the rms fundamental load current (amperes)

Whether the individual harmonic currents are normalized to the rms load current I or to the rms fundamental 
load current I1, the value of harmonic loss factor is the same:

FHL = = =
2 729
1 000

2 854
1 046

2 73
.
.

.

.
.

4.7  Harmonic loss factor for other stray losses

The heating due to other stray losses is generally not a consideration for dry-type transformers, since the 
heat generated is dissipated by the cooling air. However, these losses can have a substantial effect on liquid 
immersed transformers, by causing additional heating of the cooling liquid. A relationship similar to the 
harmonic loss factor for winding eddy losses exists for these other stray losses in a transformer, and may be 
developed in a similar manner. However, the losses due to bus bar connections, structural parts, tank, and so 
on, are proportional to the square of the load current and the harmonic frequency to the 0.8 power, as stated in 
4.1.3. This may be expressed in a form similar to Equation (3), as shown in Equation (13):

P P
I
I

hOSL OSL R
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Rh

h h

= −
=
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1

2

0 8
max

. (13)

where

POSL is the other stray loss (watts)
POSL R- is the other stray loss under rated conditions (watts)
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
IR             is the rms fundamental current under rated frequency and rated load conditions (amperes)

The equations corresponding to the harmonic loss factor, normalized to the rms current and normalized to the 
rms fundamental current, respectively, are as follows in Equation (14) and Equation (15):
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where

FHL STR- 	 is the harmonic loss factor for other stray losses
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I is the rms load current (amperes)
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(15)

where

FHL STR- 	 is the harmonic loss factor for other stray losses
h is the harmonic order
hmax is the highest significant harmonic number
Ih is the rms current at harmonic h (amperes)
I1             is the rms fundamental load current (amperes)

Using the harmonic distribution from the last example of 4.6, the calculation is tabulated for the normalized 
fundamental current base, as shown in Table 5.

Table 5—Tabulated calculation of the harmonic loss factor for other stray losses

h
I
I
h

1

I
I
h

1

2







 h0 8. I

I
hh

1

2
0 8











.

1 1.0000 1.0000 1.0000 1.0000
5 0.17517 0.030685 3.6239 0.11120
7 0.11054 0.012219 4.7433 0.057959
11 0.045010 0.0020259 6.8095 0.013795
13 0.028628 0.00081956 7.7831 0.0063788
17 0.015363 0.00023602 9.6463 0.0022767
19 0.010034 0.00010068 10.544 0.0010616
Σ 1.046 1.193
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