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Abstract: This voluntary consensus standard sets forth the requirements for power transformer 
application. This standard is intended to be used as a basis for performance, interchangeability, 
and safety of the equipment covered, and to assist in the proper selection of such equipment.
This document is a product standard that covers certain electrical, dimensional, and mechanical 
characteristics of 50 Hz and 60 Hz, liquid-immersed power transformers and autotransformers. 
Such power transformers may be remotely or integrally associated with either primary switchgear 
or substations, or both, for step-down or step-up purposes and base rated as follows: 833 kVA and 
above single-phase, 750 kVA and above three-phase.This standard applies to all liquid-immersed 
power transformers and autotransformers that do not belong to the following types of apparatus: 
instrument transformers, step voltage and induction voltage regulators, arc-furnace transformers, 
rectifier transformers, specialty transformers, grounding transformers, mobile transformers, and 
mine transformers.

Keywords: dimensional characteristics, electrical characteristics, IEEE C57.12.10, jacking, lifting, 
mechanical characteristics, on-load tap changer, power transformer, single-phase, three-phase
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These notices 
and disclaimers, or a reference to this page, appear in all standards and may be found under the heading 
“Important Notices and Disclaimers Concerning IEEE Standards Documents.” They can also be obtained on 
request from IEEE or viewed at http://​standards​.ieee​.org/​IPR/​disclaimers​.html.

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards 
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, 
are developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards 
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a consensus 
development process, approved by the American National Standards Institute (“ANSI”), which brings 
together volunteers representing varied viewpoints and interests to achieve the final product. IEEE Standards 
are documents developed through scientific, academic, and industry-based technical working groups. 
Volunteers in IEEE working groups are not necessarily members of the Institute and participate without 
compensation from IEEE. While IEEE administers the process and establishes rules to promote fairness in the 
consensus development process, IEEE does not independently evaluate, test, or verify the accuracy of any of 
the information or the soundness of any judgments contained in its standards.

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure 
against interference with or from other devices or networks. Implementers and users of IEEE Standards 
documents are responsible for determining and complying with all appropriate safety, security, environmental, 
health, and interference protection practices and all applicable laws and regulations.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and 
expressly disclaims all warranties (express, implied and statutory) not included in this or any other document 
relating to the standard, including, but not limited to, the warranties of: merchantability; fitness for a particular 
purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness of material. In 
addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort. IEEE standards 
documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there 
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to 
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and 
issued is subject to change brought about through developments in the state of the art and comments received 
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other 
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any 
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or 
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate, 
seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, 
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; 
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR 
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE 
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND 
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.
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Translations

The IEEE consensus development process involves the review of documents in English only. In the event that 
an IEEE standard is translated, only the English version published by IEEE should be considered the approved 
IEEE standard.

Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board Operations 
Manual shall not be considered or inferred to be the official position of IEEE or any of its committees and shall 
not be considered to be, or be relied upon as, a formal position of IEEE. At lectures, symposia, seminars, or 
educational courses, an individual presenting information on IEEE standards shall make it clear that his or her 
views should be considered the personal views of that individual rather than the formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless 
of membership affiliation with IEEE. However, IEEE does not provide consulting information or advice 
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a 
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a 
consensus of concerned interests, it is important that any responses to comments and questions also receive 
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and Standards 
Coordinating Committees are not able to provide an instant response to comments or questions except in 
those cases where the matter has previously been addressed. For the same reason, IEEE does not respond to 
interpretation requests. Any person who would like to participate in revisions to an IEEE standard is welcome 
to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854  USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with 
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory 
requirements. Implementers of the standard are responsible for observing or referring to the applicable 
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in 
compliance with applicable laws, and these documents may not be construed as doing so

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They 
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include 
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the 
promotion of engineering practices and methods. By making these documents available for use and adoption 
by public authorities and private users, IEEE does not waive any rights in copyright to the documents.
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Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to photocopy 
portions of any individual standard for company or organizational internal use or individual, non-commercial 
use only. To arrange for payment of licensing fees, please contact Copyright Clearance Center, Customer 
Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions 
of any individual standard for educational classroom use can also be obtained through the Copyright Clearance 
Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time 
by the issuance of new editions or may be amended from time to time through the issuance of amendments, 
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the 
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old 
and has not undergone a revision process, it is reasonable to conclude that its contents, although still of some 
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have 
the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended 
through the issuance of amendments, corrigenda, or errata, visit the IEEE Xplore at http://​ieeexplore​.ieee​.org/​ 
or contact IEEE at the address listed previously. For more information about the IEEE-SA or IEEE’s standards 
development process, visit the IEEE-SA Website at http://​standards​.ieee​.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL: http://​
standards​.ieee​.org/​findstds/​errata/​index​.html. Users are encouraged to check this URL for errata periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter 
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the 
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has 
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE-
SA Website at http://​standards​.ieee​.org/​about/​sasb/​patcom/​patents​.html. Letters of Assurance may indicate 
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation 
or under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair 
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not 
responsible for identifying Essential Patent Claims for which a license may be required, for conducting inquiries 
into the legal validity or scope of Patents Claims, or determining whether any licensing terms or conditions 
provided in connection with submission of a Letter of Assurance, if any, or in any licensing agreements are 
reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the 
validity of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility. 
Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std C57.12.10™-2017, IEEE Standard Requirements for Liquid-Immersed Power 
Transformers.

This document is a voluntary consensus standard. Its use may become mandatory only when required by a 
duly constituted legal authority or when specified in a contractual relationship. To meet specialized needs 
and to allow for innovation, specific changes are permissible when mutually determined by the user and the 
manufacturer, provided that such changes do not violate existing laws and are considered technically adequate 
for the function intended.

When this standard is used on a mandatory basis, the words shall and must indicate requirements which are 
mandatory; the words should and may refer to matters which are recommended or permissive, but are not 
considered mandatory.

This standard is a revision of IEEE Std C57.12.10™-2010, IEEE Standard Requirements for Liquid-Immersed 
Power Transformers. It has been prepared by the C57.12.10 Requirements for Liquid-Immersed Power 
Transformers Working Group of the Power Transformers Subcommittee of the Transformers Committee of 
the IEEE Power and Energy Society. The Purpose of this standard is to cover the dimensional, electrical, and 
mechanical characteristics for liquid-immersed power transformers and autotransformers.

The majority of the changes to this document are editorial in nature to improve clarity, to correct errors in 
previous revisions, and to update some of the references to other standards. The following is a summary of the 
more significant changes that were incorporated into this revision of the standard:

a)	 The acronym to be used for load tap changer has been changed from LTC to OLTC and added to the 
list of definitions to conform to other recently published IEEE Standards.

b)	 The following standards were added to the list of normative references:

1)	 EN10226–1

2)	 IEC 60225-26

3)	 IEEE C37.90.2™

4)	 IEEE C37.90.3™

5)	 IEEE C57.143™

6)	 IEEE C57.148™

7)	 ISO 6708

c)	 Standard IEEE Std C57.12.70™ was removed from the list of normative references.

d)	 The publication date was removed from standard IEC 60038 in the normative reference list.

e)	 The terminology used to describe the transformer’s load rating was changed to rated power because 
the term kilovoltampere (kVA) is actually a unit of measure.

f)	 Typical transformer kVA ratings listed in Table 2 were expanded to include 2nd stage cooling for 
single-phase and rated base kVA rated power to 33 333 kVA single-phase; 100 000 kVA three-phase.

g)	 The top-insulating liquid temperature-range limits clause was deleted.

h)	 Table 4 list of standard and optional accessories and construction features was revised and Table 5 
listing standard and optional accessories for insulating liquid preservation systems was added.

i)	 The accessory requirements were revised, where applicable, to provide a standard when a metric 
installation is desired.
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j)	 Further clarification of the requirements for the lifting, moving, and jacking facilities are provided on 
transformers.

k)	 Additional details are provided on the application of gas accumulation and Buchholtz relays.

l)	 A requirement was added that provisions for future bushing current transformers are to be provided 
when transformers are not equipped with bushing current transformers.

m)	 Informative section on transformer paralleling methods and control was removed from Annex A.

n)	 The following reference sources were added to the bibliography (Annex B):

1)	 IEEE  Std C57.12.70™

2)	 IEEE Std C57.153™

3)	 On-Load Tap Changers for Power Transformers by A. Krämer

4)	 Platts and Hansen, TechCon North America 2017 in Houston, Texas, February 14 – 16, 2017

o)	 Throughout this standard the term “liquid-filled” is replaced with “liquid-immersed,” and “oil” and 
“fluid” are replaced with “insulating liquid.”

p)	 Combination drain and lower filter valve were changed to require a globe valve.

The technical revisions to the individual clauses were prepared by various Task Forces from within this 
Working Group and were presented to this Working Group for comments according to applicable rules and 
procedures of the Transformer Committee Policies and Procedures Manual.
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1.  Overview

1.1  Scope

This voluntary consensus standard sets forth the requirements for power transformer application. This standard 
is intended to be used as a basis for performance, interchangeability, and safety of the equipment covered, and 
to assist in the proper selection of such equipment.

This document is a product standard that covers certain electrical, dimensional, and mechanical characteristics 
of 50 Hz and 60 Hz, liquid-immersed power transformers and autotransformers. Such power transformers may 
be remotely or integrally associated with either primary switchgear or substations, or both, for step-down or 
step-up purposes and base rated as follows: 833 kVA and above single-phase, 750 kVA and above three-phase.

This standard applies to all liquid-immersed power transformers and autotransformers that do not belong to 
the following types of apparatus:

a)	 Instrument transformers

b)	 Step voltage and induction voltage regulators

c)	 Arc-furnace transformers

d)	 Rectifier transformers

e)	 Specialty transformers

f)	 Grounding transformers

g)	 Mobile transformers

h)	 Mine transformers

1.2  Purpose

When this standard is used on a mandatory basis, the word shall indicates mandatory requirements, and the 
words should and may refer to matters that are recommended and permitted, respectively, but not mandatory.

NOTE—The introduction of this standard describes the circumstances under which the document may be used on a 
mandatory basis.1

1Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to implement the 
standard.
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2.  Normative references
The following referenced documents are indispensable for the application of this document (i.e., they must 
be understood and used, so each referenced document is cited in text and its relationship to this document is 
explained). For dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments or corrigenda) applies.

ANSI C84.1, American National Standard for Electric Power Systems and Equipment—Voltage Ratings  
(60 Hz).2

ASME B1.1, Unified Inch Screw Threads (UN and UNR Thread Form).3

ASME B1.20.1, Pipe Threads, General Purpose, Inch.

EN10226-1, Pipe threads where pressure tight joints are made on the threads—Part 1: Taper external threads 
and parallel internal threads - Dimensions, tolerances and designation.4

IEC 60038, IEC standard voltages, edition 7.0.5

IEC 60255-26, Measuring relays and protection equipment—Part 26: Electromagnetic compatibility 
requirements.

IEEE Std C37.90.1™, IEEE Standard for Surge Withstand Capability (SWC) Tests for Relays and Relay 
Systems Associated with Electric Power Apparatus.6,7

IEEE Std C37.90.2™, IEEE Standard for Withstand Capability of Relay Systems to Radiated Electromagnetic 
Interference From Transceivers.

IEEE Std C37.90.3™, IEEE Standard Electrostatic Discharge Tests for Protective Relays.

IEEE Std C57.12.00™, IEEE Standard General Requirements for Liquid-Immersed Distribution, Power, and 
Regulating Transformers.

IEEE Std C57.12.80™, IEEE Standard Terminology for Power and Distribution Transformers.

IEEE Std C57.13™, IEEE Standard Requirements for Instrument Transformers.

IEEE Std C57.19.00™, IEEE Standard General Requirements and Test Procedure for Power Apparatus 
Bushings.

IEEE Std C57.19.01™, IEEE Standard Performance Characteristics and Dimensions for Outdoor Apparatus 
Bushings.

IEEE Std C57.91™, IEEE Guide for Loading Mineral-Oil-Immersed Transformers and Step-Voltage 
Regulators.

IEEE Std C57.131™, IEEE Standard Requirements for Tap Changers.

2ANSI publications are available from the American National Standards Institute (http://​www​.ansi​.org/​).
3ASME publications are available from the American Society of Mechanical Engineers (http://​www​.asme​.org/​).
4EN publications are available from the European Committee for Standardization (CEN) (http://​www​.cen​.eu/​).
5IEC publications are available from the International Electrotechnical Commission (http://​www​.iec​.ch) and the American National 
Standards Institute (http://​www​.ansi​.org/​).
6The IEEE standards or products referred to in Clause 2 are trademarks owned by The Institute of Electrical and Electronics Engineers, 
Incorporated.
7IEEE publications are available from The Institute of Electrical and Electronics Engineers (http://​standards​.ieee​.org/​).
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IEEE Std C57.131™, IEEE Standard Requirements for Tap Changers.

IEEE Std C57.143™, IEEE Guide for Application for Monitoring Equipment to Liquid-Immersed 
Transformers and Components.

IEEE Std C57.148™, IEEE Standard for Control Cabinets for Power Transformers.

ISO 6708, Pipework components—Definition and selection of DN (nominal size).8

3.  Definitions
Standard transformer terminology available in IEEE Std C57.12.80™ shall apply. In addition, the following 
terms and definitions shall apply.9 The IEEE Standards Dictionary Online should be consulted for terms not 
defined in this clause.10 

product standard: An industry product manufacturing or performance specification.

on-load tap changer (OLTC): A selector switch device, which may include current interrupting contactors, 
used to change transformer taps with the transformer energized and carrying full load.

4.  Rating data

4.1  Usual service conditions

Service conditions shall be in accordance with IEEE Std C57.12.00™.

4.2  Rated apparent power

4.2.1  General

Rated apparent power is defined in units of volt-amperes. The rated apparent power is referred to continuous 
loading based on not exceeding 65 °C average winding temperature rise by resistance and 80 °C hottest spot 
temperature rise. The temperature rise of the insulating liquid shall not exceed 65 °C when measured near the 
top of the tank. These kilovoltampere (kVA) ratings are based on the usual ambient temperature and altitude 
service conditions specified in IEEE Std C57.12.00.

4.2.2  Kilovoltampere rating base

The kVA rating of the transformer shall be based on its capacity at rated base kVA cooling stage. When fans 
and/or pumps are added to the transformer (forced cooling), its rating shall be increased by the percentage 
indicated in Table 1.

8ISO publications are available from the International Organization for Standardization (http://​www​.iso​.org/​) and the American National 
Standards Institute (http://​www​.ansi​.org/​).
9Information on references can be found in Clause 2.
10IEEE Standards Dictionary Online is available at: http://​dictionary​.ieee​.org.
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Table 1—Transformer kVA rating
Rated base kVA < 2500 kVA 

three-phase 
Rated base kVA < 833 

kVA single-phase

2500 ≤ Rated base kVA ≤ 10 000 kVA 
three-phase  

833 ≤ Rated base kVA ≤ 
3333 kVA single-phase

Rated base kVA > 10 000 kVA 
three-phase 

Rated base kVA > 3333 
kVA single-phase

Rated 
base 
kVA

Forced cooling Rated 
base kVA

Forced cooling Rated 
base 
kVA

Forced cooling
1st stage 2nd stage 1st stage 2nd stage 1st stage 2nd stage

100% 115% N/A 100% 125% N/A 100% 133% 167%

For a transformer without a self-cooled rating, the applicable multiplying factor given in Table  16 of 
IEEE Std C57.12.00–2015 shall be applied to the maximum nameplate kVA rating to obtain the equivalent 
base kVA rating.

Typical transformer ratings are given in Table 2. Actual ratings shall be mutually agreed between the user and 
manufacturer.

In transformers with a concentric winding arrangement and more than two windings, two or more separate 
windings may be situated one above the other. In this case, the average winding temperature rise limit shall 
apply to the average of the individual readings for the stacked windings if they are of equal size and kVA rating 
and similar design. If they are not, the evaluation should be subject to agreement between the user and the 
manufacturer. For all rated loading conditions that are evaluated, a hot spot temperature rise limit of 80 °C 
shall apply to all windings.

Table 2—Typical transformer kVA rating
Single-phase transformers Three-phase transformers

Rated 
base 
kVA

Forced cooling Rated 
base kVA

Forced cooling

1st stage 2nd stage 1st stage 2nd stage

— — —  750 862 —
— — —   1000 1150 —
— — —   1500 1725 —
— — —   2000 2300 —

833 1041 —   2500 3125 —
1250 1562 —   3750 4688 —
1667 2084 — 5000 6250 —
2500 3125 — 7500 9375 —
3333 4167 —   10 000 12 500 —
— — —   12 000 16 000 20 000

5000 6667 8333 15 000 20 000 25 000
6667 8889 11 111 20 000 26 667 33 333
8333 11 111 13 889 25 000 33 333 41 667

10 000 13 333 16 700 30 000 40 000 50 000
12 500 16 667 20 833 37 500 50 000 62 500
16 667 22 222 27 778 50 000 66 667 83 333
20 000 26 667 33 333 60 000 80 000 100 000

Table continues
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Single-phase transformers Three-phase transformers
Rated 
base 
kVA

Forced cooling Rated 
base kVA

Forced cooling

1st stage 2nd stage 1st stage 2nd stage

25 000 33 333 41 667 75 000 100 000 125 000
33 333 44 444 55 566 100 000 133 333 166 667

NOTE—For transformers with rated base kVA > 10 000 kVA three-phase and > 
3333 kVA single-phase, the first stage cooling is 1 1/3 times the base rating and 
second stage cooling is 1 2/3 times the base rating.

An autotransformer with a tertiary winding for external loading has no standard basis for kVA rating. All 
simultaneous loading conditions including kVA rating and power factor shall be specified by the user.

NOTE—An equivalent two-winding kVA rating of an autotransformer is the rated apparent power of the auto-connected 
winding multiplied by the auto-factor. Auto-factor is also known as “reduction factor” or “co-ratio.”

Co-ratio  = −( )HV LV HV/

As an example, a 138/69 kV, 100 MVA autotransformer has a co-ratio of 138 69 138 0 5− =( ) / .   and an 
equivalent two-winding rating equal to 100 0 5 50     MVA× =. .

4.3  Voltage ratings

Standard nominal system voltages and maximum system voltages shall conform to Table 3 and Table 4 of 
IEEE Std C57.12.00–2015.

4.4  Insulation levels

Basic impulse insulation levels (BILs) for transformers shall conform to the BIL levels in Table 3 and Table 4 
of IEEE Std C57.12.00–2015.

4.5  Taps

4.5.1  High-voltage winding taps for de-energized operation

Unless otherwise specified, a de-energized tap changer (DETC) with the following four high-voltage full 
apparent power rated taps shall be provided: 2.5% and 5.0% above rated voltage, and 2.5% and 5.0% below 
rated voltage.

The voltages and currents for each tap shall be listed on the nameplate in accordance with 5.4.

NOTE—When a load tap changer (OLTC) is furnished per 4.5.2, the high-voltage DETC may not be required.

4.5.2  Taps for OLTC transformers

When an OLTC transformer is specified, the OLTC equipment shall be furnished in the low-voltage winding 
to provide approximately ±10% automatic regulation of the low-voltage winding voltage in approximately 
0.625% steps, with 16 steps above and 16 steps below rated low-voltage, unless otherwise specified. The 
transformer shall be capable of delivering rated kVA at the rated low-voltage position and on all positions 

Table 2—Typical transformer kVA rating (continued)
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above rated low-voltage. The transformer shall be capable of delivering low-voltage current corresponding 
to rated low-voltage at all positions below rated low-voltage, with reduced kVA output. When agreed to by 
the user, the OLTC may be located in an alternate winding to regulate the high- or low-voltage winding. This 
application may make the transformer operate in a variable flux voltage condition when the tap positions are 
changed. Annex A indicates the effect in the transformer operation during this condition and other variations.

When specified by the user, the transformer shall be designed to deliver rated kVA output on all tap positions.

4.6  Impedance voltage

4.6.1  Percent impedance voltage

The percent impedance voltage at the self-cooled rating as measured on the rated voltage connection shall 
be as listed in Table 3 if the user does not specify another value. For cases not covered in Table 3, the percent 
impedance voltage value shall be agreed between user and manufacturer. The user should perform a system 
study to determine the proper value of impedance.

For autotransformers, unless otherwise specified by the user, the percent impedance voltage shall be the lesser 
of the value obtained from Table 3 or the value calculated according to the following equation:

Autotransformer impedance voltage = Value from Table 3  ×( )   co-ratio  × 1.5( )

Where the co-ratio is as defined in 4.2.2.

This impedance voltage is the autotransformer impedance and not the equivalent autotransformer impedance.

Table 3—Percent impedance voltage at self-cooled (rated base kVA) rating
High-voltage BIL  

(kV) Without OLTC With OLTC

 ≤ 110 5.5 —
150 6.5 7.0
200 7.0 7.5
250 7.5 8.0
350 8.0 8.5
450 8.5 9.0
550 9.0 9.5
650 9.5 10.0
750 10.0 10.5

NOTE—Impedance above 750 kV BIL to be agreed between user and 
manufacturer.

4.6.2  Tolerance on impedance voltage

The tolerance shall be as specified in IEEE Std C57.12.00.

4.6.3  Percent departure of impedance voltage on taps for de-energized operation

The percent variation of tested impedance voltage on any tap from the tested impedance voltage at rated 
voltage shall not be greater than the value of the total tap voltage range when expressed as a percentage of the 
rated voltage.
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