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Abstract: Methods for performing tests specified in IEEE Std C57.12.00™-2006 and other
standards applicable to liquid-immersed distribution, power, and regulating transformers are
described. Instrument transformers, step-voltage and induction voltage regulators, arc furnace
transformers, rectifier transformers, specialty transformers, grounding transformers, and mine
transformers are excluded. This standard covers resistance measurements, polarity and phase-
relation tests, ratio tests, no-load-loss and excitation current measurements, impedance and load
loss measurements, dielectric tests, temperature tests, short-circuit tests, audible sound level
measurements, calculated data, and certified test data.
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IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating Committees of
the IEEE Standards Association (IEEE-SA) Standards Board. The IEEE develops its standards through a consensus
development process, approved by the American National Standards Institute, which brings together volunteers
representing varied viewpoints and interests to achieve the final product. Volunteers are not necessarily members of the
Institute and serve without compensation. While the IEEE administers the process and establishes rules to promote
fairness in the consensus development process, the IEEE does not independently evaluate, test, or verify the accuracy
of any of the information contained in its standards.

Use of an IEEE Standard is wholly voluntary. The IEEE disclaims liability for any personal injury, property or other
damage, of any nature whatsoever, whether special, indirect, consequential, or compensatory, directly or indirectly
resulting from the publication, use of, or reliance upon this, or any other IEEE Standard document.

The IEEE does not warrant or represent the accuracy or content of the material contained herein, and expressly
disclaims any express or implied warranty, including any implied warranty of merchantability or fitness for a specific
purpose, or that the use of the material contained herein is free from patent infringement. IEEE Standards documents
are supplied “AS IS.”

The existence of an IEEE Standard does not imply that there are no other ways to produce, test, measure, purchase,
market, or provide other goods and services related to the scope of the IEEE Standard. Furthermore, the viewpoint
expressed at the time a standard is approved and issued is subject to change brought about through developments in the
state of the art and comments received from users of the standard. Every IEEE Standard is subjected to review at least
every five years for revision or reaffirmation. When a document is more than five years old and has not been
reaffirmed, it is reasonable to conclude that its contents, although still of some value, do not wholly reflect the present
state of the art. Users are cautioned to check to determine that they have the latest edition of any IEEE Standard.

In publishing and making this document available, the IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity. Nor is the IEEE undertaking to perform any duty owed by any other
person or entity to another. Any person utilizing this, and any other IEEE Standards document, should rely upon the
advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

Interpretations: Occasionally questions may arise regarding the meaning of portions of standards as they relate to
specific applications. When the need for interpretations is brought to the attention of IEEE, the Institute will initiate
action to prepare appropriate responses. Since IEEE Standards represent a consensus of concerned interests, it is
important to ensure that any interpretation has also received the concurrence of a balance of interests. For this reason,
IEEE and the members of its societies and Standards Coordinating Committees are not able to provide an instant
response to interpretation requests except in those cases where the matter has previously received formal consideration.
At lectures, symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the formal
position, explanation, or interpretation of the IEEE.

Comments for revision of IEEE Standards are welcome from any interested party, regardless of membership affiliation
with IEEE. Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Comments on standards and requests for interpretations should be addressed to:

Secretary, IEEE-SA Standards Board
445 Hoes Lane

Piscataway, NJ 08854

USA

NOTE—Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or validity of
any patent rights in connection therewith. The IEEE shall not be responsible for identifying patents for which a license
may be required by an IEEE standard or for conducting inquiries into the legal validity or scope of those patents that
are brought to its attention.

Authorization to photocopy portions of any individual standard for internal or personal use is granted by the Institute of
Electrical and Electronics Engineers, Inc., provided that the appropriate fee is paid to Copyright Clearance Center. To
arrange for payment of licensing fee, please contact Copyright Clearance Center, Customer Service, 222 Rosewood
Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission to photocopy portions of any individual standard for
educational classroom use can also be obtained through the Copyright Clearance Center.
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Introduction

This introduction is not part of IEEE Std C57.12.90-2006, IEEE Standard Test Code for Liquid-Immersed
Distribution, Power, and Regulating Transformers.

This document is a voluntary consensus standard. Its use may become mandatory only when required by a
duly constituted legal authority, or when specified in a contractual relationship. To meet specialized needs
and to allow innovation, specific changes are permissible when mutually determined by the user and
producer, provided that such changes do not violate existing laws and are considered technically adequate
for the function intended.

When this standard is used on a mandatory basis, the word shall indicates mandatory requirements and the
words should and may refer to matters that are recommended or permissive, but not mandatory. The word
must has been removed from this revision and replaced with shall to conform with the IEEE Standards
Style Manual.

Many changes incorporated into this revision are either editorial in nature or have been made to make the
document more closely conform to the /EEE Standards Style Manual. Some changes have been made to
correct errors in previous revisions.

Some changes, which are of major importance to the revision of this standard, are as follows and listed by
clause numbers:

In Clause 2, Normative references, all revisions and reaffirmations are updated.

Subclause 10.8 has been completely rewritten and 10.8.4 has been added. In 10.8 and 10.9, the RIV
measurement in microvolts has been replaced by the PD measurement in picocoulombs (pC).

Clause 11, Temperature-rise tests, has been rewritten. The sequence of the subclause paragraphs have been
rearranged to provide a better flow and grouping of information on measurement and test procedures. An
example of this new arrangement is “resistance measurement” under 11.2. The empirical method for

temperature correction to the instant of shutdown has also been eliminated.

Annex A, Partial discharge measurement using radio-influence voltage instrumentation and its failure
detection, has been added.

Former Clause 15, Certified test data, has been relocated to 8.6 of IEEE Std C57.12.00™-2006.

Technical revisions were prepared by various groups within the IEEE Transformers Committee and have
been balloted and approved by these groups through the subcommittee level.

Notice to users

Errata

Errata, if any, for this and all other standards can be accessed at the following URL: http:/
standards.ieee.org/reading/ieece/updates/errata/index.html. Users are encouraged to check this URL for
errata periodically.
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Interpretations

Current interpretations can be accessed at the following URL: http://standards.ieee.org/reading/ieee/interp/
index.html.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken with respect to the existence
or validity of any patent rights in connection therewith. The IEEE shall not be responsible for identifying
patents or patent applications for which a license may be required to implement an IEEE standard or for
conducting inquiries into the legal validity or scope of those patents that are brought to its attention.

Participants

At the time this standard was completed, the Continuous Revision of C57.12.90 Working Group had the
following membership:

Stephen Antosz, Co-Chair
Bill Chiu, Co-Chair
Subhash Tuli, Chair, 2001- 2005

Dong Kim Doanld Platts Steven Snyder
Mark Perkins Loren Wagenaar
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IEEE Standard Test Code
for Liquid-Immersed Distribution,
Power, and Regulating Transformers

1. Overview

1.1 Scope

This standard describes methods for performing tests specified in IEEE Std C57.12.00™-2006 and other
standards applicable to liquid-immersed distribution, power, and regulating transformers. It is intended for
use as a basis for performance, safety, and proper testing of such transformers.

This standard applies to all liquid-immersed transformers, except instrument transformers, step-voltage and
induction voltage regulators, arc furnace transformers, rectifier transformers, specialty transformers,
grounding transformers, and mine transformers.

Transformer requirements and specific test criteria are not a part of this standard, but they are contained in

appropriate standards, such as IEEE Std C57.12.00-2006, ANSI C57.12.10-1988, ANSI C57.12.20-1997,
and ANSI C57.12.40-1994," or in user specifications.

1.2 Purpose

The purpose of this standard is to provide test procedure information.

1.3 Word usage

When this standard is used on a mandatory basis, the word shall indicates mandatory requirements. The
words should or may refer to matters that are recommended or permitted but not mandatory.

! Information on references can be found in Clause 2.
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2. Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments or corrigenda) applies.

ANSI C57.12.10-1988, American National Standard for Transformers 230 kV and Below, 833/958 through
8333/10 417 kVA, Single-Phase, and 750/862 through 60 000/80 000/100 000 kVA, Three-Phase without
Load Tap Changing; and 3750/4687 through 60 000/80 000/100 000 kVA with Load Tap Changing—
Safety Requirements.’

ANSI C57.12.20-1997, American National Standard for Overhead-Type Distribution Transformers 500
kVA and Smaller: High Voltage, 34 500 Volts and Below; Low Voltage 7970/13 800Y and Below—
Requirements.

ANSI C57.12.22-1995, American National Standard for Transformers—Pad-Mounted, Compartmental-
Type, Self-Cooled, Three-Phase Distribution Transformers with High-Voltage Bushings, 2500 kVA and
Smaller: High-Voltage, 34 500 GrdY/19 920 Volts and Below; Low Voltage, 480 Volts and Below—
Requirements.

ANSI C57.12.24-1994, American National Standard for Transformers—Underground-Type Three-Phase
Distribution Transformers, 2500 kVA and Smaller: High-Voltage, 34 500 GrdY/19 920 Volts and Below;
Low Voltage, 480 Volts and Below—Requirements.

ANSI C57.12.25-1990, American National Standard for Transformers—Pad-Mounted, Compartmental-
Type, Self-Cooled, Single-Phase Distribution Transformers with Separable Insulated High-Voltage
Connectors; High-Voltage, 34 500 GrdY/19 920 Volts and Below; Low-Voltage, 240/120 Volts; 167 kVA
and Smaller—Requirements.

ANSI C57.12.40-1994, American National Standard for Secondary Network Transformers—Subway and
Vault Types (Liquid Immersed)—Requirements.

ANSI C63.2-1996, American National Standard for FElectromagnetic Noise and Field Strength
Instrumentation, 10 kHz to 40 GHz—Specifications.

ANSI C84.1-1995, American National Standard for Electric Power Systems and Equipment—Voltage
Ratings (60 Hertz).

ANSI S1.4-1983 (Reaff 1997), American National Standard for Sound Level Meters.

ANSI S1.11-1986 (Reaff 1998), American National Standard for Octave Band and Fractional-Octave-Band
Analog and Digital Filters.

IEEE Std 4™-1995, IEEE Standard Techniques for High Voltage Testing.>*

IEEE Std C57.12.00™-2006, IEEE Standard General Requirements for Liquid-Immersed Distribution,
Power, and Regulating Transformers.

2 ANSI publications are available from the Sales Department, American National Standards Institute, 25 West 43rd Street, 4th Floor,
New York, NY 10036, USA (http://www.ansi.org/).

* IEEE publications are available from the Institute of Electrical and Electronics Engineers Inc., 445 Hoes Lane, Piscataway, NJ
08854, USA (http://standards.ieee.org/).

* The IEEE standards or products referred to in this clause are trademarks of the Institute of Electrical and Electronics Engineers, Inc.
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IEEE Std C57.12.23™-1992 (Reaff 1999), IEEE Standard for Transformers—Underground-Type, Self-
Cooled, Single-Phase Distribution Transformers With Separable, Insulated, High-Voltage Connectors;
High-Voltage (24 940 GrdY/14 400 V and Below) and Low-Voltage (240/120 V, 167 kVA and Smaller).

IEEE Std C57.12.26™-1992, IEEE Standard for Pad-Mounted, Compartmental-Type, Self-Cooled, Three-
Phase Distribution Transformers for Use With Separable Insulated High-Voltage Connectors (34 500 Grd
Y/19 920 V and Below; 2500 kVA and Smaller).

IEEE Std C57.12.80™-2002, IEEE Standard Terminology for Power and Distribution Transformers.

IEEE Std C57.19.00™-2004, IEEE Standard General Requirements and Test Procedures for Outdoor Power
Apparatus Bushings.

IEEE Std C57.19.01™-2000, IEEE Standard Performance Characteristics and Dimensions for Outdoor
Apparatus Bushings.

IEEE Std C57.98™-1993 (Reaff 1999), IEEE Guide for Transformer Impulse Tests.

IEEE Std C57.113™-1991, IEEE Guide for Partial Discharge Measurement in Liquid-Filled Power
Transformers and Shunt Reactors.

3. Definitions

For the purposes of this document, the following terms and definitions apply. IEEE Std C57.12.80-2002
and The Authoritative Dictionary of IEEE Standards Terms [BS5]’ should be referenced for terms not
defined in this clause.

3.1 actual time to crest: The time interval from the start of the transient to the time when the maximum
amplitude is reached.

3.2 ambient sound pressure level: The sound pressure level measured at the test facility or at the
substation without the transformer energized.

3.3 A-weighted sound level: Loudness that is measured with a sound level meter using the A-weighted
response filter that is built into the meter circuitry. The A-weighting filter is commonly used to measure
community noise, and it simulates the frequency response of the human ear.

3.4 C-weighted sound level: Loudness that is measured with a sound level meter using the C-weighted
filter that is built into the sound level meter. The C-weighting has only little dependence on frequency over
the greater part of the audible frequency range.

3.5 efficiency (of a transformer): The ratio of the useful power output of a transformer to the total power
input.

3.6 guard: One or more conducting elements arranged and connected on an electrical instrument or
measuring circuit so as to divert unwanted currents from the measuring means.

3.7 semi-reverberant facility: A room with a solid floor and an undetermined amount of sound-absorbing
materials on the walls and ceiling.

* The numbers in brackets correspond to those of the bibliography in Annex B.
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3.8 sound pressure level L, in decibels: Twenty times the logarithm to the base ten of the ratio of the
measured sound pressure (P) to a reference pressure (P,) of 20 puPa or

P
L, =20 x log, {P—J (1)

o

3.9 sound power level L,, in decibels: Ten times the logarithm to the base ten of the emitted sound power
(w) to a reference power of 10-12 W (w,) or

L, =10 x log,, (lj )
w

o

3.10 time to first voltage zero on the tail of the wave: The time interval from the start of the transient to
the time when the first voltage zero occurs on the tail of the wave.

3.11 total losses: The sum of the no-load losses and the load losses.

4. General

4.1 Types of tests

Various types of tests (routine, design, conformance, and other) are defined in IEEE Std C57.12.80-2002.

4.2 Test requirements

A general summary of test requirements is included in Table 21 of IEEE Std C57.12.00-2006 and indicates
which tests are normally considered routine, design, or other, by size.

4.3 Test sequence

See 10.1.5.1 for the sequence of dielectric tests when lightning impulse or switching impulse tests are
specified.

NOTE—To minimize potential damage to the transformer during testing, the resistance, polarity, phase relation, ratio,
no-load loss and excitation current, impedance, and load loss tests (and temperature-rise tests, when applicable) should
precede dielectric tests. Using this sequence, the beginning tests involve voltages and currents, which are usually
reduced as compared with rated values, thus tending to minimize damaging effects to the transformer.®

4.4 Instrumentation

Although the figures in this standard show conventional meters, adequate digital readout measuring devices
and digital sampling techniques with computer calculations are considered to be satisfactory alternatives.

® Notes in text, tables, and figures are given for information only and do not contain requirements needed to implement the standard.

A Documents
Copyright © 2007 IEEE. All rights reserved. Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 20:33:51 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C57.12.90-2006


http://www.avadocuments.com/doc/ieee-c57-12-90-2006
http://www.avadocuments.com/doc/ieee-c57-12-90-2006

IEEE Std C57.12.90-2006
IEEE Standard Test Code for Liquid-Immersed Distribution, Power, and Regulating Transformers

5. Resistance measurements
Resistance measurements are of fundamental importance for the following purposes:

a) Calculation of the 'R component of conductor losses
b) Calculation of winding temperatures at the end of a temperature test

c) As a base for assessing possible damage in the field

5.1 Determination of cold temperature

The cold temperature of the winding shall be determined as accurately as possible when measuring the cold
resistance. The precautions in 5.1.1, 5.1.2, and 5.1.3 shall be observed.

5.1.1 General

Cold resistance measurements shall not be made on a transformer when it is located in drafts or when it is
located in a room in which the temperature is fluctuating rapidly.

5.1.2 Transformer windings immersed in insulating liquid

The temperature of the windings shall be assumed to be the same as the average temperature of the
insulating liquid, provided

a) The windings have been under insulating liquid with no excitation and with no current in the
windings from 3 h to 8 h (depending on the size of the transformer) before the cold resistance is
measured.

b) The temperature of the insulating liquid has stabilized, and the difference between top and
bottom temperature does not exceed 5 °C.

5.1.3 Transformer windings out of insulating liquid

The temperature of the windings shall be recorded as the average of several thermometers or thermocouples
inserted between the coils, with care used to see that their measuring points are as nearly as possible in
actual contact with the winding conductors. It should not be assumed that the windings are at the same
temperature as the surrounding air.

5.2 Conversion of resistance measurements

Cold winding resistance measurements are normally converted to a standard reference temperature (75)
equal to the rated average winding temperature rise plus 20 °C. In addition, it may be necessary to convert
the resistance measurements to the temperature at which the impedance loss measurements were made. The
conversions are accomplished by Equation (3):
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Ts+Tk
R —
) me+Tk

€)

R, is the resistance at desired temperature 7 (QQ)

R, is the measured resistance (€2)

T,  is the desired reference temperature (°C)

T, s the temperature at which resistance was measured (°C)
Ty 15 234.5 °C (copper) or 225 °C (aluminum)

NOTE—The value of 7 may be as high as 230 °C for alloyed aluminum.

5.3 Resistance measurement methods

5.3.1 Bridge method

Bridge methods or high-accuracy digital instrumentation is generally preferred because of its accuracy and
convenience, since it may be employed for the measurement of resistances up to 10 000 Q. It should be
used in cases where the rated current of the transformer winding to be measured is less than 1 A.

NOTE—For resistance values of 1 Q or more, a Wheatstone Bridge (or equivalent) is commonly used; for
values less than 1 Q, a Kelvin Bridge (or equivalent) is commonly used. Some modern resistance bridges
have capability in both ranges.

5.3.2 Voltmeter-ammeter method

The voltmeter-ammeter method is sometimes more convenient than the bridge method. It should be
employed only if the rated current of the transformer winding is 1 A or more. Digital voltmeters and digital
ammeters of appropriate accuracy are commonly used in connection with temperature-rise determinations.
To use this method, the following steps should be taken:

a) Measurement is made with direct current, and simultaneous readings of current and voltage are
taken using the connections in Figure 1. The required resistance is calculated from the readings
in accordance with Ohm’s Law. A battery or filtered rectifier will generally be found to be more
satisfactory as a dc source than as an unfiltered dc source or a commutating machine. The
possible effect of power supply ripples is to cause fluctuations in the voltage readings, and it
may give rise to inductive voltage errors.

e

= DC SOURCE j g TRANSFORMER

p— UNDER TEST

Figure 1—Connections for voltmeter-ammeter method of resistance measurement

b) To minimize errors of observation:
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1) The measuring instruments shall have ranges that will give reasonably large deflection.
2) The polarity of the core magnetization shall be kept constant during all resistance readings.

NOTE—A reversal in magnetization of the core can change the time constant and result in
erroneous readings.

¢) The voltmeter leads shall be independent of the current leads and shall be connected as closely
as possible to the terminals of the winding to be measured. This is to avoid including in the
reading the resistances of current-carrying leads and their contacts and of extra lengths of leads.

To protect the voltmeter from injury by off-scale deflections, the voltmeter should be
disconnected from the circuit before switching the current ON or OFF. To protect test personnel
from inductive kick, the current should be switched OFF by a suitably insulated switch.

If the winding drop of voltage is less than 1 V, a potentiometer or millivoltmeter shall be used.

d) Readings shall not be taken until after the current and voltage have reached steady-state values.

When measuring the cold resistance, preparatory to making a heat run, note the time required
for the readings to become constant. That period of time should be allowed to elapse before
taking the first reading when final winding hot resistance measurements are being made.

In general, the winding will exhibit a long dc time constant. To reduce the time required for the
current to reach its steady-state value, a noninductive external resistor should be added in series
with the dc source. The resistance should be large compared with the inductance of the winding.
It will then be necessary to increase the source voltage to compensate for the voltage drop in the
series resistor. The time will also be reduced by operating all other transformer windings open-
circuited during these tests.

e) Readings shall be taken with not less than four values of current when deflecting instruments
are used. The average of the resistances calculated from these measurements shall be considered
to be the resistance of the circuit.

The current used shall not exceed 15% of the rated current of the winding whose resistance is to
be measured. Larger values may cause inaccuracy by heating the winding and thereby changing
its temperature and resistance.

When the current is too high to be read on a deflecting ammeter, a shunt and digital voltmeter
shall be used.

6. Polarity and phase-relation tests

Polarity and phase-relation tests are of interest primarily because of their bearing on paralleling or banking
two or more transformers. Phase-relation tests are made to determine angular displacement and relative
phase sequence.

6.1 Subtractive and additive polarity

Windings arranged for subtractive polarity and additive polarity are shown in Figure 2 and Figure 3.
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Xy w——Xo

Hy w— Hp

L

Figure 2—Windings: subtractive polarity

Xp e Xy

Hi —Hp

[
A

AR A4

Figure 3—Windings: additive polarity

Leads and polarity marks arranged for subtractive polarity and additive polarity are shown in Figure 4 and
Figure 5.

Hy == H;

)(‘_—fp)(2

Figure 4—Leads and polarity marks: subtractive polarity
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Hy = H;

Kp e X

Figure 5—Leads and polarity marks: additive polarity

6.2 Polarity tests: single-phase transformers
Polarity tests on single-phase transformers shall be made in accordance with one of the following methods:

a) Inductive kick
b) Alternating voltage
¢) Comparison

d) Ratio bridge

6.2.1 Polarity by inductive kick

The polarity of transformers with leads arranged as shown in Figure 2 through Figure 5 may be determined
when making resistance measurements as follows:

a) With direct current passing through the high-voltage winding, connect a high-voltage direct-
current voltmeter across the high-voltage winding terminals to obtain a small deflection of the
pointer.

b) Transfer the two voltmeter leads directly across the transformer to the adjacent low-voltage
leads, respectively.

NOTE—For example, in Figure 5, the voltmeter lead connected to H; will be transferred to X, as the
adjacent lead, and that connected to H; to X;.

c¢) Break direct-current excitation, thereby inducing a voltage in the low-voltage winding
(inductive kick), that will cause deflection in the voltmeter. The deflection is interpreted in item
d) and item ¢).

d) When the pointer swings in the opposite direction (negative), the polarity is subtractive.

e) When the pointer swings in the same direction as before (positive), the polarity is additive.

6.2.2 Polarity by alternating-voltage test

For transformers having a ratio of transformation of 30 to 1 or less, the H; lead shall be connected to the
adjacent low-voltage lead (X; in Figure 6).
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l«———— SOURCE ————™

OH, HoO
ox sz
| I—

Figure 6—Polarity by alternating-voltage test

Any convenient value of alternating voltage shall be applied to the full high-voltage winding. Readings are
taken of the applied voltage and the voltage between the right-hand adjacent high-voltage and low-voltage
leads.

When the latter reading is greater than the former, the polarity is additive.

When the latter voltage reading is less than the former (indicating the approximate difference in voltage
between the high-voltage and low-voltage windings), the polarity is subtractive.

6.2.3 Polarity by comparison

When a transformer of known polarity and of the same ratio as the unit under test is available, the polarity
can be checked by comparison, as follows, similar to the comparison method used for the ratio test (see
Figure 9 and Figure 10):

a) Connect the high-voltage windings of both transformers in parallel by connecting similarly
marked leads together.
b) Connect the low-voltage leads, X,, of both transformers together, leaving the X, leads free.

c) With these connections, apply a reduced value of voltage to the high-voltage windings and
measure the voltage between the two free leads.

A zero or negligible reading of the voltmeter will indicate that the relative polarities of both transformers
are identical.

An alternative method of checking the polarity is to substitute a low-rated fuse or suitable lamps for the
voltmeter. This procedure is recommended as a precautionary measure before connecting the voltmeter.

6.2.4 Polarity by ratio bridge

The ratio bridge described in 7.3.3 can also be used to test polarity.

6.3 Polarity and phase-relation tests: polyphase transformers

6.3.1 Polarity of polyphase transformers

Each phase of a polyphase transformer shall have the same relative polarity when tested in accordance with
one of the methods described for single-phase transformers.
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6.3.2 Phase-relation tests

6.3.2.1 Test for phasor diagram for transformers with a ratio of transformation of 30 to 1 or
less

The phasor diagram of any three-phase transformer that defines the angular displacement and phase
sequence can be verified as follows:

— Connect the H; and X leads together to excite the unit at a suitable low three-phase voltage.

— Take voltage measurements between the various pairs of leads.

— Either plot these values or compare them for their relative order of magnitude with the help of
the corresponding diagram in Figure 7 or Figure 8.

Typical check measurements are to be taken and their relative magnitudes also indicated.

DIAGRAM FOR CHECK

MEASUREMENT
2 X2
H, Hs Xy X3 Hh @/ﬁ MEASURE Hp~Xp, H3-Xp,

GROUP 1 DELTA - DELTA CONNECTION X, X3 Hy ~Hay Ha= Xy, Hay= x5

ANGUL AR
VOLTAGE RELATIONS
H> Xz 2
Hy s X X3

DISPLACEMENT
(W) Ho-X3=H3-X>2
Q\ H
! X- 3

ANGULAR CHECK MEASUREMENTS

DISPLACEMENT

CONNECT Hy TO X

O DEGREES

(@)yHa-Xp<H(~H>
Q) H X< Ha—X3
@) Ha-Xo = Hy- X3

¥Y-Y CONNECTION X 3
Hz X Ha
A /72—)( '
X, 3
el 3 ' , H
DELTA -22 CONNECTION Xy 3
Ho X2 H>2
/’_z'/-/3 A X2
“ X, X3 H, Hy
22 -DELTA CONNECTION X X3
2 .
Xz 2
Xy
> CONNECT H, 10 X,
H,y H4 X3 :Y Hs MEASURE A3 -Xo,H3-X3,
DELTA-Y CONNECTION ! X3 Hi=Ha Ha ~XaH2- X3

~ VOLTAGE RELATIONS
2 () Hy=Xz = H3= X3

H> X2
(2) Hy=Xo < Hy ~Hs
GROUP 2 X,
ANGULAR o %
DISPLACEMENT 1 3 N Hi A X2 Hs
3

(3) Ho=-Xo< Ha- X3
30 DEGREES XNy
Y - DELTA CONNECTION 3

@) Ho~Xo< Hh~—H>
THREE-PHASE TRANSFORMERS WITH TAPS

A X2
H.
SHB X4 X7 )’}; 5

Hy X
H,

a4 Xg

#, Hs Xo X

1 He 6 3
Hy

Figure 7—Transformer lead markings and voltage-phasor diagrams for three-phase
transformer connections
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Figure 8—Transformer lead markings and voltage-phasor diagrams
for six-phase transformer connections

6.3.2.2 Zigzag windings

Equal zig and zag windings are usually necessary for zigzag transformers, although unequal windings may
be used for special applications.

No required test is proposed to determine the phase relationships between the line-end and neutral-end
sections of a zigzag winding. However, it is recommended that a test connection be made to the junction of
the two winding sections and that tests be made during manufacture to prove the desired phase

relationships.

For the purpose of designation in Figure 7, zigzag windings are arbitrarily defined as windings whose line-
end section is rotated 60° counterclockwise with respect to the neutral-end section.
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6.3.2.3 Six-phase windings

Six-phase windings with no neutral connection shall be temporarily connected in delta (A) or wye (Y) for
the test for phasor diagram.

6.3.2.4 Test of phase relation with ratio bridge

The ratio bridge described in 7.3.3 can also be used to test phase relationships.

6.3.3 Phase-sequence test

The phase-sequence indicator may incorporate either a three-phase induction motor or a split-phase circuit.
It should be connected first to the higher voltage leads, the transformer excited three-phase at a low voltage
suitable for the indicator, and the direction of rotation or the indication of the instrument noted.

The indicator is then transferred to the low-voltage side of the transformer by connecting the lead that was
connected to H; to X, connecting the lead that was connected to H, to X,, and connecting the lead that was

connected to Hs to X;.

The transformer is again excited at a suitable voltage (without changing the excitation connections) and the
indication again noted.

The phase sequence of the transformer is correct when the indication is the same in both cases.

Six-phase secondaries with no neutral connection also have to be connected temporarily in delta or wye for
this test. When a six-phase neutral is available, the phase-sequence indicator leads should be transferred
from H, to X;, from H, to X3, and from Hj to Xs, respectively, and the direction of rotation should be
noted. The test should then be repeated by transferring the leads from H; to X,, from H; to X,, and from H;
to X, respectively, and noting the indication, which should be the same as before.

6.3.3.1 Limitation of the phase-sequence test

The preceding method (phase-sequence test) does not disclose the angular displacement of the transformer.

6.3.3.2 Test of phase sequence with ratio bridge

The ratio bridge described in 7.3.3 can also be used to test phase sequence.

7. Ratio tests

7.1 General

The turn ratio of a transformer is the ratio of the number of turns in the high-voltage winding to that in the
low-voltage winding.

7.1.1 Taps

When a transformer has taps for changing its voltage ratio, the turn ratio is based on the number of turns
corresponding to the normal rated voltage of the respective windings to which operating and performance
characteristics are referred.

When the transformer has taps, the turn ratio shall be determined for all taps and for the full winding.
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7.1.2 Voltage and frequency
The ratio test shall be made at rated or lower voltage and rated or higher frequency.
7.1.3 Three-phase transformers

In the case of three-phase transformers, when each phase is independent and accessible, single-phase power
should be used; although, when convenient, three-phase power may be used.

7.1.4 Three-phase transformers with inaccessible neutrals

Transformers that have wye connections but do not have the neutral of the wye brought out shall be tested
for ratio with three-phase power. Any inequality in the magnetizing characteristics of the three phases will
result in a shift of the neutral and thereby cause unequal phase voltages. When such inequality is found, the
connection should be changed, either to a delta or to a wye connection, and the line voltages measured.
When the measured line voltages are equal of proper value (1.73 times the phase voltages when connected
in wye), the ratio is correct.

7.2 Tolerances for ratio

See 9.1 of IEEE Std C57.12.00-2006.

7.3 Ratio test methods

7.3.1 Voltmeter method

Two voltmeters shall be used (with voltage transformers when necessary): one to read the voltage of the
high-voltage winding and the other, the low-voltage winding.

The two voltmeters shall be read simultaneously.

A second set of readings shall be taken with the instruments interchanged, and the average of the two sets
of readings shall be taken to compensate for instrument errors.

Voltage transformer ratios should yield approximately the same readings on the two voltmeters.
Compensation for instrument errors by an interchange of instruments will otherwise not be satisfactory, and
it will be necessary to apply appropriate corrections to the voltmeter readings.

Tests shall be made with no less than four voltages in approximately 10% steps, and the average result shall
be taken as the true value. These several values should check within 1%. Otherwise, the tests shall be
repeated with other voltmeters.

When appropriate corrections are applied to the voltmeter readings, tests may be made at only one voltage.

When several transformers of duplicate rating are to be tested, work may be expedited by applying the
foregoing tests to only one unit, and then comparing the other units with this one as a standard, in
accordance with the comparison transformer method discussed in 7.3.2.

7.3.2 Comparison method

A convenient method of measuring the ratio of a transformer is by comparison with a transformer of known
ratio.
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The transformer to be tested is excited in parallel with a transformer of the same nominal ratio, and the two
secondaries connected in parallel but with a voltmeter or detector in the connection between two terminals
of similar polarity (see Figure 9). The voltmeter or detector indicates the difference in voltage. This method
is more accurate than the following alternative method.

For an alternative method, the transformer to be tested is excited in parallel with a transformer of known
ratio, and the voltmeters are arranged to measure the two secondary voltages (see Figure 10). The
voltmeters shall be interchanged and the test repeated. The averages of the results are the correct voltages.

TRANSFORMER
UNDER TEST

SOURCGE

TRANSFORMER
WITH KNOWN RATIO

Figure 9—Voltmeter arranged to read the difference between the two secondary voltages
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]
!
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‘_—+ Hy :
T O
T @--—— - ®
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H2 r----4 X2
O

i

TRANSFORMER
WITH KNOWN RATIC

Figure 10 —Voltmeters arranged to read the two secondary voltages

NOTE—Readings are repeated after interchanging voltmeters.

7.3.3 Ratio bridge

A bridge using the basic circuit of Figure 11 may be used to measure ratio. When detector DET is in
balance, the transformer ratio is equal to R/R;.
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Figure 11 —Basic circuit of ratio bridge

NOTE 1—Measurement of ratio using circuits of this type has also been described as ratio by resistance potentiometer.
NOTE 2—More accurate results can be obtained using a ratio bridge that provides phase-angle correction.

NOTE 3—The ratio bridge can also be used to test polarity, phase relation, and phase sequence.

8. No-load losses and excitation current

8.1 General

No-load (excitation) losses are losses that are incident to the excitation of the transformer. No-load losses
include core loss, dielectric loss, conductor loss in the winding due to excitation current, and conductor loss
due to circulating current in parallel windings. These losses change with the excitation voltage.

Excitation current (no-load current) is the current that flows in any winding used to excite the transformer
when all other windings are open-circuited. It is generally expressed in percent of the rated current of the
winding in which it is measured.

The no-load losses consist primarily of the core loss in the transformer core, which is a function of the
magnitude, frequency, and waveform of the impressed voltage. No-load losses also vary with temperature
and are particularly sensitive to differences in waveform; therefore, no-load loss measurements will vary
markedly with the waveform of the test voltage.

In addition, several other factors affect the no-load losses and excitation current of a transformer. The
design-related factors include the type and thickness of core steel, the core configuration, the geometry of
core joints, and the core flux density.

Factors that cause differences in the no-load losses of transformers of the same design include variability in
characteristics of the core steel, mechanical stresses induced in manufacturing, variation in gap structure,
and core joints.

8.2 No-load loss test

The purpose of the no-load loss test is to measure no-load losses at a specified excitation voltage and a
specified frequency. The no-load loss determination shall be based on a sine-wave voltage, unless a
different waveform is inherent in the operation of the transformer. The average-voltage voltmeter method is
the most accurate method for correcting the measured no-load losses to a sine-wave basis and is
recommended. This method employs two parallel-connected voltmeters: one is an average-responding [but
root mean square (rms) calibrated] voltmeter (V,), and the other is a true rms-responding voltmeter (V,).
The test voltage is adjusted to the specified value as read by the average-responding voltmeter. The
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readings of both voltmeters are employed to correct the no-load losses to a sine-wave basis, using
Equation (2) in accordance with 8.3.

8.2.1 Connection diagrams

Tests for the no-load loss determination of a single-phase transformer are carried out using the schemes
depicted in Figure 12 and Figure 13. Figure 12 shows the necessary equipment and connections when
instrument transformers are not required. When instrument transformers are required, which is the general
case, the equipment and connections shown in Figure 13 apply. If necessary, correction for losses in
connected measurement instruments may be made by disconnecting the transformer under test and noting
the wattmeter reading at the specified test circuit voltage. These losses represent the losses of the connected
instruments (and voltage transformer, if used). They may be subtracted from the earlier wattmeter reading
to obtain the no-load loss of the transformer under test.

Tests for the no-load loss determination of a three-phase transformer shall be carried out by using the three

wattmeter method. Figure 14 is a schematic representation of the equipment and connections necessary for
conducting no-load loss measurements of a three-phase transformer when instrument transformers are

necessary.
SOURCE ?ﬁ @
, () ‘
o/

Figure 12—Connections for no —load loss test of a single-phase transformer without
instrument transformers

VOLTAGE
TRANSFORMER
CURRENT -:
TRANSFORMER

Figure 13—Connections for a no-load loss test of a single-phase transformer with instrument

transformers
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