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Abstract: Surge protectors for application on multiconductor balanced or unbalanced data,
communications, and signaling circuits with voltages equal to or less than 1000 Vs, or 1200 V dc
are covered by this standard. These surge protectors are designed to limit voltage surges, current
surges, or both. The methods of testing and criteria for determining the end of life of electrical
surge protectors used in low-voltage data, communications, and signaling circuits are described.
The surge protectors covered are multiple-component series or parallel combinations of linear or
nonlinear elements, packaged for the purpose of limiting voltage, current, or both. This standard
is not intended to cover packaged single gas tube, air gap, varistor, or avalanche junction surge-
protective devices, which are covered by IEEE Std C62.31™ [B21], IEEE Std C62.32™ [B22],
IEEE Std C62.33™ [B23], and IEEE Std C62.35™ [B24], respectively.

Keywords: communications circuits, current limiters, data circuits, electrical protection, IEEE
C62.36™, signaling circuits, surge protectors, surge-protective devices, voltage limiters
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE documents are made available for use subject to important notices and legal disclaimers. These
notices and disclaimers, or a reference to this page, appear in all standards and may be found under the
heading “Important Notice” or “Important Notices and Disclaimers Concerning IEEE Standards
Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents (standards, recommended practices, and guides), both full-use and trial-use, are
developed within IEEE Societies and the Standards Coordinating Committees of the IEEE Standards
Association (“IEEE-SA”) Standards Board. IEEE (“the Institute”) develops its standards through a
consensus development process, approved by the American National Standards Institute (“ANSI”), which
brings together volunteers representing varied viewpoints and interests to achieve the final product.
Volunteers are not necessarily members of the Institute and participate without compensation from IEEE.
While IEEE administers the process and establishes rules to promote fairness in the consensus development
process, IEEE does not independently evaluate, test, or verify the accuracy of any of the information or the
soundness of any judgments contained in its standards.

IEEE does not warrant or represent the accuracy or content of the material contained in its standards, and
expressly disclaims all warranties (express, implied and statutory) not included in this or any other
document relating to the standard, including, but not limited to, the warranties of: merchantability; fitness
for a particular purpose; non-infringement; and quality, accuracy, effectiveness, currency, or completeness
of material. In addition, IEEE disclaims any and all conditions relating to: results; and workmanlike effort.
IEEE standards documents are supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related
to the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved
and issued is subject to change brought about through developments in the state of the art and comments
received from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his
or her own independent judgment in the exercise of reasonable care in any given circumstances or, as
appropriate, seek the advice of a competent professional in determining the appropriateness of a given
IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO:
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event
that an IEEE standard is translated, only the English version published by IEEE should be considered the
approved IEEE standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE-SA Standards Board
Operations Manual shall not be considered or inferred to be the official position of IEEE or any of its
committees and shall not be considered to be, or be relied upon as, a formal position of IEEE. At lectures,
symposia, seminars, or educational courses, an individual presenting information on IEEE standards shall
make it clear that his or her views should be considered the personal views of that individual rather than the
formal position of IEEE.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE. However, IEEE does not provide consulting information or advice
pertaining to IEEE Standards documents. Suggestions for changes in documents should be in the form of a
proposed change of text, together with appropriate supporting comments. Since IEEE standards represent a
consensus of concerned interests, it is important that any responses to comments and questions also receive
the concurrence of a balance of interests. For this reason, IEEE and the members of its societies and
Standards Coordinating Committees are not able to provide an instant response to comments or questions
except in those cases where the matter has previously been addressed. For the same reason, IEEE does not
respond to interpretation requests. Any person who would like to participate in revisions to an IEEE
standard is welcome to join the relevant IEEE working group.

Comments on standards should be submitted to the following address:

Secretary, IEEE-SA Standards Board
445 Hoes Lane
Piscataway, NJ 08854 USA

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not imply compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not
in compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under U.S. and international copyright laws.
They are made available by IEEE and are adopted for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization,
and the promotion of engineering practices and methods. By making these documents available for use and
adoption by public authorities and private users, IEEE does not waive any rights in copyright to the
documents.

Photocopies

Subject to payment of the appropriate fee, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual,
non-commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance
Center, Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400. Permission
to photocopy portions of any individual standard for educational classroom use can also be obtained
through the Copyright Clearance Center.
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Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every ten years. When a document is more than ten
years old and has not undergone a revision process, it is reasonable to conclude that its contents, although
still of some value, do not wholly reflect the present state of the art. Users are cautioned to check to
determine that they have the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended
through the issuance of amendments, corrigenda, or errata, visit the IEEE-SA Website at
http://ieeexplore.ieee.org/xpl/standards.jsp or contact IEEE at the address listed previously. For more
information about the IEEE-SA or IEEE’s standards development process, visit the IEEE-SA Website at
http://standards.ieee.org.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE-SA Website at the following URL:
http://standards.icee.org/findstds/errata/index.html. Users are encouraged to check this URL for errata
periodically.

Patents

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to
the existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant
has filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the
IEEE-SA Website at http://standards.iece.org/about/sasb/patcom/patents.html. Letters of Assurance may
indicate whether the Submitter is willing or unwilling to grant licenses under patent rights without
compensation or under reasonable rates, with reasonable terms and conditions that are demonstrably free of
any unfair discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting
inquiries into the legal validity or scope of Patents Claims, or determining whether any licensing terms or
conditions provided in connection with submission of a Letter of Assurance, if any, or in any licensing
agreements are reasonable or non-discriminatory. Users of this standard are expressly advised that
determination of the validity of any patent rights, and the risk of infringement of such rights, is entirely
their own responsibility. Further information may be obtained from the IEEE Standards Association.
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Introduction

This introduction is not part of IEEE Std C62.36™-2014, IEEEIEEE Standard for Test Methods for Surge Protectors
Used in Low-Voltage Data, Communications, and Signaling Circuits.

This standard was originally developed to establish methods for testing characteristics and for identifying
criteria that determine the end of life for surge protectors used in low-voltage data, communications, and
signaling circuits. This edition of the standard is a major rewrite of the 2000 edition. It has two main
changes from the previous edition. One is reformatted test clauses so that each test clause now has
subclauses covering background, purpose, equipment to be used, protector states to test, a step-by-step test
procedure, alternative tests (if any), suggested test data, requirements (if any), and comments (if any). The
second is reorganized tests by characteristics and ratings, rather than by nonsurge performance tests and
active performance tests. Some of the tests in the previous edition have been deleted (subclauses 7.1, 7.2,
7.11, 7.12, 7.13, 8.6, and 8.11 in the previous edition). Some new tests have been added (7.4, 7.5, 8.10,
8.12, 8.13, 8.14, 8.15, and 8.16). The remaining tests have been updated to reflect current practice. For
those tests where it is appropriate, end-of-life conditions are reflected in the requirements.

The purpose of this standard is to establish tests for the ratings and characteristics of surge protectors
packaged for the purpose of limiting surge voltages, currents, or both. These surge protectors contain at
least one nonlinear element. Because these test methods and criteria apply to a range of surge protectors
used in various environmental conditions and include various combinations of elements, not all tests are
appropriate for every surge protector.

Manufacturers and users may determine which tests apply to a surge protector intended for a specific
application. These standard test methods should improve the consistency of information on the data sheets
for covered surge protectors.
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IEEE Standard for Test Methods for Surge Protectors Used in Low-

Voltage Data, Communications, and Signaling Circuits

IMPORTANT NOTICE: IEEE Standards documents are not intended to ensure safety, security,

health, or environmental protection, or ensure against interference with or from other devices or

networks. Implementers of IEEE Standards documents are responsible for determining and

complying with all appropriate safety, security, environmental, health, and interference protection

practices and all applicable laws and requlations.

This IEEE document is made available for use subject to important notices and legal

disclaimers. These notices and disclaimers appear in all publications containing this document and

may be found under the heading “Important Notice” or “Important Notices and Disclaimers

Concerning IEEE Documents.” They can also be obtained on request from IEEE or viewed at

hitp://standards.ieee.org/IPR/disclaimers.html.

1. Overview

1.1 Scope

This standard applies to surge protectors for application on multi-conductor balanced or unbalanced
data, communications, and signaling circuits with voltages equal to or less than 1000 Vyms, or 1200

V dc. These surge protectors are designed to limit voltage surges, current surges, or both.

This standard describes the methods of testing and criteria for determining the end of life of
electrical surge protectors used in low-voltage data, communications, and signaling circuits. The
surge protectors covered are multiple-component series or parallel combinations of linear or

nonlinear elements, packaged for the purpose of limiting voltage, current, or both.
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This standard is not intended to cover packaged single gas tube, air gap, varistor, or avalanche
junction surge-protective devices, which are inehided—in covered by IEEE Std C62.31-1987™
[B21],' IEEE Std C62.32-1981™ [B22], IEEE Std C62.33-1982™ [B23], and IEEE Std C62.35-1987™
[B24], respectively. Specifically excluded from this standard are test methods for low-voltage power

circuit applications. For protection of wire-line communication facilities under the specialized

conditions found at power stations, consult IEEE Std 487-1992™ [B18].

1.2 Purpose

The purpose of this standard is to provide a set of performance and end-of-life tests for multiple-

component surge protectors.

CAUTION

Because of the voltage and energy levels employed in the majority of tests described herein, all

tests should be considered hazardous. Appropriate caution should be taken in their performance.

! The numbers in brackets correspond to those of the bibliography in Annex F.
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2. Normative references

At the time of publication, this document does not have any normative references. See Annex F for

bibliographic references.
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3. Definitions, acronyms, and abbreviations

3.1 Definitions

For the purposes of this document, the following terms and definitions apply. The IEEE Standards

Dictionary Online should be consulted for terms not defined in this clause.?

balun: A device for transforming an unbalanced voltage to a balanced voltage or vice-versa.

NOTE —See IEV 161-04-34 [B6].3

blocking voltage: The maximum voltage that can be applied to current-limiting pairs of terminals of

a surge protector containing one or more current-protective devices without degradation of the

surge protector.

ground potential rise (GPR) (lightning): Voltage between a grounding system and a remote

reference ground.

maximum ground surge current (surge protector), IGM: Highest peak current in the ground

terminal when all the cable side terminals are simultaneously surged under the maximum limiting

voltage (VLM) test condition.

maximum limiting voltage (surge protector), VLM: Highest peak voltage at the protected port

under specified surge conditions.

2IEEE Standards Dictionary Online subscription is available at:

http://www.ieee.org/portal/innovate/products/standard/standards dictionary.html.

3 Notes in text, tables, and figures of a standard are given for information only and do not contain requirements needed to

implement this standard.
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maximum short-circuit output current (surge protector), IO(SC)M: Highest peak protected-output

surge current into a short circuit under specified surge conditions.

multiservice (multiport) surge protective device (MSPD): A surge protective that-provides—surge

common—eneclosure-having—ashared-commeon—terminal device providing protection of equipment

connected to two or more services, such as power, telecommunications, signaling, data, etc., with

the respective conductors routed via a common enclosure in which an internal shared ground

reference bond has been provided among these services during surge conditions.

NOTE —See IEEE Std C62.50™ [B26].

protector: See: surge protector.
surge protector: An assembly of protective devices consisting of one or more series, parallel, or
any combination of elements used to limit surge voltages, currents, or both to a specified level. Syn:

protector.

transition current: The current required at a given temperature and duration to cause a current-

protective device to change state.

3.2 Acronyms and abbreviations

DMM digital multimeter
DMT discrete multitone
DSL digital subscriber line
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DSO

digital storage oscilloscope

DUT

device under test

ECL

electronic current limiter

ESD

electrostatic discharge

GDT

gas discharge tube

GPR

IEC

ground potential rise

International Electrotechnical Commission

IEV

International Electrotechnical Vocabulary

IL

insertion loss

IR

insulation resistance

ITU

International Telecommunication Union

ITU-T

ITU Telecommunication Standardization Section

RLC

inductance, capacitance, resistance

LCTL

longitudinal conversion transfer loss

LGPR

lichtning GPR
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MOV

metal oxide varistor

MSPD

multiservice (multiport) surge protective device

PN

P and N type semiconductor materials (forming a junction)

POTS

plain old telephone system

PS

phase shift

PTC

positive temperature coefficient

RL

return loss

RLC

resistance, inductance, capacitance

SCR

silicon controlled rectifier

SpPC

surge protective component

SPD

surge protective device

SPST

single pole single throw

SW

switch

TCTL

transverse conversion transfer loss

THD

total harmonic distortion
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TIA Telecommunications Industry Associates

TLP transmission line pulse
USB universal serial bus
VI voltage-current

4, Service conditions

4.1 Normal service conditions

In the absence of special requirements, the following items should be specified, as appropriate.

4.1.1 Environmental conditions

The following environmental conditions should be specified, as appropriate:

a) Operating and storage temperature ranges

b) Humidity

¢) Mechanical shock and vibration

d) Atmospheric pressure range
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4.1.2 Physical properties

The following physical properties should be specified, as appropriate:

a) Solvent resistance

b) Solderability

c) Flammability

d) Package rupture during overload

e) Electrical connection to metallic case

4.1.3 System conditions

The following system conditions should be specified, as appropriate:

a) Nominal system frequencies

b) Maximum continuous system voltage

c) Peak impulse currents

d) Transient repetition rate
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4.1.4 Surge ratings of the surge protector under system conditions

The following surge ratings of the surge protector under system conditions should be specified, as

appropriate:

a) Rated average power dissipation

b) Peak pulse power-ox

c) Current temperature derating

d) Lifetime rated pulse currents

4.2 Unusual service conditions

The following service conditions may require special consideration in the design or application of

surge protectors and should be called to the attention of the manufacturer.

4.2.1 Environmental conditions

The following environmental conditions may require special consideration:

a) Ambient temperature exceeding the normal service conditions

b) Exposure to

1) Damaging fumes or vapors
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2) Excessive dirt or current-conducting deposits, excessive humidity, moisture, dripping

water, steam or salt spray, explosive atmospheres, abnormal vibrations, and shocks

c) Unusual transportation or storage conditions

d) Flammability rating

4.2.2 Physical conditions

Limitation on weight or space, including clearance to nearby conducting objects, may require

special consideration.

4.2.3 System conditions

The following system conditions may require special consideration:

a) System voltages, currents, repetition rates, or frequency operating conditions whereby the

ratings of the devices are exceeded (see Clause 9)

b) System impulse currents exceeding the rating of the device (see Clause 9)

c)  Exposure to direct lightning strike (see Clause 9)

d) Electromagnetic field effects (see Clause 9)

e) Unusual ground potential situations (see Clause 9)

f)  Any other unusual conditions known to the user
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4.3 Radiation

Some protectors may contain radioactive material. Manufacturers of such protectors shall mark

them in accordance with applicable regulations.

5.  Basic configurations

This clause illustrates, by functional block diagrams, the surge protectors described by this

standard. A protector assembly may be composed of any number of the protectors in Figure 1.
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2 Terminal Devices

a X,
X, 00— I oY,
\
—= ° X —
Configuration 2A Caonfiguration 2B

3 Terminal Devices

X, o—— VI —o Y,
f
Configuration 3A Configuration 3B
4 Terminal Device 5 Terminal Device
X, o— v o Y, X, o— v | E——
X, o—1 : o Y, X, o— ' oY,
I°
Configuration 4 Configuration 5
C 15 common terminal
I 15 current-limiting function
v 15 voltage-limiting function
T G T are signal terminals
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NOTE 1—The V, I designation in Figure 1 indicates that a surge protector may have a voltage-

limiting function, a current limiting function, or both.

NOTE 2—Surge protectors intended for coaxial cable circuits shall-be-are tested, as described in
Clause 7 and Clause 8, using Configuration 3A. Outer conductors of the transmission lines are
connected to the common terminal of the surge protector during the tests. (See examples of surge

protectors on coaxial lines in Figure A.2.)

NOTE 3—Surge protectors intended for twin axial cable circuits shall-beare tested, as described in
Clause 7 and Clause 8, using Configuration 5. Outer conductors of the transmission lines are
connected to the common terminal of the surge protector during the tests. (See examples of surge

protectors on twin axial lines in Figure A.3.)

Figure 1—Basic configurations

6. Standard design test procedure

6.1 Standard design test criteria

The design tests described in Clause 7 and Clause 8 provide standardized methods for making
single observations of a specified characteristic of a surge protector. These properties may vary from
device to device, making it necessary to provide statistical descriptions of the property in order to

compare products.
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6.2 Statistical procedures

The following procedure shall be used to describe any characteristic that has been determined to
have important statistical aspects. A product sample shall be chosen in a manner consistent with the
definition of design tests as provided by the IEEE Standards Dictionary {8+ Online [B16]. A sufficient
number of devices shall be tested and the characteristic or rating in question measured as
described in the applicable design test until the parameters of the underlying statistical distribution
are determined within specified confidence limits. Values relating to the product sample, such as,
but not limited to, mean, median, maximum, minimum, and standard deviation, may then be

stated.

6.3 Test conditions

The tests in Clause 7 and Clause 8 shall be performed on the surge protector as required by the

application. Unless otherwise specified, ambient test conditions shall be as follows:

Temperature: 250C +50C
Relative humidity: less than 85%
Atmospheric pressure: 60 cmHg —78 cmHg

For temperatures other than 25 oC, the surge protector, mounted as intended to be used, shall be
maintained at the specified test temperature but with the air flow controlled to provide a free
convection heat transfer, unless otherwise specified. The protector temperature shall be allowed to

stabilize before tests are performed.
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6.4 Test measurements

Annex C provides general guidance on test measurement techniques that has-have been useful in

measuring the characteristics of surge protectors-is-contained-in-AnnexC-.

7. Surge protector characteristics

7.1 General

A characteristic is an inherent and measurable property of a device expressed as a value for stated or

recognized conditions. Characteristics may also be a set of related values, usually shown in

graphical form.

7.2 DC series resistance

7.2.1 Background

Protectors may contain a series resistance for purposes such as loop stability or coordination. If this

is the case, the value of the protector series resistance may be of interest.

The dc resistance may also be of interest as a rough way to compare protectors for signal

attenuation.
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7.2.2 Purpose

The purpose of this test is to evaluate the dc series resistance of a protector.

7.2.3 Equipment

Equipment for this test consist of the following:

— >100Q:1% or better

—  >21t010 Q: 2% or better

—  <20:5% or better

7.2.4 Protector states subject to test

The protector states subject to text are unbiased, at room temperature.

7.2.5 Procedure

The test procedure is as follows:

a) Connect the multimeter resistance-measuring terminals to the surge protector input

terminal X1 and output terminal Y1. For resistances less than 1 £, use a Kelvin bridge.
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b) Measure the resistance.

c¢) If the protector also has X2 and Y2 terminals, connect the multimeter resistance-measuring

terminals to terminals X2 and Y2 and measure the resistance. For resistances less than 1 Q,

use a Kelvin bridge.

7.2.6 Alternative methods

None.

7.2.7 Suggested test data

The suggested test data is the resistance for each set of terminals.

7.2.8 Requirements

None—this is a characteristic.

7.2.9 Comments

The accuracy of the DMM reading for low-resistance measurements can often be improved by

integrating the reading over a number of ac power cycles. This procedure generates a comb filter

with nulls at ac power harmonics, which improves the accuracy of the meter reading by reducing

the noise in the measurement.
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7.3 _Standby current and insulation resistance

7.3.1 Background

Insulation resistance (IR) within the normal range of operation is important because, if it is too low,

it will affect system performance, especially the automatic line-test function in a telecom network. IR

is likely to be a function of temperature and, therefore, as a minimum shall be measured at the

extremes of the specified operating temperature range, as well as at room temperature.

7.3.2 Purpose

The purpose of this test is to verify that the IR of a protector is greater than a specified value.

7.3.3 Equipment

Equipment for this test is as following:

—  Megohmmeter

NOTE—Most test labs will have a megohmmeter, which can be used for this test. However,

megohmmeters apply a voltage that may activate any overvoltage protection devices present in the

protector. The voltage of the megohmmeter should be adjusted to avoid activating any overvoltage

devices present.

— Ammeter capable of measuring microamps (microammeter)
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— DC voltage source adjustable from 0 V to 200 V, limited to a maximum of 10 mA output

current

7.3.4 Protector states subject to test

The following protector states are subject to test:

— Room temperature (20 °C — 25 °C)

— If required, maximum or minimum SPD operating temperature

7.3.5 Procedure

The test procedure is as follows:

a) The IR shall be measured with an applied voltage less than the breakdown voltage of any

overvoltage-protective devices present.

b) Put the device under test (DUT) into the environmental chamber, with suitable test ports on

the outside of the chamber. Set the temperature of the chamber to the lowest value of the

operating temperature range. Stabilization is reached when three successive temperature

readings taken 2 min apart do not differ by more than 1 °C.

c¢) Use the megohmmeter per the instructions that come with the instrument, set to the

appropriate voltage to measure the IR while the DUT is in the chamber.
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d) All combinations of ground and input or output terminals shall be measured one at a time;

all terminals not involved in the measurement shall be left open-circuited. Select one

combination to begin the test.

e) Increase the temperature of the environmental chamber to the highest value of the operating

temperature range. Stabilization is reached when three successive temperature readings

taken 2 min apart do not differ by more than 1 °C.

f) Repeat step ¢) through step d).

2) Remove the DUT from the environmental chamber and leave it for an hour at room

temperature.

h) Repeat step c) through step d).

7.3.6 Alternative method

Alternative testing methods are as follows:

a) _ Set up the circuit shown in Figure 2.

b)  Put the DUT into the environmental chamber, with suitable test ports on the outside of the

chamber. Set the temperature of the chamber to the lowest value of the operating

temperature range.

c) Allow the temperature of the environmental chamber to stabilize. Stabilization is reached

when three successive temperature readings taken 2 min apart do not differ by more than 1

°C.
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d) All combinations of ground and input or output terminals shall be measured one at a time;

all terminals not involved in the measurement shall be left open-circuited. Select one

combination to begin the test.

e) Starting at 0 V, adjust the output of the dc source upward until the current reading on the

microammeter is stable. The voltage shall not exceed the breakdown voltage of any

overvoltage protective device present. Increasing the integration time of the microammeter

improves the stability of its readings.

f)  Calculate the IR by dividing the final voltage set on the dc source by the current reading of

the microammeter.

2)  Repeat step d) through step f), until all terminal pairs have been measured.

h) Increase the temperature of the environmental chamber to the highest value of the operating

temperature range.

i)  Repeat step c) through step g).

1) Remove the DUT from the environmental chamber and leave it for an hour at room

temperature.

k) Repeat step d) through step g).
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Figure 2 —Test configuration for insulation resistance

7.3.7 Suggested test data

Enter data in the following table:
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Table 1 —Test Data Table

Temperature

Lowest SPD operating temperature | Room Highest

SPD
operating
femperature
Temperature (°C)
Volts applied

Resistance (megohms)

New

7.3.8 Requirements

None —this is a characteristic.

7.3.9 Comments

None.

74 DC ringing current

7.4.1 Background

This test applies to surge protectors used on plain old telephone systems (POTS) lines. In POTS, the

exchange normally detects that a telephone has been picked up (gone off-hook) by detecting the dc

load of the phone drawing current in the (metallic) battery-powering loop. If the current drawn by

the phone exceeds a certain value, typically 4 mA to 10 mA, the exchange switches to a dialing or

communications mode.
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When the exchange rings a telephone, the exchange provides a ringing signal consisting of a dc

voltage source to detect an off-hook condition and a cadenced ac voltage source for the telephone

ringer or bell (see UL 60950-1 [B39]). The ac voltage-cadencing (ac voltage on-to-off) ratio varies

around the world; typically, the United States uses a 2-s ringing signal followed by 4 s of silence. The

ac frequency is usually in the 25 Hz region, with a ringing voltage amplitude not exceeding 300 V

peak-to-peak and 200 V peak-to-ground (see UL 60950-1 [B39]).

If the non-linear limiting characteristic of a surge protector asymmetrically clips the ringing signal, a

dc component will be produced that may be sufficient to cause false off-hook detection.

7.4.2 Purpose

This test determines the value of dc produced by a surge protector when a specified POTS ringing

signal is applied.

7.4.3 Equipment

Equipment for this test consists of the following:

a) Ring generator

The ring generator consists of a dc voltage source and an ac source. For test purposes, an ac power

frequency source can be used fed via an isolating transformer. As the ac will not be cadenced, the

measured dc of the surge protector will need to be reduced by the cadence factor multiplier. For a

cadence ratio of two to four, the cadence factor will be 2/(2 + 4) = 1/3. The generator source resistance

is usually equal to the line transmission impedance and is equally split between the wires. In Figure

3, the two 300-Q) resistors form the ring generator source resistance of 600 Q.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 23:14:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.36-2014


http://www.avadocuments.com/doc/ieee-c62-36-2014
http://www.avadocuments.com/doc/ieee-c62-36-2014

Figure 3 shows the test circuit for a battery-backed ring generator. The dc and ac voltage sources are

connected in series and to one wire via a 300-Q) source resistance. The second wire of the pair is

connected to ground via a 300-Q source resistance.

Figure 4 shows the dc and ac voltage source arrangements for the ground-backed and balanced

generator configurations. For ground-backed ringing, the dc voltage source is connected to one wire

via a 300-Q source resistance and the ac source voltage is connected to the other wire via a 300-Q

source resistance. For balanced ringing, the dc voltage source and 50% of the ac source voltage are

connected in series and to one wire via a 300-Q) source resistance, and the other 50% of the ac source

voltage is connected to the other wire via a 300-C) source resistance.

b) DC and ac meters

7.4.4 Protector states subject to test

Protected port open circuit.

7.4.5 Procedure

Figure 3 shows the test circuit. See 7.4.6 for alternative ring generator descriptions.
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DuT
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Figure 3 —DC ringing current test circuit with a

battery-backed ring generator

The test procedure is as follows:

a) Set dc and ac voltage sources to the required levels.

1) Normally, the dc voltage source will be an adjustable power supply and the ac source

adjusted in value by transformer taps or using an isolated variable transformer.

b) Close ganged SW (see Figure 3).

c)  Record the value of current registered by meter I (see Figure 3).

d)  Open ganged SW.

e) Reverse the wire connections to the surge protector.

f)  Repeat step b) through step d).
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2) Adjust the power supply voltage and record the current values for the actual generator

cadence value (see 7.4.3).

h) Compare the calculated current values with the minimum value of the ring trip current for

the system under consideration.

1)  Record a pass if the minimum value of the ring trip current is higher than any of the

calculated current values.

7.4.6 Alternative methods

Not all ring generators use a battery-backed configuration. Figure 4 shows two alternative

configurations: balanced and ground-backed (see 7.4.3). A generator shown in Figure 4 may be used

to replace the generator shown in Figure 3, when running the test procedure described in 7.4.5.

SW SW

AC
Vaoltage
DC

T Valta
ge
1

Half of AC
‘oltage

Figure 4 —Balanced and ground-backed ring generators
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7.4.7 Suggested test data

This standard recommends collecting the following test data:

a)

Ring generator configuration

b)

DC voltage level

c)

AC voltage level

d)

Generator source resistance

e)

Actual ring generator cadence value

f)

Surge protector identification details

g)

Recorded values of dc ringing current

h)

Values of dc ringing current adjusted for cadence value (see 7.4.3)

i)

Minimum value of ring trip current for the system under consideration

Pass/Fail result

7.4.8 Requirements

None —this is a characteristic.
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7.4.9 Comments

This test can be considered as being fulfilled if the minimum values of surge protector working

voltage over the ambient temperature range and for the different protection modes are higher than

those of the ring generator.

If the surge protector uses temperature-sensitive limiting components, such as thyristors or

breakdown diodes, the surge protector limiting voltage will be lowest at the lowest ambient

temperature. For such surge protectors, the test should be done at the lowest value of ambient

temperature.

7.5 Distortion

7.5.1 Background

Distortion can be caused by nonlinear elements in a circuit. These elements have voltage or current

responses that typically can be represented by a power series. If the signal is sinusoidal, such as

sin(wt), this power series will result in terms such as sin2(wt), sin3(wt), and so forth. Using

trigometric identities, sin2(wt) has a sin(2 wt) term, sin3(wt) has a sin(3wt) term, and so forth. These

harmonics can degrade transmission in digital subscriber line (DSL) systems using the common

discrete multitone (DMT) modulation scheme.

Distortion, often measured as total harmonic distortion (THD), is measured as a ratio of the power in

the harmonics to the power in the fundamental. Equation (1) provides the formula used for this

evaluation:
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ot =120 | [3 g2 W
E, |\ T
where
%THD is the total harmonic distortion as a percentage
En is the voltage of harmonic h
Er is the voltage of the fundamental frequency
N is the number of harmonics considered

The signal source generally has harmonics in it, so the THD of the signal generator needs to be

measured and subtracted from the measurements on the protector. Using the first 10 harmonics of

the signal, the % THD of the protector (% THDP) is as shown in Equation (2):

100 | 10 5 10 )
%THDp =—-| . [> E, - E: (2)
-Ef 4'|| 1 1

where

Es _is the voltage of signal generator harmonics

7.5.2 Purpose

The purpose of this test is to verify that the surge protector does not cause undesirable signal

distortion.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 23:14:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.36-2014


http://www.avadocuments.com/doc/ieee-c62-36-2014
http://www.avadocuments.com/doc/ieee-c62-36-2014

7.5.3 Equipment

Equipment for this test consists of the following:

a)  Spectrum analyzer with a frequency range of 100 Hz to 300 MHz

b) High-impedance differential probe

c) Signal generator with a range of 100 Hz to 30 MHz and a voltage capability of 30 V peak-

peak

d) Optional: Amplifier to boost the output of the signal generator to the specified voltage and

current

e) Attenuators as appropriate

f) A load resistance (RL) equal to 100 € for a universal protector or 600 Q if the application is

POTS only.

7.5.4 Equipment states subject to test

The following equipment states are subject to test:

a) Terminal pairs as specified in Figure 5

b) Biased

¢)  Unbiased
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Figure 5 —Test circuits for distortion measurement
7.5.5 Procedure
The test procedure is as follows:
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a)  Select a test setup from Figure 5 appropriate to the protector being tested (see configurations

in Figure 1).

b)  Connect the RL to the output of the DUT, as shown in the selected setup of Figure 5.

c)  Connect the differential probes to the spectrum analyzer.

d) Connect the differential probes to measure the voltage across RL.

e) Connect the signal generator to the input of the DUT, as shown in the selected setup of

Figure 5.

NOTE—If the signal generator is not capable of supplving the 30-V peak-peak signal specified in

step i), then an amplifier shall be added to boost the input signal to the required levels.

f) Place the DUT in an environmental chamber, and allow the temperature of the chamber to

stabilize at the lowest rated temperature of the DUT.

g)  Set the bias to zero.

h) Set the frequency of the signal generator to 100 Hz.

i) Set the signal generator output to 30-V peak-peak.

j)  Use the spectrum analyzer to measure the amplitude of the fundamental and the first 10

harmonics, Ep.

k) Set the frequency of the signal generator to the next frequency in the progression 1, 3.16,

10,...;e.g., 10 kHz, 31.6 kHz, 100 kHz....
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1)

Use the spectrum analyzer to measure the amplitude of the fundamental and the first 10

m)

harmonics, Ep.

Repeat step k) and step 1) until the progression reaches 30 MHz.

n)

Repeat step g) through step m), but with the environmental chamber set at the highest rated

0)

temperature of the DUT.

If test circuit 3B or test circuit 5 in Figure 5 is being tested, select a combination of input and

p)

output that has not been tested, and repeat step b) through step n) until all possible

combinations have been tested. Test circuit 3B needs to be tested in both setup 2B and setup

3B (Figure 5). Test circuit 5 needs to be tested in both setup 4 and setup 5 (Figure 5).

If the biased state is to be tested, apply the specified bias and repeat step a) through step o).

q)

Suggested methods of applying bias are shown in Figure 6 and Figure 7.

Remove the DUT and connect the spectrum analyzer and the load R directly to the signal

r)

generator (or signal generator plus amplifier) output. If a bias injection circuit is used,

connect the spectrum analyzer and RL to the output of the bias injection circuit (terminals X1

or X2 in Figure 6 and Figure 7).

Set the bias to zero.

s)

Set the frequency of the signal generator to 100 Hz.

t)

Set the signal generator output to 30-V peak-peak.

u)

Use the spectrum analyzer to measure the amplitude of the fundamental and the first 10

v)

harmonics, Eh.

Set the frequency of the signal generator to the next frequency in the progression 1, 3.16, 10,

...;e.g., 10kHz, 31.6 kHz, 100 kHz, ....

Documents

Document Sharing Hub

Authorized licensed use limited to: Tsinghua University. Downloaded on February 26,2026 at 23:14:58 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.36-2014


http://www.avadocuments.com/doc/ieee-c62-36-2014
http://www.avadocuments.com/doc/ieee-c62-36-2014

w) Use the spectrum analyzer to measure the amplitude of the fundamental and the first 10

harmonics, Eh.

x) _ Repeat step v) and step w) until the progression reaches 30 MHz.

y) If the biased state is to be tested, apply the specified bias [see step 0)] and repeat step s)

through step x).

O O

Figure 6 —Bias injection circuit for balanced lines

(setup 2B or setup 4 in Figure 5)
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