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Abstract: Basic factors and general considerations in selecting the class and means of neutral
grounding for a particular ac transmission or subtransmission system are covered in this guide. An
apparatus to be used to achieve the desired grounding is suggested, and methods for specifying
the grounding devices are given. Transformer tertiary systems, equipment-neutral grounding, and
the effects of series compensation on grounding are discussed.

Keywords: electrical utility systems, equipment neutral grounding, grounding, IEEE C62.92.5™,
neutral grounding, series compensation, subtransmission systems, transformer tertiary systems,
transmission systems
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Important Notices and Disclaimers Concerning IEEE Standards Documents

IEEE Standards documents are made available for use subject to important notices and legal disclaimers.
These notices and disclaimers, or a reference to this page (https://standards.ieee.org/ipr/disclaimers.html),
appear in all standards and may be found under the heading “Important Notices and Disclaimers Concerning
IEEE Standards Documents.”

Notice and Disclaimer of Liability Concerning the Use of IEEE Standards
Documents

IEEE Standards documents are developed within the IEEE Societies and the Standards Coordinating
Committees of the IEEE Standards Association (IEEE SA) Standards Board. IEEE develops its standards
through an accredited consensus development process, which brings together volunteers representing varied
viewpoints and interests to achieve the final product. IEEE Standards are documents developed by volunteers
with scientific, academic, and industry-based expertise in technical working groups. Volunteers are not
necessarily members of IEEE or IEEE SA, and participate without compensation from IEEE. While IEEE
administers the process and establishes rules to promote fairness in the consensus development process, IEEE
does not independently evaluate, test, or verify the accuracy of any of the information or the soundness of any
judgments contained in its standards.

IEEE makes no warranties or representations concerning its standards, and expressly disclaims all warranties,
express or implied, concerning this standard, including but not limited to the warranties of merchantability,
fitness for a particular purpose and non-infringement. In addition, IEEE does not warrant or represent that the
use of the material contained in its standards is free from patent infringement. IEEE standards documents are
supplied “AS IS” and “WITH ALL FAULTS.”

Use of an IEEE standard is wholly voluntary. The existence of an IEEE Standard does not imply that there
are no other ways to produce, test, measure, purchase, market, or provide other goods and services related to
the scope of the IEEE standard. Furthermore, the viewpoint expressed at the time a standard is approved and
issued is subject to change brought about through developments in the state of the art and comments received
from users of the standard.

In publishing and making its standards available, IEEE is not suggesting or rendering professional or other
services for, or on behalf of, any person or entity, nor is IEEE undertaking to perform any duty owed by any
other person or entity to another. Any person utilizing any IEEE Standards document, should rely upon his or
her own independent judgment in the exercise of reasonable care in any given circumstances or, as appropriate,
seek the advice of a competent professional in determining the appropriateness of a given IEEE standard.

IN NO EVENT SHALL IEEE BE LIABLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
EXEMPLARY, OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO: THE
NEED TO PROCURE SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS;
OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY,
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE OR
OTHERWISE) ARISING IN ANY WAY OUT OF THE PUBLICATION, USE OF, OR RELIANCE
UPON ANY STANDARD, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE AND
REGARDLESS OF WHETHER SUCH DAMAGE WAS FORESEEABLE.

Translations

The IEEE consensus development process involves the review of documents in English only. In the event that
an [EEE standard is translated, only the English version published by IEEE is the approved IEEE standard.
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Official statements

A statement, written or oral, that is not processed in accordance with the IEEE SA Standards Board Operations
Manual shall not be considered or inferred to be the official position of IEEE or any of its committees and shall
not be considered to be, nor be relied upon as, a formal position of IEEE. At lectures, symposia, seminars,
or educational courses, an individual presenting information on IEEE standards shall make it clear that the
presenter’s views should be considered the personal views of that individual rather than the formal position of
IEEE, IEEE SA, the Standards Committee, or the Working Group.

Comments on standards

Comments for revision of IEEE Standards documents are welcome from any interested party, regardless of
membership affiliation with IEEE or IEEE SA. However, IEEE does not provide interpretations, consulting
information, or advice pertaining to IEEE Standards documents.

Suggestions for changes in documents should be in the form of a proposed change of text, together with
appropriate supporting comments. Since IEEE standards represent a consensus of concerned interests, it is
important that any responses to comments and questions also receive the concurrence of a balance of interests.
For this reason, IEEE and the members of its Societies and Standards Coordinating Committees are not able to
provide an instant response to comments, or questions except in those cases where the matter has previously
been addressed. For the same reason, IEEE does not respond to interpretation requests. Any person who would
like to participate in evaluating comments or in revisions to an IEEE standard is welcome to join the relevant
IEEE working group. You can indicate interest in a working group using the Interests tab in the Manage Profile
and Interests area of the [IEEE SA myProject system. An IEEE Account is needed to access the application.

Comments on standards should be submitted using the Contact Us form.

Laws and regulations

Users of IEEE Standards documents should consult all applicable laws and regulations. Compliance with
the provisions of any IEEE Standards document does not constitute compliance to any applicable regulatory
requirements. Implementers of the standard are responsible for observing or referring to the applicable
regulatory requirements. IEEE does not, by the publication of its standards, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Data privacy

Users of IEEE Standards documents should evaluate the standards for considerations of data privacy and
data ownership in the context of assessing and using the standards in compliance with applicable laws and
regulations.

Copyrights

IEEE draft and approved standards are copyrighted by IEEE under US and international copyright laws. They
are made available by IEEE and are adopted for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the
promotion of engineering practices and methods. By making these documents available for use and adoption
by public authorities and private users, IEEE does not waive any rights in copyright to the documents.
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Photocopies

Subject to payment of the appropriate licensing fees, IEEE will grant users a limited, non-exclusive license to
photocopy portions of any individual standard for company or organizational internal use or individual, non-
commercial use only. To arrange for payment of licensing fees, please contact Copyright Clearance Center,
Customer Service, 222 Rosewood Drive, Danvers, MA 01923 USA; +1 978 750 8400; https://www.copyright
.com/. Permission to photocopy portions of any individual standard for educational classroom use can also be
obtained through the Copyright Clearance Center.

Updating of IEEE Standards documents

Users of IEEE Standards documents should be aware that these documents may be superseded at any time
by the issuance of new editions or may be amended from time to time through the issuance of amendments,
corrigenda, or errata. An official IEEE document at any point in time consists of the current edition of the
document together with any amendments, corrigenda, or errata then in effect.

Every IEEE standard is subjected to review at least every 10 years. When a document is more than 10 years old
and has not undergone a revision process, it is reasonable to conclude that its contents, although still of some
value, do not wholly reflect the present state of the art. Users are cautioned to check to determine that they have
the latest edition of any IEEE standard.

In order to determine whether a given document is the current edition and whether it has been amended through
the issuance of amendments, corrigenda, or errata, visit [IEEE Xplore or contact IEEE. For more information
about the IEEE SA or IEEE’s standards development process, visit the IEEE SA Website.

Errata

Errata, if any, for all IEEE standards can be accessed on the IEEE SA Website. Search for standard number and
year of approval to access the web page of the published standard. Errata links are located under the Additional
Resources Details section. Errata are also available in IEEE Xplore. Users are encouraged to periodically
check for errata.

Patents
IEEE Standards are developed in compliance with the IEEE SA Patent Policy.

Attention is called to the possibility that implementation of this standard may require use of subject matter
covered by patent rights. By publication of this standard, no position is taken by the IEEE with respect to the
existence or validity of any patent rights in connection therewith. If a patent holder or patent applicant has
filed a statement of assurance via an Accepted Letter of Assurance, then the statement is listed on the IEEE
SA Website at https://standards.ieee.org/about/sasb/patcom/patents.html. Letters of Assurance may indicate
whether the Submitter is willing or unwilling to grant licenses under patent rights without compensation
or under reasonable rates, with reasonable terms and conditions that are demonstrably free of any unfair
discrimination to applicants desiring to obtain such licenses.

Essential Patent Claims may exist for which a Letter of Assurance has not been received. The IEEE is not
responsible for identifying Essential Patent Claims for which a license may be required, for conducting inquiries
into the legal validity or scope of Patents Claims, or determining whether any licensing terms or conditions
provided in connection with submission of a Letter of Assurance, if any, or in any licensing agreements are
reasonable or non-discriminatory. Users of this standard are expressly advised that determination of the
validity of any patent rights, and the risk of infringement of such rights, is entirely their own responsibility.
Further information may be obtained from the IEEE Standards Association.
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IMPORTANT NOTICE

IEEE Standards do not guarantee or ensure safety, security, health, or environmental protection, or ensure against
interference with or from other devices or networks. IEEE Standards development activities consider research
and information presented to the standards development group in developing any safety recommendations.
Other information about safety practices, changes in technology or technology implementation, or impact
by peripheral systems also may be pertinent to safety considerations during implementation of the standard.
Implementers and users of IEEE Standards documents are responsible for determining and complying with
all appropriate safety, security, environmental, health, and interference protection practices and all applicable
laws and regulations.

Documents

6 Document Sharing Hub
Authorized licensed use limited to: Tsinghua UniverRRY S R:2820 Jr BRSNS 686@k\RA15:31 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.92.5-2020


http://www.avadocuments.com/doc/ieee-c62-92-5-2020
http://www.avadocuments.com/doc/ieee-c62-92-5-2020

Participants

At the time this draft guide was completed, the Neutral Grounding Working Group had the following

membership:

Robert Allison
Thomas Field
Christine Goldsworthy
Steven Hensley

Chris Kulig

Steven G. Whisenant, Chair
Michael K. Champagne, Vice Chair

Joseph L. Koepfinger
Tuda Morar

Craig Polinski
Andrew Steffen
Keith Stump

James Taylor

Reigh Walling
Jon Woodworth
Jim Wilson
Chad Withers
Ben York

The following members of the individual balloting committee voted on this guide. Balloters may have voted
for approval, disapproval, or abstention.

Saleman Alibhay
Curtis Ashton
Sinan Balban
Thomas Barnes
Michael Basler
Philip Beaumont
W.J.(Bill) Bergman
Wallace Binder
Thomas Blair
Kenneth Bow
Gustavo Brunello
Demetrio Bucaneg Jr.
William Bush
William Byrd

Paul Cardinal
Michael K. Champagne
Arvind Chaudhary
Michael Chirico
Robert Christman
Stephen Conrad
Randall Crellin
David Crotty
Davide De Luca
Gary Donner

Jorge Fernandez Daher
Dominick Fontana
Rostyslaw Fostiak
Carl Fredericks
Waymon Goch
Jalal Gohari

Edwin Goodwin
Stephen Grier
J.Travis Griffith
Randall Groves
Said Hachichi

John Harley

Jeffrey Helzer

Steven Hensley
Werner Hoelzl
Robert Hoerauf
Philip Hopkinson
James Houston
Richard Jackson
John John

Peter Kelly

Gael Kennedy
Sheldon Kennedy
Yuri Khersonsky
James Kinney
Hermann Koch
Boris Kogan
Jusuf Krvavac
Chung-Yiu Lam
Wei-Jen Lee
Lawrenc Long
Thomas Lundquist
Reginaldo Maniego
Lee Matthews
Michael Maytum
Omar Mazzoni
William McBride
Remo Mugwyler
R. Murphy
Dennis Neitzel
Michael Newman
Joe Nims
Lorraine Padden
Sergio Panetta
Bansi Patel
Christopher Petrola
Prasad Pmsvvsv
Eric Rasmussen
Lakshman Raut
Timothy Robirds

7

Charles Rogers
Rodrigo Ronchi
Ryandi Ryandi
Steven Sano

Sergio Santos
Bartien Sayogo
Carl Schuetz
Kenneth Sedziol
Robert Seitz

Devki Sharma
Hyeong Sim
Veselin Skendzic
Jerry Smith

Gary Smullin
Thomas Starai
Andrew Steffen
Gary Stoedter
Keith Stump
Ganesh Subramanian
James Taylor
David Tepen
Michael Thompson
Robert Thompson
James Timperley
Demetrios Tziouvaras
Nijam Uddin
James Van De Ligt
Gerald Vaughn
John Vergis

David Wallace
Reigh Walling
Daniel Ward
Steven G. Whisenant
Kenneth White
James Wilson

Jon Woodworth
Gaetano Zizzo

Documents

Document Sharing Hub

Authorized licensed use limited to: Tsinghua UniverRRY S R:2820 Jr BRSNS 686@k\RA15:31 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.92.5-2020


http://www.avadocuments.com/doc/ieee-c62-92-5-2020
http://www.avadocuments.com/doc/ieee-c62-92-5-2020

When the IEEE-SA Standards Board approved this guide on 24 September 2020, it had the following

membership:

Ted Burse

Doug Edwards
J.Travis Griffith
Grace Gu

Guido R. Hiertz
Joseph L. Koepfinger*

*Member Emeritus

Gary Hoffman, Chair
Jon Walter Rosdahl, Vice Chair
John Kulick, Past Chair
Konstantinos Karachalios, Secretary

David J. Law
Howard Li
Dong Liu

Kevin Lu

Paul Nikolich
Damir Novosel
Dorothy Stanley

8

Mehmet Ulema
Lei Wang

Sha Wei

Philip B. Winston
Daidi Zhong
Jingyi Zhou

Documents

Document Sharing Hub

Authorized licensed use limited to: Tsinghua UniverRRY S R:2820 Jr BRSNS 686@k\RA15:31 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.92.5-2020


http://www.avadocuments.com/doc/ieee-c62-92-5-2020
http://www.avadocuments.com/doc/ieee-c62-92-5-2020

Introduction

This introduction is not part of IEEE Std C62.92.5-2020, IEEE Guide for the Application of Neutral Grounding in
Electrical Utility Systems—Part V: Transmission Systems and Subtransmission Systems.

This guide is a part of a series of standards on neutral grounding in electrical utility systems. When the
series was first approved and published, it replaced IEEE Std 143™-1954, IEEE Guide for Ground-Fault
Neutralizers, Grounding of Synchronous Generator Systems, and Neutral Grounding of Transmission
Systems. In this series of documents, individual considerations and practices have been given to the grounding
of synchronous generator systems, generator-station auxiliary systems, and distribution systems.

IEEE Std 143-1954 is a revision of AIEE No. 954, October 1954, which was a compilation of the following
three AIEE Transaction papers:

— AIEE Committee Guide Report, “Application of Ground-Fault Neutralizers,” AIEE Transactions
(Power Apparatus and Systems), vol. 72, pt. 111, pp. 183—190, April 1953.

— AIEE Committee Report, “Application Guide for the Grounding of Synchronous Generator Systems,”
AIEE Transactions (Power Apparatus and Systems), vol. 72, pt. 11, pp. 517-530, June 1953.

— AIEE Committee Report, “Application Guide on Methods of Neutral Grounding of Transmission
Systems,” AIEE Transactions (Power Apparatus and Systems), vol. 72, pt. 111, pp. 663—-668, August,
1953.

The contents of Parts -V of the revision of IEEE Std 143-1954 are based on the foregoing documents, but are
amplified and updated with new material from the IEEE tutorial course “Surge Protection in Power Systems”
(79EH0144—6-PWR) and other sources. Part VI of this series addresses current-regulated power sources.

In Part I through Part V of this series, emphasis is placed on power system grounding practices rather than the
grounding, for example, of industrial systems, which is covered in other guides and standards. These guides
and standards should be referenced, when appropriate, to gain a full picture of other grounding practices.

This revision of this Part V contains no major changes, but is an editorial update and technical clarification
as required by IEEE-SA. It incorporates both technical and editorial comments received during the balloting
process that have made it more valuable to the reader.

It is impossible to give recognition to all those who have contributed to the technology and practices of
grounding of power systems, since work involving the preparation of this guide has been in progress for
more than 80 years. However, the assistance of both past and present members of the Neutral Grounding
Devices Subcommittee of the Surge-Protective Devices Committee, and other similar groups with comparable
purposes, should be acknowledged.
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IEEE Guide for the Application of Neutral Grounding in Electrical
Utility Systems—;-Part V:—Transmission Systems and Subtransmission

Systems

1. Overview

1.1 Scope

The scope of this document is to provide give the basic factors and general considerations in
selecting the class and means of neutral grounding for a particular ac transmission or
subtransmission system, and the suggested method and apparatus to be used to achieve the desired
grounding. Definitions of grounding terms used in this part of the guide can be found in IEEE Std
C62.92.1™1-2000.1

IInformation on references can be found in Clause 2.
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1.2 Purpose

The purpose of this document is to provide the user with insight on the basic factors and general
considerations in selecting the class and means of neutral grounding for a particular ac transmission
or subtransmission system. An apparatus to achieve the desired grounding is suggested, and

methods for specifying the grounding devices are given.

1.3 Word Usage

The word shall indicates mandatory requirements strictly to be followed in order to conform to the

standard and from which no deviation is permitted (shall equals is required to).zf?’

The word should indicates that among several possibilities one is recommended as particularly

suitable, without mentioning or excluding others; or that a certain course of action is preferred but

not necessarily required (should equals is recommended that).

The word may is used to indicate a course of action permissible within the limits of the standard

(may equals is permitted to).

The word can is used for statements of possibility and capability, whether material, physical, or

causal (can equals is able to).

2. Normative references

The following referenced documents are indispensable for the application of this document (i.e.,
they must be understood and used, so each referenced document is cited in text and its relationship
to this document is explained). For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments or corrigenda)

applies.

2The use of the word must is deprecated and cannot be used when stating mandatory requirements, must is used only to describe

unavoidable situations.

3The use of will is deprecated and cannot be used when stating mandatory requirements, will is only used in statements of fact.
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IEEE Std (C57.32™-3972 (Reaff 3997, IEEE Standard for Requirements, Terminology, and Test

Procedures for Neutral Grounding Devices. 4523

IEEE Std C62.82 1313.1™-1996(Reaff 2002}, IEEE Standard for Insulation Coordination —Definitions,

Principles, and Rules.

IEEE Std C62.11™-2005, IEEE Standard for Metal-Oxide Surge Arresters for AC Power Circuits-
(>1kV).

IEEE Std C62.22™-2009, IEEE Guide for the Application of Metal-Oxide Surge Arresters for

Alternating-Current Systems.

IEEE Std (62.92.1™-2000—Reat—2005} [EEE Guide for the Application of Neutral Grounding in

Electrical Utility Systems —7 Part I: —Introduction.
3. General considerations

AC transmission and subtransmission systems are generally qualified as those with the following

common attributes as compared to generating systems, distribution systems, or auxiliary systems:

— With some exceptions, transmission and subtransmission systems take energy from or
supply energy to other types of systems (i.e., from generating systems and fo distribution

systems) rather than supplying this energy at the ultimate utilization point.
— Transmission and subtransmission systems are three-phase systems.

— Energy is not supplied directly from generator terminals into these systems; that is, there is

an interposing transformer between the generator and the system.

421EEE publications are available from The Institute of Electrical and Electronics Engineers, Serviee—Center—445 Hoes Lane,
Piscataway, NJ 08854, USA (https://standards.ieee.org)/).

5°The IEEE standards or products referred to in this clause are trademarks of the Institute of Electrical and Electronics Engineers,

Inc.

Documents

Document Sharing Hub
Authorized licensed use limited to: Tsinghua University. Downloaded on February 27,2026 at 00:15:31 UTC from IEEE Xplore. Restrictions apply.

Full document details: IEEE C62.92.5-2020


https://standards.ieee.org/
http://www.avadocuments.com/doc/ieee-c62-92-5-2020
http://www.avadocuments.com/doc/ieee-c62-92-5-2020

It is sometimes difficult to distinguish between transmission and subtransmission systems. The
voltage range in transmission systems is usually between taken-te-be 69 kV to 800 kV or higher, and
in subtransmission systems, 69 5 kV to 34.5 kV or lower. That—is—The higher voltages are

associated with the term “transmission” and the lower voltages with “subtransmission.”

Generally, the basic factors that have to be evaluated in selecting a grounding scheme for either

system are as follows:

— Control of overvoltages and degree of surge voltage protection with surge arresters

— Control of ground-fault currents

— Sensitivity, operating time, and selectivity of the ground-fault relaying

— Voltage rating of equipment

— Limitation of the magnitude of ground fault current

— Safety of personnel

These six basic factors can have a considerable influence on system economics, the details of the

system design and physical layout, and service continuity.

3.1 List of Variables

The following is a list of variables used in this guide:

Variable Meaning

Co Zero-sequence capacitance

C1 Positive-sequence capacitance
E Line-to-line (system) voltage
f Frequency of the system
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M~

Rated current of a grounding transformer neutral

Mathematical operator to rotate vector +90 electrical degrees.

<
é

S

Base power rating of the system

Base voltage of the system

Zero-sequence resistance

Positive-sequence resistance

Negative-sequence resistance

Resistance of a neutral grounding device

Resistance of a neutral grounding device

Rated voltage of a grounding transformer

9

Xco

XC1

XGEN

Zero—sequence reactance

Positive-sequence reactance

Negative-sequence reactance

Capacitive component of the zero-sequence reactance.

Capacitive component of the positive-sequence reactance.

Reactance of a ground fault neutralizer

Reactance of a neutral grounding device

Zero-sequence impedance

Positive-sequence impedance
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Z) Negative-sequence impedance

ZB Impedance of the system

ZH Impedance of the high-voltage winding of a transformer

ZHM Impedance between the high- and medium-voltage terminals of a transformer
ZHT Impedance between the high- and tertiary-voltage terminals of a transformer
ZM Impedance of the medium-voltage winding of a transformer

ZMT Impedance between the medium- and tertiary-voltage terminals of a transformer
Zn Impedance of a neutral grounding device

ZN Neutral impedance of a transformer

ZT Impedance of the tertiary-voltage winding of a transformer

3.2 Acronyms and abbreviations

The following is a list of acronyms or abbreviations used in this guide:

BIL Basic Impulse Insulation Level

COG Coefficient of Grounding

GFN Ground Fault Neutralizer

MCOV Maximum Continuous Operating Voltage
TNA Transient Network Analyzer

TOV Temporary Overvoltage
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4. Transmission system grounding

4.1 General

According to IEEE Std C62.82 1313.1™-199¢6, the AIEE Committee Report, “Application Guide on

Methods of Neutral Grounding of Transmission Systems,” [B2] 6% and IEEE Std C57.321-2015 1972,
grounding of the transmission system neutral is an established practice, and in the design of a new
system or the revamping of an old one, the question is not “should the neutral be grounded,” but

rather “what means of grounding is best suited to the application?-”

In systems operating at 115 kV and above, there are strong economic reasons encouraging the use of
effective grounding, as explained in IEEE Std (C62.92.1-2000. The most significant factors are
insulation costs and the lower cost per kilovoltampere of transformers. Neutral grounding affects
insulation requirements in two ways. First, the use of effective grounding controls temporary
overvoltages due to ground faults at lower levels than those obtained with other classes of
grounding. Second, effective grounding permits the use of lower-rated surge arresters, thereby

providing better protection of the insulation against surge voltages.

Many transmission systems consist of multiple voltage levels in which new higher voltage lines are
overlaid on an older, lower voltage system. The different voltage levels are usually interconnected
through autotransformers. This type of arrangement generally requires that both of the voltage
levels be effectively grounded; otherwise, faults on the higher voltage system could impress
excessive temporary overvoltages on the lower voltage system. Two-winding transformers could be
used if it were desired to have one of the voltage levels non-effectively grounded, but the
transformer cost differential encourages the use of autotransformers and effectively grounded

systems.

§4The numbers in brackets correspond to those of the bibliography in Annex C.
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The use of three winding transformers is another method to connect two transmission systems of
different voltages together, or to connect a transmission system to a subtransmission system. The
transformer can have a wye-delta-wye connection, with the transmission system connected wye and
either solidly grounded or grounded through a low impedance. Thus, the transformer is a ground
source for both transmission systems. The delta winding may be left idle or may be used to provide
station service, to supply capacitor or reactor banks, or to supply a distribution system. This
winding should be protected against surges if the terminals of the delta are brought out external to

the transformer tank.

Transmission systems are normally connected to generating systems by means of a delta-wye
connected transformer bank with the generator side connected in delta and the transmission system
connected grounded- wye. This connection provides a ground source for the transmission system. It

also reduces the magnitude of ground-fault current in the generating system.

4.2 Control of overvoltages produced by ground faults and degree of

surge-voltage protection with surge arresters

There are two components of voltage or overvoltage in electrical systems when a system ground
fault occurs or when a circuit breaker or a switch operates in clearing the ground fault. One of these
is the temporary overvoltage or fundamental frequency overvoltage, and the second is the natural
frequency voltage, usually of short duration, that is superimposed upon the temporary overvoltage.
Since total voltages are of greater interest, the sum of the temporary overvoltage and the natural

frequency voltage is commonly used. This sum is referred to as the transient overvoltage.
4.2.1 Temporary overvoltage (TOV) and arrester rating

The ultimate surge voltage protection is obtained through arrester voltage ratings as low as the
system grounding conditions will permit during normal and abnormal system conditions. Initially,

however, when the surge arrester was adopted as the basic protection device, the equipment design

1

(coordination of major insulating structures) assumed that an “ungrounded neutral” or “100%

rated” arrester would be used, unless otherwise specified (IEEE Std C62.11™-2005).
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In time, after_a successful service experience with 100% rated arresters (100% of maximum line-line
voltage), it was reasoned that lower rated arresters would be suitable on grounded neutral systems.
On these systems, the TOV on the unfaulted phases during a line-to-ground fault would bear the
same relationship to arrester rating as “maximum line-line voltage” in an ungrounded system. An
“effectively grounded” system was then defined in terms of the symmetrical-component sequence
resistances and reactances (IEEE Std C62.92.1™-2000), for which the TOV on an unfaulted phase
does not exceed 80% of the maximum line-to-line voltage. Under this condition, an arrester rated at
80% of maximum line-to-line voltage was deemed applicable, and it was classified as a “grounded

neutral” arrester.

The use of a “grounded neutral” arrester with lower protective levels enabled designs in some
electrical equipment, such as transformers, to have reduced insulation levels with adequate
protection. Reduced insulation allowed reduction in size, weight, and cost. Subsequently,-still lower
rated arresters were commonly applied whenever the grounding was significantly better than

“effective,” particularly at system voltages where these reductions were significant (above 230 kV).

Usually the TOV produced by a system ground fault is greater than that produced by other causes
(generator over speed, ferroresonanece-harmonics, etc.). An exception to this might occur on systems
where the coefficient of grounding (IEEE Std C62.92.1™-2000) is less than 80%.

The nameplate rating of gapped silicon-carbide surge arresters generally exceeded the TOV due to a
phase-_to--ground fault on the system where it was applied (IEEE Std C62.-2™-1987 [B33 B+1]). This
criterion was based on the assumption asswmptiens that the maximum TOV is produced by a
ground fault and that the arrester might operate due to a surge while there was a ground fault on
another phase. The arrester had to then-te seal off against the TOV, which was sustained until the
fault was interrupted. There were some arresters that sealed themselves off against voltages higher
than their rating. Overvoltage characteristics for these arresters were published in the late 1960s and

early 1970s. This feature has sometimes been utilized to provide higher protective levels on the

arresters and thus lower protective margins to the equipment levels.
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An important consideration for selecting a metal-oxide arrester is the maximum continuous
operating voltage (MCOV) (IEEE Std C62.11-2005); however, the arrester will also be subjected to
TOVs (IEEE Std C62.22™-2009). A conservative criterion is that the TOV should not exceed the
MCOV rating of the arrester (IEEE Std C62.11-2005).

However, metal-oxide arresters can have thermal capability for TOVs in excess of MCOV rating for
specified times, and data and curves of TOV versus allowable time of the overvoltage are available

(IEEE Std C62.11-2005). Using the TOV curve of the arrester will provide the advantage of selecting

an_arrester with a lower MCOV rating and thus provide a lower discharge voltage and better

protection for the equipment.

The TOVs on the unfaulted phases during line-to-ground and line-to-line-to-ground faults can be
ascertained from the coefficient of grounding, which is discussed in Annex A of IEEE Std C62.92.1™.
-2000:In addition to the formulas presented, curves are provided which show the relationship of the

coefficient of grounding (COG) as a function of X( /X1 and Rq /X1 for various values of R1/X7. From

the information presented, it is possible to obtain a comprehensive view of the system TOVs during

line--to-ground faults with variations in size and type of neutral impedance.
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4.2.2 Effect of system grounding on transient voltage

Curves for transient voltages following faults, in terms of system impedances viewed from the fault,
cannot be compiled for the general case as is possible for TOVs. In an actual system, the transient
voltages due to fault initiation are affected by the electrical system components and their
configuration. As a first approach;; however, indications of the maximum transient voltage to be
expected can be ascertained from an idealized, lumped circuit without any damping. The maximum
transient voltage is then obtained by adding the peak TOV to the peak natural frequency voltage on
the assumption that inevitably-these two components will inevitably have their maximum value at
the same instant. Results based on these conditions are shown in Figure 1 as calculated from an
idealized symmetrical-component circuit for a single generator and a delta-wye-grounded step-up
transformer feeding a faulted transmission line, represented only by its positive- and zero-sequence
capacitance (Clarke, et al. [B14 B19], Peterson [B45 B25]). XC1 and XC( on Figure 1 are the positive-

sequence and zero-_sequence capacitive reactance, respectively. See A.1.4 and IEEE Std C62.92.1™.-
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