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Photobiological Safety for Lamps and
Lamps Systems - General
Requirements

1.0 INTRODUCTION

Lamps were developed and produced in large quan-
tites and became commonplace in an era when
industry-wide safety standards were not common.
The evaluation and control of lamp hazards is a far
more complicated subject than similar tasks for a sin-
gle-wavelength laser system. The required radiomet-
ric measurements are quite involved, for they do not
deal with the simple optics of a point source, but
rather with an extended source which may or may not
be altered by diffusers or projection optics. Also, the
wavelength distribution of the lamp may be altered by
ancillary optical elements, diffusers, lenses, and the
like, as well as variations in operating voltage.

To evaluate a broad-band optical source, such as an
arc lamp, an incandescent lamp, a fluorescent lamp,
an array of lamps or a lamp system, it first is neces-
sary to determine the spectral distribution of optical
radiation emitted from the source at the point or
points of nearest human access. This accessible
emission spectral distribution of interest for a lighting
system may differ from that actually being emitted by
the lamp alone due to the filtration by any optical ele-
ments (e.g., projection optics) in the light path.
Secondly, the size, or projected size, of the source
must be characterized in the retinal hazard spectral
region. Thirdly, it may be necessary to determine the
variation of irradiance and projected radiance (see
the Glossary) with distance. The performance of the
necessary measurements is not an easy task without
sophisticated instruments. Users must normally rely
upon the expertise of manufacturers for information
on lamps and lamp systems. Safety requirements
and reference measurement techniques for lamps
and specific lamp systems are provided in later stan-
dards of this series, viz., RP-27.2, RP-27.3...

Finally, there are well known optical radiation hazards
associated with some lamps and lamp systems. The
purpose of these standards is to inform the public and
original equipment manufacturers (OEMs) about
potential radiation hazards that may be associated
with various lamps and lamp systems. |t is also the
purpose of these standards to provide guidance,
advice, and standard methods for evaluating and
informing the user, both the public and the OEM,
about the potential optical radiation hazards that may

ANSI/IESNA RP-27.1-05

2.0 SCOPE

This Recommended Practice covers the evaluation
and control of optical radiation hazards from all elec-
trically powered sources of optical radiation that emit
in the wavelength range from 200 nm through 3,000
nm (3.0 m) except for light emitting diodes (LEDs)
used in optical fiber communication systems and for
lasers which are covered in a separate series of
ANSI standards (Series Z136). Federal mandatory
requirements for lamps subject to specific Federal
Regulations take precedence over requirements in
subsequent standards included in this series.

Note 1: Units of wavelength in this document are
exclusively in nanometers (nm).

Note 2: Subtended angles are denoted by the full
included angle, not the half angle.

3.0 DEFINITIONS

For standard nomenclature and definitions, radiomet-
ric and photometric quantities, and illuminating engi-
neering terminology, refer to ANSI/IESNA RP-16-
2005, Nomenclature and Definitions for llluminating
Engineering. Certain frequently used terms are
defined in the Glossary.

3.1 Blue Light Hazard

Potential for a photochemically induced retinal injury
resulting from radiation exposure at wavelengths pri-
marily between 400 nm and 500 nm. This damage
mechanism dominates over thermal for times
exceeding 10 s.

3.2 Continuous Wave (CW) Lamp

A lamp that is operated with a continuous output for a
0.25 s period of time or greater, i.e., a non pulsed
lamp (see Section 3.15). In this standard, General
Lighting Source (GLS) lamps are defined to be
Continuous Wave lamps.

3.3 Erythema

The temporary reddening of the skin such as the
delayed thermal reddening produced by exposure to
actinic ultraviolet radiation or the immediate thermal
reddening produced by exposure to infrared radia-
tion. (See Section 3.12).

be associated with these products. D ocuments
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Note: The degree of delayed erythema is used as a
guide to dosages applied in ultraviolet therapy.

34 Exposure Limit

A value of exposure to the eye or skin that is not
expected to result in adverse biological effects is
called the exposure limit.

3.5 Exposure Distance

Nearest points of human exposure consistent with the
application of the lamp.

3.6 General Lighting Source, GLS

A general term for lamps intended for lighting spaces
that are typically occupied or viewed by people.
Examples would be lamps for lighting offices,
schools, homes, factories, roadways, or automobiles.
It does not include lamps for such uses as film pro-
jection, reprographic processes, “suntanning,” indus-
trial processes, medical treatment, and searchlight
applications. It also does not include lamps with outer
envelopes constructed from quartz material that is not
doped to block UV-B and UV-C (see Section 3.19).
Although lamps with undoped quartz outer envelopes
may be used in locations typically occupied by peo-
ple, their potential to emit ultraviolet power requires
that they be more carefully evaluated. The process
for classifying lamps is described in sections of the
third document in this series, Recommended Practice
for Photobiological Safety for Lamps - Risk Group
Classification and Labeling, RP 27.3.

3.7 Hazard Distance

See Skin Hazard Distance (Section 3.18) or Ocular
Hazard Distance (Section 3.13).

3.8 Infrared Radiation

For practical purposes any radiant energy within the
wavelength range 770 nm to 10° nm. The infrared
spectrum is divided into three spectral bands for safe-
ty purposes: IR-A (770 nm to 1400 nm), IR-B (1400
nm to 3000 nm), and IR-C (3000 nm to 10° nm).

Note: Infrared radiation is generally evaluated in
terms of the spectral total radiation per unit area (irra-
diance) incident upon a surface. Examples of appli-
cations of infrared radiation are industrial heating,
drying, baking, and photo-reproduction. Some appli-
cations, such as infrared viewing systems, involve
detectors sensitive to a restricted range of wave-
lengths; in these cases, the spectral characteristics of
the source and detector are of importance.

3.9 Lamp

The generic name for a man-made source of light is
“lamp.” As used in this standard, the term means
an electrically powered source, other than a light
emitting diode (LED) used in a fiber-optic communi-
cation system or a laser. By extension, the term is
also used to denote sources that radiate in regions
of the spectrum adjacent to the visible region, i.e., in
the ultraviolet and infrared spectral ranges.
Devices that generate light and have integral com-
ponents for optical control, such as lenses or reflec-
tors, also are considered lamps. Examples include
a lens-end lamp, and a PAR lamp with a reflector or
lens cover.

Note: A device consisting of a lamp with shade,
reflector, enclosing globe, housing, or other acces-
sories has often been called a “lamp.” However, in
this standard, a lamp with such other components is
termed a “lamp system” to distinguish between the
assembled unit and the light source within it.

3.10 Lamp System

Any manufactured product or assemblage of compo-
nents which incorporates, or is intended to incorpo-
rate a lamp is considered to be a “lamp system.”

3.1 Lamp Packaging

Any carton, outer wrapping, or other means of con-
tainment that is intended for the storage, shipment, or
display of a lamp(s) or that is intended to identify the
contents or to recommend its use is considered to be
“lamp packaging.”

3.12  Minimal Perceptible Erythema, MPE

The minimum erythemal dose (MED) is the radiant
exposure density, e.g., J + m, that is just sufficient to
elicit a perceptible delayed erythema, i.e., a Minimum
Perceptible Erythema (MPE). The MED varies with
skin type, time between exposure and evaluation, and
ultraviolet spectral distribution. (See Section 3.3).

3.13  Ocular Hazard Distance

The distance from a source within which the “pro-
jected radiance” (see Glossary) or irradiance
exceeds the applicable exposure limit for momen-
tary (0.25 s to 0.5 s) viewing.

3.14  Photokeratoconjunctivitis

An inflammatory response of the cornea and conjunc-

tiva following exposure to ultraviolet (Eybetiiiaiiﬁ‘ents
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Wavelengths shorter than 320 nm are most effective
in causing photokeratoconjunctivitis. The peak of the
action spectrum is approximately at 270 nm.

3.15 Pulsed Lamp

A lamp that delivers its energy in the form of a single
pulse or a train of pulses where each pulse shall have
a time duration of less than 0.25 s.

Note 1: The duration of a lamp pulse is the time inter-
val between the half-power points on the leading and
the trailing edges of the pulse.

Note 2: In this standard, General Lighting Source
lamps are defined to be Continuous Wave lamps (see
Section 3.2). Examples of pulsed lamps include
photoflash lamps, flashlamps in photocopy machines,
and strobe lights.

3.16  Retinal Burn
A photochemical or thermal retinal lesion.
3.17 Retinal Hazard Region

The spectral region from 375 nm to 1400 nm (visible
plus IR-A) within which the normal ocular media
transmit optical radiation to the retina.

3.18 Skin Hazard Distance

The distance at which the irradiance exceeds the
applicable exposure limit for 8 hours exposure.

3.19 Ultraviolet Radiation

For practical purposes, ultraviolet (UV) radiation is
any radiation within the wavelength range from 100
nm to 400 nm. The UV-C extends from 100 nm to
280 nm, UV-B from 280 nm to 315 nm, and UV-A from
315 nm to 400 nm as defined by the Commission
Internationale de I'Eclairage (CIE). Frequently in pho-
tobiology, the wavelength bands are taken as UV-C
from 200 nm to 290 nm, UV-B from 290 nm to 320
nm, and UV-A from 320 nm to 400 nm. Ultraviolet
radiation at wavelengths less than 200 nm is consid-
ered vacuum ultraviolet radiation. Note that the radia-
tion between 380 nm and 400 nm is visible radiation
(see Section 3.20) although it also is within the for-
mal definition of the ultraviolet band.

3.20 Visible Radiation
Radiation within the wavelength range from 380 nm

to 770 nm is considered to be visible radiation. See
“light” in the Glossary.

ANSI/IESNA RP-27.1-05

3.21 Visual Angle

The angle subtended by an object or detail at the
point of observation is considered to be the visual
angle. It usually is measured in radians, milliradians,
degrees, or minutes of arc.

4.0 EXPOSURE LIMITS

41 General

Personnel working with or in the vicinity of lamps and
lamp systems should not be exposed to levels
exceeding the following limits.

These criteria are based on recommendations in
Threshold Limit Values (TLVs®) of the American
Conference of Governmental Industrial Hygienists
and recommendations in publications of the
International Commission on Non-ionizing Radiation
Protection (ICNIRP). [See Bioeffect Datasheet #7].
The specific techniques of applying these criteria to
lamps and lamp systems are given in later standards
of this series, viz., RP-27.2, and RP-27.3.

The limiting aperture dimensions for irradiance mea-
surements given in this document are for general
application. However, they may not be appropriate
for certain specific conditions and devices. Future
documents in this series may modify these dimen-
sions for those situations.

4.2 Ultraviolet Exposure Limits
4.2.1 General

The ultraviolet exposure limits represent conditions
under which it is believed that nearly all individuals in
the general population may be repeatedly exposed
without adverse health effects. However, they do not
apply to photosensitive individuals or to individuals
concomitantly exposed to photosensitizing agents.
(Fitzpatrick et al., eds., Sunlight and Man, Univ. of
Tokyo Press, Tokyo, Japan, 1974.) Such individuals,
in general, are more susceptible to adverse health
effects from optical radiation than individuals who are
not photosensitive or concomitantly exposed to pho-
tosensitizing agents. The susceptibility of photosen-
sitive individuals varies greatly, and it is not possible
to set exposure limits for this portion of the popula-
tion. These exposure limits shall be used as guides
in the control of exposure to continuous sources
where the exposure duration is not less than 0.1 ms.
These values shall be used as guides in the control

of exposure and shall not be regardecnbztfifﬁiﬁ‘énts

between safe and dangerous avels.
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4.2.2 200 nm to 400 nm Skin and Eye Exposure
Limit. The exposure limits for human exposure to
ultraviolet radiation incident upon the unprotected
skin or eye where irradiance values are known and
exposure time is controlled are as follows:

The effective irradiance exposure for the unprotected
skin or eye should not exceed the values given in
Table 1 within an 8-hour period.

To determine the effective ultraviolet irradiance, Eg, of
a broad-band source, the following weighting formula
shall be used:

400
Es=> E,*S(A)«AA (1)

200

where:

Eg is the effective ultraviolet irradiance in W « cm™
E, is the spectral irradiance in W « cm® « nm”

S(A) is the ultraviolet hazard weighting function (see
Table 2)

AA is the calculation interval in nm

the summation extends from 200 nm to 400 nm.
The permissible exposure time for exposure to ultra-

violet radiation incident upon the unprotected eye or
skin shall be computed by:

_0.003

S

t(max)

where:

t(max) is the permissable exposure time in seconds
denominator Eg is the effective ultraviolet irradiance
in W« cm?

the value “0.003” is in J » cm™

The exposure time may also be determined using
Table 1 which provides exposure times correspond-
ing to an effective irradiance in wW « cm®.

4.2.3 320 nm to 400 nm Eye Exposure Limit.
For the spectral region 320 nm to 400 nm the total
ultraviolet irradiance for the unprotected eye, Eyy,
should not exceed 1 mW « cm? for periods greater
than 10° s (approximately 16 minutes). For exposure
times less than 10° s, the total radiant exposure to the
eye should not exceed 1.0 J » cm™2.

TABLE 1
Permissible Ultraviolet Exposures

Duration of Effective Ultraviolet Irradiance
Exposure Per Day Eg (W-cm?)
8 hours 0.1
4 hours 0.2
2 hours 04
1 hour 0.8
30 minutes 1.7
15 minutes 3.3
10 minutes 5
5 minutes 10
1 minute 50
30 seconds 100
10 seconds 300
1 second 3,000
0.5 second 6,000
0.1 second 30,000

All the preceding exposure levels for ultraviolet radiation apply to sources that subtend an angle less than 80°, i.e.,
sources within 40°of the normal to the irradiance area. Sources which subtend a greater angle need to be measured only
over an angle of 80°.
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This can be expressed as:

ANSI/IESNA RP-27.1-05

Note 1: All the preceding exposure limits for ultravio-
let radiation apply to sources that subtend an angle of

Eyy=0.001 (fort= 10° (3a) less than 80° (1.4 radian) i.e., sources within 40° of
10 the normal to the irradiance area. Sources that sub-

t(max) = E— (for t < 10°) (3b) tend a greater angle need to be measured only over
uv

where:

t is time in seconds

t(max) is time in seconds

Eyy is the total ultraviolet irradiance between 320 nm
and 400 nm on the unprotected eye in W « cm™®

the value “1.0” is in J » cm™.

Notes for Section 4.2.2 and Section 4.2.3:

an angle of 80°.

Note 2: A limiting aperture no greater than 2.5 cm
diameter shall be used with sources producing a uni-
form optical radiation pattern. However, with sources
of optical radiation that do not produce a uniform opti-
cal radiation pattern (i.e., contain hot spots less than
2.5 cm), a 7 mm aperture shall be used. The mea-
surement shall be made in that position of the beam
giving the maximum reading.

TABLE 2
Spectral Weighting Function for Assessing Ultraviolet Hazards

Wavelength' UV Hazard Function Wavelength UV Hazard Function
nnm S(\) A,nm S(\)
310 0.015
313* 0.006
200 0.030 315 0.003
205 0.051 316 0.0024
210 0.075 317 0.0020
215 0.095 318 0.0016
220 0.120 319 0.0012
225 0.150 320 0.0010
230 0.190 322 0.00067
235 0.240 323 0.00054
240 0.300 325 0.00050
245 0.360 328 0.00044
250 0.430 330 0.00041
254* 0.500 333 0.00037
255 0.520 335 0.00034
260 0.650 340 0.00028
265 0.810 345 0.00024
270 1.000 350 0.00020
275 0.960 355 0.00016
280" 0.880 360 0.00013
285 0.770 365* 0.00011
290 0.640 370 0.000093
295 0.540 375 0.000077
297* 0.460 380 0.000064
300 0.300 385 0.000053
303* 0.120 390 0.000044
305 0.060 395 0.000036
308 0.026 400 0.000030

! Wavelengths chosen are representative; other values should be interpolated at intermediate wavelengths.

* Emission lines of a mercury discharge spectrum.
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