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INTRODUCTION

In the past few decades, the optical design of illumi-
nation systems (non-imaging optics) has benefited
greatly from the advances in computer hardware and
software. Many commercially available ray-tracing
optical design and simulation software programs have
been developed to support a wide variety of optical
design tasks. All of these software packages can
use ray files as source models. Ray files are typically
generated by light source manufacturers using either
an optical simulation or physical measurements using
near field goniometers. These ray files are then put
in a specific format for each optical design program,
which allows optical engineers to integrate the light
source characteristics into their optical system design
simulations. Ray files describe light sources by a large
number of rays with individual start location, direction,
flux, and optional spectral and/or polarization data.

Ray files are mainly intended for optical engineers,
who are designing optical systems using light sourc-
es. Ray files are a characterization of the near field
characteristics of a light source. Users may also
be familiar with ANSIVIES LM-63-02 (R2008) IES
Standard File Format for the Electronic Transfer of
Photometric Data and Related Information formatted
files, typically called “IES files”, which are far field
characterizations of a lamp or luminaire. IES files are
used by lighting application engineers to layout the
lighting in a space and predict light levels. Although
the far field files are useful for lighting application lay-
outs, they are not adequate when designing optics
that are placed in close proximity to the light source.

One complication in providing ray files for light
source characterization is that each ray file can be
very large, containing millions of rays and using
> 250MB of data per file. Currently a manufacturer
must provide ray files for all of its light sources, in up
to 16 unique file formats since none of the commer-
cially available ray tracing software uses the same
file format. This situation leads to a large amount of
data that must be created, managed, stored, and
distributed to ray file users.

Because all ray files store essentially the same data,
the industry has come together to create a single
standard ray file format that all light source manufac-
turers can distribute and all optical design software
can use for simulations. The format has been created
by a group that includes LED manufacturers, optical
simulation software vendors, near field goniometer
vendors, and academia. The new format is meant to
allow simple conversion of all existing ray files into
the new format, and it will be generally backward
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This document defines the IES standardized ray file
format to describe the emission properties of light
sources that can be used in all commercially avail-
able design, analysis, and metrology software.

1.0 SCOPE

This document provides recommendations for a
standard ray file format to describe the emission
properties of light sources. The ray file format con-
tains information necessary to interface between
ray tracing or other optical design, simulation,
analysis and metrology software used in lighting
applications.

2.0 NORMATIVE REFERENCES

2.1 ANSI / IES RP-16-10, Nomenclature and
Definitions for llluminating Engineering. New York:
llluminating Engineering Society of North America,
2010.

2.2 ISO 8601, Data elements and interchange
formats —Information interchange — Representation of
dates and times. Geneva: International Organization
for Standardization, 2004.

2.3 I[EEE 754-2008, Standard for Binary Floating-
Point Arithmetic. New Jersey: Institute of Electrical
and Electronics Engineers.

2.4 The Unicode Standard. California: The
Unicode Consortium.

2.5 The International System of Units (Sl), 8th
Edition, Bureau International des Poids et Mesures,
2006.

2.6 ISO/IEC 8859-1:1998, Information technol-
ogy — 8-bit single-byte coded graphic character sets
— Part 1: Latin alphabet No. 1.

3.0 DEFINITIONS

3.1 ASCII

An encoding scheme for Latin characters, according
to ISO/IEC 8859-1. For the purpose of this standard,
only the character 0 and characters from 32 up to
and including 126, in decimal form, shall be used.

compatible in future revisions. Documents
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3.2 Binary

An encoding of information into certain data types in files
creating a sequence of items which can be used imme-
diately as data by computer processors without further
conversion; the sequence of binary items is, in general,
not a sequence of encoded human readable characters.

3.3 Binary 32

A certain binary floating point encoding format
defined in IEEE 754, using four bytes of memory per
floating point number. The binary32 format is com-
monly used by C and C++ compilers to implement
the “float” data type.

34 Byte
A unit of digital information, consisting of 8 bits.
3.4 Denormalized Real

As defined in IEEE 754, a denormalized real is
a number whose absolute value is nonzero, but
smaller than 1.18 x 10738, and thus too small to be
encoded within the IEEE 754 binary32 floating point
format at full mantissa resolution.

3.5 Direction Cosine

Ray directions within the scope of this standard
shall be given as unit vectors in a three dimensional
Cartesian coordinate system (a unit vector is normal-
ized to have a 2-norm, or Euclidean length, of 1). Each
coordinate value of a unit vector is mathematically
equal to the cosine of the angle between the vector
and the corresponding axis. Therefore, the ray direc-
tion coordinates are often called direction cosines.

3.6 Fatal Error

When any data in an IES TM-25 ray file shows a con-
dition denoted “fatal error” within this standard, then
the ray file shall be considered invalid.

3.7 Light Source

As defined in ANSIIES RP-16-10, a light source is
any object producing optical radiation (electromag-
netic radiation with wavelengths between approxi-
mately 100 nm and 1 mm), whether man-made (and
then called a lamp) or not (e.g., the sun).

3.9 Little-Endian

Little-Endian refers to the ordering of individual bytes
within larger data items, e.g., binary32 floating point

3.10 Lumen
The Sl Unit of luminous flux.
3.11 Luminous Flux, @,

As defined in ANSI/IES RP 16-10, luminous flux is
obtained from spectral radiant flux ®A, the spectral
luminous efficiency V(A) and the maximum spectral
luminous efficacy Km = 683 Im/W by integration:

D= Kn [ @, V() dh
3.12  NaN (Quiet NaN, Signaling NaN)

In computing, NaN, standing for not a number, is a
numeric data type value representing an undefined
or unrepresentable value, especially in floating-point
calculations, per IEEE 754. If a = 1, it is a quiet NaN;
if a is zero and the payload is nonzero, then it is a
signaling NaN.

3.13 Normalized Real

As defined in IEEE 754, a normalized real is a num-
ber whose absolute value is in the range between
1.18 x 10738 and 3.4 x 1038, and therefore encodable
within the four byte binary32 format at full mantissa
resolution.

3.14 Parser

A computer program capable of syntactic analysis of
a structured data file such as a ray file.

3.15 Radiant Flux

As defined in ANSIIES RP-16-10, the time rate of
flow of radiant energy, expressed in Watts.

3.16 Ray

An idealized narrow beam of light, with negligible
spatial and angular extent. Mathematically, a ray
is described as a straight half-line, unambiguously
given by its ray start position and its ray direction.
3.17  Ray Direction

A unit vector in three-dimensional Euclidean space.
3.18 Ray Start Position

A point in three-dimensional Euclidean space

3.19  Ray-File
A block of information about light sources, stored in

and available from durable storage (e. ) Q@HIAENts
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