INDUSTRIAL FASTENERS INSTITUTE
6363 Oak Tree Boulevard ¢ Independence, Ohio 44131 USA, www.indfast.org

1. Scope

1.1 Scope. This standard describes procedures for the mechanical testing of metric series blind rivets to determine
properties required in the product standard.

1.2 The following tests are described:

Shear strength, Para. 2.1
Tensile strength, Para. 2.2
Mandrel break load, Para. 2.3
Blind head formation, Para. 2.4
Mandrel retention, Para. 2.5

1.3 Definitions of terms relating to blind rivets are given in IFI-110/550, Glossary of Terms Relating to Blind Riv-
ets.

2. Test Methods

21 Shear Test. The test shall be comprised of loading a single lap joint assembled with one rivet so that the direc-

tion of applied load induces transverse shear against the rivet body. The test specimen shall be mounted in a tensile
testing machine capable of applying load at a controllable rate. The grips shall be self-aligning and care shall be taken
when mounting the specimen to assure that the load will be transmitted in a straight line through the test rivet.

The specimen shall be tensile loaded at a speed of testing as determined with a free running cross head not
less than 7 nor greater than 13 mm per minute. Loading shall be continued until failure of the rivet occurs. The maxi-
mum load in newtons applied to the specimen coincident with or prior to rivet failure shall be recorded as the ultimate
shear strength of the rivet. At the discretion of the testing activity, tests need not be continued to destruction providing
the test specimen supports the minimum ultimate shear load specified in the product standard without evidence of rivet
failure.

The test specimen shall be comprised of two plates, of equal nominal thickness, axially aligned and assembled
into a single lap joint with the test rivet, as shown in Fig. 1. When testing rivets except those covered in IFI-552, Multi-
Grip Flush Break Pull Mandrel Self-Plugging Blind Rivets, the total thickness of the joint shall not be less than 1.0 times
the nominal rivet diameter when testing protruding head rivets, or 1.5 times the nominal rivet diameter when testing
flush head rivets, nor be greater than the specified maximum grip length of the test rivet.

When testing IFI-552 rivets, the total thickness of the joint shall not be less than 1.3 times the nominal rivet
diameter when testing protruding head rivets, or 1.5 times the nominal rivet diameter when testing flush head rivets, nor
be greater than the specified maximum grip length of the test rivet.

The test rivet shall be set with a setting tool standard for that type of rivet and in accordance with the setting
procedures recommended by the rivet manufacturer. The test method defined in MIL-STD-1312 test 20 (metric) is an
acceptable alternate to IFI-522, Para. 2.1.

2.2 Tensile Test. The test shall be comprised of separating two plates of a joint assembled with one blind rivet.
The joint with the test rivet shall be installed in a test fixture, as shown in Fig. 2, or other comparable arrangement if an
alternate test fixture is used, and the fixture placed between the compression heads of a testing machine. For referee
purposes, the test fixture shown in Fig. 2 shall be used. Care shall be exercised to locate the fixture at the center of the
piston when hydraulic testing machines are used. Load shall be applied to the joint at a speed of testing, as determined
with a free running cross head, not less than 7 nor greater than 13 mm per minute. Loading shall be continued to failure,
with failure occurring when the rivet body fractures or is pulled through one of the plates. The maximum load in newtons
applied to the joint coincident with or prior to rivet failure shall be recorded as the ultimate strength of the rivet.
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Protruding head type rivet
(T min — see para. 2.1)

Flush head type rivet
(T1 min — see para. 2.1)

Rivet Nom Rivet Test Hole Dia mm
Series Size mm

No. D Max Min

3 24 2.54 2.49

4 3.2 3.35 3.30

5 4.0 4.16 4.11

6 4.8 4.98 493

8 6.3 6.60 6.55

NOTES:

Fig. 1 Test Fixture for Shear Testing Metric
Blind Rivets

1. Design of plates may be modified to add holes for testing two
or more sizes of rivets using the same plates. Such holes
shall be located on the longitudinal centerline of the plate,
and center distances between adjacent holes shall be at
least 4 times the diameter of the larger hole. Ends of plates
may be drilled for pin-type mounting in testing machine.

2. Plates shall be of alloy steel, quenched and tempered to a
hardness of Rockwell C46 to 50.

3. When testing rivets, W equals 12.7 mm.
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