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NIGC , STANDARDIZATION DIV.

FOREWORD
This standard is intended to be mainly used by NIGC and contractors and has been prepared on
interpretation of recognized standards , technical documents , knowledge ,backgrounds and
experiences in gas industries at national and international levels.
Iranian Gas Standards (IGS) are prepared , reviewed and ammended by technical standard
committees within NIGC Standardization Div. and submitted to the NIGC's “STANDARDS
COUNCIL" for approval .
IGS Standards are subject to revision , amendment or withdrawal , if required , thus the latest edition of
IGS shall be checked/inquired by NIGC users .
This standard must not be modified or altered by the end users within NIGC and her contractors. Any
deviation from normative references and/or well known manufacturers specifications must be reported
to Standardization div.
Any comments from concerned parties on NIGC distributed IGS are welcome to technical
standards committees and will receive serious attention and consideration should a revision to

standards is recommended .

GENERAL DEFINITIONS :

Throughout this standard the following definitions , where applicable , should be followed :

1- “STANDARDIZATION DIV.“ has been organized to deal with all aspects of industrial
standards in NIGC . Therefore , all queries for clarification or amendments are requested to
be directed to the mentioned div.

2- “COMPANY “: refers to national iranian gas company .

3- “SUPLIER" : refers to a firm who will supply the service , equipment or material to igs

specification whether as the prime producer or manufacturer or a trading firm.
4-"SHALL" : is used where a provision is mandatory.
5-"SHOULD" : is used where a provision is advised only.
6-"MAY" : is used where a provision is completely discretionary.

Website : http://igs.nigc.ir

E-mail : nigcigs@nigc.org
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IGS-CH-029 (0) : 1999
FILTERING MATERIALS FOR USE IN DEA PLANT OF
KANGAN GAS REFINERY
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INFORMATIVE GUIDANCE

1. SCOPE
THIS STANDARD SPECIFICATION GIVES THE PROCEDURE FOR PARCHASING
MATERIAL (S) WHICH WILL BE USED AS FILTERING MEDIA IN FILTERING
SYSTEM TO REMOVE PARTICLES LARGER THAN 1u FROM DEA SOLUTION IN
GAS TREATING PLANTS.
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2. REFERENCE

THROUGHOUT THIS STANDARD SPECIFICATION THE FOLLOWING STANDARD
AND CODE ARE REFFERED TO. THE EDITION OF THIS STANDARD AND CODE
THAT ARE IN EFFECTED AT THE TIME OF ISSUES OF THIS STANDARD
SPECIFICATION (1999 ) SHALL, TO THE EXTENT SPECIFIED HEREIN, FORM PART
OF THIS STANDARD SPECIFICATION . THE APPLICABILITY OF CHANGES IN THE
STANDARD AND CODE THAT OCCUR AFTER THE DATE OF THIS STANDARD
SPECIFICATION SHALL BE MUTUALLY AGREED UPON BY THE PURCHASER
AND SUPPLIER AND/OR MANUFACTURER.

ASTM ( AMERICAN SOCIETY FOR TESTING AND MATERIALS )
F 797 — 88 “ STANDARD PRACTICE FOR DETERMINING THE
PERFORMANCE OF A FILTER MEDIUM EMPLOYING A MULTIPASS ,
CONSTANT - RATE , LIQUID TEST «

3. MATERIAL SUPPLY
THE SUPPLIER AND/OR MANUFACTURER SHALL PROVIDE FILTERING
MATERIAL (S) TO MEET THE FILTERING SYSTEM DESCRIBED IN CLAUSE 4
AND TO BE ABLE TO REMOVE PARTICLES FROM POLLUTED LEAN AMINE
SOLUTION USED IN GAS WASHING UNITS . THE MATERIAL (S ) SHALL MEET
THE REQUIREMENTS OF THIS STANDARD SPECIFICATION .

4. DESCRIPTION OF THE SYSTEM

THE FILTERING SYSTEM IS DESCRIBED AS PER APPENDIX A.

S. REQUIREMENTS
THE FILTERING MATERIAL ( S) SHALL BE SUITABLE FOR THE SYSTEM
REFERED TO IN CLAUSE 4 AND SHALL MEET THE REQUIREMENTS OF
CLAUSES 5.1 TO 5.7 INCLUSIVE . THE MATERIAL (S) SHALL ALSO PROVIDE

ACCEPTABLE PERFORMANCE AS SPECIFIED HEREIN .

5.1 DEFINITIONS
APPROVED PRODUCTS : THE APPROVED PRODUCTS ARE THOSE
PRODUCTS WHOSE APPROVAL TEST SAMPLES ( SEE 5.3 ) HAVE BEEN
LABORATORY TESTED AND HAVE PASSED THE APPROVAL TEST
SPECIFIED HEREIN ( SEE 53 ) AND HAVE BEEN LISTED ON OR

APPROVED FOR BEING LISTED AS APPROVED SAMPLES.
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