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NIGC , STANDARDIZATION DIV. 

FOREWORD
This standard is intended to be mainly used by NIGC and contractors and has been prepared on 

interpretation of recognized standards , technical documents , knowledge ,backgrounds and 

experiences in gas industries at national and international levels. 

Iranian Gas Standards (IGS) are prepared , reviewed and ammended by technical standard 

committees within NIGC Standardization Div. and submitted to the NIGC's “STANDARDS 

COUNCIL“ for approval . 

IGS Standards are subject to revision , amendment or withdrawal , if required , thus the latest edition of 

IGS shall be checked/inquired by NIGC users . 

This standard must not be modified or altered by the end users within NIGC and her contractors. Any 

deviation from normative references and/or well known manufacturers specifications must be reported 

to Standardization div. 

Any  comments  from  concerned  parties  on  NIGC distributed  IGS are  welcome  to  technical  

standards  committees   and  will  receive  serious  attention  and  consideration  should  a  revision  to  

standards  is  recommended . 

 

GENERAL  DEFINITIONS :

Throughout  this  standard  the  following  definitions  ,  where  applicable , should  be  followed  : 

1- “STANDARDIZATION DIV.“ has  been  organized  to  deal  with  all  aspects  of  industrial  

standards  in  NIGC  .  Therefore  ,  all  queries  for  clarification  or  amendments  are  requested  to  

be  directed  to  the  mentioned  div. 

2- “COMPANY “ : refers  to  national  iranian  gas  company . 

3- “SUPLIER“ : refers  to  a  firm  who  will  supply  the  service  ,  equipment  or  material to igs 

specification  whether  as  the  prime  producer  or  manufacturer  or  a  trading  firm . 
4-"SHALL" : is used where a provision is mandatory. 
5-"SHOULD" : is used where a provision is advised only. 
6-"MAY" : is used where a provision is completely discretionary.  

 
------------------------------------------------- 
Website : http://igs.nigc.ir

E-mail : nigcigs@nigc.org
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IGS-EL-002(0) : 1378 ( 1999 ) 
 
 

National Iranian Gas Co. 
 

 

IGS
Iranian Gas Standards

 
 
 

Specification for  : 
Fuse Links 

 
 

 

IN THE NAME OF GOD 
 

1- Miniature cartridge fuse links. To BS 2950 , ferrule type , non  

renewal , for the protection of tele communication and light electrical 

apparatus, grade A (blowing at 2x In) low braking capacity (not 

exceeding 10 times rated current). 

          Overall dimensions. Diameter 6.35 mm, length 32 mm. 

          Supplier : SIBA , DORMAN , GEC . BRUSH and etc.

 

ITEM DESCRIPTION 

1 50 MA , 1000 VAC-1000 VDC

2 60 MA, 1000 VAC 1000 VDC

Full document details: IGS M-EL-002 1372

http://www.avadocuments.com/doc/igs-m-el-002-1372
http://www.avadocuments.com/doc/igs-m-el-002-1372


IGS-MS-EL-002

2

3 100 MA, 1000 VAC- 1000 VDC

4 150 MA, 1000VAC-1000 VDC

5 250 MA, 1000 VAC-750 VDC

6 500MA, 750 VAC-350 VDC

7 750 MA, 500 VAC 300 VDC

8 1.0 A, 350 VAC-250 VDC

9 1.5 A , 250 VAC- 250 VDC

10 2.0 A , 250 VAC  250 VDC

11 2.5A , 250 VAC-250 VDC

12 3.0 , 250 VAC-32 VDC

13 4.0A , 250 VAC-32 VDC

14 5.0 A , 250 VAC- 32 VDC 

15  6.0A , 250 VAC-32 VDC 

16 7.0 A, 150 VAC-32 VDC 

17 8.0A, 250 VAC 32 VDC 

18 10.A , 250 VAC-32 VDC 

19 12 A, 100 VAC-32 VDC 

20 15 A, 50 VAC 32 VDC 

21 20 A, 32 VAC-32 VDC 

22 25 A , 32  VAC-32 VDC 

 

 

2- Miniature cartridge fuse link, to B.S. 4265 and /or IEC 127 

ferrule type, non-renewable, for the protection of very quick acting 

(type , FF) , low breaking capacity (not exceeding ten times rated 

current). 

Overall dimensions : diameter 6.3 mm , length 32 mm . 

           supplier : SIBA , DORMAN , GEC , BRUSH and etc. 

 

ITEM DESCRIPTION 

23 100 MA, 250 VAC

24 125 MA, 250 VAC 
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25  500 MA, 250 VAC 

 

3- Miniature cartridge fuse link, to BS 4265 and/or IEC 127 , ferrule 

type non-renewable for the protection of telecommunication circuits 

or similar quick- acting (type F), low braking capacity (not exceeding 

ten times , rated current) 

Overall dimensions. Diameter 5mm , length 20 mm  

Supplier : SIBA. GEC. BRUSH, DORMAN  

 

ITEM DESCRIPTION 

26 32 MA, 250 V

27 40 MA , 250 V 

28 50 MA, 250 V 

29 63 MA, 250 V 

30 80 MA , 250 V 

31 100 MA, 250 V 

32 125 MA, 250 V 

33 160 MA, 250 V 

 

ITEM DESCRIPTION 

34 200 MA, 250 V

35 250MA , 250 V 

36 315 MA, 250 V 

37 400 MA, 250 V 

38 500 MA, 250 V 

39 630 MA, 250 V 

40 800 MA, 250V 

41 1.0 A, 250 V 

42 1.25A, 250 V 

43 1.6 A, 250 V 

44 2.0 A , 250 V 

45 2.5 A , 250 V 
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46 3.15 A, 250 V 

47 4.0 A , 250 V 

48 5.0 A, 250 V 

49 6.3 A, 250 V 

50 8.0 A, 250 V 

 

4- Miniature cartridge fuse link, to BS 4265 and/or IEC 127 , ferrule 

type non-renewable for the protection of  telecommunication circuits 

or similar. Quick- acting (type F) low braking capacity (not-exceeding 

ten times rated current)  

overal  dimensions. Diameter 6.3 mm , length 32 mm 

Supplier: SIBA, DORMAN , GEC . BRUSH  

 

ITEM DESCRIPTION 

51 50 MA, 250 V

52 63 MA, 250 V 

53 80 MA, 250 V 

54 100 MA, 250 V 

55 125 MA, 250 V 

56 160 MA, 250 V 

57 200 MA, 250 V 

58 250 MA, 250 V 

59 315 MA, 250 V 

60 400 MA, 250 V 

61 500 MA, 250 V 

62 630 MA, 250 V 

63 800 MA, 250 V 

64 1.0 A, 250 V 

65 1.25A, 250 V 

66 1.6 A, 250 V 

67 2.0 A, 250 V 

68 2.5 A, 150 V 
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69 3.15 A, 150 V 

70 4.0 A, 150 V 

71 5.0 A, 60 V 

72 6.3 A , 60 V 

73 8.0 A , 60 V 

74 10.0  A , 60 V 

 

5- Miniature cartridge fuse link , to BS  4265 and/or IEC 127 , 

ferrule type non- renewable for the protection of  telecommunication 

circuits or similar   

Time lag, surge-proof (type T) low braking capacity (not-exceeding ten 

times rated current)  

Overal dimensions. Diameter 5 mm , length 20 mm 

Supplier: SIBA, DORMAN , GEC . BRUSH  

 

ITEM DESCRIPTION 

75 32 MA, 250 V

76 40 MA , 250 V 

77 50 MA, 250 V 

78 63 MA, 250 V 

79 80 MA , 250 V 

80 100 MA, 250 V 

81 125 MA, 250 V 

82 160 MA, 250 V 

83 200 MA, 250 V 

84 250 MA, 250 V 

85 315 MA, 250 V 

86 400 MA, 250 V 

87 500 MA, 250 V 

88 630 MA, 250 V 

89 800 MA, 250 V 

90 1.0 A, 250 V 
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91 1.25A, 250 V 

92 1.6 A, 250 V 

93 2.0 A, 250 V 

94 2.5 A, 250 V 

95 3.15 A, 250 V 

96 4.0 A, 250 V 

97 5.0 A, 250 V 

98 6.3 A , 250 V 

99 10.0 A ,250 V 

  

 

6- Miniature cartridge fuse link , to BS 4265 and/or IEC 127 , 

ferrule type non renewable , suitable for high inductance and 

capacitive surge currents and,  also suitable for heavy starting 

current equipments, or similar consisting or a coil spring soldered 

with allow melting point alloy to a wire , time lag ( T  type ) low 

breaking capacity ( not exceeding ten times rated current).  

 

ITEM DESCRIPTION 

100 10 MA, 250 V

101 32 MA, 250 V 

102 100 MA , 250 V 

103  125 MA, 250 V 

104 150 MA, 250 V 

105 175 MA, 250 V 

106 187 MA, 250 V 

107 200MA , 250V 

108 250 MA, 250 V 

109 300 MA, 250 V 

110 375 MA, 250 V 

111 400 MA, 250 V 

112 500 MA, 250 V 
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113 600 MA, 250 V 

 

ITEM DESCRIPTION 

114 700 MA,250 V

115 750 MA, 250 V 

116 800 MA, 250 

117 1.0 A, 250 V 

118 1.25 A, 250 V 

119 1.5 A, 250 V 

120 1.6 A, 250 V 

121 2.0 A, 250 V 

122 2.5 A, 125 V 

123 2.8 A, 125 V 

124 3.0 A, 125 V 

125 3.2 A, 125 V 

126 4.0 A, 125 V 

127 5.0 A, 250 V 

128  6.25 A, 250V 

129 7.0 A, 125 V 

130 10.0A , 125 V 

131 16.0 A, 250 V 

132 20.0 A, 32V 

133 25.0 A, 

134 30.0 A, 

 

7- Miniature cartridge fuse link , to BS  4265 and/or IEC 127 , 

ferrule type non- renewable for the protection of  indoor electric. 

Appliances and electronic equipments. 

Quick  acting (type F) , high braking capacity (not exceeding 1500 A). 

Overal dimensions. Diameter 5 mm , length 20 mm 

Supplier: SIBA, BRUSH , GEC . DORMAN  
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