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In May 1995 the IPC’s Technical Activities Executive Committee (TAEC) adopted Principles of 
Standardization as a guiding principle of IPC’s standardization efforts.

Standards Should:
• Show relationship to Design for Manufacturability  

(DFM) and Design for the Environment (DFE)
• Minimize time to market
• Contain simple (simplified) language
• Just include spec information
• Focus on end product performance
• Include a feedback system on use and  

problems for future improvement

IPC Standards and Publications are designed to serve the public interest through eliminating misun-
derstandings between manufacturers and purchasers, facilitating interchangeability and improvement 
of products, and assisting the purchaser in selecting and obtaining with minimum delay the proper 
product for his particular need. Existence of such Standards and Publications shall not in any respect 
preclude any member or nonmember of IPC from manufacturing or selling products not conforming 
to such Standards and Publication, nor shall the existence of such Standards and Publications pre-
clude their voluntary use by those other than IPC members, whether the standard is to be used either 
domestically or internationally.

Recommended Standards and Publications are adopted by IPC without regard to whether their adop-
tion may involve patents on articles, materials, or processes. By such action, IPC does not assume 
any liability to any patent owner, nor do they assume any obligation whatever to parties adopting the 
Recommended Standard or Publication. Users are also wholly responsible for protecting themselves 
against all claims of liabilities for patent infringement.

It is the position of IPC’s Technical Activities Executive Committee that the use and implementation 
of IPC publications is voluntary and is part of a relationship entered into by customer and supplier. 
When an IPC publication is updated and a new revision is published, it is the opinion of the TAEC 
that the use of the new revision as part of an existing relationship is not automatic unless required by 
the contract. The TAEC recommends the use of the latest revision. 	 Adopted October 6, 1998 

Your purchase of this document contributes to the ongoing development of new and updated industry 
standards and publications. Standards allow manufacturers, customers, and suppliers to understand 
one another better. Standards allow manufacturers greater efficiencies when they can set up their 
processes to meet industry standards, allowing them to offer their customers lower costs.

IPC spends hundreds of thousands of dollars annually to support IPC’s volunteers in the standards 
and publications development process. There are many rounds of drafts sent out for review and the 
committees spend hundreds of hours in review and development. IPC’s staff attends and participates 
in committee activities, typesets and circulates document drafts, and follows all necessary procedures 
to qualify for ANSI approval.

IPC’s membership dues have been kept low to allow as many companies as possible to participate. 
Therefore, the standards and publications revenue is necessary to complement dues revenue. The 
price schedule offers a 50% discount to IPC members. If your company buys IPC standards and pub-
lications, why not take advantage of this and the many other benefits of IPC membership as well? For 
more information on membership in IPC, please visit www.ipc.org or call 847/597-2872.

Thank you for your continued support.

The Principles of 
Standardization

Notice
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Statement on 
Specification 
Revision Change

Why is there a 
charge for this 
document?

Standards Should Not:
• Inhibit innovation
• Increase time-to-market
• Keep people out
• Increase cycle time
• Tell you how to make something
• Contain anything that cannot 

be defended with data
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1

PRINTED BOARD HANDLING AND STORAGE GUIDELINES 

1 INTRODUCTION

1.1 Background  Historically, the printed board industry has relied on military specifications and guidelines to define packaging 
methods to preserve the quality and reliability of printed boards during shipment and storage. However, many of these documents are 
obsolete, incomplete, do not address lead-free assembly processes, or do not cover newer laminates or final finishes. Additionally, 
the proliferation of alternative final finishes has produced concerns and requirements for printed board packaging and handling to 
preserve the finish and assure good solderability. 

1.2 Scope  This document provides suggestions for proper handling, packaging materials and methods, environmental conditions, 
and storage for printed boards. These guidelines are intended to protect printed boards from contamination, physical damage, 
solderability degradation, electrostatic discharge (ESD) (when necessary), and moisture uptake. Moisture absorbed in printed board 
laminates expands at soldering temperatures, and in some cases, the resulting vapor pressure can cause internal delamination 
or excessive strain on plated-hole walls and other structures. This is especially challenging with the higher temperatures used for 
lead-free soldering.

This document covers all phases from the manufacture of the bare printed board, through delivery, receiving, stocking, assembly, 
and soldering. As a guideline, this information is to be used with, and is secondary to, the established requirements in such 
documents as the IPC-4550 series for alternate final finishes.

1.3 Application  The target audience includes those involved in all phases of printed board design, manufacture, assembly, 
shipping, storage, and possible warranty activities. Information herein has been supplied by all of these functions, as well as the 
material and equipment suppliers.

1.4 Terms and Definitions  The definition of all terms used herein shall be as specified in IPC-T-50 and as defined in 1.4.1 
through 1.4.6.

1.4.1 Humidity Indicator Card (HIC)   A card on which a moisture-sensitive chemical is applied such that it will make a significant, 
perceptible change in color (hue), typically from blue (dry) to pink (wet) when the indicated relative humidity is exceeded. The 
HIC is packed inside the moisture-barrier bag (MBB), along with a desiccant, to aid in determining the level of moisture to which 
the moisture-sensitive devices or printed boards have been subjected.

1.4.2 Moisture Barrier Bag (MBB)  A bag designed to restrict the transmission of water vapor and used to pack moisture sensitive 
devices. An MBB is made of material with a low WVTR (see 4.2.1).

1.4.3 Subcomposite  In sequential lamination, a structure composed of more than two layers that have been laminated together, 
and which will subsequently be laminated with other layers into a complete printed board.

1.4.4 Water Vapor Transmission Rate (WVTR)  A measure of the permeability of plastic film or metallized plastic film material 
to moisture, an important rating for moisture barrier bags (MBBs).

1.4.5 Sulfur Free  Chemicals that are unlikely to express corrosive sulfur compounds like H2S or S02.

1.4.6 Dry Packaging  Packaging that consists of desiccant material and a Humidity Indicator Card (HIC) sealed with the printed 
boards inside a Moisture Barrier Bag (MBB) (See 4.3.1).

2 APPLICABLE DOCUMENTS

2.1 IPC1

IPC-HDBK-001  Handbook and Guide to Supplement J-STD-001

IPC-T-50  Terms and Definitions for Interconnecting and Packaging Electronic Circuits

IPC-A-311  Process Controls for Phototool Generation and Use

IPC-TR-585  Time, Temperature and Humidity Stress of Final Board Finish Solderability

Copyright IPC-Association Connecting Electronics Industries 
Provided by IHS under license with IPC Licensee=Sandia National Lab/5932237100, User=sam, albert

Not for Resale, 05/28/2014 10:40:24 MDTNo reproduction or networking permitted without license from IHS

--`,,,``,,``,,,```,`,,,`,``,,,,`-`-`,,`,,`,`,,`---

Full document details: IPC 1601 2010

http://www.avadocuments.com/doc/ipc-1601-2010
http://www.avadocuments.com/doc/ipc-1601-2010


2

IPC-1601 August 2010

IPC-TM-650  Test Methods Manual2

2.6.28 Moisture Content and/or Moisture Absorption Rate, (Bulk) Printed Board

IPC-4552  Specification for Electroless Nickel/Immersion Gold (ENIG) Plating for Printed Circuit Boards

IPC-4553  Specification for Immersion Silver Plating for Printed Circuit Boards

IPC-4554  Specification for Immersion Tin Plating for Printed Circuit Boards

IPC-5704  Cleanliness Requirements for Unpopulated Printed Boards

IPC-6012  Qualification and Performance Specification for Rigid Printed Boards

NCMS  Solderability Component Long Term Storage Report

2.2 Joint Industry Standards3

J-STD-001  Requirements for Soldered Electrical and Electronic Assemblies

IPC/JEDEC J-STD-033  Handling, Packing, Shipping and Use of Moisture/Reflow Sensitive Surface Mount Devices

IPC/JEDEC J-STD-609  Marking and Labeling of Components, PCBs and PCBAs to Identify Lead (Pb), Lead- Free (Pb-Free) 
and Other Attributes

2.3 Electrostatic Discharge Association (ESD)4

EOS/ESD S8.1  Protection of Electrostatic Discharge Susceptible Items - Symbols - ESD Awareness

ANSI/ESD S20.20  Protection of Electrical and Electronic Parts, Assemblies and Equipment (Excluding Electrically Initiated 
Explosive Devices)

2.4 Europa5 

Directive 2002/95/EC of the European Parliament and of the Council of 27 January 2003 on the restriction of the use of certain 
hazardous substances in electrical and electronic equipment (RoHS Directive)

2.5 International Aerospace Quality Group6

AS9100  Quality Management Systems - Requirements for Aviation, Space and Defense Organizations

2.6 International Organization for Standardization7

ISO 9001:2008  Quality Management Systems - Requirements

1. www.ipc.org	  
2. Current and revised test methods are available on the IPC website (www.ipc.org/html/testmethods.htm) 
3. www.ipc.org 
4. www.esda.org 
5. www.ec.europa.eu 
6. www.sae.org/iaqg 
7. www.iso.org

3 PRINTED BOARD FABRICATION AND PACKAGING (HANDLING)

3.1 Printed Board Materials  All materials used in the manufacturing of printed boards should be protected from environmental, 
handling and storage damage. It is customary for manufacturers to have procedures in place that outline these preventive practices. 
Industry certifications such as ISO 9001:2008 and AS9100 require these procedures. Customers often flow down these requirements 
to suppliers in purchasing documents as well. 

3.1.1 Bonding Materials, Prepreg and Resin Coated Foils  These materials are sensitive to damage from exposure to moisture, 
humidity and ultraviolet light, as well as physical damage. They should have a degree of protection starting from material 
manufacture and storage, through transportation to the using facility, to receipt and storage within the using facility. Typically, these 
materials are stored in sealed bags and used in a controlled environment where the temperature and humidity are controlled within 
limits specified by their manufacturers. Typical guidelines for handling and storage of prepregs (and resin coated foils) are:

Copyright IPC-Association Connecting Electronics Industries 
Provided by IHS under license with IPC Licensee=Sandia National Lab/5932237100, User=sam, albert

Not for Resale, 05/28/2014 10:40:24 MDTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
`
`
,
,
`
`
,
,
,
`
`
`
,
`
,
,
,
`
,
`
`
,
,
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: IPC 1601 2010

http://www.avadocuments.com/doc/ipc-1601-2010
http://www.avadocuments.com/doc/ipc-1601-2010


August 2010 IPC-1601

3

Handle prepreg by the edges using clean latex or nitrile gloves•	
Store prepreg flat in a cool, dry environment (< 23 °C [73 °F], < 50% RH)•	
Reseal opened bags of unused prepreg•	
In cases where the storage temperature is significantly below room temperature, allow prepreg to acclimate to ambient •	
conditions prior to layup. Keep prepreg in a sealed package during the stabilization period to prevent moisture condensation
Do not fold prepreg•	

Temperature and humidity recorders are a common control process for storage and use locations, and may also be used during 
transportation of these materials. Please refer to your material manufacturer’s recommendations for guidance on your materials.

3.1.2 Copper Clad Laminates

3.1.2.1 Handling and Foreign Object Concerns  The infrastructure of the manufacturing location, as well as the equipment 
used to manufacture these materials, should be designed and evaluated to provide protection from damage and the introduction 
of foreign materials that may be detrimental to the finished product. Boxes, trays, and carts should be designed to protect these 
materials during transportation and use. Processing equipment should be evaluated to assure that it is capable of processing these 
materials reliably without causing damage to these materials or the finished product. Some guidelines are:

Store laminates flat in an environment compatible with manufacturer’s specifications•	
Do not bend, scratch or dent laminate•	
Maintain clean work areas and surfaces•	
Prevent cross contamination of different resin types•	

3.1.2.2 Environmental Concerns  Prior to etching, cores are only subject to moisture absorption through the exposed laminate 
material of the panel edges. The amount of moisture absorption at this stage of production is negligible.

3.2 Inner Layer Production 

3.2.1 Phototooling  For additional information see IPC-A-311.

3.2.1.1 Temperature and Humidity  The temperature and humidity in the area where the photo tools are used and stored should 
be in the same ranges as the area where the photo tools were manufactured. This will ensure that the scaling of the imaged product 
matches the intended scaling of the photo tooling. Excessive moisture may degrade the photo tool prematurely. Temperature and 
humidity recorders are typically used in these areas to assist in controlling this environment.

3.2.1.2 Handling and Storage  Photo tools are usually placed into protective envelopes, and stored vertically in a manner that 
provides a reasonable amount of air movement around the photo tool to prevent entrapment of moisture. These protective envelopes 
also provide protection from abrasion and the introduction of foreign materials. Protective carriers may provide additional protection 
during transportation from the photo tooling manufacturing area to the point of use. 

3.2.2 Process Equipment  

3.2.2.1 Capability  Equipment used for processing inner layers should be designed to handle the inner layer sizes, thicknesses, 
and material types being used. Processing equipment should be verified as being capable of processing these materials without 
causing damage. Statistical Process Control (SPC) should be used where applicable to control these processes.

3.2.2.2 Preventive Maintenance  A preventive maintenance program should be developed and implemented to ensure the 
processes are capable of processing product reliably without causing damage. 

3.2.3 Moisture Concerns for Etched Cores and Subcomposites  After photo processing and etching, laminates are at a greater 
risk of moisture absorption. Process flow should be designed to minimize the time between baking and lamination to prevent 
moisture absorption into the laminated panel. Any moisture absorbed during lamination may need to be removed prior to packaging 
or assembly. Moisture embedded during this phase of manufacturing will require significantly more drying time to remove than 
from the individual etched cores.

Once the copper cladding is etched to create the desired circuitry of the cores, moisture absorption is of much greater concern due 
to the increased area of exposed laminate material.

3.2.3.1 Storage Conditions  Storage conditions should be evaluated and controlled to minimize exposure of etched cores to 
moisture. Etched cores should be kept in dry storage, or exposed to ambient conditions for the least amount of time possible to 
minimize moisture absorption.
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