
IPC-4204B
2018 - August

Flexible Metal-Clad Dielectrics for
Use in Fabrication of

Flexible Printed Boards
Supersedes IPC-4204A with Amendment 1

October 2013

An international standard developed by IPC

®

Association Connecting Electronics Industries

Copyright Association Connecting Electronics Industries 
Provided by IHS Markit under license with IPC Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: IPC 4204B 2018

http://www.avadocuments.com/doc/ipc-4204b-2018
http://www.avadocuments.com/doc/ipc-4204b-2018


The Principles of
Standardization

In May 1995 the IPC’s Technical Activities Executive Committee (TAEC) adopted Principles of
Standardization as a guiding principle of IPC’s standardization efforts.

Standards Should:
• Show relationship to Design for Manufacturability

(DFM) and Design for the Environment (DFE)
• Minimize time to market
• Contain simple (simplified) language
• Just include spec information
• Focus on end product performance
• Include a feedback system on use and

problems for future improvement

Standards Should Not:
• Inhibit innovation
• Increase time-to-market
• Keep people out
• Increase cycle time
• Tell you how to make something
• Contain anything that cannot

be defended with data

Notice IPC Standards and Publications are designed to serve the public interest through eliminating mis-
understandings between manufacturers and purchasers, facilitating interchangeability and improve-
ment of products, and assisting the purchaser in selecting and obtaining with minimum delay the
proper product for his particular need. Existence of such Standards and Publications shall not in
any respect preclude any member or nonmember of IPC from manufacturing or selling products
not conforming to such Standards and Publication, nor shall the existence of such Standards and
Publications preclude their voluntary use by those other than IPC members, whether the standard
is to be used either domestically or internationally.

Recommended Standards and Publications are adopted by IPC without regard to whether their adop-
tion may involve patents on articles, materials, or processes. By such action, IPC does not assume
any liability to any patent owner, nor do they assume any obligation whatever to parties adopting
the Recommended Standard or Publication. Users are also wholly responsible for protecting them-
selves against all claims of liabilities for patent infringement.

IPC Position
Statement on
Specification
Revision Change

It is the position of IPC’s Technical Activities Executive Committee that the use and implementation
of IPC publications is voluntary and is part of a relationship entered into by customer and supplier.
When an IPC publication is updated and a new revision is published, it is the opinion of the TAEC
that the use of the new revision as part of an existing relationship is not automatic unless required
by the contract. The TAEC recommends the use of the latest revision. Adopted October 6, 1998

Why is there
a charge for
this document?

Your purchase of this document contributes to the ongoing development of new and updated industry
standards and publications. Standards allow manufacturers, customers, and suppliers to understand
one another better. Standards allow manufacturers greater efficiencies when they can set up their
processes to meet industry standards, allowing them to offer their customers lower costs.

IPC spends hundreds of thousands of dollars annually to support IPC’s volunteers in the standards
and publications development process. There are many rounds of drafts sent out for review and
the committees spend hundreds of hours in review and development. IPC’s staff attends and par-
ticipates in committee activities, typesets and circulates document drafts, and follows all necessary
procedures to qualify for ANSI approval.

IPC’s membership dues have been kept low to allow as many companies as possible to participate.
Therefore, the standards and publications revenue is necessary to complement dues revenue. The
price schedule offers a 50% discount to IPC members. If your company buys IPC standards and
publications, why not take advantage of this and the many other benefits of IPC membership as
well? For more information on membership in IPC, please visit www.ipc.org or call 847/597-2809.

Thank you for your continued support.
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Flexible Metal-Clad Dielectrics for Use
in Fabrication of Flexible Printed Boards

1 SCOPE

This standard establishes the classification system, the qualification and quality conformance requirements for flexible
metal-clad dielectric materials to be used for the fabrication of flexible printed boards.

1.1 Classification System The system described in 1.1.1 through 1.1.2.7 identifies flexible metal-clad dielectrics.

1.1.1 Nonspecific Designation A nonspecific designation is intended for use by designers on master drawings to desig-
nate their material choice. At the end of this standard is a series of material specification sheets identified by specification
sheet numbers. Each sheet outlines engineering and performance data for a flexible metal-clad dielectrics, indicating base
material type, adhesive type and method of reinforcement.

Example of nonspecific designation:
IPC-4204/1, where ‘‘1’’ refers to the specification sheet detailing copper-clad polyimide dielectric with acrylic adhesive. If
further material specification details (such as dielectric, adhesive or copper thicknesses) are required, they should be high-
lighted in cross sectional views or notes on the master drawing.

1.1.2 Specific Designation The specific designation should be in the form shown in the following example, and is
intended for use on material purchase orders by fabricators (see 6.1). The specific designation should not be used by
designers on master drawings to indicate their material selection, as the designation is lengthy and requires fabricator level
knowledge in making the detailed selections.

NOTE: The alpha character ‘‘Z’’ replaces and is entirely equivalent to the alpha character ‘‘O’’ (ref: Table 1-5) in the origi-
nal release (prior revision) of this IPC standard. This interchange of characters within the designation will help alleviate
confusion from using both the alpha character ‘‘O’’ and the digit ‘‘0’’ from the original release of this IPC standard. Legacy
designs that utilize a designation and material description from the original release of this IPC standard [alpha character ‘‘O’’
(from Table 1-5)] may continue to be used. Supplier material certifications will reflect the current IPC standard’s revision,
and accordingly, the alpha character ‘‘Z’’ in the designation.

Example of specific designation:
IPC-4204/1 – E1E2M2/2 CU-W7-1P/1P

Where:
IPC-4204/1 – Nonspecific Designation (see 1.1.1) specifying copper-clad dielectric with acrylic adhesive
E – Base Dielectric Type Designation (see 1.1.2.1) specifying polyimide
1 – Reinforcement Method Designation (see 1.1.2.2) specifying non-reinforced
E – Reinforcement Type Designation (see 1.1.2.3) specifying non-reinforced film
2 – Base Dielectric Thickness Designation (see 1.1.2.4) specifying 50microns [0.002 in]
M – Adhesive Type Designation (see 1.1.2.5) specifying acrylic adhesive
2/2 – Adhesive Thickness Designation (see 1.1.2.6) specifying 50 micron both sides (Not used for adhesiveless product)
CU-W7-1P/1P – Metal Cladding Designation (see 1.1.2.7) specifying wrought rolled annealed copper, 35 microns both sides

with no treatment
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1.1.2.1 Base Material Type The type of dielectric material shall be specified per Table 1-1.

1.1.2.2 Reinforcement Method The reinforcement method shall be specified per Table 1-2.

1.1.2.3 Reinforcement Type The reinforcement type shall be specified per Table 1-3.

Table_1-1 Base Dielectric Type Designation

Designation Base Dielectric Type

A Polyvinylfluoride (PVF)

B Polyethylene Terephthalate Polyester (PET)

C Fluorinated Ethylene-Propylene Copolymer (FEP)

D Polytetrafluorethylene (PTFE)

E Polyimide

F Aramid

G Polyamide-imide

H Epoxy

J Polyetherimide

K Polysulfone

L Polyethylene Naphthalate (PEN)

M Thermotropic Liquid Crystal Polymer

Table 1-2 Reinforcement Method Designation

Designation Reinforcement Method

1 Non-reinforced

2 Nonwoven reinforcement

3 Woven reinforcement

4 Combination woven and nonwoven reinforcement

Table 1-3 Reinforcement Type Designation

Designation Reinforcement Type

A Glass

B Polyester

C Aramid

D Cellulose

E Film (non-reinforced)

Note: Combinations will use two letters separated by slash.
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1.1.2.4 Base Material Thickness The base material thickness is expressed by a designator (see Table 1-4).

1.1.2.5 Adhesive Type The adhesive shall be specified per Table 1-5.

Table 1-4 Base Dielectric Thickness Designation or Adhesive Thickness Designation

Designator Nominal Thickness (See 3.6.4)

0 0 µm [0 in]

1 25 µm [984 µin]

2 50 µm [1970 µin]

3 75 µm [2950 µin]

4 100 µm [3900 µin]

5 125 µm [4900 µin]

A 2.5 µm [98.4 µin]

B 5 µm [200 µin]

C 7.5 µm [295 µin]

D 10 µm [390 µin]

E 12.5 µm [490 µin]

F 15 µm [590 µin]

H 18 µm [710 µin]

J 20 µm [790 µin]

K 23 µm [910 µin]

L 38 µm [1500 µin]

X Specified on purchase order

Table 1-5 Adhesive Type Designation

Designation Adhesive Type

L Epoxy

M Acrylic

N Polyester

P Butyral Phenolic

R Fluorinated Polymer

S Nitrile Phenolic

T Polyimide

U Polyetherimide

Y Cynate Ester

Z Adhesiveless (‘‘Z’’ replaces ‘‘O’’ from previous revision)
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1.1.2.6 Adhesive Thickness Adhesive thickness is expressed by a designator (see Table 1-4). The adhesive thicknesses
on each side of the base dielectric are separated by a slash.

1.1.2.7 Metal Cladding Metal foil shall be specified per IPC-4562, Metal Foil for Printed Board Applications. 1.1.2.7.1
through 1.1.2.7.5 represent exerpts from the current version of IPC-4562 at the time of publication of IPC-4204, except that
all reference to profile of foils is omitted. If foil profile is required, this shall be included in the procurement documentation.

Example of metal foil designation:
CU-W7-1P/1P

Where
CU– Foil Metal Designation (see 1.1.2.7.1)
W – Foil Type Designation (see 1.1.2.7.2)
7 – Foil Grade Designation (see 1.1.2.7.3)
1 – Foil Thickness Designation (see 1.1.2.7.4)
P – Bond Enhancement Treatment Designation (see 1.1.2.7.5)

1.1.2.7.1 Metal Foil The metal foil shall be designated by a suitable two- or three-letter code:

CU Copper
NI Nickel
ZZ Other

1.1.2.7.2 Metal Foil Type Metal foil types shall be distinguished by their process of manufacture and shall be designated
as:

E Electrodeposited
W Wrought (Rolled)
Z Other

1.1.2.7.3 Foil Designation Foil specification designations shall be distinguished according to the foil specification desig-
nations per Table 1-6.

Table 1-6 Specification Designation from IPC-4562

Specification Sheet Designation

1 Standard electrodeposited (STD-Type E)

2 High ductility electrodeposited (HD-Type E)

3 High temperature elongation electrodeposited (HTE-Type E)

5 As rolled-wrought (AR-Type W)

7 Annealed-wrought (ANN-Type W)

8 As rolled-wrought low temperature annealable (LTA-Type W)

9 Nickel, standard electrodeposited

10 Electrodeposited low temperature annealable (LTA-Type E)

11 Electrodeposited annealable (A-Type E)
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1.1.2.7.4 Nominal Metal Cladding Thickness The area weight and nominal thickness for copper shall be as identified in
Table 1-7. For claddings other than copper, thickness shall be indicated by dimensions to the nearest 0.025 mm [approx.
0.001 in]. If no metal cladding is required on second side, the ‘/0’ is not required.

1.1.2.7.5 Bond Enhancement Treatment The bond enhancement treatment used on the metal foil shall be designated as
one of the following:

N No treatment; no stain proofing.

P No treatment; stain proofing both sides.

S Single-sided bond enhancement treatment (matte side); stain proofing on both sides.

D Double-sided bond enhancement treatment; stain proofing on both sides.

R Reverse-treated bond enhancement (cathode side); stain proofing on both sides.

1.2 Qualification The flexible metal-clad dielectric materials that meet all the requirements of this standard shall be quali-
fied products (see 4.8).

1.3 Quality Conformance This standard establishes a quality conformance system for the manufacturers to demonstrate
the continual conformance of a flexible base dielectrics material to the quality requirements of the standard. (See 4.9 for
quality conformance inspection requirements.)

1.4 Material Characteristics The flexible materials made to this standard use established requirements to enable the
material to be applied in a broad range of applications. Materials made to this standard may have characteristics that meet
a specific enhanced performance need. Both the user and supplier should review these enhancements.

1.5 New Materials The flexible metal-clad dielectrics contained in this standard represent known materials. Users and
material developers are encouraged to supply information on new flexible materials using the blank specification sheet at
end of this standard for review by the IPC Flexible Circuits Base Materials Subcommittee (D-13). New or revised specifi-
cation sheets may become approved and added to this document by committee ballot as an amendment, independent from
revision of the standard. When this occurs, the new or revised specification sheet shall become part of the standard. Per 6.1,
the specification sheet revision date shall be specified in the order.

Table 1-7 Copper Thickness Designator

Foil Designation

Common
Industry

Terminology

Metric English

Area Weight
Nominal

Thickness Area Weight
Nominal

Thickness

(g/m2) (µm) (oz./ft.2) (10-3 in)

E 5 µm 45.1 5.1 0.148 0.20

Q 9 µm 75.9 8.5 0.249 0.34

T 12 µm 106.8 12.0 0.350 0.47

H 1/2 oz 152.5 17.1 0.500 0.68

M 3/4 oz 228.8 25.7 0.750 1.01

1 1 oz 305.0 34.3 1 1.35

2 2 oz 610.0 68.6 2 2.70

3 3 oz 915.0 102.9 3 4.05

4 4 oz 1220.0 137.2 4 5.40

5 5 oz 1525.0 171.5 5 6.75

6 6 oz 1830.0 205.7 6 8.1

7 7 oz 2135.0 240.0 7 9.45

10 10 oz 3050.0 342.9 10 13.50

14 14 oz 4270.0 480.1 14 18.90

µn n µm Specified on purchase order
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2 APPLICABLE DOCUMENTS

The following documents of the issue currently in effect form a part of this standard to the extent specified herein.

2.1 IPC1

IPC-T-50 Terms and Definitions for Interconnecting and Packaging Electronic Circuits

IPC-TM-650 Test Methods Manual2

2.1.13 Inspection for Inclusions and Voids in Flexible Printed Wiring Materials

2.2.4 Dimensional Stability, Flexible Dielectric Materials

2.3.2 Chemical Resistance of Printed Wiring Materials

2.4.3 Flexural Endurance

2.4.13 Solder Float

2.4.15 Surface Finish, Metal Foils

2.4.16 Initiation Tear Strength, Flexible Insulating Materials

2.4.17.1 Propagation Tear Strength, Flexible Insulating Materials

2.4.19 Tensile Strength and Elongation, Flexible Printed Wiring Materials

2.5.5.3 Permittivity (Dielectric Constant) and Loss Tangent (Dissipation Factor) of Materials (Two Fluid Cell Method)

2.5.5.5 Stripline Test for Permittivity and Loss Tangent (Dielectric Constant and Dissipation Factor) at X-Band

2.5.5.9 Permittivity and Loss Tangent, Parallel Plate, 1 MHz to 1.5 GHz

2.5.17 Volume and Surface Resistivity of Printed Wiring Materials

2.6.1 Fungus Resistance, Printed Wiring Material

2.6.2 Moisture Absorption, Flexible Printed Wiring

2.6.18 Low Temperature Flexibility

2.6.21 Service Temperature of Metal-Clad Flexible Laminated, Cover Material and Adhesive Bonding Films

IPC-4202 Flexible Base Dielectrics for Use in Flexible Printed Boards

IPC-4203 Cover and Bonding Material for Flexible Printed Circuitry

IPC-4562 Metal Foil for Printed Board Applications

IPC-9191 General Requirements for Implementation of Statistical Process Control

2.2 American Society For Testing and Materials (ASTM)3

ASTM-D-149 Dielectric Breakdown Voltage and Dielectric Strength of Electrical Insulating Materials at Commercial Power
Frequencies

ASTM-D-374 Test Methods for Thickness of Solid Electrical Insulation

ASTM D-2520 (Optional) Standard Test Methods for Complex Permittivity (Dielectric Constant) of Solid Electrical Insulat-
ing Materials at Microwave Frequencies and Temperatures to 1650 °C

2.3 Underwriters Laboratories Standards4

UL 94 Standard Tests for Flammability of Plastic Materials for Parts in Devices and Appliances

2.4 ISO5

ISO 10012-1 Quality Assurance Requirements For Measuring Equipment - Part 1: Metrological Confirmation System For
Measuring Equipment

ISO/IEC 17025 General Requirements for the Competence of Testing and Calibration Laboratories

1. www.ipc.org
2. Current and revised IPC Test Methods are available on the IPC Web site (www.ipc.org/html/testmethods.htm)
3. www.astm.org
4. www.ul.com
5. www.iso.org
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3 REQUIREMENTS

3.1 Terms and Definitions The definition of terms shall be in accordance with IPC-T-50 and as stated in 3.1.1 through
3.1.7.

3.1.1 Qualification Testing Qualification testing is performed to demonstrate the supplier’s ability to meet all of the
requirements of the standard invoked by the user.

3.1.2 Quality Conformance Testing Quality conformance testing is performed on a regular basis following qualification
testing to demonstrate that the supplier is continually meeting the quality requirements of the standard.

3.1.3 User Inspection Lot A user inspection lot shall consist of all the metal-clad laminates of the same type, and of the
same type designation as far as practicable, produced from the same or equivalent batches or lots of constituent materials
under essentially the same conditions and offered for inspection at one time.

3.1.4 Supplier Inspection Lot An inspection lot shall consist of all sheets or rolls fabricated within a period not to exceed
one month from the same materials, using the same processing procedures, produced under the same conditions and offered
for inspection at one time.

3.1.5 Structurally Similar Construction When testing products at the primary stage of manufacture, materials whose
thickness details will not affect the results of a dimensionally independent test, will be considered structurally similar (e.g.,
fungus resistance can be done on a single thickness dielectric since thickness will not affect the test results of a product with
structurally similar construction).

3.2 Specification Sheets The individual item requirements shall be as specified herein and in accordance with the appli-
cable specification sheets. Where there is no specification sheet available, the individual requirements shall be as specified
in complimentary documents such as master drawings or ordering data sheets (see 6.1).

3.3 Conflict In the event of conflict, the following order of precedence shall apply:

1. Purchase Order.

2. Master Drawing (see 6.1D).

3. Specification sheets of this standard.

4. Other sections of this standard.

5. Applicable Documents (see Section 2).

3.4 Materials The flexible base dielectrics shall be free from deleterious substances and formulated or prepared to meet
the requirements of this standard. Both sides of double-sided laminate shall be evaluated for those requirements that are
impacted by the copper/laminate relationships. See specific test methods for applicability.

3.4.1 Base Material Base materials listed in 1.1.2.1 shall meet the requirements of IPC-4202.

3.4.2 Adhesive Adhesives listed in 1.1.2.5 shall be selected so that the composite meets the requirements of IPC-4203.

3.4.3 Metal-Cladding Copper foil shall meet the requirements of IPC-4562. Metal cladding not described in IPC-4562
shall meet the requirements as agreed upon between user and supplier.

3.4.4 Sheet Material Each sheet of flexible metal-clad dielectric material shall meet the requirements of 3.5 through 3.11.

3.4.5 Roll Material Each roll of flexible metal-clad dielectric material shall meet the requirements of 3.5 through 3.11.
Defects are allowed such that the total of all defective areas shall not exceed 5% of the total roll area (roll length x roll
width). Each defect area shall be defined in a 60 cm x 60 cm [23.6 in x 23.6 in] increment and suitably marked or flagged.
Each defect area may contain single or multiple defects that are constrained within a square no larger than 30 cm x 30 cm
[11.8 in x 11.8 in] centered within the defect area. If multiple defects are spaced such that they cannot be constrained within
a single 30 cm x 30 cm [11.8 in x 11.8 in] area, then more than one 60 cm x 60 cm [23.6 in x 23.6 in] defect area shall be
marked or flagged on the roll or identified AABUS.
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3.5 Visual Requirements When tested in accordance with the following paragraphs, the material shall meet the visual
requirements specified in 3.5.1 through 3.5.6. Any defect within 6.5 mm [0.256 in] of the outside edges of the sheet or roll
shall be disregarded. The entire test specimen shall be examined with normal or corrected 20/20 (also termed 6/6 or 1.0)
vision for the requirements of this paragraph. If inclusions are seen with normal or corrected 20/20 (also termed 6/6 or 1.0)
vision, the worst appearing 50.0 mm x 50.0 mm [approx. 2 in x 2 in] area shall be examined with 10X magnification to
determine the size of the inclusions. If no inclusions are seen with normal or corrected 20/20 (also termed 6/6 or 1.0) vision,
the entire specimen shall be recorded as having no defects against the requirements of 3.5.3. The locations of pits and dents
on the clad side(s) shall be determined by examination with normal or corrected 20/20 (also termed 6/6 or 1.0) vision. The
longest dimension of each located pit or dent shall be determined with 10X magnification and a point value assigned per
3.5.6.

3.5.1 Marking Each material shall have a unique lot number traceable to all raw materials and processing parameters.
Each package shall contain evidence of compliance.

3.5.2 Wrinkles, Creases, Streaks and Scratches Scratches are not permitted where any part of the defect is ≥ 20% of
the nominal foil thickness (i.e., 3.4 µm [134 µin] for 17 µm [669 µin] metal) or have more than five occurrences per 300 mm
x 300 mm [11.8 in x 11.8 in]. Any scratch with a depth > 5% of the nominal foil thickness shall not be counted, regard-
less of length. The maximum allowable scratch length is 100 mm [3.937 in] for any scratch with a depth ≥ 5% and < 20%
of the nominal foil thickness. Any wrinkles and creases are AABUS. The allowable depth, width and quantity of wrinkles
and creases and the allowable height, width and quantity of streaks shall be AABUS. After etching of the metal cladding,
the adhesive layer shall be free of streaks, voids, gel particles, or contamination, AABUS.

3.5.3 Inclusions The area of the 50.0 mm x 50.0 mm [approx. 2 in x 2 in] specimen affected by inclusions shall be tested
in accordance with ASTM-D-149 and must withstand 500 Vac minimum for one minute. The size of the inclusions shall not
be > 0.50 mm [> approx. 0.020 in] in any direction. Inclusions shall not violate the adhesive thickness tolerance defined in
3.6.5. Any inclusion in the metal cladding shall meet the requirements of 3.4.3.

3.5.4 Voids When tested in accordance with IPC-TM-650, Method 2.1.13, the size of the voids shall not be > 0.075 mm
[> 295 µin] in any direction.

3.5.5 Holes, Tears and Delaminations The material shall be free of these defects so as to be usable for the intended
application, AABUS.

3.5.6 Pits and Dents Unless otherwise specified, there shall be no pits or dents with the longest dimension greater than
0.50 mm [approx. 0.020 in] and the maximum average point count shall be five per clad side per 30.0 cm x 30.0 cm
[11.81 in x 11.81 in]. The average point count shall be computed by averaging the total point value of the whole specimen
surface over an area of 30.0 cm x 30.0 cm [11.81 in x 11.81 in]. Point value for each pit or dent is determined by its lon-
gest dimension in Table 3-1.

The location of pits and dents on the clad side(s) shall be determined by examination with normal or corrected 20/20 (also
termed 6/6 or 1.0) vision. The longest dimension of each located pit or dent shall be determined with 10X magnification
and a point value assigned per Table 3-1. The allowable depth, height, longest dimension and quantity of pits and dents may
be AABUS.

3.5.7 Discoloration of the copper surface shall be permissible when easily removed by standard commercial cleaning prac-
tices, unless specifically excluded under 6.1.

3.6 Dimensional Requirements

3.6.1 Sheet Width and Length The width and length of sheets of flexible metal-clad dielectric shall be as specified in the
procurement document (see 6.1). The width and length shall be within +6.0 mm/-0.00 mm [+0.236 in/-0.0 in] of the value
specified.

Table 3-1 Point Values Assigned to Pits and
Dents Based on Their Longest Dimension

Longest dimension, I Point Value

0.13 mm < l ≤ 0.25 mm [512 µin < l ≤ 984 in] 1

0.25 mm < l ≤ 0.50 mm [984 µin < l ≤ 1970 in] 2
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3.6.2 Roll Width The width of the flexible metal-clad dielectric shall be measured with a suitable instrument and shall
be as specified in the procurement document (see 6.1). The width of the material shall be within +3.0 mm/-0.00 mm
[+0.118 in/-0.0 in] of the values specified.

3.6.3 Roll Length The length of the flexible metal-clad dielectric shall be as specified in the procurement document (see
6.1). The length of each roll shall be within +5%/-0% of the value specified. Length shall be determined by a distance
counter accurate to within 2%.

3.6.4 Dielectric Thickness When tested in accordance with ASTM-D-374, or equivalent test method, the deviation from
the nominal thickness of the base dielectric material shall be within the allowable range as specified in Table 3-2.

3.6.5 Adhesive Thickness When tested in accordance with ASTM-D-374, or equivalent test method, the deviation from
the nominal thickness of the adhesive shall be within the allowable range as specified in Table 3-3.

3.6.6 Metal Foil Thickness The metal foil thickness shall be as specified in the procurement document (see 6.1) and shall
conform to the tolerances of IPC-4562.

3.7 Physical Requirements

3.7.1 Dimensional Stability When specimens are tested in accordance with IPC-TM-650, Method 2.2.4, Method B and C,
the dimensional stability shall be as indicated in the applicable specification sheet.

3.7.2 Peel Strength

3.7.2.1 Peel Strength As Received When specimens are tested in accordance with IPC-TM-650, Method 2.4.9, Method
A or B, the minimum peel strength shall be as indicated in the applicable specification sheet.

3.7.2.2 Peel Strength After Solder Float When specimens are tested in accordance with IPC-TM-650, Method 2.4.9,
Method C or D, the minimum peel strength after solder float shall be as indicated in the applicable specification sheet.

3.7.2.3 Peel Strength After Temperature Cycling When specimens are tested in accordance with IPC-TM-650, Method
2.4.9, Method E or F, the minimum peel strength after temperature cycling shall be as indicated in the applicable specifi-
cation sheet.

3.7.3 Initiation Tear Strength When specimens are tested in accordance with IPC-TM-650, Method 2.4.16, the initiation
tear strength shall be as indicated on the applicable specification sheet.

3.7.4 Propagation Tear Strength When specimens are tested in accordance with IPC-TM-650, Method 2.4.17.1, the
propagation tear strength shall be as indicated in the applicable specification sheet. When calculating the propagation tear
strength, only the base material film thickness shall be used.

Table 3-2 Allowable Deviation from Nominal Thickness of Base Dielectric

Nominal Thickness Range Allowable Deviation

Thickness ≥ 0.075 mm [Thickness ≥ 2950 µin] ± 10%

0.025 mm ≤ Thickness < 0.075 mm [984 µin ≤ Thickness < 2950 µin] ± 10%

0.020 mm ≤ Thickness < 0.025 mm [787 µin ≤ Thickness < 984 µin] ± 12.5%

Thickness < 0.020 mm [Thickness < 787 µin] ± 15%

Table 3-3 Allowable Deviation from Nominal Thickness of Adhesive

Nominal Thickness Range Allowable Deviation

Thickness ≥ 0.075 mm [Thickness ≥ 0.2950 µin] ± 10%

0.025 mm ≤ Thickness < 0.075 mm [984 µin ≤ Thickness < 2950 µin] ± 15%

0.020 mm ≤ Thickness < 0.025 mm [787 µin ≤ Thickness < 984 µin] ± 20%

Thickness < 0.020 mm [Thickness < 787 µin] ± 30%

For woven, or combination of woven and nonwoven reinforcement,
Thickness ≥ 0.025 mm [Thickness ≥ 0.984 µin] ± 20%
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