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The Principles of In May 1995 the IPC’s Technical Activities Executive Committee (TAEC) adopted Principles of

Standardization Standardization as a guiding principle of IPC’s standardization efforts.
Standards Should: Standards Should Not:
« Show relationship to Design for Manufacturability « Inhibit innovation
(DFM) and Design for the Environment (DFE) * Increase time-to-market
e Minimize time to market  Keep people out
« Contain simple (simplified) language * Increase cycle time
« Just include spec information * Tell you how to make something
* Focus on end product performance * Contain anything that cannot
¢ Include a feedback system on use and be defended with data

problems for future improvement

Notice IPC Standards and Publications are designed to serve the public interest through eliminating mis-
understandings between manufacturers and purchasers, facilitating interchangeability and improve-
ment of products, and assisting the purchaser in selecting and obtaining with minimum delay the
proper product for his particular need. Existence of such Standards and Publications shall not in
any respect preclude any member or nonmember of IPC from manufacturing or selling products
not conforming to such Standards and Publication, nor shall the existence of such Standards and
Publications preclude their voluntary use by those other than IPC members, whether the standard
is to be used either domestically or internationally.

Recommended Standards and Publications are adopted by IPC without regard to whether their adop-
tion may involve patents on articles, materials, or processes. By such action, IPC does not assume
any liability to any patent owner, nor do they assume any obligation whatever to parties adopting
the Recommended Standard or Publication. Users are also wholly responsible for protecting them-
selves against all claims of liabilities for patent infringement.

IPC Position It is the position of IPC’s Technical Activities Executive Committee that the use and implementation
Statement on of IPC publications is voluntary and is part of a relationship entered into by customer and supplier.
Specification When an IPC publication is updated and a new revision is published, it is the opinion of the TAEC

Revision Change that the use of the new revision as part of an existing relationship is not automatic unless required
by the contract. The TAEC recommends the use of the latest revision. Adopted October 6, 1998

Why is there Your purchase of this document contributes to the ongoing development of new and updated indus-
a charge for try standards and publications. Standards allow manufacturers, customers, and suppliers to under-
this publication? stand one another better. Standards allow manufacturers greater efficiencies when they can set

up their processes to meet industry standards, allowing them to offer their customers lower costs.

IPC spends hundreds of thousands of dollars annually to support IPC’s volunteers in the standards
and publications development process. There are many rounds of drafts sent out for review and
the committees spend hundreds of hours in review and development. IPC’s staff attends and par-
ticipates in committee activities, typesets and circulates document drafts, and follows all necessary
procedures to qualify for ANSI approval.

IPC’s membership dues have been kept low to allow as many companies as possible to participate.
Therefore, the standards and publications revenue is necessary to complement dues revenue. The
price schedule offers a 50% discount to IPC members. If your company buys IPC standards and
publications, why not take advantage of this and the many other benefits of IPC membership as
well? For more information on membership in IPC, please visit www.ipc.org or call 847/597-2872.

Thank you for your continued support.
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Requirements for Printed Electronics
Functional Conductive Materials

1 SCOPE

1.1 Statement of Scope This standard establishes the classification system, the qualification and quality conformance
requirements for printed electronics functional conductive materials.

1.2 Purpose The purpose is to provide practitioners of printed electronics based products with the necessary technical
structure to design and manufacture product meeting conformance to industry determined metrics.

1.3 Classification System Sections 1.3.1 through 1.3.3 identify the system used to classify printed electronics functional
conductive materials.

1.3.1 Thick Film Functional Conductive Material Definition Thick film functional conductive material refers to the class
of materials that post processing (thermal cure, UV cure, etc.) result in a continuous structure that has a thickness of equal
to or greater than 1 micrometer. A thick film functional conductive material designation is intended for use by designers on
master drawings to designate their functional conductive material choice.

1.3.2 Thin Film Functional Conductive Material Definition Thin film functional conductive material refers to the class of
materials that post processing (thermal cure, UV cure, etc.) result in a continuous structure that has a thickness of less than -
1 micrometer. A thin film functional conductive material designation is intended for use by designers on master drawings to :
designate their functional conductive material choice.

1.3.3 Functional Conductive Material Designation Functional conductive material designation should be in the form
shown in the following example, and is intended for use on material purchase orders by fabricators (see Section 8). The
specific designation should not be used by designers on master drawings to indicate their material selection. Designers shall
specify on master drawings their material selection, as the specific designation is lengthy and requires fabricator level
knowledge in making the detailed selections.

Example of functional material specific designation:
IPC-4591/3 - Al

Where:
IPC-4591/3 — Designation (see 1.3.3.1), for thin film.

A — Post-Processed Bulk Type Designation (see 1.3.3.2), specifying metal.

1 — Pre-Processed Conductive Element Type Designation (see 1.3.3.3), specifying spheres.

1.3.3.1 Post-Processed Structure Dimensional Classification The classification of the functional material structure post-
processing shall be designated per Table 1-1.

Table 1-1 Post-Processed Functional Material Structure Designation

Designation Type
1 Thick film
2 Thick film, transparent
3 Thin film
4 Thin film, transparent

Documents
— - — —Bocmmni—ﬁﬂram#% Hub
Copyright IPC-Association Connecting Electronics Industries

Provided by IHS under license with IPC Licensee=Sandia National Lab/5932237100, User=sam, albert
No reproduction or networking permitted without license from IHS Not for Resale, 05/28/2014 10:07:05 MDT

Full document details: IPC IPC-JPCA-45912012



http://www.avadocuments.com/doc/ipc-ipc-jpca-4591-2012
http://www.avadocuments.com/doc/ipc-ipc-jpca-4591-2012

IPC/JPCA-4591 November 2012

1.3.3.2 Functional Material Post-Processed Bulk Composition The post-processing bulk composition shall be desig-
nated per Table 1-2.

Table 1-2 Composition Designation

Designation Type
A Metal
B Metal Oxide
C Organic
D Allotropes of Carbon
E Other

Note: Combinations will use multiple letters separated by slash.

1.3.3.3 Conductive Element Pre-Processed Classification The conductive elements pre-processed shall be classified per
Table 1-3.

Table 1-3 Conductive Element Type Classification

Designation Base Structure
1 Spheres
2 Flakes, sheets
3 Fibers, wires, rods, tubes
4 Other (e.g., conductive polymers, metal precursors)

Note: Combinations will use multiple numbers separated by slash.

1.4 Manufacturing Processing Parameters This specification recognizes that solution processable printed electronics
functional conductive materials will be subjected to different processing parameters to ensure optimal performance. Param-
eters such as temperature, humidity, gaseous environment, ppm cleanliness, etc. shall be specified. In addition, parameters
related to deposition process shall be provided e.g., excitation wave form and voltage.

1.4.1 Thermal Schedule The temperature conditions during processing of the solution processable functional material
determine its final properties (e.g., mechanical, optical, electrical). A preferred thermal schedule shall be provided that
includes temperature in units of °C and accuracy of + 5°C and time in units of minutes and accuracy of + 1 minute. Ther-
mal processing may be performed using a variety of technologies e.g., infra-red, convection, vapor phase, photonic).

1.4.2 UV Schedule The UV exposure conditions during processing of the solution processable functional material deter-
mine its final properties (e.g., mechanical, optical, electrical). A preferred UV exposure schedule shall be provided (e.g.,
wavelength, intensity, time).

1.4.3 Manufacturing Environment The manufacturing environment conditions, gaseous composition and humidity per-
centage, during processing of the solution processable printed electronics functional materials will be given. The following
conditions shall be stated: gaseous composition in units of % and accuracy per gaseous component of + %; and the humid-
ity in units of % and accuracy of + 5%.

1.5 Qualification The printed electronics functional materials that meet all the requirements of this standard shall be
qualified products (see 6.10).

1.6 Quality Conformance This standard establishes a quality conformance system for the suppliers to demonstrate the
continual conformance of the printed electronics functional material to the quality requirements of the standard. See 6.11 for
quality conformance inspection requirements.

1.7 Procurement Documentation The documentation shall provide sufficient information to the supplier so that the
supplier can fabricate the printed electronics functional conductive material and ensure that the user receives the desired
product. The procurement documentation should specify the appropriate requirements that can be selected from within this
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1.8 Material Characteristics The printed electronics functional materials made to this standard use established require-
ments to enable the conductive material to be applied in a broad range of applications. Conductive materials made to this
standard may have characteristics that provide specific enhanced performance e.g., low resistivity, transparency. Both the
user and supplier should review these enhancements. These enhancements may meet or exceed the specification require-
ments and will be as designated in the purchasing documentation (AABUS, see 1.8.1).

1.8.1 As Agreed Upon Between User and Supplier (AABUS) This term, AABUS, indicates additional or alternate require-
ments to be decided between the user and the supplier in the procurement documentation. Examples include characteriza-
tion test methods, contractual requirements, modifications to purchase documentation and information on the drawing.
Agreements can be used to define test methods, conditions, frequencies, categories or acceptance criteria within a test, if not
already established.

1.9 New Materials The printed electronics functional conductive materials contained in this standard represent known
materials. As new materials become available, they will be added to future revisions. Users and material developers are
encouraged to supply information on new printed electronics functional conductive materials for review by the IPC Printed
Electronics Functional Material Subcommittee (D-63). Users who wish to invoke this standard for printed electronics func-
tional conductive materials should contact IPC Printed Electronics Functional Material Subcommittee (D-63) for guidance.

1.10 Interpretation ““shall” The imperative form of the verb is used throughout this standard whenever a requirement is
intended to express a provision that is mandatory. Deviation from a “shall”” requirement may be considered if sufficient data
is supplied to justify the exception.

The words ““should” and “may”” are used whenever it is necessary to express honmandatory provisions.

“Will™” is used to express a declaration of purpose. To assist the reader, the word ““shall” is presented in bold characters.

1.11 Presentation All dimensions and tolerances in this specification are expressed in hard SI (metric) units and
parenthetical soft imperial (inch) units. Users of this specification are expected to use metric dimensions. All dimensions
greater than or equal to 1.0 mm [0.0394 in] will be expressed in millimeters and inches. All dimensions less than 1.0 mm
[0.0394 in] will be expressed in micrometers and microinches.

1.12 Order of Precedence In the event of conflict, the following order of precedence shall apply:
1. Purchase order

2. Master drawing (see Section 8)

3. Specification sheets of this standard

4. Other sections of this standard

5. Applicable documents (see Section 2)

2 APPLICABLE DOCUMENTS

The following documents of the issue currently in effect form a part of this standard to the extent specified herein.

2.1 IPC?
IPC-T-50 Terms and Definitions for Interconnecting and Packaging Electronic Circuits

IPC-TM-650 Test Methods Manual?

2.2.20  Solder Paste Metal Content by Weight

24.1 Adhesion, Tape Testing

2.4.3.1  Flexural Fatigue and Ductility, Flexible Printed Wiring

2.4.34  Solder Paste Viscosity—T-Bar Spindle Method (Applicable for 300,000 to 1,600,000 centipoise)
2.4.34.1 Solder Paste Viscosity—T-Bar Spindle Method (Applicable at less than 300,000 centipoise)

1. www.ipc.org
2. Current and revised IPC Test Methods are available on the IPC Web site (www.ipc.org/html/testmethods.htm) DOC U m entS
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