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EXECUTIVE SUMMARY

Testing performed at the Electronics Manufacturing Productivity Facility
has shown that as technology advances and printed wiring assembly (PWA)
surface areas get smaller, surface residues will become harder to measure
accurately. On small surface areas, variables such as probe limitations, solvent
volume, and even carbon dioxide from the air will influence ionic contamination
measurements.

Most systems have what is termed a "deadband”. The resistivity probe
used in each system has a maximum measurement capability. For example, if
the maximum capability of the probe is 100 megohm-cm and the resistivity of
the solvent is actually 150 megohm-cm, the display will continue to read 100
megohm-cm. Any ionic residues that lower the resistance of the solvent from
150 to 100 megohms-cm will not be measured. Resistivity, however, is not
linear, and the amount of residue it takes to drop the resistivity from 150
megohm-cm to 140 megohm-cm is much less than the amount of residue it
takes to drop the resistivity from 50 megohm-cm to 40 megohm-cm. It has
been argued that the amount of ionic residue it takes to drop the resistivity
from the deadband to the visible range is insignificant in most cases. This
argument would depend on surface area as well as the need for accuracy. To
maintain accuracy, it is important that the operator of the cleanliness test
equipment not leave the system in a clean/filter mode for an extended period
of time. If the operator inadvertently deionized the solvent to a higher than
normal level, the solvent should be artificially contaminated and then recleaned
to an acceptable level.

Carbon dioxide can dissolve in water to form carbonic acid. This can
weakly ionize into H* and HCO, ions which can/will then affect ionic
readings. The presence of this ionic build-up during a static extraction will
contribute to the overall ionic reading. In most instances, such contributions
will be small, representing only a relatively small error in the measured results.
If, however, we are measuring a small sample in a large volume of extracting
solution, the effective total micrograms of NaCl represented by the CO, build-
up in solution will be divided by the smaller surface area of the sample giving
rise to a larger relative error in the reading expressed as pg/in“. Extractions
which are made for longer times will also show higher CO, errors, since more
CO, will dissolve in the longer period of exposure to the atmosphele Testing
indicated that the problem was not detectable for all of the static systems; and
there did not appear to be any correlation for spray versus no spray, or spray
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above immersion versus spray below immersion. The dynamic systems are
continually deionizing the solvent, therefore removing the small amounts of
COg before it has a chance to accumulate a measurable amount. Further
testing, however, would be required to fully characterize the effects of CO,.

The temperature of the solvent used in ionic cleanliness test systems will
increase but eventually stabilize over time in operation. This was true for all
of the test equipment, even the systems without heating elements. Due to
pumps moving the solvent and friction in the plumbing, solvent temperatures
would typically increase in an unheated system 10 to 15° F from initial room
temperature. Only the Icom 5000 and the Omegameter 600SMD could be run
with the heaters in the "on" or "off" position. Both systems showed higher
results when the solvent was heated. In addition, the heated systems when
crossed with the solution volume, indicated that the volume variable was more
significant.

Throughout all of the testing, there appeared to be a disagreement, or
a separation, between the "dynamic" and the more popular "static" families of
cleanliness test equipment. Additional testing, not outlined in the original test
plan, showed that there appear to be limitations associated with the "static"
process that hinder the ability of the solvent to ionize, and thus measure
contamination. '

Not surprisingly, the most significant variable that influenced the final
result, when altered for both "in solution" and "test coupon" testing, was the
residue quantity. When all of the 5 microgram data is compared to all of the
55 microgram data, the change is significant. The dynamic systems and the
static systems were grouped separately and the dynamic systems measured a
more significant change when going from 5 to 55 micrograms. Though grouped,
the dynamic processes had a data spread of about 8 micrograms when
measuring the 55 microgram concentration, and the static systems had a spread
of about 15 micrograms. It can also be noted that the static systems read
similar or higher than the dynamics at 5 micrograms, but then read lower at
55 micrograms.

The next most significant variable was the IPA effect. As the alcohol
content in the solvent was increased from 70% to 80%, the results dropped.
This too is not surprising, knowing that it is the water that ionizes the
contamination and that the alcohol is there merely to dissolve the nonionic
(rosin) material to get access to any trapped ionic contamination. The 70%
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solution contains more water than the 80% solution, thereby giving this
solution more ionizing capabilities. Again, there was a definite grouping
associated with the static versus dynamic systems, and the dynamic systems
seem to be most affected by the change in alcohol.

The effect of standoff height was not as great as anticipated for the static
systems. The static systems were equally effective at removing contamination
from under both standoffs; however, residue was being left under both standoff
heights. Standoff height seemed to affect the dynamic systems more than the
static systems, meaning that a larger percent of residue was removed from
under the 9 mil standoff than that of the 3 mil standoff. Statistically, the only
system that measured the channel depth as being significant was the Ionograph
500M. Temperature and sprays seem to enhance the solvent’s ability to
penetrate smaller areas (3 mils) and dissolve surface residues, but was not a
significant variable at 9 mils.

In comparing weakly ionizable flux to strongly ionizable flux during "in
solution" testing, three out of the four dynamic systems showed the variable to
be insignificant, while the Ionograph 500SMD and all of the static systems
showed that the variable was significant. Though the weakly ionizable and
strongly ionizable fluxes appeared to be different from each other, the trends
that occurred when changing other variables were similar. Once the fluxes
were introduced to the test coupons and baked, however, a wide variance in the
strongly ionizable flux data began to appear. Because of these wide variances,
and also since the trends were similar to weakly ionizable flux during "in
solution" testing, the Ionic Conductivity Task Group (ICTG) decided not to
perform extensive coupon testing on the strongly ionizable flux. Though the
variable was not found to be significant in the dynamic systems, all had a
negative effect as the flux shifted from weak to strong, whereas in the static
systems all measured a positive effect.

The volume effect was perhaps the most unusual observation made in
this study. When the volume was increased during the "in solution" testing, the
results also tended to increase. But for some reason, when the volume was
increased during the board testing, the ionic results tended to drop. This trend
was noted on most of the systems, and at this point, there is no explanation for
this observance.

Volume influence has been noted and explained in previous studies
conducted by Jack Brous of Alpha Metals. Originally, the extraction procedures
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were developed for the measurement of ionic materials present in fully
activated rosin flux residues. These ionic materials are usually strongly ionized
salts such as amine hydrochlorides, It was shown that such materials give
linear response with concentration.* If, however, we try to measure residues
of materials which are weakly ionized, the response is extremely concentration-
dependent. An extraction of a quantity of a weakly ionized material into a
large volume of a water/alcohol mixture will, therefore, indicate a much greater
lonic response than for the same amount of materials extracted in a smaller
volume (higher concentration). 2 As we approach higher dilutions (larger
volumes), the degree of ionization approaches 100% and the reading is more
truly proportionately representative of amounts of extracted ionic material.
Weakly ionized organic acids are typically found in water-soluble (OA type)
fluxes and the low-solids "no-clean" flux types. Caution should be used,
therefore, in applying these ionic extract techniques to these flux types.

It will be hard to answer the age old question "How clean is clean?"
without attaching an analytical quantity to a certain level of reliability.
Understanding the effect of the variables was the first step in determining
whether existing equipment design accommodates that need. It is important
to note that this equipment was never meant to be used for analytical
purposes; instead, it was intended to be used for process control. Though there
are variables that influence final ionic readings, these systems will detect
equipment failures, materials handling and processing errors. For now, use this
equipment consistently and routinely; most importantly, use it as the creators
intended - as a process control tool.
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INTRODUCTION

Many printed wiring assembly (PWA) failures that occur in the field can
be attributed to manufacturing residues that were not properly removed. It is
essential that the cleaning process be monitored to ensure proper removal of
contaminants that may, when exposed to time, temperature, and humidity, lead
to high defect rates.

The most common method for evaluating the cleanliness level of a PWA
i1s a method called the Resistivity Of Solvent Extract (ROSE) test. The original
procedure, developed in the early 1970s, used a laboratory squeeze bottle filled
with a 75% isopropanol (IPA) and 25% deionized water solution to dissolve ionic
contamination from the PWA into a beaker. The resistivity of the extract
solution was then measured and assigned a value based on a sodium chloride
(Na(Cl) standard. In the last 20 years, several manufacturers have developed
and marketed equipment to perform this type of testing. During that time,
radical changes have been made to the systems, such as the addition of solvent
heaters, sprays and microprocessors. Recent studies have shown discrepancies
among not only the different manufacturers, but also among different
parameters such as solvent temperature and volume. To continue using this
test to manage a process or to make decisions on what cleaning alternative
works best, it became necessary to investigate what variables influence final
results and standardize a test procedure.

The goal of this project is to give users of cleanliness test equipment a
better understanding of ionic cleanliness testing. How much does solvent
temperature influence the final cleanliness results? How critical is the 75%
1sopropanol to 25% water ratio? Is spraying the solvent important? Will
today’s systems remove contamination from under a component with a .005"
standoff height? Is static or dynamic the more efficient or effective process?
This project has explored these questions and has determined what variables
most influence ionic cleanliness test results.

BACKGROUND

Residual contamination left on a printed wiring assembly (PWA) is
generally classed into one of two categories: ionic or non-ionic. Ionic residues
derived from plating salts, flux activators, and human perspiration, for example,
have the ability to conduct electrical current. In the presence of moisture,
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these residues can cause short circuits and corrosion of solder joints. Non-ionic
residues, such as rosin, oil, or grease, act as insulators and do not conduct
electricity. This type of residue can inhibit current flow across edge connectors
or some other communications port. Fluxes used in the manufacturing process
contain both ionic and non-ionic materials.

It is obvious that a "clean" PWA has a greater chance for reliability. In
1972, the Naval Air Warfare Center (NAWC) in Indianapolis (formerly Naval
Avionics Facility Indianapolis) conducted a study to find a technique for
evaluating how "clean" a PWA is after the manufacturing process. Though
the test measured ionic residues only, a good assessment of the cleaning
process could still be made. The test procedure used a squeeze bottle filled
with 75% isopropanol and 25% water solution with a minimum resistivity of 6
megohms-cm to rinse residue off a circuit board. The extract solution was
funneled into a beaker until 10 milliliters per square inch of PWA surface area
was collected and the resistivity was again measured. A minimum pass/fail
limit was set at 2 megohm-cm, which was later interpreted into a sodium
chloride equivalent and calculated in micrograms per square inch (ug/in2) or
per square centimeter (ug/cm?‘) of board surface area. However, there were
many unspecified parameters in the pioneer test, and different authorities
calculated different results.

Once the test method and the pass/fail criteria were established,
equipment manufacturers began designing and building systems to do this type
of testing. Due to efficiency, or perhaps the slightly different measuring
process, it was noted that the new equipment would typically give higher
results than that of the beaker/funnel technique. In 1978, a second study was
performed at NAWC? to establish "equivalency factors" for some of the new
equipment which would be incorporated into various military standards, such
as MIL-P-28809 and WS-6536. The theory behind the "equivalency factors" was
that the same PWA that measured 10.06 ug/in2 using the beaker/funnel test
would have measured 14.00 pg/in” in a static system, and 20.00 /J,g/in2 in a
dynamic system under the conditions of the study. As the years progressed,
more advances were made to the equipment such as the incorporation of
solvent heaters, microprocessors, and sprays. As the efficiency of the systems
increased, it became increasingly apparent that the equivalency factors
established for the 1978 equipment did not apply to current equipment. In
addition, equipment introduced to the market after the study are not
mentioned, even in the revised standards, and erroneously not considered as
accepted test equipment by potential users.
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The problem was further complicated when Motorola documented that
the temperature of the solvent significantly influenced the final result of a
test®. An earlier study performed at DuPont® showed that solution
temperatures could increase by as much as 14° F over the course of a work
day, increasing the results by as much as 20%. One ionic cleanliness tester
could give two different answers for the same PWA depending on the
temperature of the solvent. Other studies with similar results led members of
the Institute for Interconnecting and Packaging of Electronic Circuits (IPC) to
form an Ionic Conductivity Task Group (ICTGQG) to investigate temperature and
other variables involved with ionic test equipment.

Resistivity vs Conductivity

The ROSE test uses the solvent’s ability to conduct electricity to
determine how much ionic contamination is present. The ability to conduct
electricity can be measured in either conductivity (siemens/cm or mhos/cm) or
by its reciprocal, resistivity (ochms-cm). Pure water/IPA solvent is an extremely
poor conductor of electricity, so the resistance is high and the conductance is
low. Pure water conducts electricity slightly better, and is capable of showing
a resistivity of about 19 megohm-cm or 0.0526 microsiemens/cm measured at
20°C. This is attributed to water’s self-ionization enhanced by its own high
polarity. As ionic contamination is removed from the PWA and passed to the
solvent, the resistivity drops while the conductivity increases. It is the
measurement of this enhanced electrical conductivity of water (or mixtures
containing water) that is the basis of all ion extract conductivity testing being
studied in this program.

If we examine the conductivity values for strongly ionized materials in
an aqueous solution, we find that they are linearly proportional to the
concentrations of the salt in solution as shown in Figure 1. However, a plot of
the resistivity vs. sodium chloride concentration will yield a hyperbolic function
as shown in Figure 2. This type of response curve has two major drawbacks for
ionic measurement. First, the mathematical calculation of ionic differences
becomes considerably more complicated when using the non-linear calculation
of resistivity as compared to conductivity. Second, the sensitivity of the
resistivity measurement, as represented by the slope of the curve, decreases
significantly as concentration builds. This can be a particular problem in using
the static method of extraction, since the final readings are taken after most
of the ionic materials have been extracted and accumulated in solution. The
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readings at maximum concentration are
taken at the point where sensitivity of
response (slope) is the least thereby limiting
the ability of the system to detect small
amounts of ions still being extracted from
the sample.

In his original work in the early 70’s,
Tom FEgan of Bell Laboratories very
succinctly stated the case for using
conductivity exclusively in meagurements of NaCi Concentration —————=
extracted ionic contaminants.’ This was
later expanded by Jack Brous.®  Most
chemists prefer the use of the conductivity
function over resistivity. Many engineers,
on the other hand, use the resistance and
resistivity value in areas related to water
purity measurement. Though some of the
cleanliness test equipment used in this
study measure conductivity, most systems
measure resistivity. For this reason,
resistivity was chosen to describe changes in
electrical current flow in this document.

Conductivity —— g

Figure 1 Conductivity Curve

~————— Resistivity

NaCl Concentration ————p»

Units of Measure Figure 2 Resistivity Curve

The EMPF and IPC acknowledge the fact that much of the world uses
the metric system of measurement, therefore correlating contamination to
micrograms per square centimeter (ug/cm ) of surface area. However, for the
purpose of this report, micrograms per square inch (ug/lnz) 1s a more accepted
term in the United States. The formula for converting pg/in“ into ug/cm2 is
as follows:

ug/in®? X 0.1550 = pg/cm?
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TEST PROCEDURE

Objective

This project was not intended to select a "best system". This study used
a statistically designed experiment to examine the different variables that are
associated with ionic cleanliness test equipment and their effects on ionic
measurement (see Appendix A). In addition, various concentrations of different
flux types were used to measure how accurate each system was at detecting
specific residues. Finally, stainless steel plates machined to yield known
standoff heights were used to determine the efficiency of each system/variable
at removing residue from tight spaces.

One of the primary goals established by the ICTG was to evaluate how
the different system variables affect the removal of ionic residues from under
known standoff heights. Our intent was to be able to determine that "System
A", for example, with no heat and no sprays was 88% efficient at removing
residue from under a 9 mil standoff, only 60% efficient at 6 mil standoff, and
30% efficient at 83 mil. This data could then be compared to "System B" with
heat and sprays that was 100% efficient at 9 mil, 98% efficient at 6 mil, and
85% efficient at 3 mil standoffs.

A future target for this project may be to examine the validity of the
equivalency factors assigned to some of the testers in various military
standards. There is a need to correlate the newer, more efficient systems to
somehow relate their results to other equipment as well as to the original
beaker/funnel method, but how accurate are the equivalency factors? Have the
factors changed over the years? How do equivalency factors and the overall
pass/fail criteria relate to long-term reliability? These questions may be
answered by determining which, and to what degree, variables influence the
equivalency factors.

Equipment

Equipment vendors agreed to loan their ionic cleanliness test equipment
to the EMPF for the duration of the study. All of the equipment used in this
study is commercially available from Alpha Metals, Kester Solder, London
Chemical, Protonique, Westek and Zero Systems. The equipment is classed
into one of four categories; Static/ No Heat, Static/ With Heat, Dynamic/ No
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TABLE 1 EQUIPMENT CLASSIFICATIONS
COMPANY MODEL TYPE HEAT VOLUME |SPRAY
CONTROL
Alpha Metals Ionograph Dynamic Yes No Yes
500SMD
Ionograph 500M | Dynamic No No No
Zero Zero Ion Dynamic No No Yes
Systems**
Protonique* | Contaminometer| Dynamic No No No
CM-5
Alpha Metals| Omegameter Static Yes Yes Yes
600SMD o
Omegameter Static No Yes No
600R
Kester Tonex 2000 Static No Yes Yes
System 100
Protonique* | Contaminometer| Static No No No
CM-5
Westek Icom 5000 Static Yes Yes Yes
* Distributed in United States by Multicore Solder
** Distributed worldwide by London Chemical (Lonco)

Heat, Dynamic/ With Heat

(see Table 1). The term | \ [ = Clean/Fil1 Locp
"static" is really a misnomer in Test Cetl TSt eew
that static usually refers to

something as being stagnant, | = . [

or motionless. In this case, | oeionizing e \',

the term "static" refers to the | ®'== i ~

fixed volume that is used for orvant | | @
testing. In the clean/fill mode, ; Reservolr LB::__J

the static system will deionize @ ‘ Resistivity Prone
solvent from the reservoirand [ >

fill the test cell with a known Figure 3 Static Process

volume (see Figure 3). While

in the test mode, the static system will continually circulate solvent from the
test cell, past a resistivity probe, then back into the test cell. Ionic residues are
dissolved and distributed throughout a set volume, so the resistivity of the

10
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solvent will drop and then level off (see Figure 4).
The final resistivity measurement is compared to
the initial starting resistivity, and the change is
correlated to the total ionic contamination. When
testing is complete, the clean/fill loop is again used
to clean, or regenerate, the solvent back to a high
Time resistivity before starting the next test.

Raglistivity

FFigure 4 Static Curve

Test Cell
The "dynamic" process
takes solvent from the test cell

(see Figure 5), measures the | _ ]
resistivity, deionizes, then puts | coiums
the solvent back into the test @

cell. Because contaminated _
solvent is being replaced with ﬂ:_
clean solvent, the volume is

Resistivity Probe

Figure 5 Dynamic Process

effectively infinite. The resistivity reading for the
dynamic process starts at a high baseline, drops as
the residue is removed, then returns to that
baseline as the solvent is deionized (see Figure 6).
The area under the curve is then related to the
total ionic contamination.

fastativity

Ttme

Figure 6 Dynamic Curve

Operation of the equipment was based upon
standard operating conditions set by the manufacturers and some preliminary
work done at the EMPF. Any changes to the operating procedures were
recommended by either the manufacturer, or the EMPF, with final approval
coming from the ICTG and the manufacturer.

Test Vehicle

The test vehicle used to determine the ability of a system to remove
ionic contamination from under known standoff heights is pictured in Figures
7 and 8. The board (Fligure 7) consisted of an FR4, epoxy/glass laminate with
0.5 ounce copper patterns. Other board materials were considered in

11

Documents

Document Sharing Hub

Full document details: IPC TR-583-2002


http://www.avadocuments.com/doc/ipc-tr-583-2002
http://www.avadocuments.com/doc/ipc-tr-583-2002

preliminary testing; however, FR4 was chosen as the standard. Stainless steel
plates (Figure 8) were machined to yield a known standoff height of 0.003,
0.006, or 0.009 (+/- 0.0005) inch.

o
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| 1 1
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o N ° ] ]‘1UW—~| |41Um—-l frt—— . 333
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ll" S.00 :’ WNITS EXPRESSED IN INCHES
UNITS EXPRESSED IN |MCHES
Figure 7 ICTG Test Board Figure 8 ICTG Cover Plate
Flux Types

The consensus of the ICTG was to exclude commercially available fluxes
from this study since all fluxes dissociate and ionize differently based on their
chemistries. There was considerable discussion concerning the ionizable source.
Preliminary testing of specific synthetic contaminants was unsuccessful, and it
was decided to use synthetic "fluxes". Two formulations of fluxes were used to
represent the strongly ionizable and the weakly ionizable flux types in
comparing the test equipment. A third contaminant was made from NaCl in
IPA/water solution. The three formulations were as follows:

Strongly Ionizable "Flux"™: 60% Isopropyl Alcohol, technical grade
6% Diethylamine Hydrochloride
5% Malic Acid
5% Triton™ X100
15% Polyethylene Glycol 600
10% Deionized Water
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Weakly Ionizable "Flux": 75% Isopropyl Alcohol, technical grade
20% Water White Rosin
5% Adipic Acid

NaCl Solution: 75% Isopropyl Alcohol, technical grade
25% Deionized Water
6 grams NaCl/liter

A microliter syringe was used to dispense the flux within the boundaries
of the eight 1" x 1" squares printed on the board. Volume was kept constant
at 5 microliters per 1 inch square (40 microliters total) throughout the testing.
The concentration, however, was diluted with isopropanol to give three
different contamination levels. The three levels defined were 5, 30 and 55
ug/inZ, which equates to 40, 240, and 440 total micrograms per board,
respectively.

Variables

Again, this project was not intended to select a "best system". The test
plan was statistically designed to best see the influences of each variable upon
the final cleanliness results. An in-depth explanation of how the test was
designed is given in Appendix A of this document. The equipment variables
examined are given in Table 2 along with their high, medium, and low settings.

TABLE 2 EQUIPMENT VARIABLES
Variable Low Setting]Center Point|High Setting Units
I'lux Residue 5 30 55 Micrograms
per Inch?
Alcohol Content 70 75 80 % Isopropanol
Solution Temperature OFrF ON ON Degrees
FFahrenheit
Solution Volume 33 66 100 % Test Cell
Volume
Standoff Height .003 .006 .009 Inches
13
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The flux variable used three different quantities of each flux type. It
was decided by the ICTG to keep the volume of flux dispensed onto the test
coupon consistent, but_dilute the stock solution three different ways to yield
the 55, 30 and 5 pg/in2 of NaCl equivalent specified in the test plan.

The alcohol content was calculated by measuring specific gravity and
temperature of the test solution. The three settings used were 70, 75 and 80%
alcohol, with the balance of each solution being deionized water.

Preliminary testing found that the temperature of the solvent used in
all systems, even the non-heated, will increase due to pump temperature and
friction in the plumbing. If a system had the capability of heating the solvent,
this variable was either "ON" or "OFF". In either case, the solvent was allowed
to reach equilibrium temperature prior to testing.

The dynamic systems do not use a fixed volume; therefore, volume was
not a controlled variable to them. Since all of the static systems had different
size tanks, it was not possible to specify three different volumes. Instead, a
percentage of each system’s total tank volume was set. This worked for all of
the systems except for the Icom 5000, which uses a volume based on 10, 20 or
40 milliliters per square inch of board surface area. The minimum volume
required to operate the Icom 5000, without cavitating the pumps, was 160
milliliters. So with an 8 square inch area, the system could only be run at 20
and 40 milliliters per square inch or 160 and 320 milliliters.

Standoff height was controlled using the stainless steel coupons described
earlier in the "Test Vehicle" section of this document. Four stainless steel
coupons, all with the same standoff, were mounted to the test board using
stainless steel nuts and bolts. For consistency, all of the nuts used to hold the
plates to the test boards were torqued to 5 inch/pounds.

INITIAL OBSERVATIONS

The intent of the study was to establish how accurate, reproducible, and
effective each system was at removing residues from under known standoff
heights and to determine how much each system variable would influence the
final ionic results. In order to do this type of testing and draw legitimate
conclusions, it was essential that all test assemblies had exactly the same
quantity of residue to begin with, and it was necessary to know what that
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amount was. This posed significant problems. A known volume of residue
could be deposited onto the substrate using a microliter syringe, but what
volume of "flux" does it take to make 440 micrograms of sodium chloride (NaCl)
equivalent?

To investigate this, the Omegameter 600R was randomly selected. A
NaCl standard was made so that 40 microliters would equal 80 micrograms of
NaCl (10 ,ug/inz based on an 8 square inch area). A static system was selected
because the plan was to clean the solvent to an acceptable resistivity, inject 40
microliters of solution directly into the test tank, and measure the change in
resistivity. This change in resistivity would represent 80 micrograms of NaCl
equivalent. The solvent in the system would be returned to the same starting
resistivity, and the "flux" titrated into the test cell to that same ending
resistivity. The volume of "flux" titrated would be 80 micrograms of NaCl
equivalent.

The first measurements taken
were lower than expected and not

repeatable. Further research showed : Actuol starting reststivity
that the Omegameter 600R has what ] /

was termed a "deadband” (see Figure | .17 K~ } ——

9). ?he maximum measurement c 1B ——

capability of the resistivity probe was | g ] ' N toer vt of prome

only 60.35 megohms-cm, and though 1 B

the solvent could be cleaned to a 1 B el
higher resistance level, the system NRCI BCUIVELENT

would continue to read 60.35 BRRY contamiration ot measu"sa

Conteml natfon mzesured

megohms-cm. Although the starting
resistivity read 60.35 megohms-cm,
the actual starting resistivity of the Figure 9 "Deadband"

solvent was much higher. Any ionic

residues that lowered the resistance from this higher value to 60.35 megohms-
cm was not being measured. This problem was not unique to the Omegameter
B600R, but instead was typical for most of the equipment that was tested. Some
exhibited this problem to a lesser degree than others; for example, the Zero Ion
is capable of measuring resistances up to 245 megohms-cm, but even it has a
deadband. Some systems avoid the deadband by using computer software to
stop the circulation of the solvent once the resistivity reaches the upper range
limit of the probe. The effect of the deadband is unsure on some of the
systems since the starting resistivities are not always displayed. As mentioned
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earlier in this document, resistivity is not linear. The amount of residue it
takes to drop the resistivity from 150 megohm-cm to 140 megohm-cm is much
less than the amount of residue it takes to drop the resistivity from 50
megohm-cm to 40 megohm-cm. It has been argued that the amount of ionic
residue it takes to drop the resistivity from the deadband to the visible range
is insignificant in most cases. This argument would depend on surface area as
well as the need for accuracy.

This problem was more noticeable in systems that use resistivity than
those that use conductivity. But the deadband could influence the readings of
all of the equipment if the operator was not careful or was not aware of the
problem. It is important that the operator of the cleanliness test equipment
not leave the system in a clean/filter mode for an extended period of time. If
the operator inadvertently deionized the solvent to a higher than normal level,
the solvent should be artificially contaminated and then recleaned to an
acceptable level.

With the deadband understood, another series of tests were initiated on
the Omegameter 600R using a resistivity less than 60.35 megohms-cm as a
starting point. The readings were now slightly higher than the expected 10
ng/in® NaCl equivalent. The first theory regarding the higher readings was
that the IPA/water from the standard was contributing to the resistivity,
therefore adding to the contamination. It was noted, however, that the results
seemed to be volume dependent. Three different volumes were used in the
test cell and the results averaged 12.5, 14.8, and 16.2 ,u/m NaCl equivalent.
The Omegameter 600SMD was used to verify the results of the Omegameter
600R, and it was noted that volume did not influence the results; howev el the
results were nearly twice what they should have been (about 20 ,u,g/ln NaCl
equivalent). A blank was run on the Omegameter 600R and the result was 0.0
ug/in? NaCl equivalent. The blank for the Omegameter 600SMD was 20
pg/in2 NaCl equivalent and a subsequent run adding nothing to the test cell
resulted in 20 ug/in2 NaCl equivalent. By examining the printout of the
Omegameter 600SMD over three separate runs, the graphs showed that the
results were 0.0 ug/m2 NaCl equlvalent for the first minute of testing, but then
Jjumped anywhere from 8 to 12 ug/ln NaCl equivalent (see Figure 10). In
addition, the graphs showed that the results slowly and steadily increased from
that point throughout the duration of the test and leveled off at 20 ug/in2 NaCl
equivalent. Three questions were raised:

16

Documents

Document Sharing Hub

Full document details: IPC TR-583-2002


http://www.avadocuments.com/doc/ipc-tr-583-2002
http://www.avadocuments.com/doc/ipc-tr-583-2002

P

20 e e e -~
- P

O‘ —

0 —

~ _

O e

2 -

Z 10 b

9] —

€ _

]

o _

5 _

5 _

o _

O —

EC'_!lIIIIIIII'IIIII!I"IIIIIlllllllllllllll!

Time (minutes)

IFFigure 10 Carbon Dioxide Absorption

1. Why did the results gradually climb?
2. Why did the results jump at one m1nute‘7
3. Why did the climb stop at 20 ucf/m NaCl equivalent?

The gradual climb addressed in the first question was theorized to be
caused by carbon dioxide (COZ) absorption. Carbon d10x1de can dissolve in
water to form carbonic acid. This can weakly ionize into H* and HCO45" ions
which can/will affect ionic readings. The presence of this ionic build-up during
a static extraction contributes to the overall ionic reading. In most instances,
such contributions are small, representing only a relatively small error in the
measured results. If, however, we are measuring a small sample in a large
volume of extracting solution, the effective total micrograms of NaCl
represented by the COg build-up in solution are divided by the smaller surface
area of the sample giving rise to a larger relative error in the reading expressed
as ug/in2 Extractions which are made for longer times will also show higher
CO, errors since more CO, will dissolve in the longe1 period of exposure to the
atmosphere.

To test this theory, nitrogen was fed into the Omegameter 600SMD test
cell to form an inert atmosphere over the solvent/air interface. A second series
of tests were initiated and the results showed that the gradual climb had been
eliminated, indicating that CO, did indeed cause the climb. The jump at one
minute, however, remained. The results jumped anywhere from 3.0 to 7.4
ug/in2 NaCl equivalent even though no contamination was being introduced
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into the test cell. The jump was not consistent and after closer examination
of the data, it appeared that the jump was dependent on the starting resistivity
of the solvent; therefore, the answer to the second question is that, unlike the
Omegameter 600R which subtracts the ending resistivity from the starting
resistivity and calculates contamination based on that change, the Omegameter
600SMD measures the resistivity at one minute, subtracts that resistivity from
an assumed starting resistivity (60.35 megohm-cm), then calculates the
contamination based on that difference. To verify this theory, the actual
solvent resistivity was adjusted to that assumed starting resistivity under a
nitrogen blanket. Finally, a reading of 0.0 ug/m NaCl equivalent was obtained
by adding nothing to the system.

The third question was answered when it was learned that the
termination of the test is dependent on the range entered in the software at
the start of the test. If the results of the test go higher than that range (in
this case 20 ug/ in? NaCl equivalent), the test will terminate. So it was no
coincidence that all of our NaCl standards and the blank all resulted in a
reading of 20 ud/m NaCl equivalent. The COq drove the reading up off scale
and terminated the test at that point.

This test was repeated on all of the remaining systems to determine the
effects of CO, absorption. Testing indicated that the problem was not
detectable for all of the static systems, and there did not appear to be any
correlation for spray versus no spray, or spray above immersion versus spray
below immersion. The dynamic systems are continually deionizing the solvent,
therefore removing the small amounts of CO, before it has a chance to
accumulate a measurable amount. Further testing, however, would be required
to fully characterize the effects of CO,.

But if testing thus far has been accurate, why have these problems not
been noticed before? As mentioned earlier, the surface area of the test vehicle
was set at 8.0 square inches. This small surface area magnifies all of the little
imperfections of all of the test equipment. For example, if the surface area of
a PWA is 100 square inches and the change in resistivity correlates to 100
micrograms, the end result would be 1 ug/in?‘. An accuracy tolerance of plus
or minus 50 micrograms would change the end result only 0.5 ug/inz. If that
same change in resistivity was measured on a PWA with a surface area of 1
square inch, the resulting contamination reading would be 100 p,g/inz. Since
a variance of plus or minus 50 micrograms significantly influences the final
reading, any variable that influences the resistivity of the solvent (CO,,
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temperature, deadband, etc.) will be much more noticeable on PWAs with
smaller surface areas.

Another observation made in the initial test setup was that the
temperature of the solvent increased over time in operation. This was true for
all of the test equipment, even the systems without heating elements. Due to
pumps moving the solvent and friction in the plumbing, solvent temperatures
would typically increase 10 to 15° F from initial room temperature. This
correlates with the study performed at DuPont®. The original Ionex 2000,
which has no heating elements and is classed as a non-heated system, increased
the temperature of its solvent above 125° F in just over one hour. This issue
was rectified by Kester so that the solvent temperature now stabilizes at about
110° F. Since temperature was one of the variables being investigated, it was
necessary to investigate at what temperature each system was stable, and
perform all testing at that point.

Once the deadband, CO2,' and temperature effects were identified, testing
resumed with the sodium chloride standard. Using a microliter syringe with
an accuracy of +0.1 microliters, a 40 microliter sample containing 80
micrograms of sodium chloride was injected directly into each of the cleanliness
testers. By entering a sulface area of eight square inches, the final result
should have been 10 ug/m NaCl equivalent.

The results were still slightly higher than expected. A blank was run to
see how much, if any, the IPA/water contributed to the final results. The
sodium chloride standard, the blank, and the corrected final results are listed
in Table 3.

The plan was to have three different quantltles of both types of fluxes.
Though the test plan specified 55, 30 and 5 ug/ln of NaCl equivalent, there
was no way of knowing how much flux would be required to achieve these
results. For example, if the flux sample was diluted so 40 microliters measured
55 pg/in” in one system, and a second system measured that same sample as
51 pg/in” and a third system measured 58 ug/inZ, there was no way of knowing
which system was correct. A chemical titration could not be used since NaCl
was not actually being measured. Since the measurement was based on a
change in resistivity, there was no way of injecting a quantity of flux that
represented a known change in resistivity. There was good correlation on all
of the equipment when using NaCl, so one tester was randomly selected to aid
in the dilution of the two fluxes.
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TABLE 3 SODIUM CHLORIDE STANDARDS
Omegameter |Omegameter| Ionex Icom | Zero Ion |Ionograph | Ionograph
600R 600SMD 2000 5000 500M 500SMD
11.2 11.6 13.7 11.15 11.70 12.84 11.91
11.2 114 13.1 11.50 12.57 12.57 11.98
11.3 11.6 13.4 11.15 12.03 12.50 12.11
11.2 11.6 12.6 12.07 12.43 13.00 11.95
' 114 11.6 13.59 12.61 12,51 11.91
standard
average 11.27 11.56 13.28 11.47 12.26 12.68 11.97
ISOPROPANOL BLANKS

0.3 0.2 14 1.00 0.82 0.783 041
0.3 0.2 14 1.00 0.66 0.86 - 0.27
0.3 0.3 14 1.00 0.80 0.80 0.29
0.3 0.3 14 1.00 0.72 0.90 0.34
0.4 04 1.4 1.00 0.68 0.92 0.23

blank

average 0.32 0.28 1.40 1.00 0.74 0.84 0.31

correct ks

average

Note: The Contammometer was not avallable at the .tlme of this testing.

The Zero Ion system was selected as a benchmark to determine how
much each flux type had to be diluted to yield 55, 30 and 5 ug/in2 of NaCl
equivalent. The dilutions were then checked on all of the other systems to
verify the Zero Ion results. At this point, it was noted that although the
dynamic and static families were similar when measuring NaCl (see Table 3),
there was a big difference between the two groups when measuring flux
residues. Though the same sample type and volume was being injected into all
of the test cells, members of the static family consistently gave lower results
than those of the dynamic family. Two theories were presented, but it was
decided to proceed with testing and stay with the Zero Ion dynamic system to
aide with the dilutions. This did not mean the dynamic systems Were
correct, but 1nstead allowed the test to proceed with a high (=55 ug/m ),
medium (=30 ug/ln ) and a low (=5 ug/ln‘) quantity of flux.

The next hurdle came when it was observed that, although the flux "in
solution” was fairly reproducible, the results became much lower and widely
varied for the strongly ionizable flux once the build process was added. The
original process selected to bake the flux onto the test vehicle was infrared (IR)
reflow with a thermal profile similar to that of the IPC Chlorofluorocarbon
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Alternative study. Test results with this thermal process proved to be
inconsistent and lower than expected. A total of 40 microliters of strongly
ionizable flux was deposited on each of ten different bare boards. The boards
were reflowed on a Vitronics Infrared Reflow machine at identical thermal
profiles, yet the results varied considerably. Further modifications to the
thermal profile, including the addition of one and two prebake steps, found that
the results were very dependent on time and temperature (see Table 4).

[ TABLE 4 TONIC CONTAMINATION VS TEMPERATURE ]
PROCESS AVERAGE RANGE |STANDARD
TOTAL GRAMS DEVIATION
Wet Flux, Directly into Test Cell 2802.1 35.6 0127
Wet IFlux on Board, No Heat 2805.2 236.3 .0842
Flux on Board, 1 Hour at 45°C 2436.8 150.4 .0617
Flux on Board,1 Hour at 45°C, 1607.0 426.5 .2654
1 Hour at 100°C
Flux on Board, IR Reflow Only 471.1 309.0 .6559
FFlux on Board,, 1 Hour at 45°C,
IR Reflow 356.8 414.0 1.1603
FFlux on Board, 1 Hour at 45°C, 1
Hour at 100°C, IR Reflow 279.8 107.8 .3853
Flux on Board, 2 Hours at 45°C,
2 Hours at 100°C, IR Reflow 0 0 0

Depending on how the flux is heated, results varied from 0 to 2800 total
micrograms using the same ionic tester with the same variable settings.

Glass slides were then used as a test vehicle to evaluate the possibility
that the porosity of the copper-clad, etched, FR4 laminate was contributing to
the wide variances in results. Four systems were randomly selected and all
variables were set at their center points. Each slide containing 40 microliters
of flux was baked at 100° C for 1 hour and the test was repeated four times for
each system. Table 5 shows a comparison between the strongly ionizable flux
in solution versus after bake and the weakly ionizable flux in solution versus
after bake. The results are an average reading in ug/in2 NaCl equivalent for
each system.
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TABLE 5 STRONG FLUX IN SOLUTION vs GLASS SLIDE
WEAK FLUX IN SOLUTION vs GLASS SLIDE
IONOGRAPH | OMEGAMETER| ICOM 5000 | OMEGAMETER
500SMD 600R 600SMD
Strong Flux, In 40.79 49.70 44.10 37.53
Solution
Strong Flux, On 13.31 4.17 12.18 0.2
Glass Slide |
Weak Flux, In 59.22 29.93 12.32 28.70
Solution
Weak Flux, On 65.10 27.47 11.74 28.20
Glass Slide

The data shows that the ionic results for the strongly ionizable flux changed
significantly after baking, whereas the weakly ionizable flux stayed fairly
consistent.

Testing thus far proved that temperature had a significant influence on
the strongly ionizable flux. In addition, the standard deviation was much
greater than with the weakly ionizable flux. Testing also showed that
temperature did not significantly affect the weakly ionizable results compared
to in solution results. An additional test was conducted to determine if other
board substrates would affect the weakly ionizable flux data. The test was run
using 1) original FR4 laminate, 2) FR4 with a solder mask, 3) alumina ceramic
and 4) glass.

Table 6 shows that boards with a solder mask yield higher ionic
contamination measured than the other substrates. Though the mask
smoothed the surface topography, the mask itself leached ionic contamination.
The other substrates were not significantly different. Testing of these
materials proved that it was the thermal profile, and not the materials, that
was causing the deviations.

After consulting with industry flux experts, consensus was that
constituents of the strongly ionizable flux will volatilize, oxidize and polymerize
to different degrees depending on a number of different variables. Though 40
microliters was dispensed on each board (5 microliters per square), each deposit
has its own geometric shape (see Figure 11). A 5 microliter spot that spreads
thin, as shown in example #1 of Figure 11, will completely volatilize and, if
given enough time and/or temperature, will polymerize and become insoluble
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TABLE 6 WEAKLY IONIZABLE FLUX vs SUBSTRATE vs IN SOLUTION
SUBSTRATE | IONOGRAPH | OMEGAMETER | ICOM 5000 | OMEGAMETER
500SMD 600R 600SMD
In Solution 59.22 29.93 12.32 28.70
Original FR4 70.16 22.37 12.64 24.32
FR4 with 101.40 30.97 18.98 44.57
Solder Mask
Alumina 66.54 18.57 11.73 26.50
Ceramic
Glass 65.10 27.47 11.74 28.20
in alcohol/water. On the other hand, ExAMPLE B2

EXAMPLE ¥1
a spot that does not spread, as shown '

in example #2, may polymerize a
"shell" over the surface of the flux,
and trap wet flux inside. Once this
"shell" is dissolved, the rest of the
flux would break down and ionize
more easily.

polymerized shel | —

O

O

Figure 11 TFlux Geometry

In addition to the physical
geometry of the sample, the
chemistry of flux changes when
exposed to elevated temperatures,
due to volatilization of the weak
acids. These weak acids would normally contribute to ionic contamination
readings when the flux is wet, but as these acids evaporate, the resulting NaCl
equivalent is lowered. The degree to which this volatilization influences the
final result is dependent on how thick the "shell" is and how quickly that "shell”
is formed. These theories for the wide variances and lower than expected
results were merely put forward as possible explanations and were not
investigated any further.

Test Coupon Preparation

The process that seemed to be the most consistent, while still offering
a removal challenge to the equipment, was to bake the coupons at 100° C (+ /-
5) for one hour. It was also found that a minimum cool time of 10 minutes and
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a maximum of 1 hour was found to be optimum, which meant that the
maximum number of boards that could be processed at one time was four.
Much care was needed to assure that the board racks and the handling tongs
were scrupulously clean and each part was handled with clean, powder-free
gloves. It also took a very conscientious effort on the part of the technician to
assure each coupon was prepared in the same manner.

PRESENTATION OF DATA

The first part of the results section will discuss the "in solution" general
observations and trends which includes a table of effects and graphical analysis
for all systems together. The data for each individual system will then be
presented in the following order:

1) Raw data

2) Table of effects

3)  Graphical analysis
4) Statistical analysis

The spreadsheet containing the raw data lists the randomized sequence
that each variable was set per the test plan. Also listed on the spreadsheet is
the actual result measured at each particular setting. This data was then
analyzed and organized into a table of effects. The table examines all of the
systems and determines the main effects and the interactions of each variable
considered. To help give a better understanding of the effects, several graphs
are given to show visually the effects and interactions. Finally, the statistical
analysis gives more information on the data listed in the table of effects
including the standard deviation, the t-ratio and a 'p" value which is used to
determine the rate of "chance". A low "p" value denotes a high confidence level
and a low likelihood the result was obtained merely by chance. Also contained
in the statistical analysis is an analysis of variance (ANOVA).

Once the "in solution” data is presented, the next section will discuss
general observations and trends from testing with the coupon. The individual
system data will then be presented in the same order stated above.
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Statistical Design

Before presenting the test data, the reader must have a basic
understanding of the statistically designed experiment. Appendix A contains
an in-depth explanation of the experimental design and discusses the statistical
tools used to display and interpret the data. Briefly, a main effect is the
difference in output when a factor is changed from low level to high level.
When the design is balanced, this is the average of all runs at the low level
subtracted from the average of all runs at the high level of a factor. For
example, the main effect graph for "RESIDUE" averages all data at 5
a0x 6.8 58 | micrograms, irrelevant of the alcohol content,
solvent volume, temperature, flux type and
channel depth, and subtracts that average from
1P 1.8 the average of all data measured at 55
micrograms. The main effect data for "TPA"
averages all data at 70% alcohol, irrelevant of the
Jox 9.4 ws | residue quantity, solvent volume, temperature,
flux type and channel depth, and subtracts that
- average from the average of all data measured at
F}g111~e 12 . 80% alcohol. In the hypothetical example given in
Simple Factorial Example  pigyye 12, the main effect for RESIDUE and IPA

would be:

S RES | DUE 55

RESIDUE = (13.8+16.6)/2 - (6.8+9.4)/2 = 156.2-8.1 = 7.1
IPA = (6.8+13.8)/2 - (9.4+16.6)/2 = 10.3 - 13.0 = -2.7

The negative effect for IPA means that the response decreases as
percent IPA is changed from low level (70%) to high level (80%). Main effects
are also graphically presented by
plotting the average response at each
level (see Figure 13). The response
at the center point is plotted on the | & 4
same graph to visually check for | 4 |
curvature (non-linearity). In this 1z ) O~
case, each factor has a consistent e~
effect, regardless of the level of the
other factor. The effect of RESIDUE "
is 7.0 when IPA is at the high level

(13.8 - 6.8) and it is 7.2 when IPA is L_ ‘
at the low level (16.6 - 9.4). Figure 13 Main Effects Plot

T T T 1
S RESIDUE SS 70% L PA 30%
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Similarly, the effect of IPA is -2.8 when RESIDUE is at the high level and -2.6
when RESIDUE is at the low level. The effects of these factors are
independent and there is no interaction.

When the effect of a factor is dependent on the level of one or more
other factors, then an interaction exists. In this case, the effects of these
factors cannot be interpreted separately. Consider the hypothetical example
in Figure 14. The effect of HEAT is 10.6 when VOLUME is at the high level,
but it is only 2.6 when VOLUME is at the low level. Similarly the effect of
VOLUME is 3.4 when HEAT is at the high level, and it is in the opposite
direction when HEAT is at the low level (-4.6). This is called a two-way
interaction and the usual notation is with an asterisk (*) or H*V.,

The interaction effect is calculated by
wov s.2 ———————— 5.8 | gubtracting the effect of HEAT at the low level of
VOLUME from the effect of HEAT at the high
level of VOLUME and divided by two, which is
(10.6 - 2.6)/2 = 4.0. Note that the same value is
achieved using the effect of VOLUME at the two
o 1 levels of HEAT (3.4 - {-4.6})/2 = 4.0). Also note
e “* | that the R*I interaction effect in the other
example is only -0.1.

VILLME 1.2

oFF HEAT any

IFigure 14 Example of an
Interaction The calculated value for the effect of an

interaction is used to determine whether the
effect is significant, but it has little intuitive meaning. The best way to
understand the effects is with an interaction plot (see Figure 15), which is
simply graphing the effect of one factor at each level of the other. A difference
in slopes is characteristic of an interaction. Parallel or near parallel lines

indicate no interaction. (oA €705
16 VYOLUME \( 100%)

There are several statistical | 14 e /(
tests that determine if an effect is | + _| o
significant. Kach of these tests is 0 VoL €33
based on the probability of observing, s | °
during the experiment, an effect of | |
that magnitude or greater if the true | ; : f :
value of the effect were zero. In S RESIDUE S5 OFF  HEAT  ow

other words, what is the probability

IFFigure 15 Interaction Plot
of observing an effect of that size just gt
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by chance, completely due to experimental error? If that probability is low,
then the "p-value" should be less than 0.05 (5%). If this is the case, it can also
be said that there is 95% confidence that the effect is significant.
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"IN SOLUTION" TEST RESULTS
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"IN SOLUTION" GENERAL TRENDS AND OBSERVATIONS

When in the dynamic mode, the Contaminometer CM-5 exhibited
behavior outside that of all other dynamic systems and is not included in the
discussions or conclusions in this report. After the data was analyzed and made
available to Protonique, it was realized that an inappropriate model was sent
to the EMPF for this study. The model delivered was engineered for larger
(greater than 45 in“) surface areas and was not sensitive enough for the small
surface area that the test program required. Protonique requested that a more
concentrated flux be used along with a larger surface area that equated to the
same 55, 30 and 5 ug/ in?. The ICTG, however, decided that the test program
could not be modified for one system without compromising the statistical
design of the test. Time did not allow the manufacturer the opportunity to
provide a different model.

The easiest way to determine the significance of a variable is to examine
the slope of the lines on the graphs. The steeper the slope, the more
significant the variable. The graph on page 34 shows the most significant
variable, which, not surprisingly, is the residue effect. When all of the 5
microgram data is compared to all of the 55 microgram data, the change is
significant. As mentioned earlier, these residues were not necessarily 5 and
55 micrograms. Do not look at the graphs and assume the Zero Ion system is
correct and all of the others were incorrect to some degree. The Zero Ion
system was randomly selected as a benchmark to aid in the dilutions of the flux
standards. In reality, the Zero Ion may have been reading high, with actual
standards of 3 and 45 micrograms or 2 and 28 micrograms. What can be
derived from this graph, with the exception of the Contaminometer (dynamic),
is that the dynamic systems and the static systems were grouped separately
and the dynamic systems measured a more significant change when going from
5 to 55 micrograms. Though grouped, the dynamic processes had a data spread
of about 8 micrograms when measuring the 55 microgram concentration, and
the static systems had a spread of about 15 micrograms. It can also be noted
that the static systems read similar or higher than the dynamics at 5
micrograms, but then read lower at 55 micrograms.

The next most significant variable was the IPA effect. As the alcohol
content in the solvent was increased from 70% to 80%, the results dropped.
This, too, is not surprising, knowing that it is the water that ionizes the
contamination; the alcohol is there merely to dissolve the nonionic (rosin)
material to get access to any trapped ionic contamination. The 70% solution
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contains more water than the 80% solution, thereby giving this solution more
lonizing capabilities. Again, there is a definite grouping associated with the
static versus dynamic systems, and the dynamics seem to be most affected by
the change in alcohol.

The flux effect was not statistically significant in three out of four of the
dynamic systems, but it was significant in the Ionograph 500SMD and all of the
static systems. In addition, it is interesting to note that the dynamic systems,
though not all significant, had a negative effect as the flux shifted from weak
to strong, whereas the static systems all measured a positive effect.

As we examine the interaction effect between the flux type variable and
the IPA variable, it can be noted that the alcohol content affected the weak
flux more than the strong flux on all of the systems. In fact, the measurements
of the strong flux in the static systems were somewhat similar to the
measurements made in the dynamic systems. It can also be noted that the
weak flux tended to measure lower than the strong flux at both 70% and 80%
IPA in the static systems. In the dynamic systems, however, strongly ionizable
flux measured higher than weakly ionizable flux at 80% IPA, but lower than
weakly ionizable flux at 70% IPA.

The final variable examined in the "in solution" test was solvent volume
in the static systems. If the system was capable of heating the solvent, this
test was conducted with the heat on. As stated earlier, the Icom 5000 does not
use a tank volume, but instead, pumps a volume (10, 20 or 40 milliliters) per
square inch of board surface area into the test cell. Since our surface area was
only 8 square inches, 80 milliliters would have been the minimum (33%)
setting. This volume was less than the minimum required to circulate the
solvent. For this reason, the Icom 5000 was run at 360 milliliters (high or
100%), 160 milliliters (medium or 66%) and 160 milliliters (low or 33%). Most
of the test results showed that as the volume of solvent contained in the test
cell increased, so did the test results. Testing also found that the volume
variable seemed to be more significant in the heated systems than the non-
heated systems. The only exception to this trend was in the Ionex 2000. This
system appeared to be able to compensate for the change in volume.

Figure 16 shows the ionic readings for each system when a standard
sodium chloride solution was injected into each system’s test chamber. The

standard solution consisted of 240 micrograms sodium chloride, and the surface
area used for the testing was 8 square inches. Ionic readings should be 30
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Figure 16 "In Solution" NaCl Measurements

ug/in2 NaCl equivalent. Three separate readings were obtained for each
system using the standard solution and the equipment operating at center point
values (75% IPA, 66% volume). The graph in Figure 16 shows each of the three
measurements (horizontal line) made for each piece of equipment and the
spread between the high and the low (vertical line). As seen, readings varied
from 16.8 to 38.4 ug/in“. In addition, note the relative spread of the three data
points, which varied system to system.

This raises questions regarding the accuracy associated with the current
ionic conductivity/resistivity test methods and equipment. This is data for a
standard solution of sodium chloride. One might expect such data for an
assembly with flux residues, where differences in equipment variables such as
operating temperatures and design (sprays, heat, etc...) would be expected to
be strong influences; however, these results are for the solution which is used
to "calibrate" the systems.
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Accuracy problems are not usually noted when calibrating the systems
during normal operation, so why are we seeing this behavior in this study?
The amount of sodium chloride used for this evaluation was much smaller than
that used industry-wide for calibration. A typical calibration uses 5 ml of a 750
pg/ml solution. This results in 3,750 micrograms total NaCl being added to the
test chamber. In comparison to the 240 total micrograms NaCl used in this
evaluation, the calibration concentration is much higher, and according to the
equipment manufacturers, in a  better area of the equipment’s
sensitivity/accuracy curve. The smaller amount of sodium chloride accentuates
the inherent inaccuracy of the test method and equipment.
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TABLE OF EFFECTS
In Solution Testing

STATIC SYSTEMS

DYNAMIC SYSTEMS
Zero Iono- Iono- CM-5 Omega- Omega- Ionex Icom CM-5
Ion graph graph dynamic meter meter 2000 5000 static
500M 500SMD 600R 600SMD
MEAN RESPONSE 30.89" | 27.20" | 26.38" | 7.00" | 25.33" | 20.53" | 16.10" | 17.98" | 13.75"
MAIN EFFECTS
. x . * * * * x * * *
Residue (R) 51.18 46.58 47.26 11.10 30.57 25.91 28.31% | 24.56" | 24.11
IPA (I) -20.33" | -22.84" | -22.29% | -1.40 -10.0* | -7.60" | -7.85" | =7.19% [ -6.69"
Flux (F) -1.55 -1.49 -9.88" 2.23 10.07" 7.51"% 18.46" | 19.37" | s.16"*
Volume (V) 4.7" 7.45" -1.01 3.61%
INTERACTIONS
R'I -14.13% | -15.18" | -18.48" | -1.00 | -2.35" | ~3.29 | -6.86" | -3.29" | -4.28"
R'F 0.65 0.70 -8.55" | 2.63" 8.07" 3.78" | 16.15" | 16.47" | 4.84"
R*V 1.55"* 3.89" 0.72 6.56"
I'F 11.00" 10.52" 10.28" 1.48 5.75% 2.79 1.63 0.74 2.42"
IV 1.77" -1.63 -0.04 | -2.88"
F'V -0.85 -2.16 -1.60 | 5.24"
* * x* * * * *
R*I*F 8.00 8.06 8.83 0.98 5.15 4.15 1.05 0.10 1.77
R'1'V -0.52 -1.39 -1.05 | -1.89"
R'F'vV -1.0 0.38 -1.04 5.35"
I*F*v 0.87 2.49 0.90 -2.65"
R*I'F*vV 0.12 -0.33 1.04 -2.22"
CENTER POINT 1.74" 5.42 ~0.64 4.48" 2.91 2.00 -0.15 2.22" 1.41

}_an Response

Inin Effects
Lateractions

gCEr points

qnH bBuueys jus
sjuawin

o

Notation: R*I is the Residue/IPA interaction.
== difference between the response observed at the center point and the expected value at center based on other test runs (expected value = mean response).
O * iQicates a factor Is statistically significant with > 95% confidence, bascd on experimental error.
Sx Aicates n factor Is statistically significant with 90 - 95% confidence.

average of all runs (except center points, adjusted for unbalance in design).
average change in response when setting of this factor changed from low to high level
difference in the effect of one factor when level changed in other factor(s).
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ALL SYSTEMS : Residue Effect

In Solution (weak & strong flux)
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ALL SYSTEMS : IPA Effect
In Solution (weak & strong flux)
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Percent IPA
A = Zero Ion
B = Tonograph 500M
C = Ionograph 500SMD
D = Contaminometer CM-5
E = Omegameter 600R
F = Omegameter 600SMD
G = Ionex 2000
H = Icom 5000
I = Contaminometer CM-5
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ALL SYSTEMS : Flux Effect
In Solution (weak & strong flux)
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H = Icom 5000

I = Contaminometer CM-5
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STATIC SYSTEMS : IPA*Flux Interaction
In Solution (weak & strong flux)
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Percent IPA
A = Zero Ion
B = Ionograph 500M
C = Ionograph 500SMD
D = Contaminometer CM-5
E = Omegameter 600R
F = Omegameter 600SMD
G = Ionex 2000
H = Icom 5000
I = Contaminometer CM-5
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DYNAMIC SYSTEMS : IPA*Flux Interaction

In Solution (weak & strong flux)

60 -
STRONG FLUX
S
WEAK FLUX
g 50 G
Q A %:31: ----
Q M,
2 B R .n::::: :::
o 4 O n He h."
g ......... luu.,“I
o A e "
9 .
3 B
g 30
3 C
% A
z
£20 - B
O A
o C
g C
RS, w B
=10 4 g e —— m 0
.............................................................. % D
O T H T T T T
68 70 72 74 76 78 80 82
Percent IPA
A = Zero Ion
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STATIC SYSTEMS : Volume Effect

In Solution (weak & strong flux)
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LONDON CHEMICAL

ZERO ION

Dynamic
Unheated
Spray below immersion
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ZERO ION SYSTEM

RANDOMIZED EXPERIMENTAL MATRIX

"IN SOLUTION" TESTS

A B c

RANDOMIZED AMOUNT OF TEST
RUN STANDARD RESIDUE IPA FLUX IONIC TEST CELL

SEQUENCE ORDER ABC (LGR/IN?) (VOL%) TYPE READING DURATION TEMP.
BLANK BLANK BLANK 0.0 0:14 38°F

1 5 - 5 70 STRONG 6.4 1:14 87°F
2 2 +-- 55 70 WEAK 82.5 4:34 88°F
3 1 . 5 70 WEAK 9.6 1:30 88°F
4 6 +-+ 55 70 STRONG 63.7 339 39°F
5 00- 30 75 WEAK 367 2:49 88°F
6 1 000 30 75 NaCl 320 2:29 88°F
7 00+ 30 75 STRONG 289 216 88°F
3 9 000 30 75 NaCl 322 2:24 88°F
9 00- 30 75 WEAK 365 2:47 38°F
10 10 000 30 75 NaCl 324 2:24 88°F
11 00 + 30 75 STRONG 28.4 2:16 88°F
12 . 3 - 5 80 WEAK 1.8 0:35 87°F
13 7 -+ 5 80 STRONG 2.6 0:37 87°F
14 8 + o+ + 55 80 STRONG 48.3 2:37 87°F
15 4 + - 55 80 WEAK 302 2:19 87°F
16 5 - 5 70 STRONG 5.2 1:20 IL°F
17 2 +en 55 70 WEAK 84.8 4:43 I1°F
18 1 .ee 5 70 WEAK 124 1:48 91°F
19 6 +-+ 55 70 STRONG 638 3:52 91°F
BLANK BLANK BLANK 0.0 0:15 91°F
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TABLE OF EFFECTS
In Solution Testing

DYNAMIC SYSTEMS STATIC SYSTEMS
. Iono- Tono- CM-5 Onega- Omega- Tonex Icom CM~-5
graph graph  dynamic meter meter 2000 5000 static
500M 500SMD 600R 600SMD L
MEAN RESPONSE 27.20" | 26.38" 7.00" 25.33% | 20.53% | 16.10" 17.98*| 13.75"
MAIN EFFECTS ‘
Residue (R) 46.58" | 47.26" | 11.10" | 30.57* | 25.91* | 28.31* | 24.56% | 24.11"
IPA (I) -22.84" | =22.29% | -1.40 -10.0" | -7.60% | -7.85" | =7.19* | -6.69*
Flux (F) -1.49 -9.88" 2.23 10.07" 7.51" 18.46" | 19.37* | 5.16"
Volume (V) 4.7" 7.45% -1.01 | 3.61%
INTERACTIONS
R'I -15.18% | -18.48" | -1.00 -2.35" -3.29 -6.86" | -3.29" | -4.28"
R*F 0.70 -8.55" 2.63" 8.07" 3.78" 16.15" | 16.47% | 4.84%
RV 1.55" 3.89" 0.72 6.56"
I'F 10.52" 10.28" 1.48 5.75% 2.79 1.63 0.74 2.42%
IV 1.77% -1.63 -0.04 | -2.88"
F'v -0.85 -2.16 -1.60 5.24"
R'I’F 8.06" 8.83" 0.98 5.15" 4.15" 1.05 0.10 1.77
R*1*V -0.52 -1.39 -1.05 | -1.89"
R'F'V -1.0 0.38 -1.04 5.35"
I'F'v 0.87 2.49 0.90 ~-2.65"
R*I'F*v 0.12 -0.33 1.04 -2.,22"
CENTER POINT 5.42 -0.64 4.48" 2.91 2.00 -0.15 2.22" 1.41

Mean Response

Interactions

Notation: R*I is the Residue/IPA interaction.
nter points = difference between the response observed at the center point and the expected value at center based on other test runs (expected value = mean response).
indicates a factor is statistically significant with > 95% confidence, based on experimental error.

Elndlcates a factor is statistically significant with 90 - 95% confidence.

= average of all runs (except center points, adjusted for unbalance in design).
Main Effects = average change in response when setting of this factor changed from low to high level
= difference in the effect of one factor when level changed in other factor(s).
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