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General Notes

This is the common ISA and UL standard for Explosive Atmospheres - Part 1: Equipment Protection by
Flameproof Enclosures “d”. It is the sixth edition of ANSI/ISA-60079-1 (superceding ANSI/ISA-60079-1
(12.22.01)-2005) and the sixth edition of ANSI/UL 60079-1. The document is a modification of the IEC

document and includes U.S. deviations encompassing both additions and deletions of information.

ANSI/ISA-60079-1 and ANSI/UL 60079-1 contain identical requirements, and identical publication dates.
The presentation and format of the standards material may differ between the two published standards.

This common standard was prepared by the International Society of Automation (ISA) and Underwriters
Laboratories Inc. (UL).

Although the intended primary application of this standard is stated in its scope, it is important to note that
it remains the responsibility of the users of the standard to judge its suitability for their particular purpose.

Level of harmonization
This standard adopts the IEC text with deviations.

The requirements are presented in different formats. The ISA version of the standard illustrates the
national differences from the IEC text through the use of legislative text (strike-out and underline). The UL
version of the standard illustrates national differences immediately following the IEC text. National
differences between the UL version and the ISA version shall be word for word except for editorial
changes.

Interpretations

The interpretation by the SDO of an identical or equivalent standard shall be based on the literal text to
determine compliance with the standard in accordance with the procedural rules of the SDO. If more than
one interpretation of the literal text has been identified, a revision shall be proposed as soon as possible
to each of the SDOs to more accurately reflect the intent.

UL Effective Date

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables,
figures, and/or other elements of the Standard having future effective dates as indicated in the preface.
The prior text for requirements that have been revised and that have a future effective date are located
after the Standard, and are preceded by a “SUPERSEDED REQUIREMENTS” notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, Classification, and Follow-Up
Services after the effective date, and understanding of this should be signified in writing.
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Preface (ISA)

This ISA standard is based on IEC Publication 60079-1. It is the intention of the ISA12
Committee to develop an ANSI Standard that is harmonized with IEC 60079-1 to the fullest
extent possible. This preface is included for informational purposes and is not part of
ANSI/ISA-60079-1. The document is a modification of the IEC document and includes U.S.
deviations encompassing both additions and deletions of information.

The standards referenced within this document may contain provisions which, through reference
in this text, constitute requirements of this document. At the time of publication, the editions
indicated were valid. All standards are subject to revision, and parties to agreements based on
this document are encouraged to investigate the possibility of applying the most recent editions
of the standards indicated within this document. Members of IEC and ISO maintain registers of
currently valid International Standards. ANSI maintains registers of currently valid U.S. National
Standards.

This document has been prepared as part of the service of ISA toward a goal of uniformity in the
field of instrumentation. To be of real value, this document should not be static but should be
subject to periodic review. Toward this end, the Society welcomes all comments and criticisms
and asks that they be addressed to the Secretary, Standards and Practices Board; ISA; 67
Alexander Drive; P. O. Box 12277; Research Triangle Park, NC 27709; Telephone (919) 549-
8411; Fax (919) 549-8288; E-mail: standards@isa.org.

The ISA Standards and Practices Department is aware of the growing need for attention to the
metric system of units in general, and the International System of Units (Sl) in particular, in the
preparation of instrumentation standards. The Department is further aware of the benefits to USA
users of ISA standards of incorporating suitable references to the Sl (and the metric system) in
their business and professional dealings with other countries. Toward this end, this Department
will endeavour to introduce Sl-acceptable metric units in all new and revised standards,
recommended practices, and technical reports to the greatest extent possible. Standard for Use
of the International System of Units (Sl): The Modern Metric System, published by the American
Society for Testing & Materials as IEEE/ASTM SI 10-97, and future revisions, will be the
reference guide for definitions, symbols, abbreviations, and conversion factors.

It is the policy of ISA to encourage and welcome the participation of all concerned individuals
and interests in the development of ISA standards, recommended practices, and technical
reports. Participation in the ISA standards-making process by an individual in no way constitutes
endorsement by the employer of that individual, of ISA, or of any of the standards, recommended
practices, and technical reports that ISA develops.

CAUTION — ISA DOES NOT TAKE ANY POSITION WITH RESPECT TO THE EXISTENCE OR
VALIDITY OF ANY PATENT RIGHTS ASSERTED IN CONNECTION WITH THIS DOCUMENT, AND
ISA DISCLAIMS LIABILITY FOR THE INFRINGEMENT OF ANY PATENT RESULTING FROM THE
USE OF THIS DOCUMENT. USERS ARE ADVISED THAT DETERMINATION OF THE VALIDITY OF
ANY PATENT RIGHTS, AND THE RISK OF INFRINGEMENT OF SUCH RIGHTS, IS ENTIRELY THEIR
OWN RESPONSIBILITY.

PURSUANT TO ISA’S PATENT POLICY, ONE OR MORE PATENT HOLDERS OR PATENT
APPLICANTS MAY HAVE DISCLOSED PATENTS THAT COULD BE INFRINGED BY USE OF THIS
DOCUMENT AND EXECUTED A LETTER OF ASSURANCE COMMITTING TO THE GRANTING OF A
LICENSE ON A WORLDWIDE, NON-DISCRIMINATORY BASIS, WITH A FAIR AND REASONABLE
ROYALTY RATE AND FAIR AND REASONABLE TERMS AND CONDITIONS. FOR MORE
INFORMATION ON SUCH DISCLOSURES AND LETTERS OF ASSURANCE, CONTACT ISA OR
VISIT WWW.ISA.ORG/STANDARDSPATENTS.
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OTHER PATENTS OR PATENT CLAIMS MAY EXIST FOR WHICH A DISCLOSURE OR LETTER OF
ASSURANCE HAS NOT BEEN RECEIVED. ISA IS NOT RESPONSIBLE FOR IDENTIFYING PATENTS
OR PATENT APPLICATIONS FOR WHICH A LICENSE MAY BE REQUIRED, FOR CONDUCTING
INQUIRIES INTO THE LEGAL VALIDITY OR SCOPE OF PATENTS, OR DETERMINING WHETHER
ANY LICENSING TERMS OR CONDITIONS PROVIDED IN CONNECTION WITH SUBMISSION OF A
LETTER OF ASSURANCE, IF ANY, OR IN ANY LICENSING AGREEMENTS ARE REASONABLE OR

NON-DISCRIMINATORY.

ISA REQUESTS THAT ANYONE REVIEWING THIS DOCUMENT WHO IS AWARE OF ANY PATENTS
THAT MAY IMPACT IMPLEMENTATION OF THE DOCUMENT NOTIFY THE ISA STANDARDS AND
PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER.

ADDITIONALLY, THE USE OF THIS DOCUMENT MAY INVOLVE HAZARDOUS MATERIALS,
OPERATIONS OR EQUIPMENT. THE DOCUMENT CANNOT ANTICIPATE ALL POSSIBLE
APPLICATIONS OR ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN
HAZARDOUS CONDITIONS. THE USER OF THIS DOCUMENT MUST EXERCISE SOUND
PROFESSIONAL JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE
USER’S PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE
APPLICABILITY OF ANY GOVERNMENTAL REGULATORY LIMITATIONS AND
ESTABLISHED SAFETY AND HEALTH PRACTICES BEFORE IMPLEMENTING THIS

DOCUMENT.

THE USER OF THIS DOCUMENT SHOULD BE AWARE THAT THIS DOCUMENT MAY BE
IMPACTED BY ELECTRONIC SECURITY ISSUES. THE COMMITTEE HAS NOT YET
ADDRESSED THE POTENTIAL ISSUES IN THIS VERSION.
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National Differences

GENERAL

National Differences from the text of International Electrotechnical Commission (IEC) Publication
60079-1, Ed. 6, Explosive atmospheres - Part 1: Equipment protection by flameproof enclosures
“d”, copyright 2007, are indicated by notations (differences) and are presented in bold text.

In the ISA publication of this standard, National Differences are presented using legislative text (strike-out
and underline). The national difference type is identified in an informative annex.

There are five types of National Differences as noted below. The difference type is noted on the first line
of the National Difference in the standard. The standard may not include all types of these National
Differences.

The UL printed standard includes the national difference types within the body of the text. The ISA printed standard includes the
national difference types in an annex at the back of the standard.

D1 — These are National Differences which are based on basic safety principles and requirements,
elimination of which would compromise safety for consumers and users of products.

D2 — These are National Differences based on safety practices. These are differences for IEC
requirements that may be acceptable, but adopting the IEC requirements would require considerable
retesting or redesign on the manufacturer’s part.

DC - These are National Differences based on the component standards and will not be deleted until a
particular component standard is harmonized with the IEC component standard.

DE - These are National Differences based on editorial comments or corrections.
DR — These are National Differences based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add — An addition entails adding a complete new numbered clause, subclause, table or figure.
Addition is not meant to include adding select words to the base IEC text.

Deletion / Delete — A deletion entails complete deletion of an entire numbered clause, subclause, table
or figure without any replacement text.

Modification / Modify — A modification is an altering of the existing base IEC text such as the addition,
replacement or deletion of certain words or the replacement of an entire clause, subclause, table, or
figure of the base IEC text.

Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

This page intentionally left blank.

Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

ANSI/ISA-60079-1 ¢« ANSI/UL 60079-1 13

CONTENTS
T o'oY o P 19
2 NormatVe TEIEIBNCES e 19
3 Terms and definitioNS . ... 20
4  Equipment grouping and temperature classification..............ccoooii 23
5 Flameproof JOINES ... 23
5.1  General reqUIrEmMENTS .. ..o e 23
5.2  Non-threaded JOINtS .. ..o 23
5.3  Threaded JOINTS ... e 30
5.4 Gaskets (inClUdiNG O-TiNGS) «..cuuiuiiiii e 31
5.5 Equipment using Capillari€s .......couiiniiiiii 33
B CemMENted JOINTS o et e 34
B.1  GeNEIAL. e 34
6.2 Mechanical strength ... 34
6.3  Width of cemented JOINTS ......coieiiii 34
L@ oT=Y =1 (7 o [ o Yo = PP 34
Supplementary requirements for shafts and bearings .............coooiiiii 34
8.1 Joints Of Shafts. ... s 34
T = 1= [T T - TP 38
9 Light-transmitting parts . ... 38
10 Breathing and draining devices which form part of a flameproof enclosure..................... 39
10.1 Openings for breathing or draining...........coooiiii i, 39
10.2 Composition lIMits ... e 39
T0.3  DIMEBNSIONS L.ttt et 39
10.4 Elements with measurable paths ... 39
10.5 Elements with non-measurable paths.............o i, 39
10.6 Removable deviCes ... 40
10.7 Mounting arrangements of the elements ..., 40
10.8 Mechanical strength . ... 40
10.9 Breathing devices and draining devices when used as Ex components................. 40
11 Fasteners, associated holes and blanking elements ...........coooiiiiiiiiiii e 44
12 Materials and mechanical strength of enclosures — Materials inside the enclosures ...... 46
13 Entries for flameproof €NCIOSUIES .........couiiiiii e 47
131 Cable glands ... 49
13.2 Conduit SEalING TEVICES ... ..t 49
13.3 Plugs and sockets-and-ecablecouplers . ... 50
134 BUSNINGS e e 50
14 Verification and teStS ... e 51
ST I o T30 (=T £ PPN 52
15.1 Tests of ability of the enclosure to withstand pressure.............cooooiiiiiiiiiiiiinen. 53

Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

14 ANSI/ISA-60079-1 ¢« ANSI/UL 60079-1

15.2 Test for non-transmission of an internal ignition ..., 56
15.3 (Reserved for fUlUre USE). ..o 60
15.4 Tests of flameproof enclosures with breathing and draining devices ..................... 60
T8 ROULINE 1SS i e et 63
7 OWHERGEaF O GFOUP o 64
174 Means-ofisolation . 64
2 DOOFS O GO B S . o ettt 65
18 Lampholders and [amp CapsS .. ... 65
18.1 Device preventing lamps wWorking 100Se...........coiiiiiiii e 65
18.2 Holders and caps for lamps with cylindrical caps.........cocooeiiiiiiiiii, 65
18.3 Holders for lamps with threaded caps .........cooiiiiiiii 65
19 Non-metallic enclosures and non-metallic parts of enclosures ..............cocooiii. 66
19.1 (Reserved fOr fUTUIE USE) .. ..o 66
19.2 Special constructional requiremMents....... ... 66
19.3 Supplementary requirements for type tests ..o 66
D24 0 |V = o 1 T 67
24 0t = =1 1 P 67
20.2 Caution and warning MarkingS ... ..o 67
20.3 Informative Markings ....ccoouiinii i 67
Annex A (normative) Additional requirements for crimped ribbon elements and multiple
screen elements of breathing and draining devices ...........cooiiiiiiii i, 69
Annex B (normative) Additional requirements for elements, with non-measurable paths,
of breathing and draining deVICES ..o 71
Annex C (normative) Additional requirements for flameproof entry devices ......................... 73
Annex D (rermative informative) Empty flameproof enclosures as Ex components.............. 81
Annex E (normative) Cells and batteries used in flameproof “d” enclosures......................... 85
Annex F (informative) Mechanical properties for screws and nuts..................coooviiiiiiinni, 91
Annex G (informative) Introduction of an alternative risk assessment method
encompassing “equipment protection levels” for Ex equipment..............coooii 93
Annex H (informative) United States major deviations ..., 99
Annex | (informative) National differences types noted in ANSI/ISA-60079-1...................... 101

Figures 6, 7, 8 — Holes in surfaces of spigot joiNtS..........ccooiiiiiiii i, 27

Figure 9a — Example of a joint with partial cylindrical surfaces.............c.ccocoiiiiiiiiiciinnn. 28

Figure 9b — Example of serrated joint..........cooiiiiiii 29

o T = PP 32

LT U = I PPN 32

o U1 =t 12 PP 32
Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

ANSI/ISA-60079-1 ¢« ANSI/UL 60079-1 15

o 01 =0t T TSP 32
o U =t PPN 32
Lo U = I T PPN 32
o 01 =t 1 PP 33
Figures 10 to 16 — lllustration of the requirements concerning gaskets.......................onis 33
Figure 17 — Example of cylindrical joint for shaft of rotating electrical machine..................... 36
Figure 18 — Example of labyrinth joint for shaft of rotating electrical machine....................... 36
Figure 19 — Example of joint with floating gland for shaft of rotating electrical machine ........ 37
Figure 20 — Joints of shaft glands of rotating electrical machines........................ocon 38
Figure 21 — Component test rig for breathing and draining devices ............ccoocoiiiiiiiini. 42
B U 22 e e e 46
Lo U1 =022 o P 46
Lo U= I o PR 46
Figure 22 —Examplesof blanking-elementsforunused-apertures ..., 46
Figure C.1 — Device for the sealing tests for cable glands.............ccooiiiiiii, 76
Figure C.2 — Examples of Ex thread adapters..........oovuiiiiiiiiiiic e 79
Figure E.1 — Fitting of diode arrangement for three cells in series............c.cooviiiiiiiiiininns 88
Figure E.2 — Fitting of blocking diodes to meet E.4.3 (third example) ..........c.cooiiiiiii. 88
JOMAE oot oo e 102
Table 1 — Minimum width of joint and maximum gap for enclosures of groups-k IlIA and IIB .. 29
Table 2 — Minimum width of joint and maximum gap for group |IC enclosures ...................... 30
Table 3 — Cylindrical threaded JOINtS ... 30
Table 4 — Taper threaded JOINTSA ... ... i e 31
Table 5 — Conditions for the determination of maximum surface temperature....................... 52
Table 6 — Reduction in length of a threaded joint for non-transmission test.......................... 57
Table 7 — Test factors to increase pressure or test gap (ig) ......cooooevimiiiiiiin 57
Table 9 — Text of caution or warning markings .........coooiiiiii s 67
Table 10 — Text of informative Markings........cooiiiii e 68
Table C.1 — Tightening torque Values ... 79
Table E.1 — Acceptable primary Cells ... 85
Table E.2 — Acceptable secondary CellS ... 86
Table F.1 — Mechanical properties for screws and NUtS..............coooiiiiiiiii e, 91
Table G.1 — Traditional relationship of EPLs to zones (no additional risk assessment) ........ 95
Table G.2 — Description of risk of ignition protection provided................coo. 96
Documents

Document Sharing Hub

Copyright International Scciety of Automation
Provided by IHS under ||cénse with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

This page intentionally left blank.

Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

ANSI/ISA-60079-1 ¢« ANSI/UL 60079-1 17

Foreword (ISA)

All text of IEC 60079-1:2007 (Edition 6) is included. U.S. National Deviations are shown by
strikeout through text deleted and underline under text added. Tables, or portions of tables, that
are to be deleted are shown as shaded; figures to be deleted are marked with the overlay "X."
There are nine annexes in this standard. Annexes A, B, C, and E are normative and are
considered part of this standard. Annexes D, F, G, H, and | are informative and are not
considered part of this standard.

This edition contains the following significant technical changes with regard to the IEC previous
edition:

a) revisions to Clause 5 regarding markings and conditions of safe use when a dimension of a
flameproof joint is other than the relevant minimum or maximum;

b) revisions to Table 1 regarding maximum gap for flanged, cylindrical or spigot joints;
c) revisions to Table 4 regarding requirements for taper threaded joints;

d) revisions to Clause 10 regarding volume restrictions and test conditions associated with
breathing and draining devices;

e) revisions to Clause 11 regarding requirements for fasteners, associated holes and blanking
elements;

f) revisions to Clause 12 regarding material restrictions associated with zinc and zinc alloys;

g) revisions to Table 5 regarding conditions for the determination of maximum surface
temperatures;

h) revisions to Clause 15 regarding the determination of explosion pressure (reference
pressure);

i) revisions to Table 6 regarding the reduction in length of a threaded joint for non-transmission
testing;

j) revisions to Table 7 regarding the test factors to increase pressure or test gap (ig);
k) revisions to Table 8 regarding the minimum distance of obstructions from flange openings;
[) revisions to Clause 19 regarding tests for flameproofness;
m) revisions to Clause 20 regarding a tabulated collection of marking requirements;
) revisions to Annex C regarding additional requirements for flameproof entry devices;
) revisions to Annex D regarding empty flameproof enclosures as Ex components;
p) addition of a new Annex F regarding mechanical properties for screws and nuts; and
) addition of a new Annex G regarding equipment protection levels for Ex equipment.
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1 Scope

This partoflEC60079 standard contains specific requirements for the construction and testing
of electrical equipment with the type of protection flameproof enclosure “d”, intended for use in
Class |, Zone 1, explosive gas atmospheres.

This standard supplements and modifies the general requirements of IEC-60079-0 ANSI/ISA-
60079-0. Where a requirement of this standard conflicts with a requirement of IEC-60079-0
ANSI/ISA-60079-0, the requirement of this standard will take precedence.

NOTE Equipment protection by flameproof enclosures “d” provides Equipment Protection Level (EPL) Gb. For further information,
see Annex G.

2 Neormative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of the
referenced document (including any amendments) applies.

IEC 60061 (all parts), Lamp caps and holders together with gauges for the control of
interchangeability and safety

ANSI/ISA-60079-0:2005, Electrical apparatus for use in Class |, Zones 0, 1, & 2 hazardous

(classified) locations — General requirements

IEC 60079-1-1, Electrical apparatus for explosive gas atmospheres — Part 1-1: Flameproof
enclosures “d” — Method of test for ascertainment of maximum experimental safe gap

ANSI/ISA-60079-7, Electrical apparatus for use in Class |, Zone 1 hazardous (classified)

locations — Type of protection increased safety “e

ANSI/ISA-60079-11, Electrical apparatus for use in Class I, Zones 0, 1, & 2 hazardous
(classified) locations — Type of protection intrinsic safety “i”

IEC 60079-14:2002, Electrical apparatus for explosive gas atmospheres — Part 14: Electrical
installations in hazardous areas (other than mines)

IEC 60086-1:2000, Primary batteries — Part 1. General

IEC 60112, Method for the determination of the proof and the comparative tracking indices of
solid insulating materials

IEC 60127 (all parts), Miniature fuses
IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)

IEC 60623:2001, Secondary cells and batteries containing alkaline or other non-acid electrolytes
— Vented nickel-cadmium prismatic rechargeable single cells
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IEC 60662:1980, High-pressure sodium vapour lamps

IEC 60695-11-10, Fire hazard testing — Part 11-10: Test flames — 50 W horizontal and vertical
flame test methods

IEC 61951-1:2003, Secondary cells and batteries containing alkaline or other non-acid
electrolytes — Portable sealed rechargeable single cells — Part 1: Nickel-cadmium

IEC 61951-2:2003, Secondary cells and batteries containing alkaline or other non-acid
electrolytes — Portable sealed rechargeable single cells — Part 2:Nickel-metal hydride

ISO 185:1988, Grey cast iron — Classification

ISO 965-1:1998, ISO general-purpose metric screw threads — Tolerances — Part 1: Principles
and basic data

ISO 965-3:1998, ISO general-purpose metric screw threads — Tolerances — Part 3: Deviations for
constructional threads

ISO 2738:1999, Sintered metal materials, excluding hard metals — Permeable sintered metal
materials — Determination of density, oil content and open porosity

ISO 3864: 1984, Safety colours and safety signs

ISO 4003:1977, Permeable sintered metal materials — Determination of bubble test pore size
ISO 4022:1987, Permeable sintered metal materials — Determination of fluid permeability
ANSI/ASME B1.20.1-1983 (R2001), Pipe threads, general purpose (inch)

ANSI/ASME B46.1, Standard for Surface Texture

ANSI/UL 94, Tests for Flammability of Plastic Materials for Parts in Devices and Appliances

ANSI/UL 2225, Metal-Clad Cables and Cable-Sealing Fittings for use in Hazardous (Classified)
Locations

3 Terms and definitions

For the purposes of this document, the following terms and definitions, in addition to those given
in IEC-60079-0 ANSI/ISA-60079-0, apply.

NOTE Additional definitions applicable to explosive atmospheres can be found in IEC 60050-426.

3.1

flameproof enclosure “d”

enclosure in which the parts which can ignite an explosive gas atmosphere are placed and which
can withstand the pressure developed during an internal explosion of an explosive mixture, and
which prevents the transmission of the explosion to the explosive gas atmosphere surrounding
the enclosure

3.2

volume

total internal volume of the enclosure. However, for enclosures in which the contents are
essential in service, the volume to be considered is the remaining free volume

NOTE For luminaries, the volume is determined without lamps fitted.
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3.3

flameproof joint or flamepath

place where the corresponding surfaces of two parts of an enclosure, or the conjunction of
enclosures, come together and which prevents the transmission of an internal explosion to
the explosive gas atmosphere surrounding the enclosure

3.4

width of flameproof joint

L

shortest path through a flameproof joint from the inside to the outside of an enclosure

NOTE This definition does not apply to threaded joints.

3.5

distance

I

shortest path through a flameproof joint, when the width of the flameproof joint L is interrupted by
holes intended for the passage of fasteners for assembling the parts of the flameproof enclosure

3.6

gap of flameproof joint

i

distance between the corresponding surfaces of a flameproof joint when the electrical apparatus
enclosure has been assembled

NOTE For cylindrical surfaces, forming cylindrical joints, the gap is the difference between the diameters of the bore
and the cylindrical component.

3.7

maximum experimental safe gap (for an explosive mixture)

MESG

maximum gap of a joint of 25 mm in width which prevents any transmission of an explosion
during 10 tests made under the conditions specified in IEC 60079-1-1

NOTE ANSI/NFPA 497 defines Maximum Experimental Safe Gap (MESG) as the maximum clearance between two
parallel metal surfaces which has been found, under specified test conditions, to prevent an explosion in a test
chamber from being propagated to a secondary chamber containing the same gas or vapour at the same
concentration.

3.8
shaft
part of circular cross-section used for the transmission of rotary movement

3.9

operating rod

part used for the transmission of control movements which may be rotary or linear or a
combination of the two

3.10

pressure-piling

results of an ignition, in a compartment or subdivision of an enclosure, of a gas mixture pre-
compressed, for example, due to a primary ignition in another compartment or subdivision
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3.11

quick-acting door or cover

door or cover provided with a device which permits opening or closing by a simple operation,
such as the movement of a lever or the rotation of a wheel. The device is arranged so that the
operation has two stages:

— one for locking or unlocking,

— another for opening or closing

3.12

door or cover fixed by threaded fasteners

door or cover, the opening or closing of which requires the manipulation of one or more threaded
fasteners (screws, studs, bolts or nuts)

3.13
threaded door or cover
door or cover which is assembled to a flameproof enclosure by a threaded flameproof joint

3.14

breathing device

device which permits an exchange between the atmosphere within an enclosure and the
surrounding atmosphere and which maintains the integrity of the type of protection

- 3.15

< draining device

- device which permits liquids to flow out from an enclosure and which maintains the integrity of
- the type of protection

©3.16

© Ex blanking element

' threaded blanking element tested separately from the equipment enclosure but having an
equipment certificate and which is intended to be fitted to the equipment enclosure without
further consideration

NOTE 1 This does not preclude a component certificate for blanking elements in accordance with {EC-60079-0

ANSI/ISA-60079-0. Examples-of blanking-elements-are-shown-inFigure 22-

NOTE 2 Non-threaded blanking elements are not equipment.

3.17

Ex thread adapter

thread adapter tested separately from the enclosure but having an equipment certificate and
which is intended to be fitted to the equipment enclosure without further consideration

NOTE This does not preclude a component certificate for thread adapters in accordance with FEC-60079-0 ANSI/ISA-
60079-0. Examples of thread adapters are shown in Figure C.2.

3.18

Ex component enclosure

empty flameproof enclosure provided with an Ex component certificate, without the internal
equipment being defined, so as to enable the empty enclosure to be made available for
incorporation into an equipment certificate without the need for repetition of type testing
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4 Equipment grouping and temperature classification

The equipment grouping and temperature classification defined in IEC-60079-0 ANSI/ISA-
60079-0 for the use of electrical equipment in explosive gas atmospheres apply to flameproof
enclosures. The subdivisions A, B and C for electrical equipment of Group Il also apply.

5 Flameproof joints

5.1 General requirements

All flameproof joints, whether permanently closed or designed to be opened from time to time,
shall comply, in the absence of pressure, with the appropriate requirements of Clause 5.

The design of joints shall be appropriate to the mechanical constraints applied to them.

The dimensions given in 5.2 to 5.5 inclusive specify the minimum or maximum values that may
be applied to the essential parameters of flamepaths. In instances where a dimension of a
flameproof joint is other than the relevant minimum or maximum (for example, in order to comply
with the test for non-transmission of an internal ignition), the equipment shall be marked X
according to 29.2 item i) of IEC-60079-0 ANSI/ISA-60079-0 and the specific-conditions-ofuse-on

thecertificate instructions provided shall be in accordance with one of the following:

a) dimensions of the flameproof joints shall be detailed; or
b) specific drawing referenced that details the dimensions of the flameproof joints; or

c) specific guidance noted to contact the original manufacturer for information on the
dimensions of the flameproof joints.

The surface of joints may be protected against corrosion.

Coating with paint or powder-coat finish is not permitted. Other coating material may be used if
the material and application procedure have been shown not to adversely affect the flameproof
properties of the joint.

A corrosion inhibiting grease may be applied to joint surfaces before assembly. The grease, if
applied, shall be of a type that does not harden because of ageing, does not contain an
evaporating solvent, and does not cause corrosion of the joint surfaces. Verification of suitability
shall be in accordance with the grease manufacturer's specifications.

Joint surfaces may be electroplated. The metal plating, if applied, shall not be more than
0,008 mm thick.

5.2 Non-threaded joints
5.2.1 Width of joints (L)

The width of joints shall not be less than the minimum values given in Tables 1 and 2. The width
of joints for cylindrical metallic parts press-fitted into the walls of a metallic flameproof enclosure
of a volume not greater than 2 000 cm3 may be reduced to 5 mm, if

— the design does not rely only on an interference fit to prevent the part being displaced during
the type tests of Clause 15, and

Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA 60079-12009


http://www.avadocuments.com/doc/isa-60079-1-2009
http://www.avadocuments.com/doc/isa-60079-1-2009

24 ANSI/ISA-60079-1 ¢« ANSI/UL 60079-1

— the assembly meets the impact test requirements of {EC-60079-0 ANSI/ISA-60079-0, taking
the worst-case interference fit tolerances into account, and

— the external diameter of the press-fitted part, where the width of the joint is measured, does
not exceed 60 mm.

5.2.2 Gap (i)

The gap, if one exists, between the surfaces of a joint shall nowhere exceed the maximum
values given in Tables 1 and 2.

The surfaces of joints shall be such that their average roughness R, (derived from ISO 468)
does not exceed 6,3 um (250 microinches in accordance with ANSI/ASME B46.1).

For flanged joints, there shall be no intentional gap between the surfaces, except for quick-acting
doors or covers.

Flame proof
enclosure

Cylindrical dowel
driven into hole

4

.\ ‘
N

Width of joint/

and dowel shall be

in the same plane 541/07

| e
5.2.3 Spigot joints
For the determination of the width L of spigot joints, one of the following shall be taken into

account:

— the cylindrical part and the plane part (see Figure 2a). In this case, the gap shall nowhere
exceed the maximum values given in Tables 1 and 2;

— the cylindrical part only (see Figure 2b). In this case, the plane part need not comply with the
requirements of Tables 1 and 2.

NOTE For gaskets, see also 5.4.
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Y
IEC 062/01 IEC 063/01
Figure 2a — Cylindrical part and plane part Figure 2b — Cylindrical part only

Key
L=c+d (&IlA, IIB, IIC)
c >6,0mm (lIC)
> 3,0 mm (L-1IA, 1IB)
d >0,50L (lIC)
f  <1,0 mm (&1IA, 1IB, IIC)
1 interior of enclosure

Figure 2 — Spigot joints

5.2.4 Holes in joint surfaces

Where a plane joint or the plane part or partial cylindrical surface (see 5.2.6) of a joint is
interrupted by holes intended for the passage of threaded fasteners for assembling the parts of a
flameproof enclosure, the distance | to the edge of the hole shall be equal to or greater than

— 6 mm when the width of joint L is less than 12,5 mm,
— 8 mm when the width of joint L is equal to or greater than 12,5 mm but less than 25 mm,

— 9 mm when the width of joint L is equal to or greater than 25 mm.

NOTE The requirements for clearance holes of fasteners are specified in IEC 60079-0.

The distance | is determined as follows.

5.24.1 Flanged joints with holes outside the enclosure (see Figures 3 and 5)

The distance | is measured between each hole and the inside of the enclosure.

5.2.4.2 Flanged joints with holes inside the enclosure (see Figure 4)

The distance | is measured between each hole and the outside of the enclosure.

5.2.4.3 Spigot joints where, to the edges of the holes, the joint consists of a cylindrical
part and a plane part (see Figure 6)

The distance | is defined as follows:

— the sum of the width a of the cylindrical part and the width b of the plane part, if f is less than
or equal to 1 mm and if the gap of the cylindrical part is less than or equal to 0,2 mm for
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electrical equipment of groupst+and IIA, 0,15 mm for electrical equipment of group IIB, or
0,1 mm for electrical equipment of group IIC (reduced gap); or

— the width b of the plane part alone, if either of the above-mentioned conditions is not met.

AMA 7%

g
B
B

=

Y

L
L IEC 065/01
IEC 064/01
Figure 3 Figure 4
b f
\ |
7 ‘ . |
M D
| T
i \1 -

i<0,20 mm (" lIA)

0 i<0,15 mm (IIB)
. k i <0,10 mm (IIC)

IEC 066/01 .

|

«
+ IEC 1939/03
Figure 5 Figure 6
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|
i
i
N g

o |

IEC 069/01

IEC 068/01

Figure 7 Figure 8

Key

1 interior of enclosure

Figures 3, 4,5 — Holes in surfaces of flanged joints
Figures 6, 7, 8 — Holes in surfaces of spigot joints

5.2.4.4 Spigot joints where, to the edges of the holes, the joint consists only of the plane
part (see Figures 7 and 8), in so far as plane joints are permitted (see 5.2.7)

The distance | is the width of the plane part between the inside of the enclosure and a hole,
where the hole is outside the enclosure (see Figure 7), or between a hole and the outside of the
enclosure where the hole is inside the enclosure (see Figure 8).

5.2.5 Conical joints

Where joints include conical surfaces, the width of the joint and the gap normal to the joint sur-
faces shall comply with the relevant values in Tables 1 and 2. The gap shall be uniform through
the conical part. For electrical equipment of Group IIC, the cone angle shall not exceed 5°.

NOTE The cone angle is taken to be the angle between the major axis of the cone and the surface of the cone.

5.2.6 Joints with partial cylindrical surfaces (not permitted for group IIC)
There shall be no intentional gap between the two parts (see Figure 9a).
The width of the joint shall comply with the requirements of Table 1.

The diameters of the cylindrical surfaces of the two parts forming the flameproof joint, and their
tolerances, shall ensure compliance with the relevant requirements for the gap of a cylindrical
joint as given in Table 1.
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IEC 070/01

Figure 9a — Example of a joint with partial cylindrical surfaces

5.2.7 Flanged joints for acetylene atmospheres

Flanged joints are only permitted for electrical equipment of group IIC intended for use in explosive
gas atmospheres containing acetylene provided all of the following conditions are met:

a) gap i<0,04 mm;

b) width L 29,5 mm; and

c) volume < 500 cm3.

5.2.8 Serrated joints
Serrated joints need not comply with the requirements of Tables 1 and 2 but shall have

a) at least five fully engaged serrations,
b) a pitch greater than or equal to 1,25 mm, and

c) an included angle of 60° (+5°).

Serrated joints shall not be used for moving parts.

Serrated joints shall satisfy the test requirements of 15.2, with the test gap, ig, between the mating
serrations as specified in 15.2, based on the manufacturer's maximum constructional gap, ic.

If the manufacturer’s maximum constructional gap is different to that shown in Tables 1 or 2 for a
flanged joint of the same length (determined by multiplying the pitch by the number of
serrations), the “conditions of use” requirements of 5.1 apply.

See Figure 9b.
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o

X

NN
~

Y >5T

Test length = X

1,5
T>1,25mm
a=60° (£5°)

IEC 1940/03

Figure 9b — Example of serrated joint

29

Table 1 — Minimum width of joint and maximum gap for enclosures
of groups- IIA and 1IB

Maximum gap
Minimum mm
. width of For a volume For a volume For a volume For a volume
Type of joint joint L om3 cm3 cm3 cm3
mm V <100 100 < V < 500 500 <V < 2 000 V > 2000
[ | 1A | 1B I | 1A | 1B I | 1A | 1B [ | 1A | 1B
6 0,30 0,30 0,20 | - - - - - - _ _ _
Flanged, cylindrical 9,5 0,35 0,30 0,20 [ 0,35 0,30 0,20 | 0,08 0,08 0,08 | - - -
or spigot joints 12,5 0,40 0,30 0,20 [ 0,40 0,30 0,20 | 0,40 0,30 0,20 [ 0,40 0,20 0,15
25 0,50 0,40 0,20 [ 0,50 0,40 0,20 | 0,50 0,40 0,20 [ 0,50 0,40 0,20
6 0,30 0,30 0,20 | - - - - - - - - -
9,5 0,35 0,30 0,20 [ 0,35 0,30 0,20 | - - - - - -
bz;er?r‘]’gs 12,5 | 0,40 0,35 0,25|040 0,30 0,20 | 0,40 0,30 0,20 | 0,40 0,20 -
ng’:m‘;r]lgf' 25 0,50 0,40 0,30 | 0,50 0,40 0,25 | 0,50 0,40 0,25 |0,50 0,40 0,20
shaft glands 40 0,60 0,50 0,40 | 0,60 0,50 0,30 | 0,60 0,50 0,30 | 0,60 0,50 0,25
of rotating
electrical 6 0,45 0,45 0,30 - - - - - - = — -
machines
with: Rolling- 9,5 0,50 0,45 0,35 |050 0,40 0,25 | - - - - - -
element 12,5 0,60 0,50 0,40 [ 0,60 0,45 0,30 | 0,60 0,45 0,30 [ 0,60 0,30 0,20
bearings
g 25 0,75 0,60 0,45 (0,75 0,60 0,40 | 0,75 0,60 0,40 [ 0,75 0,60 0,30
40 0,80 0,75 0,60 | 0,80 0,75 0,45 | 0,80 0,75 0,45 (0,80 0,75 0,40
NOTE Constructional values rounded according to ISO 31-0 should be taken when determining the maximum gap.
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Table 2 — Minimum width of joint and maximum gap for group IIC enclosures

Minimum MaX|mmumm gap
o width of
Type of joint joint L For a volume For a volume For a volume For a volume
mm cm3 cm3 cm3 cm3
V <100 100 <V < 500 500 <V <2000 VvV >2 000
6 0,10 - - _
9,5 0,10 0,10 - -
Flanged joints@
15,8 0,10 0,10 0,04 -
25 0,10 0,10 0,04 0,04
c26 mm 12,5 0,15 0,15 0,15 -
Spigot
joints dz05L 25 0,18b 0,18b 0,18P 0,18P
(2':')9“”'3 L=c+d 40 0,20¢ 0,20¢ 0,20¢ 0,20¢
a
f<1mm
6 0,10 - _ _
Cylindrical joints 9,5 0,10 0,10 - -
Spigot joints 12,5 0,15 0,15 0,15 -
(Figure 2b) 25 0,15 0,15 0,15 0,15
40 0,20 0,20 0,20 0,20
6 0,15 - — _
Cylindrical joints for _ _
shaft glands of 9.5 0.15 0.15
rotating electrical 12,5 0,25 0,25 0,25 -
machines with rolling
element bearings 25 0,25 0,25 0,25 0,25
40 0,30 0,30 0,30 0,30
a8  Flanged joints are permitted for explosive mixtures of acetylene and air only in accordance with 5.2.7.
b Maximum gap of cylindrical part increased to 0,20 mm if f < 0,5 mm.
€ Maximum gap of cylindrical part increased to 0,25 mm if f < 0,5 mm.
NOTE The constructional values rounded according to ISO 31-0 should be taken when determining the maximum gap.

5.2.9 Labyrinth joints

A labyrinth joint shall consist of not less than 3 adjacent segments where the path changes
direction not less than two times. Labyrinth joints need not comply with the requirements of
Tables 1 and 2 but shall satisfy the test requirements of 15.2, with the test length reduced to not
more than 75% of the manufacturer’s specified design minimum length.

5.3 Threaded joints

Threaded joints shall comply with the requirements given in Tables 3 or 4.

Table 3 — Cylindrical threaded joints

Pitch >0,7 mma
Thread form and quality of fit Medium or fine tolerance quality according to ISO 965-1 and 1SO 965-3b
Threads engaged >5

Depth of engagement
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Volume <100 cm3 >5 mm

Volume >100 cm3 >8 mm

a  Where the pitch exceeds 2 mm, special manufacturing precautions may be necessary (for example, more
threads engaged) to ensure that the electrical equipment can pass the test for non-transmission of an
internal ignition which is prescribed in 15.2.

b Cylindrical threaded joints which do not conform with 1ISO 965-3 in respect of thread form or quality of fit, are
permitted if the test for non-transmission of an internal ignition, prescribed in 15.2, is passed, when the width of
the threaded joint specified by the manufacturer is reduced by the amount specified in Table 6.

Table 4 — Taper threaded jointsa

Threads provided on each part >5b

a |nternal and external thread shall have the same nominal size.
b Threads shall conform to the NPT requirements of ANSI/ASME B1.20.1, and shall be made-up wrench tight.
Male threaded fittings with a shoulder or interruption shall be provided with:

1) an effective thread length not less than the “L2” dimension; and

2) alength not less than the “L4” dimension between the face of the shoulder and end of the fitting
thread.

Female threads shall gauge at “flush” to “3% 2 turns large” using an L1 plug-gauge.

5.4 Gaskets (including O-rings)

If a gasket of compressible or elastic material is used, for example, to protect against the ingress
of moisture or dust or against leakage of a liquid, it shall be applied as a supplement, that is to
say neither be taken into account in the determination of the width of the flameproof joint nor
interrupt it.

The gasket shall then be mounted so that

— the permissible gap and width of flanged joints or the plane part of a spigot joint are
maintained,

— the minimum width of joint of a cylindrical joint or the cylindrical part of a spigot joint are
maintained before and after compression.

These requirements do not apply to cable glands (see 13.1) or to joints which contain a sealing
gasket of metal or of a non-flammable compressible material with a metallic sheath. Such a
sealing gasket contributes to the explosion protection, and in this case the gap between each
surface of the plane part shall be measured after compression. The minimum width of the
cylindrical part shall be maintained before and after compression.
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Key
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Z IEC 078/01 Figure 16

Figures 10 to 16 — lllustration of the requirements concerning gaskets

5.5 Equipment using capillaries

The capillaries shall either comply with the gap dimensions given in Table 1 or Table 2 for
cylindrical joints using 0 as the diameter of the inner part, or when the capillaries do not conform
to the gaps given in these tables, the equipment shall be evaluated in accordance with the test
for non-transmission of an internal ignition given in 15.2.
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6 Cemented joints

6.1 General

Parts of a flameproof enclosure may be cemented either directly into the wall of the enclosure so
as to form with the latter an inseparable assembly, or into a metallic frame such that the
assembly can be replaced as a unit without damaging the cement.

If a joint which is cemented does not fulfil the requirements of Clause 5, in the absence of the
cement it shall be subjected to the thermal endurance to heat and thermal endurance to cold of
{EC-60079-0 ANSI/ISA-60079-0.

6.2 Mechanical strength

Cemented joints are only permitted to ensure the sealing of the flameproof enclosure of which
they form a part. Arrangements shall be made in the construction so that the mechanical strength
of the assembly does not depend upon the adhesion of the cement alone. Cemented joints shall
comply with a test having overpressure and time in accordance with 15.1.3.1., with compliance
criteria in accordance with C.3.1.1.

6.3 Width of cemented joints

The shortest path through a cemented joint from the inside to the outside of a flameproof
enclosure of volume V shall be

>3 mm if V<10cm3
>6 mm if 10 cm3 <V <100 cm3
>10 mm if V > 100 cm3

7 Operating rods

Where an operating rod passes through the wall of a flameproof enclosure, the following
requirements shall be met.

7.1 If the diameter of the operating rod exceeds the minimum width of the joint specified in
Tables 1 and 2, the width of the joint shall be at least equal to this diameter but without,
however, having to exceed 25 mm.

7.2 If the diametrical clearance is liable to be enlarged as a result of wear in normal service,
appropriate arrangements shall be made to facilitate a return to the original state, for example,
by means of a replaceable bush. Alternatively, gap enlargement due to wear may be prevented
by the use of bearings complying with Clause 8.

8 Supplementary requirements for shafts and bearings

8.1 Joints of shafts

Flameproof joints of shafts of rotating electrical machines shall be arranged so as not to be
subject to wear in normal service.
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The flameproof joint may be

— acylindrical joint (see Figure 17), or
— a labyrinth joint (see Figure 18), or

— ajoint with a floating gland (see Figure 19).

8.1.1 Cylindrical joints

Where a cylindrical joint contains grooves for the retention of grease, the region containing the
grooves shall neither be taken into account when determining the width of a flameproof joint nor
interrupt it (see Figure 17).

The minimum radial clearance k (see Figure 20) of shafts of rotating electrical machines shall not
be less than 0,05 mm.

8.1.2 Labyrinth joints

Labyrinth joints shall comply with 5.2.9.

The minimum radial clearance k (see Figure 20) of shafts of rotating electrical machines shall not
be less than 0,05 mm.

8.1.3 Joints with floating glands

The determination of the maximum degree of float of the gland shall take account of the
clearance in the bearing and the permissible wear of the bearing as specified by the
manufacturer. The gland may move freely radially with the shaft and axially on the shaft but it
shall remain concentric with it. A device shall prevent rotation of the gland (see Figure 19).

Floating glands are not permitted for electrical equipment of group IIC.

Grooves for grease seals
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IEC 542/07

Figure 17 — Example of cylindrical joint for shaft of rotating electrical machine

IEC 080/01

Figure 18 — Example of labyrinth joint for shaft of rotating electrical machine
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IEC 081/01
Key
1 gap
2 stop to prevent rotation of gland

Figure 19 — Example of joint with floating gland for shaft of rotating electrical machine

IEC 082/01
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