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Preface 

This preface, as well as all footnotes and annexes, is included for information purposes and is not part of 
ANSI/ISA-75.13.01-2013. 

This document has been prepared as part of the service of ISA towards a goal of uniformity in the field of 
instrumentation.  To be of real value, this document should not be static but should be subject to periodic 
review.  Toward this end, the Society welcomes all comments and criticisms and asks that they be 
addressed to the Secretary, Standards and Practices Board; ISA; 67 Alexander Drive; P. O. Box 12277; 
Research Triangle Park, NC  27709; Telephone (919) 549-8411; Fax (919) 549-8288; E-mail: 
standards@isa.org. 

The ISA Standards and Practices Department is aware of the growing need for attention to the metric 
system of units in general, and the International System of Units (SI) in particular, in the preparation of 
instrumentation standards.  The Department is further aware of the benefits to USA users of ISA 
standards of incorporating suitable references to the SI (and the metric system) in their business and 
professional dealings with other countries.  Toward this end, this Department will endeavor to introduce 
SI-acceptable metric units in all new and revised standards, recommended practices, and technical 
reports to the greatest extent possible. IEEE/ASTM SI 10, American National Standard for Metric 
Practice, and future revisions, will be the reference guide for definitions, symbols, abbreviations, and 
conversion factors. 

It is the policy of ISA to encourage and welcome the participation of all concerned individuals and 
interests in the development of ISA standards, recommended practices, and technical reports.  
Participation in the ISA standards-making process by an individual in no way constitutes endorsement by 
the employer of that individual, of ISA, or of any of the standards, recommended practices, and technical 
reports that ISA develops. 

CAUTION — ISA DOES NOT TAKE ANY POSITION WITH RESPECT TO THE EXISTENCE OR 
VALIDITY OF ANY PATENT RIGHTS ASSERTED IN CONNECTION WITH THIS DOCUMENT, AND 
ISA DISCLAIMS LIABILITY FOR THE INFRINGEMENT OF ANY PATENT RESULTING FROM THE 
USE OF THIS DOCUMENT. USERS ARE ADVISED THAT DETERMINATION OF THE VALIDITY OF 
ANY PATENT RIGHTS, AND THE RISK OF INFRINGEMENT OF SUCH RIGHTS, IS ENTIRELY THEIR 
OWN RESPONSIBILITY.  

PURSUANT TO ISA’S PATENT POLICY, ONE OR MORE PATENT HOLDERS OR PATENT 
APPLICANTS MAY HAVE DISCLOSED PATENTS THAT COULD BE INFRINGED BY USE OF THIS 
DOCUMENT AND EXECUTED A LETTER OF ASSURANCE COMMITTING TO THE GRANTING OF A 
LICENSE ON A WORLDWIDE, NON-DISCRIMINATORY BASIS, WITH A FAIR AND REASONABLE 
ROYALTY RATE AND FAIR AND REASONABLE TERMS AND CONDITIONS.  FOR MORE 
INFORMATION ON SUCH DISCLOSURES AND LETTERS OF ASSURANCE, CONTACT ISA OR 
VISIT WWW.ISA.ORG/STANDARDSPATENTS. 

OTHER PATENTS OR PATENT CLAIMS MAY EXIST FOR WHICH A DISCLOSURE OR LETTER OF 
ASSURANCE HAS NOT BEEN RECEIVED. ISA IS NOT RESPONSIBLE FOR IDENTIFYING PATENTS 
OR PATENT APPLICATIONS FOR WHICH A LICENSE MAY BE REQUIRED, FOR CONDUCTING 
INQUIRIES INTO THE LEGAL VALIDITY OR SCOPE OF PATENTS, OR DETERMINING WHETHER 
ANY LICENSING TERMS OR CONDITIONS PROVIDED IN CONNECTION WITH SUBMISSION OF A 
LETTER OF ASSURANCE, IF ANY, OR IN ANY LICENSING AGREEMENTS ARE REASONABLE OR 
NON-DISCRIMINATORY. 
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ISA REQUESTS THAT ANYONE REVIEWING THIS DOCUMENT WHO IS AWARE OF ANY PATENTS 
THAT MAY IMPACT IMPLEMENTATION OF THE DOCUMENT NOTIFY THE ISA STANDARDS AND 
PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER. 

ADDITIONALLY, THE USE OF THIS DOCUMENT MAY INVOLVE HAZARDOUS MATERIALS, 
OPERATIONS OR EQUIPMENT. THE DOCUMENT CANNOT ANTICIPATE ALL POSSIBLE 
APPLICATIONS OR ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN 
HAZARDOUS CONDITIONS. THE USER OF THIS DOCUMENT MUST EXERCISE SOUND 
PROFESSIONAL JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE 
USER’S PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE 
APPLICABILITY OF ANY GOVERNMENTAL REGULATORY LIMITATIONS AND 
ESTABLISHED SAFETY AND HEALTH PRACTICES BEFORE IMPLEMENTING THIS 
DOCUMENT. 

THE USER OF THIS DOCUMENT SHOULD BE AWARE THAT THIS DOCUMENT MAY BE 
IMPACTED BY ELECTRONIC SECURITY ISSUES. THE COMMITTEE HAS NOT YET 
ADDRESSED THE POTENTIAL ISSUES IN THIS VERSION. 

The following members of ISA Subcommittee ISA75.13 approved this standard:  

NAME COMPANY  

R. Duimstra, Chair Fisher Controls International LLC 
W. Weidman, Managing Director WCW Consulting 
S. Boyle Metso Automation USA Inc. 
T. George Richards Industries 
J. Kiesbauer Samson Aktiengesellschaft 
J. McCaskill Expro Group 
V. Mezzano Fluor Corporation 
L. Ormanoski Consultant 
J. Young The Dow Chemical Company 
 
The following members of ISA Committee ISA75 approved this standard:  

NAME COMPANY  

J. Young, Chair The Dow Chemical Company 
W. Weidman, Managing Director WCW Consulting 
A. Abromaitis S&T Design 
L. Al-Awami Saudi Aramco 
H. Baumann HB Services Partners LLC 
J. Beall Emerson Process Management 
M. Bober Copes-Vulcan 
H. Boger GE Oil & Gas 
G. Borden Consultant 
S. Boyle Metso Automation USA Inc. 
F. Cain Flowserve Corporation 
R. Duimstra Fisher Controls International LLC 
J. Faramarzi Control Components Inc. 
T. George Richards Industries 
C. Hergert Kellogg Brown & Root 
H. Hoffmann Consultant 
J. Jamison Spectra Energy Ltd. 
J. Kiesbauer Samson Aktiengesellschaft 
A. Libke DeZurik 
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G. Liu Consultant 
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H. Miller CCI 
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1 Scope  

This standard specifies tests designed to determine the performance of positioners with analog input 
signals and pneumatic output. The method of evaluation described in this standard specifies the use of an 
actuator of the user's or manufacturer's choice. The positioner may be single-acting or double-acting. 

2 Purpose  

The methods of evaluation given in this standard are intended for use by manufacturers of valve 
positioners to determine the performance of their products and by users or independent testing 
establishments to verify performance.  

Test conditions in this standard, such as the range of ambient temperatures, power supply, etc., relate to 
conditions that commonly arise in use. Consequently, the values specified shall be used where no other 
values are specified by the manufacturer or user. If other values are used, they must be stated.  It is 
recognized that the manufacturer's specifications and instructions for installation and operation must be 
considered during all tests.  

Tests specified in this standard are not necessarily sufficient for instruments specifically designed for 
unusually arduous conditions.  Conversely, a reduced series of tests may serve adequately for 
instruments designed to perform within a more limited range of conditions.  

The evaluating body should maintain the closest communication with the user and the manufacturer. Note 
shall be taken of the manufacturer's specifications for the instrument when the test program is being 
decided, and manufacturers should be invited to comment both on the test program and upon the results 
pertaining to their instrument.  

3 Definitions  

This standard introduces no new terms requiring definition. Terms used are defined in the following 
ANSI/ISA Standards:  

ISA-51.1-1979 (R1993), Process Instrumentation Terminology  

ANSI/ISA-75.05.01-2000 (R2005), Control Valve Terminology  

4 Testing procedures  

4.1 Introduction  

4.1.1 When relating performance characteristics (such as values of accuracy) to values of other terms 
(such as conformity, hysteresis, dead band, and repeatability), equivalent units must be used.  

4.1.2 The accuracy rating of the reference measuring means that relates to the characteristics being 
tested shall preferably be no greater than one-tenth of the tolerance allowed on the test specimen, but in 
no case greater than one-third of the allowed tolerance.  
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EXAMPLE:  

Dead band  

Test specimen:  allowed dead band of 0.2 percent of range  

Measuring means:  preferred dead band of 0.02 percent of range  

Measuring means:  allowed dead band of 0.06 percent of range  

When the accuracy rating of the reference measuring means is one-tenth or less than that of the device 
under test, the accuracy rating of the reference measuring means may be ignored. When the accuracy 
rating of the reference measuring means is one-third or less, but greater than one-tenth of that of the 
device under test, the accuracy rating of the reference measuring means shall be stated in the test report.  

4.1.3 The positioner under test and the associated test equipment shall be allowed to stabilize under 
steady-state operating conditions. All testing shall be performed under these conditions. Those operating 
conditions that influence the test shall be observed and recorded. When the performance characteristic 
being determined requires reference operating conditions, the conditions of the test shall be maintained at 
reference operating conditions.  

4.1.4 The number of test points to determine the desired performance characteristic of a device should 
be distributed over the range. They should include points at or near (within 10 percent) the lower- and 
upper-range values.  There should not be fewer than five points, and preferably more. The number and 
location of these test points should be consistent with the degree of precision desired and the 
characteristics being evaluated.  

4.1.5 Prior to recording these observations, the device under test shall be exercised by at least three full-
range traverses in each direction.  

4.1.6 At each point being observed, the input shall be held steady until the device under test becomes 
stabilized at its apparent final value.  

4.1.7 Tapping or vibrating the device under test is not allowed unless the performance characteristic 
under study requires such action.  

4.2 Test unit  

4.2.1 For testing, the positioner should be fitted to any commercially available actuator for which it is 
intended.  Test results should include a description of the actuator used, and the description shall include 
the following:  

a) Supply pressure  

b) Actuator pressure range  

c) Travel  

d) Nominal effective area  

e) Type (single- or double-acting)  

f) Volume at 0 percent and 100 percent travel (on both sides of double-acting actuator)  

g) Friction force (see 4.2.2)  
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4.2.2 The positioner/actuator assembly shall be mounted on a valve or test rig that is designed to permit 
the implementation of tests with minimum friction (unless otherwise specified).  Friction force may be 
measured by determining the force required to initiate travel when the actuator pressure is constant.  This 
value shall be recorded.  

4.2.3 The positioner shall be calibrated in accordance with the manufacturer's instructions to permit a 
specified input signal range to produce 100 percent travel.  

4.2.4 Any mechanical stops should be adjusted so that they do not interfere with the measurements.  

4.2.5 Where the gain of the positioner can be altered, it should be set at the manufacturer's 
recommended setting or the maximum value that permits stable positioning action of the positioner/ 
actuator assembly.  This value shall be recorded.  

4.2.6 All tests shall be conducted with the device in its normal mounting position, unless otherwise 
specified.  

4.2.7 All tests shall be conducted with the supply pressure adjusted at the value recommended by the 
manufacturer, unless otherwise specified.  

4.2.8 Positioners fitted with cams shall be tested with input/travel characteristics that are linear. Tests on 
positioners with other than linear input/travel characteristics may be performed as required.  

4.2.9 All tests shall be conducted with positioner covers in place.  

4.3 Environmental test conditions  

4.3.1 Recommended range of ambient conditions for test measurements  

The recommended ranges of ambient conditions for test measurements are as follows:  

Temperature:  15°C to 35°C (59°F to 95°F)  

Relative humidity:  48% to 75%  

Atmospheric pressure:  86 kPa to 106 kPa (12.47 psi to 15.37 psi)  

Electromagnetic field:  Value to be stated, if relevant  

The maximum rate of temperature change during any test shall be 1°C (1.8°F)  
in 10 minutes (min).  

————————— 

 If ambient conditions are not within these ranges, actual values must be stated.  
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4.3.2 Standard reference atmosphere  

The standard reference atmosphere is as follows:  

Temperature: 20°C (68°F)  

Relative humidity: 65%  

Atmospheric pressure: 101.3 kPa (14.7 psi)  

This standard reference atmosphere is that atmosphere to which values measured under any other 
atmospheric conditions are corrected by calculation. It is recognized that in many cases a correction 
factor for humidity is not possible.  In such cases, the standard reference atmosphere applies to 
temperature and pressure corrections only.  This standard reference atmosphere is equivalent to the 
normal reference operating conditions usually identified by the manufacturer.  

4.3.3 Environmental envelope for reference measurements  

When correction factors to adjust parameters sensitive to the atmospheric condition to their standard 
reference atmosphere values are unknown, and measurements under the recommended range of 
ambient atmospheric conditions are unsatisfactory, repeated measurements under closely controlled 
atmospheric conditions may be conducted.  

For the purpose of this standard, the following atmospheric conditions are given for reference 
measurements: 

 Nominal Value  Tolerance  

Temperature:  20°C (68°F)  ± 2°C (± 3.6°F)  

Relative humidity:  65%  ± 5%  

Atmospheric pressure:  86 kPa (12.47 psi) to 106 kPa (15.37 psi)  

4.4 Supply conditions  

4.4.1 Reference values  

Reference values are the values specified by the manufacturer.  

4.4.2 Tolerances  

Electrical supply 

Rated voltage: ± 1 %  

Rated frequency: ± 1 %  

Harmonic distortion: less than 1 % (ac supply)  

Ripple: less than 0.1 % (dc supply)  

Provided by IHS Licensee=University of Alberta/5966844001, User=albert, sam
Not for Resale, 11/08/2014 22:19:52 MSTNo reproduction or networking permitted without license from IHS

-
-
`
,
,
,
,
,
,
,
`
,
`
,
,
,
,
`
,
,
,
`
,
`
`
,
`
`
`
,
,
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISA 75.13.01 2013

http://www.avadocuments.com/doc/isa-75-13-01-2013
http://www.avadocuments.com/doc/isa-75-13-01-2013


 – 13 – ANSI/ISA-75.13.01-2013 
 

Pneumatic supply  

Rated pressure: ± 1 % (during static test conditions)  

Supply temperature: ambient temperature of ± 2°C (± 3.6°F)  

Supply dewpoint: dewpoint at least 10°C (50°F) below positioner body temperature 

Oil- and dust-free:  per ANSI/ISA-7.0.01-1996 

5 Static behavior  

5.1 Measurement (calibration) cycle  

Maintain test conditions and precondition the test unit as indicated in Clause 4. Observe and record 
positioner feedback travel for each desired input value for one full-range traverse in each direction, 
starting near the mid-range value.  The final input must be approached from the same direction as the 
initial input. Apply the input in such a way that neither input nor travel overshoot occurs.  

5.2 Calibration curve  

For the purpose of the following test procedures, the calibration curve will be prepared as a "deviation 
plot." Determine the difference between each observed measured travel and its corresponding ideal 
travel.  This difference is the deviation and may be expressed as a percentage of ideal travel span. The 
deviation is plotted versus input or ideal travel. Figure 1 illustrates the plot of the percentage of deviation 
versus the percentage of input.  A positive deviation denotes that the observed travel is greater than the 
ideal travel.  
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Figure 1 — Calibration curve (of data from Table 1)  
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