
 

 

 

 

 

 

 

 

 

 

 

 

 

 
AMERICAN NATIONAL STANDARD 

 

ANSI/ISA-95.00.04-2012 
 

Enterprise-Control System Integration − 

Part 4: Objects and attributes for manufacturing 

operations management integration 

 

Approved 27 August 2012 

 

 

 

Copyright International Society of Automation 
Provided by IHS under license with ISA 
No reproduction or networking permitted without license from IHS

-
-
`
`
,
,
`
`
`
,
`
,
,
,
,
`
,
`
`
,
`
`
,
`
,
,
,
,
`
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISA 95.00.04 2012

http://www.avadocuments.com/doc/isa-95-00-04-2012
http://www.avadocuments.com/doc/isa-95-00-04-2012


 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ANSI/ISA-95.00.04-2012 

 

Enterprise-Control System Integration − Part 4: Objects and attributes for manufacturing 
operations management integration 

 

ISBN: 978-1-937560-62-1 

Copyright  2012 by ISA. All rights reserved. Not for resale. Printed in the United States of 
America.  No part of this publication may be reproduced, stored in a retrieval system, or 
transmitted, in any form or by any means (electronic, mechanical, photocopying, recording, or 
otherwise), without the prior written permission of the Publisher.  

ISA 
67 Alexander Drive 
P. O. Box 12277 
Research Triangle Park, North Carolina 27709 
USA

Copyright International Society of Automation 
Provided by IHS under license with ISA 
No reproduction or networking permitted without license from IHS

-
-
`
`
,
,
`
`
`
,
`
,
,
,
,
`
,
`
`
,
`
`
,
`
,
,
,
,
`
,
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISA 95.00.04 2012

http://www.avadocuments.com/doc/isa-95-00-04-2012
http://www.avadocuments.com/doc/isa-95-00-04-2012


 - 3 - ANSI/ISA-95.00.04-2012 
 

 

Preface 

This preface, as well as all annexes, is included for information purposes and is not part of 
ANSI/ISA-95.00.04-2012. 

This document has been prepared as part of the service of ISA toward a goal of uniformity in  the 
field of instrumentation. To be of real value, this document should not be static  but should be 
subject to periodic review. Toward this end, the Society welcomes all comments and criticisms 
and asks that they be addressed to the Secretary, Standards and Practices Board; ISA; 67 
Alexander Drive; P. O. Box 12277; Research Triangle Park, NC  27709; Telephone (919) 549-
8411; Fax (919) 549-8288; E-mail: standards@isa.org. 

The ISA Standards and Practices Department is aware of the growing need for attention to the 
metric system of units in general, and the International System of Units (SI) in particular, in the 
preparation of instrumentation standards. The Department is further aware of the benefits to USA 
users of ISA standards of incorporating suitable references to the SI (and the metric system) in 
their business and professional dealings with other countries. Toward this end, this Department 
will endeavor to introduce SI-acceptable metric units in all new and revised standards, 
recommended practices, and technical reports to the greatest extent possible. IEEE/ASTM SI 10, 
American National Standard for Metric Practice, and future revisions, will be the reference guide 
for definitions, symbols, abbreviations, and conversion factors.  

It is the policy of ISA to encourage and welcome the participation of all concerned individuals 
and interests in the development of ISA standards, recommended practices, and technica l 
reports. Participation in the ISA standards-making process by an individual in no way constitutes 
endorsement by the employer of that individual, of ISA, or of any of the standards, recommended 
practices, and technical reports that ISA develops.  

CAUTION — ISA DOES NOT TAKE ANY POSITION WITH RESPECT TO THE EXISTENCE OR 
VALIDITY OF ANY PATENT RIGHTS ASSERTED IN CONNECTION WITH THIS DOCUMENT, 
AND ISA DISCLAIMS LIABILITY FOR THE INFRINGEMENT OF ANY PATENT RESULTING 
FROM THE USE OF THIS DOCUMENT. USERS ARE ADVISED THAT DETERMINATION OF 
THE VALIDITY OF ANY PATENT RIGHTS, AND THE RISK OF INFRINGEMENT OF SUCH 
RIGHTS, IS ENTIRELY THEIR OWN RESPONSIBILITY.  

PURSUANT TO ISA’S PATENT POLICY, ONE OR MORE PATENT HOLDERS OR PATENT 
APPLICANTS MAY HAVE DISCLOSED PATENTS THAT COULD BE INFRINGED BY USE OF 
THIS DOCUMENT AND EXECUTED A LETTER OF ASSURANCE COMMITTING TO THE 
GRANTING OF A LICENSE ON A WORLDWIDE, NON-DISCRIMINATORY BASIS, WITH A 
FAIR AND REASONABLE ROYALTY RATE AND FAIR AND REASONABLE TERMS AND 
CONDITIONS.  FOR MORE INFORMATION ON SUCH DISCLOSURES AND LETTERS OF 
ASSURANCE, CONTACT ISA OR VISIT WWW.ISA.ORG/STANDARDSPATENTS. 

OTHER PATENTS OR PATENT CLAIMS MAY EXIST FOR WHICH A DISCLOSURE OR 
LETTER OF ASSURANCE HAS NOT BEEN RECEIVED. ISA IS NOT RESPONSIBLE FOR 
IDENTIFYING PATENTS OR PATENT APPLICATIONS FOR WHICH A LICENSE MAY BE 
REQUIRED, FOR CONDUCTING INQUIRIES INTO THE LEGAL VALIDITY OR SCOPE OF 
PATENTS, OR DETERMINING WHETHER ANY LICENSING TERMS OR CONDITIONS 
PROVIDED IN CONNECTION WITH SUBMISSION OF A LETTER OF ASSURANCE, IF ANY, 
OR IN ANY LICENSING AGREEMENTS ARE REASONABLE OR NON-DISCRIMINATORY. 

ISA REQUESTS THAT ANYONE REVIEWING THIS DOCUMENT WHO IS AWARE OF ANY 
PATENTS THAT MAY IMPACT IMPLEMENTATION OF THE DOCUMENT NOTIFY THE ISA 
STANDARDS AND PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER. 

ADDITIONALLY, THE USE OF THIS DOCUMENT MAY INVOLVE HAZARDOUS MATERIALS, 
OPERATIONS OR EQUIPMENT. THE DOCUMENT CANNOT ANTICIPATE ALL POSSIBLE 
APPLICATIONS OR ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN 
HAZARDOUS CONDITIONS. THE USER OF THIS DOCUMENT MUST EXERCISE SOUND 
PROFESSIONAL JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE 
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USER’S PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE 
APPLICABILITY OF ANY GOVERNMENTAL REGULATORY LIMITATIONS AND 
ESTABLISHED SAFETY AND HEALTH PRACTICES BEFORE IMPLEMENTING THIS 
DOCUMENT. 

THE USER OF THIS DOCUMENT SHOULD BE AWARE THAT THIS DOCUMENT MAY BE 
IMPACTED BY ELECTRONIC SECURITY ISSUES. THE COMMITTEE HAS NOT YET 
ADDRESSED THE POTENTIAL ISSUES IN THIS VERSION. 
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ENTERPRISE-CONTROL SYSTEM INTEGRATION – 
 

Part 4: Object model attributes for manufacturing operations management 
integration 

 
FOREWORD 

This is Part 4 of a series of standards that defines the interfaces between enterprise activities 
and control activities.  

The scope of this Part 4 standard is limited to defining the details of the interface content within 
manufacturing operations management. The scope of this Part 4 standard is limited to the 
definition of object models and attributes for the information defined in Part 3. The goal is to 
reduce the effort, cost, and errors associated with implementing these interfaces.  

The standard may be used to reduce the effort associated with implementing new product 
offerings. The goal is to have enterprise systems and control systems that interoperate and 
easily integrate.  

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.  Therefore, 
the first three clauses present the scope of the standard, normative references, and definitions, 
in that order. 
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INTRODUCTION 

This Part 4 standard further defines the object models and attributes involved in data exchange 
between the categories and activities defined in ANSI/ISA-95.00.03-2005, Enterprise-Control 
System Integration - Part 3: Activity Models of Manufacturing Operations Management (hereafter 
referred to as Part 3). The models and terminology defined in Part 3 and Part 4 

a) emphasize good manufacturing operations management integration practices during the 
entire life cycle of the systems; 

b) can be used to improve existing integration capability of manufacturing operations 
management systems; and 

c) can be applied regardless of the degree of automation.  

Specifically, the Part 3 and Part 4 standards provide a standard terminology and a consistent set 
of concepts and models for integrating manufacturing operations management systems that will 
improve communications between all parties involved. Benefits produced will  

a) reduce the user’s time to reach full production levels for new products;  

b) enable vendors to supply appropriate tools for implementing integration of manufacturing 
operations management systems; 

c) enable users to better identify their needs;  

d) reduce the cost of automating manufacturing processes;  

e) optimize supply chains; and 

f) reduce life-cycle engineering efforts. 

The Part 3 and Part 4 standards may be used to reduce the effort associated with implementing 
new product offerings. The goal is to have manufacturing operations management systems that 
interoperate and easily integrate.  

It is not the intent of the standards to 

a) suggest that there is only one way of implementing integration of manufacturing 
operations management systems; 

b) force users to abandon their current way of handling integration; or  

c) restrict development in the area of integration of manufacturing operations management 
systems. 
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ENTERPRISE-CONTROL SYSTEM INTEGRATION – 
 

Part 4: Object and attributes for manufacturing operations management 
integration 

1 Scope 

This ISA-95 Part 4 standard, in conjunction with ANSI/ISA-95.00.03-2005, Enterprise-Control 
System Integration–Part 3: Activity Models of Manufacturing Operations Management, specifies 
interface content between manufacturing operations management categories and activities. The 
interfaces considered are the interfaces across and within Level 3 categories of the functional 
hierarchical model defined in the ISA-95 Part 1 standard (see Clause 2 below). The goal is to 
reduce the risk, cost, and errors associated with implementing these interfaces.  

The scope of Part 4 is limited to the definition of object models and attributes exchanged 
between activities defined in Part 3. Interfaces within Level 2, and Level 3 to Level 2, are out of 
scope. Interfaces with Level 4 are defined in the ISA-95 Part 2 standard. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies.  

ANSI/ISA-95.00.01-2010 (IEC 62264-1 Mod) - Enterprise-Control System Integration - Part 1: 
Models and Terminology 

ANSI/ISA-95.00.02-2010 (IEC 62264-2 Mod) - Enterprise-Control System Integration - Part 2: 
Object Model Attributes 

ANSI/ISA-95.00.03-2005, Enterprise-Control System Integration Part 3:  Activity Models of 
Manufacturing Operations Management 

ANSI/ISA-88.00.01-2010, Batch Control – Part 1: Models and Terminology 

IEC 62264-1, Enterprise-control system integration – Part 1: Models and terminology 

IEC 61512-1, Batch control – Part 1: Models and terminology 

ANSI/ISA-18.2-2009, Management of Alarm Systems for the Process Industries 

ISO/IEC 19501:2005, Information technology-- Open distributed processing -- Unified modeling 
language (UML) Version 1.4.2 

ISO/IEC 19505-1, Information technology -- OMG Unified modeling language (OMG UML) 
Version 2.1.2 -- Part 1: Infrastructure 

ISO/IEC 19505-2, Information technology -- OMG Unified modeling language (OMG UML) 
Version 2.1.2 -- Part 2: Superstructure 

ISO/CD 22400-1 - Automation systems and integration — Key performance indicators (KPIs) for 
manufacturing operations management — Part 1: Overview, concepts and terminology  

ISO/DIS 22400-2 Automation systems and integration — Key performance indicators (KPIs) for 
manufacturing operations management — Part 2: Definitions and descriptions 
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3 Terms and definitions 

For the purpose of this Part 4 standard the definitions given in IEC 62264-1 and the following 
apply. 

3.1  Definitions 

3.1.1  
job list 
collection of job orders for one or more work centers and/or resources for a specific time frame  

3.1.2  
job order 
smallest unit of work for execution as defined by a work master 

3.1.3 
job response 
data on the execution of a job order pertaining to production, maintenance, inventory or quality 
activities, or any combination of the activities  

3.1.4  
resource relationship network 
one or more expressions of a relationship between two or more resources  

3.1.5  
work alert 
notification of a Level 3 event that does not require acknowledgement  

3.1.6  
work capability 
particular combination of resources with certain capabilities that are necessary and sufficient to 
accomplish one or more steps of a work definition  

3.1.7  
work definition 
collection of information about resources and workflow definitions associated with work  

3.1.8  
work directive 
work definition derived from a work master and used to perform a job order  

3.1.9 
work KPI 
quantifiable measurement that has a business or operational value regarding performance of 
work 

3.1.10  
work master 
type of work definition that is a template for work to be performed for a job order 

3.1.11  
work performance 
collection of work responses  

3.1.12  
work master capability 
ability of resources to perform work and the capacity of those resources  

3.1.13  
work request 
collection of job orders  
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3.1.14  
work response 
collection of job responses 

3.1.15  
work schedule 
collection of work requests 

3.1.16  
workflow 

 model to represent work as a pattern of activities 

 information used to orchestrate the execution of procedures  

EXAMPLE a repeatable sequence of procedures, enabled by an organization of resources with defined roles 

corresponding to flows of mass, energy or information    

3.1.17 
workflow process 
the procedure part of a work definition describing a workflow  

3.2 Abbreviations 

BPMN  Business Process Modeling Notation 

KPI   Key Performance Indicator 

MOM  Manufacturing Operations Management 

SOP  Standard Operating Procedures 

UML  Unified Modeling Language 

UTC  Coordinated Universal Time 

4 Information exchange between manufacturing operations 

4.1 Activity information exchange network 

A set of models are used to represent the information exchanged between activities of 
manufacturing operations management categories, as defined in Part 3. This is illustrated in 
Figure 1 with each information exchange model represented as black rounded rectangles. This 
Part defines information which can be exchanged between Level 3 activities (represented as 
ellipses in the figure) within an operational category or across operational categories. Part 2 
defines objects that may be exchanged between Level 4 activities and Level 3 activities  and are 
represented as yellow rounded rectangles. Other information (represented as hashed elements) 
shown in Figure 1 are defined in other standards, such as the ANSI/ISA-88.00.01-2010, IEC 
61512 and the IEC 62541 standards.  
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Figure 1 — Information exchange models for manufacturing operations management 

NOTE The ISA-88 and IEC 61512 standards define object models that relate to the lower elements of the Level 

3 activities and define the information used to create and manage master recipes, control recipes, batch 

lists, and batch production records. Equivalent structures, or the IEC 61512 structures, could be used 

for other types of production. This standard does not redefine these objects.  

4.2 Information exchange models 

4.2.1 Level 3 object models 

The information exchange models define structures that can be used to define, manage, and 
execute work within Level 3. The work models define the managed elements of work. The 
models are similar in structure to those defined in Part 2 but are defined for Level 3 information 
exchange.   

4.2.2 Process segments and work masters 

The Part 2 models define the view of manufacturing as seen by Level 4 business systems  and 
based on a view of the manufacturing processes defined in Process Segments. This Part’s 
models define the view of manufacturing as seen by Level 3 operations  and are based on a view 
of the manufacturing processes defined in Work Masters and Work Directives.   

Work masters and work directives are the elements of manufacturing activities that are visible to 
manufacturing operations management processes. They define the resources and steps for job 
orders that are scheduled, displayed, executed, and tracked by Level 3 activities.  

NOTE: Part 2 models are used to exchange information from the process segment (business) view for Level 4 

planning.  Models such as operations definition and operations schedule support the allocation of 

resources and scheduling activities to the plant.   Part 4 models are used to exchange information for 

Level 3 execution.  Models such as work definition reference the operations definition exchanged with 
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Level 4, but they have the details needed for actual execution of Level 3 activities.  See Annex C for 

additional discussion of Part 2, Part 4, and ISA-88 / IEC 61512 model relationships.  

4.2.3 Common resource definitions 

The object models in this Part use the personnel, equipment, physical asset, and material 
information defined in Part 2 of this standard. When used with Level 3 work objects, the 
personnel, equipment, physical asset, and material information may include information required 
for Level 3 activities in addition to the information required to be shared with Level 4 activities.  

EXAMPLE 1 The personnel information required for Level 3 activities may include detailed experience and 

qualification levels that are not shared with a Level 4 personnel or training management system.  

EXAMPLE 2 The material information maintained for Level 3 activities may include sublot information which is not 

shared with Level 4 material management systems.  

EXAMPLE 3 Delivery, usage and emission of energy units may be handled as material information . 

4.2.4 Level 3 work models 

The following object models are defined in this Part.   

1. Resource Relationship Network – Resource relationship networks are created by tasks in 
resource management and definition management activities. 

2. Work Definition  

a. Work Master – Work masters are created by an engineering activity defined in 
Part 1 and to be managed by a task in definition management activities. 

b. Work Directive –Work directives are created by a task in execution management 
activities.   

3. Work Schedule – Work schedules are created by a task in detailed scheduling activities. 

4. Job List – Job lists are created by a task in dispatching activities. 

NOTE In this part of the standard, the term job is sometimes used instead of job order when referring 

to an entry in a job list. 

5. Work Performance – Work performances are created by a task in tracking activities. 

6. Work Capability – Work capabilities are created by a task in resource management 
activities. 

7. Work Master Capability – Work master capabilities are created by a task in resource 
management activities. 

8. Work KPI – Work KPIs are created by a task in analysis activities.  

9. Work Alert – Work alerts are created by any activity in the activity model. 

 

4.2.5 Value types 

Value attributes are used in properties, parameters, and data to exchange actual values.   

Value attributes are also used to exchange the allowed or expected values in properties and 
parameters. See Part 2 Clause 4.8 Value types for a complete definition.  

5 Object model attributes 

5.1 Introduction 

This clause describes the object models and attributes for information exchanged in between 
Level 3 activities. The attributes are part of the definition of object models for exchanged 
information.  
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In this Part a minimum set of industry-independent information has been defined as attributes  of 
the object models. However, values for all attributes may not be required depending on the 
actual usage of the models. If additional information, including industry- and application-specific 
information, is needed, it shall be represented as property objects . This solution increases the 
usability through the use of standard attributes, and allows flexibility and extensibility through the 
use of properties. This was written to make the standard as widely applicable as practical .  

5.2 Attribute extensibility 

For particular applications the objects defined in the object models will be extended through the 
addition of attributes to object class definitions. Accordingly this standard provides for attributes 
that are application or industry specific, to be modeled in terms of properties and represented in 
property classes in the model. For example, the personnel class property may define application 
or industry specific attributes for personnel classes, and person property may contain instance 
values for the properties.  

5.3 Object model structure 

The object models are depicted using the Unified Modeling Language (UML) notational 
methodology, as defined in ISO/IEC 19501, 19505-1 and 19505-2.   

Table 1 defines the UML notations used in the object diagrams.  

Table 1 — UML notation used 

Symbol Definition 

 

Defines a package, a collection of object models, state models, 
use cases, and other UML models. Packages are general-purpose 
grouping mechanisms used to organize semantically related model 
elements. In this document a package is used to specify an 
external model, such as a production rule model, or a reference to 
another part of the model. 

      

Represents a UML class of objects, each with the same types of 
attributes. Each object is uniquely identifiable or enumerable. No 
operations or methods are listed for the classes.   

 

 

An association between elements of a class and elements of 
another or the same class. Each association is identified. May 
have the expected number or range of members of the subclass, 
when ‘n’ indicates an indeterminate number. For example, 0..n 
means that zero or more members of the subclass may exist. 

 

Generalization (arrow points to the super class) shows that an 
element of the class is a specialized type of the super class.  

 

Dependence is a weak association that shows that a modeling 
element depends on another modeling element. The item at the 
tail depends on the item at the head of the relationship.  

 

Aggregation (made up of) shows that an element of the class is 
made up of elements of other classes. 

 

Composite shows a strong form of aggregation, which requires 
that a part instance be included in at most one composite at a time 
and that the composite object has sole responsibility for 
disposition of its parts. 

PACKAGE

Class

0..n

1..1

Association Name

Role

Role

Is A Type Of

depends on

Is an aggregation of

Is a composite of
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5.4 Conventions used in tables 

5.4.1 Table entries 

Each table includes a listing of object attributes, as follows, the object identification, data types, 
and examples of the attributes and its values. 

5.4.2 Object identification 

Many objects in the information model require unique identifications (IDs). These IDs shall be 
unique within the scope of the exchanged information. This may require translations:   

- From the internal ID of the source system to the interface content ID  

- From the interface content ID to the internal ID of the target system  

EXAMPLE A unit may be identified as “X6777” in the interface content, as resource “R100011” in the business 

system, and as “East Side Reactor” in the control system.  

A unique identification set shall be agreed upon in an implementation in order to exchange 
information. 

The object IDs are used only to identify objects within related exchanged information sets. The 
object ID attributes are not global object IDs or database index attributes.  

Generally, objects that are elements of aggregations, and are not referenced  elsewhere in the 
model, do not require unique IDs. 

5.4.3 Data types 

The attributes presented are abstract representations, without any specific data type specified.  
A specific implementation will show how the information is represented.  

EXAMPLE 1 An attribute may be represented as a string in one implementation and as a numeric value in another 

implementation. 

EXAMPLE 2 A date/time value may be represented in ISO 8601 standard format in one implementation and in Julian 

calendar format in another.  

EXAMPLE 3 A relationship may be represented by two fields (type and key) in data base tables or by a specific tag in 

XML. 

5.4.4 Presentation of examples 

Examples are included with each attribute given. Examples are presented for each of the main 
operations categories defined in Part 3 of this standard. See Table 2 below for how the example 
rows and columns are used. 

Table 2 — Example table 

Attribute 
name 

Description Production 
examples 

Maintenance 
examples 

Quality 
examples 

Inventory 
examples 

Name of first 
attribute 

Description of first attribute Production 
example 

Maintenance 
example 

Quality 
example 

Inventory 
example 

Name of 
second 
attribute 

Description of second attribute Production 
example  

Maintenance 
example 

Quality 
example 

Inventory 
example 

Name of 
third 
attribute 

Description of third attribute Production 
example  

Maintenance 
example 

Quality 
example 

Inventory 
example 

When an example value is a set of values, or a member of a set of values, the set of values is 
given within a set of braces, {}. 

The examples are purely made up. They are provided to further describe attributes in the model.  
No attempt was made to make the examples complete or representative of any manufacturing 
enterprise. 
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5.4.5 Data relationships 

The models used to document a reference to a resource, in another package, using the class or 
instance, with additional optional specification using properties, are not fully illustrated in the 
Part 2 object model figures. See Part 2 Clause 4.5.5 Data relationships, for a complete 
description of data relationships.  

6 Resource relationship network model 

6.1 Resource relationship network  

Resource relationship networks shall be used to describe relationships between two or more 
resources in order to represent information that may be required for detailed scheduling 
activities, dispatching activities, execution activities, or other Level 3 activities.  

Each resource relationship network is a collection of relationships.   

Each relationship shall be represented as a directed connection between a “To Resource” and a 
“From Resource”..   

NOTE 1 Relationships are represented as directed multi -graphs in graph theory. Each relationship represents an 

“edge” with the resource references represented as vertices.   

NOTE 2 The attributes of the resource relationship elements are used to represent constraints in the network, 

such as constraints in flow, direction, set or ordering.  

EXAMPLE 1 A “route” resource network connection between equipment may include properties that include the 

material transport time between the equipment and the material transfer rate between the equipment.  

EXAMPLE 2 An “approved for use” resource network connection between equipment and material definitions may 

define which specific equipment has been approved for use with specific materials. A property of the 

resource network connection may be the date at which the approval for use is  expired or revoked.  

EXAMPLE 3 A “material substitution” resource network connection may define a primary material and the list of 

possible alternate materials.  

Each resource network connection is defined by a resource network connection type. The 
resource network connection type may include property definitions, which define the allowable 
resource network connection properties.   

NOTE 3 The resource relationship network model is conceptually similar to the MIMOSA CCOM network model.  

See Annex A Bibliography 
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Figure 2 — Resource relationship network model 

6.2 Resource relationship network attributes 

A resource relationship network shall be a composition of one or more resource network 
connections.  

  

 class Resource Relationship Network

Resource Models

notes

Any of the Personnel, Equiment, Material, Physical Asset, Work Process Segment, or Process 

Segment models

From Resource 

Reference

To Resource 

Reference

Resource Network 

Connection Type 

Property

Resource Network 

Connection Type

Resource Network 

Connection Property

From Resource 

Reference Property

To Resource 

Reference Property

Resource Network 

Connection

Resource 

Relationship 

Network

0..*0..*

+Corresponds to elements in+Corresponds to elements in

«derive»

«derive»

0..*0..*11

1..*
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Table 3 defines the attributes for resource relationship network objects.  
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Table 3 — Resource relationship network attributes 

Attribute 
name 

Description Production 
examples 

Maintenance 
examples 

Quality 
examples 

Inventory 
examples 

ID A unique identification of a 
resource relationship network.  

BN5FP B5EN B5RS BFFTR 

Description A description of the resource 
relationship network. 

Building 5 flow 
path 

Building 5 
electrical 
network 

Building 5 
receive 
signoff  

Building 5 
fork truck 
route 

Relationship 
type 

Optional: Defines the type of 
the relationship. The defined 
types are: 

Physical – The elements of 
the relationship are physically 
connected or in the same 
area.  

Logical – The elements of the 
relationship are not 
necessarily physically 
connected or in the same 
area.  

Physical Physical Logical Logical 

Relationship 
form 

Optional: Defines the form of 
the relationships. The defined 
types are: 

Permanent – The relationship 
is not intended to be split or 
changed during operations 
processes.  

Transient – The relationship 
may be spilt or changed 
during operations processes. 

Permanent Permanent Permanent Transient 

 

6.3 Resource network connection 

The directed relationship between two resources in a resource relationship network shall be 
defined as a resource network connection.   

A resource network connection shall be composed of the following: 

  a “From” relationship defining one resource reference (as the starting point of a directed 
connection or  the tail of an arrow that graphically represents the relationship) 

 a “To” relationship defining one resource reference (as the ending point of a directed 
connection or the head of an arrow that graphically represents the relationship)  

 zero or more resource network connection properties  

 an associated resource network connection type.  

Table 4 defines the attributes for resource network connection objects.  

Table 4 — Resource network connection attributes 

Attribute 
name 

Description Production 
examples 

Maintenance 
examples 

Quality 
examples 

Inventory 
examples 

ID A unique identification of a 
resource network connection.  

7685 6383290 Hyuwq9 TT28623 

Description A description of a resource 
network connection.  

Piping Wiring Next signer Next stop 
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6.4 Resource network connection property 

A property of a resource network connection shall be defined as a resource network connection 
property.  

Resource network connection properties are used to contain property values that are associated 
with the specific connection.  

Table 5 defines the attributes of resource network connection property objects.  

Table 5 — Resource network connection property attributes 

Attribute 
name 

Description Production 
examples 

Maintenance 
examples 

Quality 
examples 

Inventory 
examples 

ID A unique identification of a 
resource network connection 
property. 

Pipe type Gauge N/A Inside 

Description Additional information about 
the resource network 
connection property. 

Type of piping Wire type N/A Location 

Value The value, set of values, or 
range of the property. 

53 20 N/A TRUE 

Value unit of 
measure 

The unit of measure of the 
associated property value, if 
applicable. 

Steel grade AWG N/A Boolean 

 

6.5 From resource reference 

A “from” reference to a resource shall be defined as a from resource reference.  

A from resource reference may be composed of zero or more from resource reference properties.  

Table 6 defines the attributes for from resource reference objects.  

Table 6 — From resource reference attributes 

Attribute 
Name 

Description Production 
Examples 

Maintenance 
Examples 

Quality 
Examples 

Inventory 
Examples 

ID A unique identification of a 
from resource reference.  

12345 12346 A123 S7728 

Resource ID The ID of a resource. B5Tank08 B5V480Box Supervisor Line3EndOf
Line 

Resource 
type 

The type of the resource. The 
defined types are: 

Personnel class 
Person 
Equipment class 
Equipment 
Physical asset class 
Physical asset 
Material class 
Material definition 
Material lot 
Material sublot 
Work master 
Process segment 

Equipment Physical 
asset 

Personnel 
class 

Equipment 

 

6.6 From resource reference property 

A property of a from resource reference shall be defined as a from resource reference property .   
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NOTE A from resource reference with one or more from resource reference properties  define the subset of the 

resource that has the defined resource property values.  

Table 7 defines the attributes for from resource reference property objects.  

Table 7 — From resource reference property attributes 

Attribute 
name 

Description Production 
examples 

Maintenance 
examples 

Quality 
examples 

Inventory 
examples 

ID A unique identification of a 
from resource reference 
property. 

A7872 CB101 Hhjw78 N/A 

Property ID The ID of a resource property.  Outlet flow rate Circuit 
breaker 

 

Shift N/A 

Property 
value 

A value of a property that is 
used to identify the subset of 
the resources that are 
referenced.  

200 L/Min 40 AMP 

 

First N/A 

Value unit of 
measure 

The unit of measure of the 
associated property value, if 
applicable. 

Steel grade Type N/A Boolean 

 

6.7 To resource reference 

A “to” reference to a resource shall be defined as a to resource reference.  

A to resource reference may be composed of zero or more to resource reference properties .  

Table 8 defines the attributes for to resource reference objects.  

Table 8 — To resource reference attributes 

Attribute 
name 

Description Production 
examples 

Maintenance 
examples 

Quality 
examples 

Inventory 
examples 

ID A unique identification of a to 
resource reference. 

12345 12346 A123 S7728 

Resource ID The ID of a resource. B5Tank08 B5V480Box Supervisor Line3EndOf
Line 

Resource 
type 

The type of the resource. The 
defined types are: 

Personnel class 
Person 
Equipment class 
Equipment 
Physical asset class 
Physical asset 
Material class 
Material definition 
Material lot 
Material sublot 
Work master 
Process segment 

Equipment Physical 
asset 

Personnel 
class 

Equipment 

 

6.8 To resource reference property 

A property of a to resource reference shall be defined as a to resource reference property .   

NOTE A to resource reference with one or more to resource reference properties  define the subset of the 

resource that has the defined resource property values.  

Copyright International Society of Automation 
Provided by IHS under license with ISA 
No reproduction or networking permitted without license from IHS

--``,,```,`,,,,`,``,``,`,,,,`,,`-`-`,,`,,`,`,,`---

Full document details: ISA 95.00.04 2012

http://www.avadocuments.com/doc/isa-95-00-04-2012
http://www.avadocuments.com/doc/isa-95-00-04-2012

