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Preface 
 

This preface, as well as all footnotes, is included for information purposes only and is not part of 
ISA-TR18.2.4-2012. 
 
This technical report has been prepared as part of the service of ISA, the International Society of 
Automation, toward a goal of helping in the understanding and use of ANSI/ISA-18.2-2009, 
Management of Alarm Systems for the Process Industries . To be of real value, this document 
should not be static but should be subject to periodic review. Toward this end, the Society 
welcomes all comments and criticisms and asks that they be addressed to the Secretary, 
Standards and Practices Board; ISA, 67 Alexander Drive; P.O. Box 12277; Research Triangle 
Park, NC 27709; Telephone (919) 549-8411; Fax (919) 549-8288; E-mail: standards@isa.org. 
 
The ISA Standards and Practices Department is aware of the growing need for attention to the 
metric system of units in general, and the International System of Units (SI) in particular, in the 
preparation of instrumentation standards, recommended practices, and technical reports.  The 
Department is further aware of the benefits of USA users of ISA standards of incorporating 
suitable references to the SI (and the metric system) in their business and professional dealings 
with other countries. Toward this end, this Department will endeavor to introduce SI-acceptable 
metric units in all new and revised standards, recommended practices, and technical reports to 
the greatest extent possible. Standard for Use of the International System of Units (SI): The 
Modern Metric System, published by the American Society for Testing & Materials as 
IEEE/ASTM SI 10-97, and future revisions, will be the reference guide for definitions, symbols, 
abbreviations, and conversion factors.  
 
It is the policy of ISA to encourage and welcome the participation of all concerned individuals 
and interests in the development of ISA standards. Participation in the ISA standards -making 
process by an individual in no way constitutes endorsement by the employer of that individual, of 
ISA, or of any of the standards, recommended practices, and technical reports that ISA 
develops. 
 
CAUTION — ISA DOES NOT TAKE ANY POSITION WITH RESPECT TO THE EXISTENCE OR 
VALIDITY OF ANY PATENT RIGHTS ASSERTED IN CONNECTION WITH THIS DOCUMENT, AND 
ISA DISCLAIMS LIABILITY FOR THE INFRINGEMENT OF ANY PATENT RESULTING FROM THE 
USE OF THIS DOCUMENT. USERS ARE ADVISED THAT DETERMINATION OF THE VALIDITY OF 
ANY PATENT RIGHTS, AND THE RISK OF INFRINGEMENT OF SUCH RIGHTS, IS ENTIRELY THEIR 
OWN RESPONSIBILITY.  
  
PURSUANT TO ISA’S PATENT POLICY, ONE OR MORE PATENT HOLDERS OR PATENT 
APPLICANTS MAY HAVE DISCLOSED PATENTS THAT COULD BE INFRINGED BY USE OF THIS 
DOCUMENT AND EXECUTED A LETTER OF ASSURANCE COMMITTING TO THE GRANTING OF A 
LICENSE ON A WORLDWIDE, NON-DISCRIMINATORY BASIS, WITH A FAIR AND REASONABLE 
ROYALTY RATE AND FAIR AND REASONABLE TERMS AND CONDITIONS. FOR MORE 
INFORMATION ON SUCH DISCLOSURES AND LETTERS OF ASSURANCE, CONTACT ISA OR 
VISIT WWW.ISA.ORG/STANDARDSPATENTS. 
  
OTHER PATENTS OR PATENT CLAIMS MAY EXIST FOR WHICH A DISCLOSURE OR LETTER OF 
ASSURANCE HAS NOT BEEN RECEIVED. ISA IS NOT RESPONSIBLE FOR IDENTIFYING PATENTS 
OR PATENT APPLICATIONS FOR WHICH A LICENSE MAY BE REQUIRED, FOR CONDUCTING 
INQUIRIES INTO THE LEGAL VALIDITY OR SCOPE OF PATENTS, OR DETERMINING WHETHER 
ANY LICENSING TERMS OR CONDITIONS PROVIDED IN CONNECTION WITH SUBMISSION OF A 
LETTER OF ASSURANCE, IF ANY, OR IN ANY LICENSING AGREEMENTS ARE REASONABLE OR 
NON-DISCRIMINATORY. 
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ISA REQUESTS THAT ANYONE REVIEWING THIS DOCUMENT WHO IS AWARE OF ANY PATENTS 
THAT MAY IMPACT IMPLEMENTATION OF THE DOCUMENT NOTIFY THE ISA STANDARDS AND 
PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER. 
 
ADDITIONALLY, THE USE OF THIS DOCUMENT MAY INVOLVE HAZARDOUS MATERIALS, OR 
EQUIPMENT. THE DOCUMENT CANNOT ANTICIPATE ALL POSSIBLE APPLICATIONS OR 
ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN HAZARDOUS 
CONDITIONS. THE USER OF THIS DOCUMENT MUST EXERCISE SOUND PROFESSIONAL 
JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE USER’S PARTICULAR 
CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE APPLICABILITY OF ANY 
GOVERNMENTAL REGULATORY LIMITATIONS AND ESTABLISHED SAFETY AND HEALTH 
PRACTICES BEFORE IMPLEMENTING THIS DOCUMENT. 
 
THE USER OF THIS DOCUMENT SHOULD BE AWARE THAT THIS DOCUMENT MAY BE 
IMPACTED BY ELECTRONIC SECURITY ISSUES. THE COMMITTEE HAS NOT YET 
ADDRESSED THE POTENTIAL ISSUES IN THIS VERSION. 
 
The following people served as members of ISA18 Working Group 4 and contributed to this 
technical report: 
 
NAME      COMPANY 
Joe Alford     Joseph S. Alford, LLC 
Michael Carter     GE Energy 
Lieven Dubois     UReason 
Bill Hollifield     PAS 
Robert Hudson     Shell Global Solutions 
John Huhman     Shell Global Solutions 
Darwin Logerot     ProSys Inc. 
Doug Metzger     Consultant 
Mike Miller     Shell Global Solutions 
Graham Nasby     Eramosa Engineering Inc. 
Nick Sands     DuPont 
Rainer Spies     SpiraTec AG 
Kim VanCamp     Emerson Process Management 
Bob Weibel     Tips Inc. 
 
The following people served as voting members of ISA18 and contributed to this technical report: 
 
NAME      COMPANY 
Donald Dunn, Co-Chair    Aramco Services Co. 
Nicholas Sands, Co-Chair   DuPont 
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Foreword 
 
In 2009, ANSI/ISA-18.2-2009, Management of Alarm Systems for the Process Industries , 
commonly referred to as ISA-18.2, was issued. In that same year the ISA18 committee 
established working groups to develop a series of technical reports with guidance on how to 
implement the practices outlined in ISA-18.2. The six independent technical reports are 
described below: 
 

 ISA-dTR18.2.1, Alarm Philosophy [dTR1], provides guidance on the alarm philosophy and is 
limited to the scope of Clause 6 in ISA-18.2. The alarm philosophy provides guidance for 
successful management of the alarm system. It covers the definitions, principles, and 
activities by providing overall guidance on methods for alarm identification, rationalization, 
classification, prioritization, monitoring, management of change, and audit.  (As of the 
publication of this technical report, the draft, dTR1, had not been published.) 

 

 ISA-dTR18.2.2, Alarm Identification and Rationalization  [dTR2], provides guidance on alarm 
identification and rationalization and is limited to the scope of Clauses 8 and 9 in ISA-18.2. 
Identification and rationalization cover the activities to determine the possible need for an 
alarm or a change to an alarm; systematically compare alarms to the alarm philosophy; and 
determine the alarm setpoint, consequence, operator action, priority, and class. Activities 
include, but are not limited to, identification, justification, prioritization, classification, and 
documentation. (As of the publication of this technical report, the draft, dTR2, had not been 
published.) 
 

 ISA-dTR18.2.3, Basic Alarm Design [dTR3], provides guidance on basic alarm design, 
focuses on the scope of Clause 10 of ISA-18.2, and may include other clauses as needed 
(e.g., Clause 14 on operations and Clause 15 on maintenance). Basic alarm design covers 
the selection of alarm attributes (e.g., types, deadbands, and delay times) and may be 
specific to each control system. (As of the publication of this technical report, the draft, dTR3, 
had not been published.) 
 

 ISA-TR18.2.4-2012, Enhanced and Advanced Alarm Methods  [TR4], provides guidance on 
enhanced and advanced alarm methods and focuses on the scope of Clause 12 of ISA-18.2. 
Enhanced alarm design covers guidance on additional logic, programming, or modeling used 
to modify alarm behavior. These methods may include: dynamic alarming, state-based 
alarming, adaptive alarms, logic-based alarming, and predictive alarming, as well as most of 
the designed suppression methods. 
 

 ISA-TR18.2.5-2012, Alarm System Monitoring, Assessment, and Auditing [TR5], provides 
guidance on monitoring, assessment and audit of alarms and focuses on the scope of 
Clauses 16 and 18 in ISA-18.2. Monitoring, assessment, and audit cover the continuous 
monitoring, periodic performance assessment, and recurring audit of the alarm system.  
 

 ISA-TR18.2.6-2012, Alarm Systems for Batch and Discrete Processes [TR6], provides 
guidance on the application of ISA-18.2 alarm lifecycle activities to batch and discrete 
processes, expanding on multiple c lauses of ISA-18.2. 

 
The guidance as presented in this document is general in nature and should be applied to each 
system as appropriate by personnel knowledgeable in the manufacturing process and control 
systems to which it is being applied. This guidance will evolve with experience and technology 
advancements. 
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Introduction 
 
Alarm management lifecycle 
ISA-18.2 gives requirements that address alarm systems for facilities in the process industries to 
improve safety, quality, and productivity. The general principles and processes in ISA -18.2 are 
intended for use in the lifecycle management of an alarm system based  on programmable 
electronic controller- and computer-based human machine interface (HMI) technology. These 
requirements are presented in the standard, using the alarm management lifecycle shown in ISA-
18.2. 
 

 
Note 1: The box used for stage B represents a process defined outside of ISA-18.2. 
Note 2: The independent stage J represents a process that connects to all other lifecycle stages. 
Note 3: The rounded shapes of stages A, H, and J represent entry  points to the lifecycle. 
Note 4: The dotted lines represent the loops in the lifecycle. 
 

Figure 1 – Alarm management lifecycle (ISA-18.2) 
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Enhanced and advanced alarming 
Clause 12 of ISA-18.2 discusses enhanced and advanced alarm methods. These methods 
typically go beyond the basic methods and techniques that are usually, or at least initially, 
applied. It is an informative clause and contains no mandatory requirements. Enhanced and 
advanced alarming is not a separate stage in the alarm management lifecycle, a  separate work 
process, or a specific application. It is a collection of methods and techniques that can be 
applied within the ISA-18.2 lifecycle stages. For example, advanced alarming techniques on 
specific alarms are designed in the ISA-18.2 design stage and implemented in the 
implementation stage. Significant improvement in alarm system function and performance can 
usually be made by following the basic alarming methods and principles. However, in many 
cases they may not be sufficient to achieve the goals for performance and operator guidance 
stated in the alarm philosophy. For example, due to changing process or equipment state, the 
alarms may not always trigger at the appropriate times for operator action, or they may trigger at 
times when no action is needed. 
 
Enhanced and advanced alarming methods are additional layers of logic, programming, 
modeling, or a combination thereof, used to modify alarm behavior or to improve operator 
guidance to better meet the objectives of an alarm system.  
 
Purpose of this technical report 
The purpose of this technical report is to help people evaluate when to use enhanced and 
advanced alarming methods, what benefits they can achieve, and what challenges and costs to 
expect. The objectives of this technical report are:  
 
a) to educate plant personnel as to what solutions are possible when the basic alarming 

methods alone do not achieve a site’s alarm management objectives 

b) to help plant personnel to identify potential benefits, costs, risks, and necessary follow-up for 
solutions at their sites; to help decide whether or not they should consider enhanced and 
advanced alarming techniques; and if so, which specific techniques should be incorporated 
into their alarm philosophy and work processes 

c) to help those involved in the design, procurement, implementation, maintenance, and 
operation of enhanced and advanced alarming methods, for both existing systems and new 
systems 

d) to provide guidance and examples to help ensure successful deployment of the solutions  

 

Report organization 
Clause 12 of ISA-18.2 divides enhanced and advanced alarming into four categories based on 
type of solution: information linking, logic-based alarming, model-based alarming, and additional 
alarming considerations. 
 
This technical report is organized by type of alarming problem, rather than by solution technique. 
The intent is to cover all the techniques but to cover them in the context of the site problems that 
they address. Some techniques can be used to address multiple problems, and in the more 
complex problems and solutions, multiple techniques may be used, as shown in some of the 
examples of this report. 
 
The technical report is organized as follows:  
 
Clause 1 discusses the scope of this technical report, including important exclusions.  
 
Clause 2 gives normative references. 
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Clause 3 provides definitions of terms and acronyms used in this technical report, most of which 
are defined in ISA-18.2 and used here. 
 
Clause 4 discusses the primary differences between enhanced/advanced alarming methods and 
basic alarming methods, including discussion of situations that may lead to the need for 
enhanced and advanced methods. 
 
Clauses 5 through 10 provide guidance and examples for using enhanced or advanced alarm ing 
methods to solve alarm system problems that remain after application of the basic alarming 
techniques. The problems, with their solutions, are presented roughly in their order of 
complexity. 
 
Clause 5 discusses situations in which the information embedded in the alarm itself may not be 
enough to guide the operator to appropriate action. Often the appropriate guidance has already 
been identified during the rationalization stage. This clause discusses information linking 
techniques, such as those for presenting this and other guidance to operators at the appropriat e 
times. 
 
Clause 6 discusses situations in which changing plant operating conditions may lead to the need 
for advanced methods, such as designed suppression or changing alarm attributes, in order for 
the alarm system to properly track the changing states of the process. This can occur for planned 
operating states, such as start-up, shutdown, and different feedstocks; or it can occur due to 
unplanned events, such as a compressor trip.  
 
Clause 7 builds upon this discussion. In some cases, the dynamic alarmin g methods of Clause 6 
still do not provide adequate operator guidance, and enhancements may be needed to provide 
appropriate guidance for all anticipated process situations. Clause 7 discusses utilization of 
dynamic cause analysis to provide more tailored operator guidance in such situations. 
 
Clause 8 discusses situations in which the basic alarm system alone does not deliver the alarm 
to the person (i.e., role) on the operating team who (based on the operating philosophy) should 
react to the alarm. In some situations, the responder is not in the control room or is in the control 
room but at a different console due to process dynamics, scheduling, or other competing plant 
floor activities. This clause discusses these issues and related solutions.  
 
Clause 9 discusses appropriate use of alerts. As identified in ISA-18.2, alerts share some of the 
same characteristics but do not meet all of the criteria of alarms.  Though they are not alarms, the 
use of alerts relative to alarms is important and is discussed in this clause. 
 
Clause 10 briefly discusses the use of enhanced/advanced alarming methods for batch and 
discrete processes. These methods are more broadly covered in TR6. 
 
Clause 11 discusses how the alarm system integrity is maintained through appropriate 
application of site work processes, including those discussed in ISA-18.2. If appropriate care is 
not taken in the application of the enhanced and advanced methods presented here, loss of 
alarm integrity and other problems can result.  
 
Clauses 12 and 13 provide a list of references and a bibliography. 
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1 Scope 
 
1.1 Exclusions 
The following is a list of items not discussed in this technical report. In general they are left out 
of this report, not because they are unimportant, but because they are already covered by 
another ISA-18 technical report or otherwise assumed to be part of basic alarm management.  
 
1.1.1 Alarm rationalization and basic alarm design 
This technical report assumes that alarm rationalization and basic alarm design, as discussed in 
ISA-18.2, are being performed. Rationalization, also discussed in dTR2, is performed at an 
appropriate level, basic to advanced, as determined by the alarm philosophy (see dTR1) of the 
site. Basic alarm design is discussed in dTR3. Together these activities include such techniques 
as properly chosen alarm setpoints, deadband selection, use of on and off  delays, and proper 
range specification. 
 
1.1.2 Process variable calculations 
Most process variable calculations (analog and logical) are performed in the control system and 
considered as part of the basic alarm design process. PV calculations can be complex yet have 
basic alarming functionality. This includes such techniques as: 
 
a) common alarms, e.g., a common high-temperature alarm coming from multiple temperature 

transmitters on a tank, or a common toxic-gas alarm coming from multiple gas detectors  
b) numeric calculations within the control system used with basic alarming, such as rate 

calculations (producing rate-of-change alarms), statistical calculations (producing statistical 
alarms, such as alarming on standard deviations, etc.) and other complex calculations  

c) simple to complex models used to estimate process values online, often referred to as virtual 
sensors 

d) high-speed counters and accumulators, often needed in discrete manufacturing applications, 
which accumulate and aggregate within the control system before applying basic alarming 

e) logic calculations within the control system to create an alarm only when it is a valid alarm , 
e.g., a calculation including a logical AND of low pressure and the associated pump running, 
to create a logical PV that is alarmed 
 
NOTE If the alarm is created by the control system, and logic is added to conditionally suppress it, this falls 
under the definition of advanced alarming and is discussed in Clause 6. 

 
1.1.3 Operating displays for basic alarming strategies 
Often it is important for operating display design and alarm design to go hand in hand. This may 
be for basic or enhanced/advanced alarm strategies. This technical report deals with some 
human interface design issues but only as related to the enhanced/advanced alarming strategies 
presented. 
 
1.1.4 Audible indication strategies 
The use of different audible alarm indications (sounds) to  distinguish operating consoles for 
multiple console control rooms is considered to be a human interface strategy, rather than an 
enhanced alarm strategy. For the purposes of this technical report , the use of specialized audible 
sounds is not covered here. 
 
1.1.5 Alarm shelving 
As discussed in 11.7 of ISA-18.2, alarm shelving is an important recommended function and can 
be used in a number of ways. It is also discussed in dTR1. Its use is not considered advanced or 
enhanced alarming. 
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1.1.6 Maintenance strategies 
As discussed in Clause 15 of ISA-18.2, maintenance is an important topic to address in alarm 
management at any site, and it can be addressed to varying degrees of sophistication, including 
communication support between members of the operating team. Such strategies, though 
important, are not considered to be enhanced/advanced alarming for the purposes of this 
technical report. 
 
1.1.7 Model-based predictive alarming/alerting 
ISA-18.2, Clause 12, briefly discusses model-based predictive alarming. It is not included in this 
technical report at this time. Very often, application of these techniques  does not result in explicit 
operator notifications; and if there are notifications, they are often alerts and not alarms due to 
either the lack of immediate urgency or the inability of the system to treat them as alarms. As this 
technology develops and comes more into common use, such techniques may be included in a 
future version of this technical report.  
 
1.1.8 Basic alarms on advanced control 
Advanced control, such as model-based predictive control, usually needs some basic alarming to 
go with it. Though the overall control strategies are advanced, the alarming may not be.  Basic 
alarming on an advanced control system is not in the scope of this technical report. 
 
1.1.9 Advanced alarm analysis techniques 
There are many advanced alarm analysis techniques in use today,  including relative time-based 
analysis and post-mortem, alarm-pattern recognition. Such techniques are discussed in TR5. 
 

2 Normative references 
 
The following referenced documents are indispensable for the application of this document. For 
dated references, only the edition cited applies. For undated references, the latest edition of the 
referenced document (including any amendments) applies.  
 
ANSI/ISA-18.2-2009, Management of Alarm Systems for the Process Industries  (ISA-18.2) 

ANSI/ISA-88.00.01-2010, Batch Control Part 1: Models and Terminology (ISA-88) 

ANSI/ISA-95.00.01-2010 (IEC 62264-1 Mod), Enterprise-Control System Integration - Part 1: 
Models and Terminology (ISA-95.01) 

ANSI/ISA-95.00.02-2010 (IEC 62264-2 Mod), Enterprise-Control System Integration - Part 2: 
Object Model Attributes (ISA-95.02) 

ANSI/ISA-95.00.03-2005, Enterprise-Control System Integration Part 3: Models of Manufacturing 
Operations Management (ISA-95.03) 

ANSI/ISA-99.00.01-2007, Security for Industrial Automation and Control Systems Part 1: 
Terminology, Concepts, and Models (ISA-99.01) 

ISA-5.4-1991, Instrument Loop Diagrams (ISA-5.4) 

 

3 Definition of terms and acronyms 
 
Defined terms are used in this technical report. Synonymous terms, which are not used in this 
technical report, are listed in parentheses. 
 
3.1 Definitions 
For the purposes of this technical report, the following definitions apply. Unless noted in 
brackets, these definitions are taken from ISA-18.2 
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3.1.1 adaptive alarm [from dTR3] 
an alarm whose setpoint is adapted automatically based on process conditions 
 
3.1.2 advanced alarming 
a collection of techniques (e.g., state-based alarming, and dynamic prioritization) that can help 
manage alarm rates in specific situations 
 
3.1.3 alarm 
an audible and/or visible means of indicating to the operator an equipment malfu nction, process 
deviation, or abnormal condition requiring a response 
 
3.1.4 alarm attributes (alarm parameters) 
the settings for an alarm within the process control system (e.g., alarm setpoint, alarm  priority) 
 
3.1.5 alarm flood (alarm shower) 

a condition during which the alarm rate is greater than the operator can effectively manage  (e.g., 
more than 10 alarms per 10 minutes) 

3.1.6 alarm historian 
the long-term repository for alarm records 
 
3.1.7 alarm management (alarm system management) 
the processes and practices for determining, documenting, designing, operating, monitoring,  and 
maintaining alarm systems 
 
3.1.8 alarm message 
a text string displayed with the alarm indication that provides additional information to the  
operator (e.g., operator action) 
 
3.1.9 alarm philosophy 
a document that establishes the basic definitions, principles, and processes to design,  
implement, and maintain an alarm system 
 
3.1.10 alarm priority 
the relative importance assigned to an alarm within the alarm system to indicate the urgency  of 
response (e.g., seriousness of consequences and allowable response time) 
 
3.1.11 alarm setpoint (alarm limit, alarm trip point) 
the threshold value of a process variable or discrete state tha t triggers the alarm indication 
 
3.1.12 alarm summary 
a display that lists alarms with selected information (e.g., date, time, priority, and alarm type) 
 
3.1.13 alarm system 
the collection of hardware and software that detects an alarm state, communicates the  indication 
of that state to the operator, and records changes in the alarm state 
 
3.1.14 alarm system requirements specification 

the document that specifies the details of the alarm system design that are used in selecting 
components of an alarm system 
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3.1.15 alarm type (alarm condition) 

a specific alarm on a process measurement (e.g., low-process variable alarm, high-process 
variable alarm, or discrepancy alarm) 

3.1.16 alert 

an audible and/or visible means of indicating to the operator an equipment or process  condition 
that requires awareness, that is indicated separately from alarm indications, and  that does not 
meet the criteria for an alarm 

3.1.17 calculated alarm 
an alarm generated from a calculated value instead of a direct process measurement 
 
3.1.18 call-out alarm 
an alarm that notifies and informs an operator by means other than, or in addition to, a  console 
display (e.g., pager or telephone) 
 
3.1.19 common alarm [from dTR3] 
a single alarm with several related input sensors where one operator action is required to 
address any and all of the common alarm components 
 
3.1.20 console 
the interface for an operator to monitor and/or control the process, which may include multiple 
displays or annunciators, and define the boundaries of the operator’s span of  control 
 
3.1.21 control system 
a system that responds to input signals from the equipment under control and/or from an  
operator and generates output signals that cause the equipment under control to operate in the 
desired manner 
 
NOTE The control system may include both basic process control systems (BPCS) and safety instrumented systems 

(SIS). 
 

3.1.22 dynamic alarming 
the automatic modification of alarms based on process state or conditions 
 
3.1.23 enforcement 
an enhanced alarming technique that can verify and restore alarm attributes in the control  
system to the values in the master alarm database 
 
3.1.24 enhanced and advanced alarming methods [original definition in this technical report] 
additional layers of logic, programming, modeling, or a combination thereof beyond basic 
alarming methods that are used to modify alarm behavior or to improve operator guidance to 
better meet the objectives of an alarm system 

a) Advanced alarm methods provide ways to modify alarm behaviors through such things as 
designed suppression and state-based alarming. 

b) Enhanced alarm methods provide ways to augment alarms with better operator guidance, 
including identification of causes, and redirection of the alarm to the location of the 
appropriate responder. 

3.1.25 first-out alarm (first-up alarm) 
an alarm determined (i.e., by first-out logic) to be the first in a multiple-alarm scenario 
 
3.1.26 implementation 
the transition stage between design and operation during which the alarm is put into service 
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3.1.27 master alarm database 
the authorized list of rationalized alarms and associated attributes 
 
3.1.28 nuisance alarm 
an alarm that annunciates excessively, unnecessarily, or does not return to normal after the  
correct response is taken (e.g., chattering, fleeting, or stale alarms) 
 
3.1.29 operator (controller) 
the person who monitors and makes changes to the process 
 
3.1.30 out-of-service 
the state of an alarm during which the alarm indication is suppressed, typically manually, for  
reasons such as maintenance 
 
3.1.31 plant state (plant mode) 
a defined set of operational conditions for a process plant (e.g., shutdown, operating) 
 
3.1.32 prioritization 
the process of assigning a level of operational importance to an alarm 
 
3.1.33 rate-of-change alarm 
an alarm generated when the change in process variable per unit time, (dPV/dt), exceeds a  
defined limit. 
 
3.1.34 re-alarming alarm (re-triggering alarm) 
an alarm that is automatically re-annunciated to the operator under certain conditions 
 
3.1.35 shelve 
a mechanism, typically initiated by the operator, to temporarily suppress an alarm 
 
3.1.36 stale alarm 
an alarm that remains in the alarm state for an extended period of time (e.g., 24 hours) 
 
3.1.37 standing alarm 
an alarm in an active alarm state (e.g., unacknowledged alarm, acknowledged alarm) 
. 
3.1.38 state-based alarm (mode-based alarms) 
an alarm that is automatically modified or suppressed based on process state or conditions 
 
3.1.39 statistical alarm 
an alarm generated based on statistical processing of a process variable or variables 
 
3.1.40 suppress 
any mechanism to prevent the indication of the alarm to the operator when the base alarm  
condition is present (i.e., shelving, suppressed by design, out-of-service) 
 
3.1.41 suppressed by design 
a mechanism implemented within the alarm system that prevents the transmission of the  alarm 
indication to the operator based on plant state or other conditions 
 
3.2 Acronyms 
NOTE These acronyms are taken from ISA-18.2. 
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