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Preface

This preface, as well as all footnotes and annexes, is included for information purposes and is not part of
ISA-TR84.00.02-2002 — Part 3.

This document has been prepared as part of the service of ISAL the Instrumentation, Systems, and
Automation Society toward a goal of uniformity in the field of instrumentation. To be of real value, this
document should not be static but should be subject to periodic review. Toward this end, the Society
welcomes all comments and criticisms and asks that they be addressed to the Secretary, Standards and
Practices Board; ISA; 67 Alexander Drive; P. O. Box 12277; Research Triangle Park, NC 27709;
Telephone (919) 549-8411; Fax (919) 549-8288; E-mail: standards@isa.org.

The ISA Standards and Practices Department is aware of the growing need for attention to the metric
system of units in general, and the International System of Units (SI) in particular, in the preparation of
instrumentation standards. The Department is further aware of the benefits to USA users of ISA
standards of incorporating suitable references to the Sl (and the metric system) in their business and
professional dealings with other countries. Toward this end, this Department will endeavor to introduce
Sl-acceptable metric units in all new and revised standards, recommended practices, and technical
reports to the greatest extent possible. Standard for Use of the International System of Units (Sl): The
Modern Metric System, published by the American Society for Testing & Materials as IEEE/ASTM Sl 10-
97, and future revisions, will be the reference guide for definitions, symbols, abbreviations, and
conversion factors.

It is the policy of ISA to encourage and welcome the participation of all concerned individuals and
interests in the development of ISA standards, recommended practices, and technical reports.
Participation in the ISA standards-making process by an individual in no way constitutes endorsement by
the employer of that individual, of ISA, or of any of the standards, recommended practices, and technical
reports that ISA develops.

CAUTION — ISA ADHERES TO THE POLICY OF THE AMERICAN NATIONAL STANDARDS
INSTITUTE WITH REGARD TO PATENTS. IF ISA IS INFORMED OF AN EXISTING PATENT THAT IS
REQUIRED FOR USE OF THE STANDARD, IT WILL REQUIRE THE OWNER OF THE PATENT TO
EITHER GRANT A ROYALTY-FREE LICENSE FOR USE OF THE PATENT BY USERS COMPLYING
WITH THE STANDARD OR A LICENSE ON REASONABLE TERMS AND CONDITIONS THAT ARE
FREE FROM UNFAIR DISCRIMINATION.

EVEN IF ISA IS UNAWARE OF ANY PATENT COVERING THIS STANDARD, THE USER IS
CAUTIONED THAT IMPLEMENTATION OF THE STANDARD MAY REQUIRE USE OF TECHNIQUES,
PROCESSES, OR MATERIALS COVERED BY PATENT RIGHTS. ISA TAKES NO POSITION ON THE
EXISTENCE OR VALIDITY OF ANY PATENT RIGHTS THAT MAY BE INVOLVED IN IMPLEMENTING
THE STANDARD. ISA IS NOT RESPONSIBLE FOR IDENTIFYING ALL PATENTS THAT MAY
REQUIRE A LICENSE BEFORE IMPLEMENTATION OF THE STANDARD OR FOR INVESTIGATING
THE VALIDITY OR SCOPE OF ANY PATENTS BROUGHT TO ITS ATTENTION. THE USER SHOULD
CAREFULLY INVESTIGATE RELEVANT PATENTS BEFORE USING THE STANDARD FOR THE
USER’S INTENDED APPLICATION.

HOWEVER, ISA ASKS THAT ANYONE REVIEWING THIS STANDARD WHO IS AWARE OF ANY
PATENTS THAT MAY IMPACT IMPLEMENTATION OF THE STANDARD NOTIFY THE ISA
STANDARDS AND PRACTICES DEPARTMENT OF THE PATENT AND ITS OWNER.

ADDITIONALLY, THE USE OF THIS STANDARD MAY INVOLVE HAZARDOUS MATERIALS,
OPERATIONS OR EQUIPMENT. THE STANDARD CANNOT ANTICIPATE ALL POSSIBLE
APPLICATIONS OR ADDRESS ALL POSSIBLE SAFETY ISSUES ASSOCIATED WITH USE IN
HAZARDOUS CONDITIONS. THE USER OF THIS STANDARD MUST EXERCISE SOUND
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PROFESSIONAL JUDGMENT CONCERNING ITS USE AND APPLICABILITY UNDER THE USER’S
PARTICULAR CIRCUMSTANCES. THE USER MUST ALSO CONSIDER THE APPLICABILITY OF
ANY GOVERNMENTAL REGULATORY LIMITATIONS AND ESTABLISHED SAFETY AND HEALTH
PRACTICES BEFORE IMPLEMENTING THIS STANDARD.

THE USER OF THIS DOCUMENT SHOULD BE AWARE THAT THIS DOCUMENT MAY BE IMPACTED
BY ELECTRONIC SECURITY ISSUES. THE COMMITTEE HAS NOT YET ADDRESSED THE

POTENTIAL ISSUES IN THIS VERSION.
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Safety Instrumented Functions (SIF)
[0 Safety Integrity Level (SIL) Evaluation Techniques
Part 3: Determining the SIL of a SIF via Fault Tree Analysis

Foreword

The information contained in ISA-TR84.00.02-2002 is provided for information only and is not part of the
ANSI/ISA-84.01-1996 Standard @ requirements.

The purpose of ISA-TR84.00.02-2002 @ s to provide the process industry with a description of various
methodologies that can be used to evaluate the Safety Integrity Level (SIL) of Safety Instrumented
Functions (SIF).

ANSI/ISA-84.01-1996 provides the minimum requirements for implementing a SIS given that a set of
functional requirements have been defined and a SIL requirement has been established for each safety
instrumented function. Additional information of an informative nature is provided in the Annexes to
ANSI/ISA- 84.01-1996 to assist the designer in applying the concepts necessary to achieve an
acceptable design. However, Standards Project 84 (SP84) determined that it was appropriate to provide
supplemental information that would assist the user in evaluating the capability of any given SIF design to
achieve its required SIL. A secondary purpose of this document is to reinforce the concept of the
performance based evaluation of SIF. The performance parameters that satisfactorily service the process
industry are derived from the SIL and reliability evaluation of SIF, namely the probability of the SIF to fail
to respond to a demand and the probability that the SIF creates a nuisance trip. Such evaluation
addresses the design elements (hardware, software, redundancy, etc.) and the operational attributes
(inspection/maintenance policy, frequency and quality of testing, etc.) of the SIF. The basis for the
performance evaluation of the SIF is safety targets determined through hazard analysis and risk
assessment © of the process. This document demonstrates methodologies for the SIL and reliability
evaluation of SIF.

The document focuses on methodologies that can be used without promoting a single methodology. It
provides information on the benefits of various methodologies as well as some of the drawbacks they may
have.

THE METHODOLOGIES ARE DEMONSTRATED THROUGH EXAMPLES (SIS
ARCHITECTURES) THAT REPRESENT POSSIBLE SYSTEM CONFIGURATIONS
AND SHOULD NOT BE INTERPRETED AS RECOMMENDATIONS FOR SIS. THE
USER IS CAUTIONED TO CLEARLY UNDERSTAND THE ASSUMPTIONS AND DATA
ASSOCIATED WITH THE METHODOLOGIES IN THIS DOCUMENT BEFORE
ATTEMPTING TO UTILIZE THE METHODS PRESENTED HEREIN.

The users of ISA-TR84.00.02-2002 include:

«  Process Hazards Analysis teams that wish to develop understanding of different methodologies in
determining SIL

- SIS designers who want a better understanding of how redundancy, diagnostic coverage, diversity,
etc., fit into the development of a proper SIS architecture

«  Logic solver and field device suppliers
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- National and International standard bodies providing guidance in the use of reliability techniques for
SIS architectures

- Reliability engineers (or any engineer performing this function) can use this information to develop
better methods for determining SIL in the rapidly changing SIS field

- Parties who do not have a large installed base of operating equipment sufficient to establish
appropriate statistical analysis for PFD,,q and MTTF"*** for SIS components

+  Operations and maintenance personnel

ISA-TR84.00.02-2002 consists of the following parts, under the general title “Safety Instrumented
Functions (SIF) O Safety Integrity Level (SIL) Evaluation Techniques."

Part 1: Introduction

Part 2: Determining the SIL of a SIF via Simplified Equations

Part 3: Determining the SIL of a SIF via Fault Tree Analysis

Part 4: Determining the SIL of a SIF via Markov Analysis

Part 5: Determining the PFD of Logic Solvers via Markov Analysis
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Introduction

ANSI/ISA-84.01-1996 describes a safety lifecycle model for the implementation of risk reduction
measures for the process industry (Clause 4). The standard then proceeds to provide specific guidance in
the application of SIS, which may be one of the risk reduction methods used. The standard defines three
levels of safety integrity (Safety Integrity Levels, SIL) that may be used to specify the capability that a
safety instrumented function must achieve to accomplish the required risk reduction. ISA-TR84.00.02-
2002 provides methodologies for evaluating SIF to determine if they achieve the specific SIL. This may be
referred to as a probability of failure on demand (PFD) evaluation of the SIF.

ISA-TR84.00.02-2002 only addresses SIF operating in demand mode.

The evaluation approaches outlined in this document are performance-based approaches and do not
provide specific results that can be used to select a specific architectural configuration for a given SIL.

THE READER IS CAUTIONED TO CLEARLY UNDERSTAND THE ASSUMPTIONS ASSOCIATED
WITH THE METHODOLOGY AND EXAMPLES IN THIS DOCUMENT BEFORE DERIVING ANY
CONCLUSIONS REGARDING THE EVALUATION OF ANY SPECIFIC SIF.

The evaluation processes described in this document take place before the SIS detailed design phase of
the life cycle (see Figure 1.1, Safety Lifecycle Model).

This document assumes that a SIS is required. It does not provide guidance in the determination of the
need for a SIS. The user is referred to ANSI/ISA-84.01-1996 Annex A for methodologies that might be
used in making this determination.

This document involves the evaluation of the whole SIF from the sensors through the logic solver
to the final elements. Process industry experience shows that sensors and final elements are
major contributors to loss of SIS integrity (high PFD). When evaluating the performance of
sensors and final elements, issues such as component technology, installation, and maintenance
should be considered.

Frequently multiple safety instrumented functions are included in a single logic solver. The logic solver
should be carefully evaluated since a problem in the logic solver may adversely impact the performance
of all of the safety instrumented functions (i.e., the logic solver could be the common cause failure that
disables all of the SIFs.).

This principle (i.e., common cause) applies to any

- element of a SIS that is common to more than one safety instrumented function; and

« redundant element with one or more safety instrumented function.

Each element should be evaluated with respect to all the safety instrumented functions with which it is
associated

- to ensure that it meets the integrity level required for each safety instrumented function;
« to understand the interactions of all the safety instrumented functions; and
« to understand the impact of failure of each component.

This document does not provide guidance in the determination of the specific SIL required (e.g., SIL I, 2,
and 3) for the SIS. The user is again referred to ANSI/ISA-84.01-1996 or to other references.
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The primary focus of this document is on evaluation methodologies for assessing the capability of the
SIS. The SIS lifecycle model is defined in ANSI/ISA-84.01-1996. Figure 1.2 shows the boundaries of the

SIS and how it relates to other systems.
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SIS User Basic Process
Interface Control System
Logic ————— Final
Sensors Solver Elements
Logic
A

SIS Boundary

Figure 1.2 O Definition of Safety Instrumented System (SIS)

The safety requirements specification addresses the design elements (hardware, software, redundancy,
etc.) and the operational attributes (inspection/maintenance policy, frequency and quality of testing, etc.)
of the SIS. These elements affect the PFD of each safety instrumented function.

The PFD of these systems can be determined using historical system performance data (e.g., statistical
analysis). Where systems, subsystems, components, etc. have not been in use for a sufficiently long time
and in large enough numbers to have a statistically significant population available for the evaluation of
their performance solely based on actuarial data, a systematic evaluation of the performance of a system
may be obtained through the use of PFD analysis techniques.

PFD analysis techniques employ systematic methodologies that decompose a complex system to its
basic components. The performance and interactions of these basic components are merged into
reliability models (such as simplified equations, fault trees, Markov models) to determine the overall
system safety availability.

This document provides users with a number of PFD evaluation techniques that allow a user to determine
if a SIF meets the required safety integrity level.

Safety integrity is defined as “The probability of a Safety Instrumented Function satisfactorily performing
the required safety functions under all stated conditions within a stated period of time.” Safety integrity
consists of two elements: 1) hardware safety integrity and 2) systematic safety integrity. Hardware safety
integrity which is based upon random hardware failures can normally be estimated to a reasonable level
of accuracy. ANSI/ISA-84.01-1996 addresses the hardware safety integrity by specifying target failure
measures for each SIL. For SIF operating in the demand mode the target failure measure is PFD,yq
(average probability of failure to perform its design function on demand). PFD, is also commonly
referred to as the average probability of failure on demand. Systematic integrity is difficult to quantify due
to the diversity of causes of failures; systematic failures may be introduced during the specification,
design, implementation, operational and modification phase and may affect hardware as well as software.
ANSI/ISA-84.01-1996 addresses systematic safety integrity by specifying procedures, techniques,
measures, etc. that reduce systematic failures.

Documents

Document Sharing Hub

Copyright International Society of Automation
Provided by IHS under license with ISA
No reproduction or networking permitted without license from IHS

Full document details: ISA TR84.00.02 PART 3 2002


http://www.avadocuments.com/doc/isa-tr84-00-02-part-3-2002
http://www.avadocuments.com/doc/isa-tr84-00-02-part-3-2002

ISA-TR84.00.02-2002 - Part 3 -14 -

An acceptable safe failure rate is also normally specified for a SIF. The safe failure rate is commonly
referred to as the false trip, nuisance trip, or spurious trip rate. The spurious trip rate is included in the
evaluation of a SIF, since process start up and shutdown are frequently periods where chances of a
hazardous event are high. Hence in many cases, the reduction of spurious trips will increase the safety of
the process. The acceptable safe failure rate is typically expressed as the mean time to a spurious trip
(MTTFSPUHOUS).

NOTE In addition to the safety issue(s) associated with spurious trips the user of the SIS may also want the acceptable
MTTF""* to be increased to reduce the effect of spurious trips on the productivity of the process under control. This increase in
the acceptable MTTF*™"*® can usually be justified because of the high cost associated with a spurious trip.

The objective of this technical report is to provide users with techniques for the evaluation of the hardware
safety integrity of SIF (PFD,,g) and the determination of MTTF*"""°"*, Methods of modeling systematic
failures are also presented so a quantitative analysis can be performed if the systematic failure rates are
known.

© ISA-TR84.00.02-2002 shows how to model complete SIF, which includes the sensors, the logic solver

- and final elements. To the extent possible the system analysis techniques allow these elements to be

~ independently analyzed. This allows the safety system designer to select the proper system configuration
- to achieve the required safety integrity level.

ISA-TR84.00.02-2002 - Part 1 provides

.« adetailed listing of the definition of all terms used in this document. These are consistent with the
ANSI/ISA-84.01-1996, IEC 61508 and IEC 61511 standards.

« the background information on how to model all the elements or components of a SIF. It focuses on
the hardware components, provides some component failure rate data that are used in the examples
calculations and discusses other important parameters such as common cause failures and functional
failures.

- a brief introduction to the methodologies that will be used in the examples shown in this document.
They are Simplified equations ©, Fault Tree Analysis ), and Markov Analysis ©.

ISA-TR84.00.02-2002 - Part 2 provides simplified equations for calculating the SIL values for Demand
Mode Safety Instrumented Functions (SIF) installed in accordance with ANSI/ISA-84.01-1996,
“Applications of Safety Instrumented Systems for the Process Industries.” Part 2 should not be
interpreted as the only evaluation technique that might be used. It does, however, provide the
engineer(s) performing design for a SIS with an overall technique for assessing the capability of the
designed SIF.

ISA-TR84.00.02-2002 - Part 3 provides fault tree analysis techniques for calculating the SIL for Demand
Mode Safety Instrumented Functions (SIF) installed in accordance with ANSI/ISA-84.01-1996,
“Applications of Safety Instrumented Systems for the Process Industries." Part 3 should not be
interpreted as the only evaluation technique that might be used. It does, however, provide the
engineer(s) performing design for a SIS with an overall technique for assessing the capability of the
designed SIF.

ISA-TR84.00.02-2002 - Part 4 provides Markov analysis techniques for calculating the SIL values for
Demand Mode Safety Instrumented Functions (SIF) installed in accordance with ANSI/ISA-84.01-1996,
“Applications of Safety Instrumented Systems for the Process Industries.” Part 4 should not be
interpreted as the only evaluation technique that might be used. It does, however, provide the
engineer(s) performing design for a SIS with an overall technique for assessing the capability of the
designed SIF.
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ISA-TR84.00.02-2002 - Part 5 addresses the logic solver only, using Markov Models for calculating the
PFD of E/E/PE logic solvers because it allows the modeling of maintenance and repairs as a function of
time, treats time as a model parameter, explicitly allows the treatment of diagnostic coverage, and models
the systematic failures (i.e., operator failures, software failures, etc.) and common cause failures.

Figure 1.3 illustrates the relationship of each part to all other parts.
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Part 1
Development of the overall terms, symbols, explanation of
SIS element failures, comparison of system analysis
techniques, and uncertainty analysis examples.
P Part 2 &4------------ = Part 5 4_—
Development of SIL for SIF using i
Simplified Equation Methodology. E
| Guidance in
E determining
4_ ____________ 1
> Part3 ; the PFD of
. | E/E/PE logic
Development of SIL for SIF using | J
. : solver(s) via
Fault Tree Analysis Methodology. ! ()
| Markov
E Analysis.
» Part4 - - |
Development of SIL for SIF using
Markov Analysis Methodology.
Figure 1.3 0 ISA-TR84.00.02-2002 overall framework
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1 Scope

1.1 ISA-TR84.00.02-2002 - Part 3 is intended to be used only after achieving a thorough understanding
of ISA-TR84.00.02-2002 — Part 1, which defines the overall scope. This technical report addresses:

a) technical guidance in Safety Integrity Level (SIL) Analysis;

b) ways to implement Safety Instrumented Functions (SIF) to achieve a specified SIL;

c) failure rates and failure modes of SIF components;

d) diagnostics, diagnostic coverage, covert faults, test intervals, redundancy of SIF components; and
e) tool(s) for SIL verification of SIF.

1.2 ISA-TR84.00.02-2002 - Part 3 is considered informative and does not contain any mandatory
requirements. The User should refer to ISA-TR84.00.02-2002 — Part 1, which defines the general
requirements for the verification of SIL for SIF.

1.3 ISA-TR84.00.02-2002 - Part 3 is intended to provide guidance on the application of Fault Tree
Analysis (FTA) to SIF. FTA is one possible technique for calculating SIL for a SIF installed per ANSI/ISA-
84.01-1996.

1.4 ISA-TR84.00.02-2002 - Part 3 covers the analysis of a SIF application from the field sensors
through the logic solver to the final elements.

1.5 Common cause failure and systematic failure are an example of important factors readily modeled
in FTA.

1.6 Part 3 assumes that the complex analysis of the failure rate for a programmable logic solver is done
by another method (see Part 5) or is provided by a vendor as an input PFD, or MTTF*"""**® into this
analysis (per Clause 7.3.2 of ANSI/ISA-84.01-1996, the failure rate of the logic solver should be supplied
by the logic solver vendor). Calculation of the PFD,,q and MTTF*"**® of electrical/electronic/
programmable electronic systems can be performed using FTA by applying the techniques presented in
this part.

1.7 This part does not cover modeling of external communications or operator interfaces. The SIL
analysis includes the SIF envelope as defined by ANSI/ISA-84.01-1996 (see Figure 1.2).

1.8 The ultimate goal for the FTA is to determine the following:
«  The PFD,, Safety Integrity Level (SIL), and
- The MTTF®""" of the SIF

This analysis aids in the design of an effective SIF by allowing the User to determine where weaknesses
exist within the SIF. This technique is applicable when the failure of the SIF can be caused by more than
one pathway, when strong interactions exist between multiple SIF, or when several support systems
(instrument air, cooling water, power, etc.) are involved.
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3 Introduction to Fault Tree Analysis

Fault Tree Analysis (FTA) originated in the 1960s at Bell Telephone Laboratories under the direction of H.
A. Watson. FTA was developed to evaluate the safety of the Polaris missile project and was used to
determine the probability of an inadvertent launching of a Minuteman missile. The methodology was
extended to the nuclear industry in the 1970s for evaluating the potential for runaway nuclear reactors.
Since the early 1980s, FTA has been used to evaluate the potential for incidents in the process industry,
including the potential for failure of the safety instrumented function (SIF). FTA is a well-recognized and
well-respected technique for determining the probability of events that occur due to failures of various
equipment and components. The symbols used in Fault Tree Analysis are in Annex A, and the
mathematics used are in Annex B.

FTA can be a rigorous and time-consuming methodology. It is a very structured, graphical technique that
can be used to examine a single interlock or the interaction of multiple interlocks. Since FTA is used at
the component and application specific event level, it should not be applied until the SIF design is well
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understood. In terms of the ANSI/ISA-84.01-1996 Life Cycle Model, the FTA should be performed only
after the Safety Requirement Specification or Conceptual Design phases are complete.

WARNINGS O

3.1 FTA, similar to all the other methods in this report, cannot arrive at an absolute answer. FTA can
only account for failure pathways that the person doing the analysis identifies and includes in the model.
Furthermore, the failure rate values used in the assessment are based on large samples of industrial
data. These failure rates must be adjusted with the knowledge of actual process operating conditions,
external environmental conditions, operating history, maintenance history, and equipment age.

3.2 FTA, similar to all the other methods in this report, is not a replacement for good engineering design
principles, but it is a good method to assess the SIL of the SIF design.

3.3 ANSI/ISA-84.01-1996, like other international standards describing the application of SIFs in the
process industry, defines SIL in terms of PFD,,4. Unfortunately, it is difficult to obtain a PFD,,4 value for
an entire system due to the time-dependent, non-linear properties of most SIF logic. Calculation of the
actual average can be performed by either a) deriving the instantaneous equation to describe the SIF
logic and symbolically integrating the equation over the testing interval or b) numerically integrating the
SIF logic using a large number of discrete time intervals over the testing interval.

As an alternative, many practitioners of FTA use an approximation to calculate PFD,4 in a single step.
Using the approximation, the analyst integrates the instantaneous equation for each component over its
testing interval to determine the PFD,,4 for the component. Then, the individual component PFDgyq
values are combined using Boolean algebra based on the fault tree logic to calculate the overall PFDgyg.
Care should be exercised when employing this approximation. The deviation from the actual average
when using this approximation can be substantial and the direction of the error is typically non-
conservative (i.e., results in a lower PFD,,4 than is actually achieved). When using this approximation,
the analyst is cautioned to select conservative failure rates to account for non-conservative inaccuracies
in the approximation technique.

The approaches described above are different and may not result in the same PFD,,q, depending on the
configuration. Both approaches are discussed further in Annex B with a comparison of the numerical
results. Section 7.0 also uses both solution techniques to solve the Base Case Example. Due to the
wide spread use of FTA, many software packages are available to facilitate the calculations.
These software packages typically use the approximation technique for obtaining the PFD,,4. AS
with any software tool, the User is cautioned to understand the equations, mathematics, and any
simplifying assumptions, restrictions, or limitations.

4  Definition of terms and symbols
Definitions and terminology used in this part are defined in ISA-TR84.00.02-2002 — Part 1.

5 Assumptions for Fault Tree calculations for a SIF
“The following assumptions were used in this part for Fault Tree calculations:

‘5.1  The SIF being evaluated will be designed, installed, and maintained in accordance with ANSI/ISA-
:84.01-1996.

5.2 Component failure and repair rates are assumed to be constant over the life of the SIF.

5.3 Once a component has failed in one of the possible failure modes it cannot fail again in one of the
remaining failure modes. It can only fail again after it has first been repaired. This assumption has been
made to simplify the modeling effort.
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5.4 The sensor failure rate includes everything from the sensor up to the input module of the logic
solver including the process impacts (e.g., plugged impulse line to transmitter).

5.5 The logic solver failure rate includes the input modules, logic solver, output modules and power
supplies. These failure rates typically are supplied by the logic solver vendor.

NOTE |ISA-TR84.00.02-2002 - Part 5 illustrates a suggested method to use in developing failure rate data for the logic solver.

5.6 The final element failure rate includes everything from the output module of the logic solver to the
final element including the process impacts to the final element.

5.7 While dependent failures can be modeled using FTA, it is generally assumed that the failure of
individual components is statistically independent of other component, that is, the failure of any
component is in no way affected by the failure of any other component.

5.8 The Test Interval (TI) is assumed to be much shorter than the Mean Time To Failure (MTTF).

5.9 Itis generally assumed that all repairs are perfect, that is, the repair results in the component being
returned to its normal state. If review of the repair history identifies failures that have not been adequately
repaired, FTA should be used to model imperfect maintenance and repair.

5.10 Itis generally assumed that all testing is perfect, that is, the testing procedure will detect the covert
failure of a component. If review of the testing procedures identifies failures that would not be detected
by the testing procedure, the FTA should be used to model those failures.

5.11 All SIF components have been properly specified based on the process application. For example,
final elements (valves) have been selected to fail in the safe direction depending on their specific
application.

5.12 Itis generally assumed that when a dangerous detected failure occurs, the SIF will take the process
to a safe state or plant personnel will take necessary action to ensure the process is safe (operator
response is assumed to be before a demand occurs and PFD of operator response is assumed to be 0).

NOTE If the action depends on plant personnel to provide safety, the User is cautioned to account for the probability of failure of
personnel to perform the required function in a timely manner.

5.13 The target PFD,,4 and MTTF*""* is defined for each safety instrumented function implemented in
the SIS.

5.14 ISA-TR84.00.02-2002 - Part 3 assumes that the User is familiar with FTA techniques and
understands the principles behind construction of the fault trees. For further information on fault tree
construction, please refer to Probabilistic Risk Assessment® and Guidelines for Chemical Process
Quantitative Risk Ana/ysis(7).

6 Procedure
INTRODUCTION

FTA is generally an iterative process that involves modeling a SIF to determine the PFD, then
modification of the SIF (and associated model) to achieve the target PFD. The fault tree analysis of a SIF
can be broken down into 5 essential steps:

1. SIF Description and Application Information;

2. Top Event Identification;
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3. Construction of the FTA,;

4, Qualitative Examination of the Fault Tree Structure; and

5. Quantitative FTA Evaluation.

The following procedure summarizes the important aspects of how a SIF is modeled using FTA.

6.1 Step 1. SIF description and application information

Calculations to verify the SIF design meets the specified SIL are generally performed during the
Conceptual Design phase of the Safety Life Cycle Model. Consequently, the information required for the
FTA should be well understood and readily available. Critical information to the successful development
of the fault trees is as follows:

« Instrumentation description

«  Process description

«  Support systems (instrument air, cooling water, hydraulic, electrical power, etc.) involved in SIF
operations

- Testing frequency and whether testing is done on-line or off-line

«  Testing procedures and equipment used and likelihood for SIF equipment to be compromised by
testing

+  Failure modes

«  Failure rates

- Diagnostic coverage

« Repair intervals and whether repair is done on-line or off-line

«  Maintenance procedures and likelihood of SIF equipment compromised by repair

- Management of change procedures, frequency of change, and likelihood of error introduced during
change

«  Operating and maintenance discipline, including an estimate of the frequency of human error and
circumstances where incorrect bypassing could occur

« Administrative procedures

+  Common cause failures

«  Systematic failures

« ldentify safety functions and their associated 1/0 and field components
Estimates for many of these factors are application or site specific.

6.2 Step 2. Top event identification
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The FTA process begins with the determination of the Top Event. For SIL determination, the Top Event is
the probability of the SIF to fail on process demand for a given safety function. Fault trees can also be
constructed to determine the potential for the SIF to spurious trip. The structure of the fault tree is
different for SIL determination and spurious tripping, so the Top Event to be modeled must be defined
prior to proceeding with the fault tree analysis.

A process unit often has more than one safety function that will require SIL determination. Each safety
function has a defined Top Event that is associated with a specific process hazard that has been
identified by the Process Hazards Analysis (PHA). The Top Event will, in turn, have failure logic
associated with the event that can be modeled in a Fault Tree. For instance, a furnace might have a tube
rupture Top Event that can be detected with a pass flow measurement. The same furnace might have a
firebox overpressure Top Event that is detected by burner pressure. The tube rupture and firebox
overpressure safety functions would be modeled with separate fault trees, although they may share a
logic solver and a fuel gas shutoff valve. The two safety functions might even have different SIL
requirements.

Only those sensors and final elements that prevent or mitigate the designated event are included in
calculations.

6.3  Step 3. Construction of the fault tree

Once the Top Event has been determined, the fault trees are constructed using appropriate failure logic.
FTA models how the failure of a particular component or set of components can result in the Top Event.
The SIF is analyzed by a top down procedure, in which the primary causes of the Top Event are
identified. The fault tree construction continues by determining the failures that lead to the primary event
failures. The fault tree is constructed using fault tree symbols and logic gates as described in Annex A.

The construction of the fault tree continues until all the basic events that influence the Top Event are
evaluated. ldeally, all logic branches in the fault tree are developed to the point that they terminate in
Basic events. At a minimum, the fault tree logic should include how failures of individual SIF components,
including the various inputs, outputs, and the logic solver, affect the Top Event. SIF component failures
that are Basic events include primary, common cause, and systematic failures.

Random Hardware Failures

Random hardware failures for SIF components are the immediate component failures, of a random
nature. The random hardware failures are typically due to sensor, logic solver, or final element failure.

Common Cause Failures and Systematic Failures

Common cause failures and systematic failures can be due to a single failure event or to a combination of
systematic failure, common cause failure, poor design practices, and/or poor operation/maintenance
practices. If the potential for common cause failures and systematic failures is not evaluated, the PFD
calculation may result in an overly optimistic assessment of the PFD.

When Should Common Cause Failures and Systematic Failures Be Modeled?

Systematic and common cause failures are important considerations in FTA, particularly for SIL 2 and
above applications. When common cause failures and systematic failures are not evaluated, there is an
implicit assumption that good practices for design, installation, operation, maintenance, and management
of change are in place.

+ Good practice can result in a low common cause failure and systematic failure rate, so that the
modeling of only the random hardware failures provides a good estimate of the PFD, for the SIF.
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