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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 10133 was prepared by Technical Committee ISO/TC 188, Small craft.

This third edition cancels and replaces the second edition (ISO 10133:2000), which has been technically revised.
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INTERNATIONAL STANDARD ISO 10133:2012(E)

Small craft — Electrical systems — Extra-low-voltage d.c.
installations

1 Scope

This International Standard establishes the requirements for the design, construction and installation of extra-
low-voltage direct current (d.c.) electrical systems which operate at nominal potentials of 50 V d.c. or less on
small craft of hull length up to 24 m. Conductors that are part of an outboard engine assembly and that do not
extend beyond the outboard engine manufacturer’s supplied cowling are not included.

Additional information to be included in the owner’s manual is listed in Annex B.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

ISO 8846, Small craft — Electrical devices — Protection against ignition of surrounding flammable gases
ISO 10239, Small craft — Liquefied petroleum gas (LPG) systems
ISO 10240, Small craft — Owner’s manual

IEC 60529, Degrees of protection provided by enclosures (IP code)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

equipotential bonding conductor

normally non-current-carrying conductor used to put various exposed conductive parts of electrical devices
and extraneous conductive parts at a substantially equal potential

3.2
engine negative terminal
terminal on the engine, starter or solenoid to which the negative battery cable is connected

3.3

main grounding

earthing point

main point or bus that provides connection to the common ground for the d.c. negative conductor, for a.c.
protective grounding conductors and neutral, where relevant, and where necessary functional grounding

NOTE It may include any conductive part of the wetted surface of the hull in permanent contact with the water,
depending on the overall system design.

3.4
ignition-protected equipment
equipment designed and constructed to give protection against ignition of surrounding flammable gases

NOTE See ISO 8846.

Documents

) Document Sharinngub
© 1SO 2012 — All rights reserved

Full document details: ISO 10133-2012


http://www.avadocuments.com/doc/iso-10133-2012
http://www.avadocuments.com/doc/iso-10133-2012

ISO 10133:2012(E)

3.5

overcurrent protection device

device designed to interrupt the circuit when the current flow exceeds a predetermined value for a
predetermined time

EXAMPLE A fuse or circuit breaker.

3.6

panel board

switchboard

assembly of devices for the purpose of controlling and/or distributing electrical power

NOTE Examples of devices include circuit breakers, fuses, switches, instruments and indicators.

3.7

sheath

uniform continuous tubular protective covering of metallic or non-metallic material, generally extruded, around
one or more insulated conductors

NOTE Examples of suitable material include moulded rubber, moulded plastics, woven sleeving or flexible tubing.

3.8

trip-free circuit breaker

mechanical switching device capable of making, carrying and breaking currents under normal circuit conditions
and also making, carrying for a specified time and breaking currents under specified abnormal circuit conditions,
such as those of short circuits, and which is designed so that the resetting means cannot be manually held in
place to override the current interrupting mechanism

3.9

conduit

part of a closed wiring system of circular or non-circular cross-sections for insulated conductors and/or cables
in electrical installations allowing them to be drawn in and/or replaced

3.10

cable trunking

system of closed enclosures comprising a base with a removable cover intended for the complete surrounding
of insulated conductors, cables, cords and for the accommodation of other electrical equipment

311
system voltage(s)
nominal voltage supplied to the d.c. distribution panel board (switchboard) from the power source

3.12

exposed conductive part

conductive part of electrical equipment, which can be touched and which is not normally live, but which can
become live under fault conditions

3.13

fuse

protective device that interrupts the circuit irreversibly when the current flow reaches a specified value for a
specific time

[SOURCE: ISO 8820-1:2008, 3.1]

3.14
fully insulated two-wire d.c. system
system in which both positive and negative poles remain isolated from the ground (earth)

EXAMPLE Systems in which the positive and negative poles are not connected to the water through a metallic hull,
the propulsion system or earthed through the a.c. protective conductor.

NOTE Some systems may use a momentary ground connection for engine starting purposes and may remain isolated.
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