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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through I1SO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with I1SO, also take part in the
work. 1ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Inter-
national Standard requires approval by at least 75% of the member
bodies casting a vote.

international Standard ISO 10214 was prepared by Technical Committee
ISO/TC 42, Photography.

Annexes A and B of this International Standard are for information only.
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Introduction

The use of photographic materials for the storage of records having a
long-term value has necessitated the development of International
Standards to specify the important considerations in this field. Satisfac-
tory long-term storage is dependent upon three factors:

a) suitability of photographic materials;
b) satisfactory photographic processing conditions;

c) recommended storage conditions.

International Standards have been prepared which specify the material
requirements for silver-gelatin type film (ISO 4331), diazo film
(1SO 8225), and vesicular film (ISO 8718). Specifications for the proper
processing conditions are also included in these documents. ISO 3897,
ISO 5466, and 1SO 6051 specify the storage conditions for photographic
plates, films, and paper prints respectively.

This International Standard is an auxiliary document to the latter three
International Standards and specifies the enclosure materials used in
storage. It pertains to the materials used in filing enclosures and con-
tainers as well as to construction details of folders, sleeves, jackets,
envelopes, and slide mounts. In addition, a photographic activity test is
included for enclosures that are to be stored with photographic ma-
terials.

When filing processed films, plates, or papers, it is customary and good
practice to enclose them in envelopes, sleeves, folders, or other forms
of enclosures to exclude dirt, protect them against mechanical damage,
and facilitate identification and handling.

Storage conditions for photographic records can be designed for ex-
tended preservation or for moderate periods of time. The storage pro-
tection required in each case will differ in degree, depending on the cost
of providing storage facilities, the desired record life, and the frequency
of record use. Storage conditions may be chosen within specified limits
in order to obtain a satisfactory compromise between the degree of
protection required and the practical considerations of immediate
availability. ‘

Specifying the chemical and physical characteristics of the photographic
and enclosure materials does not, by itself, ensure satisfactory storage
behaviour. It is essential also to provide proper storage temperature
and humidity, as well as protection from the hazards of fire, water, and
fungal growth; from contact with certain chemicals in solid, liquid, or
gaseous form; from atmospheric pollutants; and from physical damage.

Furthermore, different photographic materials may respond in different
manners to varying storage conditions. Because solid particles abrade
prints and negatives when being slid in and out of filing enclosures or
when stacked items are sorted, and because such B\rticles can some-

ocuments

Document Sharing Hub
iii

Full document details: ISO 10214-1991


http://avadocuments2026.com/doc/iso-10214-1991
http://avadocuments2026.com/doc/iso-10214-1991

ISO 10214:1991(E)

times be chemically destructive to images and base materials, clean,
dust-free storage areas are essential. Atmospheric conditions — natural
and man-made — should also be controlled since paper or plastic en-
closures are permeable and do not protect the photographic image from
environmental effects. Such effects include non-recommended relative
humidities or atmospheric pollutants such as hydrogen sulfide, sulfur
dioxide, nitrogen oxides, and peroxides.
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