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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with 1SO, also take part in the
work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Inter-
national Standard requires approval by at least 75% of the member
bodies casting a vote.

International Standard 1SO 10345-2 was prepared by Technical Com-
mittee ISO/TC 48, Laboratory glassware and related apparatus, Sub-
Committee SC 5, Quality of glassware.

1ISO 10345 consists of the following parts, under the general title
Glass — Determination of stress-optical coefficient:

— Part 1: Tensile test
— Part 2: Bending test

Annex A of this part of ISO 10345 is for information only.
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INTERNATIONAL STANDARD

ISO 10345-2:1992(E)

Glass — Determination of stress-optical coefficient —

Part 2:
Bending test

1 Scope

This part of ISO 10345 describes the bending test for
determining the stress-optical coefficient of isotropic
glass. The stress-optical coefficient is a character-
istic value of materials and it is necessary for de-
termining the stress from results of measurement
of stress birefringence.

2 Definition

For the purposes of this part of 1ISO 10345, the fol-
lowing definition applies.

2.1 stress-optical coefficient: Ratio of birefringence
effect to applied uniaxial stress on an optical ma-
terial. [ISO 9802[1]]

As 1
=2 T (1)
where

K is the stress-optical coefficient;

As is the optical path difference;

a is the light path in the test specimen
(which is identical with the breadth b of
the test specimen);

G is the tensile or compressive stress.
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NOTE 1  The stress-optical coefficient is a function of the
wavelength. It can be either positive or negative.

3 Principle

Uniaxial loading of the test specimen in the bending
test and stress-optical measurement of the optical
path difference in the range of the invariable trans-
verse moment at the point of maximum compressive
stress and maximum tensile stress (edge of test
specimen).

4 Apparatus

41 Devices for measuring the test specimen di-
mensions, suitable for measuring the breadth 5 and
height # of the test specimen to the nearest
0,01 mm.

4.2 Apparatus, consisting of stressing equipment
and polarization measuring equipment.

The stressing equipment (see figure 1) consists es-
sentially of two specimen supports and two bending
edges with loading pieces to be hung on gimbals.
The ratio of the support span 4 to the distance of the
bending edges /, should be 5:1 (see figure2), for
example k=100 mm and /[, =20 mm. The four
edges shall be of a minimum length of 24 mm. The
mass of the loading piece to be applied depends on
the loading bearing capacity of the test specimen.
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