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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 10483-1 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 3, 
Electrical and electronic equipment. 

This second edition cancels and replaces the first edition (ISO 10483-1:1993), which has been technically 
revised. A new schematic and tolerances appropriate to test parameters and test equipment have been 
introduced. The test circuits have been revised according to ISO 12343, with the general test circuits, as well 
as test models, being considered in Annexes C to E. 

ISO 10483 consists of the following parts, under the general title Road vehicles — Intelligent power switches: 

 Part 1: High-side intelligent power switch 

 Part 2: Low-side intelligent power switch 
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Road vehicles — Intelligent power switches — 

Part 1: 
High-side intelligent power switch 

1 Scope 

This part of ISO 10483 specifies the minimum requirements for high-side intelligent power switches (HSIPS) 
installed on road vehicles with 12 V or 24 V nominal supply voltage. These switches are intended primarily for 
automotive applications (lamps, motors, relays, etc.). 

The numerical values in parentheses refer to 24 V nominal vehicle supply voltage systems. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 7637-1, Road vehicles — Electrical disturbances from conduction and coupling — Part 1: Definitions and 
general considerations 

ISO 7637-2, Road vehicles — Electrical disturbances from conduction and coupling — Part 2: Electrical 
transient conduction along supply lines only 

3 Terms and definitions 

For the purposes of this part of ISO 10483, the following terms and definitions apply. 

3.1 
intelligent power switch 
IPS 
single solid-state on/off switch with self-protection, functional status information and positive logic level input 

3.2 
high-side intelligent power switch 
HSIPS 
single solid-state on/off switch whose switching part is between the positive supply and the load, and having 
self-protection and automatic recovery, functional status information and positive logic level input 

3.3 
free air conditions 
conditions under which the component is used without additional heat sink and forced cooling 
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3.4 
rated current 
Irate 
current causing a voltage drop of 0,5 V across the power supply pin and the load pin, at specified case 
temperature and at the supply voltage of the system 

NOTE Rated current is defined only for a consistent comparison between devices from different sources. In use, the 
voltage drop will depend on the application. 

3.5 
maximum continuous current 
Imax 
maximum current which does not activate self-protection at a specified case temperature and at the supply 
voltage of the system 

3.6 
overcurrent 
Iov 
minimum current which causes the switch to change from its normal function to a self-protection mode of 
operation 

3.7 
supply quiescent current 
Isq 
current flow at a short-circuit of the load, with the switch in the self-protecting mode, the status output an open 
circuit and the input grounded 

3.8 
inductive load at rated current 
Lrate 
maximum inductance connected in series with a specified resistance which can be driven without freewheel 
diode 

3.9 
inductive load at maximum current 
Lmax 
maximum inductance connected in series with a specified minimum resistance which can be driven without 
freewheel diode 

3.10 
propagation delay time at open load 
tpol 
duration between the falling edge of the input signal and the rising edge of the status signal, at permanent 
open load and under given conditions 

3.11 
propagation delay time at overload 
tpovl 
duration between the falling edge of the input signal and the rising edge of the status signal, at overload 

3.12 
open load condition 
Iol 
condition under which the current is less than the threshold current 
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3.13 
overload condition 
condition under which the switch is in the self-protected state 

3.14 
thermal protection 
ability of the switch to protect itself against over-temperature by switching off the load current 

4 Main characteristics 

4.1 Switch description 

The HSIPS shall have two main functions: 

a) the switching function; 

b) the protection of the switch and of the connected circuit, indicated by a single status bit information of the 
state of the load of the switch. 

The switch shall be a five-pin component, as shown in Figure 1. 

 

Key 

Terminals of HSIPS 
1 input 
2 status 
3 power supply 
4 to load 
5 Ground 
Connected functions 
6 Common return 
7 Device to be switched, forming a load of the HSIPS 

Figure 1 — HSIPS main functions 

4.2 Functions 

4.2.1 Input 

4.2.1.1 Description 

Logic “0” on the input shall cause the off state of the switch. 

Logic “1” on the input shall cause the on state of the switch, except in overload conditions. 

The switch shall be also in the off state when the input is not connected. 
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For the truth table, see Annex A. 

4.2.1.2 Trigger levels 

The trigger levels shall be as given in Table 1. 

Table 1 — Trigger levels 

Triggering level 
V Parameter 

min. max. 

Ut− 0,8 — 

Ut+ — 2 

Hysteresis (Ut+) – (Ut−) 0,5 — 

 

4.2.1.3 Pull-down impedance 

The pull-down impedance of the input shall be between 10 kΩ and 50 kΩ. 

4.2.2 Status 

4.2.2.1 Description 

The status output type shall be an open drain or an open collector. 

When the input is at logic ”1”, the status bit indicates with logic “0”, which indicates 

a) an open load circuit, or 

b) an overload condition, 

corresponding to a low impedance of the status output to Ground. 

Otherwise, the status bit is at logic “1”, which corresponds to a high impedance of the status output to Ground.  

For a description of status information at open load and overload, see Figure 2. 

For the truth table, see Annex A. 
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