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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

ISO 10523 was prepared by Technical Committee ISO/TC 147, Water quality, Subcommittee SC 2, Physical,
chemical and biochemical methods.

This second edition cancels and replaces the first edition (ISO 10523:1994), which has been technically

revised.
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Introduction

The measurement of the pH value of water is of great importance for many types of sample. High and low pH
values are toxic for aquatic organisms, either directly or indirectly. The pH value is the most useful parameter
in assessing the corrosive properties of an aquatic environment. Also, it is important for the effective operation
of water treatment processes and their control (e.g. flocculation and chlorine disinfection), control of
plumbosolvency of drinking waters and biological treatment of sewage and sewage discharges.

The electrometric methods addressed in this International Standard are based on measuring the potential
difference of an electrochemical cell where one of the two half-cells is a measuring electrode and the other is
a reference electrode. The potential of the measuring electrode is a function of the hydrogen ion activity of the
measuring solution (Reference [5]).

In view of its great practical importance, universality and exactitude, only measuring using the pH glass
electrode is described in this International Standard.

In the reference electrode, electrolytes applied can be in liquid, polymer or gel form.
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