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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 10955 was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles,
Subcommittee SC 12, Mechanical system patrts.
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INTERNATIONAL STANDARD ©ISO ISO 10955:1999(E)

Aerospace — End-fittings and turnbarrels for aircraft
control wire rope — Technical specification

1 Scope

This International Standard specifies the characteristics, the inspection and test methods as well as the quality
assurance requirements for:

O end-fittings swaged on wire ropes, as specified in ISO 9737, 1ISO 9747, 1SO 9748, ISO 9749, 1SO 9759 and
ISO 9760,

O wire rope turnbarrel parts, as specified in ISO 9736, ISO 9738, ISO 9757, ISO 9758 and ISO 9761, and
O wire rope turnbarrel assemblies (as defined in 3.1),
used in aircraft controls.

This International Standard is applicable to the parts cited above providing that reference is made to it in the product
standard or the definition document.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 2020-1:1997, Aerospace — Preformed flexible steel wire rope for aircraft controls — Part 1: Dimensions and
loads.

ISO 2859-1:—1), Sampling procedures for inspection by attributes — Part 1: Sampling plans indexed by acceptable
quality level (AQL) for lot-by-lot inspection.

ISO 5855-2:—32), Aerospace — MJ thread — Part 2: Limit dimensions for bolts and nuts.
ISO 8074:1985, Aerospace — Surface treatment of austenitic stainless steel parts.

ISO 8785:1998, Geometrical Product Specification (GPS) — Surface imperfections — Terms, definitions and
parameters.

ISO 9001:1994, Quality systems — Model for quality assurance in design, development, production, installation and
servicing.

ISO 9002:1994, Quality systems — Model for quality assurance in production, installation and servicing.

1) To be published. (Revision of ISO 2859-1:1989)
2) To be published. (Revision of ISO 5855-2:1988) Documents
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ISO 9003:1994, Quality systems — Model for quality assurance in final inspection and test.

ISO 9736:1999, Aerospace — Eye-ends, in corrosion-resistant steel, threaded, for aircraft control wire rope —
Dimensions and loads.

ISO 9737:1999, Aerospace — Eye-ends, in corrosion-resistant steel, swaged on aircraft control wire rope —
Dimensions and loads.

ISO 9738:1999, Aerospace — Turnbarrels, for aircraft control wire rope — Dimensions and loads.

ISO 9747:1999, Aerospace — Double-shank ball-ends, in corrosion-resistant steel, swaged on aircraft control wire
rope — Dimensions and loads.

ISO 9748:1999, Aerospace — Ball-ends, in corrosion-resistant steel, swaged on aircraft control wire rope —
Dimensions and loads.

ISO 9749:1999, Aerospace — Stud-ends, in corrosion-resistant steel, swaged on aircraft control wire rope —
Dimensions and loads.

ISO 9757:1999, Aerospace — Fork-ends, in corrosion-resistant steel, threaded, for aircraft control wire rope
turnbarrels — Dimensions and loads.

ISO 9758:1999, Aerospace — Fork-ends, in corrosion-resistant steel, threaded, for rolling bearings, for aircraft
control wire rope — Dimensions and loads.

ISO 9759:1999, Aerospace — Fork-ends, in corrosion-resistant steel, swaged aircraft control wire rope —
Dimensions and loads.

ISO 9760:1999, Aerospace — Fork-ends, in corrosion-resistant steel, swaged on aircraft control wire rope, for
rolling bearings — Dimensions and loads.

ISO 9761:1999, Aerospace — Locking clips, in corrosion-resistant steel, for aircraft control wire rope turnbuckles —
Dimensions.

ISO 9762:1999, Aerospace — Aircraft control wire rope assemblies — Dimensions and end-fitting combinations.

ISO 9763:1999, Aerospace — Aircraft control wire rope assemblies — Technical specification.

3 Terms and definitions

For the purposes of this International Standard, the following terms and definitions apply.

3.1

wire rope turnbarrel assemblies

assemblies consisting of two preformed flexible steel wire ropes, which have a swaged end-fitting on one side and a
threaded end-fitting on the other

NOTE 1 The threaded ends are connected by means of a turnbuckle and secured by means of a locking clip.
NOTE 2  Specifications for turnbarrels and locking clips are given in ISO 9738 and ISO 9761, respectively.

3.2
surface imperfections
burrs, cracks, laps and scratches as defined in ISO 8785

3.3

manufacturing batch

number of elements with the same identity block, produced within the same production cycle, manufactured from
the same batch of raw material and subjected to the same heat treatment
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34

delivery batch

(homogeneous) batch from the same manufacturing batch for which the sampling plan applies to the whole of this
delivery batch

35

delivery batch

(heterogeneous) batch made up of several manufacturing batches for which the sampling plan applies to each
manufacturing batch

4 Requirements

The requirements are given in Table 1 and, unless otherwise specified, they also apply to ready for use parts. The test
temperature shall, unless otherwise specified, be ambient temperature. These requirements shall be taken into account
along with the conditions which figure in all the other standards or specifications cited in the product standards or the

definition documents for end-fittings and cable turnbarrels.

Table 1 — Technical requirements and inspection and test methods

Full document details: ISO 10955-1999

No. | Characteristic Technical requirements Inspection and test methods Qa2 Ab
4.1 |Dimensions and |In accordance with the product Usual measuring instruments. x x
masses standards or definition documents.
Thread: GO-NO GO gauge.
4.2 |Material In accordance with the product Chemical analysis or by the %
standards or definition documents. intermediary of a certificate of
conformity supplied by the
manufacturer for the half-finished
product.
4.3 |Surface In accordance with the product In accordance with the surface x x
treatment standards or definition documents. treatment standard.
4.4 |Surface In accordance with the product Usual instruments or visuotactile x
roughness standards or definition documents. samples.
4.5 |Surface Absence of any surface imperfections | Usual inspection methods. x x
appearance other than those permitted in 4.9.
Burrs acceptable in the thread/groove
area for the locking clip if they do not
hinder assembly of the end-fitting and
the locking clip.
4.6 |Marking In accordance with the product Visual examination. x x
standards or definition documents.
It shall be legible and shall not
damage the material or affect proper
operation.
4.7 |Left-hand thread | In accordance with the product Visual examination. x x
mark standards or definition documents.
4.8 |Thread External thread rolled and free of Visual examination. x x
burrs.
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