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Foreword 

IS0 (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (IS0 member bodies). The work of 
preparing International Standards is normally carried out through IS0 
technical committees. Each member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard IS0 11007 was prepared by Technical Committee 
ISO/TC 28, Petroleum products and lubricants. 

Annexes A and B of this International Standard are for information only. 
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INTERNATIONAL STANDARD @ IS0 IS0 11007:199i(E) 

Petroleum products and lubricants - Determination of rust-prevention 
characteristics of lubricating greases 

WARNING - The use of this International Standard may involve hazardous materials, operations and equipment. 
This standard does not purport to address all of the safety problems associated with its use. It is the responsibility 
of the user of this standard to establish appropriate safety and health practices and determine the applicability 
of regulatory limitations prior to use. 

1 Scope 

This International Standard specifies a method for the 
determination of the rust-prevention characteristics 
of lubricating grease in the presence of an aqueous 
test fluid. 

2 Normative references 

The following standards contain provisions which, 
through reference in this text, constitute provisions of 
this International Standard. At the time of publication, 
the editions indicated were valid. All standards are 
subject to revision, and parties to agreements based 
on this International Standard are encouraged to 
investigate the possibility of applying the most recent 
editions of the standards indicated below. Members 
of IEC and IS0 maintain registers of currently valid 
International Standards. 

IS0 15: 1981, Rolling bearings - Radial bearings - 
Boundary dimensions - General plan. 

IS0 648:1977, Laboratory glassware - One-mark 
pipettes. 

IS0 3696:1987, Water for analytical laboratory use - 
Specification and test methods. 

IS0 3838:1983, Crude petroleum and liquid or solid 
petroleum products - Determination of density or 
relative density - Capillary-s toppered p yknometer and 
graduated bicapillary p yknometer methods. 

IS0 7120:1987, Petroleum products and lubricants - 
Petroleum oils and other fluids - Determination of 
rust-preventing characteristics in the presence of 
water. 

3 Principle 

A test portion of grease is run in a specialized and 
carefully cleaned test rig under prescribed conditions 
for a total of 24 h, in three separate 8 h periods, after 
introduction of an aqueous test fluid. At the end of 
the test period, the apparatus is dismantled and the 
condition of the outer ring track of the bearing is 
examined for corrosion and rated on an arbitrary 
scale. 

4 Reagents and materials 

During the analysis, use only reagents of recognized 
analytical grade. 

4.1 Wash solvent, consisting of low-sulfur, low 
aromatic, low volatility hydrocarbon. 

NOTE 1 White spirit to British Standard BS 245 or mineral 
spirit to ASTM D 235 (all classes) is suitable (see annex B). 

4.2 Water, conforming to grade 3 of IS0 3696. 

NOTE 2 Water as defined in 4.2 is used as a wash solvent 
but water quality in the test fluids (4.3) is critical, and for 
these a different grade is specified. 

4.3 Test fluid. Use one of the following types: . 

a) water conforming to grade 2 of IS0 3696, or 

b) synthetic sea water conforming to the 
specification given in IS0 7120, or 
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c) an 0,5 mol/l solution of sodium chloride prepared 
using water conforming to grade 2 of IS0 3696, 
at a pH of 8,0 to 8,2, by titration with sodium 
hydroxide solution. 

NOTE 3 Other water types can be used in this test, 
although the precision when using other water types has 
not been determined. It is recommended that the pH of 
other water types is determined before use. 

4.4 Propan-2-01. 

4.5 Ammonia solution, 3,2 mol/l concentration. 

NOTE 4 The ammonia solution is equivalent to a tenfold 
dilution of 35 % ammonia solution (p = 880 kg/m3) with 
water conforming to grade 3 of IS0 3696. This ammonia 
concentration is critical to the results of the test. 

4.6 Solvent rinse solution, consisting of nine 
volumes of propan-2-01 (4.4) mixed with one volume 
of ammonia solution (4.5). 

4.7 Silver nitrate solution, 0,l mol/l concentration. 

4.8 Cloth, absorbent, lint-free. 

4.9 Protective gloves, smooth, clean polyvinyl 
chloride (PVC), or polyethylene, or nitrile, or latex. 

4.10 Filter paper, any suitable absorbent grade. 

5 Apparatus 

5.1 Test rig, power-operated with all the test 
bearings mounted on a single shaft. The rig shall 
consist of a steel shaft coated with polyamide, and 
polyamide plummer blocks. 

NOTE 5 A suitable rig is detailed in annex A’) 

5.2 Test bearing: Use a double row self-aligning ball 
bearing (30 mm x 72 mm x 19 mm), conforming to 
1306K of IS0 15, with a steel cage, specially 
inspected and packed to prevent rust. In cases of 
dispute, use the test bearing specified in note 6 as 
the referee bearing. 

NOTE 6 Precision has only been evaluated on SKF 
1306K/236 725 bearings. 

5.3 Dentist’s mirror, no magnification. 

5.4 Pipette, conforming to IS0 648, capacity 10 ml. 

5.5 Oven, capable of maintaining a temperature of 
90 OC t 2 OC. 

6 Preparation of apparatus 

6.1 Remove all traces of grease from previous tests 
by wiping the plummer blocks. Wash the plummer 
blocks in solvent rinse solution (4.6) followed by 
water (4.2). Dry thoroughly using a cloth (4.8). 

Where previous tests have been carried out with 
either synthetic sea water or salt water, pour a few 
drops of silver nitrate solution (4.7) into the plummer 
block. Withdraw a sample of the silver nitrate 
solution using a clean pipette, and inspect for 
milkiness or a white precipitate. If a white precipitate 
appears, rinse the plummer block with hot water 
(4.2) and repeat this washing until a withdrawn 
sample is clear. 

6.2 Wear protective gloves (5.4) for all subsequent 
handling. Use two new bearings for each test. 

6.3 Number the bearings on the outside diameter of 
the outer ring but do not use acid etching. 

NOTE 7 An electric pen, grounded (earthed) on the outer 
ring surface, is a suitable means of marking. 

6.4 Wash the bearings in wash solvent (4.1) at 
50 OC to 65 OC, to remove the rust-preventative. 
Repeat the wash using fresh portions of hot wash 
solvent until the rust-preventative has been 
completely removed. In cases of dispute, 
white spirit (note I) is the referee solvent. 

NOTE 8 The complete removal of the rust-preventative is 
critical to the precision of this International Standard. 
Failure to remove the material wholly will invalidate results. 

6.5 Transfer the bearings from the wash solvent to 
the solvent rinse solution (4.6) to remove any solvent 
remaining. Rinse the bearings and rotate the outer 
ring slowly relative to the inner ring, whilst the 
bearing is immersed in freshly-made solvent rinse 
solution heated to a minimum of 65 OC. 

CAUTION - The washing temperatures specified are 
significantly higher than the closed flash point of the 
solvent. Therefore carry out the washing operations 
in a well-ventilated hood where no flames or other 
ignition sources are present. 

I) A list of suppliers of suitable test rigs is available from ISO/TC 28 Secretariat. 
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