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Foreword 
IS0 (the International Organization for Standardization) is a worldwide federation of 
national standards bodies (IS0 member bodies). The work of preparing International 
Standards is normally carried out through IS0 technical committees. Each member 
body interested in a subject for which a technical committee has been established has 
the right to be represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the technical committees are circulated to 
the member bodies for approval before their acceptance as International Standards by 
the IS0 Council. They are approved in accordance with IS0 procedures requiring at 
least 75 % approval by the member bodies voting. 

International Standard IS0 1106/3 was prepared by Technical Committee ISO/TC 44, 
Welding and allied processes. It cancels and replaces IS0 Recommendation 
R 947-1969, of which it constitutes a technical revision. 

0 International Organization for Standardization, 1984 

Printed in Switzerland 
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INTERNATIONAL STANDARD IS0 1106/3-1984(E) 

Recommended practice for radiographic examination of 
fusion welded joints - 
Part 3 : Fusion welded circumferential joints in steel pipes 
of up to 50 mm wall thickness 

0 Introduction 

The detection of flaws in an item submitted to X- or 
y-radiographic examination depends on the particularities of 
the technique employed. 

Since the quality of the radiograph cannot be fully ensured by 
the use of an image quality indicator WI), this part of IS0 1106 
indicates the procedures necessary to obtain comparable 
radiographs from different origins (see 6.7). 

This part of IS0 1106 should have the effect of ensuring more 
unified practice and thus simplify the interpretation of 
radiographs. 

1 Scope 

This part of IS0 1106 specifies general techniques of weld 
radiography with the object of enabling satisfactory results to 
be obtained economically. The techniques are based on 
generally accepted practice and the fundamental theory of the 
subject. 

2 Field of application 

This part of IS0 1106 applies to the radiographic examination 
of circumferential welded joints in steel pipes of up to 50 mm 
wall thickness. 

It does not lay down radiographic criteria of acceptance for the 
joints, but is concerned with the radiographic techniques to be 
used. 

NOTES 

1 Besides its conventional meaning, “pipe” as used in this part of 
IS0 1106 should be understood to cover other cylindrical bodies, such 
as tubes, penstocks, boiler drums and pressure vessels. 

2 The IQ1 values to be accepted for the different types of welded 
structures are not within the scope of this part of IS0 1106. However, 
if the techniques described are used correctly, it should be possible to 
obtain, without difficulty, the IQI values listed in IS0 2504 as minimum 
requirements. 

However, for double wall techniques (see 7.1.1.3 and 7.1 J.4; 7.1.2.3 
and 7.1.2.4, the steel thickness indicated in IS0 2504 refers to the 
double wall thickness. 

3 References 

IS0 1027, Radiographic image quality indicators for non- 
destructive testing - Principles and identification. 

IS0 2504, Radiography of welds and viewing conditions for 
films - Utilization of recommended patterns of image quality 
indicators KW. 

IS0 5576, Industrial radiology - Non-destructive testing - 
Vocabulary. 1) 

IS0 5579, Non-destructive testing - Radiographic examin- 
ation of metallic materials by X- and gamma-rays - Basic 
rules. 2) 

IS0 5580, Non-destructive testing - Industrial radiographic 
illuminators - Minimum requirements. 2) 

IS0 7004, Photography - Industrial radiographic film - 
Determination of IS0 speed and IS0 average gradient when 
exposed to X- and y-radiation3 

IRCP Publication 9, Recommendations of the International 
Commission on Radiological Protection. 

1) At present at the stage of draft. (Revision of Appendix-1969 to ISO/R 947, ISO/R 1027 and ISO/R 1106.) 

2) At present at the stage of draft. 
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4 Definitions 

For the purpose of this part of IS0 1106, the definitions given in 
IS0 5576 apply. 

5 Classification of radiographic techniques 

The radiographic techniques are divided into two classes : 

class A : general techniques for X- and Y-ray examination; 

class B : techniques for X- and Y-ray examination 
greater sensitivity in the detection of defects. 

with 

Most applications are covered by the use of class A tech- 
niques. Class B techniques are intended for more important 
and difficult applications where those of class A may be insuf- 
ficiently sensitive to reveal all the defects desired to be 
detected. Class B comprises techniques in which only fine- 
grain films and lead screens are used; they therefore generally 
require longer exposures. 

Further details a re given in clause 
paragraph of 7.9 should be noted. 

7; in particular the final 

6 General 

61 . Protection against ionizing radiations 

WARNING - Exposure of any part of the human body to 
X-rays or y-rays can be highly injurious to health. 
Wherever X-ray equipment or radioactive sources are in 
use, adequate precautions shall be taken to protect the 
radiographer and any other person in the vicinity. 

Local or national safety precautions at present 
X- and y-rays shall be strictly observed. 

in force against 

In default of such 
Publication 9. 

regulations, reference shall be made to IRCP 

62 . Surface preparation 

In order to simplify interpretation of the radiographs, it is ad- 
visable to remove surface irregularities before taking radio- 
graphs. In general, surface preparation is not necessary for 
radiography, but where surface irregularities might cause dif- 
ficulty in detecting internal defects, the surface should be 
ground smooth. 

6.3 Location of the weld in the radiograph 

Markers, usually in the form of lead arrows or other symbols, 
should be placed on each side of the weld, so that its position 
can be identified on the radiograph. This may not be necessary 
if the reinforcement is retained. 

6.4 Identification of radiographs 

Lead letters or symbols should be affixed to each section of the 
weld being radiographed. The images of t ,hese letters should 

appear in the 
the section. 

radiograph to ensure unequivocal identification of 

6.5 Marking 

In general, permanent markings on the piece will provide 
reference points for the accurate relocation of the position of 
each radiograph. Where the nature of the material and its ser- 
vice conditions render stamping impossible, other suitable 
means for relocating the radiographs should be sought. This 
may be done by paint marks or by accurate sketches. 

6.6 Overlap of films 

When radiographing a continuous length of weld with separate 
films, the separate films should overlap by at least 10 mm to en- 
sure that no portion of the weld length remains unexamined. 

6.7 Image quality indicator 

An image quality indicator (01) of mild steel, of a type specified 
in IS0 1027 and agreed between the contracting parties, 
should be placed on the surface facing the source of radiation, 
and, depending upon its type, adjacent to or across the weld. 
Only where this surface is inaccessible should the IQI be placed 
on the film side. If this has to be done, a lead letter “F” should 
be placed near the 101, and this should also be mentioned in the 
test report, as the IQI indication does not have the same mean- 
ing when the IQ1 is placed in this position. In these cases it may 
be necessary to make special comparison exposures with an IQI 
in the two locations. For details of the recommended types of 
IQI, see IS0 1027. 

In cases where a continuous strip of film is used, wrapped 
round the pipe, with the source located centrally, three IQ1 ap- 
proximately equally spaced should be used, unless otherwise 
agreed between the contracting parties. 

If the film is to be cut into shorter lengths for processing, the 
number of IQ1 used should be sufficient for an IQI image to ap- 
pear on each length of film. 

In the case of the set-up described in 7.1.1.3, the IQI should be 
placed close to the weld on the surface of the pipe facing the 
radiation source. 

For further details, refer to IS0 2564. 

7 
rad 

Recomme 
iographs 

nded techniques for making 

7.1 Setting-up of the films and of the source of 
radiation 

7.1.1 Relative position of films and sources, depending 
on the size and accessibility of the joints 

7.1.1.1 Film inside, source of radiation outside (see figure 1) 

The source of radiation should be placed at a distance from the 
weld as defined below (see 7.61, the axis of the cone of radi- 

2 
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ation being 
weld centre. 

normal to the surface under examinatjon at the 

The cassette shou Id be placed on the corresponding 
the pipe, in close contact with the weld. 

area inside 

7.1.1.2 Film outside, source of radiation inside (see figures 2 
and 3) 

The source of radiation should be set up inside the pipe, on the 
axis of the pipe if possible, though otherwise it may be placed 
eccentrically in the plane of the weld, the axis of the cone of 
radiation being normal to the surface under examination at the 
weld centre. 

The cassette should be placed on t he corresponding 
outside the pi pe, in close contact with th e weld. 

7.1.1.3 Film and source of radiation outside : double wall, 
double image (see figure 4) 

The source of radiation should be placed at a distance as de- 
fined below (see 7.6) in a position so that the axis of the cone of 
radiation is inclined to the axis of the pipe, and passes through 
the centre of the plane of the weld. 

The cassette containing the film, which should be of sufficient 
dimensions to contain the images of the weld, should be placed 
against the pipe wall further from the source, and disposed in 
such a manner that the axis of the cone of radiation passes 
through the weld centre. 

7.1.1.4 Film and source of radiation outside : double wall, 
single image (see figure 5) 

The source of radiation should be placed so as to achieve the 
minimum focus-to-film distance compatible with the source 
size and wall thickness to be examined. If possible, the source 
should be in contact with the pipe, with the radiation passing 
through the parent metal adjacent to the weld, but this may not 
be possible with small diameter pipes. 

The film should be placed on the side of the pipe furthest from 
the source of radiation, in close contact with the weld, the axis 
of the cone of radiation passing through the centre of the por- 
tion of weld under examination. 

7.1.2 Gene ral guidanc 

appro priate technique 
e on the selection of the 

7.1.2.1 Film inside, source of radiation outside (see figure 1) 

The technique should be used for large cylindrical bodies, 
where the limitation (see 7.7) of maximum area to be examined 
permits the use of long films whilst keeping the source-to-film 
distance within reasonable limits. 

7.1.2.2 Film outside, source of radiation inside (see figures 2 
and 3) 

Where applicable, this technique should be considered as the 
most convenient, because with the source situated at or near 

the centre, there is no restriction regarding the length of weld 
examined. For large diameter pipes, conventional equipment 
may be used and for small diameters special hollow-anode 
X-ray tubes or Y-ray sources may be used. This technique is 
particularly recommended for thick-wall pipes of small 
diameter. 

7.1.2.3 Film and source of radiation outside - double wall, 
double image (see figure 4) 

This technique should only be used for pipes having a diameter 
not exceeding approximately 100 mm, the necessary source-to- 
film distance being too large with larger diameters; it should 
also be noted that the increase of wall thickness to be 
penetrated, off-normal, restricts the length of weld which can 
be properly radiographed with a single exposure. 

7.1.2.4 Film and source of radiation outside - double wall, 
single image (see figure 5) 

This technique will give the best result for pipes not accessible 
from the inside, with diameters larger than approximately 
100 mm. 

NOTE - Whenever possible, in particular when a large part of the 
radiation beam is used for covering the area to be irradiated, it is 
recommended that operators should set up the equipment in such a 
way that the axis of the X-ray tube is parallel to the pipe to be 
radiographed. This ensures the best image definition even at the ex- 
tremities of the film, and a more uniform distribution of the intensity of 
the radiation. 

7.2 Films and screens 

The films (see IS0 5579 and IS0 7004) to be used for class A 
shall be at least medium-grain, while for class B they shall be at 
least fine-grain. 

For X- and y-rays using iridium-192(192lr), front and back inten- 
sifying lead screens shall have, for both class A and class B, a 
thickness between 0,02 and 0,25 mm. 

In general, with 
posure times. 

X-rays, screens will permit shorter ex- 

For X-ray voltages below 120 kV, no front screen is necessary, 
although a thin lead screen is sometimes useful to reduce scat- 
tered radiation. 

For y-rays from cobalt-60 PCo), front and back screens of 
copper, steel or other metals or alloys of medium atomic 
number or also lead may be used. 

For these screens, the thickness shall be 0,2 to 0,5 mm. 

In cases where a double film technique is used, the inter- 
mediate screen should also be within the thickness range 
specified above. 

The use of salt-intensifying screens is not recommended, but if, 
owing to unavoidable circumstances, they have to be used, 
they should be of the “high definition” type. Their use shall be 
recorded in the test report as, in general, they cause a loss of 
definition in the radiographic image. 
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