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IS0 11091:1994(E) 

Foreword 

IS0 (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (IS0 member bodies). The work of 
preparing International Standards is normally carried out through IS0 
technical committees. Each member body interested in a subject for which 
a technical committee has been established has the right to be 
represented on that committee. International organizations, governmental 
and non-governmental, in liaison with ISO, also take part in the work. IS0 
collaborates closely with the International Electrotechnical Commission 
(IEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an International 
Standard requires approval by at least 75 % of the member bodies casting 
a vote. 

International Standard IS0 11091 was prepared by Technical Committee 
lSO/TC 10, Technical drawings, product definition and related documen- 
tation, Subcommittee SC 8, Construction documentation. 

Annexes A and B of this International Standard are for information only. 

0 IS0 1994 

All rights reserved. Unless otherwise specified, no part of this publrcatron may be reproduced 
or utrlrzed In any form or by any means, electronrc or mechanical, rncludrng photocopying and 
mrcrofrlm, without permissron In writing from the publtsher. 

lnternatronal Organrzatron for Standardrzatron 
Case postale 56 . CH-1211 Geneve 20 . Switzerland 

Printed in Swrtzerland 

ii 

Full document details: ISO 11091-1994

http://www.avadocuments.com/doc/iso-11091-1994
http://www.avadocuments.com/doc/iso-11091-1994


INTERNATIONAL STANDARD o IS0 IS0 11091:1994(E) 

Construction drawings - Landscape drawing practice 

1 Scope 

This International Standard establishes general rules and specifies graphical symbols and simplified representations 
for landscape drawing practice. 

The graphical symbols and simplified representation are jointly referred to as conventions. The conventions given in 
International Standards which are applicable to landscape drawings are presented in annex A. 

2 General rules 

The extent of information shown on landscape drawings will depend on the degree of accuracy required by the 
type of work. 

Production drawings shall be adequately dimensioned to allow for accurate setting out. 

In certain circumstances it is desirable to make final adjustments on site (e.g. tree positions). In such cases 
drawings shall be suitably annotated. 

Existing and proposed levels shall be shown, either as spot levels or as contours or both where appropriate. The 
vertical interval of contours and the spacing of grid levels depend on the character of the site and the nature of the 
project. 

Similar areas shown on different drawings should be appropriately cross-referenced. 

3 Conventions 

If necessary, the convention (graphical symbol or simplified representation) can be completed by 

- text; 

- designations or abbreviations explained on the drawing or associated documents; 

- complementary additions to conventions in order to communicate further information. 

Nonstandardized conventions shall be explained on the drawing. 
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IS0 11091:1994(E) 0 IS0 

Reference 
No. 

Element Convention Applied example Comment 

3.1 Subdivision of ------ Thin dashed line; 
plant beds/grass areas may be hatched or 

shaded 

3.2 Tangent point or 
point of transition 8 

3.3 Existing contour 

3.4 Proposed contour Thick continuous line 

For 3.3 and 3.4, the 
numerical value for level 
may be inserted on the 
contour line 

3.5 

3.6 

No-cut no-fill line 

Outline of areas to 
be protected 

_-UC 

- - --- 

Freehand thin chain line w-w 
Thick charn line; area ma\ 
be hatched or shaded 

Applied example shows: 

A = Tree to be protected 

A B = Trunk to be protected M-w 

B 

3.7 Outline of existing 
shrub and 
woodland areas 

Thin continuous irregular 
line 

3.8 Outline of 
proposed shrub 
and woodland 
areas 

Thick continuous irregular 
line 
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0 is0 IS0 11091:1994(E) 

Reference 
No. 

Element Convention Applied example Comment 

3.9 General area to be \\\ Thin dashed line; this 
removed 1-l-L symbol is an alternative tc 

\\\ IS0 7518 

3.10 Embankment Thin line (shown only if 
contours are not used) 

Top and bottom edges 
may be indicated by thin 
continuous lines 

3.11 Direction of flow, 
e.g. land 
drains/subsurface 
drains, etc. 

Thin continuous line; 
arrow indicates direction 
of fall (cf. IS0 4067-61 

3.12 Fence +t- h Th&kjthin continuous 

Applied example is a 
combination of 3.12 and 
3.13 

3.13 

3.14 

Stile 

Retaining wall 

Thick line 

;Ttsk/thin continuous 

Retained side 

3.15 Sheet pile m- Thick line 

3.16 Grass May be designated by 
text instead of shading 

3.17 Plant bed Hard landscape drawings 
only 
(see figure A.2) 
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