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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with 1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard 1SO 11106-1 was prepared by Technical Committee
ISO/TC 42, Photography.

ISO 11106 consists of the following parts, under the general title
Photography — Slide trays for projectors:

—  Part 1: Straight slide tray, open type (European design)
—  Part 2: Straight slide tray, closed type (Japanese design)

Annex A of this part of ISO 11106 is for information only.
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Photography — Slide trays for projectors —

Part 1:
Straight slide tray, open type (European design)

1 Scope

This part of ISO 11106 specifies the essential dimensions of a straight slide tray, open type (European design), for
projector slides of the preferred international nominal size 5 cm x 5 cm complying with 1ISO 1755, with a capacity of
36 slides or 50 slides. It includes a testing gauge for checking the tray profile and gear system.

In this design, the slide tray is placed upright into the projector and the slides are lifted approximately 9 mm out of
the tray and then pushed sideways into the projector. Slides remain fully accessible when the tray is inserted in the
projector and can be removed and reinserted.

This part of ISO 11106 is intended to facilitate the manufacture, use and interchangeability of straight slide trays in
different slide projectors which are designed for this type of tray.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this part of
ISO 11106. At the time of publication, the editions indicated were valid. All standards are subject to revision, and
parties to agreements based on this part of ISO 11106 are encouraged to investigate the possibility of applying the
most recent edition of the standards indicated below. Members of IEC and ISO maintain registers of currently valid
International Standards.

ISO 63:1974, Cylindrical gears for general and heavy engineering — Basic rack.

ISO 1622-1:1994, Plastics — Polystyrene (PS) moulding and extrusion materials — Part 1: Designation system and
basis for specifications.

ISO 1755:1987, Photography — Projector slides — Dimensions.

ISO 2768-1:1989, General tolerances — Part 1: Tolerances for linear and angular dimensions without individual
tolerance indications.

3 Capacity

The capacity of the straight slide tray, open type, shall be either 36 slides or 50 slides.

4 Dimensions

4.1 Details which are not mentioned should be selected in accordance with their purpose. Dimensions without
tolerance indications are in accordance with ISO 2768-1 (tolerance class: medium).

4.2 The spacing dimension 5,5+ 0,05 mm determines the distance between the centres of the tooth spaces for
the two-toothed racks and the distance between the slots in the lower side wall.

Documents

Document Sharing Hub
1

Full document details: 1ISO 11106-1-1997


http://avadocuments2026.com/doc/iso-11106-1-1997
http://avadocuments2026.com/doc/iso-11106-1-1997

ISO 11106-1:1997(E)

© 180

4.3 The dimension from the first to the last tooth-space centre shall be respected. The allowed symmetry
tolerance from the tray compartment to the slot in the lower side wall and to the tooth spaces of the two-toothed
racks shall not be exceeded (see detail Y in figure 1).
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Figure 1 — Straight slide tray
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