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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with 1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 11376 was prepared by Technical Committee
ISO/TC 61, Plastics, Subcommittee SC 12, Thermosetting materials.

This International Standard cancels and replaces 1SO 4573:1978, of which
it constitutes a technical revision.
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INTERNATIONAL STANDARD ©ISO ISO 11376:1997(E)

1 Scope

This International Standard specifies a direct potentiometric method for the determination of inorganic chlorine in
epoxy resins and glycidy! esters, called also “inorganic chlorine” or “ionic chlorine”.

2 Normative reference

The following standard contains provisions which, through reference in this text, constitute provisions of this
International Standard. At the time of publication, the edition indicated was valid. All standards are subject to
revision, and parties to agreements based on this International Standard are encouraged to investigate the
possibility of applying the most recent edition of the standard indicated below. Members of IEC and 1ISO maintain
registers of currently valid International Standards.

1ISO 3696:1987, Water for analytical laboratory use — Specification and test methods.

3 Definition

For the purposes of this International Standard, the following definition applies.

3.1 inorganic chlorine; ionic chlorine (CI~): The inorganic chiorine content, expressed in milligrams per
kilogram, of an epoxy resin or glycidyl ester.

4 Principle

A test portion is dissolved in a suitable solvent and the inorganic chlorine determined by potentlometrlc titration with
standard volumetric silver nitrate solution.

5 Reagents

During the analysis, use only reagents of recognized analytical grade, and only grade 3 water conforming to
1ISO 3696.

5.1 Acetone.

In some cases, acetone does not dissolve the resin. In such cases, use butanone (methyl ethyl ketone) or THF
(tetrahydrofuran) or another suitable solvent, and record the solvent used in the test report.
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