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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member  bodies).  The work  of  preparing  International  Standards  is  normally  carried  out  through  ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International 
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main  task of  technical committees  is  to prepare  International Standards. Draft  International Standards 
adopted  by  the  technical  committees  are  circulated  to  the  member  bodies  for  voting.  Publication  as  an 
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO  11479-2  was  prepared  by  Technical  Committee  ISO/TC  160, Glass in building,  Subcommittee  SC  1, 
Product considerations.

ISO 11479 consists of the following parts, under the general title Glass in building — Coated glass:

—  Part 1: Physical defects

—  Part 2: Colour of façade
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Introduction

It is known that façades incorporating coated glass can present different shades of the same colour, an effect 
that can be amplified when observed under an angle. Possible causes of differences in colour include slight 
variations in the colour of the substrate onto which the coating is applied and slight variations in thickness of the 
coating itself. Furthermore, for highly selective coatings, a slight variation in thickness can create a difference 
in colour, visible due to the high sensitivity of the human eye.

The purpose of this International Standard is to avoid any subjective approaches that might have been used in 
the past. This is achieved through the use of spectroscopic techniques and defined evaluation practices.

All measured values concern the finished glass product as installed in the façade and not the single components.
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