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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. 1ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard 1SO 11592 was prepared by Technical Committee ISO/TC 188, Small craft.

Annexes A and B form a normative part of this International Standard. Annex C is for information only.

Documents

. Document Sharing Hub
\Y; © 1SO 2001 - All rights reserved

Full document details: ISO 11592-2001


http://www.avadocuments.com/doc/iso-11592-2001
http://www.avadocuments.com/doc/iso-11592-2001

INTERNATIONAL STANDARD ISO 11592:2001(E)

Small craft less than 8 m length of hull — Determination
of maximum propulsion power rating

1 Scope

This International Standard establishes the requirements for determination of the maximum propulsion power rating
for engine-driven small craft with a length of hull of less than 8 m.

This International Standard is not applicable to:
— personal water craft as defined by 1ISO 13590;
— canoes and kayaks;

— inflatable boats, as defined by parts 1 to 3 of ISO 6185, except that ISO 6185-3 requires rigid inflatable boats
(RIBS) capable of a maximum speed of 30 kn or more to be tested in accordance with ISO 11592;

— racing boats: craft designed and constructed solely for competitive racing.

This International Standard does not specify craft constructional strength requirements related to maximum rated
power and does not guarantee security from instability under all conditions of seaway, wind, wakes and waves.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 6185-3:—1), Inflatable boats — Part 3: Boats with a maximum motor power rating of 15 kW and greater

ISO 8665:1994, Small craft — Marine propulsion engines and systems — Power measurements and declarations
ISO 8666:—1), Small craft — Principal data

ISO 10240:1995, Small craft — Owner's manual

ISO 11192:—71), Small craft — Graphical symbols

1) To be published.
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3 Terms and definitions
For the purposes of this International Standard, the following terms and definitions apply.

3.1
engine power
engine manufacturer's declared power rated as specified in ISO 8665

3.2

craft speed
speed of the craft on a straight course, measured in knots?)

4 Determination and marking of the maximum propulsion power rating

4.1 Outboard powered craft

4.1.1 The engine power for performance evaluation for outboard powered craft shall be determined by the craft
manufacturer in accordance with the method given in clauses 6 and 7, and

— if Vmax> 74/JLy kn, where Ly is the length of hull as defined in ISO 8666 and vy ay is the maximum speed of the
craft, when evaluated in accordance with clause 6, verified by the manoeuvring test procedure clause 7, or

— if vmax < 7+/Ly Kkn, the engine power, at the option of the craft manufacturer, shall be the maximum propulsion
power rating of the craft.

NOTE Guidelines for determining the maximum power for initial craft performance evaluation are provided in annex C.

4.1.2 Outboard powered craft supplied by the manufacturer for tiller or optional remote steering shall be tested
for both steering configurations if vipax > 7,/Ly kn.

4.2 Other types of craft

4.2.1 The maximum propulsion power rating for inboard, inboard-outboard and inboard water jet powered craft

shall be established when tested in accordance with clauses 5 and 6 and, if vymax > 7\/Ly kn, verified by the
manoeuvring test procedure given in clause 7.

4.2.2 Displacement (non-planing) multihull craft, such as pontoon boats with rounded bottom surfaces, individual
hull length to beam ratio of ten or more and outer hull centreline to centreline beam of not less than Ly/3, shall:

— have maximum propulsion power rating established when tested in accordance with clauses 5 and 6; and
— if vmax> 74/Ly kn, meet the manoeuvring test requirements of clause 7; or

— if not in accordance with the manoeuvring test requirements, may be rated for the maximum power tested if
they remain stable without loss of directional control or difficulty of the operator remaining at the helm when the
helm is turned to the limit stop or two revolutions (720°) from the straight ahead position, whichever occurs
first, in both directions; and

— be capable of stopping or turning from a distance of 6Ly from the avoidance line, following throttle reduction
from vmax, Without crossing the avoidance line.

2) 1 kn =1 nautical mile per hour = 0,514 444 m/s
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