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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 11648-1 was prepared by Technical Committee ISO/TC 69, Applications of statistical methods. 

ISO 11648 consists of the following parts, under the general title Statistical aspects of sampling from bulk 
materials: 

 Part 1: General principles 

 Part 2: Sampling of particulate materials 

It is the intention of ISO/TC 69/SC 3 to develop additional parts under this general title for the sampling of 
liquids and gases, if the need exists. 
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Introduction 

This first part of ISO 11648 gives a broad outline of the statistical aspects of sampling from bulk material. 

International Standards dealing with the methods for sampling for bulk materials, such as solid fuels, iron ores, 
etc., have already been published and some of these are being revised by the responsible technical 
committees. This International Standard provides a source of information for technical terms and sampling 
techniques for types of bulk materials for which International Standards on sampling have not yet been 
written. This International Standard may also act as a bridge for mutual understanding of terms and methods 
between Technical Committees. 
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Statistical aspects of sampling from bulk materials — 

Part 1: 
General principles 

1 Scope 

This part of ISO 11648 establishes the general principles for the application and statistical treatment of the 
sampling of bulk materials. It also provides general guidance and examples for estimating necessary 
variances and checking precision and bias when the average value of a quality characteristic is investigated. 
Furthermore, this part of ISO 11648 gives information relating to the statistical analyses of serial data, by the 
use of variograms and correlograms. 

This part of ISO 11648 also defines the basic terms with definitions for the sampling of bulk materials. These 
terms are necessary for providing a better understanding of sampling techniques as well as making it easier to 
fulfil requirements. 

NOTE Part 2 of ISO 11648 is applicable to particulate materials in bulk. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 565, Test sieves — Metal wire cloth, perforated metal plate and electroformed sheet — Nominal sizes of 
openings 

ISO 3534 (all parts), Statistics — Vocabulary and symbols 

ISO 5725 (all parts), Accuracy (trueness and precision) of measurement methods and results 

3 Terms, definitions, symbols and abbreviated terms 

3.1 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 3534 and the following apply. 

NOTE 1 The text 〈bulk material〉 shown after terms means the definition given is confined to the field of bulk sampling. 

NOTE 2 For further information on definitions, see Annex A. 

3.1.1 
bulk material 
amount of material within which component parts are not initially distinguishable on the macroscopic level 
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3.1.2 
sample 
〈bulk material〉 subset of a specified population made up of one or more sampling units 

3.1.3 
sampling 
act of drawing or constituting a sample 

3.1.4 
simple random sampling 
sampling where a sample of n sampling units is taken from a population in such a way that all combinations of 
n sampling units have the same probability of being taken 

NOTE In bulk material sampling, if the sampling unit is an increment, the positioning, delimitation and extraction of 
increments should ensure that all sampling units have an equal probability of being selected. 

3.1.5 
stratum 
mutually exclusive and exhaustive sub-population considered to be more homogeneous with respect to the 
characteristics investigated than the total population 

EXAMPLES In bulk material, strata, based on time, mass and space, are typically production periods (e.g. 15 min); 
production masses (e.g. 100 t); holds in vessels, wagons in a train or containers. 

3.1.6 
stratified sampling 
sampling such that portions of the sample are drawn from the different strata and each stratum is sampled 
with at least one sampling unit 

NOTE In some cases, the portions are specified proportions determined in advance. However, in post-stratified 
sampling, the specified proportions would not be known in advance. 

3.1.7 
stratified simple random sampling 
simple random sampling from each stratum 

3.1.8 
systematic sampling 
sampling according to a methodical plan 

NOTE 1 In bulk sampling, systematic sampling can be achieved by taking items at fixed distances or after time 
intervals of fixed length. Intervals can, for example, be based on mass or time. In the case of mass, sampling units or 
increments should be of equal mass. With respect to time, sampling units or increments should be taken from a moving 
stream or conveyor, for example at uniform time intervals. In this case, the mass of each sampling unit or increment 
should be proportional to the mass flow rate at the instant of taking the entity or increment. 

NOTE 2 If the lot is divided into strata, stratified systematic sampling can be carried out by taking increments at the 
same relative locations within each stratum. 

3.1.9 
sampling unit 
〈bulk material〉 one of the member parts, each with equal probability of selection in sampling, into which a 
population, comprised of the total quantity of bulk material under consideration, is divided 

NOTE 1 In bulk sampling, the sampling units are characterized by having an equal probability of being selected. Once 
chosen, the entire sampling unit becomes a part of the whole sample. 

NOTE 2 When sampling from a bulk material is performed by removing individual increments, the sampling unit is the 
primary increment. 
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3.1.10 
precision 
closeness of agreement between independent test results obtained under stipulated conditions 

NOTE 1 Precision depends only on the distribution of random errors and does not relate to the true value or the 
specified value. 

NOTE 2 The measure of precision is usually expressed in terms of imprecision and computed as a standard deviation 
of test results. Less precision is reflected by a larger standard deviation. 

NOTE 3 Quantitative measures of precision depend critically on the stipulated conditions. Repeatability and 
reproducibility conditions are particulate sets of extreme stipulated conditions. 

3.1.11 
bias 
difference between the expectation of a test result and an accepted reference value 

NOTE 1 Bias is the total systematic error as contrasted to random error. There may be one or more systematic error 
components contributing to the bias. A larger systematic difference from the accepted reference value is reflected by a 
larger bias value. 

NOTE 2 The bias of a measurement instrument is normally estimated by averaging the error of indication over an 
appropriate number of repeated measurements. The error of indication is the 

 “indication of a measuring instrument less the true value of the corresponding input quantity”. 

3.1.12 
lot 
〈bulk material〉 definite part of a population, comprised of the total quantity of bulk material under 
consideration, and where this part is considered as a quantity of material for which specific characteristics are 
to be determined 

NOTE Commerce in bulk material often encompasses transactions involving single lots, and, in these cases, the lot 
becomes the population. 

3.1.13 
sub-lot 
〈bulk material〉 definite part of a lot of bulk material 

3.1.14 
increment 
〈bulk material〉 quantity of bulk material taken in one action by a sampling device 

NOTE 1 The positioning, delimitation and extraction of the increment should ensure that all parts of the bulk material in 
the lot have an equal probability of being selected. 

NOTE 2 Sampling is often carried out in progressive mechanical stages, in which case it is necessary to distinguish 
between a primary increment which is extracted from the lot at the first sampling stage, and a secondary increment which 
is extracted from the primary increment at the secondary sampling stage, and so on. 

3.1.15 
composite sample 
〈bulk material〉 aggregation of two or more increments taken from a lot 

3.1.16 
gross sample 
〈bulk material〉 aggregation of all the increments taken from a sub-lot or lot by the procedures of routine 
sampling 
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3.1.17 
test sample 
〈bulk material〉 sample, as prepared for testing or analysis, the whole quantity or a part of it being used for 
testing or analysis at one time 

NOTE The term can be used in such ways as “test sample for chemical analysis”, “test sample for moisture 
determination”, “test sample for particle size determination” and “test sample for physical testing”. 

3.1.18 
test portion 
〈bulk material〉 part of a test sample which is used for analysis or testing at one time 

3.1.19 
multi-stage sampling 
〈bulk material〉 sampling in which the sample is selected by stages, the sampling units at each stage being 
sampled from the larger sampling units chosen at the previous stage 

3.1.20 
routine sampling 
〈bulk material〉 sampling for commercial purposes carried out by the stipulated procedures in the specific 
International Standard in order to determine the average quality of the lot 

NOTE The term “regular sampling” is sometimes used as an alternative to “routine sampling”. 

3.1.21 
experimental sampling 
〈bulk material〉 non-routine sampling where special purpose experimental design is applied to investigate 
sources of variance and/or sampling bias 

3.1.22 
interpenetrating sampling 
〈bulk material〉 replicate sampling from several lots or sub-lots, where for each lot i or sub-lot i, consecutive 
primary increments are diverted in rotation into different containers to give multiple composite samples (Ai, Bi, 
Ci,…) in order to investigate the variance between the increments in the lot or the sub-lot 

NOTE 1 The term “interleaved sampling” is sometimes used as an alternative to “interpenetrating sampling”. 

NOTE 2 Most interpenetrating sampling plans use a duplicate sampling method with composite sample pairs (Ai, Bi) 
being constituted for each lot i or sub-lot i. 

3.1.23 
replicate sampling 
〈bulk material〉 sampling where increments are taken simultaneously or consecutively in pairs, in order to 
constitute multiple composite samples 

3.1.24 
duplicate sampling 
〈bulk material〉 replicate sampling where increments are taken simultaneously or consecutively in pairs in 
order to constitute two composite samples 

NOTE Duplicate sampling is a special case of replicate sampling. 

3.1.25 
manual sampling 
〈bulk material〉 collection of increments by human effort 

3.1.26 
mechanical sampling 
〈bulk material〉 collection of increments by mechanical means 
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3.1.27 
cut 
〈bulk material〉 single traverse in mechanical sampling of the sample cutter in mechanical sampling through 
the stream 

3.1.28 
sample preparation 
〈bulk material〉 set of material operations necessary to transform a sample into a test sample 

EXAMPLE Reduction of sizes, mixing and dividing. 

NOTE For particulate materials, the completion of each operation of sample division defines the commencement of 
the next sample preparation stage. Thus the number of stages in sample preparation is equal to the number of divisions 
made. 

3.1.29 
sample reduction 
〈bulk material〉 process in sample preparation whereby the particle size is reduced by crushing, grinding or 
pulverization 

3.1.30 
sample division 
〈bulk material〉 process in sample preparation whereby a sample of a bulk material is divided into separate 
parts, one or more of which is retained 

EXAMPLE Riffling, mechanical division, or quartering. 

3.1.31 
fixed ratio division 
〈bulk material〉 sample division in which the retained parts from individual samples are a constant proportion of 
the original 

3.1.32 
fixed mass division 
〈bulk material〉 sample division in which the retained divided parts are of almost uniform mass, irrespective of 
variations in mass of the samples being divided 

3.1.33 
sample drying 
〈bulk material〉 process in sample preparation of partial drying of the sample to bring its moisture content near 
to a level which will not bias the results of further testing or sample preparation 

3.1.34 
routine sample preparation 
〈bulk material〉 sample preparation carried out by the stipulated procedures in the specific International 
Standard in order to determine the average quality of the lot 

3.1.35 
non-routine sample preparation 
〈bulk material〉 sample preparation carried out for experimental sampling 

3.1.36 
nominal top size 
〈bulk material〉 particle size expressed by the aperture dimension of the test sieve (from a square hole sieve 
series complying with ISO 565) on which no more than 5 % of the sample is retained 
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3.1.37 
nominal bottom size 
〈bulk material〉 particle size expressed by the aperture dimension of the test sieve (from a square hole sieve 
series complying with ISO 565) through which no more than 5 % of the sample passes 

3.1.38 
quality variation 
〈bulk material〉 standard deviation of the quality characteristics determined either by estimating the variance 
between interpenetrating samples taken from the lot or sub-lot, or by estimating the variance from a 
variographic analysis of the differences between individual increments separated by various lagged intervals 

3.1.39 
sampling procedure 
〈bulk material〉 operational requirements and/or instructions relating to taking increments and constituting a 
sample 

3.1.40 
sample preparation procedure 
〈bulk material〉 operational requirements and/or instructions relating to methods and criteria for sample division 

3.1.41 
sampling plan 
〈bulk material〉 specification of the type of sampling to be used combined with the operational specification of 
the entities or increments to be taken, the samples to be constituted and the measurements to be made 

EXAMPLE The plan can specify, for example, that the sampling is to be systematic and in two stages. In 
combination with the specification of the type of sampling, the plan, in this example, also can specify the number of 
increments to be taken from a lot, the number of composite samples (or gross samples) per lot, the number of test 
samples per composite sample and the number of measurements per test sample. 

3.1.42 
sampling scheme 
〈bulk material〉 combination of sampling plans with purposes for sampling 

NOTE Purposes for sampling include routine sampling, estimating precision, and investigation of quality variation. 

3.1.43 
sampling system 
〈bulk material〉 operational mechanism and/or mechanical installation for taking increments and sample 
preparation 

3.2 Symbols and abbreviated terms 

A list of symbols used in this part of ISO 11648 is presented in Table 1 with short descriptions of symbol 
meanings and references to the subclauses where the symbols are first mentioned. Table 2 gives a list of 
subscripts with their meanings that are used in this part of ISO 11648. 
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Table 1 — Symbols 

Symbol Meaning Units First 
mention 

Ai composite sample of odd increments for the i-th part in interpenetrating sampling — 7.3 

A2 parameter of significant difference between two means — 10 

Bi composite sample of even increments for the i-th part in interpenetrating sampling — 7.3 

b parameter for calculation of limits of confidence interval of variance component — B.5 

b0 intercept by linear regression — C.5 

b1 gradient (i.e. slope) of linear regression — C.5 

d nominal top size of particles mm 5 

di difference between system average and reference average in the same set — 10 

d2 factor to estimate standard deviation from the range of normally distributed paired 
data 

— 7.3 

d  average difference between system measurements and reference measurements — 10 

E(V) expected variance — B.5 

Fo observed F — 10 

Fα/2 (v1,v2) α /2-quantile of the F-distribution with v1, v2 degrees of freedom — 10 

gi difference between xi1 and xi2 — 10 

hi difference between yi1 and yi2 — 10 

i index designating the number of an increment or sub-lot depending on context — 7.3 

k number of increments defining the lag of a variogram or correlogram value, or 

number of sets of increments 

— 

— 

7.4 

8 

Nite number of items in a population — 5 

Nsub total number of possible increments in a sub-lot — 5 

n number of increments — 6 

nite number of items in a sample — 5 

nM number of measurements of a test sample — 6 

no number of observations in treatment Ai — B.5 

nsub number of increments taken from each sub-lot — 5 

Pmi production rate of molten iron t/tap C.3 

p number of lots — 7.2 

Ri range of paired measurements — 7.3 

R  average of the ranges Ri — 7.3 

1R  average of the ranges between duplicate measurements — B.4.3 

2R  average of the ranges between means of measurements in the test samples — B.4.3 

3R  average of the ranges between means of measurements in the composite 
samples 

— B.4.3 

rexp value of experimental correlogram — 7.4 

S sum of squares — C.7.2 
2
BITs  variance between items — 5 

2
ds  variance of di — 10 
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Table 1 (continued) 

Symbol Meaning Units First 
mention 

2
es  error variance — 10 

T1, T2 confidence limits — 10 

t lag value for calculating the variogram or correlogram either on a time or mass 
basis 

min (time), 
t (mass) 

7.4 

t(1−α)/2(v) (1−α)/2-quantile of t-variable with v degrees of freedom — 10 

UCL upper control limit — D.4 

u unloaded ratio — C.5 

ulot number of sub-lots in the lot — 6 

VA variance with vA degrees of freedom — B.5 

Va variance corresponding to the amplitude of cyclic variation — C.3 

Vc variance of cyclic variation — C.3 

VE variance with vE degrees of freedom — B.5 

Vexp value of experimental variogram — 7.4 

Vr variance of random variation — C.3 

wAl percentage by mass of aluminium content % by mass C.7 

wFe percentage by mass of total iron content % by mass C.7 

wm percentage by mass of moisture content % by mass C.5 

wsf percentage by mass of size fraction % by mass C.6 

wSi percentage by mass of silicon content % by mass C.3 

wSu percentage by mass of sulfur content % by mass C.3 

xi value of quality characteristic for increment i — 7.4 

xi1 one of the duplicate measurements obtained by a system method — 10 

xi2 one of the duplicate measurements obtained by a system method — 10 

x  grand average of xi1 and xi2 — 10 

yi1 one of the duplicate measurements obtained by a reference method — 10 

yi2 one of the duplicate measurements obtained by a reference method — 10 

y  grand average of yi1 and yi2 — 10 

α level of significance of a test — 10 

δ maximum tolerable bias — 10 

µ population mean — C.7.2 

v number of degrees of freedom — 10 

ρCOD parameter of water quality (chemical oxygen demand) mg/l of 
oxygen 

E.7 

2
Aσ  variance component between treatments Ai — B.5 
2
BCσ  variance component between composite samples — C.7 
2
BLσ  variance component between lots — 7.2 
2
BPσ  variance component between parts — C.7 
2
BTσ  variance component between trains — Annex A 
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Table 1 (continued) 

Symbol Meaning Units First 
mention 

2
BVσ  variance component between vessels — C.7 
2
BWσ  variance component between wagons — Annex A 

2
Eσ  expected variance of estimate — 5 
2
Mσ  variance component between the measurements obtained on a test sample — 6 
2
Pσ  variance component between the test samples prepared from a gross sample — 6 
2
Sσ  variance component of sampling — 7.2 
2
tσ  total variance — C.3 
2
wlσ  variance component within lot — 8 
2
wslσ  variance component within sub-lot — 8 
2
wstσ  variance component between the increments within stratum in the cases of 

stratified sampling and systematic sampling, and the variance component between 
the increments within the valid primary sampling unit in the case of two-stage 
sampling 

— 6 

2
Aσ̂  estimate of variance component of 2

Aσ  — B.5 
2
BCσ̂  estimate of variance component of 2

BCσ  — C.7 
2
BLσ̂  estimate of variance component of 2

BLσ  — B.5 
2
BPσ̂  estimate of variance component of 2

BPσ  — C.7 
2
BVσ̂  estimate of variance component of 2

BVσ  — C.7 

Eσ̂  estimate of standard deviation of Eσ  — D.5 
2
Eσ̂  estimate of variance of 2

Eσ  — D.5 
2
Mσ̂  estimate of variance component of 2

Mσ  — B.4.3 
2
Pσ̂  estimate of variance component of 2

Pσ  — B.4.3 
2
Sσ̂  estimate of variance component of 2

Sσ  — B.4.3 

wstσ̂  estimated standard deviation within-stratum wstσ  — 7.3 
2
wstσ̂  estimate of variance component of 2

wstσ  — 7.3 

2 ,
2
αχ ν 

 
 

 
2
α 

 
 

-quantile of the χ2-distribution with v degrees of freedom 
— B.5 
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Table 2 — Subscripts 

Subscript Meaning 

Al aluminium 

a amplitude 

BC between composite samples 

BIT between items 

BL between lots 

BP between parts 

BT between trains 

BV between vessels 

BW between wagons 

COD chemical oxygen demand 

c cyclic 

d difference 

E expectation 

e error 

exp experimental 

Fe iron 

ite item 

i index designating the number of an increment or sub-lot depending on context 

L lower 

lot lot 

M measurement 

m moisture 

mi molten iron 

o observed 

P preparation 

r random 

S sampling 

sf size fraction 

Si silicon 

Su sulfur 

sub sub-lot 

t total 

U upper 

wl within lot 

ws within sample 

wsl within sub-lot 

wst within stratum 
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4 Purpose and application of statistics in sampling from bulk material 

To estimate the amount, or a property or properties of the bulk material, samples are taken from many types 
of bulk material for various purposes. They may be taken from a continuous stream of material, an individual 
lot or a sequence of lots. A standard is necessary because of the occurrence of numerous sources of variation 
within the bulk, due to sampling procedures, as a result of measurement errors and due to the preparation of 
composite samples. 

International Standards for sampling bulk material, for example coal, iron ore and crude petroleum, have been 
published already and are being revised in the respective Technical committees dealing with those materials. 
These standards have been used for transactions in order to contribute to the facilitation and promotion of 
world trade in these materials. However, there is non-uniformity in the use of technical terms and in the 
application of statistical methods in these standards, especially between standards drafted by different 
Technical committees. 

Accordingly, one of the purposes of this part of ISO 11648 is to provide a set of technical terms and definitions 
necessary for sampling from bulk materials in order to give a basis for greater uniformity of technical terms 
and definitions in future versions of the above-published International Standards and in new standards for 
other commodities. 

Another purpose of this part of ISO 11648 is to give guidance on the application of statistical methods. For 
example, different methods of bias testing are specified in the above International Standards and the users of 
them may not be able to judge which is better. This part of ISO 11648 attempts to provide an alternative test 
method for bias. The mathematical model for the aforementioned test methods cannot be physically 
implemented with the majority of mechanical sampling systems in existence today. Where the test method can 
be implemented it does not accurately simulate normal physical operating conditions unless the sampling 
system is designed to operate that way during normal operations. The proposed test method is an extension 
of the usual bias test method involving paired data. The test method introduces direct estimation of error 
variances by means of duplicate measurements of each member of paired data. This provides greater 
accumulation of knowledge about error variances than any of the methods ever proposed for bias testing. 

Furthermore, it has been suggested recently that serial data analysis, such as the variogram method, should 
be incorporated into sampling plans for bulk materials. This part of ISO 11648 gives information through 
several applications of serial data analysis to the various kinds of data rather than a standard, because the 
technique is still in the development stage. 

The main purpose of sampling from a commodity of bulk material is for the commerce and trade. Sampling 
from a commodity is classified into two different procedural types; one is sampling of bulk materials for the 
accurate estimation of an average value of the quality characteristic assessed in the lot and the other is an 
inspection procedure for bulk materials for making a decision concerning lot acceptance. International 
Standards for the first type of procedure are applicable to the sampling of coal, iron ore and other 
commodities, as is ISO 11648 (all parts). This part is the general introduction of ISO 11648. An International 
Standard for the second type is ISO 10725. 

Sampling of bulk materials can be classified into two categories depending on the field of application; one is 
sampling from a commodity as described above and the other is sampling in a plant. The purpose of sampling 
in a plant is to control the production process and to assure the quality of products for users, using data 
obtained by measurements on the test sample. For example, in operations of a basic oxygen steel-making 
furnace, samples are taken from the molten steel in order to control mainly the production processes and the 
results are used to assure that the chemical composition meets the requirements for the product being made. 
Therefore, methods of sampling in a plant should be managed by the plant itself, but should follow correct 
sampling procedures as described in the various parts of ISO 11648. 

5 Particular problems for sampling bulk materials 

When a lot consists of hundreds of bulbs or bolts, random selection of bulbs or bolts gives a representative 
sample of the lot. In the case of sampling bulk materials, increments are taken from a lot instead of individual 
bulbs or bolts. In bulk sampling, it is essential to determine the minimum mass of increment. 
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An example of a sequence of sampling plan decisions involving bulk materials packed in 50 kg sacks (e.g. 
flour or cement) is: 

 select the sacks to sample; 

 determine the mass of increment; 

 take the increments from the sacks selected with a sampling device that will give a representative sample 
(i.e. avoiding bias due to stratified layers of product with different properties in the sack); 

 perform the necessary sample preparation and tests. 

In selecting a sampling device, the points to consider are that too small a device could introduce bias by 
dropping the larger particles in the lot, while too large a device could result in excessive loads for preparation 
of the sample. Accordingly, the dimension of the sampling device should be determined by a compromise 
between these upper and lower device sizes. 

However, in the sampling of powder materials, consideration should also be given to the effect of environment 
and the convenience of handling increments, since the mass of increment calculated using the formula below 
could be too small to handle easily. 

In practice, both manual methods and mechanical methods are usually applied. In the case of sampling 
particulate materials, the minimum mass of increment for manual sampling is based on the implementation of 
the dimensions (3 × 3 × 3) d, where d is the nominal top size, expressed in millimetres, of the particles in a lot. 
The manual increment mass is based on an assumption of random sampling of an increment from a lot. 

In sampling from a stopped belt, place a suitably profiled sampling frame, with minimum internal dimensions of 
three times the nominal top size of the lot or 30 mm, whichever is the larger, on the stationary belt and insert it 
through the material so that it is in close contact with the belt across its full width. Remove the material within 
the sampling frame, ensuring that all particles in this area are included in the increment by sweeping the belt, 
and deposit each increment into a suitable container. Stopped-belt sampling, although not always practical, is 
a method preferred to other sampling procedures with which it is compared. 

The minimum mass of an increment, taken by a cutter-type sampler from the material at the discharge end of 
a moving stream, is determined by the minimum cutter aperture and the maximum cutter speed. The 
maximum cutter speed is restricted to avoid bias due to deflection of the larger particles. The increment mass 
by a cutter-type sampler is usually 10 to 50 times the increment mass by manual sampling. Cross-belt cutters 
collect the increment from the material stream while it is being conveyed on a conveyor belt. The cutter should 
cut the bulk material stream in a plane normal to the surface of the conveyor. 

In sampling from discrete material, the expected variance of the estimate of the average value of the quality 
characteristic assessed in the lot is expressed by the following equation: 

2
2 ite ws
E

ite ite
1 n s

N n
σ

 
= − 

 
 (1) 

where 

Nite is the number of items in a population; 

nite is the number of items in a sample; 

2
wss  is the variance between items within a sample calculated from the quality characteristic assessed. 
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In Equation (1), (1 – nite/Nite) is called the “finite population correction”. If the value of nite/Nite is less than 1/10, 
then the correction can be omitted. In sampling from bulk material, the value corresponding to nite/Nite, i.e. 
nsub/Nsub, is less than 1/10 in most cases and the finite population correction can be omitted, where nsub is the 
number of increments taken from a sub-lot and Nsub is the total number of possible increments in a sub-lot. 
This inference is applicable not only to the sampling stage (taking increments) but also to the sample 
preparation stage (extraction of test sample from a gross sample) and to the analysis stage (taking test portion 
from a test sample). It is also applicable to liquids and gases. The finite population correction has to be 
applied to sampling wagons from a train, drums from a truck, etc. in sampling from bulk materials. 

The quality characteristics which are to be inspected are usually specified in the transactions. In general, 
moisture content is determined in order to calculate the dried mass of a lot from the measured wet mass of the 
lot. Various kinds of chemical compositions, especially representative composition, in dry basis are analysed. 
In order to calculate the net mass of the representative component, it is important that the weighing precision 
be balanced for the wet mass of the lot, the moisture content and the representative composition. Particle size 
distribution and other physical and chemical properties are sometimes determined. Sampling procedures 
should be established to satisfy all the requirements of each quality characteristic separately. 

6 Differences between particulates, liquids and gases 

The process of sampling of particulate materials is usually divided into three stages: 

a) the process of taking increments, 

b) the process of sample preparation, and 

c) the process of measurement. 

Each process has its own variance component: 

 the sampling variance component caused during increment sampling, 

 the sample preparation variance component created during test sample preparation, and 

 the measurement variance component characterizing the precision of the measurement method 
(analytical method) used. 

If n increments are taken using mass-basis systematic sampling from a lot of particulate materials, a gross 
sample is composed of n increments, a test sample is prepared from the gross sample and nM measurements 
are obtained on the test sample, then the variance of estimate of the average value of the quality 
characteristic assessed, 2

Eσ , in the lot can be approximated by Equation (2): 

2 2
2 2wst M
E P

Mn n
σ σ

σ σ= + +  (2) 

where 

2
wstσ  is the variance component between increments within strata including each increment in the lot; 

2
Pσ  is the variance component between test samples prepared from the gross sample; 

2
Mσ  is the variance component between measurements obtained on the test sample; 

n is the number of increments taken from the lot; 

nM is the number of measurements on the test sample. 

NOTE The theory of systematic sampling is given in references [1] and [2] of the Bibliography. 
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If 2
Eσ  is required to be less than a limiting value, the second term in Equation (2), 2

Pσ , will remain unchanged, 
whereas the first and the third terms can be reduced by selection of an appropriate combination of number of 
increments, n, and number of measurements, nM. 

When the variance component between the test samples, 2
Pσ , represents the major part of 2

Eσ  in 
Equation (2) and 2

Eσ  is required to be less than a limiting value, then a sufficient reduction in 2
Eσ  may not be 

possible by increasing n and nM. In particular, improvement of the variance component between test samples 
(variance component of sample preparation) is hard to achieve in the preparation process of particulate 
materials, due to its nature. The only solution is the subdivision of the lot into an appropriate number of sub 
lots. 

If a lot is subdivided into ulot sub-lots of equal quantity, nsub increments are taken from each sub-lot, a gross 
sample is constituted for each sub-lot and nM replicate measurements are obtained on each gross sample, 
then the variance of the estimate of the average value of the quality characteristic assessed in the lot will be 
expressed by Equation (3): 

2 2
2 2wst M
E P

lot sub M

1
u n n

σ σ
σ σ

 
 = + +
 
 

 (3) 

Thus the variance of estimate of average value of the quality characteristic assessed in the lot, 2
Eσ , can be 

adjusted by selecting an appropriate number of sub-lots, ulot. A sub-lot is to be a known quantity of bulk 
material, in order to calculate the quality of the lot by weighted averaging. 

In the process of sampling of liquids, the variation within a gross sample is comparatively small and the 
process of sample preparation is usually omitted. If necessary, the gross sample may be stirred to make this 
variation negligible. 

In the process of sampling of gases, an increment taken from a lot is subjected directly to analysis and the 
process of sample preparation is usually omitted. 

In the sampling of particulate materials, where possible, all the produced material should preferably be 
homogenized, possibly including several lots before the increments are taken. Bedding systems for particulate 
materials are stockpiled before being loaded to vessels so as to reduce the quality variation within the lot. 
Taking increments from strata, into which a lot is subdivided for smaller variation, also reduces the quality 
variation. At the sample preparation stage, particle size reduction is another step in the homogenization. At 
the test sample stage, mechanical mixing is carried out in a laboratory. However, special operations of 
homogenization at this stage can sometimes lead to segregation of properties. 

7 Experimental methods for obtaining variance components at various stages of 
sampling 

7.1 Variance components at various stages of sampling 

A bulk-sampling plan, which is to be used in routine sampling, should be established so that a specified 
overall precision for a lot is obtained taking into account past experience and the results from specially run 
experiments. 

Variance components in routine sampling are usually divided into variance components of sampling (taking 
increments), sample preparation and measurement. In order to estimate these variance components 
separately or jointly, the following three types of experiments are used: 

 nested experiments; 

 interpenetrating sampling; and 

 mass-basis systematic sampling with increment-by-increment measurement. 
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7.2 Nested experiments 

In a completely new sampling situation, where there is no previous experience, a sampling experiment should 
be done to estimate the variance components at various stages of sampling, i.e. the between-lots variance 
component, the between-increment variance component, the between-samples variance component and the 
variance component due to measurement error. The simplest experimental design is a fully nested experiment 
with two samples or measurements at each stage as shown in Figure 1. 

To obtain sufficient information about the variance components between the sampling stages, samples from 
approximately 20 lots should be tested (although in most situations several pairs of sampling stage samples 
could be taken from one lot). 

The disadvantage is that, for each sampling stage sample, four measurements are needed in the plan shown 
and this is more than required. The degrees of freedom and the expected mean squares for this example are 
as shown in Table 3. 

 

Key 

1 Lots 
2 Sampling stage 
3 Sample preparation stage 
4 Measurements 

Figure 1 — Fully nested experiment 

 

Table 3 — ANOVA with expected mean squares of fully nested experiment 

Source Degrees of 
freedom Expected mean square 

Between lots p − 1 2 2 2 2
M P S BL2 4 8σ σ σ σ+ + +  

Sampling stage within lots p 2 2 2
M P S2 4σ σ σ+ +  

Sample preparation stage within sampling stage 2p 2 2
M P2σ σ+  

Measurement within sample preparation stage 4p 2
Mσ  

Total 8p − 1  

2
BLσ  is the variance component between lots; 

2
Sσ  is the variance component of sampling stage; 

2
Pσ  is the variance component of sample preparation stage; 

2
Mσ  is the variance component of measurement; 

p is the number of lots. 
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The 4p degrees of freedom for the measurement variance component are more than needed and a design 
which distributes the degrees of freedom more evenly would be better. 

This can be done using a staggered-nested experiment design as shown in Figure 2. 

 

Key 

1 Lots 
2 Sampling stage 
3 Sample preparation stage 
4 Measurements 

Figure 2 — Staggered-nested experiment 

This cuts down the number of measurements from 8p to 4p and the degrees of freedom and the expected 
mean squares are as shown in Table 4. 

Table 4 — ANOVA with expected mean squares of staggered-nested experiment 

Source Degrees of 
freedom Expected mean square 

Between lots p − 1 ( ) ( )2 2 2 2
M P S BL3 2 5 2 4/ /σ σ σ σ+ + +  

Sampling stage within lots p ( ) ( )2 2 2
M P S7 6 3 2/ /σ σ σ+ +  

Sample preparation stage within sampling stage p ( )2 2
M P4 3/σ σ+  

Measurement within second stage p 2
Mσ  

Total 4p − 1  

In these experiments, variance components, 2
BLσ , 2

Sσ , 2
Pσ  and 2

Mσ  are estimated, equating each formula in 
the column of expected mean square to the corresponding observed variance. For details of the fully nested 
experiment and the staggered-nested experiment, refer to ISO 5725-3. Examples of nested experiments are 
given in Annex B. 

7.3 Interpenetrating sampling 

Interpenetrating sampling is applied where the sampling variance component is dominant in comparison with 
the variance components of sample preparation and measurement. In addition, this is applied where 
aggregation or accumulation of increments is allowable, i.e. to materials of a particulate or liquid nature. 

In mass-basis systematic sampling of iron ore, quality variations within strata including two increments are 
surveyed periodically. A lot is divided into more than ten parts and even numbered increments are allotted to 
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each part, dividing the number of increments determined according to a mass of lot by the number of parts. 
Increments are taken at fixed intervals in mass. Odd numbered increments taken from each part and even 
numbered increments taken from each part are constituted into two composite samples, respectively. (In the 
following example, these composite samples are denoted by Ai and Bi, respectively, where i is the number of 
the part). The quality characteristics to be assessed are determined for each composite sample and the 
quality variations within strata including two increments are estimated. 

The methods to be applied are illustrated by the following examples: 

EXAMPLE 1 

(number of increments per composite sample) × (number of composite samples per part) × (number of parts) = 3 × 2 × 10 

 

 

Figure 3 — Interpenetrating sampling 

An example carried out on the total iron content is shown in Table 5. In this example, 60 increments are taken 
from the lot. No. 1, No 3 and No. 5 increments are constituted into composite sample A1, and No. 2, No. 4 and 
No. 6 increments are constituted into composite sample B1. Thus, composite samples A1 to A10 and B1 to B10 
are obtained and the total iron content is determined for each composite sample, after preparation of each 
separately. The range between ai and bi is denoted by Ri. From the average range, 0,23, the quality variation 
within strata including two increments (including also variance components of sample preparation and 
measurement) is estimated by the following formula: 

2
2
wst

2
3 R

d
σ

 
= ×   

 
 (4) 

where 

d2 is the factor to estimate variance from the range with normal distribution for paired data and equals 
1,128; 

3 is the number of increments in each composite sample. 

Other examples of interpenetrating sampling are shown in C.7. 
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Table 5 — An example of interpenetrating sampling 

Total iron content 

No. of part A B Average Range 

1 65,37 64,36 64,865 1,01 

2 64,82 64,82 64,82 0 

3 64,81 65,10 64,955 0,29 

4 64,96 65,06 65,01 0,10 

5 65,23 65,20 65,215 0,03 

6 65,34 65,22 65,28 0,12 

7 65,54 65,80 65,67 0,26 

8 65,41 65,34 65,375 0,07 

9 65,16 65,22 65,19 0,06 

10 65,34 65,69 65,515 0,35 

Average   65,19 0,23 

σwst    0,35 

Method: 3 × 2 × 10 
Steel mill G, 1985-05-19, Tonnage: 97 101 t 

7.4 Mass-basis systematic sampling with increment by increment measurement 

Systematic sampling is frequently applied to take increments from bulk materials during transfer instead of 
simple random sampling from bulk materials in a stationary state because of it is easier to perform and to 
mechanize. Take increments by systematic sampling and prepare test samples from increments separately 
and then measure a quality characteristic on each test sample. Data obtained by this way are analysed by the 
variogram or correlogram method. Data obtained by systematic sampling in mass basis are usually used for 
this purpose. 

The variogram is a plot of the variance as a function of the interval between original data. The distance between 
consecutive data is called lag one, that between every second data value is called lag two, etc. The value of the 
variance Vexp(t) corresponding to a lag of k increments can be calculated from the following equation: 

( )
( )

( )

2

1
exp 2

n k

i k i
i

x x
V t

n k

−

+
=

−

=
−

∑
 (5) 

where 

xi is the value of the quality characteristic for increment i (i = 1, 2, … , n); 

(n − k) is the number of pairs of increments at integer lag k apart; 

t lag value for calculating the variogram either on a time or mass basis. 

The correlogram is a plot of the coefficient of correlation as a function of the interval between original data. 
The value of the coefficient of correlation rexp (t) corresponding to a lag of k increments can be calculated from 
the following equation: 

( )
( )( )

( ) ( )

1
exp

2 2

1 1

n k

i i i k i k
i

n k n k

i i i k i k
i i

x x x x
r t

x x x x

−

+ +
=

− −

+ +
= =

− −

=

− −

∑

∑ ∑
 (6) 
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The variogram and correlogram for a given series have a relationship to one other as described in detail in 
C.3. One of them or both are applied according to the situations. 

Iron ore sampling at a discharging port is usually performed by mechanical equipment with the number of 
increments determined using systematic sampling on a mass basis with respect to the mass of the lot falling in 
a stream onto the main belt going from the vessel to a stockpile area. 

Increment samples for size analysis are usually sieved increment by increment by a mechanical sieving 
system for lumpy iron ore. Recently in the sampling of iron ores, increment samples for moisture 
determination are often measured increment by increment, after preparation if necessary, to avoid moisture 
loss during storage. 

Masses of increments taken by the systematic sampling on a time basis are proportional to the flow rate of the 
material and the corresponding masses of the lot cannot be known. Accordingly, a quality characteristic of an 
increment taken on a time basis should not be measured ensuring uniform flow rate. 

Thus, serial data including sample preparation errors and measurement errors are provided from routine work. 
Statistical analysis of serial data is illustrated in Annex C. 

The variogram method was primarily developed for obtaining the sampling variance components for each of 
the sampling plans for several different sampling intervals, e.g. with the sampling interval increased by a factor 
of two. The variogram value at lag one corresponds to the quality variation within strata including two 
neighbouring increments in interpenetrating sampling. 

However, the variogram method has been used recently for the presentation of special features of serial data, 
rather than the direct estimation of the sampling variance components. 

8 Adjusting the sampling plan to obtain desired precision 

In sampling particulate materials, where a lot is subdivided into ulot sub-lots, nsub increments are taken from 
each sub-lot, a gross sample is constituted for each sub-lot and nM replicate measurements are obtained on 
each gross sample, then the variance of estimate of average value of the quality characteristic assessed in 
the lot is expressed by Equation (3): 

2 2
2 2wst M
E P

lot sub M

1
u n n

σ σ
σ σ

 
 = + +
 
 

 (3) 

Here, 2
Eσ  is given as the desired precision. 2

wstσ  and 2
Pσ  are given according to the material to be sampled. 

2
Mσ  is also given according to the measurement method to be applied to the quality characteristic in question. 

However, in most cases, 2
Mσ  is small enough when compared with 2

wstσ and 2
Pσ . Accordingly, ulot and nsub 

should be the main parameters to be adjusted in sampling of particulate materials. 

In most cases when sampling liquids, the variance component between the test samples prepared from the 
gross sample, 2

Pσ , is considered small as it comes from only stirring the gross sample. Accordingly, the 
variance of estimate of average value of the quality characteristic assessed in the lot will be expressed by 
Equation (7): 

2 2
2 wl M
E

Mn n
σ σ

σ = +  (7) 

where 

2
wlσ  is the variance component between the increments within the lot; 

n is the number of increments taken from the lot. 

In this case, adjustment is limited to n and nM. 
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However, when the lot is subdivided into ulot containers of equal mass (sub-lots), the variance of estimate of 
average value of the quality characteristic assessed in the lot will be expressed by Equation (8): 

2 2
2 wsl M
E

lot sub M

1
u n n

σ σ
σ

 
 = +
 
 

 (8) 

where 

2
wslσ  is the variance component between the increments within the container. 

In sampling of gases, the accumulation of increments is not considered practical because of its difficulty. 
Accordingly, the variance of estimate of average value of the quality characteristic assessed in the lot will be 
expressed by Equation (9): 

2
2 2 M
E wl

M

1
n n

σ
σ σ

 
 = +
 
 

 (9) 

where 2
wlσ  is the variance component between the increments within the lot. 

In this case, n and nM are adjustable. 

9 Estimating precision 

The precision performed through the routine sampling, sample preparation and measurement procedures 
should be checked periodically by duplicate sampling. 

In the experiments of systematic sampling, twice the number of increments in the routine sampling should be 
taken at the half interval of the routine sampling and two composite samples, each constituted by n increments 
respectively, should be aggregated in rotation. Two composite samples per lot should be prepared and 
measured separately according to the routine procedures. It is preferable that experiments for no less than 
twenty lots of the same material should be carried out. 

Irrespective of the number of duplicate data, a control chart for range as described in ISO 8258 can be applied 
for detection of out-of-control points and for estimation of the precision performed. 

Practical applications are given in Annex D of this part of ISO 11648. 

10 Checking for bias 

Data obtained by routine sampling are usually used for the calculation of the monetary value of the 
commodity. Biased data give a biased monetary value. Bias is of importance for both parties concerned, 
purchaser and supplier. 

Bias is a result of the sum of all bias-creating effects of various components in the whole sampling system, 
from taking increments to measuring a quality characteristic. 

Bias will be introduced by the deviations from the design criteria and normal operations of various components 
in the sampling system. In order to avoid bias, individual components in the sampling system should be 
checked by comparing them with the design criteria. For example, a cutter in a particulate sampling system 
should obtain a complete cross-section of the trajectory of a falling stream of particulate materials. When a 
cutter does not obtain a complete cross-section of the material on the belt (e.g. spoon sampler), bias will 
obviously be introduced, even though evidence of bias cannot be detected. Details of design criteria relevant 
to sampling systems for particulate materials is given in ISO 11648-2. 
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Bias is defined as “the difference between the expectation of the test result and an accepted reference value”. 
However, in practice, an accepted reference value is unknown. Where an “intrinsically unbiased method” is 
available in place of an “accepted reference method”, bias is usually discussed in comparison with the test 
results and the value obtained by the intrinsically unbiased method, as an auxiliary measure. For mechanical 
sampling from falling streams of particulate materials, an example of an inherently unbiased method could be 
a stopped belt sampling method applied to the same material. 

Let the values of measurements on duplicate increments obtained by a mechanical sampler be denoted by xi1 
and xi2, and the values of measurements on duplicate increments obtained by stopped belt sampling, yi1 and 
yi2, respectively. Increments of the same sets should be taken as closely together as possible. k is the number 
of sets of increments, preferably more than twenty. 

Calculate: 

gi = xi1 − xi2, i = 1, 2, …, k (10) 

( )

2

2 1
2

k

i
i

e

g
s x

k
==
∑

 (11) 

1 2i i ih y y= −  (12) 

( )

2

2 1
2

k

i
i

e

h
s y

k
==
∑

 (13) 

Put the larger of 2( )es x , 2( )es y  in the numerator of Fo and calculate the ratio Fo of the error variances: 

( ) ( ) ( ) ( )2 2 2 2
o o or  e e e eF s x s y F s y s x= =  (14) 

If Fo > Fα /2(v1, v2), then the null hypothesis, ( ) ( )2 2 ,e es x s y=  is rejected, and the two groups of data cannot be 
assumed to be drawn from populations with a common variance. The significance level α is usually set equal 
to 0,05, and v1 and v2 are the number of degrees of freedom of 2( )es x  and 2( )es y , respectively, and both are k 
in this case. 

If Fo < Fα /2(v1, v2), the two groups of data may be assumed to have a common variance. 

95 % confidence limits, T1(x), T2(x) and T1(y), T2(y) are calculated as follows: 

( ) ( ) ( ) ( )1 2 1 2, α/ eT x T x x t k s x−= ±  (15) 

( ) ( ) ( ) ( )1 2 1 2, α/ eT y T y y t k s y−= ±  (16) 

where 

x  is the grand average of xi1 and xi2; 

y  is the grand average of yi1 and yi2. 
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Calculate: 

1 2 1 2
2 2

i i i i
i

x x y y
d

+ +
= −  (17) 

2
2 2

1 1

1 1
1

k k

d i i
i i

s d d
k k= =

    = −  −    
∑ ∑  (18) 

2 1 2( )α/ dA t ν / k s− =    (19) 

If 2d A> , then the hypothesis of the equality of two means is rejected. The estimate of bias is d . 

If the absolute value of d  is larger than the maximum tolerable bias, δ, removal of the bias should be 
considered from the point of view of the actual effects of the bias on the evaluation of the lot. 

As for statistical methods for bias testing, various approaches have been proposed in many International 
Standards in respective fields. However, the method to be applied should be evaluated with regard to 
availability and efficiency. The method proposed here will give a basic approach for bias testing and an 
accumulation of knowledge about random errors relating to the material dealt with and the measurement 
method applied. Detailed discussions through practical applications will be given in Annex E. 

11 Precision and bias at measurement stage 

Precision and bias at the measurement stage should be reviewed in accordance with all parts of ISO 5725, 
together with the methods given in this part of ISO 11648. 
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Annex A 
(informative) 

 
Explanatory notes on definitions 

A.1 General 

This annex gives a necessary explanation of the terms selected in order to avoid confusion or misusage of 
these terms. 

A.2 Bulk material 

“Bulk sampling” is defined in 4.27 of ISO 3534-1:1993, while “bulk material” is not defined in 
ISO 3534 (all parts). However, the definition of “bulk material” will be given in the future version of ISO 3534, 
as shown in 3.1.1. 

Bulk material covers all kinds of materials in which increments are not initially distinguishable, such as 
particulate material, liquids and gases. This also covers peculiar bulk materials such as cotton and iron scrap. 
The principles of sampling, such as random drawing of samples at random and stratification of the lot, may be 
also applied to peculiar bulk materials. However, special consideration should be given to the taking of 
increment(s) from the materials. 

A.3 Sample 

The same definition of sample is given in 4.2 of ISO 3534-1:1993 and in 2.1.1 of ISO 3534-2:1993 as “one or 
more sampling units taken from a population and intended to provide information on the population” with a 
note “a sample may serve as a basis for a decision on the population or on the process which produced it”. In 
the future version of ISO 3534, the term will be defined as “subset of a specified population made up of one or 
more sampling units”. 

A.4 Sampling 

The same definition of “sampling” is given in both 4.4 of ISO 3534-1: 1993 and 2.2 of ISO 3534-2:1993. The 
slightly modified definition will be given in the future version of ISO 3534 as shown in 3.1.3. Fundamental to 
the accurate estimation of an average value of the quality characteristic assessed in the lot is the taking of a 
simple random sample from a lot. However, simple random sampling is a difficult procedure, in particular from 
a lot in stationary state (static sampling). 

Instead of simple random sampling from a lot in a stationary state, systematic sampling in time or in mass is 
applied during transfer of a lot for easy ease of execution (dynamic sampling). 

Multi-stage sampling is sometimes applied according to the form of a lot, such as a train comprising a number 
of wagons. 

An appropriate procedure for implementing these sampling plans can be established on the basis of 
knowledge about the quality variation in a lot, the variance component of sample preparation and the variance 
component of measurement. The quality variation is determined from the results of experimental sampling, 
such as interpenetrating sampling. The variance component of sample preparation and the variance 
component of measurement are obtained by a suitably designed experiment. 
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Precision attained by routine sampling is verified by check sampling, such as duplicate sampling. The bias of 
routine sampling cannot be determined in general. Increments taken by a mechanical sampler can be 
compared with increments taken from the corresponding point of the conveyor belt during stoppage. Individual 
components in the sample preparation process, such as dividers in a mechanical system, can also be 
checked for bias by an appropriate experiment. 

A.5 Lot 

The term “consignment” is defined in 1.3.7 of ISO 3534-2:1993 and has been used instead of “lot” in the 
Standards drafted by some technical committees. However, more recently, the term “lot” is usually used for 
sampling of bulk material. The term “lot” can be found in the Standards published in 1994 (see ISO 9411-1). 
On the other hand, “lot 〈inspection〉” is defined in 1.3.5 of ISO 3534-2:1993. In order to distinguish from this, 
“lot 〈bulk sampling〉” is newly defined. 

A.6 Sub-lot, sampling unit and increment 

The term “sub-lot” is not defined in ISO 3534:1993, but should be introduced to be confined to the field of bulk 
sampling in future version of ISO 3534 describing the subdivision of a lot in order to obtain a desired precision, 
as described in Clause 6. 

The term “sampling unit” is defined in 4.1 of ISO 3534-1:1993 and 1.3.3 of ISO 3534-2:1993 wholly in the 
same wordings having two meanings with two notes. In the first definition, the term is defined as “one of the 
individual units into which a population is divided”. While, the second definition is that “a quantity of product, 
material or service forming a cohesive entity and taken from one place and at one time to form a part of a 
sample”. In the future version of ISO 3534, the definition will be given in this form for easier understanding for 
users. 

The term “increment” is defined in 4.25 of ISO 3534-1:1993, as “a sampling unit in the case of bulk sampling; 
i.e. a quantity of material taken at one time by one action from a larger body of material”. However, in the 
future version of ISO 3534, the same definition as defined in this International Standard that “quantity of bulk 
material taken in one action by a sampling device” will be given. 

In order to understand the mutual relationship between these terms, consider the following sampling practice 
in loading coal into a vessel. 

Suppose 70 000 t of coal in wagons are loaded onto a vessel directly, though in fact the main part of the coal 
to be loaded is usually supplied from coal stocked in a pile and only a small part of the coal to be loaded is 
supplied by a train directly. On each wagon, 100 t of coal are loaded. A train is made up of a hundred wagons 
and 70 000 t of coal are delivered by seven trains to the loading facilities. Sampling equipment is situated so 
as to intercept the falling stream at the transfer head of the conveyor belt subsequent to a tipple. A weighing 
machine is installed on the conveyor belt after the tipple so that the mass of coal passed through the location 
of the sampling equipment can be measured by an appropriate time lag correction. 

Case 1: Routine sampling is carried out by the sampling equipment. At 500 t intervals, n (e.g. 140) increments 
are taken according to the indications of the weighing machine and 20 increments representative of each 
10 000 t sub-lot are composed to make a gross sample and seven gross samples are combined successively 
to represent each train. These gross samples are prepared into seven test samples separately and these test 
samples are analysed separately. The average value of the quality characteristic assessed in the lot is 
determined by averaging these seven test results. 

Case 2: Routine sampling cannot be carried out due to an unfortunate breakdown of the sampling equipment. 
As agreed between the parties concerned with delivery, an alternative sampling procedure is carried out using 
an auger sampler from the wagons before the tipple. Ten wagons are selected at random from 100 wagons in 
each train. Two increments are taken from the wagons selected and seven composite samples are composed 
to represent each train. Composite samples are prepared separately and test samples are analysed 
separately. The average value of the quality characteristic assessed in the lot is determined by averaging the 
seven test results. 
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