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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 11699-1 was prepared by Technical Committee ISO/TC 135, Non-destructive testing, Subcommittee 
SC 5, Radiation methods. 

This second edition cancels and replaces the first edition (ISO 11699-1:1998), which has been technically 
revised. 

ISO 11699 consists of the following parts, under the general title Non-destructive testing — Industrial 
radiographic film: 

⎯ Part 1: Classification of film systems for industrial radiography 

⎯ Part 2: Control of film processing by means of reference values 
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Non-destructive testing — Industrial radiographic film — 

Part 1: 
Classification of film systems for industrial radiography 

1 Scope 

The purpose of this part of ISO 11699 is to establish the performance of film systems. 

This part of ISO 11699 is applicable for the classification of film systems in combination with specified lead 
screens for industrial radiography (non-destructive testing). This part of ISO 11699 is intended to ensure that 
the image quality of radiographs — as far as this is influenced by the film system — is in conformity with the 
requirements of International Standards such as ISO 5579, ISO 17636 and EN 12681. 

This part of ISO 11699 does not apply to the classification of films used with fluorescent intensifying screens. 
The measurement of film systems in this part of ISO 11699 is restricted to a selected radiation quality to 
simplify the procedure. The properties of films will change with radiation energy, but not the ranking of film 
system quality. 

Additional methods for evaluating the photographic process are described in ISO 11699-2, by which the 
performance of film systems can be controlled under the conditions given in industry. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 11699-2, Non-destructive testing — Industrial radiographic films — Part 2: Control of film processing by 
means of reference values 

ISO/IEC 17025, General requirements for the competence of testing and calibration laboratories 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
film system 
combination of film and film processing which is carried out in accordance with the instructions of the film 
manufacturer and/or the manufacturer of the processing chemicals 

3.2 
film gradient 
G 
slope of the characteristic curve of a film at a specified optical density D 
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