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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 11732 was prepared by Technical Committee ISO/TC 147, Water quality, Subcommittee SC 2, Physical,
chemical and biochemical methods.

This second edition cancels and replaces the first edition (ISO 11732:1997), which has been technically
revised.
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Introduction

Methods using flow analysis are automating wet chemical procedures and are therefore particularly suitable
for the processing of large sample series at a high analysis frequency (up to 100 samples per hour).

It is differentiated between flow injection analysis (FIA)['}:[2] and continuous flow analysis (CFA)[3l. Both methods
consist of the automatic dosage of the sample introduced into a flow system (manifold) in which the sample
analytes react with the reagent solutions on their way through the manifold. The sample preparation may be
integrated into the manifold. The reaction product is measured in a flow detector.

The user should be aware that particular problems could require the specification of additional marginal
conditions.
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INTERNATIONAL STANDARD ISO 11732:2005(E)

Water quality — Determination of ammonium nitrogen —
Method by flow analysis (CFA and FIA) and spectrometric
detection

WARNING — Persons using this International Standard should be familiar with normal laboratory
practice. This International Standard does not purport to address all of the safety problems, if any;
associated with its use. It is the responsibility of the user to establish appropriate safety and health
practices and to ensure compliance with any national regulatory conditions.

IMPORTANT — It is absolutely essential that tests conducted according to this standard be carried
out by suitably trained staff.

1 Scope

This International Standard specifies methods suitable for the determination of ammonium nitrogen in various
types of waters (such as ground, drinking, surface, and waste waters) in mass concentrations ranging from
0,1 mg/l to 10 mg/l (in the undiluted sample), applying either FIA (Clause 3) or CFA (Clause 4). In particular
cases, the range of application may be adapted by varying the operating conditions.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3696:1987, Water for analytical laboratory use — Specification and test methods
ISO 5667-1, Water quality — Sampling — Part 1: Guidance on the design of sampling programmes
ISO 5667-2, Water quality — Sampling — Part 2: Guidance on sampling techniques

ISO 5667-3, Water quality — Sampling — Part 3: Guidance on the preservation and handling of water
samples

ISO 8466-1, Water quality — Calibration and evaluation of analytical methods and estimation of performance
characteristics — Part 1: Statistical evaluation of the linear calibration function

3 Determination of ammonium nitrogen by flow injection analysis (FIA) and
spectrometric detection

3.1 Principle

The sample containing ammonium is injected into a continuous carrier stream by means of an injection valve
and is mixed with a continuously streaming flow of an alkaline solution. The ammonia formed is separated in a
diffusion cell from the solution over a hydrophobic semipermeable membrane and taken up by a streaming
recipient flow containing a pH indicator. Due to the resulting pH shift, the indicator solution will change its
colour which is measured continuously in the flow photometer. Additional information about this analytical
technique is given in references [4], [5], [6], [7] and [8].

NOTE Equipment following this principle using CFA instead of FIA is commercially available, however it has not been
validated.
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3.2 Interferences

Volatile amines, if present, diffuse through the membrane and lead to a pH shift. If the concentrations of the
volatile amines (e.g. methylamine or ethylamine) are equal to those of the ammonium, higher results may then
be expected [12]. Significant concentrations of volatile amines can be reduced by distilling the sample adjusted
to pH 5,8 prior to the analysis.

In rare cases, it may be possible that the sample does not reach a pH of 12 after the addition of the alkaline
reagent solution, thus leading to a loss of ammonium because it will not be converted quantitatively into
ammonia. This may particularly occur with strong acidic or buffered samples. In these cases, the pH of the
sample shall be adjusted to the range of 3 to 5 by the addition of sodium hydroxide solution (3.3.2 or 3.3.3).

A high concentration of metal ions that can precipitate as hydroxides will give poorly reproducible results. The
addition of a suitable complexing agent, such as ethylenedinitrilotetraacetic acid (EDTA), disodium salt, to the
alkaline reaction solution (3.3.17) in sufficiently large concentration will prevent the interference by Cu, Zn, Fe,
Ca, Mg, and Al. A concentration of 30 g/l of ethylenedinitrilotetraacetic acid, disodium salt (3.3.4), in
solution R1 (3.3.17) is adequate for metal concentrations up to 0,2 mg/l each.

In the case of samples containing particulate matter, see 3.5 (last paragraph).

Samples with a total salt concentration of > 10 g/l shall be diluted prior to the measurement.

3.3 Reagents

Apart from the reagents dealt with in the 3.3.6 and 3.3.7, use only reagents of “analytical grade quality for the
determination of nitrogen”, or, if not available, those of recognized “analytical grade quality”. The ammonium
content of the blank shall regularly be checked (3.6.3).

3.3.1  Water, of grade 1 as specified in ISO 3696:1987.

3.3.2 Sodium hydroxide solution I, ¢((NaOH) = 5 mol/l.

3.3.3 Sodium hydroxide solution Il, ¢((NaOH) = 0,01 mol/l.

3.3.4 Ethylenedinitrilotetraacetic acid (EDTA)"), disodium salt, monohydrate, C;qH;4NoNa,Og-H,0.
3.3.5 Bromocresol purple, C,,HgBr,05S.

3.3.6 Bromothymol blue, C,;H,gBr,O5S.

3.3.7 Cresol red, Cy4H;505S.

3.3.8 Ammonium chloride, NH,CI, dried at 105 °C + 2 °C to constant mass.

3.3.9 Potassium chloride, KCI.

3.3.10 Boric acid, H3BO;.

3.3.11 Hydrochloric acid solution I, ¢(HCI) = 0,01 mol/l.

3.3.12 Hydrochloric acid solution Il, ¢(HCI) = 0,1 mol/l.

3.3.13 Hydrochloric acid solution Ill, ¢(HCI) = 1,0 mol/l.

3.3.14 Sulfuric acid, p(H,SO,) = 1,84 g/ml.

1) Commonly known as ethylenediaminetetraacetic acid.
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