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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture
and forestry, Subcommittee SC 19, Agricultural electronics.

This second edition cancels and replaces the first edition (ISO 11783-1:2007). The main change
with respect to the previous edition is that all identifiers (parameters) listed in the first edition of
[SO 11783-1:2007, Annexes A to G, have been moved to an electronic database and are now referenced
as parameter group, address and identity assignments. These assignments are officially registered by
the Society of Automotive Engineers — SAE and are a part of the recommended practices of SAE J19309.

Alist of all parts in the ISO 11783 series can be found on the ISO website.
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Introduction

ISO 11783 specifies a communications system for agricultural equipment based on the ISO 11898-2
protocol. SAE J1939 documents?), on which parts of ISO 11783 are based, were developed jointly for use
in truck and bus applications and for construction and agriculture applications. Joint documents were
completed to allow electronic units that meet the truck and bus SAE ]J1939 specifications to be used by
agricultural and forestry equipment with minimal changes. General information on ISO 11783 is to be
found in this part of ISO 11783.

The purpose of ISO 11783 is to provide an open, interconnected system for on-board electronic systems.
It is intended to enable electronic control units (ECUs) to communicate with each other, providing a
standardized system.

1) Society of Automotive Engineers, Warrendale, PA, USA. Docu ments
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INTERNATIONAL STANDARD ISO 11783-1:2017(E)

Tractors and machinery for agriculture and forestry —
Serial control and communications data network —

Part 1:
General standard for mobile data communication

1 Scope

ISO 11783 as a whole specifies a serial data network for control and communications on forestry or
agricultural tractors and mounted, semi-mounted, towed or self-propelled implements. Its purpose is
to standardize the method and format of transfer of data between sensors, actuators, control elements,
and information-storage and -display units, whether mounted on, or part of, the tractor or implement.
It is intended to provide open system interconnect (OSI) for electronic systems used by agricultural
and forestry equipment. This part of ISO 11783 gives a general overview of ISO 11783.

For ISO 11783 application developers, the content of this electronic database provides the current
listing of the ISO 11783-1 address assignments, identity assignments, and parameter definitions which
have been assigned and which are officially registered by SAE J1939. This information is found in the
online database on the ISOBUS website (http://www.isobus.net/).

NOTE The secretariat of the maintenance agency (MA) is provided by VDMA (German Engineering
Federation) on behalf of DIN.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 11783 (all parts), Tractors and machinery for agriculture and forestry — Serial control and
communications data network

ISO 11898-1, Road vehicles — Controller area network (CAN) — Part 1: Data link layer and physical
signalling

[SO 11898-2, Road vehicles — Controller area network (CAN) — Part 2: High-speed medium access unit

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1
address
8-bit field used to define the source or destination of a message
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3.2
alarm mask
object that defines alarm information for display on a virtual terminal

3.3

auxiliary input unit

autonomous control function (3.10) providing auxiliary controls for common use that can also be
physically located within an electronic control unit (3.19), or on the virtual terminal (3.67)

3.4

auxiliary new

AUX-N

functionality (3.26) specific to Type 2 auxiliary controls defined in ISO 11783-6

3.5

auxiliary old

AUX-0

functionality (3.26) specific to Type 1 auxiliary controls defined in ISO 11783-6

3.6
char
single character whose size is 1 byte

Note 1 to entry: Commonly used for ISO/IEC 8859 characters (e.g. 4116 in ISO/IEC 8859-1 represents “A”).

3.7
character
single text grapheme or symbol, as in an alphabet

Note 1 to entry: Size is variable based on the encoding scheme. See char (3.6) and WideChar (3.68).

3.8
client
control function on the mobile implement bus that uses the services of a server or master

3.9
code plane
group of 65536 possible character codes

Note 1 to entry: Unicode/ISO/IEC 10646 organizes the characters in 17 code planes numbered 0 to 16.

EXAMPLE Code plane 0 covers characters 00000014 to 00FFFF16. Code plane 1 covers characters 0100001¢
to 01FFFFs. ... Code plane 16 covers characters 10000016 to 10FFFF 1.

3.10

control function

CF

function that performs operations to complete a specific function on or within devices

Note 1 to entry: A control function has one unique address on the network.

3.11

data dictionary

DD

listing of data variables and their identifiers

Note 1 to entry: The data dictionary is defined in ISO 11783-11.
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