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Foreword 

IS0 (the International  Organization for Standardization)  is a worldwide 
federation of national  standards bodies (IS0 member bodies).  The work of 
preparing International  Standards is normally carried out through IS0 
technical  committees.  Each member body interested in a subject for which 
a technical  committee has been established has the right to be represented 
on that committee.  International  organizations,  governmental  and non- 
governmental,  in l iaison with ISO,  also take part in the work.  IS0 
collaborates closely with the International  Electrotechnical  Commission 
(IEC)  on all  matters of electrotechnical  standardization.  

Draft International  Standards adopted by the technical  committees are 
circulated to the member bodies for voting.  Publication as an International  
Standard requires approval  by at least 75 % of the member bodies casting 
a vote.  

International  Standard IS0 1 1 821  was prepared by Technical  Committee 
ISO/TC 43,  Acoustics,  Subcommittee SC 1 ,  Noise.  

Annex A of this International  Standard is for information only.  
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Introduction  

This International  Standard specifies in situ methods for the determination 
of the sound attenuation performance of removable sound-protecting 
screens for industrial  purposes.  A screen is any object (e.g.  panels,  flexible 
curtains,  etc.)  breaking the line of sight between source and receiver;  such 
a screen may be flat or curved.  A removable screen is a screen that can be 
dismantled without the other environmental  conditions being changed.  The 
purpose of such a screen is to shield a work station or a complete work 
area from the noise emitted by sound source(s).  Such an area can be a 
zone where one operator is located or a zone occupied by several  
operators at no fixed positions.  For example,  screens can be used by a 
maintenance unit to reduce the effect of noise at a given location,  from 
repair work,  and to reduce the noise at a work station located close to a 
machine or process.  

Related standards concern noise attenuation measurements of enclosures 
under in situ  conditions (IS0 1 1 546-2),  and sound insulation measure- 
ments of cabins under in situ conditions (IS0 1 1 957).  

Other International  Standards dealing with screens in other situations are 
IS0 1 0053 (sound attenuation of screens for open plan offices)  and 
IS0 1 0847 (sound attenuation of outdoors screens).  

Technical  information about noise reduction in workrooms can be found in 
IS0 1 1 690-2.  

iv 
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of a removable screen 

1  Scope 

This International  Standard specifies methods for evaluating the in situ  sound attenuation performance of a 
removable screen,  either indoors or outdoors.  This engineering grade method is based on an insertion loss 
measurement that can be carried out either with shielding of the actual  sound source(s)  or using an artificial  sound 
source.  

The sound attenuation performance achieved by such a screen,  as evaluated by the present International  Standard,  
depends on: 

-  diffraction around the edges of the screen; 

-  transmission through the components of the screen; 

-  absorption of the panels of the screen,  as well  as in its surroundings; 

-  the room in which the screen stands if indoors.  

When a specific work station is to be shielded,  the in situ sound attenuation value describes the effect of the screen.  
However,  when a complete area is to be shielded,  the performance of the screen will  vary depending on the 
positions used for measurement.  Therefore,  it is recommended that the maximum and minimum values of sound 
attenuation are given.  The sound attenuation performance is determined in terms of insertion loss.  

When assessing the performance of a screen located indoors,  the room geometry and reflections from walls,  
ceilings and room fittings will  influence the performance.  As a consequence,  the comparison of screen performance 
can only be made if the test conditions are identical.  

This International  Standard is applicable to screens with height and length greater than 1 ,5 m.  However,  it may also 
be used for smaller screens provided that the interested parties come to an agreement on this.  

As environmental  conditions can affect the measurements outdoors,  it is recommended that measurements should 
be restricted to within 25 m  of the screen.  However,  measurements may also cover a greater distance provided that 
the interested parties come to an agreement on this.  

Differences can occur between in situ test results.  Therefore,  comparison of the performance of different screens 
can be made only on the basis of data based on the same measurement method performed at the same location.  

This International  Standard applies to a complete screen only and not to individual  components from which it is 
made.  Sound insulation and sound absorption for screen components (such as panel  elements,  doors,  windows) 
should be measured according to other relevant standards.  

This International  Standard is not applicable to open plan offices screens nor to outdoor barriers dealing with 
community noise.  I t is also not intended for qualification purposes.  
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