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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 11825 was prepared by Technical Committee
ISO/TC 72, Textile machinery and allied machinery and accessories, Sub-
committee SC 3, Machinery for fabric manufacture.

Annex A of this International Standard is for information only.
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Textile machinery and accessories — Latch-type needles
for knitting machines — Coordination of shank widths and
hook heights

1 Scope

A wide range of latch needles is used in the knitting industry and by the machine manufacturers, and frequently not
all sizes are available. As a result, large storage areas are taken up and an uneconomical number of needles is kept
in stock.

Rationalization should be provided by standardizing the shank widths and the hook heights of needles.

This International Standard specifies appropriate dimensions for these and relates them to the needle pitches of
the knitting machines concerned.

2 Dimensions

Table 1 — Recommended values for iatch needle shank widths

Dimensions in millimetres

0.26

0,3

0,32

0,34%)

0,36

0,41

0.5

0,62

0,75

0,85

1,3 1.5 1.8 2

*) Only for RL-circular knitting machines with small diameter.

Table 2 — Recommended values for latch needle hook heights

Dimensions in millimetres

0.8

0,85

0.9

1.1

1,2

1,35

1,5

1,7

2,4

2,65

3.45 4 55 6,9

3 Combinations of shank width and hook height in relation to needle pitch

Recommendations are given in table 3 for shank widths and hook heights in relation to needle pitch. In special
cases, hook can be related to shank widths other than those included in table 1.
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