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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through I1SO
technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented
on that committee. International organizations, governmental and non-
governmental, in liaison with 1SO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting
a vote.

International Standard ISO 11833-2 was prepared by Technical Committee
ISO/TC 61, Plastics, Subcommittee SC 11, Products.

ISO 11833 consists of the following parts, under the general title
Unplasticized poly(vinyl chloride) sheets — Types, dimensions and
characteristics:

— Part 1: Sheets of thickness not less than 1 mm

— Part 2: Sheets of thickness less than 1 mm
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Plastics — Unplasticized poly(vinyl chloride) sheets — Types,
dimensions and characteristics —

Part 2:
Sheets of thickness less than 1 mm

1 Scope

1.1 This part of ISO 11833 specifies requirements for sheets and films of unplasticized poly(vinyl chloride)
(PVC-U) and the test methods to be used to measure the required values.

1.2 It applies only to sheets of thickness less than 1,0 mm.

1.3 It does not cover thermoshrinkable or biaxially stretched PVC-U sheets and films.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of this part of
ISO 11833. At the time of publication, the editions indicated were valid. All standards are subject to revision, and
parties to agreements based on this part of ISO 11833 are encouraged to investigate the possibility of applying the
most recent editions of the standards indicated below. Members of IEC and ISO maintain registers of currently valid
International Standards.

ISO 75-2:1993, Plastics — Determination of temperature of deflection under load — Part 2: Plastics and ebonite.
ISO 291:1997, Plastics — Standard atmospheres for conditioning and testing.

ISO 306:1994, Plastics — Thermoplastic materials — Determination of Vicat softening temperature (VST).

ISO 527-3:1995, Plastics — Determination of tensile properties — Part 3: Test conditions for films and sheets.

ISO 1163-1:1995, Plastics — Unplasticized poly(vinyl chloride) (PVC-U) moulding and extrusion materials — Part 1:
Designation system and basis for specifications.

ISO 2818:1994, Plastics — Preparation of test specimens by machining.

ISO 2859-1 :—”, Sampling procedures for inspection by attributes — Part 1: Sampling plans indexed by acceptable
quality level (AQL) for lot-by-lot inspection.

ISO 8256:1990, Plastics — Determination of tensile-impact strength.

ISO 11501:1995, Plastics — Film and sheeting — Determination of dimensional change on heating.

1) To be published. (Revision of ISO 2859-1:1989)
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