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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

ISO 11990-2 was prepared by Technical Committee ISO/TC 172, Optics and photonics, Subcommittee SC 9,
Electro-optical systems.

ISO 11990 consists of the following parts, under the general title Lasers and laser-related equipment —
Determination of laser resistance of tracheal tubes:

— Part 1: Tracheal tube shafts

— Part 2: Tracheal tube cuffs

Documents

. Document Sharing Hub
v © 1SO 2010 — All rights reserved

Full document details: ISO 11990-2-2010


http://avadocuments2026.com/doc/iso-11990-2-2010
http://avadocuments2026.com/doc/iso-11990-2-2010

1ISO 11990-2:2010(E)

Introduction

A fire in the airway is always a serious matter. In addition to local damage in the larynx, injury can occur to the
lower airway and the parenchymal tissue in the lung. The products of combustion may be blown into the lungs.

Procedures performed in the airway, where a tracheal tube and a laser are used, bring together an oxygen-
enriched atmosphere, a fuel and high power, the three ingredients necessary to create a fire. The likelihood
that a laser beam will contact the tracheal tube during airway procedures is high. This led to the development
of a test method, described in ISO 11990-1, to assist the clinician in determining which tracheal tube shaft was
the most laser-resistant under a defined set of conditions.

Unfortunately, fires with tracheal tubes, whose shafts were laser-resistant according to 1SO 11990-1 have
continued to occur. Investigations have shown that the cuff, and not the shaft, of the tracheal tube is the area
of lowest laser resistance and most likely to be contacted by the laser beam, even when used according to the
manufacturer's instructions. Clinical experience has shown that not only perforation of the part of the shaft
below the cuff has happened, but also ignition of the outer surface of the cuff. This could then ignite other
parts of the tracheal tube, such as the tip, which is normally unprotected.
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