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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International 
Standards adopted by the technical committees are circulated to the member bodies for voting. 
Publication as an International Standard requires approval by at least 75 % of the member bodies 
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 12492 was prepared by Technical Committee ISO/TC 45, Rubber and rubber products, Subcommittee 
SC 2, Testing and analysis.
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Introduction

The water content of raw rubber is one of the important characteristics to be determined as a quality 
control test. Different synthetic rubbers contain varying amounts of water. Water can affect product 
quality, texture, shelf life, chemical stability and reactivity. A high amount of water can cause processing 
difficulties.

Water contamination is a cause for major concern in a large number of applications. In the rubber 
industry, water is one of the major damaging contaminants and is often overlooked as a primary cause 
of component failure. For certain applications in the rubber industry, even a small amount of water may 
have damaging effects on production.

Several methods are available for the determination of water content. A Karl Fischer (KF) coulometric 
titrator is one of the most accurate methods. Unlike other techniques, it can trace low levels of free, 
emulsified and dissolved water (which cannot be detected with normal gravimetric methods). The test 
is capable of measuring water levels as low as 0,01 %.

Unlike gravimetric measurements, which are indirect methods that assume, all volatiles removed are 
water, Karl Fischer titration is a direct method that is almost specific for water. The method is especially 
useful for low moisture levels (<1 %).

The new test method will help to determine the water content of the raw rubber and rubber compounds 
in shortest possible time and will be helpful for quality control at the laboratories. Coulometric 
determination of water is an absolute method.
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